
RECEIVED: March 15, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Cane Creek Unit 26-3 

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

BIG FLAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
CANE CREEK  

6. NAME OF OPERATOR
FIDELITY E&P COMPANY 

7. OPERATOR PHONE
303 893-3133 

8. ADDRESS OF OPERATOR
2585 Heartland Drive, Sheridan, WY, 82801 

9. OPERATOR E-MAIL
marv.rygh@fidelityepco.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-53624 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2615 FSL   2151 FWL  NESW  26  25.0 S  19.0 E  S 

Top of Uppermost Producing Zone 2615 FSL   2151 FWL  NESW  26  25.0 S  19.0 E  S 

At Total Depth 2615 FSL   2151 FWL  NESW  26  25.0 S  19.0 E  S 

21. COUNTY
GRAND  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
783 

23. NUMBER OF ACRES IN DRILLING UNIT
1560 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

50 

26. PROPOSED DEPTH
MD: 7650     TVD: 7650 

27. ELEVATION - GROUND LEVEL

5653 

28. BOND NUMBER

CO-1395 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Municipal  

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 COND  26  20  0 -  80  94.0   J-55 ST&C  15.0  Class G  81  1.17  15.0

 SURF  17.5  13.375  0 - 1055  54.5   J-55 ST&C  14.2  Pozzuolanic  303  2.07  12.3

               Class G  200  1.47  14.2

  I1  12.25  9.625  0 - 4532  47.0   HCP-110 LT&C  13.5  Pozzuolanic  657  2.08  12.3

               Pozzuolanic  200  1.43  13.5

  I2  8.5  7  0 - 7350  32.0   HCP-110 LT&C  18.0  Class G  303  1.4  18.0

 PROD  6  4.5  0 - 7650  13.5   HCP-110 LT&C  18.0  Class G  100  1.4  18.0

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Stephanie Masters  TITLE Operations Tech  PHONE 307 675-4924 

SIGNATURE DATE 03/01/2012  EMAIL Stephanie.Masters@fidelityepco.com 

API NUMBER ASSIGNED

    43019500190000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43019500190000

CO
NF
IDE

NT
IAL

API Well Number: 43019500190000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 26-3

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53624 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7650 TVD: 7650

50

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 ST&C 14.2 Pozzuolanic 303 2.07 12.3

Class G 200 1.47 14.2

11 12.25 9.625 0 - 4532 47.0 HCP-110 LT&C 13.5 Pozzuolanic 657 2.08 12.3

Pozzuolanic 200 1.43 13.5

12 8.5 7 0 - 7350 32.0 HCP-110 LT&C 18.0 Class G 303 1.4 18.0

PROD 6 4.5 0 - 7650 13.5 HCP-110 LT&C 18.0 Class G 100 1.4 18.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLEOperations Tech PHONE 307 675-4924

SIGNATURE DATE 03/01/2012 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500190000

Permit Manager

RECEIVED: March 15,

API Well Number: 43019500190000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 26-3

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53624 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7650 TVD: 7650

50

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 ST&C 14.2 Pozzuolanic 303 2.07 12.3

Class G 200 1.47 14.2

11 12.25 9.625 0 - 4532 47.0 HCP-110 LT&C 13.5 Pozzuolanic 657 2.08 12.3

Pozzuolanic 200 1.43 13.5

12 8.5 7 0 - 7350 32.0 HCP-110 LT&C 18.0 Class G 303 1.4 18.0

PROD 6 4.5 0 - 7650 13.5 HCP-110 LT&C 18.0 Class G 100 1.4 18.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLEOperations Tech PHONE 307 675-4924

SIGNATURE DATE 03/01/2012 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500190000

Permit Manager

RECEIVED: March 15,

API Well Number: 43019500190000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 26-3

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53624 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7650 TVD: 7650

50

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 ST&C 14.2 Pozzuolanic 303 2.07 12.3

Class G 200 1.47 14.2

11 12.25 9.625 0 - 4532 47.0 HCP-110 LT&C 13.5 Pozzuolanic 657 2.08 12.3

Pozzuolanic 200 1.43 13.5

12 8.5 7 0 - 7350 32.0 HCP-110 LT&C 18.0 Class G 303 1.4 18.0

PROD 6 4.5 0 - 7650 13.5 HCP-110 LT&C 18.0 Class G 100 1.4 18.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLEOperations Tech PHONE 307 675-4924

SIGNATURE DATE 03/01/2012 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500190000

Permit Manager

RECEIVED: March 15,

API Well Number: 43019500190000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 26-3

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53624 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7650 TVD: 7650

50

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 ST&C 14.2 Pozzuolanic 303 2.07 12.3

Class G 200 1.47 14.2

11 12.25 9.625 0 - 4532 47.0 HCP-110 LT&C 13.5 Pozzuolanic 657 2.08 12.3

Pozzuolanic 200 1.43 13.5

12 8.5 7 0 - 7350 32.0 HCP-110 LT&C 18.0 Class G 303 1.4 18.0

PROD 6 4.5 0 - 7650 13.5 HCP-110 LT&C 18.0 Class G 100 1.4 18.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLEOperations Tech PHONE 307 675-4924

SIGNATURE DATE 03/01/2012 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500190000

Permit Manager

RECEIVED: March 15,

API Well Number: 43019500190000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 26-3

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53624 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7650 TVD: 7650

50

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 ST&C 14.2 Pozzuolanic 303 2.07 12.3

Class G 200 1.47 14.2

11 12.25 9.625 0 - 4532 47.0 HCP-110 LT&C 13.5 Pozzuolanic 657 2.08 12.3

Pozzuolanic 200 1.43 13.5

12 8.5 7 0 - 7350 32.0 HCP-110 LT&C 18.0 Class G 303 1.4 18.0

PROD 6 4.5 0 - 7650 13.5 HCP-110 LT&C 18.0 Class G 100 1.4 18.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLEOperations Tech PHONE 307 675-4924

SIGNATURE DATE 03/01/2012 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500190000

Permit Manager

RECEIVED: March 15,

API Well Number: 43019500190000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NCUaMe
eek Unit 26-3

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITYE&PCOMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)53624 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

Top of Uppermost Producing Zone 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

At Total Depth 2615 FSL 2151 FWL NESW 26 25.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 783 1560

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7650 TVD: 7650

50

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5653 CO-1395 Municipal

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

COND 26 20 0 - 80 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

SURF 17.5 13.375 0 - 1055 54.5 J-55 ST&C 14.2 Pozzuolanic 303 2.07 12.3

Class G 200 1.47 14.2

11 12.25 9.625 0 - 4532 47.0 HCP-110 LT&C 13.5 Pozzuolanic 657 2.08 12.3

Pozzuolanic 200 1.43 13.5

12 8.5 7 0 - 7350 32.0 HCP-110 LT&C 18.0 Class G 303 1.4 18.0

PROD 6 4.5 0 - 7650 13.5 HCP-110 LT&C 18.0 Class G 100 1.4 18.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLEOperations Tech PHONE 307 675-4924

SIGNATURE DATE 03/01/2012 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500190000

Permit Manager

RECEIVED: March 15,



RECEIVED: February 24, 2012

Fidelity Exploration & Production Company Eight Point Plan 

 

CANE CREEK 26-3 

SEC 26 / T25S / R19E, NESW, 2615’ FSL & 2151 FWL 

GRAND COUNTY, UTAH 

ALL INFORMATION IS CONFIDENTIAL 1 Lease No UTU-53624 

 

1. & 2.   ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES: 

 

 

 

 

 

 

 

 

 

 

 

 

 

                 

Estimated TD:  7,650’ or 200’± below TD   Anticipated BHP:  +/-6,960 Psig 

 

1. Lost circulation in all intervals. 

2. Cement isolation is installed to surface of the well isolating all zones by cement and casing. 

 

3.   PRESSURE CONTROL EQUIPMENT:       Intermediate & Production Hole – 5000 Psig 

                                                                              BOP schematic diagrams attached. 

 

4.   CASING PROGRAM: 

                           

Surface based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull. 

Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull. 

Intermediate based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull. 

Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull 

All casing will be new or inspected. 

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective 

Windgate Sand Surface  Sandstone  

Chinle 560 +5,119 Sand/Shale  

Moenkopi 1,004 +4,675 Sand/Shale  

Cutler 1,412 +2,913 Sandstone  

Honaker Trail 2,766 +1,579 Sand/Evaporite  

Paradox 4,100 -1,760 Salt/Clastics Secondary 

Cane Creek Shale 7,439 -1,971 Shale Primary 

T.D. 7,650    

     

     

CASING 
Hole 

Size 
Length Size WEIGHT Grade Thread Collapse Burst Tensile 

       (psi) a (psi) b 
(1K lbs) 

c 

Conductor 26” 0 – 80’   20”       

Surface 17 ½” 0’ – 1,055’ ± 13 3/8” 54.5# J-55 STC 1130/2.1 2730/3.0 547/2.5 

Intermediate 12 ¼” 0 – 4,532’ 9-5/8” 47.0# HCP-110 LTC 7,100/1.5 9,440/1.2 1213/2.1 

Intermediate 8-1/2” 0 - 7,350’ 7” 32# HCP-110 LTC 11,890/1.9 12,460/1.25 897/2.1 

Production 6” 0 – 7,650 4-1/2” 13.5# HCP-110 BTC 11,250/1.5 12,410/1.2 448/2.1 
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Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 26-3
SEC 26 / T25S / R19E, NESW, 2615' FSL & 2151 FWL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective
Windgate Sand Surface Sandstone

Chinle 560 +5,119 Sand/Shale
Moenkopi 1,004 +4,675 Sand/Shale

Cutler 1,412 +2,913 Sandstone
Honaker Trail 2,766 +1,579 Sand/Evaporite

Paradox 4,100 -1,760 Salt/Clastics Secondary
Cane Creek Shale 7,439 -1,971 Shale Prirnary

T.D. 7,650

Estimated TD: 7,650' or 200'± below TD Anticipated BHP: +/-6,960 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 5000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING ---- Length _Size WEIGHT Grade Thread Collaose Burst TensileSize
(1K lbs)(psi) a (psi) b

c

Conductor 26" 0 - 80' 20"

Surface 17 ½" 0' - 1,055' ± 13 3/8" 54.5# J-55 STC 1130/2.1 2730/3.0 547/2.5

Intermediate 12 ¾" 0 - 4,532' 9-5/8" 47.0# HCP-110 LTC 7,100/1.5 9,440/1.2 1213/2.1

Intermediate 8-1/2" 0 - 7,350' 7" 32# HCP-110 LTC 11,890/1.9 12,460/1.25 897/2.1

Production 6" 0 - 7,650 4-1/2" 13.5# HCP-110 BTC 11,250/1.5 12,410/1.2 448/2.1

Surface based on full evacuation: a=9.0 ppg fluic on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 00K overpull.
Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull.
Intermediate based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull.
Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.

ALL INFORMATION IS CONFIDENTIAL 1 Lease No UTU-53624
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Estimated TD: 7,650' or 200'± below TD Anticipated BHP: +/-6,960 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 5000 Psig
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4. CASING PROGRAM:

HoleCASING ---- Length _Size WEIGHT Grade Thread Collaose Burst TensileSize
(1K lbs)(psi) a (psi) b

c

Conductor 26" 0 - 80' 20"

Surface 17 ½" 0' - 1,055' ± 13 3/8" 54.5# J-55 STC 1130/2.1 2730/3.0 547/2.5

Intermediate 12 ¾" 0 - 4,532' 9-5/8" 47.0# HCP-110 LTC 7,100/1.5 9,440/1.2 1213/2.1

Intermediate 8-1/2" 0 - 7,350' 7" 32# HCP-110 LTC 11,890/1.9 12,460/1.25 897/2.1

Production 6" 0 - 7,650 4-1/2" 13.5# HCP-110 BTC 11,250/1.5 12,410/1.2 448/2.1

Surface based on full evacuation: a=9.0 ppg fluic on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 00K overpull.
Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull.
Intermediate based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull.
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Surface based on full evacuation: a=9.0 ppg fluic on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 00K overpull.
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5.  Float Equipment: 

 

Surface Hole Procedure (0’- 1,055’±) 

 Guide Shoe 

 Insert Float Collar (PDC drillable) 

Centralizers:  1-5’ above shoe, top of jts. #2 and #3 then every 5
th

 joint to surface.  (25 total) 

 

Intermediate Hole Procedure (0’- 4,532±) 

 Guide Shoe 

 Insert Float Collar (PDC drillable) 

Centralizers:  1-5’ above shoe, top of jts. #2 and #3 then every 3
rd

  joint to surface.  (38 total) 

 

Intermediate Hole Procedure (0’- 7,350±) 

 Guide Shoe 

 Insert Float Collar (PDC drillable) 

Centralizers:  2 centralizers on the shoe joint, then every other joint into the 9-5/8” casing.  (35 total) 

 

Production Hole Procedure (0’ - TD): 

Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and 

bottom of float collar, and top of 2
nd

 joint.  2 centralizers on the shoe joint, then every joint into the 7” 

casing 

 

6.   MUD PROGRAM 
  

 

Interval Mud Type Mud Wt. PV / YP OWR 

0’-1,055’ Air Mist --- --- --- 

1,055’ - 4,532’ Air Mist/Aerated Water --- --- --- 

4,532’- 7,650’ Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10 

 

 Intermediate & Production Hole Procedure (4,532’ - TD):  Anticipated mud weight 13.5 – 16.5 ppg 

depending on actual wellbore conditions encountered while drilling. 

 

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM 

sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on 

hand as needed for well control. 
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CANE CREEK 26-3
SEC 26 / T25S / R19E, NESW, 2615' FSL & 2151 FWL

GRAND COUNTY, UTAH

5. Float Equipment:

Surface Hole Procedure (0'- 1,055'±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 5 joint to surface. (25 total)

Intermediate Hole Procedure (0'- 4,532±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 3rd joint to surface. (38 total)

Intermediate Hole Procedure (0'- 7,350±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 2 centralizers on the shoe joint, then every other joint into the 9-5/8" casing. (35 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2ndjoint. 2 centralizers on the shoe joint, then every joint into the 7"
casing

6. MUD PROGRAM

Interval Mud Type Mud Wt. PV I YP OWR
O'-1,055' Air Mist --- --- ---

1,055' - 4,532' Air Mist/Aerated Water --- --- ---

4,532'- 7,650' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,532' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.
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hand as needed for well control.

ALL INFORMATION IS CONFIDENTIAL 2 Lease No UTU-53624

RECEIVED: February 24,

API Well Number: 43019500190000

Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 26-3
SEC 26 / T25S / R19E, NESW, 2615' FSL & 2151 FWL

GRAND COUNTY, UTAH

5. Float Equipment:

Surface Hole Procedure (0'- 1,055'±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 5 joint to surface. (25 total)

Intermediate Hole Procedure (0'- 4,532±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 3rd joint to surface. (38 total)

Intermediate Hole Procedure (0'- 7,350±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 2 centralizers on the shoe joint, then every other joint into the 9-5/8" casing. (35 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2ndjoint. 2 centralizers on the shoe joint, then every joint into the 7"
casing

6. MUD PROGRAM

Interval Mud Type Mud Wt. PV I YP OWR
0'-1,055' Air Mist --- --- ---

1,055' - 4,532' Air Mist/Aerated Water --- --- ---

4,532'- 7,650' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,532' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

ALL INFORMATION IS CONFIDENTIAL 2 Lease No UTU-53624

RECEIVED: February 24,

API Well Number: 43019500190000

Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 26-3
SEC 26 / T25S / R19E, NESW, 2615' FSL & 2151 FWL

GRAND COUNTY, UTAH

5. Float Equipment:

Surface Hole Procedure (0'- 1,055'±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 5 joint to surface. (25 total)

Intermediate Hole Procedure (0'- 4,532±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 3rd joint to surface. (38 total)

Intermediate Hole Procedure (0'- 7,350±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 2 centralizers on the shoe joint, then every other joint into the 9-5/8" casing. (35 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2ndjoint. 2 centralizers on the shoe joint, then every joint into the 7"
casing

6. MUD PROGRAM

Interval Mud Type Mud Wt. PV I YP OWR
0'-1,055' Air Mist --- --- ---

1,055' - 4,532' Air Mist/Aerated Water --- --- ---

4,532'- 7,650' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,532' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

ALL INFORMATION IS CONFIDENTIAL 2 Lease No UTU-53624

RECEIVED: February 24,

API Well Number: 43019500190000

Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 26-3
SEC 26 / T25S / R19E, NESW, 2615' FSL & 2151 FWL

GRAND COUNTY, UTAH

5. Float Equipment:

Surface Hole Procedure (0'- 1,055'±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 5 joint to surface. (25 total)

Intermediate Hole Procedure (0'- 4,532±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 3rd joint to surface. (38 total)

Intermediate Hole Procedure (0'- 7,350±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 2 centralizers on the shoe joint, then every other joint into the 9-5/8" casing. (35 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2ndjoint. 2 centralizers on the shoe joint, then every joint into the 7"
casing

6. MUD PROGRAM

Interval Mud Type Mud Wt. PV I YP OWR
0'-1,055' Air Mist --- --- ---

1,055' - 4,532' Air Mist/Aerated Water --- --- ---

4,532'- 7,650' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,532' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

ALL INFORMATION IS CONFIDENTIAL 2 Lease No UTU-53624

RECEIVED: February 24,



RECEIVED: February 24, 2012

Fidelity Exploration & Production Company Eight Point Plan 
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SEC 26 / T25S / R19E, NESW, 2615’ FSL & 2151 FWL 

GRAND COUNTY, UTAH 

ALL INFORMATION IS CONFIDENTIAL 3 Lease No UTU-53624 

7. VARIANCE REQUESTS:   

 
Reference: Onshore Oil and Gas Order No. 1 

Onshore Oil and Gas Order No. 2 – Section E: Special Drilling Operations 

 
o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100’ in length. 

(Where possible, a straight run blooie line will be used). 
 

o Fidelity E&P requests a variance to regulations requiring the blooie line to be 100’ in length. To reduce 
location excavation, the blooie line will be approximately 75’ in length. 

 
o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring dedusting 

equipment. Dust during air drilling operations is controlled by water mist. 
 
o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic 

igniter or continuous pilot light on the blooie line. (Not required on aerated water system). 
 
o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie 

line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted). 

 

8.  EVALUATION PROGRAM: 

 

Mud Logs:    Mud log from 1,055’ to TD.   

Open-hole Logs: Triple-Combo, (Dipole Sonic), ECS, FMI 
 

9.  CEMENT PROGRAM: 

   

 Surface Hole Procedure (Surface – 1,055’±): 

  

Lead:  303 sks 35:65 Poz cement + 0.04 pps Static Free + 0.5% bwoc KCL + 0.25 pps LCM + 2 pps 

Kol-Seal (LCM) + 0.5% bwoc Na Metasilicate + 0.5 gps FP-13L + 6% bwoc gel + 11.36 gps 

of water. Yield = 2.07 ft
3
/sk @ 12.30 ppg 

Tail:    200 sks Class "G” cement + 0.04 pps Static Free + 1% bwoc CaCl + 0.25 pps LCM + 0.5 gps 

FP-13L +7.35 gps water. Yield = 1.47 ft
3
/sk @ 14.20 ppg  

Top Out:  As necessary with Class “G” cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18 

ft
3
/sk., 5.2 gps water. 

Note:   Cement volumes will be calculated to bring lead cement to surface. 

 

 Intermediate Hole Procedure (Surface – 4,532’±): 

  

Lead:  657 sks 35:65 Poz cement + 0.04 pps Static Free + 0.25 pps LCM + 0.4% bwoc FL-63 + 

0.2% CD32 + 0.2% BA-59 + 0.5 gps FP-13L + 2% bwoc gel + 11.56 gps of water. Yield = 

2.08 ft
3
/sk @ 12.30 ppg 

Tail:    200 sks 50:50 Poz cement + 0.04 pps Static Free + 0.25 pps LCM + 0.2% bwoc CD-32 + 

0.2% bwoc BS-59 + 0.5 gps FP-13L + 6.97 gps water.  Yield = 1.43 ft
3
/sk @ 13.5 ppg  
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SEC 26 / T25S / R19E, NESW, 2615' FSL & 2151 FWL

GRAND COUNTY, UTAH
7. VARIANCE REQUESTS:

Reference: Onshore Oil and Gas Order No. 1
Onshore Oil and Gas Order No. 2 - Section E: Special Drilling Operations

o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100' in length.
(Where possible, a straight run blooie line will be used).

o Fidelity E&P requests a variance to regulations requiring the blooie line to be 100' in length. To reduce
location excavation, the blooie line will be approximately 75' in length.

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring dedusting
equipment. Dust during air drilling operations is controlled by water mist.

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic
igniter or continuous pilot light on the blooie line. (Not required on aerated water system).

o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie
line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted).

8. EVALUATION PROGRAM:

Mud Logs: Mud log from 1,055' to TD.
Open-hole Logs: Triple-Combo, (Dipole Sonic), ECS, FMI

9. CEMENT PROGRAM:

Surface Hole Procedure (Surface - 1,055'±):
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Kol-Seal (LCM) + 0.5% bwoc Na Metasilicate + 0.5 gps FP-13L + 6% bwoc gel + 11.36 gps
of water. Yield = 2.07 ft3/sk @12.30 ppg

Tail: 200 sks Class "G" cement + 0.04 pps Static Free + 1% bwoc CaCl + 0.25 pps LCM + 0.5 gps
FP-13L +7.35 gps water. Yield = 1.47 ft3/sk @14.20 ppg

Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18
ft3/sk., 5.2 gps water.

Note: Cement volumes will be calculated to bring lead cement to surface.

Intermediate Hole Procedure (Surface - 4,532'±):

Lead: 657 sks 35:65 Poz cement + 0.04 pps Static Free + 0.25 pps LCM + 0.4% bwoc FL-63 +

0.2% CD32 + 0.2% BA-59 + 0.5 gps FP-13L + 2% bwoc gel + 11.56 gps of water. Yield =

2.08 ft3/sk @12.30 ppg
Tail: 200 sks 50:50 Poz cement + 0.04 pps Static Free + 0.25 pps LCM + 0.2% bwoc CD-32 +

0.2% bwoc BS-59 + 0.5 gps FP-13L + 6.97 gps water. Yield = 1.43 ft3/sk @13.5 ppg
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equipment. Dust during air drilling operations is controlled by water mist.

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic
igniter or continuous pilot light on the blooie line. (Not required on aerated water system).

o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie
line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted).
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FP-13L +7.35 gps water. Yield = 1.47 ft3/sk @14.20 ppg

Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18
ft3/sk., 5.2 gps water.

Note: Cement volumes will be calculated to bring lead cement to surface.
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(Where possible, a straight run blooie line will be used).

o Fidelity E&P requests a variance to regulations requiring the blooie line to be 100' in length. To reduce
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o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100' in length.
(Where possible, a straight run blooie line will be used).
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Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18
ft3/sk., 5.2 gps water.

Note: Cement volumes will be calculated to bring lead cement to surface.
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line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted).
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ft3/sk., 5.2 gps water.
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Intermediate Hole Procedure (Surface - 4,532'±):

Lead: 657 sks 35:65 Poz cement + 0.04 pps Static Free + 0.25 pps LCM + 0.4% bwoc FL-63 +

0.2% CD32 + 0.2% BA-59 + 0.5 gps FP-13L + 2% bwoc gel + 11.56 gps of water. Yield =

2.08 ft3/sk @12.30 ppg
Tail: 200 sks 50:50 Poz cement + 0.04 pps Static Free + 0.25 pps LCM + 0.2% bwoc CD-32 +

0.2% bwoc BS-59 + 0.5 gps FP-13L + 6.97 gps water. Yield = 1.43 ft3/sk @13.5 ppg

ALL INFORMATION IS CONFIDENTIAL 3 Lease No UTU-53624

RECEIVED: February 24,



RECEIVED: February 24, 2012

Fidelity Exploration & Production Company Eight Point Plan 

 

CANE CREEK 26-3 

SEC 26 / T25S / R19E, NESW, 2615’ FSL & 2151 FWL 

GRAND COUNTY, UTAH 

ALL INFORMATION IS CONFIDENTIAL 4 Lease No UTU-53624 

Top Out:  As necessary with Class “G” cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18 

ft
3
/sk., 5.2 gps water. 

 

 Intermediate Hole Procedure (4,300 – 7,350’±): 

  

Lead:  There will not be a lead slurry.   

Tail:    303 sks Class G cement + 0.04 pps Static Free + 0.5% bwoc KCL + 0.25 pps LCM + 2 pps 

Kol-Seal (LCM) + 0.2% bwoc CD-32 + 0.5 gps FP-13L + 50%bwoc Barite + 6% bwoc gel + 

5.39 gps of water.   Yield = 1.40 ft
3
/sk @ 18.00 ppg. 

 

Production Hole Procedure (7,350’± - TD) 

 

Lead:   There will not be a lead slurry.   

Tail:   100 sks: Class G cement + 0.04 pps Static Free + 0.5% bwoc KCL + 0.25 pps LCM + 2 

pps Kol-Seal (LCM) + 0.2% bwoc CD-32 + 0.5 gps FP-13L + 50%bwoc Barite + 6% 

bwoc gel + 5.39 gps of water. Yield = 1.40 ft
3
/sk @ 18.00 ppg. 

 

Note:   The above number of sacks is based on gauge-hole calculation. 

Final Cement volumes will be based upon gauge-hole plus 30% excess. 

 

10.  ABNORMAL CONDITIONS: 

  

Surface Hole (Surface – 1,055’±): 

 None  

 

Intermediate & Production Hole (1,055’± - TD): 

Lost circulation zones and over pressure in the production zone.  
 

11.  STANDARD REQUIRED EQUIPMENT: 

 

A.  Choke Manifold 

B.  Upper and Lower Kelly Cock 

C.  Stabbing Valve 

D.  Visual Mud Monitoring 

 

12.  HAZARDOUS CHEMICALS: 

 

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds 

will be used, produced, stored, transported, or disposed of annually in association with the drilling of this 

well.  Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning 

quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this 

well. 
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CANE CREEK 26-3
SEC 26 / T25S / R19E, NESW, 2615' FSL & 2151 FWL

GRAND COUNTY, UTAH
Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18

ft3/sk., 5.2 gps water.

Intermediate Hole Procedure (4,300 -7,350'±):

Lead: There will not be a lead slurry.
Tail: 303 sks Class G cement + 0.04 pps Static Free + 0.5% bwoc KCL + 0.25 pps LCM + 2 pps

Kol-Seal (LCM) + 0.2% bwoc CD-32 + 0.5 gps FP-13L + 50%bwoc Barite + 6% bwoc gel +
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Production Hole Procedure (7,350'± - TD)

Lead: There will not be a lead slurry.
Tail: 100 sks: Class G cement + 0.04 pps Static Free + 0.5% bwoc KCL + 0.25 pps LCM + 2

pps Kol-Seal (LCM) + 0.2% bwoc CD-32 + 0.5 gps FP-13L + 50%bwoc Barite + 6%
bwoc gel + 5.39 gps of water. Yield = 1.40 ft3/sk @18.00 ppg.

Note: The above number of sacks is based on gauge-hole calculation.
Final Cement volumes will be based upon gauge-hole plus 30% excess.

10. ABNORMAL CONDITIONS:

Surface Hole (Surface - 1,055'±):
None

Intermediate & Production Hole (1,055'± - TD):
Lost circulation zones and over pressure in the production zone.

11. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Upper and Lower Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

12. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this
well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning
quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this
well.
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B. Upper and Lower Kelly Cock
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No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this
well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning
quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this
well.
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quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this
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well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning
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ft3/sk., 5.2 gps water.
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FIDELITY
Exploration&ProductionCompany

SURFACE USE PLAN

Name of Operator Fidelity Exploration & Production Company
Address: 2585 Heartland Drive

Sheridan, Wyoming 82836
Well Location: Cane Creek Unit 26-3

2615' FSL & 2151' FWL,
NESW, Section 26, T25S, R19E
Grand County, UT

The reference well (CCU 26-3) willbe located on the pre-existing well pad for the CCU 26-2.
Fidelity does not anticipate any additional disturbance beyond the original well pad
dimension. If necessary, the surface owner or surface owner representative and dirt
contractor willbe provided with an approved copy ofthe sudace use plan of operations and
approved conditions of approval before initiating any additional construction activities. The
BLM Authorized Officer wi11be notified at least 48 Hours prior to beginning drilling and/or
additional facilities construction for scheduling of a preconstruction meeting.

The well site is located on BLM surface and mineral. Fidelity does not anticipate any
additional construction beyond the existing well pad dimensions. However, any additional
construction work will be accomplished in coordination with the BLMand a Sundry Notice
(Form 3160-5) willbe submitted to BLMprior to construction of any new surface disturbance
activityon federal surface not specified in this document.

Ifnecessany, the dirt contractor willbe provided with an approved copy ofthis document prior
to initiating any additional construction activities.

A Federal permit, a DOGM permit and a Grand County Road encroachment must be in
place prior to initiating any construction activities.

The BLM onsite inspection for the originalpad and well site was conducted on February 1,
2011. The following were present for the onsite inspection:
Rock Smith Field Office Manager BLM- Moab
Dave Skinner NRS- lead BLM- Moab
Eric Jones NRS- Petroleum Eng. BLM-Moab
Katie Stevens NRS- Rec/Visuals BLM-Moab
Don Montoya NRS-Cultural BLM-Moab
Megan Blackwelder Park Manager DHPSP
Bonnie Carson NEPA Specialist Smiling Lake Consulting
Joe Icenogle Director of Env. Affairs Fidelity
Harvey Dunham SRAT Asset Team Lead Fidelity
Kevin Jensen Petroleum Engineer Fidelity
Mike Keller Environmental Eng. Fidelity
Charlie Harrison Contractor Harrison Oilfield
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1. Location of Existinq Roads:

a. The existingwell pad is located approximately23.4 miles west of Moab,
.1

Utah.

b. Proceed northwest on Hwy 163 for 11.2 miles. Turn left onto Highway
313 and proceed southwest 10.6 miles. Turn left and proceed southeast
.6 milescontinue southeast on toan existing 2-track road for 1 mile.Turn o
left onto the proposed access and proceed west then north 0.1 miles until
reaching the location.

o
oc. For location of access roads, see Map A & B o

d. Improvements to the existing access willnot be necessary since all roads
are maintained by the Grand County Road Department or Utah State
Highway Department.

e. All existing roads will be maintained and kept in good repair during all
phases of operation.

f. Vehicle operators willobey posted speed restrictions and observe safe
speeds commensurate with road and weather conditions.

2. Existinq Access Roads:

a. A road design plan is not anticipated at this time,

b. The existing access road consists of a 14' travelsurface within a 30'
disturbed area across BLM surface.

c. A maximum grade of 10% was maintained throughoutthe project.

d. No low-water crossings and no culverts were utilized. Adequate
drainage structures were incorporated into the road.

e. No surfacing material came from federal lands.

f. No gates or cattle guards are utilized at this time.

g. Surface disturbance and vehicular travel will be limited to the approved
location access road.

h. All access roads and surface disturbing activities conform to the
standards outlined in the Bureau of Land Management and Forest
Service publication: Surface Operating Standards and Guidelines for Oil
and Gas Exploration and Development (Gold Book -Fourth Edition -

Revised 2007).

i. The operator will be responsible for all maintenance of the access
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including drainage structures.

3. Location of Existinq Wells:

a. Fidelity's Kane Springs Federal (KSF) 27-1 and KSF 15-19-34-1 are
located within one mile of the CCU 26-3 location.

4. Location of Existinq and/or Proposed Production Facilities:

a. All permanent structures will be painted a flat, non-reflective Juniper o
Green or Beetle Green to match the standard environmental colors. All
facilities will be painted within si× months of installation. Facilities
required to comply with the Occupational Safety and Health Act (OSHA)
may be excluded. o

b. Site security guidelines identified in 43 CFR 3163.7-5 and Onshore Oil
and Gas Order No. 3 will be adhered to.

c. A gas meter run willbe constructed and located on lease within 500 feet
of the wellhead. Meter runs will be housed and/or fenced. All gas
production and measurement shall comply with the provisions of43 CFR
3162. 7-3, Onshore Oil and Gas Order No. 5, and American Gas
Association (AGA) Report No. 3.

d. A tank battery will be constructed on this lease; itwillbe surrounded by a
dike of sufficient capacity to contain the storage capacity of the lârgest
tank. All loading lines and valves will be placed inside the berm
surrounding the tank batten/. All liquid hydrocarbons production and
measurement shall conform to the provisions of 43 CFR 3162.7-3 and
Onshore Oiland Gas Order No. 4 and Onshore Oiland Gas Order No. 5
for natural gas production and measurement.

e. Any necessary pits will be properly fenced to prevent any wildlife and
livestock entry.

f. Allaccess roads willbe maintained as necessary to prevent erosion and
accommodate year-round traffic. The road will be maintained in a safe
useable condition.

g. The site will require periodic maintenance to ensure that drainages are
kept open and free of debris, ice, and snow, and that surfaces are
properly treated to reduce erosion, fugitive dust, and impacts to adjacent
areas.

h. A pipeline corridor has been considered for thiswell but will be applied
for once production is achieved.
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municipal water through a direct water purchase.

b. No water pipelines willbe laid for thiswell,

c. No water well will be drilled for thiswell.

d. Drillingwater for thiswill be hauled on the road(s) shown in Exhibit B.

e. Should additional water sources be pursued they will be properly
permitted through the State of Utah - Division of Water Rights.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be removed from BLM lands.

c. If any gravel is used, it willbe obtained from a state approved gravel pit.

7. Methods of Handlinq Waste:

a. Allwastes associated with thisapplication willbe contained and disposed
of utilizing approved facilities.

b. Drill cuttings will be contained and buried on site. Cuttings collected
while using oil-based mud will be segregated and hauled to an
appropriated disposal facility.

c. The reserve pit will be located outboard of the location and along the
northeast side of the pad.

d. The reserve pit will be constructed so as not to leak, break, or allow any
discharge.

e. The reserve pit willbe lined with 24 mil minimum thickness plastic nylon
reinforced liner material. The liner willoverlay a felt liner pad only if rock
is encountered during excavation. The pit liner will overlap the pit walls
and be covered with dirt and/or rocks to hold it in place. No trash, scrap
pipe, etc., that could puncture the liner will be disposed of in the pit. Pit
walls will be sloped no greater than 2:1. A minimum 2-footfreeboard will
be maintained in the pit at all times during the drilling and completion
operation.

f. The reserve pit has been located in cut material. Three sides of the
reserve pit will be fenced before drilling starts. The fourth side will be
fenced as soon as drilling is completed, and shall remain until the pit is
dry. After the reserve pit has dried, all areas not needed for production
will be
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g. No chemicals subject to reporting under SARA Title lil (hazardous
materials) in an amount greater than 10,000 pounds will be used,
produced, stored, transported, or disposed of annually in association with 2
the drilling, testing,or completionof the well. Furthermore, no extremely a
hazardous substances, as defined in 40 CFR 355, in threshold planning o
quantities, will be used, produced, stored, transported,or disposed of in

.1

association with the drilling, testing, or completion of the well.

h. Trash willbe contained in a trash cage and hauled away toan approved
disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off
periodically to the approved Grand County facility, Bob's Sanitation near
Moab, Utah.

i. Produced fluids from thewell other thanwater willbe produced into a test a
tank until such time as construction of production facilities is completed.
Any spills of oil, gas, salt water or other produced fluids will be cleaned
up and removed.

j. After initial clean-up, a 400 bbl tank willbe installed to contain produced
waste water. This water willbe transportedfrom the tank to an approved
disposal facility.

k. Produced water from the production well willbe disposed in accordance
with Onshore Order #7.

l. Any salts and/or chemicals, which are an integral part of the drilling
system, will be disposed of in the same manner as the drilling fluid.

m. Sanitary facilities will be on site at all times during operations. Sewage
will be placed in a portable chemical toilet and the toilet replaced
periodically utilizing a licensed contractor to transport by truck the
portable chemical toiletso that its contents can be delivered to the Grand
County Wastewater Treatment Facility in accordance with state and
county regulations.

8. Ancillary Facilities:

a. Garbage Containers and Portable Toilets are the onlyancillaryfacilities
proposed in this application.

b. No camps or airstrips are proposed with this application.

9. Well Site Lavout: (See Exhibit B)

a. The well will be properly identified in accordance with 43 CFR 3162.6.

b. Access to the well pad will be from the south.

c. The pad and road designs are consistent with BLM

g. No chemicals subject to reporting under SARA Title lil (hazardous
materials) in an amount greater than 10,000 pounds will be used,
produced, stored, transported, or disposed of annually in association with 2
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.1
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d. If necessanj, a pre-construction meeting with responsible company
representative, contractors and the BLM willbe conducted at the project
site prior to commencement of additional surface-disturbing activities. 2
Any further construction activities beyond the existing pad and road will a
be construction-stakedprior to this meeting.

e. Should the existing pad layout change, thisapplication willbe amended
and approved utilizing a sundry notice.

f. All surface disturbing activities, will be supervised by a qualified,
responsible company representative who is aware of the terms and a
conditions of the APD and specifications in the approved plans.

g. Allcut and fillslopes will be such that stability can be maintained for the
life of the activity. o

h. The stockpiled topsoil(first 6 inches or maximum available)willbe stored
in a discontinuous windrow on the side of the location to prevent any
possible contamination. All topsoil will be stockpiled for reclamation in
such a way as to prevent soil loss, sterilizationand contamination.

i. Pits willremain fenced untilsite cleanup.

j. The blooie line will be located at least 100 feet from the well head.

k. Water injection may be implemented ifnecessaryto minimize the amount
of fugitive dust.

10. Plans for Restoration of the Surface (Interim Reclamation and Final Reclamation):

a. Site reclamation for a producing well willbe accomplished for portions of
the site not required for the continued operation of the well.

b. Upon well completion, any hydrocarbons in the pit shall be removed in
accordance with 43 CFR 3162.7-1.Once the reserve pit is dry, the plastic
nylon reinforced liner shall be torn and perforated before backfillingof the
reserve pit. The reserve pit and that portion of the location.not needed
for production facilitiesloperations willbe re-contoured to the approximate
natural contours.

c. Following BLM published Best Management Practices the interim
reclamation willbe completed within 180 days of completionofthe well to
reestablish vegetation, reduce dust and erosion and compliment the
visual resources of the area.

a. Allequipment and debris willbe removed from the area proposed
for interim reclamation and the pit area will be backfilled and re-
contoured.

b. The area outside of the rig anchors and other disturbed areas not
needed for the operation of the well will be re-contoured to blend
with the surrounding area and reseeded with the following
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grass seeds:

Blue Gramma 5 3

Galleta 2 2

Indian Ricegrass 3 2

Bottlebrush Squirreltail 1 1

Total: 11 Total: 8 o

c. Reclaimed areas receiving incidental disturbance during the life
of the producing well will be re-contoured and reseeded as o
soon as practical.

d. The Operator will control noxious weeds along access road use
authorizations, pipeline route authorizations, well sites, or other
applicable facilities by spraying or mechanical removal. A list of noxious
weeds may be obtained from the BLM or the appropriate County
Extension Office. On BLM administered land, it is required that a
Pesticide Use Proposal (PUP) be submitted and approved prior to the
application of herbicides, pesticides or possibly hazardous chemicals.
Fidelity does have an approved PUP in place for the CC Unit.

e. Prior to final abandonment of the site, all disturbed areas, including the
access road, willbe scarified and left with a rough surface. The site will
then be seeded and/or planted as prescribed by the BLM. The BLM
recommended seed mix willbe detailed within theirapprovaldocuments.

f. A final abandonment notice will be submitted to BLM when the
reclamation activities (as presented in thisdocument) are complete and
new vegetation is established. Should there be any deviation from these
planned reclamation activities, the surface owner will be notified and a
Sundry Notice will be submitted to BLMfor approval of the new closure
and reclamation activities.

11. Surface and Mineral Ownership:

a. Sudace Ownership - Federal under the management of the Bureau of
Land Management - Moab Field Office, 82 East Dogwood, Moab, Utah
84532; 435-259-2135.

b. Mineral Ownership - Federal under the management of the Bureau of
Land Management - Moab Field Office, 82 East Dogwood, Moab, Utah
84532;
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12. Other Information:

a. Company Representatives:

Bruce Houtchens
Drillingand Completion Manager
1700 Lincoln St. Suite 2800
Denver, CO 80203
(713) 351-1950-Direct line
(281) 217-6452 Cell
Bruce.houtchens fidelitvepco.com

WillAlexander o

Sr. Drilling Engineer
1700 Lincoln St Suite 2800
Denver, CO 80203
(720) 917-3025-Direct line
(303) 819-5461 Cell

William.alexander@fidelitvepco.com

Stephanie Masters - Operations Technician III
Fidelity Exploration & Production Company
2585 Heartland Drive
Sheridan, Wyoming 82836
307-675-4924 (Direct Line)
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Certification:

I hereby certify that 1, or someone under my direct supervision, have
inspected the drillsite and access route proposed herein; that i am familiar o
with the conditions which currentlyexists; that I have full knowledge ofstate i
and Federal laws applicable to this operation; that the statements made in jthisAPD package are, to the best of my knowledge, true and correct; and gthat the work associated with the operations proposed herein will be e
performed in conformity with this APD package and the terms and i
conditions under which it is approved. Ialso certifythat I, or the company I g
represent, am responsible for the operations conducted under this o
application and thatbond coverage is provided under Fidelity Exploration &
Production Company's BLMbond (CO1345). These statements are subject
to the provisions of 18 U.S.C. 1001 for the fling of false statements.

Executed this22thday of February 2012.

Will Alexander Sr. DrillingEngineer

Fidelity Exploration & Production Company
1700 Lincoln, suite 2800
Denver, Colorado 80202
(720) 917-3025-Direct line
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(720) 917-3025-Direct line
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API Well Number: 43019500190000

FIDELÌTY
Exploration&ProductionCompany

1/13/2012

Division of Oil, Gas & Mining
1594 W. N. Temple STE1210
Salt Lake City, UT84114-5801

RE: Cane Creek Unit #26-3
Lease UTU-53624
2615' FSL2151' FWL
NESWSec 26, T25S, R19E
Grand County, Utah

Dear Diana:

Please note that this location was staked at a non-standard spacing in accordance with the rules and
regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production companyis the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you should need additional information, please don't hesitate to contact me.

Thank you,

Stepha ie Masters
Operations Technician III
Fidelity Exploration and Production company
Sheridan, Wyoming 82801
307-675-4924

2585 HeartlandDrive
Sheridan,WY82801

Phone:307.672.7111
Fax:307.673.6850

AnMDUResources Group,Inc.
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FIDELÌTY
Exploration&ProductionCompany

1/13/2012

Division of Oil, Gas & Mining
1594 W. N. Temple STE1210
Salt Lake City, UT84114-5801

RE: Cane Creek Unit #26-3
Lease UTU-53624
2615' FSL2151' FWL
NESWSec 26, T25S, R19E
Grand County, Utah

Dear Diana:

Please note that this location was staked at a non-standard spacing in accordance with the rules and
regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production companyis the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you should need additional information, please don't hesitate to contact me.

Thank you,

Stepha ie Masters
Operations Technician III
Fidelity Exploration and Production company
Sheridan, Wyoming 82801
307-675-4924

2585 HeartlandDrive
Sheridan,WY82801

Phone:307.672.7111
Fax:307.673.6850

AnMDUResources Group,Inc.

API Well Number: 43019500190000

FIDELÌTY
Exploration&ProductionCompany

1/13/2012

Division of Oil, Gas & Mining
1594 W. N. Temple STE1210
Salt Lake City, UT84114-5801

RE: Cane Creek Unit #26-3
Lease UTU-53624
2615' FSL2151' FWL
NESWSec 26, T25S, R19E
Grand County, Utah

Dear Diana:

Please note that this location was staked at a non-standard spacing in accordance with the rules and
regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production companyis the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you should need additional information, please don't hesitate to contact me.

Thank you,

Stepha ie Masters
Operations Technician III
Fidelity Exploration and Production company
Sheridan, Wyoming 82801
307-675-4924

2585 HeartlandDrive
Sheridan,WY82801

Phone:307.672.7111
Fax:307.673.6850

AnMDUResources Group,Inc.

API Well Number: 43019500190000

FIDELÌTY
Exploration&ProductionCompany

1/13/2012

Division of Oil, Gas & Mining
1594 W. N. Temple STE1210
Salt Lake City, UT84114-5801

RE: Cane Creek Unit #26-3
Lease UTU-53624
2615' FSL2151' FWL
NESWSec 26, T25S, R19E
Grand County, Utah

Dear Diana:

Please note that this location was staked at a non-standard spacing in accordance with the rules and
regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production companyis the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you should need additional information, please don't hesitate to contact me.

Thank you,

Stepha ie Masters
Operations Technician III
Fidelity Exploration and Production company
Sheridan, Wyoming 82801
307-675-4924

2585 HeartlandDrive
Sheridan,WY82801

Phone:307.672.7111
Fax:307.673.6850

AnMDUResources Group,Inc.

API Well Number: 43019500190000

FIDELÌTY
Exploration&ProductionCompany

1/13/2012

Division of Oil, Gas & Mining
1594 W. N. Temple STE1210
Salt Lake City, UT84114-5801

RE: Cane Creek Unit #26-3
Lease UTU-53624
2615' FSL2151' FWL
NESWSec 26, T25S, R19E
Grand County, Utah

Dear Diana:

Please note that this location was staked at a non-standard spacing in accordance with the rules and
regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production companyis the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you should need additional information, please don't hesitate to contact me.

Thank you,

Stepha ie Masters
Operations Technician III
Fidelity Exploration and Production company
Sheridan, Wyoming 82801
307-675-4924

2585 HeartlandDrive
Sheridan,WY82801

Phone:307.672.7111
Fax:307.673.6850

AnMDUResources Group,Inc.

API Well Number: 43019500190000

FIDELÌTY
Exploration&ProductionCompany

1/13/2012

Division of Oil, Gas & Mining
1594 W. N. Temple STE1210
Salt Lake City, UT84114-5801

RE: Cane Creek Unit #26-3
Lease UTU-53624
2615' FSL2151' FWL
NESWSec 26, T25S, R19E
Grand County, Utah

Dear Diana:

Please note that this location was staked at a non-standard spacing in accordance with the rules and
regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production companyis the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you should need additional information, please don't hesitate to contact me.

Thank you,

Stepha ie Masters
Operations Technician III
Fidelity Exploration and Production company
Sheridan, Wyoming 82801
307-675-4924

2585 HeartlandDrive
Sheridan,WY82801

Phone:307.672.7111
Fax:307.673.6850

AnMDUResources Group,Inc.



R
E
C
E
I
V
E
D
:
 
F
e
b
r
u
a
r
y
 
2
4
,
 
2
0
1
2

A
P
I
 
W
e
l
l
 
N
u
m
b
e
r
:
 
4
3
0
1
9
5
0
0
1
9
0
0
0
0

CO
NF
IDE

NT
IAL

CERTIFICATION

1hereby certify that 1,or someone under my direct supervision, have inspected the drill site and
access rout proposed herein; that I am familiar with the conditions which currently exist; that I o

o
have full knowledge of state and federal laws applicable to this operation; that the statements
made in this APD package are, to the best of my knowledge, true and correct; and that work
associated with the Operations proposed herein will be performed in conformity with this APD
package and the terms and conditions under which it is approved. I also certify that I, or the
company I represent, am responsible for the operations conducted under this application. 2
These statements are subject to the provisions of 18 U.S.C. 1001for the filing of false
statements. E×ecuted this 3rd day of February 2012.

Bruce Houtchens

Drilling and Completion Manager

1700 Lincoln St. Suite 2800

Denver, CO 80203

(720) 917-3017-Direct line

(303) 656-6348 Cell
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RECEIVED: March 06, 2012

 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       March 6, 2012 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, Moab District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2012 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Diana Whitney, Division of Oil, Gas and 
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land 
Management, the following well is planned for calendar year 2012 
within the Cane Creek Unit, Grand and San Juan Counties, Utah. 
 
API #                                 WELL NAME                                                          LOCATION 
 
(Proposed PZ Cane Creek Shale) 
 
43-019-50019 Cane Creek Unit 26-3 Sec 26 T25S R19E 2615 FSL 2151 FWL 
 
Pursuant to telephone conversation with Bob Fluke, Fidelity 
Exploration and Production, the well is a replacement well for 
the 26-2, API 43-019-50011, which was drilled horizontally after 
encountering potential pay in the vertical section. The 26-2 will 
be completed in the “toe” of the horizontal lateral which 
terminated approximately 529’ North and 1635’ West of the surface 
location. We have no objections to permitting the well so long as 
the unit operator receives any required exceptions to the 
locating and siting requirements of the State of Utah (R649-3-2). 
 
 
 
       
 
 
 
 
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:3-6-12  

Division of Oil Gas and Mining

Michael L. Coulthard
Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land Management, 
ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US 
Date: 2012.03.06 09:40:12 -07'00'

API Well Number: 43019500190000
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN FŒPLY FŒFER TO:
3160
(UT-922)

March 6, 2012

Memorandum

To: Assistant Field Office Manager Resources, Moab District

From: Michael Coulthard, Petroleum Engineer

Subject: 2012 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following well is planned for calendar year 2012
within the Cane Creek Unit, Grand and San Juan Counties, Utah.

API# WELLNAME LOCATION

(Proposed PZ Cane Creek Shale)

43-019-50019 Cane Creek Unit 26-3 Sec 26 T25S R19E 2615 FSL 2151 FWL

Pursuant to telephone conversation with Bob Fluke, Fidelity
Exploration and Production, the well is a replacement well for
the 26-2, API 43-019-50011, which was drilled horizontally after
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terminated approximately 529' North and 1635' West of the surface
location. We have no objections to permitting the well so long as
the unit operator receives any required exceptions to the
locating and siting requirements of the State of Utah (R649-3-2).

Digitally s gned by Michael L. Coulthard

h el IthdMi LCa OU af DN:cn=MichaelL.coulthard,o=BureauofLandManagement,

Date 2012.03.06 09:40:12 -0Too'
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RECEIVED: March 15, 2012

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 3 /1 /2012 API NO. ASSIGNED: 43019500190000

WELL NAME: Cane Creek Unit 26-3    

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 307 675-4924

CONTACT: Stephanie Masters    

PROPOSED LOCATION: NESW 26 250S 190E Permit Tech Review:

SURFACE: 2615 FSL 2151 FWL Engineering Review:

BOTTOM: 2615 FSL 2151 FWL Geology Review:

COUNTY: GRAND 

LATITUDE: 38.60093 LONGITUDE: -109.79373

UTM SURF EASTINGS: 605039.00 NORTHINGS: 4273183.00

FIELD NAME: BIG FLAT    

LEASE TYPE: 1 - Federal    

LEASE NUMBER: UTU-53624             PROPOSED PRODUCING FORMATION(S): CANE CREEK 

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: FEDERAL - CO-1395      Unit:  CANE CREEK 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: Municipal           Board Cause No:   R649-3-3

RDCC Review:           Effective Date:  

Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         1 - Exception Location - dmason
                             4 - Federal Approval - dmason
                             23 - Spacing - dmason

API Well Number: 43019500190000
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API Well Number: 43019500190000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL
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Permit To Drill
******************

Well Name:   Cane Creek Unit  26-3
API Well Number:   43019500190000

Lease Number:   UTU-53624
Surface Owner:   FEDERAL 
Approval Date:    3 / 1 5 / 2 0 1 2

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. 40-6-1 et  seq. ,  and Utah Administrat ive Code
R649-3-1 et seq.,  the Utah Division of Oil,  Gas and Mining issues conditions of
approval,  and permit to drill  the listed well.  This permit is issued in accordance
with the requirements  of  R649-3-3.  The expected producing formation or  pool  is
the CANE CREEK Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval  in accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

Exception Location:
Appropriate information has been submitted to DOGM and administrat ive approval
of the requested exception location is  hereby granted.  

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil ,  Gas and
Mining (the “Board”). In order to avoid the possibility of waste or injury to
correlative rights,  the operator is requested, once the well has been drilled,
completed,  and has produced,  to analyze geological  and engineering data generated
therefrom, as well  as any similar data from surrounding areas if  available.  As soon
as is practicable after completion of i ts analysis,  and if  the analysis suggests an
area larger than the quarter-quarter  section upon which the well  is  located is  being
drained,  the operator  is  requested to seek an appropriate  order  from the Board
establishing drill ing and spacing units in conformance with such analysis by fil ing
a Request for Agency Action with the Board. 

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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Well Name: Cane Creek Unit 26-3
API Well Number: 43019500190000

Lease Number: UTU-53624
Surface Owner: FEDERAL
Approval Date: 3/15/2012

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of R649-3-3. The expected producing formation or pool is
the CANE CREEK Formation(s), completion into any other zones will require filing a
Sundry Notice (Form 9). Completion and commingling of more than one pool will
require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval
of the requested exception location is hereby granted.

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
This proposed well is located in an area for which drilling units (well spacing
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Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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continuous operation is underway, or a request for extension is made prior to the
expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval
of the requested exception location is hereby granted.

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil, Gas and
Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the

State of Utah
DEPARTMENT OF NATURAL RESOURCES
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GAR'R H BERT
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GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director
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State approval of this well  does not supercede the required federal  approval,  which
must be obtained prior to dri l l ing.  

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
     •  Within 24 hours following the spudding of the well  -  contact Carol Daniels at
8 0 1 - 5 3 8 - 5 2 8 4
     (please leave a voicemail message if not available)
     OR
       submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website
         at  ht tp:/ /oi lgas.ogm.utah.gov

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
     •  Entity Action Form (Form 6) - due within 5 days of spudding the well
     •  Monthly Status Report (Form 9) - due by 5th day of the following calendar
m o n t h
     •  Requests to Change Plans (Form 9) -  due prior to implementation
    • Written Notice of Emergency Changes (Form 9) - due within 5 days
     •  Notice of Operations Suspension or Resumption (Form 9) -  due prior to
implementa t ion
    •  Report of Water Encountered (Form 7) -  due within 30 days after completion
    •  Well Completion Report (Form 8) - due within 30 days after completion or
plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 
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RECEIVED: Sep. 10, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

9 /5 /2012

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Well was spud September 5, 2012 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 9 /10 /2012

September 10, 2012

Sundry Number: 29842 API Well Number: 43019500190000Sundry Number: 29842 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

9 / 5 /2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Well was spud September 5, 2012 Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 10, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/10/2012

RECEIVED: Sep. 10,

Sundry Number: 29842 API Well Number: 43019500190000
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Well was spud September 5, 2012 Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 10, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/10/2012

RECEIVED: Sep. 10,

Sundry Number: 29842 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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CONFIDENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: FIDELITY E&P COMPANT

Well Name: CANE CREEK UNIT 26-3

Api No: 43-019-50019 Lease Type FEDERAL

Section 26 Township 25S Range 19E County GRAND

Drilling Contractor RIG #

SPUDDED:
Date 09/05/2012

Time

How DRY

Drilling will
Commence:

Reported by STEPHANIE MASTERS

Telephone # (307) 675-4924

Date 09/05/2012 Signed

CONFIDENTIAL

DIVISION OF OIL, GAS AND MINING
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DIVISION OF OIL, GAS AND MINING
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CONFIDENTIAL

DIVISION OF OIL, GAS AND MINING
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RECEIVED: Sep. 04, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

9 /24 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration & Production Company requests permission to
move the surface hole location from 2151' FWL to 2141' FWL. Footage

of 2615' FSL will remain the same. This will put the surface hole location
ten feet closer to the existing Cane Creek Unit 26-2 well allowing more

room on the well pad for subsequent wells. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 9 /4 /2012

September 13, 2012

Sundry Number: 29496 API Well Number: 43019500190000Sundry Number: 29496 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/24/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production Company requests permission to Approved by the
move the surface hole location from 2151' FWL to 2141' FWL. Footage utah Division of

of 2615' FSL will remain the same. This will put the surface hole location oil, Gas anci Mining

ten feet closer to the existing Cane Creek Unit 26-2 well allowing more Date: September 13, 2012
room on the well pad for subsequent wells.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/4/2012

RECEIVED: Sep. 04,

Sundry Number: 29496 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH
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1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3
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3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT
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QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
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9/24/2012
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production Company requests permission to Approved by the
move the surface hole location from 2151' FWL to 2141' FWL. Footage utah Division of

of 2615' FSL will remain the same. This will put the surface hole location oil, Gas anci Mining

ten feet closer to the existing Cane Creek Unit 26-2 well allowing more Date: September 13, 2012
room on the well pad for subsequent wells.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/4/2012

RECEIVED: Sep. 04,

Sundry Number: 29496 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY
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ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/24/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production Company requests permission to Approved by the
move the surface hole location from 2151' FWL to 2141' FWL. Footage utah Division of

of 2615' FSL will remain the same. This will put the surface hole location oil, Gas anci Mining

ten feet closer to the existing Cane Creek Unit 26-2 well allowing more Date: September 13, 2012
room on the well pad for subsequent wells.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/4/2012

RECEIVED: Sep. 04,

Sundry Number: 29496 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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move the surface hole location from 2151' FWL to 2141' FWL. Footage utah Division of

of 2615' FSL will remain the same. This will put the surface hole location oil, Gas anci Mining

ten feet closer to the existing Cane Creek Unit 26-2 well allowing more Date: September 13, 2012
room on the well pad for subsequent wells.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/4/2012

RECEIVED: Sep. 04,

Sundry Number: 29496 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:
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NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/24/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production Company requests permission to Approved by the
move the surface hole location from 2151' FWL to 2141' FWL. Footage utah Division of

of 2615' FSL will remain the same. This will put the surface hole location oil, Gas anci Mining

ten feet closer to the existing Cane Creek Unit 26-2 well allowing more Date: September 13, 2012
room on the well pad for subsequent wells.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/4/2012

RECEIVED: Sep. 04,

Sundry Number: 29496 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/24/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production Company requests permission to Approved by the
move the surface hole location from 2151' FWL to 2141' FWL. Footage utah Division of

of 2615' FSL will remain the same. This will put the surface hole location oil, Gas anci Mining

ten feet closer to the existing Cane Creek Unit 26-2 well allowing more Date: September 13, 2012
room on the well pad for subsequent wells.

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/4/2012

RECEIVED: Sep. 04,

donstaley
Highlight



RECEIVED: Sep. 04, 2012

Sundry Number: 29496 API Well Number: 43019500190000Sundry Number: 29496 API Well Number: 43019500190000

SECTION 26, T 25 s 2 19 E SIX
(N89°55'E

5272.1')

Oo

o

2141' FWI
CANE CREEK UNIT 26-3
GROUNIl ELEV.=5652

| NAD 1983:LAT. =
38°36'03.61" NORTH

z LONG.=109° 47'37.62" WEST oo
NAD 1927:LAT. = 38 6'03.68" NORTH

LÔNG.=109 7'35.19" WEST

N89°58'29"E 2636.51

(N89°56'E
2636.7')

SCALE 1"=1000'

NOTES: DATA IN PARENTHESIS IS OF RECORD.

ELEVATIONSARE BASED ON U.S.G.S. TOPO QUAD "GOLD BAR
CANYON, UTAH". ELEV. AT "PLATEAU AZIMUTH MARK= "6114 FT.".

FOUND GOVERNMENTAND/OR
PRIVATE RECTANGULARSURVEY CORNER

@ PROPOSED WELL LOCATION 45 EAST CENTER STREET MOAB, UTAH, 84532

A PLAT OF
lilliiff;¡

CANE CREEK UNIT 26-3
WITHINSECTION 26, T 25 S, R 19 E, SLM,

3 No 71004 °• á GRAND COUNTY, UTAH

TIMOTHYM. K GH i . KEOGH ..•° j PREPARED FOR
PIAELITY EXPLORATION & PROD//CTION CO.

SEPTEMBER 5, 2012 ****

OFU
DATE runinin DATE: 9-05-12 DRAWN BY: TMK CHECKED BY: TMK

SCALE: 1"=1000' F.B.y TDC1 FIDELITY.DWG
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STATE OF UTAH RECEIVED FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OlL, GAS AND MINING 2 gggg

ENTITY ACTION FORM OlV.0FOft,GAS&MINING

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St Suite 2800

city Denver

state CO zip 80203 Phone Number: (720) 956-5763

Well i

API Number Well Name QQ Sec Twp Rng County

4301950019 Cane Creek Unit 26-3 NESW 26 25S 19E Grand

Action Code Current Entity New Entity Epud Da e En ity Assignment
Number Number Effective Date

9/5/2012

Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Epud Da e En ity Assignment
Number Number i ffective Date

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity S sud Daie En ity Assignment
Number Number i ffective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name Please Pri )
C - Re-assign well from one existing entity to another existing entity k ( f¾
D - Re-assign well from one existing entity to a new entity Signature

E - Other (Explain in 'comments' section) Sr. Engineering Tech 9/10/2012
Title Date

STATE OF UTAH RECEIVED FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OlL, GAS AND MINING 2 gggg

ENTITY ACTION FORM OlV.0FOft,GAS&MINING
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STATE OF UTAH RECEIVED FORM 6
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RECEIVED: Oct. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

10 /1 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 10 /1 /2012

November 21, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 21, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 10/1/2012

RECEIVED: Oct. 01,

Sundry Number: 30330 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000
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FOOTAGES AT SURFACE: GRAND
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QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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SUBSEQUENT REPORT
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RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/20/2012
Report #: 1, DFS: -3

Well Name: Cane Creek 26-3 Daily Depth Progress:
APIIUWI WellArea Basin FleidName License# PermitNumber WellConftg
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev(ft) KB Ground Distance (ft) KB4F (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Sufface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Re|ease Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DnVng Hours (ht) Circulating Hours (ht) Job ROP (ft/ht) Job ROP Rotating {{t/hr) Job ROP Sliding (ft/hr) Job Rotating% (½) Total Job Percent Sfiding (¾)

76.00 0.00 74.9 81.8 100.00 0.00
Target Depth {ftKB) KickOffDate KickOffDepth (ftKB) KickOff Depth (TVD)(flKB)

7,673.0
Dally Operations
ReporlStartDate Report End Date Days From Spud (days) Start Depth (ftKB} End Depth {flKB) DailyDepth Progress (ft)

9/19/2012 06:00 9/20/2012 06:00 -3 0.0 0.0
Operations at Report Time
Rig down
Operations Summary
Rig down and Rig up
Operations Next Report Peliod
Rig Up &Tear Down
Weather Welthore
Sunny and Clear
DaHy Contacts

Job Contact Positen Office
Mark Lewis Company Man /WSL (970) 986-4401
Davîd Serrette Company Man i WSL (970) 986-4401
Time Log

CumOur
Start Time Dur(hr) (br) Code i Comment Start Depth (itKB) End Depth {(tKB}

06:00 12.00 12.00 1 Finish riggingdown and moving rig 0 the CCU 26-3 location and RIU up rig
and setting up the livingquarters.
Note: Shut-In the 26.2 well @10:00 (19-Sept-2012)

18:00 12.00 24.00 21 Wait on daylight.
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density(Ibígal) Vis (s/qt) PVOR (Pa s) YP OR (ibflL Gel (10s) (Ibi... Gel (10m) (ib.. Gel (30m) (tb.. Filtrate {mLL.. FC (1/32") HTHP Filtrat.. HTHP FC (1...

MST (Ibibbt) pH Pm (mL/mL) Pf (mLimL) Mf(mL/mL) Chlorides (mg/L) Ca!cium (mg/L) Pot (mg/L} Uma (Ib/bbl) Solids (%) CaCI (ppm) O:1Water Ratio

Mud Lost (Hole) {bbl) Mud Lost (Swf) (bbl} LCM ECO . Manual Entr... T FleMine ('F) Comment

Daily DrillIngPerformance
Depth in (flKB) Depth Out (ft . Orilled(ft) Date In Date Out DrillTime (br) BHAROP (ft/hi) Rot Time (hr} Stide Time {hr) % Sfide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in} ID(in) Wl/Len (Ib/fl) Grade (in) EDNom Min (in)
9/10/2012 Conductor 102.0 22,0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Depth in (flKB) Depth Out (ft . Orilled(ft) Date In Date Out DrillTime (br) BHAROP (ft/hi) Rot Time (hr} Stide Time {hr) % Sfide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in} ID(in) Wl/Len (Ib/fl) Grade (in) EDNom Min (in)
9/10/2012 Conductor 102.0 22,0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/20/2012
Report #: 1, DFS: -3

Well Name: Cane Creek 26-3 Daily Depth Progress:
APIIUWI WellArea Basin FleidName License# PermitNumber WellConftg
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev(ft) KB Ground Distance (ft) KB4F (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Sufface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Re|ease Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DnVng Hours (ht) Circulating Hours (ht) Job ROP (ft/ht) Job ROP Rotating {{t/hr) Job ROP Sliding (ft/hr) Job Rotating% (½) Total Job Percent Sfiding (¾)

76.00 0.00 74.9 81.8 100.00 0.00
Target Depth {ftKB) KickOffDate KickOffDepth (ftKB) KickOff Depth (TVD)(flKB)

7,673.0
Dally Operations
ReporlStartDate Report End Date Days From Spud (days) Start Depth (ftKB} End Depth {flKB) DailyDepth Progress (ft)

9/19/2012 06:00 9/20/2012 06:00 -3 0.0 0.0
Operations at Report Time
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Weather Welthore
Sunny and Clear
DaHy Contacts

Job Contact Positen Office
Mark Lewis Company Man /WSL (970) 986-4401
Davîd Serrette Company Man i WSL (970) 986-4401
Time Log

CumOur
Start Time Dur(hr) (br) Code i Comment Start Depth (itKB) End Depth {(tKB}

06:00 12.00 12.00 1 Finish riggingdown and moving rig 0 the CCU 26-3 location and RIU up rig
and setting up the livingquarters.
Note: Shut-In the 26.2 well @10:00 (19-Sept-2012)

18:00 12.00 24.00 21 Wait on daylight.
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Date Depth (ftKB) Density(Ibígal) Vis (s/qt) PVOR (Pa s) YP OR (ibflL Gel (10s) (Ibi... Gel (10m) (ib.. Gel (30m) (tb.. Filtrate {mLL.. FC (1/32") HTHP Filtrat.. HTHP FC (1...
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Run Date Csg Des (ftKB) Top (ftKB) OD (in} ID(in) Wl/Len (Ib/fl) Grade (in) EDNom Min (in)
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9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/21/2012
Report #: 2, DFS: -2

Well Name: Cane Creek 26-3 Daily Depth Progress:
APl/UWI Well Area Bas n Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County StatetProvince Surveyed Elevation {fl} CF Elev (ft) KB4tound Distance (ft) KB4F {ft} Spud Dale Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig EmañAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
Dri ng Hours (hr) Circulating Hours (br} Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Siding (ft/hr) Job Rotating % (%) Total Job Percent S!iding {¾)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOffDepth (flKB} KickOff Depth (TVD)((tKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (flKB) Daily Depth Progress (ft)

9/20/2012 06:00 9/21/2012 06:00 -2 0.0 0.0
Operations at Report Time
Rigging up
Operations Summary
Rig up
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986 4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (ht) (br) Code 1 Comment Start Depth (itKB) End Depth (flKB)

06:00 12.00 12.00 1 Rig up the rig, Set in place the air drillingequipment.
Note: 26-2 still shuWn whilerigging up.

18:00 12.00 24.00 21 Wait on daylight
Mud Check: <depth>ftKB, <dttm>
Dale Depth (ItKB} Density(ib/gal) Vis (slql) PVOR (Pa·s) YP OR Obfl1...Gel (103) {Ibf.. Gel (10m) (Ib.. Gel (30m) (Ib , Filtrate (mU . FC(1/37} HTHP Filtrat .. RTHP FC (1...

MBT(Fbibbi) pH Pm (mUmL) Pf (mUmt) Mf(mUmL) Chlorides (mg/L) Caicium (mg/L) Pot {mg/L) Lime (Ib/bbl) So']ds (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole] (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flodine (F} Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilted(ft) Oate in Date Out Dn11Time (hr) BHAROP (it/ht) Rot Time (ht) Sf:de Time (hr) ¾ Slide Time... % Rot Time (½)

Casing & Liners
Set Depth OD NomMax

Run Date Csg Des (flKB) Top (ftKB) OD (in) IDgn) WULen (Ib/ft) Grade (in) 10 Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-SS 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Rig Up & Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986 4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (ht) (br) Code 1 Comment Start Depth (itKB) End Depth (flKB)

06:00 12.00 12.00 1 Rig up the rig, Set in place the air drillingequipment.
Note: 26-2 still shuWn whilerigging up.

18:00 12.00 24.00 21 Wait on daylight
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Set Depth OD NomMax

Run Date Csg Des (flKB) Top (ftKB) OD (in) IDgn) WULen (Ib/ft) Grade (in) 10 Nom Min(in)
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9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Time Log

Cum Dur
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06:00 12.00 12.00 1 Rig up the rig, Set in place the air drillingequipment.
Note: 26-2 still shuWn whilerigging up.
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Dri ng Hours (hr) Circulating Hours (br} Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Siding (ft/hr) Job Rotating % (%) Total Job Percent S!iding {¾)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOffDepth (flKB} KickOff Depth (TVD)((tKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (flKB) Daily Depth Progress (ft)

9/20/2012 06:00 9/21/2012 06:00 -2 0.0 0.0
Operations at Report Time
Rigging up
Operations Summary
Rig up
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986 4401
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Note: 26-2 still shuWn whilerigging up.
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Dale Depth (ItKB} Density(ib/gal) Vis (slql) PVOR (Pa·s) YP OR Obfl1...Gel (103) {Ibf.. Gel (10m) (Ib.. Gel (30m) (Ib , Filtrate (mU . FC(1/37} HTHP Filtrat .. RTHP FC (1...

MBT(Fbibbi) pH Pm (mUmL) Pf (mUmt) Mf(mUmL) Chlorides (mg/L) Caicium (mg/L) Pot {mg/L) Lime (Ib/bbl) So']ds (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole] (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flodine (F} Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilted(ft) Oate in Date Out Dn11Time (hr) BHAROP (it/ht) Rot Time (ht) Sf:de Time (hr) ¾ Slide Time... % Rot Time (½)

Casing & Liners
Set Depth OD NomMax

Run Date Csg Des (flKB) Top (ftKB) OD (in) IDgn) WULen (Ib/ft) Grade (in) 10 Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-SS 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/1 Report Prlnted:



RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2012
wwwaxcomt Report #: 3, DFS: -1

Well Name: Cane Creek 26-3 Daily Depth Progress:
APIIUWI We|1Area Basin FieldName License# PermitNumber WellConfig
43-019-50019 Parado× Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number RigRe ease Previous Weil Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
DrillingHours {hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (fi/br) Job Rotating% (%) Total Job Percent Sliding (¼}

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Deptli (IVD) (ftKB)

7,673.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2012 06:00 9/22/2012 06:00 -1 0.0 0.0
Operations at Report Time
Nippfing up 20" conductor
Operations Summary
Rigged up derrick and top drive, refab and install blooie line nippledup 20" conductor. Finished lie-in the gas buster to the bum pit. Inspected last location and
location is clean.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Posit;on Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br} (lu) Code i Comment Start Depth (flKB) End Depth (flKB)

06:00 12.00 12.00 1 Rigged up derrick and topdrive. Finished tie-inof the gas buster line to the
bum pit. RIU the air equipment.

18:00 12.00 24.00 1 Rigged up topdrive, refabricatedblooie line, Insta11edand nippled up 20"
conductor

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftXB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR {lbf/1... Gel (10s} (Ibf . Get (10m) (Ib Ge1 (30m} (‡b. Filtrate (mU... FC (1/32") HTHP Filtrat . HTHP FC (1...

MBT(Ib/bbt) pH Pm (mUmL} Pt {mLlmL) Mf(mllmL) Chioiides (mg/L) Calcium{mg/L) Pot (mgit) Ume (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) {bbl) Mud Lost (Swf) (bbl) LCM ECO - Manual Entr .. T FTodne ('F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fL. Dri led (ft) Date in Date Out OnllTime {hr) BHA ROP (filbr) Rot Time (br) S$de Time thr) % Slide Time-. % RotTime (¾)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (flKB) Top (itKB) OD (in) ID (in) WilLen (Lbtít) Grade (m} ID Nom Min(in}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12 615 M50 Já5 13 3/8 12.6¾

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2012
wwwaxcomt Report #: 3, DFS: -1

Well Name: Cane Creek 26-3 Daily Depth Progress:
APIIUWI We|1Area Basin FieldName License# PermitNumber WellConfig
43-019-50019 Parado× Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number RigRe ease Previous Weil Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
DrillingHours {hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (fi/br) Job Rotating% (%) Total Job Percent Sliding (¼}

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Deptli (IVD) (ftKB)

7,673.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2012 06:00 9/22/2012 06:00 -1 0.0 0.0
Operations at Report Time
Nippfing up 20" conductor
Operations Summary
Rigged up derrick and top drive, refab and install blooie line nippledup 20" conductor. Finished lie-in the gas buster to the bum pit. Inspected last location and
location is clean.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Posit;on Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br} (lu) Code i Comment Start Depth (flKB) End Depth (flKB)

06:00 12.00 12.00 1 Rigged up derrick and topdrive. Finished tie-inof the gas buster line to the
bum pit. RIU the air equipment.

18:00 12.00 24.00 1 Rigged up topdrive, refabricatedblooie line, Insta11edand nippled up 20"
conductor

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftXB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR {lbf/1... Gel (10s} (Ibf . Get (10m) (Ib Ge1 (30m} (‡b. Filtrate (mU... FC (1/32") HTHP Filtrat . HTHP FC (1...

MBT(Ib/bbt) pH Pm (mUmL} Pt {mLlmL) Mf(mllmL) Chioiides (mg/L) Calcium{mg/L) Pot (mgit) Ume (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) {bbl) Mud Lost (Swf) (bbl) LCM ECO - Manual Entr .. T FTodne ('F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fL. Dri led (ft) Date in Date Out OnllTime {hr) BHA ROP (filbr) Rot Time (br) S$de Time thr) % Slide Time-. % RotTime (¾)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (flKB) Top (itKB) OD (in) ID (in) WilLen (Lbtít) Grade (m} ID Nom Min(in}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12 615 M50 Já5 13 3/8 12.6¾

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2012
wwwaxcomt Report #: 3, DFS: -1

Well Name: Cane Creek 26-3 Daily Depth Progress:
APIIUWI We|1Area Basin FieldName License# PermitNumber WellConfig
43-019-50019 Parado× Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number RigRe ease Previous Weil Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
DrillingHours {hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (fi/br) Job Rotating% (%) Total Job Percent Sliding (¼}

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Deptli (IVD) (ftKB)

7,673.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2012 06:00 9/22/2012 06:00 -1 0.0 0.0
Operations at Report Time
Nippfing up 20" conductor
Operations Summary
Rigged up derrick and top drive, refab and install blooie line nippledup 20" conductor. Finished lie-in the gas buster to the bum pit. Inspected last location and
location is clean.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Posit;on Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br} (lu) Code i Comment Start Depth (flKB) End Depth (flKB)

06:00 12.00 12.00 1 Rigged up derrick and topdrive. Finished tie-inof the gas buster line to the
bum pit. RIU the air equipment.

18:00 12.00 24.00 1 Rigged up topdrive, refabricatedblooie line, Insta11edand nippled up 20"
conductor

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftXB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR {lbf/1... Gel (10s} (Ibf . Get (10m) (Ib Ge1 (30m} (‡b. Filtrate (mU... FC (1/32") HTHP Filtrat . HTHP FC (1...

MBT(Ib/bbt) pH Pm (mUmL} Pt {mLlmL) Mf(mllmL) Chioiides (mg/L) Calcium{mg/L) Pot (mgit) Ume (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) {bbl) Mud Lost (Swf) (bbl) LCM ECO - Manual Entr .. T FTodne ('F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fL. Dri led (ft) Date in Date Out OnllTime {hr) BHA ROP (filbr) Rot Time (br) S$de Time thr) % Slide Time-. % RotTime (¾)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (flKB) Top (itKB) OD (in) ID (in) WilLen (Lbtít) Grade (m} ID Nom Min(in}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12 615 M50 Já5 13 3/8 12.6¾

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2012
wwwaxcomt Report #: 3, DFS: -1

Well Name: Cane Creek 26-3 Daily Depth Progress:
APIIUWI We|1Area Basin FieldName License# PermitNumber WellConfig
43-019-50019 Parado× Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number RigRe ease Previous Weil Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
DrillingHours {hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (fi/br) Job Rotating% (%) Total Job Percent Sliding (¼}

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Deptli (IVD) (ftKB)

7,673.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2012 06:00 9/22/2012 06:00 -1 0.0 0.0
Operations at Report Time
Nippfing up 20" conductor
Operations Summary
Rigged up derrick and top drive, refab and install blooie line nippledup 20" conductor. Finished lie-in the gas buster to the bum pit. Inspected last location and
location is clean.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Posit;on Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br} (lu) Code i Comment Start Depth (flKB) End Depth (flKB)

06:00 12.00 12.00 1 Rigged up derrick and topdrive. Finished tie-inof the gas buster line to the
bum pit. RIU the air equipment.

18:00 12.00 24.00 1 Rigged up topdrive, refabricatedblooie line, Insta11edand nippled up 20"
conductor

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftXB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR {lbf/1... Gel (10s} (Ibf . Get (10m) (Ib Ge1 (30m} (‡b. Filtrate (mU... FC (1/32") HTHP Filtrat . HTHP FC (1...

MBT(Ib/bbt) pH Pm (mUmL} Pt {mLlmL) Mf(mllmL) Chioiides (mg/L) Calcium{mg/L) Pot (mgit) Ume (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) {bbl) Mud Lost (Swf) (bbl) LCM ECO - Manual Entr .. T FTodne ('F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fL. Dri led (ft) Date in Date Out OnllTime {hr) BHA ROP (filbr) Rot Time (br) S$de Time thr) % Slide Time-. % RotTime (¾)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (flKB) Top (itKB) OD (in) ID (in) WilLen (Lbtít) Grade (m} ID Nom Min(in}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12 615 M50 Já5 13 3/8 12.6¾

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2012
wwwaxcomt Report #: 3, DFS: -1

Well Name: Cane Creek 26-3 Daily Depth Progress:
APIIUWI We|1Area Basin FieldName License# PermitNumber WellConfig
43-019-50019 Parado× Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number RigRe ease Previous Weil Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
DrillingHours {hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (fi/br) Job Rotating% (%) Total Job Percent Sliding (¼}

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Deptli (IVD) (ftKB)

7,673.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2012 06:00 9/22/2012 06:00 -1 0.0 0.0
Operations at Report Time
Nippfing up 20" conductor
Operations Summary
Rigged up derrick and top drive, refab and install blooie line nippledup 20" conductor. Finished lie-in the gas buster to the bum pit. Inspected last location and
location is clean.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Posit;on Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br} (lu) Code i Comment Start Depth (flKB) End Depth (flKB)

06:00 12.00 12.00 1 Rigged up derrick and topdrive. Finished tie-inof the gas buster line to the
bum pit. RIU the air equipment.

18:00 12.00 24.00 1 Rigged up topdrive, refabricatedblooie line, Insta11edand nippled up 20"
conductor

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftXB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR {lbf/1... Gel (10s} (Ibf . Get (10m) (Ib Ge1 (30m} (‡b. Filtrate (mU... FC (1/32") HTHP Filtrat . HTHP FC (1...

MBT(Ib/bbt) pH Pm (mUmL} Pt {mLlmL) Mf(mllmL) Chioiides (mg/L) Calcium{mg/L) Pot (mgit) Ume (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) {bbl) Mud Lost (Swf) (bbl) LCM ECO - Manual Entr .. T FTodne ('F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fL. Dri led (ft) Date in Date Out OnllTime {hr) BHA ROP (filbr) Rot Time (br) S$de Time thr) % Slide Time-. % RotTime (¾)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (flKB) Top (itKB) OD (in) ID (in) WilLen (Lbtít) Grade (m} ID Nom Min(in}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12 615 M50 Já5 13 3/8 12.6¾

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2012
wwwaxcomt Report #: 3, DFS: -1

Well Name: Cane Creek 26-3 Daily Depth Progress:
APIIUWI We|1Area Basin FieldName License# PermitNumber WellConfig
43-019-50019 Parado× Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number RigRe ease Previous Weil Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
DrillingHours {hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (fi/br) Job Rotating% (%) Total Job Percent Sliding (¼}

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Deptli (IVD) (ftKB)

7,673.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days) Start Depth (itKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2012 06:00 9/22/2012 06:00 -1 0.0 0.0
Operations at Report Time
Nippfing up 20" conductor
Operations Summary
Rigged up derrick and top drive, refab and install blooie line nippledup 20" conductor. Finished lie-in the gas buster to the bum pit. Inspected last location and
location is clean.
Operations Next Report Peiiod
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Posit;on Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br} (lu) Code i Comment Start Depth (flKB) End Depth (flKB)

06:00 12.00 12.00 1 Rigged up derrick and topdrive. Finished tie-inof the gas buster line to the
bum pit. RIU the air equipment.

18:00 12.00 24.00 1 Rigged up topdrive, refabricatedblooie line, Insta11edand nippled up 20"
conductor

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftXB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR {lbf/1... Gel (10s} (Ibf . Get (10m) (Ib Ge1 (30m} (‡b. Filtrate (mU... FC (1/32") HTHP Filtrat . HTHP FC (1...

MBT(Ib/bbt) pH Pm (mUmL} Pt {mLlmL) Mf(mllmL) Chioiides (mg/L) Calcium{mg/L) Pot (mgit) Ume (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) {bbl) Mud Lost (Swf) (bbl) LCM ECO - Manual Entr .. T FTodne ('F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fL. Dri led (ft) Date in Date Out OnllTime {hr) BHA ROP (filbr) Rot Time (br) S$de Time thr) % Slide Time-. % RotTime (¾)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (flKB) Top (itKB) OD (in) ID (in) WilLen (Lbtít) Grade (m} ID Nom Min(in}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12 615 M50 Já5 13 3/8 12.6¾

Page 1/1 Report Printed:



RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/23/2012
-- , Report #: 4, DFS: 0

Well Name: Cane Creek 26-3 Daily Depth Progress: 368.00
APllUWI Well Area Basin Reld Name License # Permlt Number Well Config
43-019-50019 Paradox Paradox Basîn Big Flat Vertical
County State/Province Surveyed Elevation (ft} CF Elev(ft) KRßround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Wetl Site Lead Rig EmallAddress Rig Phone Number Rig Release Previous Wel Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
Dritng Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (filbr) Job ROP Sfiding (ft/hr) Job Rotating% (½} Total Job PercentSitding (½)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOffDepth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (AKB) Daily Depth Progress (ft}

9/22/2012 06:00 9/23/2012 06:00 0 102.0 470.0 368.00
Operations at Report Time
Air mist Orillthe 17 1/2" hole.
OperationsSuminary
Finish rigging up, Held Pre Spud inspection, PIU 21 - 4 1/2" hwdp and rack back in thederrick, Spud well
Operations Next Report Penod
Run Casing &Cement
Weather Weibote
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man IWSL (970) 9864401
David Serrette Company Man / WSL (970) 9864401
Time Log

Cum Dur
Start Time Our(ht) (ht) Code 1 Comment Start Depth (flKB) End Depth (ftKB)

06:00 6.00 6.00 21 Rigged up air manifold on rig floor, Rigged up pump for mud tankvolume 102.0 102.0
from reserve pil, Rigged up derrick escape cable and held Pre-Spud safety
inspection ( NOTE: wellCCU 28-2 was opened @0800 hrs 9/22/12 shut in
pressure was 832 psi) Note: Tested the Remote ESD on the rigfloor.
Took 70 secs toshut-In the well.

12:00 3.00 9.00 6 HeldPJSM P/U and rack back in derrick 21 Jts4 1/2" HWDP 102.0 102.0
15:00 3.50 12.50 21 HeldPJSM blow lines and test lines 1,500 psi and pop offto 1000 psi -OK- 102.0 102.0

P/U hammer and bit and testhammer -OK-
18:30 1.00 13.50 21 Installed Rotating head rubber 102.0 102.0
19:30 2.50 16.00 2 Spud well,drilled air mist from 102' to 256' 102.0 256.0
22:00 2.00 18.00 6 POOH from 258'to 69'. Remove rotating rubber Pick up OC's to223'. 256.0 256.0

Installed rotaling rubber
00:00 2.50 20.50 2 Orilled air mist from 256' to 406' 256.0 406.0
02:30 0.50 21.00 10 Pick up to 376' and suivey (0.47degrees) 406.0 406.0
03:00 1.50 22.50 6 POOH from 376' to 223'.Remove rotating rubber Picked up DC's to 377'. 406,0 Ä06.0

Installed rotating rubber
04:30 2.00 24.50 2 Drilled airmist from 406' to 470' 406.0 470.0
Mud Check: < lepth>ftKB, cdttm>
Date Depth (flKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfit... Gel (10s} (Ibf . Get (10m) (Ib.. Gel (30m) (Ib . Fitrate (mLI... FC (1/3T) HTHP Filtrat . HTHP FC (i...

M8T (Ib/bbi) pH Pm (mUmL) Pi {mLimL} Mf(mLlmL) CNotides (mg/L) Calcium {mg/L) Pot (mg/L) Lime {lb/bbl) Solids {¼) CaCi (ppm) Oil Water Ratio

Mud Lost (Hote) (bbl) Mud Lost(Surf) (obl}LCM ECD - Manual Entr... T Flowiine(F) Comment

Daily Drilling Performance
Depth in (flKB} Depth Out {ft . Driiled(ft) Date in Date Out Drtl Time thr) BHA ROP (ft/hr) Rot Time (br) Silde Time (hr} % Silde Time... % Rot Time (%}

102.0 1,074.0 790.00 9/22/2012 20.30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in} Wt/Len (lb/ft) Grade (in} ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 318 12.615

Page ili Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/23/2012
-- , Report #: 4, DFS: 0

Well Name: Cane Creek 26-3 Daily Depth Progress: 368.00
APllUWI Well Area Basin Reld Name License # Permlt Number Well Config
43-019-50019 Paradox Paradox Basîn Big Flat Vertical
County State/Province Surveyed Elevation (ft} CF Elev(ft) KRßround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Wetl Site Lead Rig EmallAddress Rig Phone Number Rig Release Previous Wel Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
Dritng Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (filbr) Job ROP Sfiding (ft/hr) Job Rotating% (½} Total Job PercentSitding (½)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOffDepth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (AKB) Daily Depth Progress (ft}

9/22/2012 06:00 9/23/2012 06:00 0 102.0 470.0 368.00
Operations at Report Time
Air mist Orillthe 17 1/2" hole.
OperationsSuminary
Finish rigging up, Held Pre Spud inspection, PIU 21 - 4 1/2" hwdp and rack back in thederrick, Spud well
Operations Next Report Penod
Run Casing &Cement
Weather Weibote
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man IWSL (970) 9864401
David Serrette Company Man / WSL (970) 9864401
Time Log

Cum Dur
Start Time Our(ht) (ht) Code 1 Comment Start Depth (flKB) End Depth (ftKB)

06:00 6.00 6.00 21 Rigged up air manifold on rig floor, Rigged up pump for mud tankvolume 102.0 102.0
from reserve pil, Rigged up derrick escape cable and held Pre-Spud safety
inspection ( NOTE: wellCCU 28-2 was opened @0800 hrs 9/22/12 shut in
pressure was 832 psi) Note: Tested the Remote ESD on the rigfloor.
Took 70 secs toshut-In the well.

12:00 3.00 9.00 6 HeldPJSM P/U and rack back in derrick 21 Jts4 1/2" HWDP 102.0 102.0
15:00 3.50 12.50 21 HeldPJSM blow lines and test lines 1,500 psi and pop offto 1000 psi -OK- 102.0 102.0

P/U hammer and bit and testhammer -OK-
18:30 1.00 13.50 21 Installed Rotating head rubber 102.0 102.0
19:30 2.50 16.00 2 Spud well,drilled air mist from 102' to 256' 102.0 256.0
22:00 2.00 18.00 6 POOH from 258'to 69'. Remove rotating rubber Pick up OC's to223'. 256.0 256.0

Installed rotaling rubber
00:00 2.50 20.50 2 Orilled air mist from 256' to 406' 256.0 406.0
02:30 0.50 21.00 10 Pick up to 376' and suivey (0.47degrees) 406.0 406.0
03:00 1.50 22.50 6 POOH from 376' to 223'.Remove rotating rubber Picked up DC's to 377'. 406,0 Ä06.0

Installed rotating rubber
04:30 2.00 24.50 2 Drilled airmist from 406' to 470' 406.0 470.0
Mud Check: < lepth>ftKB, cdttm>
Date Depth (flKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfit... Gel (10s} (Ibf . Get (10m) (Ib.. Gel (30m) (Ib . Fitrate (mLI... FC (1/3T) HTHP Filtrat . HTHP FC (i...

M8T (Ib/bbi) pH Pm (mUmL) Pi {mLimL} Mf(mLlmL) CNotides (mg/L) Calcium {mg/L) Pot (mg/L) Lime {lb/bbl) Solids {¼) CaCi (ppm) Oil Water Ratio

Mud Lost (Hote) (bbl) Mud Lost(Surf) (obl}LCM ECD - Manual Entr... T Flowiine(F) Comment

Daily Drilling Performance
Depth in (flKB} Depth Out {ft . Driiled(ft) Date in Date Out Drtl Time thr) BHA ROP (ft/hr) Rot Time (br) Silde Time (hr} % Silde Time... % Rot Time (%}

102.0 1,074.0 790.00 9/22/2012 20.30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in} Wt/Len (lb/ft) Grade (in} ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 318 12.615

Page ili Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/23/2012
-- , Report #: 4, DFS: 0

Well Name: Cane Creek 26-3 Daily Depth Progress: 368.00
APllUWI Well Area Basin Reld Name License # Permlt Number Well Config
43-019-50019 Paradox Paradox Basîn Big Flat Vertical
County State/Province Surveyed Elevation (ft} CF Elev(ft) KRßround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Wetl Site Lead Rig EmallAddress Rig Phone Number Rig Release Previous Wel Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
Dritng Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (filbr) Job ROP Sfiding (ft/hr) Job Rotating% (½} Total Job PercentSitding (½)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOffDepth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (AKB) Daily Depth Progress (ft}

9/22/2012 06:00 9/23/2012 06:00 0 102.0 470.0 368.00
Operations at Report Time
Air mist Orillthe 17 1/2" hole.
OperationsSuminary
Finish rigging up, Held Pre Spud inspection, PIU 21 - 4 1/2" hwdp and rack back in thederrick, Spud well
Operations Next Report Penod
Run Casing &Cement
Weather Weibote
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man IWSL (970) 9864401
David Serrette Company Man / WSL (970) 9864401
Time Log

Cum Dur
Start Time Our(ht) (ht) Code 1 Comment Start Depth (flKB) End Depth (ftKB)

06:00 6.00 6.00 21 Rigged up air manifold on rig floor, Rigged up pump for mud tankvolume 102.0 102.0
from reserve pil, Rigged up derrick escape cable and held Pre-Spud safety
inspection ( NOTE: wellCCU 28-2 was opened @0800 hrs 9/22/12 shut in
pressure was 832 psi) Note: Tested the Remote ESD on the rigfloor.
Took 70 secs toshut-In the well.

12:00 3.00 9.00 6 HeldPJSM P/U and rack back in derrick 21 Jts4 1/2" HWDP 102.0 102.0
15:00 3.50 12.50 21 HeldPJSM blow lines and test lines 1,500 psi and pop offto 1000 psi -OK- 102.0 102.0

P/U hammer and bit and testhammer -OK-
18:30 1.00 13.50 21 Installed Rotating head rubber 102.0 102.0
19:30 2.50 16.00 2 Spud well,drilled air mist from 102' to 256' 102.0 256.0
22:00 2.00 18.00 6 POOH from 258'to 69'. Remove rotating rubber Pick up OC's to223'. 256.0 256.0

Installed rotaling rubber
00:00 2.50 20.50 2 Orilled air mist from 256' to 406' 256.0 406.0
02:30 0.50 21.00 10 Pick up to 376' and suivey (0.47degrees) 406.0 406.0
03:00 1.50 22.50 6 POOH from 376' to 223'.Remove rotating rubber Picked up DC's to 377'. 406,0 Ä06.0

Installed rotating rubber
04:30 2.00 24.50 2 Drilled airmist from 406' to 470' 406.0 470.0
Mud Check: < lepth>ftKB, cdttm>
Date Depth (flKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfit... Gel (10s} (Ibf . Get (10m) (Ib.. Gel (30m) (Ib . Fitrate (mLI... FC (1/3T) HTHP Filtrat . HTHP FC (i...

M8T (Ib/bbi) pH Pm (mUmL) Pi {mLimL} Mf(mLlmL) CNotides (mg/L) Calcium {mg/L) Pot (mg/L) Lime {lb/bbl) Solids {¼) CaCi (ppm) Oil Water Ratio

Mud Lost (Hote) (bbl) Mud Lost(Surf) (obl}LCM ECD - Manual Entr... T Flowiine(F) Comment

Daily Drilling Performance
Depth in (flKB} Depth Out {ft . Driiled(ft) Date in Date Out Drtl Time thr) BHA ROP (ft/hr) Rot Time (br) Silde Time (hr} % Silde Time... % Rot Time (%}

102.0 1,074.0 790.00 9/22/2012 20.30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in} Wt/Len (lb/ft) Grade (in} ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 318 12.615

Page ili Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/23/2012
-- , Report #: 4, DFS: 0

Well Name: Cane Creek 26-3 Daily Depth Progress: 368.00
APllUWI Well Area Basin Reld Name License # Permlt Number Well Config
43-019-50019 Paradox Paradox Basîn Big Flat Vertical
County State/Province Surveyed Elevation (ft} CF Elev(ft) KRßround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Wetl Site Lead Rig EmallAddress Rig Phone Number Rig Release Previous Wel Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
Dritng Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (filbr) Job ROP Sfiding (ft/hr) Job Rotating% (½} Total Job PercentSitding (½)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOffDepth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (AKB) Daily Depth Progress (ft}

9/22/2012 06:00 9/23/2012 06:00 0 102.0 470.0 368.00
Operations at Report Time
Air mist Orillthe 17 1/2" hole.
OperationsSuminary
Finish rigging up, Held Pre Spud inspection, PIU 21 - 4 1/2" hwdp and rack back in thederrick, Spud well
Operations Next Report Penod
Run Casing &Cement
Weather Weibote
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man IWSL (970) 9864401
David Serrette Company Man / WSL (970) 9864401
Time Log

Cum Dur
Start Time Our(ht) (ht) Code 1 Comment Start Depth (flKB) End Depth (ftKB)

06:00 6.00 6.00 21 Rigged up air manifold on rig floor, Rigged up pump for mud tankvolume 102.0 102.0
from reserve pil, Rigged up derrick escape cable and held Pre-Spud safety
inspection ( NOTE: wellCCU 28-2 was opened @0800 hrs 9/22/12 shut in
pressure was 832 psi) Note: Tested the Remote ESD on the rigfloor.
Took 70 secs toshut-In the well.

12:00 3.00 9.00 6 HeldPJSM P/U and rack back in derrick 21 Jts4 1/2" HWDP 102.0 102.0
15:00 3.50 12.50 21 HeldPJSM blow lines and test lines 1,500 psi and pop offto 1000 psi -OK- 102.0 102.0

P/U hammer and bit and testhammer -OK-
18:30 1.00 13.50 21 Installed Rotating head rubber 102.0 102.0
19:30 2.50 16.00 2 Spud well,drilled air mist from 102' to 256' 102.0 256.0
22:00 2.00 18.00 6 POOH from 258'to 69'. Remove rotating rubber Pick up OC's to223'. 256.0 256.0

Installed rotaling rubber
00:00 2.50 20.50 2 Orilled air mist from 256' to 406' 256.0 406.0
02:30 0.50 21.00 10 Pick up to 376' and suivey (0.47degrees) 406.0 406.0
03:00 1.50 22.50 6 POOH from 376' to 223'.Remove rotating rubber Picked up DC's to 377'. 406,0 Ä06.0

Installed rotating rubber
04:30 2.00 24.50 2 Drilled airmist from 406' to 470' 406.0 470.0
Mud Check: < lepth>ftKB, cdttm>
Date Depth (flKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfit... Gel (10s} (Ibf . Get (10m) (Ib.. Gel (30m) (Ib . Fitrate (mLI... FC (1/3T) HTHP Filtrat . HTHP FC (i...

M8T (Ib/bbi) pH Pm (mUmL) Pi {mLimL} Mf(mLlmL) CNotides (mg/L) Calcium {mg/L) Pot (mg/L) Lime {lb/bbl) Solids {¼) CaCi (ppm) Oil Water Ratio

Mud Lost (Hote) (bbl) Mud Lost(Surf) (obl}LCM ECD - Manual Entr... T Flowiine(F) Comment

Daily Drilling Performance
Depth in (flKB} Depth Out {ft . Driiled(ft) Date in Date Out Drtl Time thr) BHA ROP (ft/hr) Rot Time (br) Silde Time (hr} % Silde Time... % Rot Time (%}

102.0 1,074.0 790.00 9/22/2012 20.30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in} Wt/Len (lb/ft) Grade (in} ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 318 12.615

Page ili Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/23/2012
-- , Report #: 4, DFS: 0

Well Name: Cane Creek 26-3 Daily Depth Progress: 368.00
APllUWI Well Area Basin Reld Name License # Permlt Number Well Config
43-019-50019 Paradox Paradox Basîn Big Flat Vertical
County State/Province Surveyed Elevation (ft} CF Elev(ft) KRßround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Wetl Site Lead Rig EmallAddress Rig Phone Number Rig Release Previous Wel Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
Dritng Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (filbr) Job ROP Sfiding (ft/hr) Job Rotating% (½} Total Job PercentSitding (½)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOffDepth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (AKB) Daily Depth Progress (ft}

9/22/2012 06:00 9/23/2012 06:00 0 102.0 470.0 368.00
Operations at Report Time
Air mist Orillthe 17 1/2" hole.
OperationsSuminary
Finish rigging up, Held Pre Spud inspection, PIU 21 - 4 1/2" hwdp and rack back in thederrick, Spud well
Operations Next Report Penod
Run Casing &Cement
Weather Weibote
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man IWSL (970) 9864401
David Serrette Company Man / WSL (970) 9864401
Time Log

Cum Dur
Start Time Our(ht) (ht) Code 1 Comment Start Depth (flKB) End Depth (ftKB)

06:00 6.00 6.00 21 Rigged up air manifold on rig floor, Rigged up pump for mud tankvolume 102.0 102.0
from reserve pil, Rigged up derrick escape cable and held Pre-Spud safety
inspection ( NOTE: wellCCU 28-2 was opened @0800 hrs 9/22/12 shut in
pressure was 832 psi) Note: Tested the Remote ESD on the rigfloor.
Took 70 secs toshut-In the well.

12:00 3.00 9.00 6 HeldPJSM P/U and rack back in derrick 21 Jts4 1/2" HWDP 102.0 102.0
15:00 3.50 12.50 21 HeldPJSM blow lines and test lines 1,500 psi and pop offto 1000 psi -OK- 102.0 102.0

P/U hammer and bit and testhammer -OK-
18:30 1.00 13.50 21 Installed Rotating head rubber 102.0 102.0
19:30 2.50 16.00 2 Spud well,drilled air mist from 102' to 256' 102.0 256.0
22:00 2.00 18.00 6 POOH from 258'to 69'. Remove rotating rubber Pick up OC's to223'. 256.0 256.0

Installed rotaling rubber
00:00 2.50 20.50 2 Orilled air mist from 256' to 406' 256.0 406.0
02:30 0.50 21.00 10 Pick up to 376' and suivey (0.47degrees) 406.0 406.0
03:00 1.50 22.50 6 POOH from 376' to 223'.Remove rotating rubber Picked up DC's to 377'. 406,0 Ä06.0

Installed rotating rubber
04:30 2.00 24.50 2 Drilled airmist from 406' to 470' 406.0 470.0
Mud Check: < lepth>ftKB, cdttm>
Date Depth (flKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfit... Gel (10s} (Ibf . Get (10m) (Ib.. Gel (30m) (Ib . Fitrate (mLI... FC (1/3T) HTHP Filtrat . HTHP FC (i...

M8T (Ib/bbi) pH Pm (mUmL) Pi {mLimL} Mf(mLlmL) CNotides (mg/L) Calcium {mg/L) Pot (mg/L) Lime {lb/bbl) Solids {¼) CaCi (ppm) Oil Water Ratio

Mud Lost (Hote) (bbl) Mud Lost(Surf) (obl}LCM ECD - Manual Entr... T Flowiine(F) Comment

Daily Drilling Performance
Depth in (flKB} Depth Out {ft . Driiled(ft) Date in Date Out Drtl Time thr) BHA ROP (ft/hr) Rot Time (br) Silde Time (hr} % Silde Time... % Rot Time (%}

102.0 1,074.0 790.00 9/22/2012 20.30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in} Wt/Len (lb/ft) Grade (in} ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 318 12.615

Page ili Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/23/2012
-- , Report #: 4, DFS: 0

Well Name: Cane Creek 26-3 Daily Depth Progress: 368.00
APllUWI Well Area Basin Reld Name License # Permlt Number Well Config
43-019-50019 Paradox Paradox Basîn Big Flat Vertical
County State/Province Surveyed Elevation (ft} CF Elev(ft) KRßround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Wetl Site Lead Rig EmallAddress Rig Phone Number Rig Release Previous Wel Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
Dritng Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (filbr) Job ROP Sfiding (ft/hr) Job Rotating% (½} Total Job PercentSitding (½)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOffDepth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (AKB) Daily Depth Progress (ft}

9/22/2012 06:00 9/23/2012 06:00 0 102.0 470.0 368.00
Operations at Report Time
Air mist Orillthe 17 1/2" hole.
OperationsSuminary
Finish rigging up, Held Pre Spud inspection, PIU 21 - 4 1/2" hwdp and rack back in thederrick, Spud well
Operations Next Report Penod
Run Casing &Cement
Weather Weibote
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man IWSL (970) 9864401
David Serrette Company Man / WSL (970) 9864401
Time Log

Cum Dur
Start Time Our(ht) (ht) Code 1 Comment Start Depth (flKB) End Depth (ftKB)

06:00 6.00 6.00 21 Rigged up air manifold on rig floor, Rigged up pump for mud tankvolume 102.0 102.0
from reserve pil, Rigged up derrick escape cable and held Pre-Spud safety
inspection ( NOTE: wellCCU 28-2 was opened @0800 hrs 9/22/12 shut in
pressure was 832 psi) Note: Tested the Remote ESD on the rigfloor.
Took 70 secs toshut-In the well.

12:00 3.00 9.00 6 HeldPJSM P/U and rack back in derrick 21 Jts4 1/2" HWDP 102.0 102.0
15:00 3.50 12.50 21 HeldPJSM blow lines and test lines 1,500 psi and pop offto 1000 psi -OK- 102.0 102.0

P/U hammer and bit and testhammer -OK-
18:30 1.00 13.50 21 Installed Rotating head rubber 102.0 102.0
19:30 2.50 16.00 2 Spud well,drilled air mist from 102' to 256' 102.0 256.0
22:00 2.00 18.00 6 POOH from 258'to 69'. Remove rotating rubber Pick up OC's to223'. 256.0 256.0

Installed rotaling rubber
00:00 2.50 20.50 2 Orilled air mist from 256' to 406' 256.0 406.0
02:30 0.50 21.00 10 Pick up to 376' and suivey (0.47degrees) 406.0 406.0
03:00 1.50 22.50 6 POOH from 376' to 223'.Remove rotating rubber Picked up DC's to 377'. 406,0 Ä06.0

Installed rotating rubber
04:30 2.00 24.50 2 Drilled airmist from 406' to 470' 406.0 470.0
Mud Check: < lepth>ftKB, cdttm>
Date Depth (flKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfit... Gel (10s} (Ibf . Get (10m) (Ib.. Gel (30m) (Ib . Fitrate (mLI... FC (1/3T) HTHP Filtrat . HTHP FC (i...

M8T (Ib/bbi) pH Pm (mUmL) Pi {mLimL} Mf(mLlmL) CNotides (mg/L) Calcium {mg/L) Pot (mg/L) Lime {lb/bbl) Solids {¼) CaCi (ppm) Oil Water Ratio

Mud Lost (Hote) (bbl) Mud Lost(Surf) (obl}LCM ECD - Manual Entr... T Flowiine(F) Comment

Daily Drilling Performance
Depth in (flKB} Depth Out {ft . Driiled(ft) Date in Date Out Drtl Time thr) BHA ROP (ft/hr) Rot Time (br) Silde Time (hr} % Silde Time... % Rot Time (%}

102.0 1,074.0 790.00 9/22/2012 20.30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in} Wt/Len (lb/ft) Grade (in} ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 318 12.615

Page ili Report Printed:



RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/24/2012
- - Report #: 5, DFS: 1

Well Name: Cane Creek 26-3 Daily Depth Progress: 422.00
APIlUWI WeTIArea Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Fiat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (fl} KB-Ground Distance (ft) KBCF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
Oriilng Hours (br) Circuiating Hours (br} Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROPStiding (ft/hr) Job Rotating% (%) Total Job Percent Stding (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (flKB) 20ckOff Date KickOff Depth (flKB) KickOff Depth (TVD)(ilKB}

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) StartDepth (ftKB) End Depth (flKB} Daily Depth Progress (ft)

9/23/2012 06:00 9/24/2012 06:00 1 652.0 1,074.0 422.00
Operations at Report Time
Running 13 3/8 casg
Operations Summary
Drilled air mistfrom 470' to 1074', Made wipertrip,R/u casg crew, Tripping in hole picking up 13 3/8 casg
Operations Next Report Period
Nipple up B.O.P.
Weather Welibore
Cloudy
Dally Contacts

Job Contact Position Office
Mark Lewis Company Man /WSL (970) 986-4401
David Serrette Company Man/ WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hi) (br) Code 1 Comment Starl Depth (ftKB) End Depth (RKB)

06:00 0.50 0.50 2 Drill- Air/Mistf/470' to499' 470.0 499.0
06:30 1.00 1.50 6 POOH and rack back 2 stds of 4 1/2" hwdp. PIU and RIH the last of the6 499.0 499.0

1/4" dc's.
07:30 2.50 4.00 2 Drill- Air/Mistf/499' to652' 499.0 652.0
10:00 0.50 4,50 7 Service the rig/top drive. 652.0 652.0
10:30 2.00 6.50 2 Dri1I- Air/Mistf/852' to 744' 652.0 744.0
12:30 1.00 7.50 10 Pump soap sweep, circulatewith air/mist toclean the hole of cuttings. 744.0 744.0

Survey @709' - inclination 0.55°

13:30 5.50 13.00 2 Drill- Air/Mistfl744' to 1,074' 744.0 1,074.0
19:00 0.50 13.50 5 Swoop hole cleanwithAir mistsoap sweep. 1,074.0 1,074.0
19:30 0.50 14.00 10 Survey at 1050' .37 degrees 1,074.0 1,074.0
20;00 0.50 14.50 5 Sweep hole clean withAir mistsoap sweep. 1,074.0 1,074.0
20:30 2.50 17.00 6 POOH from 1074' tosurface. Pu!I rotatinghead rubber. Lay down 1,074.0 1,074.0

Hammer, Hammer bit and Bit sub
23:00 1.50 18.50 6 M/U 17 1/2" milled toothbit and bil sub TIH from surface to 1074' (no fi!\) 1,074.0 1,074,0
00:30 2.00 20.50 5 Pump 75 bbis hi-vis sweep followed by 650 bbis 8.4 ppg fresh water (2

hole volumes) Note: receivedretums after 325 bbis pumped until finished
circulating.Spot 75 bb1hi-vis pill

02:30 140 22.00 6 POOH from 1074' to surface . Lay down bit and bit sub
04:00 1.50 23.50 12 Held PJSM, RIU casing equipment torun 13 3/8" casg
0530 0.50 24.00 12 MIU.shoe trackand check float equip. OK-
Mud Check: lepth>ftKB, 112312012 17:00
Date Depth (flKB) Density (il /gal) Vis (s/ql) PV OR {Pa's) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lbs Filtrate (mU FC (1/37) HTHP Fiftral... HTHP FC (1. .

9123/2012 0.00
MBT(Ib/bbi) pH Pm (mUm1) Pf (mUmt) Mf{mUmL) Chlorides (mg/L) Calcium (mg/L) Pol(mg/L) Lime (Ib/bbl) Solds (¼) CaCI (ppm) OliWaterRatio

Mud Lost (Hote) (bbl) Mud Losl(Surf) (bbl) LCM ECD - Manual Entr... T Flow¾ne(°F} Comment

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft.. Driited(fl) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (br) Siide Time (br) % Slide Time... % Rot Time (%)

102.0 1,074.0 790.00 9/22/2012 20:30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (flKB) OD (in) ID(in) WIILen (Ibitt) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22,0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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102.0 1,074.0 790.00 9/22/2012 20:30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (flKB) OD (in) ID(in) WIILen (Ibitt) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22,0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/24/2012
- - Report #: 5, DFS: 1

Well Name: Cane Creek 26-3 Daily Depth Progress: 422.00
APIlUWI WeTIArea Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Fiat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (fl} KB-Ground Distance (ft) KBCF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
Oriilng Hours (br) Circuiating Hours (br} Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROPStiding (ft/hr) Job Rotating% (%) Total Job Percent Stding (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (flKB) 20ckOff Date KickOff Depth (flKB) KickOff Depth (TVD)(ilKB}

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) StartDepth (ftKB) End Depth (flKB} Daily Depth Progress (ft)

9/23/2012 06:00 9/24/2012 06:00 1 652.0 1,074.0 422.00
Operations at Report Time
Running 13 3/8 casg
Operations Summary
Drilled air mistfrom 470' to 1074', Made wipertrip,R/u casg crew, Tripping in hole picking up 13 3/8 casg
Operations Next Report Period
Nipple up B.O.P.
Weather Welibore
Cloudy
Dally Contacts

Job Contact Position Office
Mark Lewis Company Man /WSL (970) 986-4401
David Serrette Company Man/ WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hi) (br) Code 1 Comment Starl Depth (ftKB) End Depth (RKB)

06:00 0.50 0.50 2 Drill- Air/Mistf/470' to499' 470.0 499.0
06:30 1.00 1.50 6 POOH and rack back 2 stds of 4 1/2" hwdp. PIU and RIH the last of the6 499.0 499.0

1/4" dc's.
07:30 2.50 4.00 2 Drill- Air/Mistf/499' to652' 499.0 652.0
10:00 0.50 4,50 7 Service the rig/top drive. 652.0 652.0
10:30 2.00 6.50 2 Dri1I- Air/Mistf/852' to 744' 652.0 744.0
12:30 1.00 7.50 10 Pump soap sweep, circulatewith air/mist toclean the hole of cuttings. 744.0 744.0

Survey @709' - inclination 0.55°

13:30 5.50 13.00 2 Drill- Air/Mistfl744' to 1,074' 744.0 1,074.0
19:00 0.50 13.50 5 Swoop hole cleanwithAir mistsoap sweep. 1,074.0 1,074.0
19:30 0.50 14.00 10 Survey at 1050' .37 degrees 1,074.0 1,074.0
20;00 0.50 14.50 5 Sweep hole clean withAir mistsoap sweep. 1,074.0 1,074.0
20:30 2.50 17.00 6 POOH from 1074' tosurface. Pu!I rotatinghead rubber. Lay down 1,074.0 1,074.0

Hammer, Hammer bit and Bit sub
23:00 1.50 18.50 6 M/U 17 1/2" milled toothbit and bil sub TIH from surface to 1074' (no fi!\) 1,074.0 1,074,0
00:30 2.00 20.50 5 Pump 75 bbis hi-vis sweep followed by 650 bbis 8.4 ppg fresh water (2

hole volumes) Note: receivedretums after 325 bbis pumped until finished
circulating.Spot 75 bb1hi-vis pill

02:30 140 22.00 6 POOH from 1074' to surface . Lay down bit and bit sub
04:00 1.50 23.50 12 Held PJSM, RIU casing equipment torun 13 3/8" casg
0530 0.50 24.00 12 MIU.shoe trackand check float equip. OK-
Mud Check: lepth>ftKB, 112312012 17:00
Date Depth (flKB) Density (il /gal) Vis (s/ql) PV OR {Pa's) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lbs Filtrate (mU FC (1/37) HTHP Fiftral... HTHP FC (1. .

9123/2012 0.00
MBT(Ib/bbi) pH Pm (mUm1) Pf (mUmt) Mf{mUmL) Chlorides (mg/L) Calcium (mg/L) Pol(mg/L) Lime (Ib/bbl) Solds (¼) CaCI (ppm) OliWaterRatio

Mud Lost (Hote) (bbl) Mud Losl(Surf) (bbl) LCM ECD - Manual Entr... T Flow¾ne(°F} Comment

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft.. Driited(fl) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (br) Siide Time (br) % Slide Time... % Rot Time (%)

102.0 1,074.0 790.00 9/22/2012 20:30 9/23/2012 13:30 17.50 45.1 17.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (flKB) OD (in) ID(in) WIILen (Ibitt) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22,0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/1 Report Printed:



RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2012
so Report #: 6, DFS: 2

WeII Name: Cane Creek 26-3 Daily Depth Progress:0.00
APl/UWI Well Area BasEn Field Name LIcense # Permit Numbei Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County StatetProvince Surveyed Elevation (ft) CF Elev ((1) KB-Ground Distance (n} KB<F {ft} Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00;OD
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmalAddress Rig Phone Number Rig Release Previous We!I Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
Dniling Hours (hr) Circufating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (filbr} Job ROP S6ding (ft/hr) Job Rotating% (%) Total Job PercentS!iding (¾)

76.00 0.00 74.9 61.8 100,00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD)(flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Starl Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2012 06:00 9/25/2012 06:00 2 1,074.0 1,074.0 0.00
Operations at Repott Time
Nippling up 13 5/8" BOP's
Operations Summary
Run 13 3/8" esg, Cement 13 3/8" csg, install A,8 section Well heads, Nippling up 13 5/8"10K BOP's
Operations Next Report Period
Trips
Weather Wefibore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posifon Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 9864401
Time Log

CumOur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 12 TIH picking up 13 3/8" S4.S# J-55 BTC casg to 1074' and tag (no fill) 1,074.0 1,074.0
09:00 0.50 3.50 12 RID casg crew and lay down machine 1,074.0 1,074.0
09:30 3.00 6.50 12 Held PJSM Install cement head, RIU Baker Hughes cementers. break circ 1,074.0 1,074.0

test lines 2000# pump 20 bbi fresh water spacer at 8.4 ppg. Mixand pump
620 exs Premium Lite FM+

.18 lbs/sack BJ Fiber+ .04% Static free+ 3%
Calclum Chloride+ .25 lbs/sack Cello Flake+ 5 lbs/sack LCM-1 + 8%
Bentonite+.4% FL-52A+ 103.7% Fresh Water 12.3 ppg Lead slurry.Mix
and pump 126 sxs Type III+ .12 lbs/sack BJ Fíber+

.04 Static free+ 1%
Calcium Chloride+ .25 lbs/sack CelloFlake+

.2%

FL-52A+ 58.7% fresh
water 14.6 ppg Tail slurry drop plug and displace with 158.5 8.4 ppgwater
final pressure before bumping plug 615 psi bump plug with1000 psi. bled
off and check float equip.-OK-. Note: recieved 45 bbis cement at sudace

12:30 4.00 10.50 13 Wait on cement. R/D Baker Hughes cement unit Note:Shut in well CCtJ 1,074.0 1,074.0
26-1 at 1500 hrs 9/24/12

16:30 1.50 12.00 12 Held PJSM Rough cut 20" conductor and 13 3/8" casg and remove. Final 1,074.0 1,074.0
cut 20" conductor and 13 3/8" csg, center thecsg with therotanj.

18:00 1.00 13.00 12 Perform topjob with10 bbls 13.0 ppg cement Note fluid is static and not 1,074.0 1,074.0
falling

19:00 5.00 18.00 21 Install13 5/8" 5M SOW and weld and testto 800 psi (70% of collaspe) 1,074.0 1,074.0
Install B.

00:00 6.00 24.00 14 Stack 13 5/8" riserspool, 13 5/8" Single and Double Rams, 13 5/8" 1,074.0 1,074.0
Annular

Mud Check: < fepth>ftKB, Idttm>
Date Depth (ftKB) Density (Ih/gal) Vis (s/ql) PVOR (Pa s} YP OR {\bill.. Gel (10s) (ibf.. Gel (10m) (Ib.. Get {30m) (Ib.. Fdtrate (mLI. . FC (1/32 } HTHP Futral.. HTHP FC (1...

MBT(Ibibbl) pH Pm (mL/mL) Pt (mLlmL} Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot [mg/L) Lime {lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hote) {bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FiaM:no {'F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (ft.. Orí!!ed{ft) Date In Date Out Dn'\Time(hr} BHA ROP (ft/hr) Rot Time (ht) Sitde Time (hr) % Sf:de Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des {flKB) Top (ftKB) OD (m) ID (in} Wl/Len (ibill) Grade {m) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-SS 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2012
so Report #: 6, DFS: 2

WeII Name: Cane Creek 26-3 Daily Depth Progress:0.00
APl/UWI Well Area BasEn Field Name LIcense # Permit Numbei Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County StatetProvince Surveyed Elevation (ft) CF Elev ((1) KB-Ground Distance (n} KB<F {ft} Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00;OD
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmalAddress Rig Phone Number Rig Release Previous We!I Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
Dniling Hours (hr) Circufating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (filbr} Job ROP S6ding (ft/hr) Job Rotating% (%) Total Job PercentS!iding (¾)

76.00 0.00 74.9 61.8 100,00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD)(flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Starl Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2012 06:00 9/25/2012 06:00 2 1,074.0 1,074.0 0.00
Operations at Repott Time
Nippling up 13 5/8" BOP's
Operations Summary
Run 13 3/8" esg, Cement 13 3/8" csg, install A,8 section Well heads, Nippling up 13 5/8"10K BOP's
Operations Next Report Period
Trips
Weather Wefibore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posifon Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 9864401
Time Log

CumOur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 12 TIH picking up 13 3/8" S4.S# J-55 BTC casg to 1074' and tag (no fill) 1,074.0 1,074.0
09:00 0.50 3.50 12 RID casg crew and lay down machine 1,074.0 1,074.0
09:30 3.00 6.50 12 Held PJSM Install cement head, RIU Baker Hughes cementers. break circ 1,074.0 1,074.0

test lines 2000# pump 20 bbi fresh water spacer at 8.4 ppg. Mixand pump
620 exs Premium Lite FM+

.18 lbs/sack BJ Fiber+ .04% Static free+ 3%
Calclum Chloride+ .25 lbs/sack Cello Flake+ 5 lbs/sack LCM-1 + 8%
Bentonite+.4% FL-52A+ 103.7% Fresh Water 12.3 ppg Lead slurry.Mix
and pump 126 sxs Type III+ .12 lbs/sack BJ Fíber+

.04 Static free+ 1%
Calcium Chloride+ .25 lbs/sack CelloFlake+

.2%

FL-52A+ 58.7% fresh
water 14.6 ppg Tail slurry drop plug and displace with 158.5 8.4 ppgwater
final pressure before bumping plug 615 psi bump plug with1000 psi. bled
off and check float equip.-OK-. Note: recieved 45 bbis cement at sudace

12:30 4.00 10.50 13 Wait on cement. R/D Baker Hughes cement unit Note:Shut in well CCtJ 1,074.0 1,074.0
26-1 at 1500 hrs 9/24/12

16:30 1.50 12.00 12 Held PJSM Rough cut 20" conductor and 13 3/8" casg and remove. Final 1,074.0 1,074.0
cut 20" conductor and 13 3/8" csg, center thecsg with therotanj.

18:00 1.00 13.00 12 Perform topjob with10 bbls 13.0 ppg cement Note fluid is static and not 1,074.0 1,074.0
falling

19:00 5.00 18.00 21 Install13 5/8" 5M SOW and weld and testto 800 psi (70% of collaspe) 1,074.0 1,074.0
Install B.

00:00 6.00 24.00 14 Stack 13 5/8" riserspool, 13 5/8" Single and Double Rams, 13 5/8" 1,074.0 1,074.0
Annular

Mud Check: < fepth>ftKB, Idttm>
Date Depth (ftKB) Density (Ih/gal) Vis (s/ql) PVOR (Pa s} YP OR {\bill.. Gel (10s) (ibf.. Gel (10m) (Ib.. Get {30m) (Ib.. Fdtrate (mLI. . FC (1/32 } HTHP Futral.. HTHP FC (1...

MBT(Ibibbl) pH Pm (mL/mL) Pt (mLlmL} Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot [mg/L) Lime {lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hote) {bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FiaM:no {'F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (ft.. Orí!!ed{ft) Date In Date Out Dn'\Time(hr} BHA ROP (ft/hr) Rot Time (ht) Sitde Time (hr) % Sf:de Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des {flKB) Top (ftKB) OD (m) ID (in} Wl/Len (ibill) Grade {m) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-SS 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2012
so Report #: 6, DFS: 2

WeII Name: Cane Creek 26-3 Daily Depth Progress:0.00
APl/UWI Well Area BasEn Field Name LIcense # Permit Numbei Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County StatetProvince Surveyed Elevation (ft) CF Elev ((1) KB-Ground Distance (n} KB<F {ft} Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00;OD
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmalAddress Rig Phone Number Rig Release Previous We!I Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
Dniling Hours (hr) Circufating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (filbr} Job ROP S6ding (ft/hr) Job Rotating% (%) Total Job PercentS!iding (¾)

76.00 0.00 74.9 61.8 100,00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD)(flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Starl Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2012 06:00 9/25/2012 06:00 2 1,074.0 1,074.0 0.00
Operations at Repott Time
Nippling up 13 5/8" BOP's
Operations Summary
Run 13 3/8" esg, Cement 13 3/8" csg, install A,8 section Well heads, Nippling up 13 5/8"10K BOP's
Operations Next Report Period
Trips
Weather Wefibore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posifon Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 9864401
Time Log

CumOur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 12 TIH picking up 13 3/8" S4.S# J-55 BTC casg to 1074' and tag (no fill) 1,074.0 1,074.0
09:00 0.50 3.50 12 RID casg crew and lay down machine 1,074.0 1,074.0
09:30 3.00 6.50 12 Held PJSM Install cement head, RIU Baker Hughes cementers. break circ 1,074.0 1,074.0

test lines 2000# pump 20 bbi fresh water spacer at 8.4 ppg. Mixand pump
620 exs Premium Lite FM+

.18 lbs/sack BJ Fiber+ .04% Static free+ 3%
Calclum Chloride+ .25 lbs/sack Cello Flake+ 5 lbs/sack LCM-1 + 8%
Bentonite+.4% FL-52A+ 103.7% Fresh Water 12.3 ppg Lead slurry.Mix
and pump 126 sxs Type III+ .12 lbs/sack BJ Fíber+

.04 Static free+ 1%
Calcium Chloride+ .25 lbs/sack CelloFlake+

.2%

FL-52A+ 58.7% fresh
water 14.6 ppg Tail slurry drop plug and displace with 158.5 8.4 ppgwater
final pressure before bumping plug 615 psi bump plug with1000 psi. bled
off and check float equip.-OK-. Note: recieved 45 bbis cement at sudace

12:30 4.00 10.50 13 Wait on cement. R/D Baker Hughes cement unit Note:Shut in well CCtJ 1,074.0 1,074.0
26-1 at 1500 hrs 9/24/12

16:30 1.50 12.00 12 Held PJSM Rough cut 20" conductor and 13 3/8" casg and remove. Final 1,074.0 1,074.0
cut 20" conductor and 13 3/8" csg, center thecsg with therotanj.

18:00 1.00 13.00 12 Perform topjob with10 bbls 13.0 ppg cement Note fluid is static and not 1,074.0 1,074.0
falling

19:00 5.00 18.00 21 Install13 5/8" 5M SOW and weld and testto 800 psi (70% of collaspe) 1,074.0 1,074.0
Install B.

00:00 6.00 24.00 14 Stack 13 5/8" riserspool, 13 5/8" Single and Double Rams, 13 5/8" 1,074.0 1,074.0
Annular

Mud Check: < fepth>ftKB, Idttm>
Date Depth (ftKB) Density (Ih/gal) Vis (s/ql) PVOR (Pa s} YP OR {\bill.. Gel (10s) (ibf.. Gel (10m) (Ib.. Get {30m) (Ib.. Fdtrate (mLI. . FC (1/32 } HTHP Futral.. HTHP FC (1...

MBT(Ibibbl) pH Pm (mL/mL) Pt (mLlmL} Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot [mg/L) Lime {lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hote) {bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FiaM:no {'F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (ft.. Orí!!ed{ft) Date In Date Out Dn'\Time(hr} BHA ROP (ft/hr) Rot Time (ht) Sitde Time (hr) % Sf:de Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des {flKB) Top (ftKB) OD (m) ID (in} Wl/Len (ibill) Grade {m) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-SS 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2012
so Report #: 6, DFS: 2

WeII Name: Cane Creek 26-3 Daily Depth Progress:0.00
APl/UWI Well Area BasEn Field Name LIcense # Permit Numbei Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County StatetProvince Surveyed Elevation (ft) CF Elev ((1) KB-Ground Distance (n} KB<F {ft} Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00;OD
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmalAddress Rig Phone Number Rig Release Previous We!I Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970)986-4401 9/18/2012 18:00
Dniling Hours (hr) Circufating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (filbr} Job ROP S6ding (ft/hr) Job Rotating% (%) Total Job PercentS!iding (¾)

76.00 0.00 74.9 61.8 100,00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD)(flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Starl Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2012 06:00 9/25/2012 06:00 2 1,074.0 1,074.0 0.00
Operations at Repott Time
Nippling up 13 5/8" BOP's
Operations Summary
Run 13 3/8" esg, Cement 13 3/8" csg, install A,8 section Well heads, Nippling up 13 5/8"10K BOP's
Operations Next Report Period
Trips
Weather Wefibore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posifon Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 9864401
Time Log

CumOur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 12 TIH picking up 13 3/8" S4.S# J-55 BTC casg to 1074' and tag (no fill) 1,074.0 1,074.0
09:00 0.50 3.50 12 RID casg crew and lay down machine 1,074.0 1,074.0
09:30 3.00 6.50 12 Held PJSM Install cement head, RIU Baker Hughes cementers. break circ 1,074.0 1,074.0

test lines 2000# pump 20 bbi fresh water spacer at 8.4 ppg. Mixand pump
620 exs Premium Lite FM+

.18 lbs/sack BJ Fiber+ .04% Static free+ 3%
Calclum Chloride+ .25 lbs/sack Cello Flake+ 5 lbs/sack LCM-1 + 8%
Bentonite+.4% FL-52A+ 103.7% Fresh Water 12.3 ppg Lead slurry.Mix
and pump 126 sxs Type III+ .12 lbs/sack BJ Fíber+

.04 Static free+ 1%
Calcium Chloride+ .25 lbs/sack CelloFlake+

.2%

FL-52A+ 58.7% fresh
water 14.6 ppg Tail slurry drop plug and displace with 158.5 8.4 ppgwater
final pressure before bumping plug 615 psi bump plug with1000 psi. bled
off and check float equip.-OK-. Note: recieved 45 bbis cement at sudace

12:30 4.00 10.50 13 Wait on cement. R/D Baker Hughes cement unit Note:Shut in well CCtJ 1,074.0 1,074.0
26-1 at 1500 hrs 9/24/12

16:30 1.50 12.00 12 Held PJSM Rough cut 20" conductor and 13 3/8" casg and remove. Final 1,074.0 1,074.0
cut 20" conductor and 13 3/8" csg, center thecsg with therotanj.

18:00 1.00 13.00 12 Perform topjob with10 bbls 13.0 ppg cement Note fluid is static and not 1,074.0 1,074.0
falling

19:00 5.00 18.00 21 Install13 5/8" 5M SOW and weld and testto 800 psi (70% of collaspe) 1,074.0 1,074.0
Install B.

00:00 6.00 24.00 14 Stack 13 5/8" riserspool, 13 5/8" Single and Double Rams, 13 5/8" 1,074.0 1,074.0
Annular

Mud Check: < fepth>ftKB, Idttm>
Date Depth (ftKB) Density (Ih/gal) Vis (s/ql) PVOR (Pa s} YP OR {\bill.. Gel (10s) (ibf.. Gel (10m) (Ib.. Get {30m) (Ib.. Fdtrate (mLI. . FC (1/32 } HTHP Futral.. HTHP FC (1...

MBT(Ibibbl) pH Pm (mL/mL) Pt (mLlmL} Mf(mLimL) Chlorides (mg/L) Calcium (mg/L) Pot [mg/L) Lime {lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hote) {bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FiaM:no {'F) Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (ft.. Orí!!ed{ft) Date In Date Out Dn'\Time(hr} BHA ROP (ft/hr) Rot Time (ht) Sitde Time (hr) % Sf:de Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des {flKB) Top (ftKB) OD (m) ID (in} Wl/Len (ibill) Grade {m) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-SS 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2012
so Report #: 6, DFS: 2

WeII Name: Cane Creek 26-3 Daily Depth Progress:0.00
APl/UWI Well Area BasEn Field Name LIcense # Permit Numbei Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County StatetProvince Surveyed Elevation (ft) CF Elev ((1) KB-Ground Distance (n} KB<F {ft} Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00;OD
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmalAddress Rig Phone Number Rig Release Previous We!I Rig Release Date
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Dniling Hours (hr) Circufating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (filbr} Job ROP S6ding (ft/hr) Job Rotating% (%) Total Job PercentS!iding (¾)

76.00 0.00 74.9 61.8 100,00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD)(flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Starl Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2012 06:00 9/25/2012 06:00 2 1,074.0 1,074.0 0.00
Operations at Repott Time
Nippling up 13 5/8" BOP's
Operations Summary
Run 13 3/8" esg, Cement 13 3/8" csg, install A,8 section Well heads, Nippling up 13 5/8"10K BOP's
Operations Next Report Period
Trips
Weather Wefibore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posifon Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 9864401
Time Log

CumOur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 12 TIH picking up 13 3/8" S4.S# J-55 BTC casg to 1074' and tag (no fill) 1,074.0 1,074.0
09:00 0.50 3.50 12 RID casg crew and lay down machine 1,074.0 1,074.0
09:30 3.00 6.50 12 Held PJSM Install cement head, RIU Baker Hughes cementers. break circ 1,074.0 1,074.0

test lines 2000# pump 20 bbi fresh water spacer at 8.4 ppg. Mixand pump
620 exs Premium Lite FM+

.18 lbs/sack BJ Fiber+ .04% Static free+ 3%
Calclum Chloride+ .25 lbs/sack Cello Flake+ 5 lbs/sack LCM-1 + 8%
Bentonite+.4% FL-52A+ 103.7% Fresh Water 12.3 ppg Lead slurry.Mix
and pump 126 sxs Type III+ .12 lbs/sack BJ Fíber+

.04 Static free+ 1%
Calcium Chloride+ .25 lbs/sack CelloFlake+

.2%

FL-52A+ 58.7% fresh
water 14.6 ppg Tail slurry drop plug and displace with 158.5 8.4 ppgwater
final pressure before bumping plug 615 psi bump plug with1000 psi. bled
off and check float equip.-OK-. Note: recieved 45 bbis cement at sudace

12:30 4.00 10.50 13 Wait on cement. R/D Baker Hughes cement unit Note:Shut in well CCtJ 1,074.0 1,074.0
26-1 at 1500 hrs 9/24/12

16:30 1.50 12.00 12 Held PJSM Rough cut 20" conductor and 13 3/8" casg and remove. Final 1,074.0 1,074.0
cut 20" conductor and 13 3/8" csg, center thecsg with therotanj.

18:00 1.00 13.00 12 Perform topjob with10 bbls 13.0 ppg cement Note fluid is static and not 1,074.0 1,074.0
falling

19:00 5.00 18.00 21 Install13 5/8" 5M SOW and weld and testto 800 psi (70% of collaspe) 1,074.0 1,074.0
Install B.

00:00 6.00 24.00 14 Stack 13 5/8" riserspool, 13 5/8" Single and Double Rams, 13 5/8" 1,074.0 1,074.0
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RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/26/2012
Report #: 7, DFS: 3

WeII Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APl/UWI We'l Area Basin Fletd Name Ucense # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KEM3roundDistance (fl} KB F (fl} Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (br) Circuiating Hours (hr) Job ROP (ft/br} Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sflding(%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ilKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD}(ftKB)

7,673.0
Daily Operatlons
Repott Statt Date Report End Date Days From Spod {days) Start Depth (ftKB) End Depth (ftKB} Daily Depth Progress (ft)

9Ï25/2012 06:00 9/26/2012 06:00 3 1,074.0 1,074.0 0.00
Operations at Report Time
Picking up 4 1/2" drillpipe
Operations Summary
Nippled up BOP's, Tested BOP's 250/5000, Tested csg 2000 psi, Installed wear bushing.
Operations Next Report Period
Drilling
Weather Weilbore
Cloudy
Dally Contacts

Job Contact Posinon Of6ce
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

CumDur
Start Time Dur (hr) {hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB}

06:00 12.00 12.00 14 NIU the 13 5/8" 10M BOP, Torgue all bolts/nuts to specs, Installed choke 1,074,0 1,074.0
line and killline valves, Hook up the choke fine f/the choke to theHCR
valve,changed oul pipe rams f/4" to4 1/2", Hook up tumbucklesand
center thebop wíth the rotary, hook up the rotate head outlet totheblooie
line. Functioned the bop's.

18:00 9.50 21.50 15 Held PJSM. Perform Accumulator function test(OK). Installed Test Plug. 1,074.0 1,074.0
Tested BOP's with Cameron as per BLM,Annular 250/4000, Upper Pipe
Rams 250/5000. Change bonnet door seal on Lower Pipe Rams and test
250/5000. Tested Blind Rams, Killline valves. Choke Manifold valves and
Hydraulic Choke, TIW, Inside Gray, Top Drive IBOP 250/5000. Removed
test plug. Note: BLMRep. Jeff Brown was present during testing

03:30 1.00 22.50 21 Tested csg to2000 psi, held a chart for30 minutes (OK).
04:30 1.00 23.50 21 Installed Wear Bushing and lock down. Removed the 20" rotate head from

a std of 4 1/2" hwdp.
05:30 0.50 24.00 21 Held PJSM.R/U laydown machineand prepare to P/U 4 1/2" drill pipe.
Mud Check: <depth>ftKB, <dttm>
Date Depth (flKB) Densitygbtga1} Vis (s/ql) PVOR (Pa•s) YP OR Qbf/1,.,Get (10s) (Ibf- Gel (10m} Ub.. Gel (30m) (Ib.. Filtrate (mU... FC (1/32") HTHP Filtrat.. HTHP FC (1...

MBTUb/bbl} pH Pm (mUmL) Pf (mUml.) Mf(mUmt) Chloddes (mg/L) Caicium (mg/L) Pol(mgil..) Ume Qbibbl} Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl} Mud Losl(Surf) (bbl) LCM ECD - Manual Entr.-, T Flodine (F) Comment

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drified(ft) Date In Date Out DrillTime (br) BHAROP (ft/br) Rol Time (hr) Slide Time (br) ¾ Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (flKB) Top (ftKB) OD (m) ID (m) WIILen (ibtil) Grade (in) ID NomMin(in)
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9/24/2012 Surface 1,074.0 0.0 13 3/6 12.615 54.50 J-55 13 3/8 12.615
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43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KEM3roundDistance (fl} KB F (fl} Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (br) Circuiating Hours (hr) Job ROP (ft/br} Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sflding(%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ilKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD}(ftKB)

7,673.0
Daily Operatlons
Repott Statt Date Report End Date Days From Spod {days) Start Depth (ftKB) End Depth (ftKB} Daily Depth Progress (ft)

9Ï25/2012 06:00 9/26/2012 06:00 3 1,074.0 1,074.0 0.00
Operations at Report Time
Picking up 4 1/2" drillpipe
Operations Summary
Nippled up BOP's, Tested BOP's 250/5000, Tested csg 2000 psi, Installed wear bushing.
Operations Next Report Period
Drilling
Weather Weilbore
Cloudy
Dally Contacts

Job Contact Posinon Of6ce
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

CumDur
Start Time Dur (hr) {hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB}

06:00 12.00 12.00 14 NIU the 13 5/8" 10M BOP, Torgue all bolts/nuts to specs, Installed choke 1,074,0 1,074.0
line and killline valves, Hook up the choke fine f/the choke to theHCR
valve,changed oul pipe rams f/4" to4 1/2", Hook up tumbucklesand
center thebop wíth the rotary, hook up the rotate head outlet totheblooie
line. Functioned the bop's.

18:00 9.50 21.50 15 Held PJSM. Perform Accumulator function test(OK). Installed Test Plug. 1,074.0 1,074.0
Tested BOP's with Cameron as per BLM,Annular 250/4000, Upper Pipe
Rams 250/5000. Change bonnet door seal on Lower Pipe Rams and test
250/5000. Tested Blind Rams, Killline valves. Choke Manifold valves and
Hydraulic Choke, TIW, Inside Gray, Top Drive IBOP 250/5000. Removed
test plug. Note: BLMRep. Jeff Brown was present during testing

03:30 1.00 22.50 21 Tested csg to2000 psi, held a chart for30 minutes (OK).
04:30 1.00 23.50 21 Installed Wear Bushing and lock down. Removed the 20" rotate head from

a std of 4 1/2" hwdp.
05:30 0.50 24.00 21 Held PJSM.R/U laydown machineand prepare to P/U 4 1/2" drill pipe.
Mud Check: <depth>ftKB, <dttm>
Date Depth (flKB) Densitygbtga1} Vis (s/ql) PVOR (Pa•s) YP OR Qbf/1,.,Get (10s) (Ibf- Gel (10m} Ub.. Gel (30m) (Ib.. Filtrate (mU... FC (1/32") HTHP Filtrat.. HTHP FC (1...

MBTUb/bbl} pH Pm (mUmL) Pf (mUml.) Mf(mUmt) Chloddes (mg/L) Caicium (mg/L) Pol(mgil..) Ume Qbibbl} Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl} Mud Losl(Surf) (bbl) LCM ECD - Manual Entr.-, T Flodine (F) Comment

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drified(ft) Date In Date Out DrillTime (br) BHAROP (ft/br) Rol Time (hr) Slide Time (br) ¾ Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (flKB) Top (ftKB) OD (m) ID (m) WIILen (ibtil) Grade (in) ID NomMin(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/6 12.615 54.50 J-55 13 3/8 12.615
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line. Functioned the bop's.

18:00 9.50 21.50 15 Held PJSM. Perform Accumulator function test(OK). Installed Test Plug. 1,074.0 1,074.0
Tested BOP's with Cameron as per BLM,Annular 250/4000, Upper Pipe
Rams 250/5000. Change bonnet door seal on Lower Pipe Rams and test
250/5000. Tested Blind Rams, Killline valves. Choke Manifold valves and
Hydraulic Choke, TIW, Inside Gray, Top Drive IBOP 250/5000. Removed
test plug. Note: BLMRep. Jeff Brown was present during testing

03:30 1.00 22.50 21 Tested csg to2000 psi, held a chart for30 minutes (OK).
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RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/27/2012
iem: nu Report#:8,DFS:4

Well Name: Cane Creek 26-3 Daily Depth Progress: 2,066.00
APUUW) Well Area Basin Field Name License # Permlt Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KBCF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous WeTI Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DailÏingHours {hr) Circulating Hours (hr) Job ROP {{tihr) Job ROP Rotating (ft/hr) Job ROP Sliding (Albr) Job Rotating % (%) Total Job Percenl Sliding (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days) Start Depth (IIKB) End Depth (!\KB) DailyDepth Progress (ft)

9/26/2012 06:00 9/27/2012 06:00 4 1,074.0 2,107.0 2,066.00
Operations at Report Time
Drilling
Operations Summary
Picked up 4 1/2" DP, Madeup Hammer TIH, Drill12 1/4" hole (Alf)fli,074' to 1,900'.

Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position OfEce
Mark Lewis Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code i Comment Start Depth (RKB) End Depth (flKB)

06:00 10.50 10.50 6 Held PJSM (JSA), P/U 225 jts (75 stds) of 4 1/2" dp and rack back in the 1,074.0 1,074.0
derrick.

16:30 0.50 .00 21 RID thedrill pipeP/U machine. ¾074.0 1,074.0
17:00 0.50 11.50 7 Service therig/lop drive. 1,074.0 1,074.0
17:30 1 50 ti.00 Held PJSM (JSA) P/U and MlUtIm 12 il4" hamrn bit artd the hammer 1,074.0 074 0

Tested same.
19:00 1.50 14.50 6 TlH from surface to926' and installed rotating head rubber. Continued TIH 1,074.0 1,074.0

to 1015' and tagged
20:30 1.00 15.50 21 Unloaded fluid from hole. Drilled(Air)float equip. and shoe trackfrom 1015' 1,074.0 1,074.0

to1074'.
21:30 5.00 20.50 2 Drilled 12 1/4" hole (Air)from 1074' to 1576' 1,074.0 1,576.0
02:30 0.50 2L00 10 Surveyed @ 1547 - Inclination OAS degrees 1,576.0 1,576.0
03:00 3.00 24.00 2 Drilled 12 1/4" hole (Air)from 1576' to 1900' 1,576.0 1,900.0
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Ms (s/ql) PVOR (Pa·s) YP OR (tbf/1...Gel (10s) {\bf. Gel (10m) (ib.. Gel (30m) {lba FRtrale (mU... FC (1/32 ) RTNP Filtral }ffHP FC (1.-

MBT(Ibibbi) pH Pm (mUmL) Pf (mUmL) Mf(mUmt) Chlorides {mg/L} Calcium (mg/L) Pot (mg/L) Lime (ibibbl] Sonds (¾) CaCl(ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FTowiine(°F} Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fl... Dded (ft) Date in Date Out DrillTime (br) BHAROP ( r) Rot Time {hr) Slide Time (br) % Slide Time .. % Rot Time (¾)

1,074.0 2,574.0 1,500.0 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (fl... Dded (ft) Date Ìn Date Out DrillTime (br) BHAROP ( r) Rot Time (br) Slide Time (br) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.0 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Cas[ng & Liners

Set Depth OD Nom Max
Rtm Data Csg Des {(tKB) Top (flKB} OD (m) [D (in) Wt/Len (Ibtil) Grade (in) ID Nom Mm(m)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 M.50 J-55 13 3/8 12.615
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Operations at Report Time
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Operations Summary
Picked up 4 1/2" DP, Madeup Hammer TIH, Drill12 1/4" hole (Alf)fli,074' to 1,900'.

Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position OfEce
Mark Lewis Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
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Cum Dur
Start Time Dur (hr) (hr) Code i Comment Start Depth (RKB) End Depth (flKB)

06:00 10.50 10.50 6 Held PJSM (JSA), P/U 225 jts (75 stds) of 4 1/2" dp and rack back in the 1,074.0 1,074.0
derrick.

16:30 0.50 .00 21 RID thedrill pipeP/U machine. ¾074.0 1,074.0
17:00 0.50 11.50 7 Service therig/lop drive. 1,074.0 1,074.0
17:30 1 50 ti.00 Held PJSM (JSA) P/U and MlUtIm 12 il4" hamrn bit artd the hammer 1,074.0 074 0

Tested same.
19:00 1.50 14.50 6 TlH from surface to926' and installed rotating head rubber. Continued TIH 1,074.0 1,074.0

to 1015' and tagged
20:30 1.00 15.50 21 Unloaded fluid from hole. Drilled(Air)float equip. and shoe trackfrom 1015' 1,074.0 1,074.0

to1074'.
21:30 5.00 20.50 2 Drilled 12 1/4" hole (Air)from 1074' to 1576' 1,074.0 1,576.0
02:30 0.50 2L00 10 Surveyed @ 1547 - Inclination OAS degrees 1,576.0 1,576.0
03:00 3.00 24.00 2 Drilled 12 1/4" hole (Air)from 1576' to 1900' 1,576.0 1,900.0
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Weather Wellbore
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Cum Dur
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06:00 10.50 10.50 6 Held PJSM (JSA), P/U 225 jts (75 stds) of 4 1/2" dp and rack back in the 1,074.0 1,074.0
derrick.

16:30 0.50 .00 21 RID thedrill pipeP/U machine. ¾074.0 1,074.0
17:00 0.50 11.50 7 Service therig/lop drive. 1,074.0 1,074.0
17:30 1 50 ti.00 Held PJSM (JSA) P/U and MlUtIm 12 il4" hamrn bit artd the hammer 1,074.0 074 0

Tested same.
19:00 1.50 14.50 6 TlH from surface to926' and installed rotating head rubber. Continued TIH 1,074.0 1,074.0

to 1015' and tagged
20:30 1.00 15.50 21 Unloaded fluid from hole. Drilled(Air)float equip. and shoe trackfrom 1015' 1,074.0 1,074.0

to1074'.
21:30 5.00 20.50 2 Drilled 12 1/4" hole (Air)from 1074' to 1576' 1,074.0 1,576.0
02:30 0.50 2L00 10 Surveyed @ 1547 - Inclination OAS degrees 1,576.0 1,576.0
03:00 3.00 24.00 2 Drilled 12 1/4" hole (Air)from 1576' to 1900' 1,576.0 1,900.0
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Ms (s/ql) PVOR (Pa·s) YP OR (tbf/1...Gel (10s) {\bf. Gel (10m) (ib.. Gel (30m) {lba FRtrale (mU... FC (1/32 ) RTNP Filtral }ffHP FC (1.-

MBT(Ibibbi) pH Pm (mUmL) Pf (mUmL) Mf(mUmt) Chlorides {mg/L} Calcium (mg/L) Pot (mg/L) Lime (ibibbl] Sonds (¾) CaCl(ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FTowiine(°F} Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fl... Dded (ft) Date in Date Out DrillTime (br) BHAROP ( r) Rot Time {hr) Slide Time (br) % Slide Time .. % Rot Time (¾)

1,074.0 2,574.0 1,500.0 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (fl... Dded (ft) Date Ìn Date Out DrillTime (br) BHAROP ( r) Rot Time (br) Slide Time (br) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.0 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Cas[ng & Liners

Set Depth OD Nom Max
Rtm Data Csg Des {(tKB) Top (flKB} OD (m) [D (in) Wt/Len (Ibtil) Grade (in) ID Nom Mm(m)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 M.50 J-55 13 3/8 12.615

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/27/2012
iem: nu Report#:8,DFS:4

Well Name: Cane Creek 26-3 Daily Depth Progress: 2,066.00
APUUW) Well Area Basin Field Name License # Permlt Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KBCF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous WeTI Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DailÏingHours {hr) Circulating Hours (hr) Job ROP {{tihr) Job ROP Rotating (ft/hr) Job ROP Sliding (Albr) Job Rotating % (%) Total Job Percenl Sliding (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Starl Date Report End Date Days From Spud (days) Start Depth (IIKB) End Depth (!\KB) DailyDepth Progress (ft)

9/26/2012 06:00 9/27/2012 06:00 4 1,074.0 2,107.0 2,066.00
Operations at Report Time
Drilling
Operations Summary
Picked up 4 1/2" DP, Madeup Hammer TIH, Drill12 1/4" hole (Alf)fli,074' to 1,900'.

Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position OfEce
Mark Lewis Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code i Comment Start Depth (RKB) End Depth (flKB)

06:00 10.50 10.50 6 Held PJSM (JSA), P/U 225 jts (75 stds) of 4 1/2" dp and rack back in the 1,074.0 1,074.0
derrick.

16:30 0.50 .00 21 RID thedrill pipeP/U machine. ¾074.0 1,074.0
17:00 0.50 11.50 7 Service therig/lop drive. 1,074.0 1,074.0
17:30 1 50 ti.00 Held PJSM (JSA) P/U and MlUtIm 12 il4" hamrn bit artd the hammer 1,074.0 074 0

Tested same.
19:00 1.50 14.50 6 TlH from surface to926' and installed rotating head rubber. Continued TIH 1,074.0 1,074.0

to 1015' and tagged
20:30 1.00 15.50 21 Unloaded fluid from hole. Drilled(Air)float equip. and shoe trackfrom 1015' 1,074.0 1,074.0

to1074'.
21:30 5.00 20.50 2 Drilled 12 1/4" hole (Air)from 1074' to 1576' 1,074.0 1,576.0
02:30 0.50 2L00 10 Surveyed @ 1547 - Inclination OAS degrees 1,576.0 1,576.0
03:00 3.00 24.00 2 Drilled 12 1/4" hole (Air)from 1576' to 1900' 1,576.0 1,900.0
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Ms (s/ql) PVOR (Pa·s) YP OR (tbf/1...Gel (10s) {\bf. Gel (10m) (ib.. Gel (30m) {lba FRtrale (mU... FC (1/32 ) RTNP Filtral }ffHP FC (1.-

MBT(Ibibbi) pH Pm (mUmL) Pf (mUmL) Mf(mUmt) Chlorides {mg/L} Calcium (mg/L) Pot (mg/L) Lime (ibibbl] Sonds (¾) CaCl(ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FTowiine(°F} Comment

Daily Drilling Performance
Depth in (flKB) Depth Out (fl... Dded (ft) Date in Date Out DrillTime (br) BHAROP ( r) Rot Time {hr) Slide Time (br) % Slide Time .. % Rot Time (¾)

1,074.0 2,574.0 1,500.0 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (fl... Dded (ft) Date Ìn Date Out DrillTime (br) BHAROP ( r) Rot Time (br) Slide Time (br) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.0 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Cas[ng & Liners

Set Depth OD Nom Max
Rtm Data Csg Des {(tKB) Top (flKB} OD (m) [D (in) Wt/Len (Ibtil) Grade (in) ID Nom Mm(m)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 M.50 J-55 13 3/8 12.615
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RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2012
by:w:elPrMcCn;c; Report #: 9, DFS: 5

Well Name: Cane Creek 26-3 Daily Depth Progress: 1,529.00
API/UWI WeTIArea Basin Field Name License # Permit Number Well Conng
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBßround Distance (ft) KB4F (it) Spud Date Rig Retease Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Locatton
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Ema§ Address Rig Phone Number Rig Release Previous We11 Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DriflingHours (hi) Circutating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sfiding (ft/hr) Job Rotating% (%) Total Job Percent Stíding (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB} KickOff Depth (IVD) (ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (flKB) Daily Depth Progress (ft)

9/27/2012 06:00 9/28/2012 06:00 5 2,107.0 3,169.0 1,529.00
Operations at Report Time
POOH to change out the hammer bit
Operations Summary
Drilling12 1/4" intermediate hole
Operations Next Report Period
Drilling
Weather Weilbore
Sunny and Clear
Daily Contacts

Job Contact Positon Office
Mark Lewis Company Man I WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Our (hr) (hi) Code 1 . Comment Start Depth {tlKB} End Depth (ftKB)

06:00 1.50 1.50 2 Drilled 12 1/4" hole (Air)f/1,900' to2,107. 1,900.0 2,107.0
Air parameters - air2,247 cfm's

07:30 0 50 2.00 10 Survey 2,045', inclination 0 80° 2,107.0 2,107.0
08:00 0.50 2.50 2 Drilled 12 1/4" hole (Air)f/2,107' to 2,137. 2,107.0 2,137.0

Air parameters - air 2,247 cfm's
08:30 0.50 3.00 21 Changed over from Air to Air/Mistsystem. Pumped AirlMistuntil we have 2,137.0 2,137.0

air/mistfluid retums at the reserve pit,
09:00 5.00 8.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,13T to 2,574'. 2,137.0 2,574.0

Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor i gph, Shale treat 2 gph, defoamer 2 gph.

g:00 1 50 9 50 10 C Tculated toclearilhe hole POOH 3 gdsand remove tlle string flog RIH 2,574.0 2,574.0
to survey depth
Survey @ (MO',incilna on i 15°

15:30 9.50 19.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,574' to3,076'. 2,574.0 3,076.0
Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 1 gph, Shale treat 2 gph, defoamer 2 gph.

01:00 1.50 20.50 10 Circulated to clean the hole, POOH 5 stds and remove the stringfloat, RIH 3,076.0 3,076.0
to survey depth.
Survey @3,041', inclination 0.78°

02:30 3.50 24.00 2 Drilled 12 1/4" hole (Air/Mist)f/3,076' to 3,169' 3,076.0 3,169.0
Air/Mistparameters - alr 4341 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer 3 gph.

Mud Check: o lepth>ftKB 9/28/2012 06:00
Date Depth {ftKB) Density(ibigal} Vis (stql} PVOR {Pa•s) YP OR (tbfl1..,Gel (10s) (Ibf . Gel (10m) (Ib.. Gel {30m) (Ib . Filtrate (mLI... FC {1/32") RTHP Filtral... HTHP FC (1...

9/28/2012
MBT(ib/bb1) pH Pm (mUmL) Pf (mLImL) Mf(mUmL) CNorides (mg/L) Ca!¢ium (mg/L) Poi (og/L) Uma (Ib/bbl) Solds (%) CaCI (ppm) OffWater Ratio

Mud Losl(Hole) (bbl) Mud Losl(Suri) {bbl) LCM ECD - Manual Entr . T Fleväne (F} Comment
Air/MistDrilling

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft .. Ddled (R) Date In Date Out DrillTime (hr) BHAROP {ft/hr) Rot Time (hr) SlideTime (hr) % Slide Time .. % Rot Time (%}

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (n .. Driled (R) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Casing & L1ners

Set Depth OD Nom Max
RunOate CsgDes (ftKB) Top(RKB) OD(in) ID(in) Wr/Len(Ibitt) Grade (in) IDNomMin(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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01:00 1.50 20.50 10 Circulated to clean the hole, POOH 5 stds and remove the stringfloat, RIH 3,076.0 3,076.0
to survey depth.
Survey @3,041', inclination 0.78°

02:30 3.50 24.00 2 Drilled 12 1/4" hole (Air/Mist)f/3,076' to 3,169' 3,076.0 3,169.0
Air/Mistparameters - alr 4341 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer 3 gph.

Mud Check: o lepth>ftKB 9/28/2012 06:00
Date Depth {ftKB) Density(ibigal} Vis (stql} PVOR {Pa•s) YP OR (tbfl1..,Gel (10s) (Ibf . Gel (10m) (Ib.. Gel {30m) (Ib . Filtrate (mLI... FC {1/32") RTHP Filtral... HTHP FC (1...

9/28/2012
MBT(ib/bb1) pH Pm (mUmL) Pf (mLImL) Mf(mUmL) CNorides (mg/L) Ca!¢ium (mg/L) Poi (og/L) Uma (Ib/bbl) Solds (%) CaCI (ppm) OffWater Ratio

Mud Losl(Hole) (bbl) Mud Losl(Suri) {bbl) LCM ECD - Manual Entr . T Fleväne (F} Comment
Air/MistDrilling

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft .. Ddled (R) Date In Date Out DrillTime (hr) BHAROP {ft/hr) Rot Time (hr) SlideTime (hr) % Slide Time .. % Rot Time (%}

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (n .. Driled (R) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Casing & L1ners

Set Depth OD Nom Max
RunOate CsgDes (ftKB) Top(RKB) OD(in) ID(in) Wr/Len(Ibitt) Grade (in) IDNomMin(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2012
by:w:elPrMcCn;c; Report #: 9, DFS: 5

Well Name: Cane Creek 26-3 Daily Depth Progress: 1,529.00
API/UWI WeTIArea Basin Field Name License # Permit Number Well Conng
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBßround Distance (ft) KB4F (it) Spud Date Rig Retease Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Locatton
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Ema§ Address Rig Phone Number Rig Release Previous We11 Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DriflingHours (hi) Circutating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sfiding (ft/hr) Job Rotating% (%) Total Job Percent Stíding (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB} KickOff Depth (IVD) (ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (flKB) Daily Depth Progress (ft)

9/27/2012 06:00 9/28/2012 06:00 5 2,107.0 3,169.0 1,529.00
Operations at Report Time
POOH to change out the hammer bit
Operations Summary
Drilling12 1/4" intermediate hole
Operations Next Report Period
Drilling
Weather Weilbore
Sunny and Clear
Daily Contacts

Job Contact Positon Office
Mark Lewis Company Man I WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Our (hr) (hi) Code 1 . Comment Start Depth {tlKB} End Depth (ftKB)

06:00 1.50 1.50 2 Drilled 12 1/4" hole (Air)f/1,900' to2,107. 1,900.0 2,107.0
Air parameters - air2,247 cfm's

07:30 0 50 2.00 10 Survey 2,045', inclination 0 80° 2,107.0 2,107.0
08:00 0.50 2.50 2 Drilled 12 1/4" hole (Air)f/2,107' to 2,137. 2,107.0 2,137.0

Air parameters - air 2,247 cfm's
08:30 0.50 3.00 21 Changed over from Air to Air/Mistsystem. Pumped AirlMistuntil we have 2,137.0 2,137.0

air/mistfluid retums at the reserve pit,
09:00 5.00 8.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,13T to 2,574'. 2,137.0 2,574.0

Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor i gph, Shale treat 2 gph, defoamer 2 gph.

g:00 1 50 9 50 10 C Tculated toclearilhe hole POOH 3 gdsand remove tlle string flog RIH 2,574.0 2,574.0
to survey depth
Survey @ (MO',incilna on i 15°

15:30 9.50 19.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,574' to3,076'. 2,574.0 3,076.0
Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 1 gph, Shale treat 2 gph, defoamer 2 gph.

01:00 1.50 20.50 10 Circulated to clean the hole, POOH 5 stds and remove the stringfloat, RIH 3,076.0 3,076.0
to survey depth.
Survey @3,041', inclination 0.78°

02:30 3.50 24.00 2 Drilled 12 1/4" hole (Air/Mist)f/3,076' to 3,169' 3,076.0 3,169.0
Air/Mistparameters - alr 4341 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer 3 gph.

Mud Check: o lepth>ftKB 9/28/2012 06:00
Date Depth {ftKB) Density(ibigal} Vis (stql} PVOR {Pa•s) YP OR (tbfl1..,Gel (10s) (Ibf . Gel (10m) (Ib.. Gel {30m) (Ib . Filtrate (mLI... FC {1/32") RTHP Filtral... HTHP FC (1...

9/28/2012
MBT(ib/bb1) pH Pm (mUmL) Pf (mLImL) Mf(mUmL) CNorides (mg/L) Ca!¢ium (mg/L) Poi (og/L) Uma (Ib/bbl) Solds (%) CaCI (ppm) OffWater Ratio

Mud Losl(Hole) (bbl) Mud Losl(Suri) {bbl) LCM ECD - Manual Entr . T Fleväne (F} Comment
Air/MistDrilling

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft .. Ddled (R) Date In Date Out DrillTime (hr) BHAROP {ft/hr) Rot Time (hr) SlideTime (hr) % Slide Time .. % Rot Time (%}

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (n .. Driled (R) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Casing & L1ners

Set Depth OD Nom Max
RunOate CsgDes (ftKB) Top(RKB) OD(in) ID(in) Wr/Len(Ibitt) Grade (in) IDNomMin(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Rig Company Man\Well Site Lead Rig Ema§ Address Rig Phone Number Rig Release Previous We11 Rig Release Date
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Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (flKB) Daily Depth Progress (ft)
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Operations at Report Time
POOH to change out the hammer bit
Operations Summary
Drilling12 1/4" intermediate hole
Operations Next Report Period
Drilling
Weather Weilbore
Sunny and Clear
Daily Contacts

Job Contact Positon Office
Mark Lewis Company Man I WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Our (hr) (hi) Code 1 . Comment Start Depth {tlKB} End Depth (ftKB)

06:00 1.50 1.50 2 Drilled 12 1/4" hole (Air)f/1,900' to2,107. 1,900.0 2,107.0
Air parameters - air2,247 cfm's

07:30 0 50 2.00 10 Survey 2,045', inclination 0 80° 2,107.0 2,107.0
08:00 0.50 2.50 2 Drilled 12 1/4" hole (Air)f/2,107' to 2,137. 2,107.0 2,137.0

Air parameters - air 2,247 cfm's
08:30 0.50 3.00 21 Changed over from Air to Air/Mistsystem. Pumped AirlMistuntil we have 2,137.0 2,137.0

air/mistfluid retums at the reserve pit,
09:00 5.00 8.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,13T to 2,574'. 2,137.0 2,574.0

Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor i gph, Shale treat 2 gph, defoamer 2 gph.

g:00 1 50 9 50 10 C Tculated toclearilhe hole POOH 3 gdsand remove tlle string flog RIH 2,574.0 2,574.0
to survey depth
Survey @ (MO',incilna on i 15°

15:30 9.50 19.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,574' to3,076'. 2,574.0 3,076.0
Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 1 gph, Shale treat 2 gph, defoamer 2 gph.

01:00 1.50 20.50 10 Circulated to clean the hole, POOH 5 stds and remove the stringfloat, RIH 3,076.0 3,076.0
to survey depth.
Survey @3,041', inclination 0.78°

02:30 3.50 24.00 2 Drilled 12 1/4" hole (Air/Mist)f/3,076' to 3,169' 3,076.0 3,169.0
Air/Mistparameters - alr 4341 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer 3 gph.

Mud Check: o lepth>ftKB 9/28/2012 06:00
Date Depth {ftKB) Density(ibigal} Vis (stql} PVOR {Pa•s) YP OR (tbfl1..,Gel (10s) (Ibf . Gel (10m) (Ib.. Gel {30m) (Ib . Filtrate (mLI... FC {1/32") RTHP Filtral... HTHP FC (1...

9/28/2012
MBT(ib/bb1) pH Pm (mUmL) Pf (mLImL) Mf(mUmL) CNorides (mg/L) Ca!¢ium (mg/L) Poi (og/L) Uma (Ib/bbl) Solds (%) CaCI (ppm) OffWater Ratio

Mud Losl(Hole) (bbl) Mud Losl(Suri) {bbl) LCM ECD - Manual Entr . T Fleväne (F} Comment
Air/MistDrilling

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft .. Ddled (R) Date In Date Out DrillTime (hr) BHAROP {ft/hr) Rot Time (hr) SlideTime (hr) % Slide Time .. % Rot Time (%}

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (n .. Driled (R) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Casing & L1ners

Set Depth OD Nom Max
RunOate CsgDes (ftKB) Top(RKB) OD(in) ID(in) Wr/Len(Ibitt) Grade (in) IDNomMin(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2012
by:w:elPrMcCn;c; Report #: 9, DFS: 5

Well Name: Cane Creek 26-3 Daily Depth Progress: 1,529.00
API/UWI WeTIArea Basin Field Name License # Permit Number Well Conng
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBßround Distance (ft) KB4F (it) Spud Date Rig Retease Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Locatton
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Ema§ Address Rig Phone Number Rig Release Previous We11 Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DriflingHours (hi) Circutating Hours (hr} Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sfiding (ft/hr) Job Rotating% (%) Total Job Percent Stíding (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB} KickOff Depth (IVD) (ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (flKB) Daily Depth Progress (ft)

9/27/2012 06:00 9/28/2012 06:00 5 2,107.0 3,169.0 1,529.00
Operations at Report Time
POOH to change out the hammer bit
Operations Summary
Drilling12 1/4" intermediate hole
Operations Next Report Period
Drilling
Weather Weilbore
Sunny and Clear
Daily Contacts

Job Contact Positon Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hi) Code 1 . Comment Start Depth {tlKB} End Depth (ftKB)
06:00 1.50 1.50 2 Drilled 12 1/4" hole (Air)f/1,900' to2,107. 1,900.0 2,107.0

Air parameters - air2,247 cfm's
07:30 0 50 2.00 10 Survey 2,045', inclination 0 80° 2,107.0 2,107.0
08:00 0.50 2.50 2 Drilled 12 1/4" hole (Air)f/2,107' to 2,137. 2,107.0 2,137.0

Air parameters - air 2,247 cfm's
08:30 0.50 3.00 21 Changed over from Air to Air/Mistsystem. Pumped AirlMistuntil we have 2,137.0 2,137.0

air/mistfluid retums at the reserve pit,
09:00 5.00 8.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,13T to 2,574'. 2,137.0 2,574.0

Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor i gph, Shale treat 2 gph, defoamer 2 gph.

g:00 1 50 9 50 10 C Tculated toclearilhe hole POOH 3 gdsand remove tlle string flog RIH 2,574.0 2,574.0
to survey depth
Survey @ (MO',incilna on i 15°

15:30 9.50 19.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,574' to3,076'. 2,574.0 3,076.0
Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 1 gph, Shale treat 2 gph, defoamer 2 gph.

01:00 1.50 20.50 10 Circulated to clean the hole, POOH 5 stds and remove the stringfloat, RIH 3,076.0 3,076.0
to survey depth.
Survey @3,041', inclination 0.78°

02:30 3.50 24.00 2 Drilled 12 1/4" hole (Air/Mist)f/3,076' to 3,169' 3,076.0 3,169.0
Air/Mistparameters - alr 4341 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer 3 gph.

Mud Check: o lepth>ftKB 9/28/2012 06:00
Date Depth {ftKB) Density(ibigal} Vis (stql} PVOR {Pa•s) YP OR (tbfl1..,Gel (10s) (Ibf . Gel (10m) (Ib.. Gel {30m) (Ib . Filtrate (mLI... FC {1/32") RTHP Filtral... HTHP FC (1...

9/28/2012
MBT(ib/bb1) pH Pm (mUmL) Pf (mLImL) Mf(mUmL) CNorides (mg/L) Ca!¢ium (mg/L) Poi (og/L) Uma (Ib/bbl) Solds (%) CaCI (ppm) OffWater Ratio

Mud Losl(Hole) (bbl) Mud Losl(Suri) {bbl) LCM ECD - Manual Entr . T Fleväne (F} Comment
Air/MistDrilling

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft .. Ddled (R) Date In Date Out DrillTime (hr) BHAROP {ft/hr) Rot Time (hr) SlideTime (hr) % Slide Time .. % Rot Time (%}

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (n .. Driled (R) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Casing & L1ners

Set Depth OD Nom Max
RunOate CsgDes (ftKB) Top(RKB) OD(in) ID(in) Wr/Len(Ibitt) Grade (in) IDNomMin(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2012
by:w:elPrMcCn;c; Report #: 9, DFS: 5

Well Name: Cane Creek 26-3 Daily Depth Progress: 1,529.00
API/UWI WeTIArea Basin Field Name License # Permit Number Well Conng
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Sunny and Clear
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Job Contact Positon Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hi) Code 1 . Comment Start Depth {tlKB} End Depth (ftKB)
06:00 1.50 1.50 2 Drilled 12 1/4" hole (Air)f/1,900' to2,107. 1,900.0 2,107.0
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09:00 5.00 8.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,13T to 2,574'. 2,137.0 2,574.0

Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor i gph, Shale treat 2 gph, defoamer 2 gph.

g:00 1 50 9 50 10 C Tculated toclearilhe hole POOH 3 gdsand remove tlle string flog RIH 2,574.0 2,574.0
to survey depth
Survey @ (MO',incilna on i 15°

15:30 9.50 19.00 2 Drilled 12 1/4" hole (Air/Mist)f/2,574' to3,076'. 2,574.0 3,076.0
Air/Mistparameters - air 3,000 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 1 gph, Shale treat 2 gph, defoamer 2 gph.

01:00 1.50 20.50 10 Circulated to clean the hole, POOH 5 stds and remove the stringfloat, RIH 3,076.0 3,076.0
to survey depth.
Survey @3,041', inclination 0.78°

02:30 3.50 24.00 2 Drilled 12 1/4" hole (Air/Mist)f/3,076' to 3,169' 3,076.0 3,169.0
Air/Mistparameters - alr 4341 cfm's, water 18 bph, soap 5 gph, corr.
inhibitor 2 gph, Shale treat 2 gph, defoamer 3 gph.
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9/28/2012
MBT(ib/bb1) pH Pm (mUmL) Pf (mLImL) Mf(mUmL) CNorides (mg/L) Ca!¢ium (mg/L) Poi (og/L) Uma (Ib/bbl) Solds (%) CaCI (ppm) OffWater Ratio

Mud Losl(Hole) (bbl) Mud Losl(Suri) {bbl) LCM ECD - Manual Entr . T Fleväne (F} Comment
Air/MistDrilling

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft .. Ddled (R) Date In Date Out DrillTime (hr) BHAROP {ft/hr) Rot Time (hr) SlideTime (hr) % Slide Time .. % Rot Time (%}

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (n .. Driled (R) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Casing & L1ners

Set Depth OD Nom Max
RunOate CsgDes (ftKB) Top(RKB) OD(in) ID(in) Wr/Len(Ibitt) Grade (in) IDNomMin(in)
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9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/29/2012
44 Report #: 10, DFS: 6

Well Name: Cane Creek 26-3 Dally Depth Progress: 686.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conflg43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KBdround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface f.egal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address RigPhone Number Rig Reiease Previous We!! Rig Release Date
Frontier 10 MarkLewis Frontier10@Fidelityepco.com (970}986-4401 9/18/2012 18:00
Dnling Hours (br} CircuTat:ngHours (br) Job ROP (ft/hr} Job ROP Rolating (ft/hr) Job ROPSliding (ft/hr) Job Rotating% (%) TotalJob Percent Sliding (%)

76.00 0.00 74.9 61.8 100,00 0.00
Targel Depth (ftKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
RepoitStart Date Report End Date Days From Spud (days) Start Depth (flKB) End Depth (flKB) Daily Depth Progress (ft)

9/28/2012 06:00 9/29/2012 06:00 6 3,169.0 3,855.0 686.00
Operationsat Report Time
POOH for Aerate drillingassembly
Operations Summary
Round tripfor bit, Drilling(Airmist} intermediate hole, POOH
Operations Next Report Period
Drilling
Weather Welbore
Sunny and Clear Original Hole
Dally Contacts

JobConlact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br) (br) Code 1 Comment Start Depth {ttKB} End Depth (flKB)

06:00 2.50 2.50 6 POOH f/3.169' to sufface. 3,169.0 3,169.0
08:30 1.00 3 50 21 Changed out the 12 4" hammer bit and tested the hammer, 3.169.0 3,169.0
09:30 3.50 7.00 6 RIH f/surface to 2,698', untoaded the hole of fluid. 3,169.0 3,169.0

RIH fl2,698' to 3,169', unloadedthe hole of fluid.
13:00 6.00 13.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,169' to 3,543" 3,169.0 3,543.0

Air/Mistdrillingparamelets - air4,200 efm's, water 18 bph, soap 6 gph,
corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer2 gph.

19:00 1.50 14.50 10 Circulated to clean thehole, POOH 5 stds and removethestring float, RIH 3,543.0
¯

3,543.0
to survey depth.
Survey@3,506', inclination 2.70°

20:30 7.50 22.00 2 Drilled 12 1/4" hole (AirlMist)fl3,543" to3,855' Note: Hammeris watered 3,543.0 3,855.0

Air/Mistdrillingparameters - air4,200 cfm's,water 18 bph, soap 6 gph,
corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

04:00 1.50 23.50 10 Circulated toclean the hole, POOH 3 sids and remove the stringfloat, RIH 3,855.0 3,855.0
tosunteydepth.
Survey @3,824', inclination 1.03°

05:30 0.50 24.00 6 POOH from 3,824' to laydown hammer and pick up Aerate drillassemble 3,855.0 3,855.0

MudCheck: < lepth>ftKB, idttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s} YP OR (Ibili... Gel (10s) (Ibi.. Gel (10m) (10.. Ge1 (30m) (ib . Filtrate (mL/... FC (1/32 ) HTHP Filtrat .. HTHP FC (1...

MBT(Ibibbl) pH Pm (mUml.) Pf (mL/mL) Mf(mumL) Chlorides (mg/L) Ca?cium(mg/L) Poi(mg/L} Lima (Ib/bbi) Solids (%) Cact (ppm) OilWater Ratio

Mud Lost (Hole) (bbl} Mud Losl(Surf) (obl) 1.CM ECD - Manual Entr... T Flowiine ('F) Commen!

Dally Drilling Performance
Depth in (ftKB) Depth Out (ft... Drifled(ft) Date In Date Out DrillTime (br) BHAROP (f1/hr) Rol Time (hr) Slide Time (br) % Slide Time .. % Rot Time (%)

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (fL. Orilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) SlideTime (br) % Slide Time % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Depth in (ftKB) Depth Out (ft... Orilled(ft) Date in Date Out DrinTime (br} BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

3,169.0 3,855.0 686.00 9/28/2012 13:00 9/29/2012 00:00 13.50 50.8 13.50 100.00
Casing & Liners

Set Depth OD NomMaxRun Dato cag Des (ftKB) Top (ftKB) OD (m) 1D(in} Wt/Len (iblit) Grade (m) lD Nom Mm (m)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 64.60 J-55 13 3/8 12.615
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Dally Contacts
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Time Log
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Start Time Dur (br) (br) Code 1 Comment Start Depth {ttKB} End Depth (flKB)
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¯
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to survey depth.
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MBT(Ibibbl) pH Pm (mUml.) Pf (mL/mL) Mf(mumL) Chlorides (mg/L) Ca?cium(mg/L) Poi(mg/L} Lima (Ib/bbi) Solids (%) Cact (ppm) OilWater Ratio

Mud Lost (Hole) (bbl} Mud Losl(Surf) (obl) 1.CM ECD - Manual Entr... T Flowiine ('F) Commen!
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9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 64.60 J-55 13 3/8 12.615

Page 1/1 Report Printed:

Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/29/2012
44 Report #: 10, DFS: 6

Well Name: Cane Creek 26-3 Dally Depth Progress: 686.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conflg43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KBdround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface f.egal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address RigPhone Number Rig Reiease Previous We!! Rig Release Date
Frontier 10 MarkLewis Frontier10@Fidelityepco.com (970}986-4401 9/18/2012 18:00
Dnling Hours (br} CircuTat:ngHours (br) Job ROP (ft/hr} Job ROP Rolating (ft/hr) Job ROPSliding (ft/hr) Job Rotating% (%) TotalJob Percent Sliding (%)

76.00 0.00 74.9 61.8 100,00 0.00
Targel Depth (ftKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
RepoitStart Date Report End Date Days From Spud (days) Start Depth (flKB) End Depth (flKB) Daily Depth Progress (ft)

9/28/2012 06:00 9/29/2012 06:00 6 3,169.0 3,855.0 686.00
Operationsat Report Time
POOH for Aerate drillingassembly
Operations Summary
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13:00 6.00 13.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,169' to 3,543" 3,169.0 3,543.0

Air/Mistdrillingparamelets - air4,200 efm's, water 18 bph, soap 6 gph,
corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer2 gph.

19:00 1.50 14.50 10 Circulated to clean thehole, POOH 5 stds and removethestring float, RIH 3,543.0
¯

3,543.0
to survey depth.
Survey@3,506', inclination 2.70°

20:30 7.50 22.00 2 Drilled 12 1/4" hole (AirlMist)fl3,543" to3,855' Note: Hammeris watered 3,543.0 3,855.0

Air/Mistdrillingparameters - air4,200 cfm's,water 18 bph, soap 6 gph,
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Survey @3,824', inclination 1.03°

05:30 0.50 24.00 6 POOH from 3,824' to laydown hammer and pick up Aerate drillassemble 3,855.0 3,855.0
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MBT(Ibibbl) pH Pm (mUml.) Pf (mL/mL) Mf(mumL) Chlorides (mg/L) Ca?cium(mg/L) Poi(mg/L} Lima (Ib/bbi) Solids (%) Cact (ppm) OilWater Ratio
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9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 64.60 J-55 13 3/8 12.615
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19:00 1.50 14.50 10 Circulated to clean thehole, POOH 5 stds and removethestring float, RIH 3,543.0
¯

3,543.0
to survey depth.
Survey@3,506', inclination 2.70°

20:30 7.50 22.00 2 Drilled 12 1/4" hole (AirlMist)fl3,543" to3,855' Note: Hammeris watered 3,543.0 3,855.0
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Survey @3,824', inclination 1.03°
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to survey depth.
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20:30 7.50 22.00 2 Drilled 12 1/4" hole (AirlMist)fl3,543" to3,855' Note: Hammeris watered 3,543.0 3,855.0
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MudCheck: < lepth>ftKB, idttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s} YP OR (Ibili... Gel (10s) (Ibi.. Gel (10m) (10.. Ge1 (30m) (ib . Filtrate (mL/... FC (1/32 ) HTHP Filtrat .. HTHP FC (1...

MBT(Ibibbl) pH Pm (mUml.) Pf (mL/mL) Mf(mumL) Chlorides (mg/L) Ca?cium(mg/L) Poi(mg/L} Lima (Ib/bbi) Solids (%) Cact (ppm) OilWater Ratio

Mud Lost (Hole) (bbl} Mud Losl(Surf) (obl) 1.CM ECD - Manual Entr... T Flowiine ('F) Commen!

Dally Drilling Performance
Depth in (ftKB) Depth Out (ft... Drifled(ft) Date In Date Out DrillTime (br) BHAROP (f1/hr) Rol Time (hr) Slide Time (br) % Slide Time .. % Rot Time (%)

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (fL. Orilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) SlideTime (br) % Slide Time % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Depth in (ftKB) Depth Out (ft... Orilled(ft) Date in Date Out DrinTime (br} BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

3,169.0 3,855.0 686.00 9/28/2012 13:00 9/29/2012 00:00 13.50 50.8 13.50 100.00
Casing & Liners

Set Depth OD NomMaxRun Dato cag Des (ftKB) Top (ftKB) OD (m) 1D(in} Wt/Len (iblit) Grade (m) lD Nom Mm (m)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 64.60 J-55 13 3/8 12.615
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Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/29/2012
44 Report #: 10, DFS: 6

Well Name: Cane Creek 26-3 Dally Depth Progress: 686.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conflg43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KBdround Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface f.egal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address RigPhone Number Rig Reiease Previous We!! Rig Release Date
Frontier 10 MarkLewis Frontier10@Fidelityepco.com (970}986-4401 9/18/2012 18:00
Dnling Hours (br} CircuTat:ngHours (br) Job ROP (ft/hr} Job ROP Rolating (ft/hr) Job ROPSliding (ft/hr) Job Rotating% (%) TotalJob Percent Sliding (%)

76.00 0.00 74.9 61.8 100,00 0.00
Targel Depth (ftKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
RepoitStart Date Report End Date Days From Spud (days) Start Depth (flKB) End Depth (flKB) Daily Depth Progress (ft)

9/28/2012 06:00 9/29/2012 06:00 6 3,169.0 3,855.0 686.00
Operationsat Report Time
POOH for Aerate drillingassembly
Operations Summary
Round tripfor bit, Drilling(Airmist} intermediate hole, POOH
Operations Next Report Period
Drilling
Weather Welbore
Sunny and Clear Original Hole
Dally Contacts

JobConlact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br) (br) Code 1 Comment Start Depth {ttKB} End Depth (flKB)

06:00 2.50 2.50 6 POOH f/3.169' to sufface. 3,169.0 3,169.0
08:30 1.00 3 50 21 Changed out the 12 4" hammer bit and tested the hammer, 3.169.0 3,169.0
09:30 3.50 7.00 6 RIH f/surface to 2,698', untoaded the hole of fluid. 3,169.0 3,169.0

RIH fl2,698' to 3,169', unloadedthe hole of fluid.
13:00 6.00 13.00 2 Drilled 12 1/4" hole (Air/Mist)fl3,169' to 3,543" 3,169.0 3,543.0

Air/Mistdrillingparamelets - air4,200 efm's, water 18 bph, soap 6 gph,
corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer2 gph.

19:00 1.50 14.50 10 Circulated to clean thehole, POOH 5 stds and removethestring float, RIH 3,543.0
¯

3,543.0
to survey depth.
Survey@3,506', inclination 2.70°

20:30 7.50 22.00 2 Drilled 12 1/4" hole (AirlMist)fl3,543" to3,855' Note: Hammeris watered 3,543.0 3,855.0

Air/Mistdrillingparameters - air4,200 cfm's,water 18 bph, soap 6 gph,
corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

04:00 1.50 23.50 10 Circulated toclean the hole, POOH 3 sids and remove the stringfloat, RIH 3,855.0 3,855.0
tosunteydepth.
Survey @3,824', inclination 1.03°

05:30 0.50 24.00 6 POOH from 3,824' to laydown hammer and pick up Aerate drillassemble 3,855.0 3,855.0

MudCheck: < lepth>ftKB, idttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s} YP OR (Ibili... Gel (10s) (Ibi.. Gel (10m) (10.. Ge1 (30m) (ib . Filtrate (mL/... FC (1/32 ) HTHP Filtrat .. HTHP FC (1...

MBT(Ibibbl) pH Pm (mUml.) Pf (mL/mL) Mf(mumL) Chlorides (mg/L) Ca?cium(mg/L) Poi(mg/L} Lima (Ib/bbi) Solids (%) Cact (ppm) OilWater Ratio

Mud Lost (Hole) (bbl} Mud Losl(Surf) (obl) 1.CM ECD - Manual Entr... T Flowiine ('F) Commen!

Dally Drilling Performance
Depth in (ftKB) Depth Out (ft... Drifled(ft) Date In Date Out DrillTime (br) BHAROP (f1/hr) Rol Time (hr) Slide Time (br) % Slide Time .. % Rot Time (%)

1,074.0 2,574.0 1,500.00 9/26/2012 21:30 9/28/2012 09:00 5.00 300.0 5.00 100.00
Depth in (ftKB) Depth Out (fL. Orilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) SlideTime (br) % Slide Time % Rot Time (%)

1,074.0 3,169.0 2,095.00 9/26/2012 21:30 9/28/2012 06:00 23.50 89.1 23.50 100.00
Depth in (ftKB) Depth Out (ft... Orilled(ft) Date in Date Out DrinTime (br} BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time .. % Rot Time (%)

3,169.0 3,855.0 686.00 9/28/2012 13:00 9/29/2012 00:00 13.50 50.8 13.50 100.00
Casing & Liners

Set Depth OD NomMaxRun Dato cag Des (ftKB) Top (ftKB) OD (m) 1D(in} Wt/Len (iblit) Grade (m) lD Nom Mm (m)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 64.60 J-55 13 3/8 12.615

Page 1/1 Report Printed:



RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/30/2012
Report #: 11, DFS: 7

Well Name: Cane Creek 26-3 Daily Depth Progress: 102.00
APflUW1 WeTIArea Basin FleidName License# PermitNumber WellConfg
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (fl} CF Elev (n} KB-Ground Distance (ft) KB-GF(ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmaTIAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
Dri!$ngHours (hr) Circulating Hours {hr) Job ROP (ft/hr) Job ROP Rotating {ft/hr) Job ROP Sliding (ft/ht) Job Rotating ¶a (%) Total Job Percent Sfidng (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftWB) KickOffDate KickOffDepth (flKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operatlons
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (fl)

9/29/2012 06:00 9/30/2012 06:00 7 3,855.0 3,957.0 102.00
Operations al Report Time
POOH S stds to clean the mud system
Operations Summary
Trip for BHA change, Aerate drill,workingon mudsystem
Operations Next Report Period
Drilling
Weather We'ibo<e
Sunny and Clear
Daily Contacts

Job Contact Postbon Office
Mark Lewis Company Man/ WSL (970) 986-4401
David Serrette Company Man/ WSL (970) 986-4401
Time Log

Cum Dur
StartTime Dur(br} (hr) Code 1 Comment Start Depth (itKB) End Depth (flKB)

06:00 3.00 3.00 6 POOH fl3,855' to Surface. 3,855.0 3,855.0
09:00 1.00 4.00 21 Removed the 12 1/4" hammer bit, LIDthe hammer (Challenger 125) Š,855.0 3,855.0
10:00 1.00 5.00 21 PIU the 7 3/4" motor (0.24revs/gal), MIUthe 12 1/4" bit, P/U MIUand RIH 3,855.0 3,855.0

the 8" shock sub, 1 - 8" dc.
11:00 2.50 7.50 6 RIH with theBHA - P/U 1 - 6 1/4" drill collar and LID1 - 4 1/2" hwdp. 3,855.0 3,855.0

Set the rotate head element in the bowl and secure with theclamp.
13:30 2.00 9.50 6 RIH f/1,209' to 3,077 - unloadthe hole. 3,855.0 3,855.0

RIH f/3,077' to 3,855'.
15:30 1.00 10.50 5 Unioad the hole, Break circulation with Aerated fluid before drillingahead 3.855.0 3.855.0

16:30 3.00 13.50 2 Drilled 12 1/4" hole (Aerated fluid) fl3,855" to 3,938' 3,855.0 3,938.0
Aerated fluid drillingparameters - air 2247 cfm's,water 150 gpm, soap 7
gph, corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

19:30 6.50 20.00 22 Unable to continuedrillingwith Aerated fluiddue to mud pumps unable to 3,938.0 3,938.0
effectivelypump fluid. POOH 10 sids to2983' . Prime mud pumps. Unioad
hole. TIH 5 stds to3451'and unload hole. TIHto 3826'. Unioad hole

02:00 0.50 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,938' to3,95T 3,938.0 3,957,0
Aerated fÌulddrillingparameters - air 2247 cfm's, water 150 gpm, soap 7
gph, corr.inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

02:30 3.50 24.00 21 Cleaned thesuction line and pump suctions ofdebris. 3,957.0 3,957.0
Mud Check: < lepth>ftKB, <dttm>
Date Depth (ftKB) Density(Ibigal) Ms (s/q) PVOR (Pa·s) YP OR Qbf/1...Gel (10s) (Ibf.. Gel (10m} (Ib.. Gel (30m) (Ib . Flitrate (mU... FC (1/32") HTHP Filtral . HTHP FC (1.

MBTOb/bbl} pH Pm (mUmt.) Pf (mL/mL) Mf(mLimL) Chlorides (mg/L) Caicium (mg/L) Poi (mg/L} Lime Ob/bbl} Sot:ds (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hote) (bbl} Mud Losl(Surf) (obi)LCM ECD - Manua1 Entr... T Flodne (F) Comment

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft . DIiied ((1) Date In Date Out Dri!ITime (hr) BHAROP (f1/hr) Rol Time {hr) Slide Time (br) % SfideTîmes., % Rot Time (%)

3,855.0 4,480.0 625.00 9/29/2012 16:30 10/1/2012 06:00 16.50 37.9 16.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (itKB) OD (m) ID (in) Wt/Len (Ibitt) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/30/2012
Report #: 11, DFS: 7

Well Name: Cane Creek 26-3 Daily Depth Progress: 102.00
APflUW1 WeTIArea Basin FleidName License# PermitNumber WellConfg
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (fl} CF Elev (n} KB-Ground Distance (ft) KB-GF(ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmaTIAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
Dri!$ngHours (hr) Circulating Hours {hr) Job ROP (ft/hr) Job ROP Rotating {ft/hr) Job ROP Sliding (ft/ht) Job Rotating ¶a (%) Total Job Percent Sfidng (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftWB) KickOffDate KickOffDepth (flKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operatlons
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (fl)

9/29/2012 06:00 9/30/2012 06:00 7 3,855.0 3,957.0 102.00
Operations al Report Time
POOH S stds to clean the mud system
Operations Summary
Trip for BHA change, Aerate drill,workingon mudsystem
Operations Next Report Period
Drilling
Weather We'ibo<e
Sunny and Clear
Daily Contacts

Job Contact Postbon Office
Mark Lewis Company Man/ WSL (970) 986-4401
David Serrette Company Man/ WSL (970) 986-4401
Time Log

Cum Dur
StartTime Dur(br} (hr) Code 1 Comment Start Depth (itKB) End Depth (flKB)

06:00 3.00 3.00 6 POOH fl3,855' to Surface. 3,855.0 3,855.0
09:00 1.00 4.00 21 Removed the 12 1/4" hammer bit, LIDthe hammer (Challenger 125) Š,855.0 3,855.0
10:00 1.00 5.00 21 PIU the 7 3/4" motor (0.24revs/gal), MIUthe 12 1/4" bit, P/U MIUand RIH 3,855.0 3,855.0

the 8" shock sub, 1 - 8" dc.
11:00 2.50 7.50 6 RIH with theBHA - P/U 1 - 6 1/4" drill collar and LID1 - 4 1/2" hwdp. 3,855.0 3,855.0

Set the rotate head element in the bowl and secure with theclamp.
13:30 2.00 9.50 6 RIH f/1,209' to 3,077 - unloadthe hole. 3,855.0 3,855.0

RIH f/3,077' to 3,855'.
15:30 1.00 10.50 5 Unioad the hole, Break circulation with Aerated fluid before drillingahead 3.855.0 3.855.0

16:30 3.00 13.50 2 Drilled 12 1/4" hole (Aerated fluid) fl3,855" to 3,938' 3,855.0 3,938.0
Aerated fluid drillingparameters - air 2247 cfm's,water 150 gpm, soap 7
gph, corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

19:30 6.50 20.00 22 Unable to continuedrillingwith Aerated fluiddue to mud pumps unable to 3,938.0 3,938.0
effectivelypump fluid. POOH 10 sids to2983' . Prime mud pumps. Unioad
hole. TIH 5 stds to3451'and unload hole. TIHto 3826'. Unioad hole

02:00 0.50 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,938' to3,95T 3,938.0 3,957,0
Aerated fÌulddrillingparameters - air 2247 cfm's, water 150 gpm, soap 7
gph, corr.inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

02:30 3.50 24.00 21 Cleaned thesuction line and pump suctions ofdebris. 3,957.0 3,957.0
Mud Check: < lepth>ftKB, <dttm>
Date Depth (ftKB) Density(Ibigal) Ms (s/q) PVOR (Pa·s) YP OR Qbf/1...Gel (10s) (Ibf.. Gel (10m} (Ib.. Gel (30m) (Ib . Flitrate (mU... FC (1/32") HTHP Filtral . HTHP FC (1.

MBTOb/bbl} pH Pm (mUmt.) Pf (mL/mL) Mf(mLimL) Chlorides (mg/L) Caicium (mg/L) Poi (mg/L} Lime Ob/bbl} Sot:ds (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hote) (bbl} Mud Losl(Surf) (obi)LCM ECD - Manua1 Entr... T Flodne (F) Comment

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft . DIiied ((1) Date In Date Out Dri!ITime (hr) BHAROP (f1/hr) Rol Time {hr) Slide Time (br) % SfideTîmes., % Rot Time (%)

3,855.0 4,480.0 625.00 9/29/2012 16:30 10/1/2012 06:00 16.50 37.9 16.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (itKB) OD (m) ID (in) Wt/Len (Ibitt) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/30/2012
Report #: 11, DFS: 7

Well Name: Cane Creek 26-3 Daily Depth Progress: 102.00
APflUW1 WeTIArea Basin FleidName License# PermitNumber WellConfg
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (fl} CF Elev (n} KB-Ground Distance (ft) KB-GF(ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmaTIAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
Dri!$ngHours (hr) Circulating Hours {hr) Job ROP (ft/hr) Job ROP Rotating {ft/hr) Job ROP Sliding (ft/ht) Job Rotating ¶a (%) Total Job Percent Sfidng (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftWB) KickOffDate KickOffDepth (flKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operatlons
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (fl)

9/29/2012 06:00 9/30/2012 06:00 7 3,855.0 3,957.0 102.00
Operations al Report Time
POOH S stds to clean the mud system
Operations Summary
Trip for BHA change, Aerate drill,workingon mudsystem
Operations Next Report Period
Drilling
Weather We'ibo<e
Sunny and Clear
Daily Contacts

Job Contact Postbon Office
Mark Lewis Company Man/ WSL (970) 986-4401
David Serrette Company Man/ WSL (970) 986-4401
Time Log

Cum Dur
StartTime Dur(br} (hr) Code 1 Comment Start Depth (itKB) End Depth (flKB)

06:00 3.00 3.00 6 POOH fl3,855' to Surface. 3,855.0 3,855.0
09:00 1.00 4.00 21 Removed the 12 1/4" hammer bit, LIDthe hammer (Challenger 125) Š,855.0 3,855.0
10:00 1.00 5.00 21 PIU the 7 3/4" motor (0.24revs/gal), MIUthe 12 1/4" bit, P/U MIUand RIH 3,855.0 3,855.0

the 8" shock sub, 1 - 8" dc.
11:00 2.50 7.50 6 RIH with theBHA - P/U 1 - 6 1/4" drill collar and LID1 - 4 1/2" hwdp. 3,855.0 3,855.0

Set the rotate head element in the bowl and secure with theclamp.
13:30 2.00 9.50 6 RIH f/1,209' to 3,077 - unloadthe hole. 3,855.0 3,855.0

RIH f/3,077' to 3,855'.
15:30 1.00 10.50 5 Unioad the hole, Break circulation with Aerated fluid before drillingahead 3.855.0 3.855.0

16:30 3.00 13.50 2 Drilled 12 1/4" hole (Aerated fluid) fl3,855" to 3,938' 3,855.0 3,938.0
Aerated fluid drillingparameters - air 2247 cfm's,water 150 gpm, soap 7
gph, corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

19:30 6.50 20.00 22 Unable to continuedrillingwith Aerated fluiddue to mud pumps unable to 3,938.0 3,938.0
effectivelypump fluid. POOH 10 sids to2983' . Prime mud pumps. Unioad
hole. TIH 5 stds to3451'and unload hole. TIHto 3826'. Unioad hole

02:00 0.50 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,938' to3,95T 3,938.0 3,957,0
Aerated fÌulddrillingparameters - air 2247 cfm's, water 150 gpm, soap 7
gph, corr.inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

02:30 3.50 24.00 21 Cleaned thesuction line and pump suctions ofdebris. 3,957.0 3,957.0
Mud Check: < lepth>ftKB, <dttm>
Date Depth (ftKB) Density(Ibigal) Ms (s/q) PVOR (Pa·s) YP OR Qbf/1...Gel (10s) (Ibf.. Gel (10m} (Ib.. Gel (30m) (Ib . Flitrate (mU... FC (1/32") HTHP Filtral . HTHP FC (1.

MBTOb/bbl} pH Pm (mUmt.) Pf (mL/mL) Mf(mLimL) Chlorides (mg/L) Caicium (mg/L) Poi (mg/L} Lime Ob/bbl} Sot:ds (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hote) (bbl} Mud Losl(Surf) (obi)LCM ECD - Manua1 Entr... T Flodne (F) Comment

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft . DIiied ((1) Date In Date Out Dri!ITime (hr) BHAROP (f1/hr) Rol Time {hr) Slide Time (br) % SfideTîmes., % Rot Time (%)

3,855.0 4,480.0 625.00 9/29/2012 16:30 10/1/2012 06:00 16.50 37.9 16.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (itKB) OD (m) ID (in) Wt/Len (Ibitt) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Mark Lewis Company Man/ WSL (970) 986-4401
David Serrette Company Man/ WSL (970) 986-4401
Time Log

Cum Dur
StartTime Dur(br} (hr) Code 1 Comment Start Depth (itKB) End Depth (flKB)

06:00 3.00 3.00 6 POOH fl3,855' to Surface. 3,855.0 3,855.0
09:00 1.00 4.00 21 Removed the 12 1/4" hammer bit, LIDthe hammer (Challenger 125) Š,855.0 3,855.0
10:00 1.00 5.00 21 PIU the 7 3/4" motor (0.24revs/gal), MIUthe 12 1/4" bit, P/U MIUand RIH 3,855.0 3,855.0

the 8" shock sub, 1 - 8" dc.
11:00 2.50 7.50 6 RIH with theBHA - P/U 1 - 6 1/4" drill collar and LID1 - 4 1/2" hwdp. 3,855.0 3,855.0

Set the rotate head element in the bowl and secure with theclamp.
13:30 2.00 9.50 6 RIH f/1,209' to 3,077 - unloadthe hole. 3,855.0 3,855.0

RIH f/3,077' to 3,855'.
15:30 1.00 10.50 5 Unioad the hole, Break circulation with Aerated fluid before drillingahead 3.855.0 3.855.0

16:30 3.00 13.50 2 Drilled 12 1/4" hole (Aerated fluid) fl3,855" to 3,938' 3,855.0 3,938.0
Aerated fluid drillingparameters - air 2247 cfm's,water 150 gpm, soap 7
gph, corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

19:30 6.50 20.00 22 Unable to continuedrillingwith Aerated fluiddue to mud pumps unable to 3,938.0 3,938.0
effectivelypump fluid. POOH 10 sids to2983' . Prime mud pumps. Unioad
hole. TIH 5 stds to3451'and unload hole. TIHto 3826'. Unioad hole

02:00 0.50 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,938' to3,95T 3,938.0 3,957,0
Aerated fÌulddrillingparameters - air 2247 cfm's, water 150 gpm, soap 7
gph, corr.inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

02:30 3.50 24.00 21 Cleaned thesuction line and pump suctions ofdebris. 3,957.0 3,957.0
Mud Check: < lepth>ftKB, <dttm>
Date Depth (ftKB) Density(Ibigal) Ms (s/q) PVOR (Pa·s) YP OR Qbf/1...Gel (10s) (Ibf.. Gel (10m} (Ib.. Gel (30m) (Ib . Flitrate (mU... FC (1/32") HTHP Filtral . HTHP FC (1.

MBTOb/bbl} pH Pm (mUmt.) Pf (mL/mL) Mf(mLimL) Chlorides (mg/L) Caicium (mg/L) Poi (mg/L} Lime Ob/bbl} Sot:ds (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hote) (bbl} Mud Losl(Surf) (obi)LCM ECD - Manua1 Entr... T Flodne (F) Comment

Dally Drilling Performance
Depth In (ftKB) Depth Out (ft . DIiied ((1) Date In Date Out Dri!ITime (hr) BHAROP (f1/hr) Rol Time {hr) Slide Time (br) % SfideTîmes., % Rot Time (%)

3,855.0 4,480.0 625.00 9/29/2012 16:30 10/1/2012 06:00 16.50 37.9 16.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (itKB) OD (m) ID (in) Wt/Len (Ibitt) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/30/2012
Report #: 11, DFS: 7

Well Name: Cane Creek 26-3 Daily Depth Progress: 102.00
APflUW1 WeTIArea Basin FleidName License# PermitNumber WellConfg
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (fl} CF Elev (n} KB-Ground Distance (ft) KB-GF(ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig EmaTIAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
Dri!$ngHours (hr) Circulating Hours {hr) Job ROP (ft/hr) Job ROP Rotating {ft/hr) Job ROP Sliding (ft/ht) Job Rotating ¶a (%) Total Job Percent Sfidng (%)

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftWB) KickOffDate KickOffDepth (flKB) KickOff Depth (TVD)(ftKB)

7,673.0
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RECEIVED: Oct. 01, 2012

Sundry Number: 30330 API Well Number: 43019500190000Sundry Number: 30330 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/1/2012
Report #: 12, DFS: 8

Well Name: Cane Creek 26-3 Daily Depth Progress: 523.00
APIIUW1 Well Area Basin Fiefd Name License # Permit Number Well Config43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev(ft) KBeround Distance (ft) KB-CF (ft) Spud Data Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Lega1Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Refease Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DriffingHours (br) Circulating Hours (br) Job ROP (It/hr} Job ROP Rotating (ft/hr) Job ROP Sliding (it/ht} Job Rotating % (%) Total JoiÑercentSliding (½}

76.00 0.00 74.9 61.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (flKB) KickOffDepth (IVD) (flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Starl Depth (ItKB) End Depth (ftKB) Dalty Depth Progress (ft)

9/30/2012 06:00 10/1/2012 06:00 8 3,957.0 4,480.0 523.00
Operations al Report Time
Drillingintermidiate hole
Operations Summary
Clean debris from mud tanks, Drillingintermidiate hole
Operations Next Report Period
Run Casing & Cement
Weather Wellbo<e
Sunny and Clear Original Hole
Daily Contacts

Job Conlact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br) (hr) Code 1 Comment Start Depth {ftKB) End Depth (itKB)

06:00 0.50 0.50 21 Work on the mud pumps. Pumps not pumping fluiddue to debris gettng 3,957.0 3,957,0
under the suction valves.

06;30 0.50 1.00 6 POOHil3,957 to3,545' 3,957 0 3,957.0
07:00 6.00 7.00 21 Drain the mudtanks of reserve pit water, clean themud tanks of all debris 3,957.0 3,957.0

that was pumped from the reserve pit. Cleaned the suctionsto the mud
pumps. Note: looks to be white plastic pieces. We now have all water going
over the shale shaker to not allowdebris toget into the fluidsystem.

13:00 0.50 7 50 5 Unioad the hole ofwater 3,957.0 1957,0
13:30 2.00 9.50 3 Washed down with Aerated fluidf/3,545' to3, 3.957.0 3,957.0

957
15:30 11.00 20.50 2 Drilled 12 1/4" hole (Aerated fluid)1/3,957 to4,296' 3,957.0 4,296.0

Aerated fluiddrillingparameters - air 2247 cfm's, water 190 gpm, soap 8
gph, cow,inhibitor i 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

02:30 1.00 21.50 10 Circulate and clean hole. Survey at 4,264' 0.45 degrees 4,296.0 4,296.0
03:30 2.50 24.00 2 Drilled 12 1/4" hole (Aerated fluid) fl4,296' to 4,480' 4,296.0 4,480.0

Aerated fluid drillingparameters - air 2247 efm's, water 250 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

MudCheck: <·lepth>ftKB, <dttm>
Dale Depth (ftKB) Density (Il /gal) Vis (slql) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (ibf.. Gel (10m) (Ib.. Ge1 (30m) (ib.. Filtrate (mU... FC (1/32 ) HTHP Filtrat.. HTHP FC (1...

MBT (ib/bbl) pH Pm (mLImt) Pf (mUmL) Mf(mL/mt.) Chlorides {mg/L) Ca?cium(mg/L) Pot (mg/L} Lime (Ib/bbl) Solids (¾) CaCl (ppm) OilWaterRatio

Mud Losl(Hole) (bbl) Mud Lost (Surt) (bbl) LCM ECD - ManualEntr... T Flowline ('F} Comment

Dally Driffing Performance
Depth in (flKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (br) BHAROP (filbr) Rol Time (hr) Slide Time (br) % Slide Time... ¾ Rot Time (%)
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top {flKB) OD (in) ID(m} Wt/Len (Ibifi} Grade (m) lO Nom Mm (m)
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9/24/2012 Surface 1,074.0 0,0 13 3/6 12.615 54AD J-55 13 3/8 12.615
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Clean debris from mud tanks, Drillingintermidiate hole
Operations Next Report Period
Run Casing & Cement
Weather Wellbo<e
Sunny and Clear Original Hole
Daily Contacts

Job Conlact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (br) (hr) Code 1 Comment Start Depth {ftKB) End Depth (itKB)

06:00 0.50 0.50 21 Work on the mud pumps. Pumps not pumping fluiddue to debris gettng 3,957.0 3,957,0
under the suction valves.

06;30 0.50 1.00 6 POOHil3,957 to3,545' 3,957 0 3,957.0
07:00 6.00 7.00 21 Drain the mudtanks of reserve pit water, clean themud tanks of all debris 3,957.0 3,957.0

that was pumped from the reserve pit. Cleaned the suctionsto the mud
pumps. Note: looks to be white plastic pieces. We now have all water going
over the shale shaker to not allowdebris toget into the fluidsystem.

13:00 0.50 7 50 5 Unioad the hole ofwater 3,957.0 1957,0
13:30 2.00 9.50 3 Washed down with Aerated fluidf/3,545' to3, 3.957.0 3,957.0

957
15:30 11.00 20.50 2 Drilled 12 1/4" hole (Aerated fluid)1/3,957 to4,296' 3,957.0 4,296.0

Aerated fluiddrillingparameters - air 2247 cfm's, water 190 gpm, soap 8
gph, cow,inhibitor i 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

02:30 1.00 21.50 10 Circulate and clean hole. Survey at 4,264' 0.45 degrees 4,296.0 4,296.0
03:30 2.50 24.00 2 Drilled 12 1/4" hole (Aerated fluid) fl4,296' to 4,480' 4,296.0 4,480.0

Aerated fluid drillingparameters - air 2247 efm's, water 250 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer 2 gph.

MudCheck: <·lepth>ftKB, <dttm>
Dale Depth (ftKB) Density (Il /gal) Vis (slql) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (ibf.. Gel (10m) (Ib.. Ge1 (30m) (ib.. Filtrate (mU... FC (1/32 ) HTHP Filtrat.. HTHP FC (1...

MBT (ib/bbl) pH Pm (mLImt) Pf (mUmL) Mf(mL/mt.) Chlorides {mg/L) Ca?cium(mg/L) Pot (mg/L} Lime (Ib/bbl) Solids (¾) CaCl (ppm) OilWaterRatio

Mud Losl(Hole) (bbl) Mud Lost (Surt) (bbl) LCM ECD - ManualEntr... T Flowline ('F} Comment

Dally Driffing Performance
Depth in (flKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (br) BHAROP (filbr) Rol Time (hr) Slide Time (br) % Slide Time... ¾ Rot Time (%)

3,855,0 4,480.0 625.00 9/29/2012 16:30 10/1/2012 06:00 16.50 37.9 16.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top {flKB) OD (in) ID(m} Wt/Len (Ibifi} Grade (m) lO Nom Mm (m)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0,0 13 3/6 12.615 54AD J-55 13 3/8 12.615
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WELL DATA SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

i CANE CREEK UNIT # 26-2

OPERATOR: FIDELITY EXPLORATION & PRODUCTION CO.

ADDRESS: 1700 Lincoln, Suite 2800, Denver, CO. 80203

i WELL NAME: CANE CREEK UNIT # 26-3

API #: 43-019-50019-0000

i
SURFACE LOCATION: NE/SW SEC 26 T25S, Rl9E

I 2,615' FSL & 2,151' FWL
Grand County, Utah

FIELD: Big Flat ( Cane Creek Unit)

COUNTY, STATE Grand, Utah

i
BASIN: Paradox

WELL TYPE: Horizontal Pennsylvanian Cane Creek

i BASIS OF PROSPECT: Production from Cane Creek m near by wells

i ELEVATION: GL: 5,653' KB: 5,676'

SPUD DATE: September 22, 2012

TOTAL DEPTH: 7,570'

TD DATE: October 10, 2012

TARGET: Cane Creek

TOTAL DRILLING DAYS Î9

STATUS OF WELL: Waiting Completion

i
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WELL DATA SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

I CANE CREEK UNIT #26-2

CONTRACTOR: Frontier Drilling Rig #10

TOOLPUSHER: Russel Hodges, Allen Nelson

i FIELD SUPERVISORS: Mark Lewis, Dilbert Suliva, David Serrette

MUD COMPANY: NOV Bariod
Bruce Butler, Moe Butler

i
MUD TYPE: Water/air to 4,592', Oil Base Mud to 7,570' TD

I WELLSITE GEOLOGISTs: Hal Schmidt, Sam Spencer

PROSPECT GEOLOGIST: Robert Flook, Dave List, Fidelity.

I ROCK SAMPLING: 30' Lagged Samples to Cane Creek
10' and 30' Lagged Samples in Cane Creek
Two sets of dry sample cuts were collected.

DIRECTIONAL DRILLERS: Pathfinder Directional

Doug Tanner, Ryan Roark

i MWD: Pathfinder Directional

CASING: 20" Conductor @102': 13 3/8" @1,087'
9 5/8" @4,653': 7" @7,568'

HOLE SIZE: 17 1/2" base 20" Conductor 102' to 1074'
12 1/4" ' to 4,674'

8 1/2" 4,674' to 7,570' TD
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WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION

I CANE CREEK UNIT # 26-2

CORES and DST's: Core # 1 7,388' to 7,473' Full recovery.

Daub Assoc and Core Lab field handeling of core

WIRELINE: Schlumberger, Vernal, Gareth Stamp Engineer

i KEY OFFSET WELLs The Pure Oil CO.
Big Flat # 5

NW/SE Sec 27, T 25S R 19E
Grand County, Utah

i Fidelity Exploration and Production Co.
Cane Creek Unit # 26-2

NE/SW SEC 26, T25S, R19E

I
i
I
i
i
i
I
i
i
i

i
WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION

I CANE CREEK UNIT # 26-2

CORES and DST's: Core # 1 7,388' to 7,473' Full recovery.

Daub Assoc and Core Lab field handeling of core

WIRELINE: Schlumberger, Vernal, Gareth Stamp Engineer

i KEY OFFSET WELLs The Pure Oil CO.
Big Flat # 5

NW/SE Sec 27, T 25S R 19E
Grand County, Utah

i Fidelity Exploration and Production Co.
Cane Creek Unit # 26-2

NE/SW SEC 26, T25S, R19E

I
i
I
i
i
i
I
i
i
i

i
WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION

I CANE CREEK UNIT # 26-2

CORES and DST's: Core # 1 7,388' to 7,473' Full recovery.

Daub Assoc and Core Lab field handeling of core

WIRELINE: Schlumberger, Vernal, Gareth Stamp Engineer

i KEY OFFSET WELLs The Pure Oil CO.
Big Flat # 5

NW/SE Sec 27, T 25S R 19E
Grand County, Utah

i Fidelity Exploration and Production Co.
Cane Creek Unit # 26-2

NE/SW SEC 26, T25S, R19E

I
i
I
i
i
i
I
i
i
i

i
WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION

I CANE CREEK UNIT # 26-2

CORES and DST's: Core # 1 7,388' to 7,473' Full recovery.

Daub Assoc and Core Lab field handeling of core

WIRELINE: Schlumberger, Vernal, Gareth Stamp Engineer

i KEY OFFSET WELLs The Pure Oil CO.
Big Flat # 5

NW/SE Sec 27, T 25S R 19E
Grand County, Utah

i Fidelity Exploration and Production Co.
Cane Creek Unit # 26-2

NE/SW SEC 26, T25S, R19E

I
i
I
i
i
i
I
i
i
i

i
WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION

I CANE CREEK UNIT # 26-2

CORES and DST's: Core # 1 7,388' to 7,473' Full recovery.

Daub Assoc and Core Lab field handeling of core

WIRELINE: Schlumberger, Vernal, Gareth Stamp Engineer

i KEY OFFSET WELLs The Pure Oil CO.
Big Flat # 5

NW/SE Sec 27, T 25S R 19E
Grand County, Utah

i Fidelity Exploration and Production Co.
Cane Creek Unit # 26-2

NE/SW SEC 26, T25S, R19E

I
i
I
i
i
i
I
i
i
i

i
WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION

I CANE CREEK UNIT # 26-2

CORES and DST's: Core # 1 7,388' to 7,473' Full recovery.

Daub Assoc and Core Lab field handeling of core

WIRELINE: Schlumberger, Vernal, Gareth Stamp Engineer

i KEY OFFSET WELLs The Pure Oil CO.
Big Flat # 5

NW/SE Sec 27, T 25S R 19E
Grand County, Utah

i Fidelity Exploration and Production Co.
Cane Creek Unit # 26-2

NE/SW SEC 26, T25S, R19E

I
i
I
i
i
i
I
i
i
i



FIDELITY EXPLORATION AND PRODUCTION
CANED

RE U
TN#26-3

i
i Final Mud Digital mud Well

DISTRIBUTION Log prints log Cuttings

Fidelity Exploration and Production Co.

I Drilling Manager
Bruce Houtchens 1700 3 3 0

Lincoln St. Suite 2800,
Denv ryCO 80203

Bob Flook

17S0uteL nc0oln

Denver CO 80203 1 1 1

Fidelity Exploration and Production Co.
2585 Hearland Dr.

Sheridan, WY 82081
3 3 0

State of Utah
Division Oil Gas and Mining

P.O. Box 145801

i 1594 W. Temple 1 1 1

Suite 1210
Salt Lake City, UT 84114-5801

i Bureau of Land Management
Moab Field Office

i 82 E. Dogwood
Moab, UT 84532 1 1

i
I
i
i
i

FIDELITY EXPLORATION AND PRODUCTION
CANED

RE U
TN#26-3

i
i Final Mud Digital mud Well

DISTRIBUTION Log prints log Cuttings

Fidelity Exploration and Production Co.

I Drilling Manager
Bruce Houtchens 1700 3 3 0

Lincoln St. Suite 2800,
Denv ryCO 80203

Bob Flook

17S0uteL nc0oln

Denver CO 80203 1 1 1

Fidelity Exploration and Production Co.
2585 Hearland Dr.

Sheridan, WY 82081
3 3 0

State of Utah
Division Oil Gas and Mining

P.O. Box 145801

i 1594 W. Temple 1 1 1

Suite 1210
Salt Lake City, UT 84114-5801

i Bureau of Land Management
Moab Field Office

i 82 E. Dogwood
Moab, UT 84532 1 1

i
I
i
i
i

FIDELITY EXPLORATION AND PRODUCTION
CANED

RE U
TN#26-3

i
i Final Mud Digital mud Well

DISTRIBUTION Log prints log Cuttings

Fidelity Exploration and Production Co.

I Drilling Manager
Bruce Houtchens 1700 3 3 0

Lincoln St. Suite 2800,
Denv ryCO 80203

Bob Flook

17S0uteL nc0oln

Denver CO 80203 1 1 1

Fidelity Exploration and Production Co.
2585 Hearland Dr.

Sheridan, WY 82081
3 3 0

State of Utah
Division Oil Gas and Mining

P.O. Box 145801

i 1594 W. Temple 1 1 1

Suite 1210
Salt Lake City, UT 84114-5801

i Bureau of Land Management
Moab Field Office

i 82 E. Dogwood
Moab, UT 84532 1 1

i
I
i
i
i

FIDELITY EXPLORATION AND PRODUCTION
CANED

RE U
TN#26-3

i
i Final Mud Digital mud Well

DISTRIBUTION Log prints log Cuttings

Fidelity Exploration and Production Co.

I Drilling Manager
Bruce Houtchens 1700 3 3 0

Lincoln St. Suite 2800,
Denv ryCO 80203

Bob Flook

17S0uteL nc0oln

Denver CO 80203 1 1 1

Fidelity Exploration and Production Co.
2585 Hearland Dr.

Sheridan, WY 82081
3 3 0

State of Utah
Division Oil Gas and Mining

P.O. Box 145801

i 1594 W. Temple 1 1 1

Suite 1210
Salt Lake City, UT 84114-5801

i Bureau of Land Management
Moab Field Office

i 82 E. Dogwood
Moab, UT 84532 1 1

i
I
i
i
i

FIDELITY EXPLORATION AND PRODUCTION
CANED

RE U
TN#26-3

i
i Final Mud Digital mud Well

DISTRIBUTION Log prints log Cuttings

Fidelity Exploration and Production Co.

I Drilling Manager
Bruce Houtchens 1700 3 3 0

Lincoln St. Suite 2800,
Denv ryCO 80203

Bob Flook

17S0uteL nc0oln

Denver CO 80203 1 1 1

Fidelity Exploration and Production Co.
2585 Hearland Dr.

Sheridan, WY 82081
3 3 0

State of Utah
Division Oil Gas and Mining

P.O. Box 145801

i 1594 W. Temple 1 1 1

Suite 1210
Salt Lake City, UT 84114-5801

i Bureau of Land Management
Moab Field Office

i 82 E. Dogwood
Moab, UT 84532 1 1

i
I
i
i
i

FIDELITY EXPLORATION AND PRODUCTION
CANED

RE U
TN#26-3

i
i Final Mud Digital mud Well

DISTRIBUTION Log prints log Cuttings

Fidelity Exploration and Production Co.

I Drilling Manager
Bruce Houtchens 1700 3 3 0

Lincoln St. Suite 2800,
Denv ryCO 80203

Bob Flook

17S0uteL nc0oln

Denver CO 80203 1 1 1

Fidelity Exploration and Production Co.
2585 Hearland Dr.

Sheridan, WY 82081
3 3 0

State of Utah
Division Oil Gas and Mining

P.O. Box 145801

i 1594 W. Temple 1 1 1

Suite 1210
Salt Lake City, UT 84114-5801

i Bureau of Land Management
Moab Field Office

i 82 E. Dogwood
Moab, UT 84532 1 1

i
I
i
i
i



I
i GEOLOGICALINTRODUCTION

I The Fidelity Exploration & Production Co. Cave Creek Unit #26-3, located in NE SW, Section 26, T25S,
R19E was spudded in the Triassic, Kayenta Formation on September 22, 2012. It was drilled to a total
depth of 7570' (driller) 7567' (electric log) bottoming in the Pennsylvanian, Salt #23 member of the
Paradox Formation on October 10, 2012.

This vertical hole is a "twin" to the #26-2 pilot hole which was drilled in January 2012. The #26-3 well
will be completed in the Cane Creek Shale member of the Paradox Formation

A 24 hour, two man geologist well site service began on September 28, 2012 at 3400'. An MSI
chromatograph was used to record total gas along with the various gas components of C-1through C-4.
The total gas readings were displayed on the rig electronic data recorder screen " Pason" for viewing by
operating personnel at the rig. The total gas and the various gas components recorded were plotted at
lagged depth to compile a permanent mudlog record of drilling parameters, lithology drilled along with
hydro carbon shows.

LITHOLOGY DRILLED

PENNSYLVANIAN

Honaker Trail Formation

The well spudded in the Triassic, Kayenta Formation and was drilled with air/water to 1074' where
surface casing was set and cemented. Air/water continued to be used as a drilling medium as drilling
resumed. Geologic service started at 3400' in the Pennsylvanian Honaker Trail Formation. Lithology
consisted of light to medium gray to gray brown, micro-crystalline, dense limestone and white fine
grained, well sorted quartz sandstone. The percentage of limestone increased at 3600' and sandstone

i decreased until at 3950' the samples became 100% limestone. The limestone was generally light gray-
white to light brown in color, micro-crystalline, dense, hard, tight and contained moderate amounts of
brown oolites and traces of chert. The basal 150 feet was marked by the presence of thin black,
calcareous shale.

Paradox Formation

The top of the Paradox formation was encountered at 4044'. Lithology consisted of limestone, light gray
to tan in color, mottled in part with occasional minor amounts of dark gray, argillaceous limestone.

I Shale was black to dark gray in color and slightly carbonaceous. Minor amounts of white chert was
noted throughout the upper 200 feet.

The Ismay member was picked at 4302'based on drill time and a change in lithology to white, clear, light
gray, limey dolomite and blackto dark gray, dolomitic shale.

Salt #1 was penetrated at 4354' based on an increase in drill time and correlation to the 26-2 well.

I Due to drilling with aerated water, Salt #1dissolved as it was being drilled so no salt was seen in
samples. Drilling was halted at 4674' in Clastic #1in order to set intermediate casing. Clastic #1
consisted of interbedded black, carbonaceous shale; medium gray-brown

,white, very fine, crystalline

i limestone and dolomite which was brown to medium gray, very fine crystalline and argillaceous. White,
opaque to clear anhydrite was present at the base. Intermediate casing was set at 4653'near the top of
Salt #2 which was picked at 4659'.

I
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white to light brown in color, micro-crystalline, dense, hard, tight and contained moderate amounts of
brown oolites and traces of chert. The basal 150 feet was marked by the presence of thin black,
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The top of the Paradox formation was encountered at 4044'. Lithology consisted of limestone, light gray
to tan in color, mottled in part with occasional minor amounts of dark gray, argillaceous limestone.

I Shale was black to dark gray in color and slightly carbonaceous. Minor amounts of white chert was
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The Ismay member was picked at 4302'based on drill time and a change in lithology to white, clear, light
gray, limey dolomite and blackto dark gray, dolomitic shale.

Salt #1 was penetrated at 4354' based on an increase in drill time and correlation to the 26-2 well.

I Due to drilling with aerated water, Salt #1dissolved as it was being drilled so no salt was seen in
samples. Drilling was halted at 4674' in Clastic #1in order to set intermediate casing. Clastic #1
consisted of interbedded black, carbonaceous shale; medium gray-brown
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i After testing the formations integrity to 18 Ib/gal equivalent mud weight, drilling resumed using a PDC

type bit, mud motor and oil base mud as a drilling medium.

With the change to oil base mud, more meaningful gas detection became possible because of the
absence of air diluting the drilling fluid. While drilling ahead gas increases were recorded from various
Clastic zones as detailed below.

Clastic #6: At 5542' to 5550' a black shale gave a gas increase to 60 units, all of it methane

Clastic #7: Gas was recorded to 55 units at 5630' to 5642' from black shale. The chromatograph
indicated the gas was methane.

Clastic #8: A black shale from 5798' to 5812' gave a gas increase to 70 units consisting of methane.

Clastic #9: Up to 181 units of gas, consisting of methane and ethane, was recorded while drilling a black
shale at 5972' to 5983'.

Clastic #12: A significant gas increase to 329 units was recorded from 6236' to 6250'. The lithology
consisted of black shale and possibly dolomite. Methane and ethane were indicated as present.

Minor gas increases of less than 200 units were recorded in Clastics #15 through #17 from black shales,
but are not detailed here.

Clastic #19: Gas increased to234 units while drilling black shale from 6976' to 6990'. Methane and
ethane were present.

Clastic #20: At 7150' to 7166' a gas increase was recorded of 131 units, probably from black shale.

CANE CREEK SHALE 7388' sample, 7382' ( -1707) electric log

The upper one third of the Cane Creek Shale is composed of alternating thin beds of anhydrite, black
shale and dolomite. Anhydrite tends to predominate towards the top of the interval. Black, radioactive,

I carbonaceous, sooty shale and light to medium gray, argillaceous dolomite are the predominate
lithology in the middle of the Cane Creek and this is the principal productive interva\ in the shale. The
lower one third of the Cane Creek is dominated by anhydrite and dolomite with some thin black shales.

The entire Cane Creek Shale was cored in this well with 100% recovery. Cuttings samples were taken
every 10 feet while coring and a microscopic description is detailed on the mudlog. Drilling mud weight

I was a consistent 15.5 lb/gal throughout. Background gas averaged 50 units while coring, with periodic
increases peaking every 5 to 10 feet from 100 to 138 units in the interval. The hole was taking mud while
coring with losses of 25 bbls in 4 hours to 50 bbls in 8 hours being recorded. The core was encapsulated

i in an aluminum core barrel and after being brought to the surface was cut into 3 foot lengths, with the
ends capped to prevent any loss of contained fluid and to preserve the core for detailed laboratory
analysis. While cutting the core into sections with a diamond saw, small chips and pieces were salvaged
from the cut ends and are described in detail on Core Log #1.

After coring the well was drilled to total depth of 7570' (driller) 7567' (e logger) in Salt #23. Electric logs

I were run prior to running and cementing 7 inch casing at TD. A completion attempt will be made in the
Cane Creek Shale based on hydrocarbon shows in this hole as well as in the offsetting twin 26-2 well,
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DAILY DRILLING SUMMARY
FlDEL)TY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 26-3

i
i DEPTH

06:00 24 HR
DAY DATE2012 HRS FOOTAGE BIT# 24HRACTIVITY FORMATION

i RU Air. Hold PJSM PU HWDP.PJSM Test Air lines to
1,050 psi PU Bit/ Hammer Test Hammer, PU Stand
HWDP. Spud well. Drill f/ 102' to 256'. TOOH PU 8"

i DC's. Drill f/ 256' to 406' Survey @376'. TOOH PU DC's Kayenta
1 22-Sep 102 367 1 TlH. Drill f/ 406' to 469' Wingate

Drill f/ 469' to 499' POOH 2 stands Run in 2 stands. Run

i in hole 3 6" DC's Drill f/ 499' to 625' Rig service. Drill f/
625' to 744' Blow hole dry for survey. Survey @713'
0.55° Drillf/ 744' to 1,074', Soap sweep. Survey at

i 1050' 0.37° Pump soap sweep. TOOH XO Wingate
Hammer. MU Tri cone bit TlH Curculate spot vis Chinle

2 23-Sep 469 605 1/2 pill. TOOH RU Casers, Moenkopi

i Run 24 Joints 54# J-55 13 3/8" Set at 1074' RD casers.
PJSM w/ Cementers. Cement, WOC Rough cut
conductor cut off casing and lay down. Cement top job

i 10 bbls 13#slurry. Weld well head. Test to 800 psi.
Nippel up BOP. A section/ Spool BOP Annular

.3 24-Sep 1074 0 Moenkopi

Nipple up, Install new shaker motor Function test all
Rams, HCRand Annular. Test BOP, Low 250 psi. High
5000 psi. 10 minutes. Set wear bushing. Rig up Lay

4 25-Sep 1074 0 down truck Moenkopi

PU 225 JTS 4 1/2" DP. PU Hammer 12 1/4" TlH Tag
CMT at 1015' Unload Hole, Drill float/ shoe Drill f/

1 1074' to 1,578' Survey @1547' 0.48° Drillfl 1,578' to Moenkopi
5 26-Sep 1074 753 3 1,827' Cutler

Drill w/ air f/1,827' to 2,106' POOH 30' Survey 2045'

i 0.80°. Drillwl air f/ 2,106' 2,138. Mist up Drillto
2,576'. TOOH LD Float, TlH Survey @2,542'
1.15°. Drillw/ air mist f/ 2,576' to 3,076' 5 Stand

I trip for string float. Survey @3,040' 0.78°. Drillf/ Cutler
6 27-Sep 1827 1342 3 3,040' to 3,169' Honaker Trail

Circulate clean hole, TOOH, Break Hammer PU New

I Hammer. TIH Drill w/ Air Mist 3,169' to 3,543' 5 stand
trip for string float, Survey @ 3,506' 2.7°. Drill f/

7 28-Sep 3169 686 3/4 3,543' to 3,855' Circulate hole. Honaker Trail

I
i
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i in hole 3 6" DC's Drill f/ 499' to 625' Rig service. Drill f/
625' to 744' Blow hole dry for survey. Survey @713'
0.55° Drillf/ 744' to 1,074', Soap sweep. Survey at

i 1050' 0.37° Pump soap sweep. TOOH XO Wingate
Hammer. MU Tri cone bit TlH Curculate spot vis Chinle

2 23-Sep 469 605 1/2 pill. TOOH RU Casers, Moenkopi

i Run 24 Joints 54# J-55 13 3/8" Set at 1074' RD casers.
PJSM w/ Cementers. Cement, WOC Rough cut
conductor cut off casing and lay down. Cement top job

i 10 bbls 13#slurry. Weld well head. Test to 800 psi.
Nippel up BOP. A section/ Spool BOP Annular

.3 24-Sep 1074 0 Moenkopi

Nipple up, Install new shaker motor Function test all
Rams, HCRand Annular. Test BOP, Low 250 psi. High
5000 psi. 10 minutes. Set wear bushing. Rig up Lay

4 25-Sep 1074 0 down truck Moenkopi

PU 225 JTS 4 1/2" DP. PU Hammer 12 1/4" TlH Tag
CMT at 1015' Unload Hole, Drill float/ shoe Drill f/

1 1074' to 1,578' Survey @1547' 0.48° Drillfl 1,578' to Moenkopi
5 26-Sep 1074 753 3 1,827' Cutler

Drill w/ air f/1,827' to 2,106' POOH 30' Survey 2045'

i 0.80°. Drillwl air f/ 2,106' 2,138. Mist up Drillto
2,576'. TOOH LD Float, TlH Survey @2,542'
1.15°. Drillw/ air mist f/ 2,576' to 3,076' 5 Stand

I trip for string float. Survey @3,040' 0.78°. Drillf/ Cutler
6 27-Sep 1827 1342 3 3,040' to 3,169' Honaker Trail

Circulate clean hole, TOOH, Break Hammer PU New

I Hammer. TIH Drill w/ Air Mist 3,169' to 3,543' 5 stand
trip for string float, Survey @ 3,506' 2.7°. Drill f/

7 28-Sep 3169 686 3/4 3,543' to 3,855' Circulate hole. Honaker Trail
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i 3 stand trip for survey. Survey at 3817' 1.03°. TOOH,
LDHammer. PU Tri cone bit/ Motor 2 8" DC's Shock
sub, 16" DC.TIH Unload hole. Drilling f/ 3,855'to

i 3,869' Unload hole. Drill f/ 3,869' to 3,938' Pressured
up. Attempt to unload hole. TOOH 10 STDS. Establish
full returns, TIH 5 STDS, Get returns, TlH Get returns,
Drill f/ 3,938'to 3,957'. Trash in mud pits. Go thrugh

8 29-Sep 3855 102 4/5 pumps. Honaker trail

Try to get pump pressure. Slug pipe, TOOH 5 Stands.

I Drain clean pits. Found 50# hard white plastic chunks.
TlH Drill w/ areated water f/ 3,957' to 4,013' Rig
Service. Drill f/ 4,030' to4,299' Survey @ 4,264' 0.45°.

I 9 30-Sep 3957 436 5 Drillf/ 4,299' to 4,393' Honaker trail
Drill f/ 4,393' to 4,674' TD 12 1/2" Hole. Circulate. Spot Honaker trail
Hi- Vis Pill. Short trip to 1,074'. TIHTOOH, PJSM w/ LaY Paradox
down truck, LD8" DC's. PJSM w/ Casers. Run 9 5/8" Ismay
HCP-110 Casing Paradox Salt

10 1-Oct 4393 281 5 Section

i Run 110 Joints HCP-110 BTC.Circulate. Set at 4,653'
Cement, 50 bbl Sei bond plus. Cement 339 bbl 12 ppg
drop plug, displace w/ 338 bbl H20. No returns, Bump

i plug. Rig down cementers. Change out elevators.
Muster drill. MU 13" Packoff tool set on top of
mandril. Ran box screws lock packoff. Test seals 5000

i psi. Test Rams Killline valves, inside choke valves, HCR
valves, all choke manafold valves 250 psi low, 10000
10 min i. Test annular to 5000 psi Hi, 250 Low 10/5 Paradox Salt

i 11 2-Oct 4674 0 min.Test BOP Section

Test upper rams, 10000 psi hi low 250 psi 10 min/ 5
min Teswt accumulator check valve. Rig uo Gyro, Run

i Gryo every 100' survey. Slip and cut 100' drilling line. Paradox Salt
12 3-Oct 4674 0 Install wear bushing. MU Directional tools, TlH Section

TlH, Circulate, Drill float/ shoe 10' formation f/ 4,674'
to 4,683' FITHeld 18.0 MWE. Drain mud pits. Clean
pits. Fill pits w/ invert mud. Displace hole w/ invert Paradox Salt

13 4-Oct 4674 157 6 mud. Drilling f/ 4,683' to 4,831' Section
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to 4,683' FITHeld 18.0 MWE. Drain mud pits. Clean
pits. Fill pits w/ invert mud. Displace hole w/ invert Paradox Salt

13 4-Oct 4674 157 6 mud. Drilling f/ 4,683' to 4,831' Section
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i DAILY DR1LLING SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 26-3

i
i DEPTH

06:00 24 HR
DAY DATE2012 HRS FOOTAGE BIT# 24HRACTIVITY FORMATION

i 3 stand trip for survey. Survey at 3817' 1.03°. TOOH,
LDHammer. PU Tri cone bit/ Motor 2 8" DC's Shock
sub, 16" DC.TIH Unload hole. Drilling f/ 3,855'to

i 3,869' Unload hole. Drill f/ 3,869' to 3,938' Pressured
up. Attempt to unload hole. TOOH 10 STDS. Establish
full returns, TIH 5 STDS, Get returns, TlH Get returns,
Drill f/ 3,938'to 3,957'. Trash in mud pits. Go thrugh

8 29-Sep 3855 102 4/5 pumps. Honaker trail

Try to get pump pressure. Slug pipe, TOOH 5 Stands.

I Drain clean pits. Found 50# hard white plastic chunks.
TlH Drill w/ areated water f/ 3,957' to 4,013' Rig
Service. Drill f/ 4,030' to4,299' Survey @ 4,264' 0.45°.

I 9 30-Sep 3957 436 5 Drillf/ 4,299' to 4,393' Honaker trail
Drill f/ 4,393' to 4,674' TD 12 1/2" Hole. Circulate. Spot Honaker trail
Hi- Vis Pill. Short trip to 1,074'. TIHTOOH, PJSM w/ LaY Paradox
down truck, LD8" DC's. PJSM w/ Casers. Run 9 5/8" Ismay
HCP-110 Casing Paradox Salt

10 1-Oct 4393 281 5 Section

i Run 110 Joints HCP-110 BTC.Circulate. Set at 4,653'
Cement, 50 bbl Sei bond plus. Cement 339 bbl 12 ppg
drop plug, displace w/ 338 bbl H20. No returns, Bump

i plug. Rig down cementers. Change out elevators.
Muster drill. MU 13" Packoff tool set on top of
mandril. Ran box screws lock packoff. Test seals 5000

i psi. Test Rams Killline valves, inside choke valves, HCR
valves, all choke manafold valves 250 psi low, 10000
10 min i. Test annular to 5000 psi Hi, 250 Low 10/5 Paradox Salt

i 11 2-Oct 4674 0 min.Test BOP Section

Test upper rams, 10000 psi hi low 250 psi 10 min/ 5
min Teswt accumulator check valve. Rig uo Gyro, Run

i Gryo every 100' survey. Slip and cut 100' drilling line. Paradox Salt
12 3-Oct 4674 0 Install wear bushing. MU Directional tools, TlH Section

TlH, Circulate, Drill float/ shoe 10' formation f/ 4,674'
to 4,683' FITHeld 18.0 MWE. Drain mud pits. Clean
pits. Fill pits w/ invert mud. Displace hole w/ invert Paradox Salt

13 4-Oct 4674 157 6 mud. Drilling f/ 4,683' to 4,831' Section

i



DAILY DRILLING SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 26-3

i
I
i DEPTH

06:00 24 HR
DAY DATE2012 HRS FOOTAGE BIT# 24HRACTIVITY FORMATION

I Drill f/ 4,831' to 4,892' Circulate, build and pump slug.
TOOH. Lay down Motor / bit. PU new bit / Motor. TIH Paradox Salt

14 5-Oct 4831 400 6/7 Drill f/ 4,892' to 5,231' Section

Drill f/ 5,231' to 5,888' Rig service. Drill f/ 5,888' to Paradox Salt
15 6-Oct 5231 1531 7 6762 Section

Paradox Salt
Drill f/ 6,762' to 7,388' Circulate, pump slug, TOOH, LD Section Cane

16 7-Oct 6762 626 7 Directional tools. PU Core tools TIH w/ Core tools Creek
TlH w/ Core tools. Wash and ream to bottom.
Circulate, Drop ball. Start to core Core #17,388'to

I 7,473' Full recovery, Circulate, Pull 1stand, 1/2Hr flow
check, no flow, Circulate bottoms up, Pump slug,

17 8-Oct 7388 85 8 TOOH w/ Core #1 Cane Creek

TOOH w/ Core # 1. LDcore, Full recovery. Slip and cut
drilling line, Wait on welder, Weld on rig, Racking

18 9-Oct 7473 0 RR7 board, PU bit/ bit sub/float, TIH Cane Creek

TlH drill f/ 7,473' to 7,570' Circulate, TOOH for logs.
PJSM w/ Schlumberger, Rig up loggers. run logs Run

19 10-Oct 7473 97 RR7 Triple combo. Cane Creek

Logging w/ Schlumberger Run Triple Combo, OBMI,

i 20 11-Oct 7570 0 CMR Cane Creek

Run CMR log, Pull tool to clean iron filings from
magnetic tool. Run CMR, Safety shut down trapped

i pressure, Run CMR. Rig down Loggers, PU bit, TlH
21 12-Oct 7570 0 RR7 Circulate, Lay down 4 1/2" Drill pipe. Cane Creek

i Lay down 4 1/2" Drill pipe, PJSM w/ Casers. Rig up
22 13-Oct 7570 0 casers. Run 7" HCP-110 Cane Creek

Run 178 joints HCP-110 7" casing set at 7,568', PJSM
w/ cementers, rig up cementers, test lines. Cement.

23 14-Oct 7570 0 Geologists released. Cane Creek
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BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK # 26-3

FIDELITY EXPLORATION
OPERATOR: & PRODUCTION CO. CONTRACTOR: Frontier Rig 10 SPUD DATE: 09/22/12

Full Circle 142'
Bootstrap 1000 HP

WELL NAME: CANE CREEK UNIT # 26-3 RIG MAKE: Diesel Electric

LOCATION: NE/SW SEC 26 T25S, Rl9E PUMPS: 2 China 1600 12" TD DEPTH/ DATE: 7,570' October 10,2012
2,6I5' FSL & 2,151' FWL

GROUND
LEVEL: 5,653'

KELLY
BUSHING: 5,676'

Bit # Size Make Type Jets Serial # Depth in Depth Out Ftg Hours Ft/Hr Vert. Dev.

1 171/2" NUMA HAMMER OPEN N-125 102' 1,074' 972' 17 57.2 <0.5

2 17 1/2" HTC MXL-1V OPEN 606404 1,074' 1,074' O O 0.0 0

3 12 1/4" NUMA HAMMER OPEN 193796 1,074' 3,169' 2,095' 31.5 66.5 0.5

4 12 1/4" NUMA HAMMER OPEN 12540672 3,169' 3,855' 686' 23.5 29.2 2.5

5 12 1/4" RMB CW5471 OPEN 20169 3,855' 4,674' 819' 20 41.0 1.2

6 8 1/2" RMB M566X 6x16 120855 4,674' 4,892' 218' 11.5 19.0 3

7 8 1/2" RMB M566X 6x16 12138 4,892' 7,388' 2,496' 27 92.4 1

8 8 1/2" x 4" NOVRH CDPF516S 5x16 A1/A146532 7,388' 7,473' 85' 9 9.4 Core Bit

RR7 8 1/2" RMB M566X 6x16 12138 7,473' 7,570' 97' 1.5 64.7 Rat
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FORMATION TOPSI
FIDELITY EXPLORATION AND PRODUCTION

Well Name: Fidelity C

nNeE Kk

U it 26-3

Location: Sec 26, Ti 5S, R 19E
Elevation: KB: 5,676'

FORMATION PrognosisPrognosis Sample top
/ ZONE Subsea

Kayenta Surface
Wingate 155' 5,521'

i Chinle 540' 5,136'
Moenkopi 915' 4,761'
Cutler 1,320' 4,356' 1352'

i Honaker Trail 2,980' 2,696' 2,890'
Paradox Formation 4,165' 1,511' 4,080'
Salt 1 4,346' 1,330' 4,293'
Clastic 1 4,568' 1,108' 4,585'
Intermediate Casing Pt. 4,592' 1,084' 4,758'

|
°""'sic2 4,7 1 4,81T

Clastic 3 4,971' 705' 5,014'

i Salt 4 5,004' 672' 5,113'
Clastic 4 5,117' 559' 5,176'
Salt 5 5,181' 495' 5,426'

I Clastic 5 5,430' 246' 5,456'
Salt 6 5,455' 221' 5,608'
Clastic 7 5,612' 64' 5,661'

i Salt 8 5,660' 16' 5,783'
Clastic 8 5,786' -110' 5,819'
Salt 9 5,824' -148' 5,963'
Clastic 9 5,969' -293' 5,998'
Salt 10 6,004' -328' 6,050'
Clastic 10 6,055' -379' 6,158'
Salt 12 6,165' -489' 6,230'
Clastic 12 6,232' -556' 6,259'

i Salt 13 6,260' -584' 6,376'
Clastic 14 6,380' -704' 6,964'
Clastic 18 6,970' -1,294' 7,013'

i Salt 20 7,019' -1,343' 7,138'
Clastic 20 7,146' -1,470' 7,149'
Salt 21 7,156' -1,480' 7,371'
Top Cane Creek 7,378' -1,702' 7,388'
Cane Creek Shale B 7,399' -1,723' 7,410'
Base Cane Creek Sh. 7,464' -1,788' 7,457'
TD 7,550' -1,874' 7,570'

i
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FIDELITY EXPLORATION AND PRODUCTION
INVERT MUD REPORTS

CANE CREEK UNIT # 26-3

DEPE
Flow Line

MFT FV PV YP GELS API FILT OIL/WATER CORRECTED SOLIDS NaCl%/wt CaCl2%wt
Caci mg/I

4-Oct 4737 100 14.50 62 20 5 5/8 nc 84.1/15.9 710 28.99 0.00 38.57 531,009

5-Oct 4892 100 14.50 62 20 5 5/8 nc 84.1/15.9 710 28.99 0.00 38.57 531,009

6-Oct 5851 95 15.00 50 23 8 6/12 3 85.3/14.7 795 29.95 4.40 40.86 573,475

7-Oct 7388 110 15.40 53 25 9 8/12 3 85.3/14.7 874 29.59 6.20 41.40 583,818

8-Oct 7388 nc 15.40 53 25 9 8/12 3 85.3/14.7 874 28.02 1.55 52.87 804,879

9-Oct 7473 97 15.50 60 26 10 8/13 3 85.2/14.8 832 30.40 0.00 41.40 583,818

10-Oct 7570 98 15.70 63 26 9 8/12 3 83.3/16.7 791 31.83 0.00 40.15 560,155

11-Oct 7570 98 15.70 63 26 9 8/13 4 83.3/16.8 791 31.83 0.00 40.15 560,155

12-Oct 7570 98 15.70 63 26 9 8/14 5 83.3/16.9 791 31.83 0.00 40.15
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RECEIVED: Nov. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

11 /1 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 11 /1 /2012

November 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
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CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION
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SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/1/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 01, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/1/2012

RECEIVED: Nov. 01,
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/1/2012
awaamascow Report #: 12, DFS: 8

Well Name: Cane Creek 26-3 Daily Depth Progress: 523.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance {ft} KB CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23,00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (illhr) Job ROP Sliding {filbr} Jah Rataling % {%) Tota1Job Percent Sliding (%)

158.50 8.50 44.8 44,8 100.00 0.00
Target Dep1h (ItKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

9/30/2012 06:00 10/1/2012 06:00 8 3,957.0 4,480.0 523.00
Operations at Report Time
Drillingintermidiate hole
Operations Summary
Clean debris from mud tanks , Drillingintermldiate hole
Operations Next Report Period
Run Casing & Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Joh Contact : PositÏon Otlice
Mark Lewis Company Man / WSL (970) 986-4401
David Sorrette Company Man IWSL (970) 986-4401
Time Log

Cum Dur
Start Time Du (b:) (hr} Codo 1 Comment S1arl Depth (flKB) End Depth (ftKB}

06:00 0.50 0.50 21 Work on the mud pumps. Pumps not pumping fluid due to debris gettng 3,957.0 3,957.0
under the suction valves.

06:30 0 50 00 6 POOH f/3,95T to 3,545' 3,957.0 3,957.0
07:00 6.00 7.00 21 Drain the mud tanks of reserve pit water, clean the mud tanks of all debris 3,957.0 3,957.0

that was pumped from the reserve pit. Cleaned the suctions to the mud
pumps. Note: looks to be white plastic pieces. We now have allwater going
over the shale shaker to not allow debris to get into the fluidsystem.

13:00 0.50 ¯/.50 5 Unload thghole of water. 3,957.0 3,957.0
13:30 2.00 9.50 3 Washed down with Aerated fluid f/3,545' to 3, 3,957.0 3,957.0

957'
15:30 11.00 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,957 to 4,296' 3,957.0 4,296.0

Aerated fluid drillingparameters - air 2247 cfm's, water 190 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo troatmont1 1/2 gph, defoamer 2 gph.

02:30 1.00 21.50 10 Circulate and clean hole. Survey at 4,264' 0.45 degrees 4,296.0 4,296.0
03:30 2.50 24.00 2 Drilled 12 1/4" hole (Aerated fluid) f/4,296' to 4,480' 4,296.0 4,480.0

Aerated fluiddrillingparameters - air 2247 cfm's, water 250 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo treatmont i 1/2 gph, defoamer 2 gph.

Mud Check:<·lepth>ftKB, :dttm>

Date Depth {flKB) Density (li Igal) Vis (s/q ) PV OR (Pa•s) YP OR (ibft1 Gel (108) (Ibi... Ge1 (10m} (10... Gel (30m) (ib... Hitrate (mLI... FC (1/3T) H IHP Fiitrat... H i HP FC (1...

MBT (Ib/bbl) pH Pm (mLimL) Pf (mt/mL) Mf(mLimL} Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbi) Solids (%) CaCI (ppm) OilWater Rano

Mud Lost (Hole) (bbl) Mud Lost(Surt) (bbl) LCM ECD - Manual Ents.. T Flowline (°F} Comment

Daily.Drliling Performance
Depth In {flKB} Depth Out (ft... Driled (ft) Date in Date Out DrillTime (hr) BHAROP (ftlhr) Rot Time (hr) Silde Time (hr) % Slide Time... % Rot Time (%)

3,855.0 4,673.0 818.00 9/29/2012 16:30 10/1/2012 09:30 20.00 40.9 20.00 100.00
Casing & Liners

of DeÑh OD Nom Max
Run Date . . Csg Des (ftKB) Top (flKB) OD (în) D (ln) . Wt/Len (Iblit) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 intermedlate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Daily.Drliling Performance
Depth In {flKB} Depth Out (ft... Driled (ft) Date in Date Out DrillTime (hr) BHAROP (ftlhr) Rot Time (hr) Silde Time (hr) % Slide Time... % Rot Time (%)

3,855.0 4,673.0 818.00 9/29/2012 16:30 10/1/2012 09:30 20.00 40.9 20.00 100.00
Casing & Liners

of DeÑh OD Nom Max
Run Date . . Csg Des (ftKB) Top (flKB) OD (în) D (ln) . Wt/Len (Iblit) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 intermedlate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/1/2012
awaamascow Report #: 12, DFS: 8

Well Name: Cane Creek 26-3 Daily Depth Progress: 523.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance {ft} KB CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23,00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (illhr) Job ROP Sliding {filbr} Jah Rataling % {%) Tota1Job Percent Sliding (%)

158.50 8.50 44.8 44,8 100.00 0.00
Target Dep1h (ItKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

9/30/2012 06:00 10/1/2012 06:00 8 3,957.0 4,480.0 523.00
Operations at Report Time
Drillingintermidiate hole
Operations Summary
Clean debris from mud tanks , Drillingintermldiate hole
Operations Next Report Period
Run Casing & Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Joh Contact : PositÏon Otlice
Mark Lewis Company Man / WSL (970) 986-4401
David Sorrette Company Man IWSL (970) 986-4401
Time Log

Cum Dur
Start Time Du (b:) (hr} Codo 1 Comment S1arl Depth (flKB) End Depth (ftKB}

06:00 0.50 0.50 21 Work on the mud pumps. Pumps not pumping fluid due to debris gettng 3,957.0 3,957.0
under the suction valves.

06:30 0 50 00 6 POOH f/3,95T to 3,545' 3,957.0 3,957.0
07:00 6.00 7.00 21 Drain the mud tanks of reserve pit water, clean the mud tanks of all debris 3,957.0 3,957.0

that was pumped from the reserve pit. Cleaned the suctions to the mud
pumps. Note: looks to be white plastic pieces. We now have allwater going
over the shale shaker to not allow debris to get into the fluidsystem.

13:00 0.50 ¯/.50 5 Unload thghole of water. 3,957.0 3,957.0
13:30 2.00 9.50 3 Washed down with Aerated fluid f/3,545' to 3, 3,957.0 3,957.0

957'
15:30 11.00 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,957 to 4,296' 3,957.0 4,296.0

Aerated fluid drillingparameters - air 2247 cfm's, water 190 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo troatmont1 1/2 gph, defoamer 2 gph.

02:30 1.00 21.50 10 Circulate and clean hole. Survey at 4,264' 0.45 degrees 4,296.0 4,296.0
03:30 2.50 24.00 2 Drilled 12 1/4" hole (Aerated fluid) f/4,296' to 4,480' 4,296.0 4,480.0

Aerated fluiddrillingparameters - air 2247 cfm's, water 250 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo treatmont i 1/2 gph, defoamer 2 gph.

Mud Check:<·lepth>ftKB, :dttm>

Date Depth {flKB) Density (li Igal) Vis (s/q ) PV OR (Pa•s) YP OR (ibft1 Gel (108) (Ibi... Ge1 (10m} (10... Gel (30m) (ib... Hitrate (mLI... FC (1/3T) H IHP Fiitrat... H i HP FC (1...

MBT (Ib/bbl) pH Pm (mLimL) Pf (mt/mL) Mf(mLimL} Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbi) Solids (%) CaCI (ppm) OilWater Rano

Mud Lost (Hole) (bbl) Mud Lost(Surt) (bbl) LCM ECD - Manual Ents.. T Flowline (°F} Comment

Daily.Drliling Performance
Depth In {flKB} Depth Out (ft... Driled (ft) Date in Date Out DrillTime (hr) BHAROP (ftlhr) Rot Time (hr) Silde Time (hr) % Slide Time... % Rot Time (%)

3,855.0 4,673.0 818.00 9/29/2012 16:30 10/1/2012 09:30 20.00 40.9 20.00 100.00
Casing & Liners

of DeÑh OD Nom Max
Run Date . . Csg Des (ftKB) Top (flKB) OD (în) D (ln) . Wt/Len (Iblit) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 intermedlate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/1/2012
awaamascow Report #: 12, DFS: 8

Well Name: Cane Creek 26-3 Daily Depth Progress: 523.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance {ft} KB CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23,00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (illhr) Job ROP Sliding {filbr} Jah Rataling % {%) Tota1Job Percent Sliding (%)

158.50 8.50 44.8 44,8 100.00 0.00
Target Dep1h (ItKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

9/30/2012 06:00 10/1/2012 06:00 8 3,957.0 4,480.0 523.00
Operations at Report Time
Drillingintermidiate hole
Operations Summary
Clean debris from mud tanks , Drillingintermldiate hole
Operations Next Report Period
Run Casing & Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Joh Contact : PositÏon Otlice
Mark Lewis Company Man / WSL (970) 986-4401
David Sorrette Company Man IWSL (970) 986-4401
Time Log

Cum Dur
Start Time Du (b:) (hr} Codo 1 Comment S1arl Depth (flKB) End Depth (ftKB}

06:00 0.50 0.50 21 Work on the mud pumps. Pumps not pumping fluid due to debris gettng 3,957.0 3,957.0
under the suction valves.

06:30 0 50 00 6 POOH f/3,95T to 3,545' 3,957.0 3,957.0
07:00 6.00 7.00 21 Drain the mud tanks of reserve pit water, clean the mud tanks of all debris 3,957.0 3,957.0

that was pumped from the reserve pit. Cleaned the suctions to the mud
pumps. Note: looks to be white plastic pieces. We now have allwater going
over the shale shaker to not allow debris to get into the fluidsystem.

13:00 0.50 ¯/.50 5 Unload thghole of water. 3,957.0 3,957.0
13:30 2.00 9.50 3 Washed down with Aerated fluid f/3,545' to 3, 3,957.0 3,957.0

957'
15:30 11.00 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,957 to 4,296' 3,957.0 4,296.0

Aerated fluid drillingparameters - air 2247 cfm's, water 190 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo troatmont1 1/2 gph, defoamer 2 gph.

02:30 1.00 21.50 10 Circulate and clean hole. Survey at 4,264' 0.45 degrees 4,296.0 4,296.0
03:30 2.50 24.00 2 Drilled 12 1/4" hole (Aerated fluid) f/4,296' to 4,480' 4,296.0 4,480.0

Aerated fluiddrillingparameters - air 2247 cfm's, water 250 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo treatmont i 1/2 gph, defoamer 2 gph.

Mud Check:<·lepth>ftKB, :dttm>

Date Depth {flKB) Density (li Igal) Vis (s/q ) PV OR (Pa•s) YP OR (ibft1 Gel (108) (Ibi... Ge1 (10m} (10... Gel (30m) (ib... Hitrate (mLI... FC (1/3T) H IHP Fiitrat... H i HP FC (1...

MBT (Ib/bbl) pH Pm (mLimL) Pf (mt/mL) Mf(mLimL} Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbi) Solids (%) CaCI (ppm) OilWater Rano

Mud Lost (Hole) (bbl) Mud Lost(Surt) (bbl) LCM ECD - Manual Ents.. T Flowline (°F} Comment

Daily.Drliling Performance
Depth In {flKB} Depth Out (ft... Driled (ft) Date in Date Out DrillTime (hr) BHAROP (ftlhr) Rot Time (hr) Silde Time (hr) % Slide Time... % Rot Time (%)

3,855.0 4,673.0 818.00 9/29/2012 16:30 10/1/2012 09:30 20.00 40.9 20.00 100.00
Casing & Liners

of DeÑh OD Nom Max
Run Date . . Csg Des (ftKB) Top (flKB) OD (în) D (ln) . Wt/Len (Iblit) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 intermedlate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/1/2012
awaamascow Report #: 12, DFS: 8

Well Name: Cane Creek 26-3 Daily Depth Progress: 523.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance {ft} KB CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23,00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (illhr) Job ROP Sliding {filbr} Jah Rataling % {%) Tota1Job Percent Sliding (%)

158.50 8.50 44.8 44,8 100.00 0.00
Target Dep1h (ItKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

9/30/2012 06:00 10/1/2012 06:00 8 3,957.0 4,480.0 523.00
Operations at Report Time
Drillingintermidiate hole
Operations Summary
Clean debris from mud tanks , Drillingintermldiate hole
Operations Next Report Period
Run Casing & Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Joh Contact : PositÏon Otlice
Mark Lewis Company Man / WSL (970) 986-4401
David Sorrette Company Man IWSL (970) 986-4401
Time Log

Cum Dur
Start Time Du (b:) (hr} Codo 1 Comment S1arl Depth (flKB) End Depth (ftKB}

06:00 0.50 0.50 21 Work on the mud pumps. Pumps not pumping fluid due to debris gettng 3,957.0 3,957.0
under the suction valves.

06:30 0 50 00 6 POOH f/3,95T to 3,545' 3,957.0 3,957.0
07:00 6.00 7.00 21 Drain the mud tanks of reserve pit water, clean the mud tanks of all debris 3,957.0 3,957.0

that was pumped from the reserve pit. Cleaned the suctions to the mud
pumps. Note: looks to be white plastic pieces. We now have allwater going
over the shale shaker to not allow debris to get into the fluidsystem.

13:00 0.50 ¯/.50 5 Unload thghole of water. 3,957.0 3,957.0
13:30 2.00 9.50 3 Washed down with Aerated fluid f/3,545' to 3, 3,957.0 3,957.0

957'
15:30 11.00 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,957 to 4,296' 3,957.0 4,296.0

Aerated fluid drillingparameters - air 2247 cfm's, water 190 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo troatmont1 1/2 gph, defoamer 2 gph.

02:30 1.00 21.50 10 Circulate and clean hole. Survey at 4,264' 0.45 degrees 4,296.0 4,296.0
03:30 2.50 24.00 2 Drilled 12 1/4" hole (Aerated fluid) f/4,296' to 4,480' 4,296.0 4,480.0

Aerated fluiddrillingparameters - air 2247 cfm's, water 250 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo treatmont i 1/2 gph, defoamer 2 gph.

Mud Check:<·lepth>ftKB, :dttm>

Date Depth {flKB) Density (li Igal) Vis (s/q ) PV OR (Pa•s) YP OR (ibft1 Gel (108) (Ibi... Ge1 (10m} (10... Gel (30m) (ib... Hitrate (mLI... FC (1/3T) H IHP Fiitrat... H i HP FC (1...

MBT (Ib/bbl) pH Pm (mLimL) Pf (mt/mL) Mf(mLimL} Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbi) Solids (%) CaCI (ppm) OilWater Rano

Mud Lost (Hole) (bbl) Mud Lost(Surt) (bbl) LCM ECD - Manual Ents.. T Flowline (°F} Comment

Daily.Drliling Performance
Depth In {flKB} Depth Out (ft... Driled (ft) Date in Date Out DrillTime (hr) BHAROP (ftlhr) Rot Time (hr) Silde Time (hr) % Slide Time... % Rot Time (%)

3,855.0 4,673.0 818.00 9/29/2012 16:30 10/1/2012 09:30 20.00 40.9 20.00 100.00
Casing & Liners

of DeÑh OD Nom Max
Run Date . . Csg Des (ftKB) Top (flKB) OD (în) D (ln) . Wt/Len (Iblit) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 intermedlate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/1/2012
awaamascow Report #: 12, DFS: 8

Well Name: Cane Creek 26-3 Daily Depth Progress: 523.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance {ft} KB CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23,00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (illhr) Job ROP Sliding {filbr} Jah Rataling % {%) Tota1Job Percent Sliding (%)

158.50 8.50 44.8 44,8 100.00 0.00
Target Dep1h (ItKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

9/30/2012 06:00 10/1/2012 06:00 8 3,957.0 4,480.0 523.00
Operations at Report Time
Drillingintermidiate hole
Operations Summary
Clean debris from mud tanks , Drillingintermldiate hole
Operations Next Report Period
Run Casing & Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Joh Contact : PositÏon Otlice
Mark Lewis Company Man / WSL (970) 986-4401
David Sorrette Company Man IWSL (970) 986-4401
Time Log

Cum Dur
Start Time Du (b:) (hr} Codo 1 Comment S1arl Depth (flKB) End Depth (ftKB}

06:00 0.50 0.50 21 Work on the mud pumps. Pumps not pumping fluid due to debris gettng 3,957.0 3,957.0
under the suction valves.

06:30 0 50 00 6 POOH f/3,95T to 3,545' 3,957.0 3,957.0
07:00 6.00 7.00 21 Drain the mud tanks of reserve pit water, clean the mud tanks of all debris 3,957.0 3,957.0

that was pumped from the reserve pit. Cleaned the suctions to the mud
pumps. Note: looks to be white plastic pieces. We now have allwater going
over the shale shaker to not allow debris to get into the fluidsystem.

13:00 0.50 ¯/.50 5 Unload thghole of water. 3,957.0 3,957.0
13:30 2.00 9.50 3 Washed down with Aerated fluid f/3,545' to 3, 3,957.0 3,957.0

957'
15:30 11.00 20.50 2 Drilled 12 1/4" hole (Aerated fluid) f/3,957 to 4,296' 3,957.0 4,296.0

Aerated fluid drillingparameters - air 2247 cfm's, water 190 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo troatmont1 1/2 gph, defoamer 2 gph.

02:30 1.00 21.50 10 Circulate and clean hole. Survey at 4,264' 0.45 degrees 4,296.0 4,296.0
03:30 2.50 24.00 2 Drilled 12 1/4" hole (Aerated fluid) f/4,296' to 4,480' 4,296.0 4,480.0

Aerated fluiddrillingparameters - air 2247 cfm's, water 250 gpm, soap 8
gph, corr. inhibitor 1 1/2 gph, shalo treatmont i 1/2 gph, defoamer 2 gph.

Mud Check:<·lepth>ftKB, :dttm>

Date Depth {flKB) Density (li Igal) Vis (s/q ) PV OR (Pa•s) YP OR (ibft1 Gel (108) (Ibi... Ge1 (10m} (10... Gel (30m) (ib... Hitrate (mLI... FC (1/3T) H IHP Fiitrat... H i HP FC (1...

MBT (Ib/bbl) pH Pm (mLimL) Pf (mt/mL) Mf(mLimL} Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbi) Solids (%) CaCI (ppm) OilWater Rano

Mud Lost (Hole) (bbl) Mud Lost(Surt) (bbl) LCM ECD - Manual Ents.. T Flowline (°F} Comment

Daily.Drliling Performance
Depth In {flKB} Depth Out (ft... Driled (ft) Date in Date Out DrillTime (hr) BHAROP (ftlhr) Rot Time (hr) Silde Time (hr) % Slide Time... % Rot Time (%)

3,855.0 4,673.0 818.00 9/29/2012 16:30 10/1/2012 09:30 20.00 40.9 20.00 100.00
Casing & Liners

of DeÑh OD Nom Max
Run Date . . Csg Des (ftKB) Top (flKB) OD (în) D (ln) . Wt/Len (Iblit) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074 0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 intermedlate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/2/2012
fifit, "" Report #: 13, DFS: 9

Well Name: Cane Creek 26-3 Daily Depth Progress: 193.00
APIIUWI Well Area Basin Field Name License # Permil Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB43round Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand LJT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead RIg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circu1atingHours (br) Job ROP (filbr} Job ROP Rotating (fuhr} Job ROP SIlding (ft/hr) Job Rotating % {%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (flKB) KickOff Date KickOff Depth {flKB} KickOff Depth (TVD}(ftKB)

7,673.0
Dally Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (flKB) End Depth (ftKB) DailyDepth Progress (ft)

10/1/2012 06:00 10/2/2012 06:00 9 4,480.0 4,673.0 193.00
Operations al Report Time
Picking up 9 5/8" casing
Operations Summary
Drilling,wipertrip,P/U 9 5/8" casing
Operations Next Report Period
Trips
Weather Wellbare
Sunny and Clear
Daily Contacts

Job Contact Position Ofilee
Delbert Sullivan Company Man IWSL (970) 9864401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Unr

Siart Timo Dur(br) (hr) Corto 1 Commont Start Depth (flKR) End Depth (ftKB)
06:00 3.50 3.50 2 Drilled 12 1/4" hole (Aerated fluid) f/4,480' to 4,673' 4,480.0 4,673.0

Aerated fluid drillingparameters - air 2247 ofm's, water 230 gpm, soap 8
gph, corr. inhlbitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer2 gph.
Note: Pathfinders drillingmotorrevs/gal = 0.24 revs/gal.
Note: Top of Salt #1 4,360' (TVD),ToP of Clastic #1 4,572', Top of Salt #2
4,659'.

09:30 1.00 4.50 5 Circulated the hole clean with aerated fluid. 4,673.0 4,673.0

10:30 1.50 6.00 5 Pumped 60 bbis hi-vis sweep and pumped 1 1/2" hole volume (900 bbis). 4,673.0 4,673.0
No Returns.
Spotted 60 bbls of Salt Saturated/ hi-vis pillon Btm. No Returns.

12:00 2.50 8.50 6 POOH fl4,673' to 1,074' (13 3/8" csg shoe), Wiper trip. 4,673.0 4,673.0
14:30 0.50 9.00 7 Service rig and top drive 4,673.0 4,673.0
15:00 2.00 11.00 6 TlH from 1074' to4673' ( No fill) 4,673.0 4,673.0
17:00 2.50 13.50 6 POOH from 4,673' to 505' 4,673.0 4,673.0
19:30 1.00 14.50 21 Held PJSM R/U laydown machine to laydown BHA 4,673.0 4,673.0
20:30 3.50 18.00 6 L/D 9- 6 1/4", 5- 8" drill collars, mud motor, shock sub and bit 4,673.0 4,673.0
00:00 0.50 18.50 21 Remove wear bushing from head 4,673.0 4,673.0
00:30 5.50 24.00 12 Held PJSM R/U esg crew to run 9 5/8" csg MlUshoe, shoe trackand float 4,673.0 4,673.0

and check float equip. -OK- TlH picking up 9 5/8" 47# csg.
Mud Check: <·lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qi) PVOR (Paes) YP OR (ibfli... Gel (10s} (Ibf., Gel {10m}(Ib.. Gel (30m) {lb.. Filkate (mU... FC (1132") HTHP Filtrat... HTHP FC (1...

MBT(lblbbl} pH Pm(mLImL} Pf(mUmL} Mf(mUmL) Chlorides(mg/L) Calcium{mg/L) Pot(mg/L) Lime{lbibbl) Solids(%) CaCI(ppm) OI1WaterRatio

Mud Lost (Hole) (bbl} Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft ., Drilled (ft) Date in Date Out DrillTime (br) BHA ROP (ftihr) Rai Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)
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Run Dato Osg Des (t1KB) Top (ftKR) OD (in) ID (in) WUIen (lullt) Grade (in) ID No:n Mln(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 SIB 8.681
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Trips
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Daily Contacts

Job Contact Position Ofilee
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David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Unr
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06:00 3.50 3.50 2 Drilled 12 1/4" hole (Aerated fluid) f/4,480' to 4,673' 4,480.0 4,673.0
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gph, corr. inhlbitor 1 1/2 gph, shale treatment 1 1/2 gph, defoamer2 gph.
Note: Pathfinders drillingmotorrevs/gal = 0.24 revs/gal.
Note: Top of Salt #1 4,360' (TVD),ToP of Clastic #1 4,572', Top of Salt #2
4,659'.

09:30 1.00 4.50 5 Circulated the hole clean with aerated fluid. 4,673.0 4,673.0

10:30 1.50 6.00 5 Pumped 60 bbis hi-vis sweep and pumped 1 1/2" hole volume (900 bbis). 4,673.0 4,673.0
No Returns.
Spotted 60 bbls of Salt Saturated/ hi-vis pillon Btm. No Returns.
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and check float equip. -OK- TlH picking up 9 5/8" 47# csg.
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Mud Check: <·lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qi) PVOR (Paes) YP OR (ibfli... Gel (10s} (Ibf., Gel {10m}(Ib.. Gel (30m) {lb.. Filkate (mU... FC (1132") HTHP Filtrat... HTHP FC (1...

MBT(lblbbl} pH Pm(mLImL} Pf(mUmL} Mf(mUmL) Chlorides(mg/L) Calcium{mg/L) Pot(mg/L) Lime{lbibbl) Solids(%) CaCI(ppm) OI1WaterRatio

Mud Lost (Hole) (bbl} Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft ., Drilled (ft) Date in Date Out DrillTime (br) BHA ROP (ftihr) Rai Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

3,855.0 4,673.0 818.00 9/29/2012 16:30 10/1/2012 09:30 20.00 40.9 20.00 100.00
Casing & Liners

Set Deplh OD Nom Max
Run Dato Osg Des (t1KB) Top (ftKR) OD (in) ID (in) WUIen (lullt) Grade (in) ID No:n Mln(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 SIB 8.681
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/3/2012
sowns oiscesv Report #: 14, DFS: 10

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APIlUWI WellArea Basin FleidName License# PermitNumber WellContig
43-019-50019 Paradox Paradox Basin Big Flat Verlical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (It) KB CF (fl) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rlg Emall Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours {hr) Job ROP (Illhr) Job ROP Rotaling (filhr) Job ROP Sliding (ftlhr} Job Rolating % {%) Total Job Percent SIlding {%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/2/2012 06:00 10/3/2012 06:00 10 4,673.0 4,673.0 0.00
Operations at Repott Time
Testing BOP's
Operations Summary
Run 9 5/8" cesg, Cement 9 5/8" csg, Test BOP's
Operations Next Report Period
Orilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Posillon Office
Delbert Sullivan Company Man / WSL (970) 9864401
David SelTette Company Man I WSL (970) 986 4401
Time Log

Com Dar
Stol Tlme Du: (hr) (hr) Code 1 Comment Start Depth (itKB) End Depth (ttKB)

06:00 2.50 2.50 12 TíH picking up 9 5/8" 47# BTC casing installed Hanger and landed al 4653' 4,673.0 4,673.0

08:30 2.00 4.50 5 Pumped 2 casing volumes in attemptto circulate (no returns) 4,673.0 4,673.0
10:30 6.50 11.00 12 Held PJSM R/U Baker Hughes Mixand pump 50 bbis Seal Bond 25 lb/bbl 4,673.0 4,673.0

followed by40 bbl Seal Bond 15 lb/bbi Spacer. Mixed and pumped 339
bbis 12.0 ppg lead followed by 39 bbis 13.5 tailcement and displace with
338 bbis fresh water and bumped plug and rigged down Baker Hughes

17:00 1.50 12.50 12 Held PJSM RIU Baker Hughes Mixand pump 50 bbis Seal Bond 25 lb/bbi 4,673.0 4,673.0
followed by 40 bbl Seal Bond 15 lb/bbi Spacer. Mixed and pumped 620 sx
premium lite FM + 0.18 Ibs/sz BJ Fiber + 0.04%bwoc Static free + 3% bwoc
CACL + 0.25 lbs/sx Cello flake + 5 lbs/sx LCM-1+ 8%bwoc Bentonite +
0.4% bwoc FL-52A, Yield 2.02 culft, 339 bbis 12.0 ppg lead followed by
126 sx Type 111=0.12 lbs/sx BJ Fiber + 0.04% bwoc Static free + 1% bwoc
CACL + 0.25 lbs/sx Cello flake + 0.2% bwocFL-52A 1.38 Yield. 39 bbis
13.5 tail cement and displace with338 bbis fresh water and bumped plug
WI 1530 psi 1200 psi over circ pressure, Check Float (OK ),and rigged
down Baker Hughes

18:30 0.50 13.00 21 Held Emergency Muster Drilland Dicussed procedure, implementation and 4,673.0 4,673.0
results

19:00 4.00 17.00 12 Installed Packoff on Casing hanger Installed packing to egage seals and 4,673.0 4,673.0
test 5000 psi -OK-

23:00 0.00 17.00 15 Held PJSM rigged up Cameron BOP testers. Tested Hydril250/5,000 psi, 4,673.0 4,673.0
Blind rams, Pipe rams, choke manifold, choke and killline valves, I-Bop,
TIW, inside gray valves 250/10,000 psi. Tested Stand pipe and Kellyhose
3,500psi

Mud Check:<·lepth>ftKB, :dttm>
Date Depth (flKB} Densily (Ib/gal) Vis (s/q) PVOR (Pa•s) YP OR (ibf/1... Gel (10s) (IbL. Get (10m) (Ib... Gel (30m) (Ib.. Filtrale (mL/... FC(1/32") HTHP Filtrat... HTHP FC (t..

MBT (Ib/bbl) pH Pm (mLimL} Pf (mLimL) Mi(mt1mL) Chlorides (mg/L) Calcium (mg/L) Pol(mg/L} Lime {lb/bbl) Solids (%) CaCI (ppm) OllWater Ratio

Mud Lost (Hole) (bbl) Mud Losl(Surf) (bbl} LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Dr1Iling Performance
Depth in (ftKB) Depth Out (fl... Drilled(ft} Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) SIîde Time (hr) % Slide Time... % Rot Time (%)
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bbis 12.0 ppg lead followed by 39 bbis 13.5 tailcement and displace with
338 bbis fresh water and bumped plug and rigged down Baker Hughes

17:00 1.50 12.50 12 Held PJSM RIU Baker Hughes Mixand pump 50 bbis Seal Bond 25 lb/bbi 4,673.0 4,673.0
followed by 40 bbl Seal Bond 15 lb/bbi Spacer. Mixed and pumped 620 sx
premium lite FM + 0.18 Ibs/sz BJ Fiber + 0.04%bwoc Static free + 3% bwoc
CACL + 0.25 lbs/sx Cello flake + 5 lbs/sx LCM-1+ 8%bwoc Bentonite +
0.4% bwoc FL-52A, Yield 2.02 culft, 339 bbis 12.0 ppg lead followed by
126 sx Type 111=0.12 lbs/sx BJ Fiber + 0.04% bwoc Static free + 1% bwoc
CACL + 0.25 lbs/sx Cello flake + 0.2% bwocFL-52A 1.38 Yield. 39 bbis
13.5 tail cement and displace with338 bbis fresh water and bumped plug
WI 1530 psi 1200 psi over circ pressure, Check Float (OK ),and rigged
down Baker Hughes

18:30 0.50 13.00 21 Held Emergency Muster Drilland Dicussed procedure, implementation and 4,673.0 4,673.0
results

19:00 4.00 17.00 12 Installed Packoff on Casing hanger Installed packing to egage seals and 4,673.0 4,673.0
test 5000 psi -OK-

23:00 0.00 17.00 15 Held PJSM rigged up Cameron BOP testers. Tested Hydril250/5,000 psi, 4,673.0 4,673.0
Blind rams, Pipe rams, choke manifold, choke and killline valves, I-Bop,
TIW, inside gray valves 250/10,000 psi. Tested Stand pipe and Kellyhose
3,500psi

Mud Check:<·lepth>ftKB, :dttm>
Date Depth (flKB} Densily (Ib/gal) Vis (s/q) PVOR (Pa•s) YP OR (ibf/1... Gel (10s) (IbL. Get (10m) (Ib... Gel (30m) (Ib.. Filtrale (mL/... FC(1/32") HTHP Filtrat... HTHP FC (t..

MBT (Ib/bbl) pH Pm (mLimL} Pf (mLimL) Mi(mt1mL) Chlorides (mg/L) Calcium (mg/L) Pol(mg/L} Lime {lb/bbl) Solids (%) CaCI (ppm) OllWater Ratio

Mud Lost (Hole) (bbl) Mud Losl(Surf) (bbl} LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Dr1Iling Performance
Depth in (ftKB) Depth Out (fl... Drilled(ft} Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) SIîde Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Dale Csg Des (ftKB) Top (ftKB) OD (in} ID (in) WtlLen (lb/ft) Grade (in) IDNam Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651,0 0.0 9 5/8 8.681 47,00 L-80 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/3/2012
sowns oiscesv Report #: 14, DFS: 10

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APIlUWI WellArea Basin FleidName License# PermitNumber WellContig
43-019-50019 Paradox Paradox Basin Big Flat Verlical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (It) KB CF (fl) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rlg Emall Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours {hr) Job ROP (Illhr) Job ROP Rotaling (filhr) Job ROP Sliding (ftlhr} Job Rolating % {%) Total Job Percent SIlding {%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/2/2012 06:00 10/3/2012 06:00 10 4,673.0 4,673.0 0.00
Operations at Repott Time
Testing BOP's
Operations Summary
Run 9 5/8" cesg, Cement 9 5/8" csg, Test BOP's
Operations Next Report Period
Orilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Posillon Office
Delbert Sullivan Company Man / WSL (970) 9864401
David SelTette Company Man I WSL (970) 986 4401
Time Log

Com Dar
Stol Tlme Du: (hr) (hr) Code 1 Comment Start Depth (itKB) End Depth (ttKB)

06:00 2.50 2.50 12 TíH picking up 9 5/8" 47# BTC casing installed Hanger and landed al 4653' 4,673.0 4,673.0

08:30 2.00 4.50 5 Pumped 2 casing volumes in attemptto circulate (no returns) 4,673.0 4,673.0
10:30 6.50 11.00 12 Held PJSM R/U Baker Hughes Mixand pump 50 bbis Seal Bond 25 lb/bbl 4,673.0 4,673.0

followed by40 bbl Seal Bond 15 lb/bbi Spacer. Mixed and pumped 339
bbis 12.0 ppg lead followed by 39 bbis 13.5 tailcement and displace with
338 bbis fresh water and bumped plug and rigged down Baker Hughes

17:00 1.50 12.50 12 Held PJSM RIU Baker Hughes Mixand pump 50 bbis Seal Bond 25 lb/bbi 4,673.0 4,673.0
followed by 40 bbl Seal Bond 15 lb/bbi Spacer. Mixed and pumped 620 sx
premium lite FM + 0.18 Ibs/sz BJ Fiber + 0.04%bwoc Static free + 3% bwoc
CACL + 0.25 lbs/sx Cello flake + 5 lbs/sx LCM-1+ 8%bwoc Bentonite +
0.4% bwoc FL-52A, Yield 2.02 culft, 339 bbis 12.0 ppg lead followed by
126 sx Type 111=0.12 lbs/sx BJ Fiber + 0.04% bwoc Static free + 1% bwoc
CACL + 0.25 lbs/sx Cello flake + 0.2% bwocFL-52A 1.38 Yield. 39 bbis
13.5 tail cement and displace with338 bbis fresh water and bumped plug
WI 1530 psi 1200 psi over circ pressure, Check Float (OK ),and rigged
down Baker Hughes

18:30 0.50 13.00 21 Held Emergency Muster Drilland Dicussed procedure, implementation and 4,673.0 4,673.0
results

19:00 4.00 17.00 12 Installed Packoff on Casing hanger Installed packing to egage seals and 4,673.0 4,673.0
test 5000 psi -OK-

23:00 0.00 17.00 15 Held PJSM rigged up Cameron BOP testers. Tested Hydril250/5,000 psi, 4,673.0 4,673.0
Blind rams, Pipe rams, choke manifold, choke and killline valves, I-Bop,
TIW, inside gray valves 250/10,000 psi. Tested Stand pipe and Kellyhose
3,500psi

Mud Check:<·lepth>ftKB, :dttm>
Date Depth (flKB} Densily (Ib/gal) Vis (s/q) PVOR (Pa•s) YP OR (ibf/1... Gel (10s) (IbL. Get (10m) (Ib... Gel (30m) (Ib.. Filtrale (mL/... FC(1/32") HTHP Filtrat... HTHP FC (t..

MBT (Ib/bbl) pH Pm (mLimL} Pf (mLimL) Mi(mt1mL) Chlorides (mg/L) Calcium (mg/L) Pol(mg/L} Lime {lb/bbl) Solids (%) CaCI (ppm) OllWater Ratio

Mud Lost (Hole) (bbl) Mud Losl(Surf) (bbl} LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Dr1Iling Performance
Depth in (ftKB) Depth Out (fl... Drilled(ft} Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) SIîde Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Dale Csg Des (ftKB) Top (ftKB) OD (in} ID (in) WtlLen (lb/ft) Grade (in) IDNam Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651,0 0.0 9 5/8 8.681 47,00 L-80 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2012
asemeweeny Report #: 15, DFS: 11

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation {ft} CF Elev (ft) KB43round Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hi) Job Rotating % (%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (itKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVO)(flKB)

7,673.0
Daily Operations
Repoit Start Dale Report End Date Days From Spud (days) Start Depth (flKB} End Depth (ItKB) Daily Depth Progress (ft)

10/3/2012 06:00 10/4/2012 06:00 11 4,673.0 4,673.0 0.00
Operations al Report Time
Breaking circ near Float
Operations Summary
Finesh testing bop's,Test to top drive IBOP, &Saftey valve, Test casing to 4809 psi. Run Gyrol P/U BHA &TIH,
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dah Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start T1me Dur (br) (hr) Codo 1 Comment Start Depth (f1KB) End Depth (ftKD)

06:00 10,00 10.00 15 Tested BOP's- Upper Pipe rams, TIW, IBOP 250 psi/10,000 psi , Choke & 4,673.0 4,673.0
killline &valves, Choke mainfold valve, to 250/10,000 psi,top drive safety
valve & IBOP to 250/10,000,Tested stand pipe to 3500 psi, Performed
accumulatorfunction test, Tested killline check valve 250 psil 10,000 psi -

OK-

16:00 3.50 13.50 10 Held PJSM M/U Gyrodata survey tool RIH tagged at4600' slicl line 4,673.0 4,673.0
measurement POOH surveying every 100' to surface R/D Gyrodata

19:30 1.50 15.00 9 Slip and cut drillline ( Note: Pedormed topjob on 9 5/8" x 13 3/8" annulus) 4,673,0 4,673.0

21:00 0.50 15.50 7 Service Rig and Top Drive 4,673.0 4,673.0
21:30 0.50 16.00 21 Install wear bushing and lock down 4,673.0 4,673.0
22:00 3.50 19.50 20 M/U Bit#6 directional assemblyorient and test OK ( Note: Pedorm second 4,673.0 4,673.0

topjob on 9 5/8" x 13 3/8" annulus )
01:30 4.50 24.00 6 TIH withdirectional assemblyfiling pipe every20 stds to 4577' 4,673.0 4,673.0
Mud Check: <-lepth>ftKB, «dttm>
Date Depth (ilKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa·s) YP OR (ibfl1... Gel (10s) (Ibf.. Gel {10m) (Ib.. Gel (30m) (Ib. . Filtrate (mLI.. FC {1/32") HTHP Filitet... HTHP FC {1...

MBT (Ib/bbl) pH Pm {mL/mL} Pf (mL/mL} Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Poi (mg/L} Lime (Ibibb1) Solids {%} CaCI (ppm) OilWater Ratlo

Mud Lost (Hole) (bbl) Mud Last (Surl} {bbi) LCM ECD - Manual Entr... T Flowlíne (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled (it) Date In Date Out Dril1Time{hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52,00 10.7 52.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ItKB) OD (in} [D (in) Wt/Len (Ibitt) Grade (in) IDNom MIn(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed: 10/8/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2012
asemeweeny Report #: 15, DFS: 11

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation {ft} CF Elev (ft) KB43round Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hi) Job Rotating % (%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (itKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVO)(flKB)

7,673.0
Daily Operations
Repoit Start Dale Report End Date Days From Spud (days) Start Depth (flKB} End Depth (ItKB) Daily Depth Progress (ft)

10/3/2012 06:00 10/4/2012 06:00 11 4,673.0 4,673.0 0.00
Operations al Report Time
Breaking circ near Float
Operations Summary
Finesh testing bop's,Test to top drive IBOP, &Saftey valve, Test casing to 4809 psi. Run Gyrol P/U BHA &TIH,
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dah Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start T1me Dur (br) (hr) Codo 1 Comment Start Depth (f1KB) End Depth (ftKD)

06:00 10,00 10.00 15 Tested BOP's- Upper Pipe rams, TIW, IBOP 250 psi/10,000 psi , Choke & 4,673.0 4,673.0
killline &valves, Choke mainfold valve, to 250/10,000 psi,top drive safety
valve & IBOP to 250/10,000,Tested stand pipe to 3500 psi, Performed
accumulatorfunction test, Tested killline check valve 250 psil 10,000 psi -

OK-

16:00 3.50 13.50 10 Held PJSM M/U Gyrodata survey tool RIH tagged at4600' slicl line 4,673.0 4,673.0
measurement POOH surveying every 100' to surface R/D Gyrodata

19:30 1.50 15.00 9 Slip and cut drillline ( Note: Pedormed topjob on 9 5/8" x 13 3/8" annulus) 4,673,0 4,673.0

21:00 0.50 15.50 7 Service Rig and Top Drive 4,673.0 4,673.0
21:30 0.50 16.00 21 Install wear bushing and lock down 4,673.0 4,673.0
22:00 3.50 19.50 20 M/U Bit#6 directional assemblyorient and test OK ( Note: Pedorm second 4,673.0 4,673.0

topjob on 9 5/8" x 13 3/8" annulus )
01:30 4.50 24.00 6 TIH withdirectional assemblyfiling pipe every20 stds to 4577' 4,673.0 4,673.0
Mud Check: <-lepth>ftKB, «dttm>
Date Depth (ilKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa·s) YP OR (ibfl1... Gel (10s) (Ibf.. Gel {10m) (Ib.. Gel (30m) (Ib. . Filtrate (mLI.. FC {1/32") HTHP Filitet... HTHP FC {1...

MBT (Ib/bbl) pH Pm {mL/mL} Pf (mL/mL} Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Poi (mg/L} Lime (Ibibb1) Solids {%} CaCI (ppm) OilWater Ratlo

Mud Lost (Hole) (bbl) Mud Last (Surl} {bbi) LCM ECD - Manual Entr... T Flowlíne (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled (it) Date In Date Out Dril1Time{hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52,00 10.7 52.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ItKB) OD (in} [D (in) Wt/Len (Ibitt) Grade (in) IDNom MIn(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed: 10/8/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2012
asemeweeny Report #: 15, DFS: 11

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation {ft} CF Elev (ft) KB43round Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hi) Job Rotating % (%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (itKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVO)(flKB)

7,673.0
Daily Operations
Repoit Start Dale Report End Date Days From Spud (days) Start Depth (flKB} End Depth (ItKB) Daily Depth Progress (ft)

10/3/2012 06:00 10/4/2012 06:00 11 4,673.0 4,673.0 0.00
Operations al Report Time
Breaking circ near Float
Operations Summary
Finesh testing bop's,Test to top drive IBOP, &Saftey valve, Test casing to 4809 psi. Run Gyrol P/U BHA &TIH,
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dah Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start T1me Dur (br) (hr) Codo 1 Comment Start Depth (f1KB) End Depth (ftKD)

06:00 10,00 10.00 15 Tested BOP's- Upper Pipe rams, TIW, IBOP 250 psi/10,000 psi , Choke & 4,673.0 4,673.0
killline &valves, Choke mainfold valve, to 250/10,000 psi,top drive safety
valve & IBOP to 250/10,000,Tested stand pipe to 3500 psi, Performed
accumulatorfunction test, Tested killline check valve 250 psil 10,000 psi -

OK-

16:00 3.50 13.50 10 Held PJSM M/U Gyrodata survey tool RIH tagged at4600' slicl line 4,673.0 4,673.0
measurement POOH surveying every 100' to surface R/D Gyrodata

19:30 1.50 15.00 9 Slip and cut drillline ( Note: Pedormed topjob on 9 5/8" x 13 3/8" annulus) 4,673,0 4,673.0

21:00 0.50 15.50 7 Service Rig and Top Drive 4,673.0 4,673.0
21:30 0.50 16.00 21 Install wear bushing and lock down 4,673.0 4,673.0
22:00 3.50 19.50 20 M/U Bit#6 directional assemblyorient and test OK ( Note: Pedorm second 4,673.0 4,673.0

topjob on 9 5/8" x 13 3/8" annulus )
01:30 4.50 24.00 6 TIH withdirectional assemblyfiling pipe every20 stds to 4577' 4,673.0 4,673.0
Mud Check: <-lepth>ftKB, «dttm>
Date Depth (ilKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa·s) YP OR (ibfl1... Gel (10s) (Ibf.. Gel {10m) (Ib.. Gel (30m) (Ib. . Filtrate (mLI.. FC {1/32") HTHP Filitet... HTHP FC {1...

MBT (Ib/bbl) pH Pm {mL/mL} Pf (mL/mL} Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Poi (mg/L} Lime (Ibibb1) Solids {%} CaCI (ppm) OilWater Ratlo

Mud Lost (Hole) (bbl) Mud Last (Surl} {bbi) LCM ECD - Manual Entr... T Flowlíne (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled (it) Date In Date Out Dril1Time{hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52,00 10.7 52.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ItKB) OD (in} [D (in) Wt/Len (Ibitt) Grade (in) IDNom MIn(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed: 10/8/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2012
asemeweeny Report #: 15, DFS: 11

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation {ft} CF Elev (ft) KB43round Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hi) Job Rotating % (%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (itKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVO)(flKB)

7,673.0
Daily Operations
Repoit Start Dale Report End Date Days From Spud (days) Start Depth (flKB} End Depth (ItKB) Daily Depth Progress (ft)

10/3/2012 06:00 10/4/2012 06:00 11 4,673.0 4,673.0 0.00
Operations al Report Time
Breaking circ near Float
Operations Summary
Finesh testing bop's,Test to top drive IBOP, &Saftey valve, Test casing to 4809 psi. Run Gyrol P/U BHA &TIH,
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dah Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start T1me Dur (br) (hr) Codo 1 Comment Start Depth (f1KB) End Depth (ftKD)

06:00 10,00 10.00 15 Tested BOP's- Upper Pipe rams, TIW, IBOP 250 psi/10,000 psi , Choke & 4,673.0 4,673.0
killline &valves, Choke mainfold valve, to 250/10,000 psi,top drive safety
valve & IBOP to 250/10,000,Tested stand pipe to 3500 psi, Performed
accumulatorfunction test, Tested killline check valve 250 psil 10,000 psi -

OK-

16:00 3.50 13.50 10 Held PJSM M/U Gyrodata survey tool RIH tagged at4600' slicl line 4,673.0 4,673.0
measurement POOH surveying every 100' to surface R/D Gyrodata

19:30 1.50 15.00 9 Slip and cut drillline ( Note: Pedormed topjob on 9 5/8" x 13 3/8" annulus) 4,673,0 4,673.0

21:00 0.50 15.50 7 Service Rig and Top Drive 4,673.0 4,673.0
21:30 0.50 16.00 21 Install wear bushing and lock down 4,673.0 4,673.0
22:00 3.50 19.50 20 M/U Bit#6 directional assemblyorient and test OK ( Note: Pedorm second 4,673.0 4,673.0

topjob on 9 5/8" x 13 3/8" annulus )
01:30 4.50 24.00 6 TIH withdirectional assemblyfiling pipe every20 stds to 4577' 4,673.0 4,673.0
Mud Check: <-lepth>ftKB, «dttm>
Date Depth (ilKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa·s) YP OR (ibfl1... Gel (10s) (Ibf.. Gel {10m) (Ib.. Gel (30m) (Ib. . Filtrate (mLI.. FC {1/32") HTHP Filitet... HTHP FC {1...

MBT (Ib/bbl) pH Pm {mL/mL} Pf (mL/mL} Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Poi (mg/L} Lime (Ibibb1) Solids {%} CaCI (ppm) OilWater Ratlo

Mud Lost (Hole) (bbl) Mud Last (Surl} {bbi) LCM ECD - Manual Entr... T Flowlíne (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled (it) Date In Date Out Dril1Time{hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52,00 10.7 52.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ItKB) OD (in} [D (in) Wt/Len (Ibitt) Grade (in) IDNom MIn(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2012
asemeweeny Report #: 15, DFS: 11

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation {ft} CF Elev (ft) KB43round Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hi) Job Rotating % (%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (itKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVO)(flKB)

7,673.0
Daily Operations
Repoit Start Dale Report End Date Days From Spud (days) Start Depth (flKB} End Depth (ItKB) Daily Depth Progress (ft)

10/3/2012 06:00 10/4/2012 06:00 11 4,673.0 4,673.0 0.00
Operations al Report Time
Breaking circ near Float
Operations Summary
Finesh testing bop's,Test to top drive IBOP, &Saftey valve, Test casing to 4809 psi. Run Gyrol P/U BHA &TIH,
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dah Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start T1me Dur (br) (hr) Codo 1 Comment Start Depth (f1KB) End Depth (ftKD)

06:00 10,00 10.00 15 Tested BOP's- Upper Pipe rams, TIW, IBOP 250 psi/10,000 psi , Choke & 4,673.0 4,673.0
killline &valves, Choke mainfold valve, to 250/10,000 psi,top drive safety
valve & IBOP to 250/10,000,Tested stand pipe to 3500 psi, Performed
accumulatorfunction test, Tested killline check valve 250 psil 10,000 psi -

OK-

16:00 3.50 13.50 10 Held PJSM M/U Gyrodata survey tool RIH tagged at4600' slicl line 4,673.0 4,673.0
measurement POOH surveying every 100' to surface R/D Gyrodata

19:30 1.50 15.00 9 Slip and cut drillline ( Note: Pedormed topjob on 9 5/8" x 13 3/8" annulus) 4,673,0 4,673.0

21:00 0.50 15.50 7 Service Rig and Top Drive 4,673.0 4,673.0
21:30 0.50 16.00 21 Install wear bushing and lock down 4,673.0 4,673.0
22:00 3.50 19.50 20 M/U Bit#6 directional assemblyorient and test OK ( Note: Pedorm second 4,673.0 4,673.0

topjob on 9 5/8" x 13 3/8" annulus )
01:30 4.50 24.00 6 TIH withdirectional assemblyfiling pipe every20 stds to 4577' 4,673.0 4,673.0
Mud Check: <-lepth>ftKB, «dttm>
Date Depth (ilKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa·s) YP OR (ibfl1... Gel (10s) (Ibf.. Gel {10m) (Ib.. Gel (30m) (Ib. . Filtrate (mLI.. FC {1/32") HTHP Filitet... HTHP FC {1...

MBT (Ib/bbl) pH Pm {mL/mL} Pf (mL/mL} Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Poi (mg/L} Lime (Ibibb1) Solids {%} CaCI (ppm) OilWater Ratlo

Mud Lost (Hole) (bbl) Mud Last (Surl} {bbi) LCM ECD - Manual Entr... T Flowlíne (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled (it) Date In Date Out Dril1Time{hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52,00 10.7 52.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ItKB) OD (in} [D (in) Wt/Len (Ibitt) Grade (in) IDNom MIn(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2012
asemeweeny Report #: 15, DFS: 11

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation {ft} CF Elev (ft) KB43round Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hi) Job Rotating % (%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (itKB) KickOffDate KickOff Depth (flKB) KickOff Depth (TVO)(flKB)

7,673.0
Daily Operations
Repoit Start Dale Report End Date Days From Spud (days) Start Depth (flKB} End Depth (ItKB) Daily Depth Progress (ft)

10/3/2012 06:00 10/4/2012 06:00 11 4,673.0 4,673.0 0.00
Operations al Report Time
Breaking circ near Float
Operations Summary
Finesh testing bop's,Test to top drive IBOP, &Saftey valve, Test casing to 4809 psi. Run Gyrol P/U BHA &TIH,
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

dah Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start T1me Dur (br) (hr) Codo 1 Comment Start Depth (f1KB) End Depth (ftKD)

06:00 10,00 10.00 15 Tested BOP's- Upper Pipe rams, TIW, IBOP 250 psi/10,000 psi , Choke & 4,673.0 4,673.0
killline &valves, Choke mainfold valve, to 250/10,000 psi,top drive safety
valve & IBOP to 250/10,000,Tested stand pipe to 3500 psi, Performed
accumulatorfunction test, Tested killline check valve 250 psil 10,000 psi -

OK-

16:00 3.50 13.50 10 Held PJSM M/U Gyrodata survey tool RIH tagged at4600' slicl line 4,673.0 4,673.0
measurement POOH surveying every 100' to surface R/D Gyrodata

19:30 1.50 15.00 9 Slip and cut drillline ( Note: Pedormed topjob on 9 5/8" x 13 3/8" annulus) 4,673,0 4,673.0

21:00 0.50 15.50 7 Service Rig and Top Drive 4,673.0 4,673.0
21:30 0.50 16.00 21 Install wear bushing and lock down 4,673.0 4,673.0
22:00 3.50 19.50 20 M/U Bit#6 directional assemblyorient and test OK ( Note: Pedorm second 4,673.0 4,673.0

topjob on 9 5/8" x 13 3/8" annulus )
01:30 4.50 24.00 6 TIH withdirectional assemblyfiling pipe every20 stds to 4577' 4,673.0 4,673.0
Mud Check: <-lepth>ftKB, «dttm>
Date Depth (ilKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa·s) YP OR (ibfl1... Gel (10s) (Ibf.. Gel {10m) (Ib.. Gel (30m) (Ib. . Filtrate (mLI.. FC {1/32") HTHP Filitet... HTHP FC {1...

MBT (Ib/bbl) pH Pm {mL/mL} Pf (mL/mL} Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Poi (mg/L} Lime (Ibibb1) Solids {%} CaCI (ppm) OilWater Ratlo

Mud Lost (Hole) (bbl) Mud Last (Surl} {bbi) LCM ECD - Manual Entr... T Flowlíne (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled (it) Date In Date Out Dril1Time{hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52,00 10.7 52.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ItKB) OD (in} [D (in) Wt/Len (Ibitt) Grade (in) IDNom MIn(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54,50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2012
,iffili,""

Report #: 16, DFS: 12

Well Name: Cane Creek 26-3 Daily Depth Progress: 159.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation(it) CF Elev (it) KB-Ground Distance (ft) KB CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Lega1Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DilllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Slidîng (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (flKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Dale Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

10/4/2012 06:00 10/5/2012 06:00 12 4,673.0 4,832.0 159.00
Opera1tons at Report Time
Drillinghead @4832'
Operations Summary
Repair mud pumps, drillfloat equipment + 10' formation, circ, spot pill, FIT, clean mud pits, transfer oil base mud to activesystem, displace hole with oil base
mud 14.5ppg., rotate &slide drillingfrom 4683' to 4832'
Opeta1ions Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Stait Tirne Dui (fir) (br) Code i Comment Statt Deplh (ftKD) End Dep1h(flKB)

06:00 5.00 5.00 21 Work on mud system, water aired up, establish pump press. 4,673.0 4,673.0
11:00 1.50 6.50 2 Drillfloat @4,612', shoe @4,653', & 10ft. of formation ffrom 4,673' to 4,673.0 4,683.0

4,683'
12:30 1.50 8.00 5 Cir. & cond. mud, build &spot Icm pillon bottom 4,683.0 4,683.0
14:00 0.50 8.50 16 FIT @4,653' TVD to 2225#, with 8.8ppg. EMW 18.0ppg 4,683,0 4,683.0
14:30 0.50 9.00 7 Service rig &top drive 4,683.0 4,683.0
15:00 4.50 13.50 21 Clean mud pits. 4,683.0 4,683.0
19:30 2.00 15.50 21 Transfer oilbase mud from storage tanks to mud pits 4,683.0 4,683.0
21:30 1.50 17.00 5 Displace hole with oil base mud, pump 40bbis. diesel space, 323bbis. of 4,683.0 4,683.0

14.5ppg. oilbase mud, transferoil base mud to active system for a total of
710bbis, in pits.

23:00 1.00 18.00 2 Rotate from 4683' to 4737' 4,683.0 4,737.0
00:00 3.00 21.00 2 Slide from 4737'io 4758' 4,737.0 4,758.0
03:00 3.00 24.00 2 Rotate from 4758' to 4832' 4,758.0 4,832.0

Mud Check: 4,737.0ftKB, 13/4/2012 11:50
Date Depth (flKB) Density (Ib/gal) Vis (sfqi} PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (1IL Gel (30m) (Ib.. Filtrate (mLI... FC {1/32") HTHP Filtrat.. HTHP FC (1...

10/4/2012 4,737.0 14.50 62 20.0 5.000 5.000 8.000
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mUmL) Mf(mUmL) Chlorides {mg/L) Calcium (mg/L) Pot (mgit) Lime (Iblbbl) Solids (%} CaCI (ppm) OilWater Ratio

4.400 8.400 31.0 84.1/15.9
Mud Losl(Hole) (bb1) Mud Lost(Surf) {bbl) LCM ECD - Manual Entr... T Flowllne ("F) Comment

100.0
Daily Drilling Performance
Depth In (ItKB) Depth Out (ft.. Drilled (ft) Date in Date Oul DrillTime (br) BHA ROP (ft/hr) Rat Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100.00
Casing & L1ners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (ItKB) OD (in) ID (in} WIILen (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2012
,iffili,""

Report #: 16, DFS: 12

Well Name: Cane Creek 26-3 Daily Depth Progress: 159.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation(it) CF Elev (it) KB-Ground Distance (ft) KB CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Lega1Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DilllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Slidîng (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (flKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Dale Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

10/4/2012 06:00 10/5/2012 06:00 12 4,673.0 4,832.0 159.00
Opera1tons at Report Time
Drillinghead @4832'
Operations Summary
Repair mud pumps, drillfloat equipment + 10' formation, circ, spot pill, FIT, clean mud pits, transfer oil base mud to activesystem, displace hole with oil base
mud 14.5ppg., rotate &slide drillingfrom 4683' to 4832'
Opeta1ions Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Stait Tirne Dui (fir) (br) Code i Comment Statt Deplh (ftKD) End Dep1h(flKB)

06:00 5.00 5.00 21 Work on mud system, water aired up, establish pump press. 4,673.0 4,673.0
11:00 1.50 6.50 2 Drillfloat @4,612', shoe @4,653', & 10ft. of formation ffrom 4,673' to 4,673.0 4,683.0

4,683'
12:30 1.50 8.00 5 Cir. & cond. mud, build &spot Icm pillon bottom 4,683.0 4,683.0
14:00 0.50 8.50 16 FIT @4,653' TVD to 2225#, with 8.8ppg. EMW 18.0ppg 4,683,0 4,683.0
14:30 0.50 9.00 7 Service rig &top drive 4,683.0 4,683.0
15:00 4.50 13.50 21 Clean mud pits. 4,683.0 4,683.0
19:30 2.00 15.50 21 Transfer oilbase mud from storage tanks to mud pits 4,683.0 4,683.0
21:30 1.50 17.00 5 Displace hole with oil base mud, pump 40bbis. diesel space, 323bbis. of 4,683.0 4,683.0

14.5ppg. oilbase mud, transferoil base mud to active system for a total of
710bbis, in pits.

23:00 1.00 18.00 2 Rotate from 4683' to 4737' 4,683.0 4,737.0
00:00 3.00 21.00 2 Slide from 4737'io 4758' 4,737.0 4,758.0
03:00 3.00 24.00 2 Rotate from 4758' to 4832' 4,758.0 4,832.0

Mud Check: 4,737.0ftKB, 13/4/2012 11:50
Date Depth (flKB) Density (Ib/gal) Vis (sfqi} PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (1IL Gel (30m) (Ib.. Filtrate (mLI... FC {1/32") HTHP Filtrat.. HTHP FC (1...

10/4/2012 4,737.0 14.50 62 20.0 5.000 5.000 8.000
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mUmL) Mf(mUmL) Chlorides {mg/L) Calcium (mg/L) Pot (mgit) Lime (Iblbbl) Solids (%} CaCI (ppm) OilWater Ratio

4.400 8.400 31.0 84.1/15.9
Mud Losl(Hole) (bb1) Mud Lost(Surf) {bbl) LCM ECD - Manual Entr... T Flowllne ("F) Comment

100.0
Daily Drilling Performance
Depth In (ItKB) Depth Out (ft.. Drilled (ft) Date in Date Oul DrillTime (br) BHA ROP (ft/hr) Rat Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100.00
Casing & L1ners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (ItKB) OD (in) ID (in} WIILen (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2012
,iffili,""

Report #: 16, DFS: 12

Well Name: Cane Creek 26-3 Daily Depth Progress: 159.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
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Operator Surface Lega1Location
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DilllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Slidîng (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (flKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Dale Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

10/4/2012 06:00 10/5/2012 06:00 12 4,673.0 4,832.0 159.00
Opera1tons at Report Time
Drillinghead @4832'
Operations Summary
Repair mud pumps, drillfloat equipment + 10' formation, circ, spot pill, FIT, clean mud pits, transfer oil base mud to activesystem, displace hole with oil base
mud 14.5ppg., rotate &slide drillingfrom 4683' to 4832'
Opeta1ions Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Stait Tirne Dui (fir) (br) Code i Comment Statt Deplh (ftKD) End Dep1h(flKB)

06:00 5.00 5.00 21 Work on mud system, water aired up, establish pump press. 4,673.0 4,673.0
11:00 1.50 6.50 2 Drillfloat @4,612', shoe @4,653', & 10ft. of formation ffrom 4,673' to 4,673.0 4,683.0

4,683'
12:30 1.50 8.00 5 Cir. & cond. mud, build &spot Icm pillon bottom 4,683.0 4,683.0
14:00 0.50 8.50 16 FIT @4,653' TVD to 2225#, with 8.8ppg. EMW 18.0ppg 4,683,0 4,683.0
14:30 0.50 9.00 7 Service rig &top drive 4,683.0 4,683.0
15:00 4.50 13.50 21 Clean mud pits. 4,683.0 4,683.0
19:30 2.00 15.50 21 Transfer oilbase mud from storage tanks to mud pits 4,683.0 4,683.0
21:30 1.50 17.00 5 Displace hole with oil base mud, pump 40bbis. diesel space, 323bbis. of 4,683.0 4,683.0

14.5ppg. oilbase mud, transferoil base mud to active system for a total of
710bbis, in pits.

23:00 1.00 18.00 2 Rotate from 4683' to 4737' 4,683.0 4,737.0
00:00 3.00 21.00 2 Slide from 4737'io 4758' 4,737.0 4,758.0
03:00 3.00 24.00 2 Rotate from 4758' to 4832' 4,758.0 4,832.0

Mud Check: 4,737.0ftKB, 13/4/2012 11:50
Date Depth (flKB) Density (Ib/gal) Vis (sfqi} PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (1IL Gel (30m) (Ib.. Filtrate (mLI... FC {1/32") HTHP Filtrat.. HTHP FC (1...

10/4/2012 4,737.0 14.50 62 20.0 5.000 5.000 8.000
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mUmL) Mf(mUmL) Chlorides {mg/L) Calcium (mg/L) Pot (mgit) Lime (Iblbbl) Solids (%} CaCI (ppm) OilWater Ratio

4.400 8.400 31.0 84.1/15.9
Mud Losl(Hole) (bb1) Mud Lost(Surf) {bbl) LCM ECD - Manual Entr... T Flowllne ("F) Comment

100.0
Daily Drilling Performance
Depth In (ItKB) Depth Out (ft.. Drilled (ft) Date in Date Oul DrillTime (br) BHA ROP (ft/hr) Rat Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100.00
Casing & L1ners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (ItKB) OD (in) ID (in} WIILen (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2012
,iffili,""

Report #: 16, DFS: 12

Well Name: Cane Creek 26-3 Daily Depth Progress: 159.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation(it) CF Elev (it) KB-Ground Distance (ft) KB CF (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Lega1Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DilllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Slidîng (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (flKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Dale Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

10/4/2012 06:00 10/5/2012 06:00 12 4,673.0 4,832.0 159.00
Opera1tons at Report Time
Drillinghead @4832'
Operations Summary
Repair mud pumps, drillfloat equipment + 10' formation, circ, spot pill, FIT, clean mud pits, transfer oil base mud to activesystem, displace hole with oil base
mud 14.5ppg., rotate &slide drillingfrom 4683' to 4832'
Opeta1ions Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Stait Tirne Dui (fir) (br) Code i Comment Statt Deplh (ftKD) End Dep1h(flKB)

06:00 5.00 5.00 21 Work on mud system, water aired up, establish pump press. 4,673.0 4,673.0
11:00 1.50 6.50 2 Drillfloat @4,612', shoe @4,653', & 10ft. of formation ffrom 4,673' to 4,673.0 4,683.0

4,683'
12:30 1.50 8.00 5 Cir. & cond. mud, build &spot Icm pillon bottom 4,683.0 4,683.0
14:00 0.50 8.50 16 FIT @4,653' TVD to 2225#, with 8.8ppg. EMW 18.0ppg 4,683,0 4,683.0
14:30 0.50 9.00 7 Service rig &top drive 4,683.0 4,683.0
15:00 4.50 13.50 21 Clean mud pits. 4,683.0 4,683.0
19:30 2.00 15.50 21 Transfer oilbase mud from storage tanks to mud pits 4,683.0 4,683.0
21:30 1.50 17.00 5 Displace hole with oil base mud, pump 40bbis. diesel space, 323bbis. of 4,683.0 4,683.0

14.5ppg. oilbase mud, transferoil base mud to active system for a total of
710bbis, in pits.

23:00 1.00 18.00 2 Rotate from 4683' to 4737' 4,683.0 4,737.0
00:00 3.00 21.00 2 Slide from 4737'io 4758' 4,737.0 4,758.0
03:00 3.00 24.00 2 Rotate from 4758' to 4832' 4,758.0 4,832.0

Mud Check: 4,737.0ftKB, 13/4/2012 11:50
Date Depth (flKB) Density (Ib/gal) Vis (sfqi} PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (1IL Gel (30m) (Ib.. Filtrate (mLI... FC {1/32") HTHP Filtrat.. HTHP FC (1...

10/4/2012 4,737.0 14.50 62 20.0 5.000 5.000 8.000
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mUmL) Mf(mUmL) Chlorides {mg/L) Calcium (mg/L) Pot (mgit) Lime (Iblbbl) Solids (%} CaCI (ppm) OilWater Ratio

4.400 8.400 31.0 84.1/15.9
Mud Losl(Hole) (bb1) Mud Lost(Surf) {bbl) LCM ECD - Manual Entr... T Flowllne ("F) Comment

100.0
Daily Drilling Performance
Depth In (ItKB) Depth Out (ft.. Drilled (ft) Date in Date Oul DrillTime (br) BHA ROP (ft/hr) Rat Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100.00
Casing & L1ners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (ItKB) OD (in) ID (in} WIILen (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2012
,iffili,""
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Operator Surface Lega1Location
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DilllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Slidîng (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (flKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Dale Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

10/4/2012 06:00 10/5/2012 06:00 12 4,673.0 4,832.0 159.00
Opera1tons at Report Time
Drillinghead @4832'
Operations Summary
Repair mud pumps, drillfloat equipment + 10' formation, circ, spot pill, FIT, clean mud pits, transfer oil base mud to activesystem, displace hole with oil base
mud 14.5ppg., rotate &slide drillingfrom 4683' to 4832'
Opeta1ions Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Stait Tirne Dui (fir) (br) Code i Comment Statt Deplh (ftKD) End Dep1h(flKB)

06:00 5.00 5.00 21 Work on mud system, water aired up, establish pump press. 4,673.0 4,673.0
11:00 1.50 6.50 2 Drillfloat @4,612', shoe @4,653', & 10ft. of formation ffrom 4,673' to 4,673.0 4,683.0

4,683'
12:30 1.50 8.00 5 Cir. & cond. mud, build &spot Icm pillon bottom 4,683.0 4,683.0
14:00 0.50 8.50 16 FIT @4,653' TVD to 2225#, with 8.8ppg. EMW 18.0ppg 4,683,0 4,683.0
14:30 0.50 9.00 7 Service rig &top drive 4,683.0 4,683.0
15:00 4.50 13.50 21 Clean mud pits. 4,683.0 4,683.0
19:30 2.00 15.50 21 Transfer oilbase mud from storage tanks to mud pits 4,683.0 4,683.0
21:30 1.50 17.00 5 Displace hole with oil base mud, pump 40bbis. diesel space, 323bbis. of 4,683.0 4,683.0

14.5ppg. oilbase mud, transferoil base mud to active system for a total of
710bbis, in pits.

23:00 1.00 18.00 2 Rotate from 4683' to 4737' 4,683.0 4,737.0
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10/4/2012 4,737.0 14.50 62 20.0 5.000 5.000 8.000
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mUmL) Mf(mUmL) Chlorides {mg/L) Calcium (mg/L) Pot (mgit) Lime (Iblbbl) Solids (%} CaCI (ppm) OilWater Ratio

4.400 8.400 31.0 84.1/15.9
Mud Losl(Hole) (bb1) Mud Lost(Surf) {bbl) LCM ECD - Manual Entr... T Flowllne ("F) Comment

100.0
Daily Drilling Performance
Depth In (ItKB) Depth Out (ft.. Drilled (ft) Date in Date Oul DrillTime (br) BHA ROP (ft/hr) Rat Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100.00
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Run Date Csg Des (flKB) Top (ItKB) OD (in) ID (in} WIILen (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2012
,iffili,""

Report #: 16, DFS: 12

Well Name: Cane Creek 26-3 Daily Depth Progress: 159.00
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158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (flKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Dale Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress {ft)

10/4/2012 06:00 10/5/2012 06:00 12 4,673.0 4,832.0 159.00
Opera1tons at Report Time
Drillinghead @4832'
Operations Summary
Repair mud pumps, drillfloat equipment + 10' formation, circ, spot pill, FIT, clean mud pits, transfer oil base mud to activesystem, displace hole with oil base
mud 14.5ppg., rotate &slide drillingfrom 4683' to 4832'
Opeta1ions Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Stait Tirne Dui (fir) (br) Code i Comment Statt Deplh (ftKD) End Dep1h(flKB)

06:00 5.00 5.00 21 Work on mud system, water aired up, establish pump press. 4,673.0 4,673.0
11:00 1.50 6.50 2 Drillfloat @4,612', shoe @4,653', & 10ft. of formation ffrom 4,673' to 4,673.0 4,683.0

4,683'
12:30 1.50 8.00 5 Cir. & cond. mud, build &spot Icm pillon bottom 4,683.0 4,683.0
14:00 0.50 8.50 16 FIT @4,653' TVD to 2225#, with 8.8ppg. EMW 18.0ppg 4,683,0 4,683.0
14:30 0.50 9.00 7 Service rig &top drive 4,683.0 4,683.0
15:00 4.50 13.50 21 Clean mud pits. 4,683.0 4,683.0
19:30 2.00 15.50 21 Transfer oilbase mud from storage tanks to mud pits 4,683.0 4,683.0
21:30 1.50 17.00 5 Displace hole with oil base mud, pump 40bbis. diesel space, 323bbis. of 4,683.0 4,683.0

14.5ppg. oilbase mud, transferoil base mud to active system for a total of
710bbis, in pits.

23:00 1.00 18.00 2 Rotate from 4683' to 4737' 4,683.0 4,737.0
00:00 3.00 21.00 2 Slide from 4737'io 4758' 4,737.0 4,758.0
03:00 3.00 24.00 2 Rotate from 4758' to 4832' 4,758.0 4,832.0

Mud Check: 4,737.0ftKB, 13/4/2012 11:50
Date Depth (flKB) Density (Ib/gal) Vis (sfqi} PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (1IL Gel (30m) (Ib.. Filtrate (mLI... FC {1/32") HTHP Filtrat.. HTHP FC (1...

10/4/2012 4,737.0 14.50 62 20.0 5.000 5.000 8.000
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mUmL) Mf(mUmL) Chlorides {mg/L) Calcium (mg/L) Pot (mgit) Lime (Iblbbl) Solids (%} CaCI (ppm) OilWater Ratio

4.400 8.400 31.0 84.1/15.9
Mud Losl(Hole) (bb1) Mud Lost(Surf) {bbl) LCM ECD - Manual Entr... T Flowllne ("F) Comment

100.0
Daily Drilling Performance
Depth In (ItKB) Depth Out (ft.. Drilled (ft) Date in Date Oul DrillTime (br) BHA ROP (ft/hr) Rat Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100.00
Casing & L1ners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (ItKB) OD (in) ID (in} WIILen (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FI gy Daily Drilling - Paradox Executive Daily No Cost Report.for: 10/6/2012
Ewisamativemst Report #: 17, DFS: 13

Well Name: Cane Creek 26-3 Daily Depth Progress: -4,494.00

APIlUWI Well Area Basin Field Name Ucense # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Slate/Prov1nce Surveyed Elevation {ft) CF Elev (it) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
Grand lJT 5,652.00 23.00 9/10/2012 00:00
Operator surfaceLegal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) CItculating Hours {hr) Job ROP (illhr) Job ROP Rotating {ftthr) Job ROP Sliding (ft/hr) Job Rotating% {%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD}(ItKB)

7,673.0
Daily Operations
Repod Start Date Report End Date Days From Spud {days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/5/2012 06:00 10/6/2012 06:00 13 4,832.0 5,230.0 -4,494.00

Operations at Report Time
DrillingAhead
Operations Summary
DrillingF 4832' to 5230'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posillon Ollice

Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-4401

Timo Log
Clim Dar

Start limo Utir (hr) (br) Codo 1 Commenl Start Depth (itKB} En<I Depth (ftKR)

06:00 3.50 3.50 2 DRILL&SLIDE FROM 4832' TO 4892' 4,832.0 4,892.0
09:30 2.00 5.50 5 CIR. & COND. MUD BUILDSLUG, MUDMOTOR FAILER 4,892.0 4,892.0
11:30 3.50 9.00 6 PUMP SLUG & POOH 4,892.0 4,892.0
15:00 1.50 10.50 6 LAYDOWN BIT, MUDMOTOR &STABS. 4,892.0 4,892.0
16:30 0.50 11.00 7 SERVICE RIG &TOP DRIVE 4,892.0 4,892.0
17:00 5.50 16.50 6 MAKEUP NEW MUDMOTOR , SCRIBE MOTOR, SURFACE TEST MWD, 4,892.0 4,892.0

MAKEUP BIT &TlH,FíLLINGPIPE EVERY20stds.
22:30 1.00 17.50 5 Cir. & ream from 4853' to 4892' 4,892.0 4,892.0
23:30 6.50 24.00 2 Rotate &slidedrillingfrom 4892' to5230' 4.892.0 5,230.0
Mud Check:<·iepth>ftKB, 10/5/2012 11:59
Date Depth (ftKB) Density (Ib/gal) Vis {slql) PVOR (Pa-s) YP OR {lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel {30m) (Ib... Filkale (mLI... FC {1/32") HTHP Filtrat., HTHP FC {1. .

10/5/2012
MBT(Ib/bbl} pH Pm (mLímL) Pf (mUmL) Mf(mL/mL) Chlorides (mg/L) Caldum (mg/L) Pot (mg/L) Lime (Iblbbl) Solids (%} CaCI (ppm} OilWater Ratio

Mud Lost (Hole) {bbl) Mud Lost (Surt) (bb|) LCM ECD - Manual Entt.. T Flowline(F) Comment

Mud Check: 5 130.0ftKB, 10/5/2012 11:59
Date Depth (ftKB) Density (Ib/gal) Vis (slqi) PVOR (Pa·s) YP OR {lbf/1... Gel (10s) (Ibf... Gel (10m) {lb... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat.., HTMPFC (1. .

10/5/2012 5,130.0 14.70 52 20.0 8.000 8.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mLimL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Caldum (mg/L) Pot (mglL) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 8.900 30.5 84.2/15.8
Mud Lost (Hole) {bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment

24.0 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Dale In Date Out DrillTime (br) BHA ROP (ft/hr) Rot Time (hr) Side Time (hi) % Slide Time... % Rat Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100,00
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Dale In Date Out DrillTime (br) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time. . % Rot Time (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32.00 100,00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) WIILen (Ibill) Grade {in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate i 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Sundry Number: 31442 API Well Number: 43019500190000

FI gy Daily Drilling - Paradox Executive Daily No Cost Report.for: 10/6/2012
Ewisamativemst Report #: 17, DFS: 13

Well Name: Cane Creek 26-3 Daily Depth Progress: -4,494.00

APIlUWI Well Area Basin Field Name Ucense # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Slate/Prov1nce Surveyed Elevation {ft) CF Elev (it) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
Grand lJT 5,652.00 23.00 9/10/2012 00:00
Operator surfaceLegal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) CItculating Hours {hr) Job ROP (illhr) Job ROP Rotating {ftthr) Job ROP Sliding (ft/hr) Job Rotating% {%) Total Job Percent Sliding (%)

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD}(ItKB)

7,673.0
Daily Operations
Repod Start Date Report End Date Days From Spud {days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/5/2012 06:00 10/6/2012 06:00 13 4,832.0 5,230.0 -4,494.00

Operations at Report Time
DrillingAhead
Operations Summary
DrillingF 4832' to 5230'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posillon Ollice

Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-4401

Timo Log
Clim Dar

Start limo Utir (hr) (br) Codo 1 Commenl Start Depth (itKB} En<I Depth (ftKR)

06:00 3.50 3.50 2 DRILL&SLIDE FROM 4832' TO 4892' 4,832.0 4,892.0
09:30 2.00 5.50 5 CIR. & COND. MUD BUILDSLUG, MUDMOTOR FAILER 4,892.0 4,892.0
11:30 3.50 9.00 6 PUMP SLUG & POOH 4,892.0 4,892.0
15:00 1.50 10.50 6 LAYDOWN BIT, MUDMOTOR &STABS. 4,892.0 4,892.0
16:30 0.50 11.00 7 SERVICE RIG &TOP DRIVE 4,892.0 4,892.0
17:00 5.50 16.50 6 MAKEUP NEW MUDMOTOR , SCRIBE MOTOR, SURFACE TEST MWD, 4,892.0 4,892.0

MAKEUP BIT &TlH,FíLLINGPIPE EVERY20stds.
22:30 1.00 17.50 5 Cir. & ream from 4853' to 4892' 4,892.0 4,892.0
23:30 6.50 24.00 2 Rotate &slidedrillingfrom 4892' to5230' 4.892.0 5,230.0
Mud Check:<·iepth>ftKB, 10/5/2012 11:59
Date Depth (ftKB) Density (Ib/gal) Vis {slql) PVOR (Pa-s) YP OR {lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel {30m) (Ib... Filkale (mLI... FC {1/32") HTHP Filtrat., HTHP FC {1. .

10/5/2012
MBT(Ib/bbl} pH Pm (mLímL) Pf (mUmL) Mf(mL/mL) Chlorides (mg/L) Caldum (mg/L) Pot (mg/L) Lime (Iblbbl) Solids (%} CaCI (ppm} OilWater Ratio

Mud Lost (Hole) {bbl) Mud Lost (Surt) (bb|) LCM ECD - Manual Entt.. T Flowline(F) Comment

Mud Check: 5 130.0ftKB, 10/5/2012 11:59
Date Depth (ftKB) Density (Ib/gal) Vis (slqi) PVOR (Pa·s) YP OR {lbf/1... Gel (10s) (Ibf... Gel (10m) {lb... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat.., HTMPFC (1. .

10/5/2012 5,130.0 14.70 52 20.0 8.000 8.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mLimL) Pf (mUmL) Mf(mLImL) Chlorides (mg/L) Caldum (mg/L) Pot (mglL) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 8.900 30.5 84.2/15.8
Mud Lost (Hole) {bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment

24.0 98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Dale In Date Out DrillTime (br) BHA ROP (ft/hr) Rot Time (hr) Side Time (hi) % Slide Time... % Rat Time (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100,00
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Dale In Date Out DrillTime (br) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time. . % Rot Time (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32.00 100,00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) WIILen (Ibill) Grade {in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate i 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Sundry Number: 31442 API Well Number: 43019500190000

FI gy Daily Drilling - Paradox Executive Daily No Cost Report.for: 10/6/2012
Ewisamativemst Report #: 17, DFS: 13

Well Name: Cane Creek 26-3 Daily Depth Progress: -4,494.00

APIlUWI Well Area Basin Field Name Ucense # Permit Number Well Config
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County Slate/Prov1nce Surveyed Elevation {ft) CF Elev (it) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
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Operator surfaceLegal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (flKB) KickOff Depth (TVD}(ItKB)

7,673.0
Daily Operations
Repod Start Date Report End Date Days From Spud {days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/5/2012 06:00 10/6/2012 06:00 13 4,832.0 5,230.0 -4,494.00

Operations at Report Time
DrillingAhead
Operations Summary
DrillingF 4832' to 5230'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posillon Ollice

Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-4401

Timo Log
Clim Dar

Start limo Utir (hr) (br) Codo 1 Commenl Start Depth (itKB} En<I Depth (ftKR)
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16:30 0.50 11.00 7 SERVICE RIG &TOP DRIVE 4,892.0 4,892.0
17:00 5.50 16.50 6 MAKEUP NEW MUDMOTOR , SCRIBE MOTOR, SURFACE TEST MWD, 4,892.0 4,892.0

MAKEUP BIT &TlH,FíLLINGPIPE EVERY20stds.
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10m2012
Report #: 18, DFS: 14

Well Name: Cane Creek 26-3 Daily Depth Progress: 1,550.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand LJT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Pmvious Well Rig Release Date
Frontler 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (br) Job ROP (filhr) Job ROP Rotating (ft/hr) Job ROP Sliding {ft/hr) Job Rotaling % (%) Total Job Percent Sliding (%}

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (itKB) KlokOff Date KIckOff Depth (flKB) KickOff Depth (TVD}{ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (fl)

10/6/2012 06:00 10/7/2012 06:00 14 5,230.0 6,780.0 1,550.00
Operatons al Report Time
Drglingahead
Operatons Summary
Drillingf/ 5230' to 5888' (slide 59') serviæ rig, drillfrom 5888' to 6780' (slide 79')
Operafons Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Rosition Office
Delbert Sullivan Company Man IWSL (970) 986-4401
Tucker Yancoy Company Man / WSL (970) 986-4401
Time Log

Cum Dor
Statt Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) Enri Depth (itKB)

06:00 10.00 10.00 2 Drillingfrom 5230' to 5888', (slide 59') 5,230.0 5,888.0
16:00 0.50 10.50 7 Service rig & top drive 5,888.0 5,888.0
16:30 13.50 24.00 2 Drillingfrom 5888' to 6780' 5,888.0 6,780.0

(slide 79')
Mud Check: 5,851.0ftKB, 10/6/2012 06:00
Date Depth (ftKB) Density(Ibigal) Vis {slqt) PVOR (Pa•s} YP OR (ibfl1... Gel (10s} (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filkale (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1,.

10/6/2012 5,851.0 15.00 50 23.0 8.000 6.000 12.000 12.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mUmL) Mf(mL/mL) Ch1orides (mg/L) Calcium {mg/L) Pot (mg/L) Lime (Iblbbl} Solids (%) CaCI (ppm) OIIWater Ratio

4.400 8.900 32.0 573,475 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline{°F) Comment

95.0
Mud Check: 6,567.0ftKB, 10/6/2012 23:00
Date Depth (ftKB) Density (Ibigal) Vis {s/qt) PVOR (Pa•s} YP OR (Ibfl1... Gel (108} (Ibf... Gel (10m) (Ib... Gel {30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/6/2012 6,567.0 15.40 50 23.0 8.000 7.000 12.000 12.000 3.0 2
MBT (Iblbbl) pH Pm {mLimL) Pf (mLimL) Mf(mL/mL) Chlorides (mg/L) Calcium {mg/L) Poi (mg/L) Llme (Ib/bbl} Solids (%) CaCI (ppm) OilWater Ratio

4.500 9.900 32.0 583,818 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost {Surt) (bbl) LCM ECO - Manual Entr... T Flowline{°F) Comment

93.0
Daily Drilling Performance
Depth in (ftKB} Depth Out {fl... Drilled(ft) Dale In Date Out DrillTime (hr} BHAROP (ft/hr) Rot Time (hr} Slide Time (hr) % Slide Time... % RolTîme (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100.00
Depth In (flKB) Depth Out {ft... Drilled(ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr} Rot Time (hr) Slide Time (hr) % Slide Time... % RolTîme (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32,00 100.00
Casing & Liners

Set Dep1h OD Nom Max
Run Dale Csg Des (fiKD) Top ((1KB) OD (in) ID(in) Wt/Len (Ibht) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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Run Dale Csg Des (fiKD) Top ((1KB) OD (in) ID(in) Wt/Len (Ibht) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10m2012
Report #: 18, DFS: 14

Well Name: Cane Creek 26-3 Daily Depth Progress: 1,550.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand LJT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Pmvious Well Rig Release Date
Frontler 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (br) Job ROP (filhr) Job ROP Rotating (ft/hr) Job ROP Sliding {ft/hr) Job Rotaling % (%) Total Job Percent Sliding (%}

158.50 8.50 44.8 44.8 100.00 0.00
Target Depth (itKB) KlokOff Date KIckOff Depth (flKB) KickOff Depth (TVD}{ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (fl)

10/6/2012 06:00 10/7/2012 06:00 14 5,230.0 6,780.0 1,550.00
Operatons al Report Time
Drglingahead
Operatons Summary
Drillingf/ 5230' to 5888' (slide 59') serviæ rig, drillfrom 5888' to 6780' (slide 79')
Operafons Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Rosition Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Tucker Yancoy Company Man / WSL (970) 986-4401

Time Log
Cum Dor

Statt Time Dur (br) (hr) Code 1 Comment Start Depth (ftKB) Enri Depth (itKB)
06:00 10.00 10.00 2 Drillingfrom 5230' to 5888', (slide 59') 5,230.0 5,888.0
16:00 0.50 10.50 7 Service rig & top drive 5,888.0 5,888.0
16:30 13.50 24.00 2 Drillingfrom 5888' to 6780' 5,888.0 6,780.0

(slide 79')
Mud Check: 5,851.0ftKB, 10/6/2012 06:00
Date Depth (ftKB) Density(Ibigal) Vis {slqt) PVOR (Pa•s} YP OR (ibfl1... Gel (10s} (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filkale (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1,.

10/6/2012 5,851.0 15.00 50 23.0 8.000 6.000 12.000 12.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mUmL) Mf(mL/mL) Ch1orides (mg/L) Calcium {mg/L) Pot (mg/L) Lime (Iblbbl} Solids (%) CaCI (ppm) OIIWater Ratio

4.400 8.900 32.0 573,475 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline{°F) Comment

95.0
Mud Check: 6,567.0ftKB, 10/6/2012 23:00
Date Depth (ftKB) Density (Ibigal) Vis {s/qt) PVOR (Pa•s} YP OR (Ibfl1... Gel (108} (Ibf... Gel (10m) (Ib... Gel {30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/6/2012 6,567.0 15.40 50 23.0 8.000 7.000 12.000 12.000 3.0 2
MBT (Iblbbl) pH Pm {mLimL) Pf (mLimL) Mf(mL/mL) Chlorides (mg/L) Calcium {mg/L) Poi (mg/L) Llme (Ib/bbl} Solids (%) CaCI (ppm) OilWater Ratio

4.500 9.900 32.0 583,818 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost {Surt) (bbl) LCM ECO - Manual Entr... T Flowline{°F) Comment

93.0
Daily Drilling Performance
Depth in (ftKB} Depth Out {fl... Drilled(ft) Dale In Date Out DrillTime (hr} BHAROP (ft/hr) Rot Time (hr} Slide Time (hr) % Slide Time... % RolTîme (%)

4,673.0 5,230.0 557.00 10/4/2012 06:00 10/6/2012 06:00 52.00 10.7 52.00 100.00
Depth In (flKB) Depth Out {ft... Drilled(ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr} Rot Time (hr) Slide Time (hr) % Slide Time... % RolTîme (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32,00 100.00
Casing & Liners

Set Dep1h OD Nom Max
Run Dale Csg Des (fiKD) Top ((1KB) OD (in) ID(in) Wt/Len (Ibht) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling -Paradox Executive Daily No Cost Reportfor:10/8/2012
bplorationiProdudimCnµnr Report #: 19, DFS: 15

Well Name: Cane Creek 26-3 Daily Depth Progress: 608.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (il) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5.652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours {hr} Circulating Hours {hr) Job ROP (ft/hr} Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percenl Sliding (%)

158.50 8.50 44,8 44.8 100.00 0.00
Target Depth (ItKB) KickOff Date KlckOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (itKB) DailyDepth Progress (ft)

10/7/2012 06:00 10/8/2012 06:00 15 6,780.0 7,388.0 608.00
Operations at Report Time
TlH with core barrel
Operations Summary
Drillingfrom 6780' to 7388' (slide 44'), cir. & cond. mud, pump Icm sweep, build & pump slug, POOH, lay down dir. BHA. Clean rig of oil base mud, pick up
coreingBHA &TIH
Operations Next Report Period
Coring
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact - Position Ofilee

Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Starl Time Dur (hr) (br) Code 1 Comment Start Depth (ftKH) Fnd Ocpih (ftKR)

06:00 8.50 8.50 2 Drillingfrom 6780' to 7388', (slide 44') 6,780.0 7,388.0
14:30 2.50 11.00 5 Cir, &cond. mud, pump LCMsweep, &slug 7,388.0 7,388.0
17:00 7.50 18.50 8 POOH 7,388.0 7,388.0
00:30 1.00 19.50 6 Lay down dir. tools 7,388.0 7,388,0
01:30 0.50 20.00 21 Clean oil base mud from rig floor 7,388.0 7,388.0
02:00 . 4.00 24.00 6 Pick up coreing BHA &TIH 7,388.0 7,388.0
Mud Check: 7,388.0ftKB, 10/7/2012 (6:00
Dale Depth (ftKB) Densily(Iblgal) Vis (s/qt} PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (1bf...Gel (10m) {lb... Gel (30m} (ib... Filtrate (mLI... FC (1/32") HTHP FillraL. HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm {mLlmL) Pf (mUmL) Mi (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot {mg/L) Lime (lbibbl) Solids (%) CaCI (ppm) OilWater Ratio

6.200 9.900 32,0 583,818 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost(Surt) {bbl) LCM ECD - Manual Entr... T FloWine (°F) Comment

Mud Check: 7,388.0ftKB, 10/7/2012 06:00
Dale Depth (ftKB) Density (iblgal} Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) {lb... Gel (30m} (lb.- Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm (mLlmL} Pi(mL/mL) Mf(mLimL) Chlorides (mglL) Calcium {mg/L) Pol(mg/L) Lime (1blbbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 9.900 32.0 573,475 85.3/14.7
Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FloWine {°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dd11ed(ft) Date in Date Out Dril1Time(hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rat Time (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(In} Wt/Len (Ibilt) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

I

Page 1/1 Report Printed: 10/8/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling -Paradox Executive Daily No Cost Reportfor:10/8/2012
bplorationiProdudimCnµnr Report #: 19, DFS: 15

Well Name: Cane Creek 26-3 Daily Depth Progress: 608.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (il) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5.652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours {hr} Circulating Hours {hr) Job ROP (ft/hr} Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percenl Sliding (%)

158.50 8.50 44,8 44.8 100.00 0.00
Target Depth (ItKB) KickOff Date KlckOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (itKB) DailyDepth Progress (ft)

10/7/2012 06:00 10/8/2012 06:00 15 6,780.0 7,388.0 608.00
Operations at Report Time
TlH with core barrel
Operations Summary
Drillingfrom 6780' to 7388' (slide 44'), cir. & cond. mud, pump Icm sweep, build & pump slug, POOH, lay down dir. BHA. Clean rig of oil base mud, pick up
coreingBHA &TIH
Operations Next Report Period
Coring
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact - Position Ofilee

Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Starl Time Dur (hr) (br) Code 1 Comment Start Depth (ftKH) Fnd Ocpih (ftKR)

06:00 8.50 8.50 2 Drillingfrom 6780' to 7388', (slide 44') 6,780.0 7,388.0
14:30 2.50 11.00 5 Cir, &cond. mud, pump LCMsweep, &slug 7,388.0 7,388.0
17:00 7.50 18.50 8 POOH 7,388.0 7,388.0
00:30 1.00 19.50 6 Lay down dir. tools 7,388.0 7,388,0
01:30 0.50 20.00 21 Clean oil base mud from rig floor 7,388.0 7,388.0
02:00 . 4.00 24.00 6 Pick up coreing BHA &TIH 7,388.0 7,388.0
Mud Check: 7,388.0ftKB, 10/7/2012 (6:00
Dale Depth (ftKB) Densily(Iblgal) Vis (s/qt} PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (1bf...Gel (10m) {lb... Gel (30m} (ib... Filtrate (mLI... FC (1/32") HTHP FillraL. HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm {mLlmL) Pf (mUmL) Mi (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot {mg/L) Lime (lbibbl) Solids (%) CaCI (ppm) OilWater Ratio

6.200 9.900 32,0 583,818 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost(Surt) {bbl) LCM ECD - Manual Entr... T FloWine (°F) Comment

Mud Check: 7,388.0ftKB, 10/7/2012 06:00
Dale Depth (ftKB) Density (iblgal} Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) {lb... Gel (30m} (lb.- Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm (mLlmL} Pi(mL/mL) Mf(mLimL) Chlorides (mglL) Calcium {mg/L) Pol(mg/L) Lime (1blbbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 9.900 32.0 573,475 85.3/14.7
Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FloWine {°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dd11ed(ft) Date in Date Out Dril1Time(hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rat Time (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(In} Wt/Len (Ibilt) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

I

Page 1/1 Report Printed: 10/8/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling -Paradox Executive Daily No Cost Reportfor:10/8/2012
bplorationiProdudimCnµnr Report #: 19, DFS: 15

Well Name: Cane Creek 26-3 Daily Depth Progress: 608.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (il) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5.652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours {hr} Circulating Hours {hr) Job ROP (ft/hr} Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percenl Sliding (%)

158.50 8.50 44,8 44.8 100.00 0.00
Target Depth (ItKB) KickOff Date KlckOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (itKB) DailyDepth Progress (ft)

10/7/2012 06:00 10/8/2012 06:00 15 6,780.0 7,388.0 608.00
Operations at Report Time
TlH with core barrel
Operations Summary
Drillingfrom 6780' to 7388' (slide 44'), cir. & cond. mud, pump Icm sweep, build & pump slug, POOH, lay down dir. BHA. Clean rig of oil base mud, pick up
coreingBHA &TIH
Operations Next Report Period
Coring
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact - Position Ofilee

Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Starl Time Dur (hr) (br) Code 1 Comment Start Depth (ftKH) Fnd Ocpih (ftKR)

06:00 8.50 8.50 2 Drillingfrom 6780' to 7388', (slide 44') 6,780.0 7,388.0
14:30 2.50 11.00 5 Cir, &cond. mud, pump LCMsweep, &slug 7,388.0 7,388.0
17:00 7.50 18.50 8 POOH 7,388.0 7,388.0
00:30 1.00 19.50 6 Lay down dir. tools 7,388.0 7,388,0
01:30 0.50 20.00 21 Clean oil base mud from rig floor 7,388.0 7,388.0
02:00 . 4.00 24.00 6 Pick up coreing BHA &TIH 7,388.0 7,388.0
Mud Check: 7,388.0ftKB, 10/7/2012 (6:00
Dale Depth (ftKB) Densily(Iblgal) Vis (s/qt} PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (1bf...Gel (10m) {lb... Gel (30m} (ib... Filtrate (mLI... FC (1/32") HTHP FillraL. HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm {mLlmL) Pf (mUmL) Mi (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot {mg/L) Lime (lbibbl) Solids (%) CaCI (ppm) OilWater Ratio

6.200 9.900 32,0 583,818 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost(Surt) {bbl) LCM ECD - Manual Entr... T FloWine (°F) Comment

Mud Check: 7,388.0ftKB, 10/7/2012 06:00
Dale Depth (ftKB) Density (iblgal} Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) {lb... Gel (30m} (lb.- Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm (mLlmL} Pi(mL/mL) Mf(mLimL) Chlorides (mglL) Calcium {mg/L) Pol(mg/L) Lime (1blbbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 9.900 32.0 573,475 85.3/14.7
Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FloWine {°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dd11ed(ft) Date in Date Out Dril1Time(hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rat Time (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(In} Wt/Len (Ibilt) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

I

Page 1/1 Report Printed: 10/8/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling -Paradox Executive Daily No Cost Reportfor:10/8/2012
bplorationiProdudimCnµnr Report #: 19, DFS: 15

Well Name: Cane Creek 26-3 Daily Depth Progress: 608.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (il) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5.652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours {hr} Circulating Hours {hr) Job ROP (ft/hr} Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percenl Sliding (%)

158.50 8.50 44,8 44.8 100.00 0.00
Target Depth (ItKB) KickOff Date KlckOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (itKB) DailyDepth Progress (ft)

10/7/2012 06:00 10/8/2012 06:00 15 6,780.0 7,388.0 608.00
Operations at Report Time
TlH with core barrel
Operations Summary
Drillingfrom 6780' to 7388' (slide 44'), cir. & cond. mud, pump Icm sweep, build & pump slug, POOH, lay down dir. BHA. Clean rig of oil base mud, pick up
coreingBHA &TIH
Operations Next Report Period
Coring
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact - Position Ofilee

Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Starl Time Dur (hr) (br) Code 1 Comment Start Depth (ftKH) Fnd Ocpih (ftKR)

06:00 8.50 8.50 2 Drillingfrom 6780' to 7388', (slide 44') 6,780.0 7,388.0
14:30 2.50 11.00 5 Cir, &cond. mud, pump LCMsweep, &slug 7,388.0 7,388.0
17:00 7.50 18.50 8 POOH 7,388.0 7,388.0
00:30 1.00 19.50 6 Lay down dir. tools 7,388.0 7,388,0
01:30 0.50 20.00 21 Clean oil base mud from rig floor 7,388.0 7,388.0
02:00 . 4.00 24.00 6 Pick up coreing BHA &TIH 7,388.0 7,388.0
Mud Check: 7,388.0ftKB, 10/7/2012 (6:00
Dale Depth (ftKB) Densily(Iblgal) Vis (s/qt} PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (1bf...Gel (10m) {lb... Gel (30m} (ib... Filtrate (mLI... FC (1/32") HTHP FillraL. HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm {mLlmL) Pf (mUmL) Mi (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot {mg/L) Lime (lbibbl) Solids (%) CaCI (ppm) OilWater Ratio

6.200 9.900 32,0 583,818 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost(Surt) {bbl) LCM ECD - Manual Entr... T FloWine (°F) Comment

Mud Check: 7,388.0ftKB, 10/7/2012 06:00
Dale Depth (ftKB) Density (iblgal} Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) {lb... Gel (30m} (lb.- Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm (mLlmL} Pi(mL/mL) Mf(mLimL) Chlorides (mglL) Calcium {mg/L) Pol(mg/L) Lime (1blbbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 9.900 32.0 573,475 85.3/14.7
Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FloWine {°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dd11ed(ft) Date in Date Out Dril1Time(hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rat Time (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(In} Wt/Len (Ibilt) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

I

Page 1/1 Report Printed: 10/8/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling -Paradox Executive Daily No Cost Reportfor:10/8/2012
bplorationiProdudimCnµnr Report #: 19, DFS: 15

Well Name: Cane Creek 26-3 Daily Depth Progress: 608.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (il) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5.652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours {hr} Circulating Hours {hr) Job ROP (ft/hr} Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percenl Sliding (%)

158.50 8.50 44,8 44.8 100.00 0.00
Target Depth (ItKB) KickOff Date KlckOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (itKB) DailyDepth Progress (ft)

10/7/2012 06:00 10/8/2012 06:00 15 6,780.0 7,388.0 608.00
Operations at Report Time
TlH with core barrel
Operations Summary
Drillingfrom 6780' to 7388' (slide 44'), cir. & cond. mud, pump Icm sweep, build & pump slug, POOH, lay down dir. BHA. Clean rig of oil base mud, pick up
coreingBHA &TIH
Operations Next Report Period
Coring
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact - Position Ofilee

Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Starl Time Dur (hr) (br) Code 1 Comment Start Depth (ftKH) Fnd Ocpih (ftKR)

06:00 8.50 8.50 2 Drillingfrom 6780' to 7388', (slide 44') 6,780.0 7,388.0
14:30 2.50 11.00 5 Cir, &cond. mud, pump LCMsweep, &slug 7,388.0 7,388.0
17:00 7.50 18.50 8 POOH 7,388.0 7,388.0
00:30 1.00 19.50 6 Lay down dir. tools 7,388.0 7,388,0
01:30 0.50 20.00 21 Clean oil base mud from rig floor 7,388.0 7,388.0
02:00 . 4.00 24.00 6 Pick up coreing BHA &TIH 7,388.0 7,388.0
Mud Check: 7,388.0ftKB, 10/7/2012 (6:00
Dale Depth (ftKB) Densily(Iblgal) Vis (s/qt} PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (1bf...Gel (10m) {lb... Gel (30m} (ib... Filtrate (mLI... FC (1/32") HTHP FillraL. HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm {mLlmL) Pf (mUmL) Mi (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot {mg/L) Lime (lbibbl) Solids (%) CaCI (ppm) OilWater Ratio

6.200 9.900 32,0 583,818 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost(Surt) {bbl) LCM ECD - Manual Entr... T FloWine (°F) Comment

Mud Check: 7,388.0ftKB, 10/7/2012 06:00
Dale Depth (ftKB) Density (iblgal} Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) {lb... Gel (30m} (lb.- Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm (mLlmL} Pi(mL/mL) Mf(mLimL) Chlorides (mglL) Calcium {mg/L) Pol(mg/L) Lime (1blbbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 9.900 32.0 573,475 85.3/14.7
Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FloWine {°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dd11ed(ft) Date in Date Out Dril1Time(hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rat Time (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(In} Wt/Len (Ibilt) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

I

Page 1/1 Report Printed: 10/8/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling -Paradox Executive Daily No Cost Reportfor:10/8/2012
bplorationiProdudimCnµnr Report #: 19, DFS: 15

Well Name: Cane Creek 26-3 Daily Depth Progress: 608.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (il) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5.652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours {hr} Circulating Hours {hr) Job ROP (ft/hr} Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percenl Sliding (%)

158.50 8.50 44,8 44.8 100.00 0.00
Target Depth (ItKB) KickOff Date KlckOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (itKB) DailyDepth Progress (ft)

10/7/2012 06:00 10/8/2012 06:00 15 6,780.0 7,388.0 608.00
Operations at Report Time
TlH with core barrel
Operations Summary
Drillingfrom 6780' to 7388' (slide 44'), cir. & cond. mud, pump Icm sweep, build & pump slug, POOH, lay down dir. BHA. Clean rig of oil base mud, pick up
coreingBHA &TIH
Operations Next Report Period
Coring
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact - Position Ofilee

Delbert Sullivan Company Man / WSL (970) 986-4401

Tuckor Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Starl Time Dur (hr) (br) Code 1 Comment Start Depth (ftKH) Fnd Ocpih (ftKR)

06:00 8.50 8.50 2 Drillingfrom 6780' to 7388', (slide 44') 6,780.0 7,388.0
14:30 2.50 11.00 5 Cir, &cond. mud, pump LCMsweep, &slug 7,388.0 7,388.0
17:00 7.50 18.50 8 POOH 7,388.0 7,388.0
00:30 1.00 19.50 6 Lay down dir. tools 7,388.0 7,388,0
01:30 0.50 20.00 21 Clean oil base mud from rig floor 7,388.0 7,388.0
02:00 . 4.00 24.00 6 Pick up coreing BHA &TIH 7,388.0 7,388.0
Mud Check: 7,388.0ftKB, 10/7/2012 (6:00
Dale Depth (ftKB) Densily(Iblgal) Vis (s/qt} PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (1bf...Gel (10m) {lb... Gel (30m} (ib... Filtrate (mLI... FC (1/32") HTHP FillraL. HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm {mLlmL) Pf (mUmL) Mi (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot {mg/L) Lime (lbibbl) Solids (%) CaCI (ppm) OilWater Ratio

6.200 9.900 32,0 583,818 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost(Surt) {bbl) LCM ECD - Manual Entr... T FloWine (°F) Comment

Mud Check: 7,388.0ftKB, 10/7/2012 06:00
Dale Depth (ftKB) Density (iblgal} Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) {lb... Gel (30m} (lb.- Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/7/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl} pH Pm (mLlmL} Pi(mL/mL) Mf(mLimL) Chlorides (mglL) Calcium {mg/L) Pol(mg/L) Lime (1blbbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 9.900 32.0 573,475 85.3/14.7
Mud Lost (Hole}(bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FloWine {°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dd11ed(ft) Date in Date Out Dril1Time(hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rat Time (%)

5,230.0 7,388.0 2,158.00 10/6/2012 06:00 10/8/2012 06:00 32.00 67.4 32.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(In} Wt/Len (Ibilt) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

I

Page 1/1 Report Printed: 10/8/2012



RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/9/2012
****M Report #: 20, DFS: 16

Well Name: Cane Creek 26-3 Daily Depth Progress: 85.00
APilUWi WellArea . Basin FieldName License# PermitNumber Wel1Config
43-019-50019

_

Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (it) CF Elev (ft) KB Ground Distance {ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Campany ManiWellSite Lead Rig Emeli Address RigPhone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrlilingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

168.00 11.00 43.3 42.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
ReportStartOate Report End Date Days From Spud (days) Start Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

10/8/2012 06:00 10/9/2012 06:00 16 7,388.0 7,473.0 85.00
Operailons at Report Time
POOH
Operailons Summaiy
TlH with core barrel,wash & ream fl 4754' to 7388' circ.dropball, coreing f/ 7388' to 7473' total of 85ft. core bit stopped drilling, cir bottoms up, monitor well, cir,
bottoms up, pump slug POOH (Lost 49bb1s. mud to hole)
Operati¤ns Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-A401
Timo Log

Cum Dur
Start Irme Dur(nr} (br) Code 1 Comment Slait Depth (ftKB) EJ:d Depth (ftKR)

06:00 10.50 10.50 6 TIH to 7388' ( ream from 4747-5312'/ 5600'-5687' / 5812'-5840'l 6270'- 7,388.0 7,388.0
7388')

16:30 0.50 11.00 5 Cir. bottoms up 7,388.0 7,388.0
17:00 9.50 20.50 4 Coreing from 7388' to 7473' (cored 85' no hole made fron 01:30 to 02:30) 7,388.0 7,473.0

02:30 1.00 21.50 5 Cir, bottoms up 7,473.0 7,473.0
03:30 0.50 22.00 21 Monitor well 7,473.0 7,473.0
04:00 1.00 23.00 5 Cir. bottoms up (lost49bbls. mud tohole) 7,473.0 7,473.Ó
05:00 1.00 24.00 6 Pump slug & POOH 7,473.0 7,473.0
Mud Check: 7,388.0ftKB, 1018/2012 06:00
Date Depth (ftKB) Density (1b/gal} Vis (s/ql) PVOR (Pa•s) YP OR (ibf/1,.. Gel (los) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrale (mLI... FC (1/32") HTHP Filtrat... HTHP FC (L.

10/8/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLimL} PT(mL/mt) Mf(mUmL) Chlorides (mg/L) Calcium (mg/t.) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI(ppm) OilWater Ratio

7.200 9.900 32.0 53 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr.., T Flowline(°F) Comment

Mud Check: 7,473.0ftKB, 10/812012 11:59
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PVOR (Pa•s) YP OR (Ibf/1... Gel (105) (Ibf.- Get (10m) (Ib... Gel {30m) (Ib... Filtrate (mLt... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/8/2012 7,473.0 15.50 60 26.0 10.000 8.000 13.000 15.000 3.0 2
MBT(Ibibbl} pH Pm (mL/mL) Pf {mLlmL} Mf(mLImL) Chlorides (mg/L) Calcium (mgi} Pot (mg/L) Lime (lbibbl) Solids (%} CaCI (ppm) OilWater Ratio

4.500 9.900 32.5 41 85.2/14.8
Mud Lost (Hola}(bbl} Mud Lost(Suff) (bbl) LCM ECD - Manual Entr... T Flowlîne (°F) Comment

49.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ftihr) Rot Time (hr) Slide Time (br) % Slide Time... % Rot Time (%}

5,230.0 7,473.0 2,243.00 10/6/2012 06:00 10/9/2012 02:30 32.00 70.1 32.00 100,00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rol Time (hr} Slide Time (hr} % SIlde Time... % Rot Time (%}

7,388.0 7,473.0 85.00 10/8/2012 06:00 10/9/2012 06:00 9.50 8.9 9.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (flKB) OD (in) (D(in) WULen (lblit) Grade (in) ID Nom Min(In}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12,615 54.50 J-55 13 3/8 12,615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 Sl8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/9/2012
****M Report #: 20, DFS: 16

Well Name: Cane Creek 26-3 Daily Depth Progress: 85.00
APilUWi WellArea . Basin FieldName License# PermitNumber Wel1Config
43-019-50019

_

Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (it) CF Elev (ft) KB Ground Distance {ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Campany ManiWellSite Lead Rig Emeli Address RigPhone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrlilingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

168.00 11.00 43.3 42.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
ReportStartOate Report End Date Days From Spud (days) Start Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

10/8/2012 06:00 10/9/2012 06:00 16 7,388.0 7,473.0 85.00
Operailons at Report Time
POOH
Operailons Summaiy
TlH with core barrel,wash & ream fl 4754' to 7388' circ.dropball, coreing f/ 7388' to 7473' total of 85ft. core bit stopped drilling, cir bottoms up, monitor well, cir,
bottoms up, pump slug POOH (Lost 49bb1s. mud to hole)
Operati¤ns Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-A401
Timo Log

Cum Dur
Start Irme Dur(nr} (br) Code 1 Comment Slait Depth (ftKB) EJ:d Depth (ftKR)

06:00 10.50 10.50 6 TIH to 7388' ( ream from 4747-5312'/ 5600'-5687' / 5812'-5840'l 6270'- 7,388.0 7,388.0
7388')

16:30 0.50 11.00 5 Cir. bottoms up 7,388.0 7,388.0
17:00 9.50 20.50 4 Coreing from 7388' to 7473' (cored 85' no hole made fron 01:30 to 02:30) 7,388.0 7,473.0

02:30 1.00 21.50 5 Cir, bottoms up 7,473.0 7,473.0
03:30 0.50 22.00 21 Monitor well 7,473.0 7,473.0
04:00 1.00 23.00 5 Cir. bottoms up (lost49bbls. mud tohole) 7,473.0 7,473.Ó
05:00 1.00 24.00 6 Pump slug & POOH 7,473.0 7,473.0
Mud Check: 7,388.0ftKB, 1018/2012 06:00
Date Depth (ftKB) Density (1b/gal} Vis (s/ql) PVOR (Pa•s) YP OR (ibf/1,.. Gel (los) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrale (mLI... FC (1/32") HTHP Filtrat... HTHP FC (L.

10/8/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLimL} PT(mL/mt) Mf(mUmL) Chlorides (mg/L) Calcium (mg/t.) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI(ppm) OilWater Ratio

7.200 9.900 32.0 53 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr.., T Flowline(°F) Comment

Mud Check: 7,473.0ftKB, 10/812012 11:59
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PVOR (Pa•s) YP OR (Ibf/1... Gel (105) (Ibf.- Get (10m) (Ib... Gel {30m) (Ib... Filtrate (mLt... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/8/2012 7,473.0 15.50 60 26.0 10.000 8.000 13.000 15.000 3.0 2
MBT(Ibibbl} pH Pm (mL/mL) Pf {mLlmL} Mf(mLImL) Chlorides (mg/L) Calcium (mgi} Pot (mg/L) Lime (lbibbl) Solids (%} CaCI (ppm) OilWater Ratio

4.500 9.900 32.5 41 85.2/14.8
Mud Lost (Hola}(bbl} Mud Lost(Suff) (bbl) LCM ECD - Manual Entr... T Flowlîne (°F) Comment

49.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ftihr) Rot Time (hr) Slide Time (br) % Slide Time... % Rot Time (%}

5,230.0 7,473.0 2,243.00 10/6/2012 06:00 10/9/2012 02:30 32.00 70.1 32.00 100,00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rol Time (hr} Slide Time (hr} % SIlde Time... % Rot Time (%}

7,388.0 7,473.0 85.00 10/8/2012 06:00 10/9/2012 06:00 9.50 8.9 9.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (flKB) OD (in) (D(in) WULen (lblit) Grade (in) ID Nom Min(In}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12,615 54.50 J-55 13 3/8 12,615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 Sl8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/9/2012
****M Report #: 20, DFS: 16

Well Name: Cane Creek 26-3 Daily Depth Progress: 85.00
APilUWi WellArea . Basin FieldName License# PermitNumber Wel1Config
43-019-50019

_

Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (it) CF Elev (ft) KB Ground Distance {ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Campany ManiWellSite Lead Rig Emeli Address RigPhone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrlilingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

168.00 11.00 43.3 42.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
ReportStartOate Report End Date Days From Spud (days) Start Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

10/8/2012 06:00 10/9/2012 06:00 16 7,388.0 7,473.0 85.00
Operailons at Report Time
POOH
Operailons Summaiy
TlH with core barrel,wash & ream fl 4754' to 7388' circ.dropball, coreing f/ 7388' to 7473' total of 85ft. core bit stopped drilling, cir bottoms up, monitor well, cir,
bottoms up, pump slug POOH (Lost 49bb1s. mud to hole)
Operati¤ns Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-A401
Timo Log

Cum Dur
Start Irme Dur(nr} (br) Code 1 Comment Slait Depth (ftKB) EJ:d Depth (ftKR)

06:00 10.50 10.50 6 TIH to 7388' ( ream from 4747-5312'/ 5600'-5687' / 5812'-5840'l 6270'- 7,388.0 7,388.0
7388')

16:30 0.50 11.00 5 Cir. bottoms up 7,388.0 7,388.0
17:00 9.50 20.50 4 Coreing from 7388' to 7473' (cored 85' no hole made fron 01:30 to 02:30) 7,388.0 7,473.0

02:30 1.00 21.50 5 Cir, bottoms up 7,473.0 7,473.0
03:30 0.50 22.00 21 Monitor well 7,473.0 7,473.0
04:00 1.00 23.00 5 Cir. bottoms up (lost49bbls. mud tohole) 7,473.0 7,473.Ó
05:00 1.00 24.00 6 Pump slug & POOH 7,473.0 7,473.0
Mud Check: 7,388.0ftKB, 1018/2012 06:00
Date Depth (ftKB) Density (1b/gal} Vis (s/ql) PVOR (Pa•s) YP OR (ibf/1,.. Gel (los) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrale (mLI... FC (1/32") HTHP Filtrat... HTHP FC (L.

10/8/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLimL} PT(mL/mt) Mf(mUmL) Chlorides (mg/L) Calcium (mg/t.) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI(ppm) OilWater Ratio

7.200 9.900 32.0 53 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr.., T Flowline(°F) Comment

Mud Check: 7,473.0ftKB, 10/812012 11:59
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PVOR (Pa•s) YP OR (Ibf/1... Gel (105) (Ibf.- Get (10m) (Ib... Gel {30m) (Ib... Filtrate (mLt... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/8/2012 7,473.0 15.50 60 26.0 10.000 8.000 13.000 15.000 3.0 2
MBT(Ibibbl} pH Pm (mL/mL) Pf {mLlmL} Mf(mLImL) Chlorides (mg/L) Calcium (mgi} Pot (mg/L) Lime (lbibbl) Solids (%} CaCI (ppm) OilWater Ratio

4.500 9.900 32.5 41 85.2/14.8
Mud Lost (Hola}(bbl} Mud Lost(Suff) (bbl) LCM ECD - Manual Entr... T Flowlîne (°F) Comment

49.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ftihr) Rot Time (hr) Slide Time (br) % Slide Time... % Rot Time (%}

5,230.0 7,473.0 2,243.00 10/6/2012 06:00 10/9/2012 02:30 32.00 70.1 32.00 100,00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rol Time (hr} Slide Time (hr} % SIlde Time... % Rot Time (%}

7,388.0 7,473.0 85.00 10/8/2012 06:00 10/9/2012 06:00 9.50 8.9 9.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (flKB) OD (in) (D(in) WULen (lblit) Grade (in) ID Nom Min(In}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12,615 54.50 J-55 13 3/8 12,615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 Sl8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/9/2012
****M Report #: 20, DFS: 16

Well Name: Cane Creek 26-3 Daily Depth Progress: 85.00
APilUWi WellArea . Basin FieldName License# PermitNumber Wel1Config
43-019-50019

_

Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (it) CF Elev (ft) KB Ground Distance {ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Campany ManiWellSite Lead Rig Emeli Address RigPhone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrlilingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

168.00 11.00 43.3 42.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
ReportStartOate Report End Date Days From Spud (days) Start Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

10/8/2012 06:00 10/9/2012 06:00 16 7,388.0 7,473.0 85.00
Operailons at Report Time
POOH
Operailons Summaiy
TlH with core barrel,wash & ream fl 4754' to 7388' circ.dropball, coreing f/ 7388' to 7473' total of 85ft. core bit stopped drilling, cir bottoms up, monitor well, cir,
bottoms up, pump slug POOH (Lost 49bb1s. mud to hole)
Operati¤ns Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-A401
Timo Log

Cum Dur
Start Irme Dur(nr} (br) Code 1 Comment Slait Depth (ftKB) EJ:d Depth (ftKR)

06:00 10.50 10.50 6 TIH to 7388' ( ream from 4747-5312'/ 5600'-5687' / 5812'-5840'l 6270'- 7,388.0 7,388.0
7388')

16:30 0.50 11.00 5 Cir. bottoms up 7,388.0 7,388.0
17:00 9.50 20.50 4 Coreing from 7388' to 7473' (cored 85' no hole made fron 01:30 to 02:30) 7,388.0 7,473.0

02:30 1.00 21.50 5 Cir, bottoms up 7,473.0 7,473.0
03:30 0.50 22.00 21 Monitor well 7,473.0 7,473.0
04:00 1.00 23.00 5 Cir. bottoms up (lost49bbls. mud tohole) 7,473.0 7,473.Ó
05:00 1.00 24.00 6 Pump slug & POOH 7,473.0 7,473.0
Mud Check: 7,388.0ftKB, 1018/2012 06:00
Date Depth (ftKB) Density (1b/gal} Vis (s/ql) PVOR (Pa•s) YP OR (ibf/1,.. Gel (los) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrale (mLI... FC (1/32") HTHP Filtrat... HTHP FC (L.

10/8/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLimL} PT(mL/mt) Mf(mUmL) Chlorides (mg/L) Calcium (mg/t.) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI(ppm) OilWater Ratio

7.200 9.900 32.0 53 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr.., T Flowline(°F) Comment

Mud Check: 7,473.0ftKB, 10/812012 11:59
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PVOR (Pa•s) YP OR (Ibf/1... Gel (105) (Ibf.- Get (10m) (Ib... Gel {30m) (Ib... Filtrate (mLt... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/8/2012 7,473.0 15.50 60 26.0 10.000 8.000 13.000 15.000 3.0 2
MBT(Ibibbl} pH Pm (mL/mL) Pf {mLlmL} Mf(mLImL) Chlorides (mg/L) Calcium (mgi} Pot (mg/L) Lime (lbibbl) Solids (%} CaCI (ppm) OilWater Ratio

4.500 9.900 32.5 41 85.2/14.8
Mud Lost (Hola}(bbl} Mud Lost(Suff) (bbl) LCM ECD - Manual Entr... T Flowlîne (°F) Comment

49.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ftihr) Rot Time (hr) Slide Time (br) % Slide Time... % Rot Time (%}

5,230.0 7,473.0 2,243.00 10/6/2012 06:00 10/9/2012 02:30 32.00 70.1 32.00 100,00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rol Time (hr} Slide Time (hr} % SIlde Time... % Rot Time (%}

7,388.0 7,473.0 85.00 10/8/2012 06:00 10/9/2012 06:00 9.50 8.9 9.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (flKB) OD (in) (D(in) WULen (lblit) Grade (in) ID Nom Min(In}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12,615 54.50 J-55 13 3/8 12,615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 Sl8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/9/2012
****M Report #: 20, DFS: 16

Well Name: Cane Creek 26-3 Daily Depth Progress: 85.00
APilUWi WellArea . Basin FieldName License# PermitNumber Wel1Config
43-019-50019

_

Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (it) CF Elev (ft) KB Ground Distance {ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Campany ManiWellSite Lead Rig Emeli Address RigPhone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrlilingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

168.00 11.00 43.3 42.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
ReportStartOate Report End Date Days From Spud (days) Start Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

10/8/2012 06:00 10/9/2012 06:00 16 7,388.0 7,473.0 85.00
Operailons at Report Time
POOH
Operailons Summaiy
TlH with core barrel,wash & ream fl 4754' to 7388' circ.dropball, coreing f/ 7388' to 7473' total of 85ft. core bit stopped drilling, cir bottoms up, monitor well, cir,
bottoms up, pump slug POOH (Lost 49bb1s. mud to hole)
Operati¤ns Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-A401
Timo Log

Cum Dur
Start Irme Dur(nr} (br) Code 1 Comment Slait Depth (ftKB) EJ:d Depth (ftKR)

06:00 10.50 10.50 6 TIH to 7388' ( ream from 4747-5312'/ 5600'-5687' / 5812'-5840'l 6270'- 7,388.0 7,388.0
7388')

16:30 0.50 11.00 5 Cir. bottoms up 7,388.0 7,388.0
17:00 9.50 20.50 4 Coreing from 7388' to 7473' (cored 85' no hole made fron 01:30 to 02:30) 7,388.0 7,473.0

02:30 1.00 21.50 5 Cir, bottoms up 7,473.0 7,473.0
03:30 0.50 22.00 21 Monitor well 7,473.0 7,473.0
04:00 1.00 23.00 5 Cir. bottoms up (lost49bbls. mud tohole) 7,473.0 7,473.Ó
05:00 1.00 24.00 6 Pump slug & POOH 7,473.0 7,473.0
Mud Check: 7,388.0ftKB, 1018/2012 06:00
Date Depth (ftKB) Density (1b/gal} Vis (s/ql) PVOR (Pa•s) YP OR (ibf/1,.. Gel (los) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrale (mLI... FC (1/32") HTHP Filtrat... HTHP FC (L.

10/8/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLimL} PT(mL/mt) Mf(mUmL) Chlorides (mg/L) Calcium (mg/t.) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI(ppm) OilWater Ratio

7.200 9.900 32.0 53 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr.., T Flowline(°F) Comment

Mud Check: 7,473.0ftKB, 10/812012 11:59
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PVOR (Pa•s) YP OR (Ibf/1... Gel (105) (Ibf.- Get (10m) (Ib... Gel {30m) (Ib... Filtrate (mLt... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/8/2012 7,473.0 15.50 60 26.0 10.000 8.000 13.000 15.000 3.0 2
MBT(Ibibbl} pH Pm (mL/mL) Pf {mLlmL} Mf(mLImL) Chlorides (mg/L) Calcium (mgi} Pot (mg/L) Lime (lbibbl) Solids (%} CaCI (ppm) OilWater Ratio

4.500 9.900 32.5 41 85.2/14.8
Mud Lost (Hola}(bbl} Mud Lost(Suff) (bbl) LCM ECD - Manual Entr... T Flowlîne (°F) Comment

49.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ftihr) Rot Time (hr) Slide Time (br) % Slide Time... % Rot Time (%}

5,230.0 7,473.0 2,243.00 10/6/2012 06:00 10/9/2012 02:30 32.00 70.1 32.00 100,00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rol Time (hr} Slide Time (hr} % SIlde Time... % Rot Time (%}

7,388.0 7,473.0 85.00 10/8/2012 06:00 10/9/2012 06:00 9.50 8.9 9.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (flKB) OD (in) (D(in) WULen (lblit) Grade (in) ID Nom Min(In}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12,615 54.50 J-55 13 3/8 12,615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 Sl8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/9/2012
****M Report #: 20, DFS: 16

Well Name: Cane Creek 26-3 Daily Depth Progress: 85.00
APilUWi WellArea . Basin FieldName License# PermitNumber Wel1Config
43-019-50019

_

Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (it) CF Elev (ft) KB Ground Distance {ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Campany ManiWellSite Lead Rig Emeli Address RigPhone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrlilingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

168.00 11.00 43.3 42.8 100.00 0.00
Target Depth (ftKB} KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
ReportStartOate Report End Date Days From Spud (days) Start Depth (ItKB) End Depth (ftKB) Daily Depth Progress (ft)

10/8/2012 06:00 10/9/2012 06:00 16 7,388.0 7,473.0 85.00
Operailons at Report Time
POOH
Operailons Summaiy
TlH with core barrel,wash & ream fl 4754' to 7388' circ.dropball, coreing f/ 7388' to 7473' total of 85ft. core bit stopped drilling, cir bottoms up, monitor well, cir,
bottoms up, pump slug POOH (Lost 49bb1s. mud to hole)
Operati¤ns Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986-A401
Timo Log

Cum Dur
Start Irme Dur(nr} (br) Code 1 Comment Slait Depth (ftKB) EJ:d Depth (ftKR)

06:00 10.50 10.50 6 TIH to 7388' ( ream from 4747-5312'/ 5600'-5687' / 5812'-5840'l 6270'- 7,388.0 7,388.0
7388')

16:30 0.50 11.00 5 Cir. bottoms up 7,388.0 7,388.0
17:00 9.50 20.50 4 Coreing from 7388' to 7473' (cored 85' no hole made fron 01:30 to 02:30) 7,388.0 7,473.0

02:30 1.00 21.50 5 Cir, bottoms up 7,473.0 7,473.0
03:30 0.50 22.00 21 Monitor well 7,473.0 7,473.0
04:00 1.00 23.00 5 Cir. bottoms up (lost49bbls. mud tohole) 7,473.0 7,473.Ó
05:00 1.00 24.00 6 Pump slug & POOH 7,473.0 7,473.0
Mud Check: 7,388.0ftKB, 1018/2012 06:00
Date Depth (ftKB) Density (1b/gal} Vis (s/ql) PVOR (Pa•s) YP OR (ibf/1,.. Gel (los) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Filtrale (mLI... FC (1/32") HTHP Filtrat... HTHP FC (L.

10/8/2012 7,388.0 15.40 53 25.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLimL} PT(mL/mt) Mf(mUmL) Chlorides (mg/L) Calcium (mg/t.) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI(ppm) OilWater Ratio

7.200 9.900 32.0 53 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost {Surf) (bbl) LCM ECD - Manual Entr.., T Flowline(°F) Comment

Mud Check: 7,473.0ftKB, 10/812012 11:59
Date Depth (flKB) Density {lb/gal) Vis (s/ql) PVOR (Pa•s) YP OR (Ibf/1... Gel (105) (Ibf.- Get (10m) (Ib... Gel {30m) (Ib... Filtrate (mLt... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/8/2012 7,473.0 15.50 60 26.0 10.000 8.000 13.000 15.000 3.0 2
MBT(Ibibbl} pH Pm (mL/mL) Pf {mLlmL} Mf(mLImL) Chlorides (mg/L) Calcium (mgi} Pot (mg/L) Lime (lbibbl) Solids (%} CaCI (ppm) OilWater Ratio

4.500 9.900 32.5 41 85.2/14.8
Mud Lost (Hola}(bbl} Mud Lost(Suff) (bbl) LCM ECD - Manual Entr... T Flowlîne (°F) Comment

49.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ftihr) Rot Time (hr) Slide Time (br) % Slide Time... % Rot Time (%}

5,230.0 7,473.0 2,243.00 10/6/2012 06:00 10/9/2012 02:30 32.00 70.1 32.00 100,00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rol Time (hr} Slide Time (hr} % SIlde Time... % Rot Time (%}

7,388.0 7,473.0 85.00 10/8/2012 06:00 10/9/2012 06:00 9.50 8.9 9.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (flKB) OD (in) (D(in) WULen (lblit) Grade (in) ID Nom Min(In}

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12,615 54.50 J-55 13 3/8 12,615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 Sl8 8.681

Page 1/1 Report Printed:



RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/10/2012
Ø¶¾¶¿ggy Report #: 21, DFS: 17

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APilUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance {ft) KB-CF (it} Spud Date Rig Release Date
Grand UT 5,652,00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/1812012 18:00
DrillingHours (ht) Circulating Hours (hr) Job ROP {ft/hr) Job ROP Rotaling (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%} Total Job Percent SIlding (%)

168.00 11.00 43.3 42.8 100.00 0.00
Target Depth (itKB) KickOff Date KickOff Depth (itKB) KickOff Depth (TVD) (flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth {ftKB) Daily Depth Progress (ft)

10/9/2012 06:00 10/10/2012 06:00 17 7,473.0 7,473.0 0.00
Operations at Report Time
TIH
Operations Summary
POOH, Lay down cores & coring tools,service rig, repair rig, cut drillline, repair monkey board, Make bit &TIH
Operations Next Repart Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posltion Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr} (hr} Code 1 Comment Start Depth (itKB) End Depth (ftKB)

06:00 5.50 5.50 6 POOH 7,473.0 7,473.0
11:30 3.50 9.00 4 Held safety meeting, lay down coring tools 7,473.0 7,473.0
15:00 0.50 9.50 7 Service rig 7,473.0 7,473.0
15:30 2.50 12.00 8 Repair rig, (air hoist line hung on top drive while coming down, air hoist 7,473.0 7,473.0

line ripped off storm bars, broke finger off, bent board down,waiting on
welder.) ( no one hurt)

18:00 1.50 13.50 9 Slip &cut 91ft. of drillline 7,473.0 7,473.0
19:30 3.50 17.00 8 Welder repairing monkey board 7,473.0 7,473.0
23:00 7.00 24.00 6 Make up bit &TlH, fillingpipe every 20stds. 7,473.0 7,473.0
Mud Check: 7,473.0ftKB, 10/9/2012 06:00
Date Depth {ñKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR (Ibfl1... Gel (10s) (Ibf... Gel (iom) (Ib... Gel (30m) (Ib- Filtrate (mLI,.. FC (1/32") HTHP Filtrat.. HTHP FC {1..

10/9/2012 7,473.0 15.50 60 26.0 8.000 8.000 13.000 15.000 3.0 2
MBT(Ib/bbi) pH Pm (mUmt.) Pf (mUmL) Mf(mUmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm} Oll Waler Ratio

4.500 9.900 32.5 41 85.2/14,8
Mud Last (Hole) (bbl) Mud Last (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment

Mud Check: <depth>ftKB, 10/9/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (slqt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (iom) (Ib.. Get (30m) {Ib.. Filtrale (mLI... FC (1132") HTMP Filtrat... HTHP FC {1...

10/9/2012 15.50 60 26.0 8.000 8.000 13.000 15.000 3.0 2
MBT{lbibbl) pH Pm (mLImL} Pf (mUmL) Mf(mUmL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime ((b/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

4.500 9.900 32.5 41 85.2/14.8
Mud Lost (Hale) (bbl) Mud Lost (Surt) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB} Depth Out {ft .. Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Roi Time (hr) Slide Time {hr) % Slide Time... % Rot Time (%)

7,388.0 7,473.0 85.00 10/8/2012 06:00 10/10/2012 05:00 9.50 8.9 9.50 100.00
Depth In (ftKB} Depth Out {ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr} Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,473.0 10/9/2012 06:00 10/9/2012 23:00
Casing & Liners

Set Depth OD Nom Max
Run Date Cag Des (itKB) Top (ftKB) OD (in) ID(in) Wt/Len (ibilt) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed: 10/10/2012

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/10/2012
Ø¶¾¶¿ggy Report #: 21, DFS: 17

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APilUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance {ft) KB-CF (it} Spud Date Rig Release Date
Grand UT 5,652,00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/1812012 18:00
DrillingHours (ht) Circulating Hours (hr) Job ROP {ft/hr) Job ROP Rotaling (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%} Total Job Percent SIlding (%)

168.00 11.00 43.3 42.8 100.00 0.00
Target Depth (itKB) KickOff Date KickOff Depth (itKB) KickOff Depth (TVD) (flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth {ftKB) Daily Depth Progress (ft)

10/9/2012 06:00 10/10/2012 06:00 17 7,473.0 7,473.0 0.00
Operations at Report Time
TIH
Operations Summary
POOH, Lay down cores & coring tools,service rig, repair rig, cut drillline, repair monkey board, Make bit &TIH
Operations Next Repart Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posltion Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr} (hr} Code 1 Comment Start Depth (itKB) End Depth (ftKB)

06:00 5.50 5.50 6 POOH 7,473.0 7,473.0
11:30 3.50 9.00 4 Held safety meeting, lay down coring tools 7,473.0 7,473.0
15:00 0.50 9.50 7 Service rig 7,473.0 7,473.0
15:30 2.50 12.00 8 Repair rig, (air hoist line hung on top drive while coming down, air hoist 7,473.0 7,473.0

line ripped off storm bars, broke finger off, bent board down,waiting on
welder.) ( no one hurt)

18:00 1.50 13.50 9 Slip &cut 91ft. of drillline 7,473.0 7,473.0
19:30 3.50 17.00 8 Welder repairing monkey board 7,473.0 7,473.0
23:00 7.00 24.00 6 Make up bit &TlH, fillingpipe every 20stds. 7,473.0 7,473.0
Mud Check: 7,473.0ftKB, 10/9/2012 06:00
Date Depth {ñKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR (Ibfl1... Gel (10s) (Ibf... Gel (iom) (Ib... Gel (30m) (Ib- Filtrate (mLI,.. FC (1/32") HTHP Filtrat.. HTHP FC {1..
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Cum Dur

Start Time Dur(hr} (hr} Code 1 Comment Start Depth (itKB) End Depth (ftKB)
06:00 5.50 5.50 6 POOH 7,473.0 7,473.0
11:30 3.50 9.00 4 Held safety meeting, lay down coring tools 7,473.0 7,473.0
15:00 0.50 9.50 7 Service rig 7,473.0 7,473.0
15:30 2.50 12.00 8 Repair rig, (air hoist line hung on top drive while coming down, air hoist 7,473.0 7,473.0

line ripped off storm bars, broke finger off, bent board down,waiting on
welder.) ( no one hurt)

18:00 1.50 13.50 9 Slip &cut 91ft. of drillline 7,473.0 7,473.0
19:30 3.50 17.00 8 Welder repairing monkey board 7,473.0 7,473.0
23:00 7.00 24.00 6 Make up bit &TlH, fillingpipe every 20stds. 7,473.0 7,473.0
Mud Check: 7,473.0ftKB, 10/9/2012 06:00
Date Depth {ñKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s} YP OR (Ibfl1... Gel (10s) (Ibf... Gel (iom) (Ib... Gel (30m) (Ib- Filtrate (mLI,.. FC (1/32") HTHP Filtrat.. HTHP FC {1..

10/9/2012 7,473.0 15.50 60 26.0 8.000 8.000 13.000 15.000 3.0 2
MBT(Ib/bbi) pH Pm (mUmt.) Pf (mUmL) Mf(mUmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm} Oll Waler Ratio

4.500 9.900 32.5 41 85.2/14,8
Mud Last (Hole) (bbl) Mud Last (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment

Mud Check: <depth>ftKB, 10/9/2012 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (slqt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (iom) (Ib.. Get (30m) {Ib.. Filtrale (mLI... FC (1132") HTMP Filtrat... HTHP FC {1...

10/9/2012 15.50 60 26.0 8.000 8.000 13.000 15.000 3.0 2
MBT{lbibbl) pH Pm (mLImL} Pf (mUmL) Mf(mUmL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime ((b/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

4.500 9.900 32.5 41 85.2/14.8
Mud Lost (Hale) (bbl) Mud Lost (Surt) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB} Depth Out {ft .. Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Roi Time (hr) Slide Time {hr) % Slide Time... % Rot Time (%)

7,388.0 7,473.0 85.00 10/8/2012 06:00 10/10/2012 05:00 9.50 8.9 9.50 100.00
Depth In (ftKB} Depth Out {ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr} Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,473.0 10/9/2012 06:00 10/9/2012 23:00
Casing & Liners

Set Depth OD Nom Max
Run Date Cag Des (itKB) Top (ftKB) OD (in) ID(in) Wt/Len (ibilt) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed: 10/10/2012



RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/11/2012
""i" 22 "" Report #: 22, DFS: 18

Well Name: Cane Creek 26-3 Daily Depth Progress: 97.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Dîstance (It) KB-CF (ft) Spud Data Rig Release Dale
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Locati¤n
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Weil Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DitllingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

170.50 13.00 43.2 42.7 100.00 0.00
Target Depth {ftKB) KickOff Date KickOff Depth (ftKB) KIckOff Depth {TVD)(flKB)

7,673.0
Daily Operations
Reporl Slad Date Report End Date Days From Spud (days) Stari Depth (ItKB) End Depth (ftKB) DailyDepth Progress (ft)

10/10/2012 06:00 10/11/2012 06:00 18 7,473.0 7,570.0 97.00
Operaiîons at Report Time
Logging well
Operations Summary
TlH, drillfrom 7473 to7546, cir. drill from 7546 to 7570, cir& build slug, service rig, POOH, held safety meeting& rig schlumberger wireline, Iog well, run #1
triplecombo, runto depth of 7567' wireline depth, change tools,run #2 oil base micro image,
Operations Next Report Period
WireLine Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Otlice
Delbert Sullivan Company Man IWSL (970) 986-4401
Tucker Yancey Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (fiKB) End Dep14 (ftKB)

06:00 0.50 0.50 6 TlH tag @7473' 7,473.0 7,473.0
06:30 2.00 2,50 2 Drillingfrom 7473' to 7546' 7,473.0 7,546.0
08:30 0.50 3.00 5 Cir. bottoms up 7,546.0 7,546.0
09:00 0.50 3.50 2 Drillingfrom 7546' to 7570' 7,546.0 7,570.0
09:30 1.50 5.00 5 Cir &cond. mud, build slug 7,570.0 7,570.0
11:00 0.50 5.50 7 Sentico rig 7,570.0 7,570.0
11:30 7.00 12.50 6 POOH 7,570.0 7,570.0
18:30 3.50 16.00 23 Held safety meetingwithschlumberger, &rig up wire line 7,570.0 7,570.0
22:00 5.00 21.00 11 Run # 1, triplecombo,wireline depth 7567', & log out. 7,570.0 7,570.0
03:00 1.00 22.00 11 Change logging tools 7,570.0 7,570.0
04:00 2.00 24.00 11 Run #2, oilbase micro imaging log 7,570.0 7,570.0
Mud Check: 7,570.0ftKB, 10/10/2012 06:00
Date Depth(ftKB) Density (Ibigal) Vis (s/qt) PVOR (Paas) YP OR {lbf/1... Gel (10s) (Ibf... Gel (10m) (fb... Gel (30m) (lb., Filtrate (mLL. FC (1/3T) HTHP Filtrat.. HTHP FC (1...

10/10/2012 7,570.0 15.70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Last (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

98.0
Mud Check: <depth>ftKB, 10/10/2012 11:59
Date Depth (flKB) Densily(Ib/gal) Vis (s/ql} PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... GeF(10m} (Ibs.. Gel (30m} (Ib... Filtrate (mLI... FC (1/32") HTHP Fi1trat... HTHP FC (L..

10/10/2012 15.70 62 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLimL} Pf (mLlmL) Mf(mLÏmL) Chlorides (mg/L} Calcium {mg/L) Pol (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl} LCM ECD - Manual Enti... T Flowllne("F) Comment

98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out {ft... Drilled (ft) Dale in Date Out DrillTime (hr} BHA ROP {ft/hr) Rot Time (hr) Slide Time (hr) % Silde Tima... % Rot Time (%}

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/11/2012 06:00 2.50 38.8 2.50 100.00
Casing & Liners

Set Depth OD NomMaX
Run Date Csg Des (ftKB) Top (flKB) OD (in) ID (In) Wt/Len (Ib/ft) Grade (In) ID Nom Min(in}

9/10/2012 Conductor 102,0 22.0 20 19.124 94.00 K-SS 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-SS 135ÏŠ 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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170.50 13.00 43.2 42.7 100.00 0.00
Target Depth {ftKB) KickOff Date KickOff Depth (ftKB) KIckOff Depth {TVD)(flKB)

7,673.0
Daily Operations
Reporl Slad Date Report End Date Days From Spud (days) Stari Depth (ItKB) End Depth (ftKB) DailyDepth Progress (ft)
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Operaiîons at Report Time
Logging well
Operations Summary
TlH, drillfrom 7473 to7546, cir. drill from 7546 to 7570, cir& build slug, service rig, POOH, held safety meeting& rig schlumberger wireline, Iog well, run #1
triplecombo, runto depth of 7567' wireline depth, change tools,run #2 oil base micro image,
Operations Next Report Period
WireLine Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Otlice
Delbert Sullivan Company Man IWSL (970) 986-4401
Tucker Yancey Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (fiKB) End Dep14 (ftKB)

06:00 0.50 0.50 6 TlH tag @7473' 7,473.0 7,473.0
06:30 2.00 2,50 2 Drillingfrom 7473' to 7546' 7,473.0 7,546.0
08:30 0.50 3.00 5 Cir. bottoms up 7,546.0 7,546.0
09:00 0.50 3.50 2 Drillingfrom 7546' to 7570' 7,546.0 7,570.0
09:30 1.50 5.00 5 Cir &cond. mud, build slug 7,570.0 7,570.0
11:00 0.50 5.50 7 Sentico rig 7,570.0 7,570.0
11:30 7.00 12.50 6 POOH 7,570.0 7,570.0
18:30 3.50 16.00 23 Held safety meetingwithschlumberger, &rig up wire line 7,570.0 7,570.0
22:00 5.00 21.00 11 Run # 1, triplecombo,wireline depth 7567', & log out. 7,570.0 7,570.0
03:00 1.00 22.00 11 Change logging tools 7,570.0 7,570.0
04:00 2.00 24.00 11 Run #2, oilbase micro imaging log 7,570.0 7,570.0
Mud Check: 7,570.0ftKB, 10/10/2012 06:00
Date Depth(ftKB) Density (Ibigal) Vis (s/qt) PVOR (Paas) YP OR {lbf/1... Gel (10s) (Ibf... Gel (10m) (fb... Gel (30m) (lb., Filtrate (mLL. FC (1/3T) HTHP Filtrat.. HTHP FC (1...

10/10/2012 7,570.0 15.70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Ratio
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Mud Last (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

98.0
Mud Check: <depth>ftKB, 10/10/2012 11:59
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98.0
Daily Drilling Performance
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TlH, drillfrom 7473 to7546, cir. drill from 7546 to 7570, cir& build slug, service rig, POOH, held safety meeting& rig schlumberger wireline, Iog well, run #1
triplecombo, runto depth of 7567' wireline depth, change tools,run #2 oil base micro image,
Operations Next Report Period
WireLine Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Otlice
Delbert Sullivan Company Man IWSL (970) 986-4401
Tucker Yancey Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (fiKB) End Dep14 (ftKB)

06:00 0.50 0.50 6 TlH tag @7473' 7,473.0 7,473.0
06:30 2.00 2,50 2 Drillingfrom 7473' to 7546' 7,473.0 7,546.0
08:30 0.50 3.00 5 Cir. bottoms up 7,546.0 7,546.0
09:00 0.50 3.50 2 Drillingfrom 7546' to 7570' 7,546.0 7,570.0
09:30 1.50 5.00 5 Cir &cond. mud, build slug 7,570.0 7,570.0
11:00 0.50 5.50 7 Sentico rig 7,570.0 7,570.0
11:30 7.00 12.50 6 POOH 7,570.0 7,570.0
18:30 3.50 16.00 23 Held safety meetingwithschlumberger, &rig up wire line 7,570.0 7,570.0
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98.0
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Cum Dur
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11:00 0.50 5.50 7 Sentico rig 7,570.0 7,570.0
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Mud Check: <depth>ftKB, 10/10/2012 11:59
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10/10/2012 15.70 62 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLimL} Pf (mLlmL) Mf(mLÏmL) Chlorides (mg/L} Calcium {mg/L) Pol (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl} LCM ECD - Manual Enti... T Flowllne("F) Comment

98.0
Daily Drilling Performance
Depth In (ftKB) Depth Out {ft... Drilled (ft) Dale in Date Out DrillTime (hr} BHA ROP {ft/hr) Rot Time (hr) Slide Time (hr) % Silde Tima... % Rot Time (%}

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/11/2012 06:00 2.50 38.8 2.50 100.00
Casing & Liners

Set Depth OD NomMaX
Run Date Csg Des (ftKB) Top (flKB) OD (in) ID (In) Wt/Len (Ib/ft) Grade (In) ID Nom Min(in}

9/10/2012 Conductor 102,0 22.0 20 19.124 94.00 K-SS 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-SS 135ÏŠ 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/11/2012
""i" 22 "" Report #: 22, DFS: 18

Well Name: Cane Creek 26-3 Daily Depth Progress: 97.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Dîstance (It) KB-CF (ft) Spud Data Rig Release Dale
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Locati¤n
Fidelity E&P NESW
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Weil Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DitllingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

170.50 13.00 43.2 42.7 100.00 0.00
Target Depth {ftKB) KickOff Date KickOff Depth (ftKB) KIckOff Depth {TVD)(flKB)

7,673.0
Daily Operations
Reporl Slad Date Report End Date Days From Spud (days) Stari Depth (ItKB) End Depth (ftKB) DailyDepth Progress (ft)

10/10/2012 06:00 10/11/2012 06:00 18 7,473.0 7,570.0 97.00
Operaiîons at Report Time
Logging well
Operations Summary
TlH, drillfrom 7473 to7546, cir. drill from 7546 to 7570, cir& build slug, service rig, POOH, held safety meeting& rig schlumberger wireline, Iog well, run #1
triplecombo, runto depth of 7567' wireline depth, change tools,run #2 oil base micro image,
Operations Next Report Period
WireLine Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Otlice
Delbert Sullivan Company Man IWSL (970) 986-4401
Tucker Yancey Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (fiKB) End Dep14 (ftKB)

06:00 0.50 0.50 6 TlH tag @7473' 7,473.0 7,473.0
06:30 2.00 2,50 2 Drillingfrom 7473' to 7546' 7,473.0 7,546.0
08:30 0.50 3.00 5 Cir. bottoms up 7,546.0 7,546.0
09:00 0.50 3.50 2 Drillingfrom 7546' to 7570' 7,546.0 7,570.0
09:30 1.50 5.00 5 Cir &cond. mud, build slug 7,570.0 7,570.0
11:00 0.50 5.50 7 Sentico rig 7,570.0 7,570.0
11:30 7.00 12.50 6 POOH 7,570.0 7,570.0
18:30 3.50 16.00 23 Held safety meetingwithschlumberger, &rig up wire line 7,570.0 7,570.0
22:00 5.00 21.00 11 Run # 1, triplecombo,wireline depth 7567', & log out. 7,570.0 7,570.0
03:00 1.00 22.00 11 Change logging tools 7,570.0 7,570.0
04:00 2.00 24.00 11 Run #2, oilbase micro imaging log 7,570.0 7,570.0
Mud Check: 7,570.0ftKB, 10/10/2012 06:00
Date Depth(ftKB) Density (Ibigal) Vis (s/qt) PVOR (Paas) YP OR {lbf/1... Gel (10s) (Ibf... Gel (10m) (fb... Gel (30m) (lb., Filtrate (mLL. FC (1/3T) HTHP Filtrat.. HTHP FC (1...

10/10/2012 7,570.0 15.70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Last (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

98.0
Mud Check: <depth>ftKB, 10/10/2012 11:59
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Daily Drilling Performance
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10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/12/2012
unamawcumr Report #: 23, DFS: 19

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APIIIJWI Well Area Basin Field Name License # Pemiit Number Wel1Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (11) CF Elev (ft} KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Dale
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig EmallAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr} Job ROP Rotating {fdhr) Job ROP Sliding (ft/hr) Job Rotating % {%) Total Job Percent Sliding (%)

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOtt Depth (TVD)(flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/11/2012 06:00 10/12/2012 06:00 19 7,570.0 7,570,0 0.00
Operations at Report Time
logging well
Operations Summary
logging well
Operations Next Report Peliod
Trips
Weather Wellbore
Rain Original Hole
Daily.Contacts

Job Contacl . . .. Posltlon :: Office

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Mari / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (br) (hr) Cixie 1 Comment Stari Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 11 Run #2 oilbase microimaging log, log @ 1400FPH. 7,570.0 7,570.0
10:00 20.00 24.00 11 Hun #3, CMR log, ( Iog frorn 7467 to 5700 had troublewith lool, pull 7,570.0 7,570.0

logging toolout of hole and check out same. Clean toolof metal shavings &
rerun same.) Tool back working, relog well with CMR

Mud Check: 7,570.0ftKB, 10/11/2012 06:00
Dale Depth (ftKB) Density (Ibigal) Vis (s/qt) PVOR (Pws) YP OR (ibfil... Gel (10s} (iuf... Gel (10m) (Ib... Get (30m} (ib... Filtrale {mU... FC (1132") HTHP FiitiaL. HIHP FC {1. .

10/11/2012 7,570,0 15.70 63 26,0 9.000 8.000 12.000 13.000 3.0 2
MBT (Ib/bbl} pH Pm {mUmL} Pf (mLlmL} Mf(mL/mL) Ch1orides {mg/L) Calcium (mg/L) Pot (mg/L} Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl} Mud Lost(Surf) (bbl) LCM ECD - Manual Entr... T Flowline ("F) Comment

Mud Check: <depth>ftKB, 10/11/2012 11:59
Date Depth (flKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m} (Ib.. Filtrate {mLI... FC (1/32") HTHP FiltraL.. HTHP FC (1. .

10/11/2012 15,70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT (Ib/bbl} pH Pm {mLlmL} Pf {mLlmL} Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mglL) Lime (ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD Manual Entr... T Flowline{F) Comment

Daily Drilling Performance
Depth In {ftKB) Depth Out (fl... Drilled (11) Date in Date Out DrillTime (hr) BHA ROP (führ) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Castng & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (ftKB) OD (in} ID (in} . WtlLen (ib/ft) : Grade (in) D Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012. Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 .. 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 . Production 7,567.0 -18.0 7 6.094 32.00 P-110 : 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 31442 API Well Number: 43019500190000

FI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/12/2012
unamawcumr Report #: 23, DFS: 19
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Cum Dur
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Daily Drilling Performance
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MBT (Ib/bbl} pH Pm {mUmL} Pf (mLlmL} Mf(mL/mL) Ch1orides {mg/L) Calcium (mg/L) Pot (mg/L} Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl} Mud Lost(Surf) (bbl) LCM ECD - Manual Entr... T Flowline ("F) Comment

Mud Check: <depth>ftKB, 10/11/2012 11:59
Date Depth (flKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m} (Ib.. Filtrate {mLI... FC (1/32") HTHP FiltraL.. HTHP FC (1. .

10/11/2012 15,70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT (Ib/bbl} pH Pm {mLlmL} Pf {mLlmL} Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mglL) Lime (ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD Manual Entr... T Flowline{F) Comment

Daily Drilling Performance
Depth In {ftKB) Depth Out (fl... Drilled (11) Date in Date Out DrillTime (hr) BHA ROP (führ) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Castng & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (ftKB) OD (in} ID (in} . WtlLen (ib/ft) : Grade (in) D Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012. Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 .. 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 . Production 7,567.0 -18.0 7 6.094 32.00 P-110 : 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/12/2012
unamawcumr Report #: 23, DFS: 19

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APIIIJWI Well Area Basin Field Name License # Pemiit Number Wel1Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (11) CF Elev (ft} KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Dale
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig EmallAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr} Job ROP Rotating {fdhr) Job ROP Sliding (ft/hr) Job Rotating % {%) Total Job Percent Sliding (%)

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOtt Depth (TVD)(flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/11/2012 06:00 10/12/2012 06:00 19 7,570.0 7,570,0 0.00
Operations at Report Time
logging well
Operations Summary
logging well
Operations Next Report Peliod
Trips
Weather Wellbore
Rain Original Hole
Daily.Contacts

Job Contacl . . .. Posltlon :: Office

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Mari / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (br) (hr) Cixie 1 Comment Stari Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 11 Run #2 oilbase microimaging log, log @ 1400FPH. 7,570.0 7,570.0
10:00 20.00 24.00 11 Hun #3, CMR log, ( Iog frorn 7467 to 5700 had troublewith lool, pull 7,570.0 7,570.0

logging toolout of hole and check out same. Clean toolof metal shavings &
rerun same.) Tool back working, relog well with CMR

Mud Check: 7,570.0ftKB, 10/11/2012 06:00
Dale Depth (ftKB) Density (Ibigal) Vis (s/qt) PVOR (Pws) YP OR (ibfil... Gel (10s} (iuf... Gel (10m) (Ib... Get (30m} (ib... Filtrale {mU... FC (1132") HTHP FiitiaL. HIHP FC {1. .

10/11/2012 7,570,0 15.70 63 26,0 9.000 8.000 12.000 13.000 3.0 2
MBT (Ib/bbl} pH Pm {mUmL} Pf (mLlmL} Mf(mL/mL) Ch1orides {mg/L) Calcium (mg/L) Pot (mg/L} Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl} Mud Lost(Surf) (bbl) LCM ECD - Manual Entr... T Flowline ("F) Comment

Mud Check: <depth>ftKB, 10/11/2012 11:59
Date Depth (flKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m} (Ib.. Filtrate {mLI... FC (1/32") HTHP FiltraL.. HTHP FC (1. .

10/11/2012 15,70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT (Ib/bbl} pH Pm {mLlmL} Pf {mLlmL} Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mglL) Lime (ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD Manual Entr... T Flowline{F) Comment

Daily Drilling Performance
Depth In {ftKB) Depth Out (fl... Drilled (11) Date in Date Out DrillTime (hr) BHA ROP (führ) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Castng & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (ftKB) OD (in} ID (in} . WtlLen (ib/ft) : Grade (in) D Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012. Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 .. 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 . Production 7,567.0 -18.0 7 6.094 32.00 P-110 : 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094
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Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr} Job ROP Rotating {fdhr) Job ROP Sliding (ft/hr) Job Rotating % {%) Total Job Percent Sliding (%)

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOtt Depth (TVD)(flKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/11/2012 06:00 10/12/2012 06:00 19 7,570.0 7,570,0 0.00
Operations at Report Time
logging well
Operations Summary
logging well
Operations Next Report Peliod
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Weather Wellbore
Rain Original Hole
Daily.Contacts

Job Contacl . . .. Posltlon :: Office

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Mari / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (br) (hr) Cixie 1 Comment Stari Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 11 Run #2 oilbase microimaging log, log @ 1400FPH. 7,570.0 7,570.0
10:00 20.00 24.00 11 Hun #3, CMR log, ( Iog frorn 7467 to 5700 had troublewith lool, pull 7,570.0 7,570.0

logging toolout of hole and check out same. Clean toolof metal shavings &
rerun same.) Tool back working, relog well with CMR

Mud Check: 7,570.0ftKB, 10/11/2012 06:00
Dale Depth (ftKB) Density (Ibigal) Vis (s/qt) PVOR (Pws) YP OR (ibfil... Gel (10s} (iuf... Gel (10m) (Ib... Get (30m} (ib... Filtrale {mU... FC (1132") HTHP FiitiaL. HIHP FC {1. .

10/11/2012 7,570,0 15.70 63 26,0 9.000 8.000 12.000 13.000 3.0 2
MBT (Ib/bbl} pH Pm {mUmL} Pf (mLlmL} Mf(mL/mL) Ch1orides {mg/L) Calcium (mg/L) Pot (mg/L} Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
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Mud Check: <depth>ftKB, 10/11/2012 11:59
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10/11/2012 15,70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
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4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD Manual Entr... T Flowline{F) Comment

Daily Drilling Performance
Depth In {ftKB) Depth Out (fl... Drilled (11) Date in Date Out DrillTime (hr) BHA ROP (führ) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Castng & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (ftKB) OD (in} ID (in} . WtlLen (ib/ft) : Grade (in) D Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012. Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 .. 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 . Production 7,567.0 -18.0 7 6.094 32.00 P-110 : 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094
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unamawcumr Report #: 23, DFS: 19
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DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr} Job ROP Rotating {fdhr) Job ROP Sliding (ft/hr) Job Rotating % {%) Total Job Percent Sliding (%)
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Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOtt Depth (TVD)(flKB)
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Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/11/2012 06:00 10/12/2012 06:00 19 7,570.0 7,570,0 0.00
Operations at Report Time
logging well
Operations Summary
logging well
Operations Next Report Peliod
Trips
Weather Wellbore
Rain Original Hole
Daily.Contacts

Job Contacl . . .. Posltlon :: Office

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Mari / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (br) (hr) Cixie 1 Comment Stari Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 11 Run #2 oilbase microimaging log, log @ 1400FPH. 7,570.0 7,570.0
10:00 20.00 24.00 11 Hun #3, CMR log, ( Iog frorn 7467 to 5700 had troublewith lool, pull 7,570.0 7,570.0

logging toolout of hole and check out same. Clean toolof metal shavings &
rerun same.) Tool back working, relog well with CMR

Mud Check: 7,570.0ftKB, 10/11/2012 06:00
Dale Depth (ftKB) Density (Ibigal) Vis (s/qt) PVOR (Pws) YP OR (ibfil... Gel (10s} (iuf... Gel (10m) (Ib... Get (30m} (ib... Filtrale {mU... FC (1132") HTHP FiitiaL. HIHP FC {1. .
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MBT (Ib/bbl} pH Pm {mUmL} Pf (mLlmL} Mf(mL/mL) Ch1orides {mg/L) Calcium (mg/L) Pot (mg/L} Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl} Mud Lost(Surf) (bbl) LCM ECD - Manual Entr... T Flowline ("F) Comment

Mud Check: <depth>ftKB, 10/11/2012 11:59
Date Depth (flKB) Density (Ib/gal) Vis (s/ql) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m} (Ib.. Filtrate {mLI... FC (1/32") HTHP FiltraL.. HTHP FC (1. .
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MBT (Ib/bbl} pH Pm {mLlmL} Pf {mLlmL} Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mglL) Lime (ibibbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD Manual Entr... T Flowline{F) Comment

Daily Drilling Performance
Depth In {ftKB) Depth Out (fl... Drilled (11) Date in Date Out DrillTime (hr) BHA ROP (führ) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Castng & Liners

Set Depth OD Nom Max
Run Date Csg Des (itKB) Top (ftKB) OD (in} ID (in} . WtlLen (ib/ft) : Grade (in) D Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012. Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 .. 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 . Production 7,567.0 -18.0 7 6.094 32.00 P-110 : 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/13/2012
es manuscouw Report #: 24, DFS: 20

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APIlUWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB43round Distance (fl} KB-CF (ft) Spud Date Rig Release Dale
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
RIg Company Man\Well Site Lead RIg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours {hr) Job ROP (it/hr} Job ROP Rotating (ft/hr) Job ROP Sliding (illhr) Job Rotating % {%) Total Job Percent Sliding (%)

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(RKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/12/2012 06:00 10/13/2012 06:00 20 7,570.0 7,570.0 0.00
Operations at Report Time
laying down pipe
Operations Summary
Logging well, CMR tool,change tools, run #4 IBC, rig down schlumberger, make up bit &TlH, cir.bottoms up @shoe, gas 276 units,TlH to 7570', no fill,cir. &
cond. mud,gas 2095 units, mud cut 14.5ppg. pump slug & POOH laying down pipe
Operations Next Repart Period
Run Casing & Cement
Weather Weilbore
Rain Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man IWSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tîme Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ItKB)

06:00 4.00 4.00 11 Finish CMR log, from 1200ft. to 800ft. 7,570.0 7,570.0
10:00 6.50 10.50 11 Run #4, IBC log from 800ft. to 4653ft. 7,570.0 7,570.0
16:30 1.50 12.00 22 Rig down schlumberger wire line .

7,570.0 7,570.0
18:00 5.50 17.50 6 Make up bit &TlH to shoe, fillingpipe every20stds. 7,570.0 7,570.0
23:30 1.00 18.50 5 Cir. & cond. mud @shoe 7,570.0 7,570.0
00:30 3.00 21.50 6 TIH to 7570', fillingpipe every 20stds.no fill 7,570.0 7,570.0
03:30 2.00 23.50 5 CIr. hole clean, &rig up lay down truck,bottoms up gas 2095 units, mud 7,570.0 7,570.0

cut 14.5ppg.
05:30 0.50 24.00 6 POOH Iaying down pipe 7,570.0 7,570,0
Mud Check: 7,570.0ftKB, 10/12/2012 06:00
Date Depth (ftKB} Density (Ib/gal) Vis (slqi) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s} (ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Flltrate {mLI... FC (1/32"} HTHP Filtrat... HTHP FC (1. .

10/12/2012 7,570.0 15.70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT(iblbbl) pH Pm (mLlmL) Pf (mL/mL) Mf{mLImL} Chlorides (mg/L) Calcium {mg/L) Poi(mg/L) LIme (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Losl (Hole) (bbl) Mud Lost (Surt} (bbl} LCM ECD - Manual Entr... T Flowline(F) Comment

Mud Check: 7,570.0ftKB, 10/12/2012 11:59
Date Depth (ItKB) Density {Ibigal) Vis (s/qt) PVOR {Pa-s) YP OR (Ibfl1... Gel (10s} (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate {mLI... FC {1/32"} HTHP Filtrat... HTHP FC (1. .

10/12/2012 7,570.0 15.75 62 27.0 8,000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mt/mL) Pf (mLimL) Mf{mLimL} Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids {%) CaCI {ppm) OilWater Ratio

4,500 9.900 34.0 39 83.3/16.7
Mud Lost(Hole) (bbl) Mud Losl(Sud) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft., Drilled{fi} Date In Date Out DrillTime (hr) BHAROP (it/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06 00 2.50 38.8 2.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ilKB) OD (in) ID (ln) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Sulface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 -18,0 7 6.094 32.00 P-110 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32,00 P-110 7 6.094
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Sundry Number: 31442 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/13/2012
es manuscouw Report #: 24, DFS: 20

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APIlUWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB43round Distance (fl} KB-CF (ft) Spud Date Rig Release Dale
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
RIg Company Man\Well Site Lead RIg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours {hr) Job ROP (it/hr} Job ROP Rotating (ft/hr) Job ROP Sliding (illhr) Job Rotating % {%) Total Job Percent Sliding (%)

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth {TVD)(RKB)

7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/12/2012 06:00 10/13/2012 06:00 20 7,570.0 7,570.0 0.00
Operations at Report Time
laying down pipe
Operations Summary
Logging well, CMR tool,change tools, run #4 IBC, rig down schlumberger, make up bit &TlH, cir.bottoms up @shoe, gas 276 units,TlH to 7570', no fill,cir. &
cond. mud,gas 2095 units, mud cut 14.5ppg. pump slug & POOH laying down pipe
Operations Next Repart Period
Run Casing & Cement
Weather Weilbore
Rain Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man IWSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tîme Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ItKB)

06:00 4.00 4.00 11 Finish CMR log, from 1200ft. to 800ft. 7,570.0 7,570.0
10:00 6.50 10.50 11 Run #4, IBC log from 800ft. to 4653ft. 7,570.0 7,570.0
16:30 1.50 12.00 22 Rig down schlumberger wire line .

7,570.0 7,570.0
18:00 5.50 17.50 6 Make up bit &TlH to shoe, fillingpipe every20stds. 7,570.0 7,570.0
23:30 1.00 18.50 5 Cir. & cond. mud @shoe 7,570.0 7,570.0
00:30 3.00 21.50 6 TIH to 7570', fillingpipe every 20stds.no fill 7,570.0 7,570.0
03:30 2.00 23.50 5 CIr. hole clean, &rig up lay down truck,bottoms up gas 2095 units, mud 7,570.0 7,570.0

cut 14.5ppg.
05:30 0.50 24.00 6 POOH Iaying down pipe 7,570.0 7,570,0
Mud Check: 7,570.0ftKB, 10/12/2012 06:00
Date Depth (ftKB} Density (Ib/gal) Vis (slqi) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s} (ibf... Gel (10m) (Ib... Gel (30m) (Ib.. Flltrate {mLI... FC (1/32"} HTHP Filtrat... HTHP FC (1. .

10/12/2012 7,570.0 15.70 63 26.0 9.000 8.000 12.000 13.000 3.0 2
MBT(iblbbl) pH Pm (mLlmL) Pf (mL/mL) Mf{mLImL} Chlorides (mg/L) Calcium {mg/L) Poi(mg/L) LIme (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.700 9.900 34.0 40 83.3/16.7
Mud Losl (Hole) (bbl) Mud Lost (Surt} (bbl} LCM ECD - Manual Entr... T Flowline(F) Comment

Mud Check: 7,570.0ftKB, 10/12/2012 11:59
Date Depth (ItKB) Density {Ibigal) Vis (s/qt) PVOR {Pa-s) YP OR (Ibfl1... Gel (10s} (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate {mLI... FC {1/32"} HTHP Filtrat... HTHP FC (1. .
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MBT(Ib/bbl) pH Pm (mt/mL) Pf (mLimL) Mf{mLimL} Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids {%) CaCI {ppm) OilWater Ratio

4,500 9.900 34.0 39 83.3/16.7
Mud Lost(Hole) (bbl) Mud Losl(Sud) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft., Drilled{fi} Date In Date Out DrillTime (hr) BHAROP (it/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06 00 2.50 38.8 2.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ilKB) OD (in) ID (ln) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Sulface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 -18,0 7 6.094 32.00 P-110 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32,00 P-110 7 6.094
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FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/13/2012
es manuscouw Report #: 24, DFS: 20

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APIlUWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB43round Distance (fl} KB-CF (ft) Spud Date Rig Release Dale
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
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RIg Company Man\Well Site Lead RIg Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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7,673.0
Daily Operations
Report Start Date Report End Date Days From Spud (days} Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)
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Logging well, CMR tool,change tools, run #4 IBC, rig down schlumberger, make up bit &TlH, cir.bottoms up @shoe, gas 276 units,TlH to 7570', no fill,cir. &
cond. mud,gas 2095 units, mud cut 14.5ppg. pump slug & POOH laying down pipe
Operations Next Repart Period
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Weather Weilbore
Rain Original Hole
Daily Contacts
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4,500 9.900 34.0 39 83.3/16.7
Mud Lost(Hole) (bbl) Mud Losl(Sud) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft., Drilled{fi} Date In Date Out DrillTime (hr) BHAROP (it/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06 00 2.50 38.8 2.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (f(KB) Top (ilKB) OD (in) ID (ln) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Sulface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 -18,0 7 6.094 32.00 P-110 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32,00 P-110 7 6.094
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/14/2012
spanse ne Report #: 25 DFS: 21

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Verlical
C¤unty State/Province Surveyed Elevation (It) CF Elev (ft) KB-Ground Distance (It) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig C¤mpany Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontler10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr} Circulating Hours (hr) Job ROP (it/hr) Job ROP Rotating (ft/hr} Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

170.50 13.50 43.2 42.7 100.00 0.00
Targel Depth (flKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD}(ftKB)

7,673.0
Daily Operailons
Report Start Date Report End Date Days From Spud {days) Starl Depth (flKB) End Depth (ftKB} DailyDepth Progress (ft)

10/13/2012 06:00 10/14/2012 06:00 21 7,570.0 7,570.0 0.00
Operations at Report Time
Running 7" casing
Operations Summary
Lay down D.P., H. WT. & collars, pull wear bushing, rig down elevators & balls,safety meeting, rig casing equip. make up shoe track, running 7" casing @06:00
depth 4677 = 110 jts.
Operations Next Report Períod
Nipple up B.O.P.
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man IWSL (970) 9864401
Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (br) (hr} Code 1 Comment Start Depth (ftKB) End D th (ftKB)

06:00 10.50 10.50 6 Lay down drillpipe, h.wt. &drillcollars 7,570.0 7,570.0
16:30 1.50 12.00 22 Pull wear bushing &rig down elevators &balls 7,570.0 7,570,0
18:00 2.50 14.50 22 Rig up B&Lcasing equip. &fillup tool, held safety meeting with casing 7,570.0

¯7,570.0

crew & rig crew
20:30 9.50 24.00 12 Make up shoe track, &running 7" BTC casing 32# &29# (depth @06:00 7,570.0 7,570.0

467T) 110 jts.
Mud Clieck: 7,570.0ftKB, 10/13/2012 06:00
Date Depth{ftKB) Density (Ih/gal) Vis (rk4t) PVOR (Pa•s) YP OR (Ibfli... Gel {108) (Inf .. Gel (10m) (!b.. Ge! (30m) (ib.. Filtrale (mU... FC (1/32") HTHP Filliai... llTIIP FC (1.

10/13/2012 7,570.0 15.75 62 27.0 8.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mLimL} Mf(mLimL) Chlorides (mg/L} Calclum (mg/L) Pot (mg/L} Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Rafio

4.500 9.900 34.0 39 83,3/16.7
Mud Lost (Hole) (bbi) Mud Lost(Sud) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

Mud Clieck:AdepthiftKB, 10/13/2012 11:59
Date Depth (ItKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m} (Ib... Get (30m) (Ib... Fittrate (mLI... FC(1/32") HTHP Filtrat... HTHP FC (1...
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10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 518 8.681
10/14/2012 Production 7467.0 -18.0 7 .094 32.00 FN110 Y 6 094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094
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Date Depth{ftKB) Density (Ih/gal) Vis (rk4t) PVOR (Pa•s) YP OR (Ibfli... Gel {108) (Inf .. Gel (10m) (!b.. Ge! (30m) (ib.. Filtrale (mU... FC (1/32") HTHP Filliai... llTIIP FC (1.

10/13/2012 7,570.0 15.75 62 27.0 8.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mLimL} Mf(mLimL) Chlorides (mg/L} Calclum (mg/L) Pot (mg/L} Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Rafio

4.500 9.900 34.0 39 83,3/16.7
Mud Lost (Hole) (bbi) Mud Lost(Sud) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

Mud Clieck:AdepthiftKB, 10/13/2012 11:59
Date Depth (ItKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m} (Ib... Get (30m) (Ib... Fittrate (mLI... FC(1/32") HTHP Filtrat... HTHP FC (1...

10/13/2012 15.70 64 27.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbi) pH Pm (mtimL) Pi(mLimL} Mf(mL/mL) Chlorides (mg/L} Calclum (mg/L) Pol(mg/L) Lime (Iblbbl) Solids(%) CaCI (ppm) OKWater Ratio

4.500 9.900 34.0 39 83.3/16.7
Mud Lost (Hole) (bbl) MudLost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline (°F} Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (it... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (It/hr) Rot Time (br) Silde Time (hr) % Slide Time... % Rot Time {%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Caslng & IJners

Set Delilh OD Nom Max
Run Date Ösg Des ÏitKB) Top (ftKB) DD (in} ID (in} WtlLen (Iblit) Grade (in) 1DNom Min{in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 518 8.681
10/14/2012 Production 7467.0 -18.0 7 .094 32.00 FN110 Y 6 094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/14/2012
spanse ne Report #: 25 DFS: 21

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Verlical
C¤unty State/Province Surveyed Elevation (It) CF Elev (ft) KB-Ground Distance (It) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig C¤mpany Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontler10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr} Circulating Hours (hr) Job ROP (it/hr) Job ROP Rotating (ft/hr} Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

170.50 13.50 43.2 42.7 100.00 0.00
Targel Depth (flKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD}(ftKB)

7,673.0
Daily Operailons
Report Start Date Report End Date Days From Spud {days) Starl Depth (flKB) End Depth (ftKB} DailyDepth Progress (ft)

10/13/2012 06:00 10/14/2012 06:00 21 7,570.0 7,570.0 0.00
Operations at Report Time
Running 7" casing
Operations Summary
Lay down D.P., H. WT. & collars, pull wear bushing, rig down elevators & balls,safety meeting, rig casing equip. make up shoe track, running 7" casing @06:00
depth 4677 = 110 jts.
Operations Next Report Períod
Nipple up B.O.P.
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man IWSL (970) 9864401
Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (br) (hr} Code 1 Comment Start Depth (ftKB) End D th (ftKB)

06:00 10.50 10.50 6 Lay down drillpipe, h.wt. &drillcollars 7,570.0 7,570.0
16:30 1.50 12.00 22 Pull wear bushing &rig down elevators &balls 7,570.0 7,570,0
18:00 2.50 14.50 22 Rig up B&Lcasing equip. &fillup tool, held safety meeting with casing 7,570.0

¯7,570.0

crew & rig crew
20:30 9.50 24.00 12 Make up shoe track, &running 7" BTC casing 32# &29# (depth @06:00 7,570.0 7,570.0

467T) 110 jts.
Mud Clieck: 7,570.0ftKB, 10/13/2012 06:00
Date Depth{ftKB) Density (Ih/gal) Vis (rk4t) PVOR (Pa•s) YP OR (Ibfli... Gel {108) (Inf .. Gel (10m) (!b.. Ge! (30m) (ib.. Filtrale (mU... FC (1/32") HTHP Filliai... llTIIP FC (1.

10/13/2012 7,570.0 15.75 62 27.0 8.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mLimL} Mf(mLimL) Chlorides (mg/L} Calclum (mg/L) Pot (mg/L} Lime (Ibibbl) Solids (%) CaCI (ppm) OilWater Rafio

4.500 9.900 34.0 39 83,3/16.7
Mud Lost (Hole) (bbi) Mud Lost(Sud) (bbl) LCM ECD - Manual Entr... T Flowline ('F) Comment

Mud Clieck:AdepthiftKB, 10/13/2012 11:59
Date Depth (ItKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m} (Ib... Get (30m) (Ib... Fittrate (mLI... FC(1/32") HTHP Filtrat... HTHP FC (1...

10/13/2012 15.70 64 27.0 9.000 8.000 12.000 13.000 3.0 2
MBT(Ib/bbi) pH Pm (mtimL) Pi(mLimL} Mf(mL/mL) Chlorides (mg/L} Calclum (mg/L) Pol(mg/L) Lime (Iblbbl) Solids(%) CaCI (ppm) OKWater Ratio

4.500 9.900 34.0 39 83.3/16.7
Mud Lost (Hole) (bbl) MudLost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline (°F} Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (it... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (It/hr) Rot Time (br) Silde Time (hr) % Slide Time... % Rot Time {%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Caslng & IJners

Set Delilh OD Nom Max
Run Date Ösg Des ÏitKB) Top (ftKB) DD (in} ID (in} WtlLen (Iblit) Grade (in) 1DNom Min{in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 518 8.681
10/14/2012 Production 7467.0 -18.0 7 .094 32.00 FN110 Y 6 094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FISITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/15/2012
a amewcwm Report #: 2ß, DFS: 22

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APillJWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Stale/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (tt} KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (filhr) Job ROP Rotating (filbr} Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%}

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Date Report End Dale Days From Spud (days) Start Depth (itKB} End Dep1h (ftKB) Daily Depth Progress (fl)

10/14/2012 06:00 10/15/2012 06:00 22 7,570.0 7,570.0 0.00
Operations at Report Time
nipple down bops, to set casing slips
Operations Summary
Running &"casing set @756T , cir , cement, woc, nipple down bops. set casing slips
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posltion Office

Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986 4401
Time Log

Cum Dur
Start Time Dur {hr) (br) Code I Commeril Start Depin (ttKB) Fnd Depth (ftKO)

06:00 7.00 7.00 12 Running 7" HCP-110, BTC casing, set @7572', 10ft. maker jt. at 7313' 7,570.0 7,570.0
13:00 3.00 10.005 Circulate Bottoms up/ hole clean, max gas on bottoms up 427 units 7,570.0 7,570.0
16:00 2.50 12.50 23 Rig up baker hughes cementers &equip. 7,570.0 7,570.0
18:30 3.50 16.00. 12 Test lines to 6000#, 5bble, spacer, drop bottom plug, 25bbis. spacer ultra 7,570.0 7,570.0

flush II+ lbs/bbl BJ fiber, + 450Ibs/bbi barite-sackèd, al/bbiss 2
16.5ppg lead slurry 281sks class G cement, + .11|bsisk b fiber 04%
bwoo.static free + .5% bwco R-3, + 3% bwoc potassitirn chloride
+ .25Ib/sk.cello flako, + % bwoc cd-32, +.3|b/sk Icm .01tþs

fp-61 +
20% bwoc barite sacked,.+

.3% bwoc ba 59, + .4°4 bwoofl-52A 42.4°/o
fresh watet.mixed @16.8ppg, yield 1.26 Tail slurrý 300sks, lass G
cement, + lbs/sk::bj tiber,+ 04% bwoc static freä, + 2% bwoc r-3 3%
bwow potasstunichloride, + 1 3% b oc cd-32, + 01gps fp-BL, 30% bwoc
baritedacked, + 3% bwocha 59, +

.1%

bwocfi-52A 387% fresh water,
mixed 18.Oppg yield1.20,drop lop plúg, displace ith 10bbiffersh
water,263bbis of 11;ðppg cal. chloiide d not bymp plyg hold press 10
mins. 2850#, bleed offpress 1 il4bbl back Float h ding.
Set ca ng @7569.ft off bottom.

22:00 5.00 21.00 13 Waiting on cement, rig down baker hughes cementers, rig up IPS winches 7,570.0 7,570.0
to pick up BOPs.

03:00 3.00 24.00 14 Nipple down bops, winch up stack with IPS. to set casing slips. Set slips 7,570.0 7,570.0
with 179,000#

Mud Chock: 7,572.0ftKB, 13/14/2012 02:00
Dato Dapth (itKH) Densny (Ib/gal) Vis (s/q) PVOR (Pa 3) YP OR (101/1...Gel (10s) (Ibf . Gel (10m} (Ib.. Gel (30m) (10.. Hkrate (mt/ .

FC (1/32") iITIIP EiltraL.. RTHP FC (1
10/14/2012 7,572.0 15.20 64 9.000 8.000 12.000 3.0 2

MST (Ib/bbl] pH Pm (mLimL} Pf (mLímL} Mf{mL/mL) Chlorides {mg/L) Calcium (mg/L) Pot {mg/L) Lime (Ib/bbi) Solîds (%) CaCI (ppm) OIIWater Ratio
540,817.00 34, i 82.9/17.1

0
Mud Lost (Hole) (bbl} Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

375.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft . Drilled (ft) Date In Date Out DrillTime (hr} BHA ROP (ftthr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (ftKB) OD (in} ID(in) Wl/Len (Iblit} Grade (in) ID Nom Min (In)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 -18.0 7 6.094 32.00 P-110 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FISITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/15/2012
a amewcwm Report #: 2ß, DFS: 22

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APillJWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Stale/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (tt} KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (filhr) Job ROP Rotating (filbr} Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%}

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Date Report End Dale Days From Spud (days) Start Depth (itKB} End Dep1h (ftKB) Daily Depth Progress (fl)

10/14/2012 06:00 10/15/2012 06:00 22 7,570.0 7,570.0 0.00
Operations at Report Time
nipple down bops, to set casing slips
Operations Summary
Running &"casing set @756T , cir , cement, woc, nipple down bops. set casing slips
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posltion Office

Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986 4401
Time Log

Cum Dur
Start Time Dur {hr) (br) Code I Commeril Start Depin (ttKB) Fnd Depth (ftKO)

06:00 7.00 7.00 12 Running 7" HCP-110, BTC casing, set @7572', 10ft. maker jt. at 7313' 7,570.0 7,570.0
13:00 3.00 10.005 Circulate Bottoms up/ hole clean, max gas on bottoms up 427 units 7,570.0 7,570.0
16:00 2.50 12.50 23 Rig up baker hughes cementers &equip. 7,570.0 7,570.0
18:30 3.50 16.00. 12 Test lines to 6000#, 5bble, spacer, drop bottom plug, 25bbis. spacer ultra 7,570.0 7,570.0

flush II+ lbs/bbl BJ fiber, + 450Ibs/bbi barite-sackèd, al/bbiss 2
16.5ppg lead slurry 281sks class G cement, + .11|bsisk b fiber 04%
bwoo.static free + .5% bwco R-3, + 3% bwoc potassitirn chloride
+ .25Ib/sk.cello flako, + % bwoc cd-32, +.3|b/sk Icm .01tþs

fp-61 +
20% bwoc barite sacked,.+

.3% bwoc ba 59, + .4°4 bwoofl-52A 42.4°/o
fresh watet.mixed @16.8ppg, yield 1.26 Tail slurrý 300sks, lass G
cement, + lbs/sk::bj tiber,+ 04% bwoc static freä, + 2% bwoc r-3 3%
bwow potasstunichloride, + 1 3% b oc cd-32, + 01gps fp-BL, 30% bwoc
baritedacked, + 3% bwocha 59, +

.1%

bwocfi-52A 387% fresh water,
mixed 18.Oppg yield1.20,drop lop plúg, displace ith 10bbiffersh
water,263bbis of 11;ðppg cal. chloiide d not bymp plyg hold press 10
mins. 2850#, bleed offpress 1 il4bbl back Float h ding.
Set ca ng @7569.ft off bottom.

22:00 5.00 21.00 13 Waiting on cement, rig down baker hughes cementers, rig up IPS winches 7,570.0 7,570.0
to pick up BOPs.

03:00 3.00 24.00 14 Nipple down bops, winch up stack with IPS. to set casing slips. Set slips 7,570.0 7,570.0
with 179,000#

Mud Chock: 7,572.0ftKB, 13/14/2012 02:00
Dato Dapth (itKH) Densny (Ib/gal) Vis (s/q) PVOR (Pa 3) YP OR (101/1...Gel (10s) (Ibf . Gel (10m} (Ib.. Gel (30m) (10.. Hkrate (mt/ .

FC (1/32") iITIIP EiltraL.. RTHP FC (1
10/14/2012 7,572.0 15.20 64 9.000 8.000 12.000 3.0 2

MST (Ib/bbl] pH Pm (mLimL} Pf (mLímL} Mf{mL/mL) Chlorides {mg/L) Calcium (mg/L) Pot {mg/L) Lime (Ib/bbi) Solîds (%) CaCI (ppm) OIIWater Ratio
540,817.00 34, i 82.9/17.1

0
Mud Lost (Hole) (bbl} Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

375.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft . Drilled (ft) Date In Date Out DrillTime (hr} BHA ROP (ftthr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (ftKB) OD (in} ID(in) Wl/Len (Iblit} Grade (in) ID Nom Min (In)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 -18.0 7 6.094 32.00 P-110 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 31442 API Well Number: 43019500190000

FISITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/15/2012
a amewcwm Report #: 2ß, DFS: 22

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APillJWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Stale/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (tt} KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (filhr) Job ROP Rotating (filbr} Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%}

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Date Report End Dale Days From Spud (days) Start Depth (itKB} End Dep1h (ftKB) Daily Depth Progress (fl)

10/14/2012 06:00 10/15/2012 06:00 22 7,570.0 7,570.0 0.00
Operations at Report Time
nipple down bops, to set casing slips
Operations Summary
Running &"casing set @756T , cir , cement, woc, nipple down bops. set casing slips
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posltion Office

Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986 4401
Time Log

Cum Dur
Start Time Dur {hr) (br) Code I Commeril Start Depin (ttKB) Fnd Depth (ftKO)

06:00 7.00 7.00 12 Running 7" HCP-110, BTC casing, set @7572', 10ft. maker jt. at 7313' 7,570.0 7,570.0
13:00 3.00 10.005 Circulate Bottoms up/ hole clean, max gas on bottoms up 427 units 7,570.0 7,570.0
16:00 2.50 12.50 23 Rig up baker hughes cementers &equip. 7,570.0 7,570.0
18:30 3.50 16.00. 12 Test lines to 6000#, 5bble, spacer, drop bottom plug, 25bbis. spacer ultra 7,570.0 7,570.0

flush II+ lbs/bbl BJ fiber, + 450Ibs/bbi barite-sackèd, al/bbiss 2
16.5ppg lead slurry 281sks class G cement, + .11|bsisk b fiber 04%
bwoo.static free + .5% bwco R-3, + 3% bwoc potassitirn chloride
+ .25Ib/sk.cello flako, + % bwoc cd-32, +.3|b/sk Icm .01tþs

fp-61 +
20% bwoc barite sacked,.+

.3% bwoc ba 59, + .4°4 bwoofl-52A 42.4°/o
fresh watet.mixed @16.8ppg, yield 1.26 Tail slurrý 300sks, lass G
cement, + lbs/sk::bj tiber,+ 04% bwoc static freä, + 2% bwoc r-3 3%
bwow potasstunichloride, + 1 3% b oc cd-32, + 01gps fp-BL, 30% bwoc
baritedacked, + 3% bwocha 59, +

.1%

bwocfi-52A 387% fresh water,
mixed 18.Oppg yield1.20,drop lop plúg, displace ith 10bbiffersh
water,263bbis of 11;ðppg cal. chloiide d not bymp plyg hold press 10
mins. 2850#, bleed offpress 1 il4bbl back Float h ding.
Set ca ng @7569.ft off bottom.

22:00 5.00 21.00 13 Waiting on cement, rig down baker hughes cementers, rig up IPS winches 7,570.0 7,570.0
to pick up BOPs.

03:00 3.00 24.00 14 Nipple down bops, winch up stack with IPS. to set casing slips. Set slips 7,570.0 7,570.0
with 179,000#

Mud Chock: 7,572.0ftKB, 13/14/2012 02:00
Dato Dapth (itKH) Densny (Ib/gal) Vis (s/q) PVOR (Pa 3) YP OR (101/1...Gel (10s) (Ibf . Gel (10m} (Ib.. Gel (30m) (10.. Hkrate (mt/ .

FC (1/32") iITIIP EiltraL.. RTHP FC (1
10/14/2012 7,572.0 15.20 64 9.000 8.000 12.000 3.0 2

MST (Ib/bbl] pH Pm (mLimL} Pf (mLímL} Mf{mL/mL) Chlorides {mg/L) Calcium (mg/L) Pot {mg/L) Lime (Ib/bbi) Solîds (%) CaCI (ppm) OIIWater Ratio
540,817.00 34, i 82.9/17.1

0
Mud Lost (Hole) (bbl} Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

375.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft . Drilled (ft) Date In Date Out DrillTime (hr} BHA ROP (ftthr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (flKB) Top (ftKB) OD (in} ID(in) Wl/Len (Iblit} Grade (in) ID Nom Min (In)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 -18.0 7 6.094 32.00 P-110 7 6.094
10/14/2012 Production 7,567.0 -18.3 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 31442 API Well Number: 43019500190000

FISITY Daily Drilling - Paradox Executive Daily No Cost Reportfor:10/15/2012
a amewcwm Report #: 2ß, DFS: 22

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00
APillJWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County Stale/Province Surveyed Elevation (it) CF Elev (ft) KB-Ground Distance (tt} KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 9864401 9/18/2012 18:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (filhr) Job ROP Rotating (filbr} Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%}

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(itKB}

7,673.0
Daily Operations
Report Start Date Report End Dale Days From Spud (days) Start Depth (itKB} End Dep1h (ftKB) Daily Depth Progress (fl)

10/14/2012 06:00 10/15/2012 06:00 22 7,570.0 7,570.0 0.00
Operations at Report Time
nipple down bops, to set casing slips
Operations Summary
Running &"casing set @756T , cir , cement, woc, nipple down bops. set casing slips
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Posltion Office

Delbert Sullivan Company Man / WSL (970) 9864401
Tucker Yancey Company Man / WSL (970) 986 4401
Time Log

Cum Dur
Start Time Dur {hr) (br) Code I Commeril Start Depin (ttKB) Fnd Depth (ftKO)

06:00 7.00 7.00 12 Running 7" HCP-110, BTC casing, set @7572', 10ft. maker jt. at 7313' 7,570.0 7,570.0
13:00 3.00 10.005 Circulate Bottoms up/ hole clean, max gas on bottoms up 427 units 7,570.0 7,570.0
16:00 2.50 12.50 23 Rig up baker hughes cementers &equip. 7,570.0 7,570.0
18:30 3.50 16.00. 12 Test lines to 6000#, 5bble, spacer, drop bottom plug, 25bbis. spacer ultra 7,570.0 7,570.0

flush II+ lbs/bbl BJ fiber, + 450Ibs/bbi barite-sackèd, al/bbiss 2
16.5ppg lead slurry 281sks class G cement, + .11|bsisk b fiber 04%
bwoo.static free + .5% bwco R-3, + 3% bwoc potassitirn chloride
+ .25Ib/sk.cello flako, + % bwoc cd-32, +.3|b/sk Icm .01tþs

fp-61 +
20% bwoc barite sacked,.+

.3% bwoc ba 59, + .4°4 bwoofl-52A 42.4°/o
fresh watet.mixed @16.8ppg, yield 1.26 Tail slurrý 300sks, lass G
cement, + lbs/sk::bj tiber,+ 04% bwoc static freä, + 2% bwoc r-3 3%
bwow potasstunichloride, + 1 3% b oc cd-32, + 01gps fp-BL, 30% bwoc
baritedacked, + 3% bwocha 59, +

.1%

bwocfi-52A 387% fresh water,
mixed 18.Oppg yield1.20,drop lop plúg, displace ith 10bbiffersh
water,263bbis of 11;ðppg cal. chloiide d not bymp plyg hold press 10
mins. 2850#, bleed offpress 1 il4bbl back Float h ding.
Set ca ng @7569.ft off bottom.

22:00 5.00 21.00 13 Waiting on cement, rig down baker hughes cementers, rig up IPS winches 7,570.0 7,570.0
to pick up BOPs.

03:00 3.00 24.00 14 Nipple down bops, winch up stack with IPS. to set casing slips. Set slips 7,570.0 7,570.0
with 179,000#

Mud Chock: 7,572.0ftKB, 13/14/2012 02:00
Dato Dapth (itKH) Densny (Ib/gal) Vis (s/q) PVOR (Pa 3) YP OR (101/1...Gel (10s) (Ibf . Gel (10m} (Ib.. Gel (30m) (10.. Hkrate (mt/ .

FC (1/32") iITIIP EiltraL.. RTHP FC (1
10/14/2012 7,572.0 15.20 64 9.000 8.000 12.000 3.0 2

MST (Ib/bbl] pH Pm (mLimL} Pf (mLímL} Mf{mL/mL) Chlorides {mg/L) Calcium (mg/L) Pot {mg/L) Lime (Ib/bbi) Solîds (%) CaCI (ppm) OIIWater Ratio
540,817.00 34, i 82.9/17.1

0
Mud Lost (Hole) (bbl} Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment

375.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft . Drilled (ft) Date In Date Out DrillTime (hr} BHA ROP (ftthr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,473.0 7,570.0 97.00 10/10/2012 06:00 10/15/2012 06:00 2.50 38.8 2.50 100.00
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/16/2012

Û$Ã"" Report #: 27, DFS: 23

Well Name: Cane Creek 26-3 Daily Depth Progress: 0.00

APIIUWI Well Area Basin Field Name License # Pefmil Number Well Config
43-019-50019 Paradox Paradox Basin Big Flat Vertical
County State/Province Surveyed Elevation (ft} CF Elev (ft) KB roundOlstance (ft) KB-CF (ft) Spud Date Rig Release Dale

Grand UT 5,652.00 23.00 9/10/2012 00:00
Operator Surface Legal Location
Fidelity E&P NESW
Rlg Company Man\WellsiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 9/18/2012 18:00
DrillingHours (hr) Clrculating Hours (hr) Job ROP (ftihr) Job ROP Rotating (ft/hr) Job ROP Slidîng (ftlhr) Job Rotating% (%) Total Job Percent Sliding {%)

170.50 13.50 43.2 42.7 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

7,673.0
Daily Operations
ReportStart Date Report End Date Days From Spud (days) Start Depth (ItKB) End Depth (11KB) Daily Depth Progress (fl)

10/15/2012 06:00 10/16/2012 06:00 23 7,570.0 7,570.0 0.00
Operations at Report Time
Rigging down
Operations Summary
Rlg down cement head, cut casing, lay down cut off casing, Iower bops, rigdown bop jacks, rig down elevators & bails, blow air thru top drive, nipple down bops,
install tubinghead, test to 6800psi. instali dry hole tree, rig down top drive and rig floor.
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

StaitTlme Dur(br) (lu) Code 1 Commenl Stirt Depth (fiKB) End Depta (ttKB)

06:00 1.00 1.00 12 Rig down cement head 7,570.0 7,570.0
07:00 3.50 4.50 14 Cut 7" casing, lay down cut off pipe, lower bops, rig down bop jacks. 7,570.0 7,570.0
10:30 1.00 5.50 23 Rig down elevators &balls, blow mud out of top drive. 7,570.0 7,570.0

11:30 10.00 15.50 14 Nipple down bops &install tubinghead, pack off to 8500psi, test head to 7,570.0 7,570.0
6800psi, install dry holetree.

21:30 8.50 24.00 1 Rig down top drive &equip. from rigfloor. RIG RELEASED @ 12:00 AM 7,570.0 7,570.0
10/16/12

Mud Check: < Jepth>ftKB, "dttm>
Date Depth (ftKB) Density (Iblgal) Vis {s/qt) PV OR (Paus) YP OR {lbfl1... Gel (10s) (Ibf... Gel (tom}(Ib... Gel (30m) (lb... Filtrate (mtl... FC (1/32") HTHP Filtrat.. HTHP FC (1.

MBT(Ib/bbi) pH Pm (mLlmL) Pf (mLímL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L} Pot (mg/L} Lime (Ibibbl) Solids {%) CaCI (ppm) Oi1Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr-. T Flowline ("F) Comment

Daily Drilling Performance
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MBT(Ib/bbi) pH Pm (mLlmL) Pf (mLímL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L} Pot (mg/L} Lime (Ibibbl) Solids {%) CaCI (ppm) Oi1Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr-. T Flowline ("F) Comment

Daily Drilling Performance
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satDepth OD Nom Max
Run Dale Csq Des (ttKB) Top (flKD) OD (in) ID (in) Wl/Lon (Iblit) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 -18,0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

FEPCo

1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(72Q) 931-9631

Well Name : Cane Creek Unit 263
Prospect: AFE #: 120245

Sec/Twp/Rge; 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected ØiÍ; O/ 0 Ni 0 / 0 Wate 0 / 0

Wellwork Details
Date : 10/15/2012 Activity: RU Equip Rig Name Days 1
Daily Report Summary :

Daily Report Detail: Drilling rig cemented 7" csg.
ND BOPs & LD the 7" in the wellhead slips. Cut off & NU frac head.
Begin RDMO

ate 10/16/2012 A6ti ity MIRU Rig Slarne Days :2

Daily Repod Summary :

Daily Report Detail: MIcranes for RD
Cont to RDMO drilling rig and equip.
Prep for the completion.

Dae 10/17/2012 A6tigÍtyMIRU Rig ifÑame Days 3

Daily Report Summary :

Daily Repod Detail: Use cranes &trucks for RD
ICont to RDMO drilling rig and equip. The rig & equip should be off by the evening of the 18th.
Prep for the completion.

Date : 10/18/2012 A6ti ity MIRU Rig RÏgNani ays :4

Daily Report Summary :

Daily Report Detail: Use cranes & trucks for RD¯
Cont to RDMO drilling rig and equip. The rig & equip should be off location by the end of the day.
Prep for the completion.

D 10/19I20Ù A tivitý testing Rig Nan Days ;5
Daily Report Summary :

Daily Report Detail: HoldSafety Meeting
Rig travel. MI and spot & test 4 new anchors.
M1RUMonument Rig #21. MI BOPs, catwalk & racks, rig tank& pump, holding tanks with fluids.
Spot all equip.
Wellhead Press- Vac ND frac valve, NU Piceance Rentals 10,000# BOPs. NU lines.
MI 153 jnts of tested 2 7/8" 6.5# N-80 / L-80 EUE Brd tbg, 33 jnts of 2 7/8" N-80 tbg from the CC 24-1RE2.
MI60 jnts of new 2 7/8" 6.5# N-80 / L-80 EUE 8rd tbg. Total jnts of 2 7/8" tbg on location 246 jnts.
Secure Well / SDFN / Travel

From 7:00 To 18:00 11 hrs C tädgiý/Rmks:
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MI60 jnts of new 2 7/8" 6.5# N-80 / L-80 EUE 8rd tbg. Total jnts of 2 7/8" tbg on location 246 jnts.
Secure Well / SDFN / Travel

From 7:00 To 18:00 11 hrs C tädgiý/Rmks:
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Sundry Number: 31442 API Well Number: 43019500190000

FEPCo

1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(72Q) 931-9631

Well Name : Cane Creek Unit 263
Prospect: AFE #: 120245

Sec/Twp/Rge; 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected ØiÍ; O/ 0 Ni 0 / 0 Wate 0 / 0

Wellwork Details
Date : 10/15/2012 Activity: RU Equip Rig Name Days 1
Daily Report Summary :

Daily Report Detail: Drilling rig cemented 7" csg.
ND BOPs & LD the 7" in the wellhead slips. Cut off & NU frac head.
Begin RDMO

ate 10/16/2012 A6ti ity MIRU Rig Slarne Days :2

Daily Repod Summary :

Daily Report Detail: MIcranes for RD
Cont to RDMO drilling rig and equip.
Prep for the completion.

Dae 10/17/2012 A6tigÍtyMIRU Rig ifÑame Days 3

Daily Report Summary :

Daily Repod Detail: Use cranes &trucks for RD
ICont to RDMO drilling rig and equip. The rig & equip should be off by the evening of the 18th.
Prep for the completion.

Date : 10/18/2012 A6ti ity MIRU Rig RÏgNani ays :4

Daily Report Summary :

Daily Report Detail: Use cranes & trucks for RD¯
Cont to RDMO drilling rig and equip. The rig & equip should be off location by the end of the day.
Prep for the completion.

D 10/19I20Ù A tivitý testing Rig Nan Days ;5
Daily Report Summary :

Daily Report Detail: HoldSafety Meeting
Rig travel. MI and spot & test 4 new anchors.
M1RUMonument Rig #21. MI BOPs, catwalk & racks, rig tank& pump, holding tanks with fluids.
Spot all equip.
Wellhead Press- Vac ND frac valve, NU Piceance Rentals 10,000# BOPs. NU lines.
MI 153 jnts of tested 2 7/8" 6.5# N-80 / L-80 EUE Brd tbg, 33 jnts of 2 7/8" N-80 tbg from the CC 24-1RE2.
MI60 jnts of new 2 7/8" 6.5# N-80 / L-80 EUE 8rd tbg. Total jnts of 2 7/8" tbg on location 246 jnts.
Secure Well / SDFN / Travel

From 7:00 To 18:00 11 hrs C tädgiý/Rmks:
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Sundry Number: 31442 API Well Number: 43019500190000

FEPCo

1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(72Q) 931-9631

Well Name : Cane Creek Unit 263
Prospect: AFE #: 120245

Sec/Twp/Rge; 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected ØiÍ; O/ 0 Ni 0 / 0 Wate 0 / 0

Wellwork Details
Date : 10/15/2012 Activity: RU Equip Rig Name Days 1

Daily Report Summary :

Daily Report Detail: Drilling rig cemented 7" csg.
ND BOPs & LD the 7" in the wellhead slips. Cut off & NU frac head.
Begin RDMO

ate 10/16/2012 A6ti ity MIRU Rig Slarne Days :2

Daily Repod Summary :

Daily Report Detail: MIcranes for RD
Cont to RDMO drilling rig and equip.
Prep for the completion.

Dae 10/17/2012 A6tigÍtyMIRU Rig ifÑame Days 3

Daily Report Summary :

Daily Repod Detail: Use cranes &trucks for RD
ICont to RDMO drilling rig and equip. The rig & equip should be off by the evening of the 18th.
Prep for the completion.

Date : 10/18/2012 A6ti ity MIRU Rig RÏgNani ays :4

Daily Report Summary :

Daily Report Detail: Use cranes & trucks for RD¯
Cont to RDMO drilling rig and equip. The rig & equip should be off location by the end of the day.
Prep for the completion.

D 10/19I20Ù A tivitý testing Rig Nan Days ;5

Daily Report Summary :

Daily Report Detail: HoldSafety Meeting
Rig travel. MI and spot & test 4 new anchors.
M1RUMonument Rig #21. MI BOPs, catwalk & racks, rig tank& pump, holding tanks with fluids.
Spot all equip.
Wellhead Press- Vac ND frac valve, NU Piceance Rentals 10,000# BOPs. NU lines.
MI 153 jnts of tested 2 7/8" 6.5# N-80 / L-80 EUE Brd tbg, 33 jnts of 2 7/8" N-80 tbg from the CC 24-1RE2.

MI60 jnts of new 2 7/8" 6.5# N-80 / L-80 EUE 8rd tbg. Total jnts of 2 7/8" tbg on location 246 jnts.
Secure Well / SDFN / Travel

From 7:00 To 18:00 11 hrs C tädgiý/Rmks:
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Sundry Number: 31442 API Well Number: 43019500190000

FEPCo

1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, CO 80203 Regulatory Report
(72Q) 931-9631

Well Name : Cane Creek Unit 263
Prospect: AFE #: 120245

Sec/Twp/Rge; 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected ØiÍ; O/ 0 Ni 0 / 0 Wate 0 / 0

Wellwork Details
Date : 10/15/2012 Activity: RU Equip Rig Name Days 1

Daily Report Summary :

Daily Report Detail: Drilling rig cemented 7" csg.
ND BOPs & LD the 7" in the wellhead slips. Cut off & NU frac head.
Begin RDMO

ate 10/16/2012 A6ti ity MIRU Rig Slarne Days :2

Daily Repod Summary :

Daily Report Detail: MIcranes for RD
Cont to RDMO drilling rig and equip.
Prep for the completion.

Dae 10/17/2012 A6tigÍtyMIRU Rig ifÑame Days 3

Daily Report Summary :

Daily Repod Detail: Use cranes &trucks for RD
ICont to RDMO drilling rig and equip. The rig & equip should be off by the evening of the 18th.
Prep for the completion.

Date : 10/18/2012 A6ti ity MIRU Rig RÏgNani ays :4

Daily Report Summary :

Daily Report Detail: Use cranes & trucks for RD¯
Cont to RDMO drilling rig and equip. The rig & equip should be off location by the end of the day.
Prep for the completion.

D 10/19I20Ù A tivitý testing Rig Nan Days ;5

Daily Report Summary :

Daily Report Detail: HoldSafety Meeting
Rig travel. MI and spot & test 4 new anchors.
M1RUMonument Rig #21. MI BOPs, catwalk & racks, rig tank& pump, holding tanks with fluids.
Spot all equip.
Wellhead Press- Vac ND frac valve, NU Piceance Rentals 10,000# BOPs. NU lines.
MI 153 jnts of tested 2 7/8" 6.5# N-80 / L-80 EUE Brd tbg, 33 jnts of 2 7/8" N-80 tbg from the CC 24-1RE2.

MI60 jnts of new 2 7/8" 6.5# N-80 / L-80 EUE 8rd tbg. Total jnts of 2 7/8" tbg on location 246 jnts.
Secure Well / SDFN / Travel

From 7:00 To 18:00 11 hrs C tädgiý/Rmks:
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 2643
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: FidelityE&P
API #: 43-019-50019 Fléki: Big Flat Supervisor; Mark Michel

Work Type: Completion Cáunty th GRAND, UT Phone:
Production Current/lxpected Oil: 0 / 0 Gas: 0 I O Wät : 0 / 0

Dâte 10/20/2012 Activity: Trips ÅígNamN Days16
Daily Report Summary :

Daily Report Detail: Hold Safety Meeting
MI BOP tester. Test BOPs: Low @250# High @8000# Test Annular: Low @250# High @4000#
Good tests. RDtester.
Tally tbg. Prep to TlH w/ 6" bit & 7" scraper.
TlH w/ bit & scraper as follows: 6" Tri blade drag bit, Bit sub, Baker 7" scraper, 1 jnt 2 7/8" 6.5# N-80 EUE
Brd tbg, Xnipple (2.313"),
TlH w/2 7/8" 6.5# N&L-80 EUE 8rd tbg.
Tag up with jnt #238 @6' out @7450'. This is 74' shallow of target depth of 7524'. Prep to drill out omt
MIPU power swivel.
Begin drlg on omt @7450', circ in reverse w/ 11.6ppg CACL. Soft cmt at this time,working right down.
Pump: 2.5bpm, @500#, Swivel- 70 rpm
2 to 3,000 lbs on the bit. Harder drilling @7464'. Cont to drill omt. Returns, CACL water & cmt
Drlg @7490' w/ 239 jnts. PU 6', circ to clean up. Pump: Reverse, 3 bpm @ 1400#. Returns: Water, Cmt
& Rubber. Cire for 30 min, pump 90 bbls.
LD 2 jnts. Sd back the swivel. SI well.
Secure Well / SDFN / Travel

From 7:00 To 20:00 13 hrs categorýñárikg:

Date 10/21/2012 Activity: Logging Rig ÑÑÑ¾ bayd7
Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
PU 2 jnts of tbg. PU swivel.
Break circ, reverse circ. Pump: 2 bpm @600#. Drilling on thewiper plug & cmt @7490 Bit plugging w/
cmt & rubber.
Working to keep good returns.
Stop drilling @7496', requested by Fidelity. Reverse circ & clean hole @2.5 bpm @1250# for 45 min.
LD the power swivel. Short round tripscraper & bit. Return bit to 7490'.
Reverse circ & clean hole for 30 min@2.5 bpm @ 1275#. MI Baker Atlas to run CBL.
Press test csg to 3000#. LD 9 jnts of tbg. TOOH wl 7" bit & scraper assembly.
Fillthe hole w/ 11.6ppg CACL water. Prep to run logs.
RIH w/ CBL, CCL & GR. Corr to the open hole logs ( Schlumberger 10/12/2012). Run main pass under
3000# pressure.
Logging toolsquit working @6500'. ROOH repair tools. RIH and cont to log from 6500', press to 3000#
while logging.
Logged From7478' to 3000'. ROOH w/ logging tools. RD loggers.
Secure Well / SDFN / Travel

From 6:00 To 19:30 3.5 hr Category/Rmlo; ;

Date : 10/22/2012 LWivity: Logging ifÑámo: Days t8
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. Prep to Run TCP guns.
PU TCP gun assembly. TlH guns. PU Baker 7" hornet packer assembly, TlH
TIH guns & packer on 2 7/8" 6.5# N-80 EUE 89rd tbg. 231 jnts
RU Baker atlas to run locate log.
RIH w/ CCL & GR, tools 1 11/16" OD. Corr toolsdepth to Baker CBL.
Working to get the CCL to work properly. The CCL is recording a lot of static and is not show definitive
collars of packer.
Request for Baker to ROOH and change out the CCL. ROOH part way, then Baker Engineer took it upon
himself to try and get the tools working.
RlH to 7325'. The tools are still giving us to much static to identify the packer assembly.
Ordered the engineer to ROOH with the tools. RD & release the Baker logging truck.Rocky Mtn Wireline
willbe on location first thing
in the morning. Leave the packer & guns in place in the hole. SI well.
Secure Well / SDFN / Travel

From 7:00 To 19:45 2.75 h Category/Rmks :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 2643
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: FidelityE&P
API #: 43-019-50019 Fléki: Big Flat Supervisor; Mark Michel

Work Type: Completion Cáunty th GRAND, UT Phone:
Production Current/lxpected Oil: 0 / 0 Gas: 0 I O Wät : 0 / 0

Dâte 10/20/2012 Activity: Trips ÅígNamN Days16
Daily Report Summary :

Daily Report Detail: Hold Safety Meeting
MI BOP tester. Test BOPs: Low @250# High @8000# Test Annular: Low @250# High @4000#
Good tests. RDtester.
Tally tbg. Prep to TlH w/ 6" bit & 7" scraper.
TlH w/ bit & scraper as follows: 6" Tri blade drag bit, Bit sub, Baker 7" scraper, 1 jnt 2 7/8" 6.5# N-80 EUE
Brd tbg, Xnipple (2.313"),
TlH w/2 7/8" 6.5# N&L-80 EUE 8rd tbg.
Tag up with jnt #238 @6' out @7450'. This is 74' shallow of target depth of 7524'. Prep to drill out omt
MIPU power swivel.
Begin drlg on omt @7450', circ in reverse w/ 11.6ppg CACL. Soft cmt at this time,working right down.
Pump: 2.5bpm, @500#, Swivel- 70 rpm
2 to 3,000 lbs on the bit. Harder drilling @7464'. Cont to drill omt. Returns, CACL water & cmt
Drlg @7490' w/ 239 jnts. PU 6', circ to clean up. Pump: Reverse, 3 bpm @ 1400#. Returns: Water, Cmt
& Rubber. Cire for 30 min, pump 90 bbls.
LD 2 jnts. Sd back the swivel. SI well.
Secure Well / SDFN / Travel

From 7:00 To 20:00 13 hrs categorýñárikg:

Date 10/21/2012 Activity: Logging Rig ÑÑÑ¾ bayd7
Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
PU 2 jnts of tbg. PU swivel.
Break circ, reverse circ. Pump: 2 bpm @600#. Drilling on thewiper plug & cmt @7490 Bit plugging w/
cmt & rubber.
Working to keep good returns.
Stop drilling @7496', requested by Fidelity. Reverse circ & clean hole @2.5 bpm @1250# for 45 min.
LD the power swivel. Short round tripscraper & bit. Return bit to 7490'.
Reverse circ & clean hole for 30 min@2.5 bpm @ 1275#. MI Baker Atlas to run CBL.
Press test csg to 3000#. LD 9 jnts of tbg. TOOH wl 7" bit & scraper assembly.
Fillthe hole w/ 11.6ppg CACL water. Prep to run logs.
RIH w/ CBL, CCL & GR. Corr to the open hole logs ( Schlumberger 10/12/2012). Run main pass under
3000# pressure.
Logging toolsquit working @6500'. ROOH repair tools. RIH and cont to log from 6500', press to 3000#
while logging.
Logged From7478' to 3000'. ROOH w/ logging tools. RD loggers.
Secure Well / SDFN / Travel

From 6:00 To 19:30 3.5 hr Category/Rmlo; ;

Date : 10/22/2012 LWivity: Logging ifÑámo: Days t8
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. Prep to Run TCP guns.
PU TCP gun assembly. TlH guns. PU Baker 7" hornet packer assembly, TlH
TIH guns & packer on 2 7/8" 6.5# N-80 EUE 89rd tbg. 231 jnts
RU Baker atlas to run locate log.
RIH w/ CCL & GR, tools 1 11/16" OD. Corr toolsdepth to Baker CBL.
Working to get the CCL to work properly. The CCL is recording a lot of static and is not show definitive
collars of packer.
Request for Baker to ROOH and change out the CCL. ROOH part way, then Baker Engineer took it upon
himself to try and get the tools working.
RlH to 7325'. The tools are still giving us to much static to identify the packer assembly.
Ordered the engineer to ROOH with the tools. RD & release the Baker logging truck.Rocky Mtn Wireline
willbe on location first thing
in the morning. Leave the packer & guns in place in the hole. SI well.
Secure Well / SDFN / Travel

From 7:00 To 19:45 2.75 h Category/Rmks :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 2643
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: FidelityE&P
API #: 43-019-50019 Fléki: Big Flat Supervisor; Mark Michel

Work Type: Completion Cáunty th GRAND, UT Phone:
Production Current/lxpected Oil: 0 / 0 Gas: 0 I O Wät : 0 / 0

Dâte 10/20/2012 Activity: Trips ÅígNamN Days16
Daily Report Summary :

Daily Report Detail: Hold Safety Meeting
MI BOP tester. Test BOPs: Low @250# High @8000# Test Annular: Low @250# High @4000#
Good tests. RDtester.
Tally tbg. Prep to TlH w/ 6" bit & 7" scraper.
TlH w/ bit & scraper as follows: 6" Tri blade drag bit, Bit sub, Baker 7" scraper, 1 jnt 2 7/8" 6.5# N-80 EUE
Brd tbg, Xnipple (2.313"),
TlH w/2 7/8" 6.5# N&L-80 EUE 8rd tbg.
Tag up with jnt #238 @6' out @7450'. This is 74' shallow of target depth of 7524'. Prep to drill out omt
MIPU power swivel.
Begin drlg on omt @7450', circ in reverse w/ 11.6ppg CACL. Soft cmt at this time,working right down.
Pump: 2.5bpm, @500#, Swivel- 70 rpm
2 to 3,000 lbs on the bit. Harder drilling @7464'. Cont to drill omt. Returns, CACL water & cmt
Drlg @7490' w/ 239 jnts. PU 6', circ to clean up. Pump: Reverse, 3 bpm @ 1400#. Returns: Water, Cmt
& Rubber. Cire for 30 min, pump 90 bbls.
LD 2 jnts. Sd back the swivel. SI well.
Secure Well / SDFN / Travel

From 7:00 To 20:00 13 hrs categorýñárikg:

Date 10/21/2012 Activity: Logging Rig ÑÑÑ¾ bayd7
Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
PU 2 jnts of tbg. PU swivel.
Break circ, reverse circ. Pump: 2 bpm @600#. Drilling on thewiper plug & cmt @7490 Bit plugging w/
cmt & rubber.
Working to keep good returns.
Stop drilling @7496', requested by Fidelity. Reverse circ & clean hole @2.5 bpm @1250# for 45 min.
LD the power swivel. Short round tripscraper & bit. Return bit to 7490'.
Reverse circ & clean hole for 30 min@2.5 bpm @ 1275#. MI Baker Atlas to run CBL.
Press test csg to 3000#. LD 9 jnts of tbg. TOOH wl 7" bit & scraper assembly.
Fillthe hole w/ 11.6ppg CACL water. Prep to run logs.
RIH w/ CBL, CCL & GR. Corr to the open hole logs ( Schlumberger 10/12/2012). Run main pass under
3000# pressure.
Logging toolsquit working @6500'. ROOH repair tools. RIH and cont to log from 6500', press to 3000#
while logging.
Logged From7478' to 3000'. ROOH w/ logging tools. RD loggers.
Secure Well / SDFN / Travel

From 6:00 To 19:30 3.5 hr Category/Rmlo; ;

Date : 10/22/2012 LWivity: Logging ifÑámo: Days t8
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. Prep to Run TCP guns.
PU TCP gun assembly. TlH guns. PU Baker 7" hornet packer assembly, TlH
TIH guns & packer on 2 7/8" 6.5# N-80 EUE 89rd tbg. 231 jnts
RU Baker atlas to run locate log.
RIH w/ CCL & GR, tools 1 11/16" OD. Corr toolsdepth to Baker CBL.
Working to get the CCL to work properly. The CCL is recording a lot of static and is not show definitive
collars of packer.
Request for Baker to ROOH and change out the CCL. ROOH part way, then Baker Engineer took it upon
himself to try and get the tools working.
RlH to 7325'. The tools are still giving us to much static to identify the packer assembly.
Ordered the engineer to ROOH with the tools. RD & release the Baker logging truck.Rocky Mtn Wireline
willbe on location first thing
in the morning. Leave the packer & guns in place in the hole. SI well.
Secure Well / SDFN / Travel

From 7:00 To 19:45 2.75 h Category/Rmks :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 2643
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: FidelityE&P
API #: 43-019-50019 Fléki: Big Flat Supervisor; Mark Michel

Work Type: Completion Cáunty th GRAND, UT Phone:
Production Current/lxpected Oil: 0 / 0 Gas: 0 I O Wät : 0 / 0

Dâte 10/20/2012 Activity: Trips ÅígNamN Days16
Daily Report Summary :

Daily Report Detail: Hold Safety Meeting
MI BOP tester. Test BOPs: Low @250# High @8000# Test Annular: Low @250# High @4000#
Good tests. RDtester.
Tally tbg. Prep to TlH w/ 6" bit & 7" scraper.
TlH w/ bit & scraper as follows: 6" Tri blade drag bit, Bit sub, Baker 7" scraper, 1 jnt 2 7/8" 6.5# N-80 EUE
Brd tbg, Xnipple (2.313"),
TlH w/2 7/8" 6.5# N&L-80 EUE 8rd tbg.
Tag up with jnt #238 @6' out @7450'. This is 74' shallow of target depth of 7524'. Prep to drill out omt
MIPU power swivel.
Begin drlg on omt @7450', circ in reverse w/ 11.6ppg CACL. Soft cmt at this time,working right down.
Pump: 2.5bpm, @500#, Swivel- 70 rpm
2 to 3,000 lbs on the bit. Harder drilling @7464'. Cont to drill omt. Returns, CACL water & cmt
Drlg @7490' w/ 239 jnts. PU 6', circ to clean up. Pump: Reverse, 3 bpm @ 1400#. Returns: Water, Cmt
& Rubber. Cire for 30 min, pump 90 bbls.
LD 2 jnts. Sd back the swivel. SI well.
Secure Well / SDFN / Travel

From 7:00 To 20:00 13 hrs categorýñárikg:

Date 10/21/2012 Activity: Logging Rig ÑÑÑ¾ bayd7
Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
PU 2 jnts of tbg. PU swivel.
Break circ, reverse circ. Pump: 2 bpm @600#. Drilling on thewiper plug & cmt @7490 Bit plugging w/
cmt & rubber.
Working to keep good returns.
Stop drilling @7496', requested by Fidelity. Reverse circ & clean hole @2.5 bpm @1250# for 45 min.
LD the power swivel. Short round tripscraper & bit. Return bit to 7490'.
Reverse circ & clean hole for 30 min@2.5 bpm @ 1275#. MI Baker Atlas to run CBL.
Press test csg to 3000#. LD 9 jnts of tbg. TOOH wl 7" bit & scraper assembly.
Fillthe hole w/ 11.6ppg CACL water. Prep to run logs.
RIH w/ CBL, CCL & GR. Corr to the open hole logs ( Schlumberger 10/12/2012). Run main pass under
3000# pressure.
Logging toolsquit working @6500'. ROOH repair tools. RIH and cont to log from 6500', press to 3000#
while logging.
Logged From7478' to 3000'. ROOH w/ logging tools. RD loggers.
Secure Well / SDFN / Travel

From 6:00 To 19:30 3.5 hr Category/Rmlo; ;

Date : 10/22/2012 LWivity: Logging ifÑámo: Days t8
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. Prep to Run TCP guns.
PU TCP gun assembly. TlH guns. PU Baker 7" hornet packer assembly, TlH
TIH guns & packer on 2 7/8" 6.5# N-80 EUE 89rd tbg. 231 jnts
RU Baker atlas to run locate log.
RIH w/ CCL & GR, tools 1 11/16" OD. Corr toolsdepth to Baker CBL.
Working to get the CCL to work properly. The CCL is recording a lot of static and is not show definitive
collars of packer.
Request for Baker to ROOH and change out the CCL. ROOH part way, then Baker Engineer took it upon
himself to try and get the tools working.
RlH to 7325'. The tools are still giving us to much static to identify the packer assembly.
Ordered the engineer to ROOH with the tools. RD & release the Baker logging truck.Rocky Mtn Wireline
willbe on location first thing
in the morning. Leave the packer & guns in place in the hole. SI well.
Secure Well / SDFN / Travel

From 7:00 To 19:45 2.75 h Category/Rmks :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 2643
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: FidelityE&P
API #: 43-019-50019 Fléki: Big Flat Supervisor; Mark Michel

Work Type: Completion Cáunty th GRAND, UT Phone:
Production Current/lxpected Oil: 0 / 0 Gas: 0 I O Wät : 0 / 0

Dâte 10/20/2012 Activity: Trips ÅígNamN Days16
Daily Report Summary :

Daily Report Detail: Hold Safety Meeting
MI BOP tester. Test BOPs: Low @250# High @8000# Test Annular: Low @250# High @4000#
Good tests. RDtester.
Tally tbg. Prep to TlH w/ 6" bit & 7" scraper.
TlH w/ bit & scraper as follows: 6" Tri blade drag bit, Bit sub, Baker 7" scraper, 1 jnt 2 7/8" 6.5# N-80 EUE
Brd tbg, Xnipple (2.313"),
TlH w/2 7/8" 6.5# N&L-80 EUE 8rd tbg.
Tag up with jnt #238 @6' out @7450'. This is 74' shallow of target depth of 7524'. Prep to drill out omt
MIPU power swivel.
Begin drlg on omt @7450', circ in reverse w/ 11.6ppg CACL. Soft cmt at this time,working right down.
Pump: 2.5bpm, @500#, Swivel- 70 rpm
2 to 3,000 lbs on the bit. Harder drilling @7464'. Cont to drill omt. Returns, CACL water & cmt
Drlg @7490' w/ 239 jnts. PU 6', circ to clean up. Pump: Reverse, 3 bpm @ 1400#. Returns: Water, Cmt
& Rubber. Cire for 30 min, pump 90 bbls.
LD 2 jnts. Sd back the swivel. SI well.
Secure Well / SDFN / Travel

From 7:00 To 20:00 13 hrs categorýñárikg:

Date 10/21/2012 Activity: Logging Rig ÑÑÑ¾ bayd7
Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
PU 2 jnts of tbg. PU swivel.
Break circ, reverse circ. Pump: 2 bpm @600#. Drilling on thewiper plug & cmt @7490 Bit plugging w/
cmt & rubber.
Working to keep good returns.
Stop drilling @7496', requested by Fidelity. Reverse circ & clean hole @2.5 bpm @1250# for 45 min.
LD the power swivel. Short round tripscraper & bit. Return bit to 7490'.
Reverse circ & clean hole for 30 min@2.5 bpm @ 1275#. MI Baker Atlas to run CBL.
Press test csg to 3000#. LD 9 jnts of tbg. TOOH wl 7" bit & scraper assembly.
Fillthe hole w/ 11.6ppg CACL water. Prep to run logs.
RIH w/ CBL, CCL & GR. Corr to the open hole logs ( Schlumberger 10/12/2012). Run main pass under
3000# pressure.
Logging toolsquit working @6500'. ROOH repair tools. RIH and cont to log from 6500', press to 3000#
while logging.
Logged From7478' to 3000'. ROOH w/ logging tools. RD loggers.
Secure Well / SDFN / Travel

From 6:00 To 19:30 3.5 hr Category/Rmlo; ;

Date : 10/22/2012 LWivity: Logging ifÑámo: Days t8
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. Prep to Run TCP guns.
PU TCP gun assembly. TlH guns. PU Baker 7" hornet packer assembly, TlH
TIH guns & packer on 2 7/8" 6.5# N-80 EUE 89rd tbg. 231 jnts
RU Baker atlas to run locate log.
RIH w/ CCL & GR, tools 1 11/16" OD. Corr toolsdepth to Baker CBL.
Working to get the CCL to work properly. The CCL is recording a lot of static and is not show definitive
collars of packer.
Request for Baker to ROOH and change out the CCL. ROOH part way, then Baker Engineer took it upon
himself to try and get the tools working.
RlH to 7325'. The tools are still giving us to much static to identify the packer assembly.
Ordered the engineer to ROOH with the tools. RD & release the Baker logging truck.Rocky Mtn Wireline
willbe on location first thing
in the morning. Leave the packer & guns in place in the hole. SI well.
Secure Well / SDFN / Travel

From 7:00 To 19:45 2.75 h Category/Rmks :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 2643
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: FidelityE&P
API #: 43-019-50019 Fléki: Big Flat Supervisor; Mark Michel

Work Type: Completion Cáunty th GRAND, UT Phone:
Production Current/lxpected Oil: 0 / 0 Gas: 0 I O Wät : 0 / 0

Dâte 10/20/2012 Activity: Trips ÅígNamN Days16
Daily Report Summary :

Daily Report Detail: Hold Safety Meeting
MI BOP tester. Test BOPs: Low @250# High @8000# Test Annular: Low @250# High @4000#
Good tests. RDtester.
Tally tbg. Prep to TlH w/ 6" bit & 7" scraper.
TlH w/ bit & scraper as follows: 6" Tri blade drag bit, Bit sub, Baker 7" scraper, 1 jnt 2 7/8" 6.5# N-80 EUE
Brd tbg, Xnipple (2.313"),
TlH w/2 7/8" 6.5# N&L-80 EUE 8rd tbg.
Tag up with jnt #238 @6' out @7450'. This is 74' shallow of target depth of 7524'. Prep to drill out omt
MIPU power swivel.
Begin drlg on omt @7450', circ in reverse w/ 11.6ppg CACL. Soft cmt at this time,working right down.
Pump: 2.5bpm, @500#, Swivel- 70 rpm
2 to 3,000 lbs on the bit. Harder drilling @7464'. Cont to drill omt. Returns, CACL water & cmt
Drlg @7490' w/ 239 jnts. PU 6', circ to clean up. Pump: Reverse, 3 bpm @ 1400#. Returns: Water, Cmt
& Rubber. Cire for 30 min, pump 90 bbls.
LD 2 jnts. Sd back the swivel. SI well.
Secure Well / SDFN / Travel

From 7:00 To 20:00 13 hrs categorýñárikg:

Date 10/21/2012 Activity: Logging Rig ÑÑÑ¾ bayd7
Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
PU 2 jnts of tbg. PU swivel.
Break circ, reverse circ. Pump: 2 bpm @600#. Drilling on thewiper plug & cmt @7490 Bit plugging w/
cmt & rubber.
Working to keep good returns.
Stop drilling @7496', requested by Fidelity. Reverse circ & clean hole @2.5 bpm @1250# for 45 min.
LD the power swivel. Short round tripscraper & bit. Return bit to 7490'.
Reverse circ & clean hole for 30 min@2.5 bpm @ 1275#. MI Baker Atlas to run CBL.
Press test csg to 3000#. LD 9 jnts of tbg. TOOH wl 7" bit & scraper assembly.
Fillthe hole w/ 11.6ppg CACL water. Prep to run logs.
RIH w/ CBL, CCL & GR. Corr to the open hole logs ( Schlumberger 10/12/2012). Run main pass under
3000# pressure.
Logging toolsquit working @6500'. ROOH repair tools. RIH and cont to log from 6500', press to 3000#
while logging.
Logged From7478' to 3000'. ROOH w/ logging tools. RD loggers.
Secure Well / SDFN / Travel

From 6:00 To 19:30 3.5 hr Category/Rmlo; ;

Date : 10/22/2012 LWivity: Logging ifÑámo: Days t8
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. Prep to Run TCP guns.
PU TCP gun assembly. TlH guns. PU Baker 7" hornet packer assembly, TlH
TIH guns & packer on 2 7/8" 6.5# N-80 EUE 89rd tbg. 231 jnts
RU Baker atlas to run locate log.
RIH w/ CCL & GR, tools 1 11/16" OD. Corr toolsdepth to Baker CBL.
Working to get the CCL to work properly. The CCL is recording a lot of static and is not show definitive
collars of packer.
Request for Baker to ROOH and change out the CCL. ROOH part way, then Baker Engineer took it upon
himself to try and get the tools working.
RlH to 7325'. The tools are still giving us to much static to identify the packer assembly.
Ordered the engineer to ROOH with the tools. RD & release the Baker logging truck.Rocky Mtn Wireline
willbe on location first thing
in the morning. Leave the packer & guns in place in the hole. SI well.
Secure Well / SDFN / Travel

From 7:00 To 19:45 2.75 h Category/Rmks :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

Ë¼lkÑ te : Cane Creek Unit 26-3
Máißé AFE #: 120245

Sän/T iRgé 26 I 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.t GRAND, UT Phond
Production Current/E eciëd Oil: 0 / 0 Gas! 0 / 0 Water: 0 / 0

D te 10/23Ï2012 ÀciivityiSet Packer ÉdgNamú: 9
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. RU RMWR loggers.
RIH w/ 1 11/16" tools ( CCL & GR ).Corr to CBL and tie in.
Run strips to find packer & assembly.
Move the packer 8' to be in place. This sets the top shot @7396'.
ROOH w/ wireline,RD & release. MI & NU all flowback equip & tanks.
Set the packer @7256', the elements are @ 7259'. Release L-10 from packer.
TOOH w/2 7/8" tbg & L-10 connecter. LD the connecter.
SI well, prep to run cap string in the morning.
Secure Well / SDFN / Travel

From 6:00 To 15:00 9 hrs Cateþory/Rniks :

t : 10/24/2012 Activity: (Test Csg RiiNarne Days :10

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
Prep to run cap string and 2 7/8" production string.
TlH as follows: L-10, 6'X 2 7/8" N-80 pup jnt, 4'X 2 7/8" ported sub, 6'X 2 7/8" N-80 pump jnt,X nipple (
2,313" ID ),
229 jnts of 2 7/8" 6.S# N-80 EUE Brd tbg, 6'X 2 7/8" N-80 pup jnt,8'X 2 7/8" N-80 pup jnt, 8'X 2 7/8" N-
80 pup jnt, 8'X 2 7/8" N-80 pup jnt,
10'X 2 7/8" N-80 pup jnt, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,tbg hanger. Run and secure 3/8" cap
string to the tbg.
Ld and latch onto the packer with the L-10. Set on packer as close to neutral as possible. Ld the tbg
hanger in the tbg head.
Nd the Washington head and the annular from the BOPs. SI pipe rams.
Press test packer &csg to 1000# ( good test ).
Secure Well / SDFN / Travel

From 6:00 To 17:00 11 hrs category/Rmks :

Dat ) 10/25/2012 Activity: Perforate Rig Name Day :|11

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
ND BOPs, NU wellhead tree & manifold.
MI roustabouts & welders. Fabricate and weld manifold to flowline. Back fillthe ditch.
Press test the wellhead, flowline & flowback lines to the flowback manifoldto 5000#, ( Good test)
Drop the firing bar to fire the guns. The bar fired the guns in 4 min 42 sec. The well went on a strong vac
immediately.
Tbg on a pulsing vac.
FTP- -2# SICP- 60# Choke- 2"
FTP- 1# SICP- 60# Choke- 2"No flow of any kind
FTP- 1# SICP- 60# Choke- 2"No flow of any kind

From 6:00 To 5:00 23 hrs Category fnik ;
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Sundry Number: 31442 API Well Number: 43019500190000

Ë¼lkÑ te : Cane Creek Unit 26-3
Máißé AFE #: 120245

Sän/T iRgé 26 I 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.t GRAND, UT Phond
Production Current/E eciëd Oil: 0 / 0 Gas! 0 / 0 Water: 0 / 0

D te 10/23Ï2012 ÀciivityiSet Packer ÉdgNamú: 9
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. RU RMWR loggers.
RIH w/ 1 11/16" tools ( CCL & GR ).Corr to CBL and tie in.
Run strips to find packer & assembly.
Move the packer 8' to be in place. This sets the top shot @7396'.
ROOH w/ wireline,RD & release. MI & NU all flowback equip & tanks.
Set the packer @7256', the elements are @ 7259'. Release L-10 from packer.
TOOH w/2 7/8" tbg & L-10 connecter. LD the connecter.
SI well, prep to run cap string in the morning.
Secure Well / SDFN / Travel

From 6:00 To 15:00 9 hrs Cateþory/Rniks :

t : 10/24/2012 Activity: (Test Csg RiiNarne Days :10

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
Prep to run cap string and 2 7/8" production string.
TlH as follows: L-10, 6'X 2 7/8" N-80 pup jnt, 4'X 2 7/8" ported sub, 6'X 2 7/8" N-80 pump jnt,X nipple (
2,313" ID ),
229 jnts of 2 7/8" 6.S# N-80 EUE Brd tbg, 6'X 2 7/8" N-80 pup jnt,8'X 2 7/8" N-80 pup jnt, 8'X 2 7/8" N-
80 pup jnt, 8'X 2 7/8" N-80 pup jnt,
10'X 2 7/8" N-80 pup jnt, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,tbg hanger. Run and secure 3/8" cap
string to the tbg.
Ld and latch onto the packer with the L-10. Set on packer as close to neutral as possible. Ld the tbg
hanger in the tbg head.
Nd the Washington head and the annular from the BOPs. SI pipe rams.
Press test packer &csg to 1000# ( good test ).
Secure Well / SDFN / Travel

From 6:00 To 17:00 11 hrs category/Rmks :

Dat ) 10/25/2012 Activity: Perforate Rig Name Day :|11

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
ND BOPs, NU wellhead tree & manifold.
MI roustabouts & welders. Fabricate and weld manifold to flowline. Back fillthe ditch.
Press test the wellhead, flowline & flowback lines to the flowback manifoldto 5000#, ( Good test)
Drop the firing bar to fire the guns. The bar fired the guns in 4 min 42 sec. The well went on a strong vac
immediately.
Tbg on a pulsing vac.
FTP- -2# SICP- 60# Choke- 2"
FTP- 1# SICP- 60# Choke- 2"No flow of any kind
FTP- 1# SICP- 60# Choke- 2"No flow of any kind

From 6:00 To 5:00 23 hrs Category fnik ;
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Sundry Number: 31442 API Well Number: 43019500190000

Ë¼lkÑ te : Cane Creek Unit 26-3
Máißé AFE #: 120245

Sän/T iRgé 26 I 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.t GRAND, UT Phond
Production Current/E eciëd Oil: 0 / 0 Gas! 0 / 0 Water: 0 / 0

D te 10/23Ï2012 ÀciivityiSet Packer ÉdgNamú: 9
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. RU RMWR loggers.
RIH w/ 1 11/16" tools ( CCL & GR ).Corr to CBL and tie in.
Run strips to find packer & assembly.
Move the packer 8' to be in place. This sets the top shot @7396'.
ROOH w/ wireline,RD & release. MI & NU all flowback equip & tanks.
Set the packer @7256', the elements are @ 7259'. Release L-10 from packer.
TOOH w/2 7/8" tbg & L-10 connecter. LD the connecter.
SI well, prep to run cap string in the morning.
Secure Well / SDFN / Travel

From 6:00 To 15:00 9 hrs Cateþory/Rniks :

t : 10/24/2012 Activity: (Test Csg RiiNarne Days :10

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
Prep to run cap string and 2 7/8" production string.
TlH as follows: L-10, 6'X 2 7/8" N-80 pup jnt, 4'X 2 7/8" ported sub, 6'X 2 7/8" N-80 pump jnt,X nipple (
2,313" ID ),
229 jnts of 2 7/8" 6.S# N-80 EUE Brd tbg, 6'X 2 7/8" N-80 pup jnt,8'X 2 7/8" N-80 pup jnt, 8'X 2 7/8" N-
80 pup jnt, 8'X 2 7/8" N-80 pup jnt,
10'X 2 7/8" N-80 pup jnt, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,tbg hanger. Run and secure 3/8" cap
string to the tbg.
Ld and latch onto the packer with the L-10. Set on packer as close to neutral as possible. Ld the tbg
hanger in the tbg head.
Nd the Washington head and the annular from the BOPs. SI pipe rams.
Press test packer &csg to 1000# ( good test ).
Secure Well / SDFN / Travel

From 6:00 To 17:00 11 hrs category/Rmks :

Dat ) 10/25/2012 Activity: Perforate Rig Name Day :|11

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
ND BOPs, NU wellhead tree & manifold.
MI roustabouts & welders. Fabricate and weld manifold to flowline. Back fillthe ditch.
Press test the wellhead, flowline & flowback lines to the flowback manifoldto 5000#, ( Good test)
Drop the firing bar to fire the guns. The bar fired the guns in 4 min 42 sec. The well went on a strong vac
immediately.
Tbg on a pulsing vac.
FTP- -2# SICP- 60# Choke- 2"
FTP- 1# SICP- 60# Choke- 2"No flow of any kind
FTP- 1# SICP- 60# Choke- 2"No flow of any kind

From 6:00 To 5:00 23 hrs Category fnik ;
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Sundry Number: 31442 API Well Number: 43019500190000

Ë¼lkÑ te : Cane Creek Unit 26-3
Máißé AFE #: 120245

Sän/T iRgé 26 I 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.t GRAND, UT Phond
Production Current/E eciëd Oil: 0 / 0 Gas! 0 / 0 Water: 0 / 0

D te 10/23Ï2012 ÀciivityiSet Packer ÉdgNamú: 9
Daily Report Summary :

Daily Report Detail: Travel
Hold Safety Meeting. RU RMWR loggers.
RIH w/ 1 11/16" tools ( CCL & GR ).Corr to CBL and tie in.
Run strips to find packer & assembly.
Move the packer 8' to be in place. This sets the top shot @7396'.
ROOH w/ wireline,RD & release. MI & NU all flowback equip & tanks.
Set the packer @7256', the elements are @ 7259'. Release L-10 from packer.
TOOH w/2 7/8" tbg & L-10 connecter. LD the connecter.
SI well, prep to run cap string in the morning.
Secure Well / SDFN / Travel

From 6:00 To 15:00 9 hrs Cateþory/Rniks :

t : 10/24/2012 Activity: (Test Csg RiiNarne Days :10

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
Prep to run cap string and 2 7/8" production string.
TlH as follows: L-10, 6'X 2 7/8" N-80 pup jnt, 4'X 2 7/8" ported sub, 6'X 2 7/8" N-80 pump jnt,X nipple (
2,313" ID ),
229 jnts of 2 7/8" 6.S# N-80 EUE Brd tbg, 6'X 2 7/8" N-80 pup jnt,8'X 2 7/8" N-80 pup jnt, 8'X 2 7/8" N-
80 pup jnt, 8'X 2 7/8" N-80 pup jnt,
10'X 2 7/8" N-80 pup jnt, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,tbg hanger. Run and secure 3/8" cap
string to the tbg.
Ld and latch onto the packer with the L-10. Set on packer as close to neutral as possible. Ld the tbg
hanger in the tbg head.
Nd the Washington head and the annular from the BOPs. SI pipe rams.
Press test packer &csg to 1000# ( good test ).
Secure Well / SDFN / Travel

From 6:00 To 17:00 11 hrs category/Rmks :

Dat ) 10/25/2012 Activity: Perforate Rig Name Day :|11

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
ND BOPs, NU wellhead tree & manifold.
MI roustabouts & welders. Fabricate and weld manifold to flowline. Back fillthe ditch.
Press test the wellhead, flowline & flowback lines to the flowback manifoldto 5000#, ( Good test)
Drop the firing bar to fire the guns. The bar fired the guns in 4 min 42 sec. The well went on a strong vac
immediately.
Tbg on a pulsing vac.
FTP- -2# SICP- 60# Choke- 2"
FTP- 1# SICP- 60# Choke- 2"No flow of any kind
FTP- 1# SICP- 60# Choke- 2"No flow of any kind

From 6:00 To 5:00 23 hrs Category fnik ;
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Sundry Number: 31442 API Well Number: 43019500190000

Ë¼lkÑ te : Cane Creek Unit 26-3
Máißé AFE #: 120245

Sän/T iRgé 26 I 25S / 19E Operator: Fidelity E&P
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Production Current/E eciëd Oil: 0 / 0 Gas! 0 / 0 Water: 0 / 0
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Daily Report Detail: Travel
Hold Safety Meeting. RU RMWR loggers.
RIH w/ 1 11/16" tools ( CCL & GR ).Corr to CBL and tie in.
Run strips to find packer & assembly.
Move the packer 8' to be in place. This sets the top shot @7396'.
ROOH w/ wireline,RD & release. MI & NU all flowback equip & tanks.
Set the packer @7256', the elements are @ 7259'. Release L-10 from packer.
TOOH w/2 7/8" tbg & L-10 connecter. LD the connecter.
SI well, prep to run cap string in the morning.
Secure Well / SDFN / Travel

From 6:00 To 15:00 9 hrs Cateþory/Rniks :

t : 10/24/2012 Activity: (Test Csg RiiNarne Days :10

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
Prep to run cap string and 2 7/8" production string.
TlH as follows: L-10, 6'X 2 7/8" N-80 pup jnt, 4'X 2 7/8" ported sub, 6'X 2 7/8" N-80 pump jnt,X nipple (
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229 jnts of 2 7/8" 6.S# N-80 EUE Brd tbg, 6'X 2 7/8" N-80 pup jnt,8'X 2 7/8" N-80 pup jnt, 8'X 2 7/8" N-
80 pup jnt, 8'X 2 7/8" N-80 pup jnt,
10'X 2 7/8" N-80 pup jnt, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,tbg hanger. Run and secure 3/8" cap
string to the tbg.
Ld and latch onto the packer with the L-10. Set on packer as close to neutral as possible. Ld the tbg
hanger in the tbg head.
Nd the Washington head and the annular from the BOPs. SI pipe rams.
Press test packer &csg to 1000# ( good test ).
Secure Well / SDFN / Travel

From 6:00 To 17:00 11 hrs category/Rmks :

Dat ) 10/25/2012 Activity: Perforate Rig Name Day :|11

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
ND BOPs, NU wellhead tree & manifold.
MI roustabouts & welders. Fabricate and weld manifold to flowline. Back fillthe ditch.
Press test the wellhead, flowline & flowback lines to the flowback manifoldto 5000#, ( Good test)
Drop the firing bar to fire the guns. The bar fired the guns in 4 min 42 sec. The well went on a strong vac
immediately.
Tbg on a pulsing vac.
FTP- -2# SICP- 60# Choke- 2"
FTP- 1# SICP- 60# Choke- 2"No flow of any kind
FTP- 1# SICP- 60# Choke- 2"No flow of any kind

From 6:00 To 5:00 23 hrs Category fnik ;
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Sän/T iRgé 26 I 25S / 19E Operator: Fidelity E&P
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Production Current/E eciëd Oil: 0 / 0 Gas! 0 / 0 Water: 0 / 0
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Daily Report Detail: Travel
Hold Safety Meeting. RU RMWR loggers.
RIH w/ 1 11/16" tools ( CCL & GR ).Corr to CBL and tie in.
Run strips to find packer & assembly.
Move the packer 8' to be in place. This sets the top shot @7396'.
ROOH w/ wireline,RD & release. MI & NU all flowback equip & tanks.
Set the packer @7256', the elements are @ 7259'. Release L-10 from packer.
TOOH w/2 7/8" tbg & L-10 connecter. LD the connecter.
SI well, prep to run cap string in the morning.
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Daily Report Detail: Travel
HoldSafety Meeting.
Prep to run cap string and 2 7/8" production string.
TlH as follows: L-10, 6'X 2 7/8" N-80 pup jnt, 4'X 2 7/8" ported sub, 6'X 2 7/8" N-80 pump jnt,X nipple (
2,313" ID ),
229 jnts of 2 7/8" 6.S# N-80 EUE Brd tbg, 6'X 2 7/8" N-80 pup jnt,8'X 2 7/8" N-80 pup jnt, 8'X 2 7/8" N-
80 pup jnt, 8'X 2 7/8" N-80 pup jnt,
10'X 2 7/8" N-80 pup jnt, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,tbg hanger. Run and secure 3/8" cap
string to the tbg.
Ld and latch onto the packer with the L-10. Set on packer as close to neutral as possible. Ld the tbg
hanger in the tbg head.
Nd the Washington head and the annular from the BOPs. SI pipe rams.
Press test packer &csg to 1000# ( good test ).
Secure Well / SDFN / Travel

From 6:00 To 17:00 11 hrs category/Rmks :

Dat ) 10/25/2012 Activity: Perforate Rig Name Day :|11

Daily Report Summary :

Daily Report Detail: Travel
HoldSafety Meeting.
ND BOPs, NU wellhead tree & manifold.
MI roustabouts & welders. Fabricate and weld manifold to flowline. Back fillthe ditch.
Press test the wellhead, flowline & flowback lines to the flowback manifoldto 5000#, ( Good test)
Drop the firing bar to fire the guns. The bar fired the guns in 4 min 42 sec. The well went on a strong vac
immediately.
Tbg on a pulsing vac.
FTP- -2# SICP- 60# Choke- 2"
FTP- 1# SICP- 60# Choke- 2"No flow of any kind
FTP- 1# SICP- 60# Choke- 2"No flow of any kind

From 6:00 To 5:00 23 hrs Category fnik ;
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: BigFlat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/26/2012 Activity: Swabbing iRig Narne: | Days :|12

Daily Report Summary :

Daily Report Detail: Travel
RU rig #21. MU swab equip & lubricator,
1st swab run: IFL- 200' Pull From- 1500' Rec: Oil- 0 bbis Water- 4 bbis Mud- 0 bble Gas- none
2nd swab run: FL- 800' PF- 1600' Rec: Oil- O bbis Water- 3 bbis Mud- 0 bbis Gas- none
3rd run: FL- 1100' PF- 2000' Rec: Oil- 0 bbls Water- 3 bbls Mud- 0 bb1s Gas- none
4th run: FL- 2160" PF- 3500' Rec: Oil- 0 bbis Water- 7 bbls Mud- 0 bbis Gas- none
5th run: FL- 3200" PF- 4300' Rec: Oil- 0 bbis Water- 6.4 bbis Mud- 0 bbls Gas- none 10 to 15
min between runs
6th run: FL- 4000" PF- 4800' Rec: Oll- 0 bb1s Water- 4.7 bb\s Mud- 0 bbis Gas- none
7th run: FL- 4800" PF- 5600' Rec: Oil- 0 bbls Water- 1.7 bbls Mud- 0 bb[s Gas- none
8th run: FL- 5150" PF- 6000' Rec: Oil- 0 bbls Water- 6.4 bbls Mud- 0 bbis Gas- none 10 to 15
min between runs
9th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbls Water- 2.2 bbls Mud- 0 bbis Gas- none
10th run: FL- 5580" PF- 6330' Rec: Oll- 0 bb1s Water- 2.1 bbis Mud- 0 bbis Gas- none
11th run: FL-6000" PF- 6730' Rec: Oil- 0 bbis Water- 2.1 bbis Mud- 0 bbis Gas- none Wait 1 hr
before next run
12th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- show Rec mud,
Wt- 9.5ppg. Total water- 42.7 bbls
13th run: FL- 4680" PF- 5300' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- good show 10 to
15 min between runs
14th run: FL- 4210" PF- 5000' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbis Gas- good show 10 to
15 min between runs
15th run: FL- 4000" PF- 5500' Rec: Oil- 0 bble Water- 0 bbis Mud- 6.4 bbis Gas- good show 10 to
15 min between runs
16th run: FL- 5720" PF- 7000' Rec: Oil- 0 bbls Water- 0 bbis Mud- 2.1 bbis Gas- good show 10 to
15 min between runs
17th run: FL- 5200" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 2.2 bbis Gas- good show
Waited 1 hr between runs.
RD swab. Leave well flowing to the flowback tank on a 2" choke. No flow on well
Well open FTP- 0# SICP- 110# Well flowed from 2400 hrs to 0130 hrs. Flowed 29.1 bbls of oil and
good show of gas.
FTP- 0# SICP- 110# Con to flow and monitor well.
Daily Recovery: Choke- 2" Hrs- 24 hrs Oil- 29.1 bbis Water- 42.7 bbls Mud- 23.6 bb1s Gas-
(Show) mcf
Swab Report: Runs- 17 IFL- 200' EFL- 6500' Rec: Oil- O bb1s Water- 42.7 bbis Mud- 23.6 bbis
Gas- good show
Total Recovery: Hrs- 36.75 hrs. Oil- 29.1 bbls Water- 42.7 bbis Mud- 23.6 bb1s Gas- (Show) mcf

From 7:00 To 5:00 22 Yrs Category/Rmks: ;

Page 4 of 8 Poweredby Production Access 11/1/2012 10:05

Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: BigFlat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/26/2012 Activity: Swabbing iRig Narne: | Days :|12

Daily Report Summary :

Daily Report Detail: Travel
RU rig #21. MU swab equip & lubricator,
1st swab run: IFL- 200' Pull From- 1500' Rec: Oil- 0 bbis Water- 4 bbis Mud- 0 bble Gas- none
2nd swab run: FL- 800' PF- 1600' Rec: Oil- O bbis Water- 3 bbis Mud- 0 bbis Gas- none
3rd run: FL- 1100' PF- 2000' Rec: Oil- 0 bbls Water- 3 bbls Mud- 0 bb1s Gas- none
4th run: FL- 2160" PF- 3500' Rec: Oil- 0 bbis Water- 7 bbls Mud- 0 bbis Gas- none
5th run: FL- 3200" PF- 4300' Rec: Oil- 0 bbis Water- 6.4 bbis Mud- 0 bbls Gas- none 10 to 15
min between runs
6th run: FL- 4000" PF- 4800' Rec: Oll- 0 bb1s Water- 4.7 bb\s Mud- 0 bbis Gas- none
7th run: FL- 4800" PF- 5600' Rec: Oil- 0 bbls Water- 1.7 bbls Mud- 0 bb[s Gas- none
8th run: FL- 5150" PF- 6000' Rec: Oil- 0 bbls Water- 6.4 bbls Mud- 0 bbis Gas- none 10 to 15
min between runs
9th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbls Water- 2.2 bbls Mud- 0 bbis Gas- none
10th run: FL- 5580" PF- 6330' Rec: Oll- 0 bb1s Water- 2.1 bbis Mud- 0 bbis Gas- none
11th run: FL-6000" PF- 6730' Rec: Oil- 0 bbis Water- 2.1 bbis Mud- 0 bbis Gas- none Wait 1 hr
before next run
12th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- show Rec mud,
Wt- 9.5ppg. Total water- 42.7 bbls
13th run: FL- 4680" PF- 5300' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- good show 10 to
15 min between runs
14th run: FL- 4210" PF- 5000' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbis Gas- good show 10 to
15 min between runs
15th run: FL- 4000" PF- 5500' Rec: Oil- 0 bble Water- 0 bbis Mud- 6.4 bbis Gas- good show 10 to
15 min between runs
16th run: FL- 5720" PF- 7000' Rec: Oil- 0 bbls Water- 0 bbis Mud- 2.1 bbis Gas- good show 10 to
15 min between runs
17th run: FL- 5200" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 2.2 bbis Gas- good show
Waited 1 hr between runs.
RD swab. Leave well flowing to the flowback tank on a 2" choke. No flow on well
Well open FTP- 0# SICP- 110# Well flowed from 2400 hrs to 0130 hrs. Flowed 29.1 bbls of oil and
good show of gas.
FTP- 0# SICP- 110# Con to flow and monitor well.
Daily Recovery: Choke- 2" Hrs- 24 hrs Oil- 29.1 bbis Water- 42.7 bbls Mud- 23.6 bb1s Gas-
(Show) mcf
Swab Report: Runs- 17 IFL- 200' EFL- 6500' Rec: Oil- O bb1s Water- 42.7 bbis Mud- 23.6 bbis
Gas- good show
Total Recovery: Hrs- 36.75 hrs. Oil- 29.1 bbls Water- 42.7 bbis Mud- 23.6 bb1s Gas- (Show) mcf

From 7:00 To 5:00 22 Yrs Category/Rmks: ;
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: BigFlat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/26/2012 Activity: Swabbing iRig Narne: | Days :|12

Daily Report Summary :

Daily Report Detail: Travel
RU rig #21. MU swab equip & lubricator,
1st swab run: IFL- 200' Pull From- 1500' Rec: Oil- 0 bbis Water- 4 bbis Mud- 0 bble Gas- none
2nd swab run: FL- 800' PF- 1600' Rec: Oil- O bbis Water- 3 bbis Mud- 0 bbis Gas- none
3rd run: FL- 1100' PF- 2000' Rec: Oil- 0 bbls Water- 3 bbls Mud- 0 bb1s Gas- none
4th run: FL- 2160" PF- 3500' Rec: Oil- 0 bbis Water- 7 bbls Mud- 0 bbis Gas- none
5th run: FL- 3200" PF- 4300' Rec: Oil- 0 bbis Water- 6.4 bbis Mud- 0 bbls Gas- none 10 to 15
min between runs
6th run: FL- 4000" PF- 4800' Rec: Oll- 0 bb1s Water- 4.7 bb\s Mud- 0 bbis Gas- none
7th run: FL- 4800" PF- 5600' Rec: Oil- 0 bbls Water- 1.7 bbls Mud- 0 bb[s Gas- none
8th run: FL- 5150" PF- 6000' Rec: Oil- 0 bbls Water- 6.4 bbls Mud- 0 bbis Gas- none 10 to 15
min between runs
9th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbls Water- 2.2 bbls Mud- 0 bbis Gas- none
10th run: FL- 5580" PF- 6330' Rec: Oll- 0 bb1s Water- 2.1 bbis Mud- 0 bbis Gas- none
11th run: FL-6000" PF- 6730' Rec: Oil- 0 bbis Water- 2.1 bbis Mud- 0 bbis Gas- none Wait 1 hr
before next run
12th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- show Rec mud,
Wt- 9.5ppg. Total water- 42.7 bbls
13th run: FL- 4680" PF- 5300' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- good show 10 to
15 min between runs
14th run: FL- 4210" PF- 5000' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbis Gas- good show 10 to
15 min between runs
15th run: FL- 4000" PF- 5500' Rec: Oil- 0 bble Water- 0 bbis Mud- 6.4 bbis Gas- good show 10 to
15 min between runs
16th run: FL- 5720" PF- 7000' Rec: Oil- 0 bbls Water- 0 bbis Mud- 2.1 bbis Gas- good show 10 to
15 min between runs
17th run: FL- 5200" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 2.2 bbis Gas- good show
Waited 1 hr between runs.
RD swab. Leave well flowing to the flowback tank on a 2" choke. No flow on well
Well open FTP- 0# SICP- 110# Well flowed from 2400 hrs to 0130 hrs. Flowed 29.1 bbls of oil and
good show of gas.
FTP- 0# SICP- 110# Con to flow and monitor well.
Daily Recovery: Choke- 2" Hrs- 24 hrs Oil- 29.1 bbis Water- 42.7 bbls Mud- 23.6 bb1s Gas-
(Show) mcf
Swab Report: Runs- 17 IFL- 200' EFL- 6500' Rec: Oil- O bb1s Water- 42.7 bbis Mud- 23.6 bbis
Gas- good show
Total Recovery: Hrs- 36.75 hrs. Oil- 29.1 bbls Water- 42.7 bbis Mud- 23.6 bb1s Gas- (Show) mcf

From 7:00 To 5:00 22 Yrs Category/Rmks: ;
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: BigFlat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/26/2012 Activity: Swabbing iRig Narne: | Days :|12

Daily Report Summary :

Daily Report Detail: Travel
RU rig #21. MU swab equip & lubricator,
1st swab run: IFL- 200' Pull From- 1500' Rec: Oil- 0 bbis Water- 4 bbis Mud- 0 bble Gas- none
2nd swab run: FL- 800' PF- 1600' Rec: Oil- O bbis Water- 3 bbis Mud- 0 bbis Gas- none
3rd run: FL- 1100' PF- 2000' Rec: Oil- 0 bbls Water- 3 bbls Mud- 0 bb1s Gas- none
4th run: FL- 2160" PF- 3500' Rec: Oil- 0 bbis Water- 7 bbls Mud- 0 bbis Gas- none
5th run: FL- 3200" PF- 4300' Rec: Oil- 0 bbis Water- 6.4 bbis Mud- 0 bbls Gas- none 10 to 15
min between runs
6th run: FL- 4000" PF- 4800' Rec: Oll- 0 bb1s Water- 4.7 bb\s Mud- 0 bbis Gas- none
7th run: FL- 4800" PF- 5600' Rec: Oil- 0 bbls Water- 1.7 bbls Mud- 0 bb[s Gas- none
8th run: FL- 5150" PF- 6000' Rec: Oil- 0 bbls Water- 6.4 bbls Mud- 0 bbis Gas- none 10 to 15
min between runs
9th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbls Water- 2.2 bbls Mud- 0 bbis Gas- none
10th run: FL- 5580" PF- 6330' Rec: Oll- 0 bb1s Water- 2.1 bbis Mud- 0 bbis Gas- none
11th run: FL-6000" PF- 6730' Rec: Oil- 0 bbis Water- 2.1 bbis Mud- 0 bbis Gas- none Wait 1 hr
before next run
12th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- show Rec mud,
Wt- 9.5ppg. Total water- 42.7 bbls
13th run: FL- 4680" PF- 5300' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- good show 10 to
15 min between runs
14th run: FL- 4210" PF- 5000' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbis Gas- good show 10 to
15 min between runs
15th run: FL- 4000" PF- 5500' Rec: Oil- 0 bble Water- 0 bbis Mud- 6.4 bbis Gas- good show 10 to
15 min between runs
16th run: FL- 5720" PF- 7000' Rec: Oil- 0 bbls Water- 0 bbis Mud- 2.1 bbis Gas- good show 10 to
15 min between runs
17th run: FL- 5200" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 2.2 bbis Gas- good show
Waited 1 hr between runs.
RD swab. Leave well flowing to the flowback tank on a 2" choke. No flow on well
Well open FTP- 0# SICP- 110# Well flowed from 2400 hrs to 0130 hrs. Flowed 29.1 bbls of oil and
good show of gas.
FTP- 0# SICP- 110# Con to flow and monitor well.
Daily Recovery: Choke- 2" Hrs- 24 hrs Oil- 29.1 bbis Water- 42.7 bbls Mud- 23.6 bb1s Gas-
(Show) mcf
Swab Report: Runs- 17 IFL- 200' EFL- 6500' Rec: Oil- O bb1s Water- 42.7 bbis Mud- 23.6 bbis
Gas- good show
Total Recovery: Hrs- 36.75 hrs. Oil- 29.1 bbls Water- 42.7 bbis Mud- 23.6 bb1s Gas- (Show) mcf

From 7:00 To 5:00 22 Yrs Category/Rmks: ;
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: BigFlat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/26/2012 Activity: Swabbing iRig Narne: | Days :|12

Daily Report Summary :

Daily Report Detail: Travel
RU rig #21. MU swab equip & lubricator,
1st swab run: IFL- 200' Pull From- 1500' Rec: Oil- 0 bbis Water- 4 bbis Mud- 0 bble Gas- none
2nd swab run: FL- 800' PF- 1600' Rec: Oil- O bbis Water- 3 bbis Mud- 0 bbis Gas- none
3rd run: FL- 1100' PF- 2000' Rec: Oil- 0 bbls Water- 3 bbls Mud- 0 bb1s Gas- none
4th run: FL- 2160" PF- 3500' Rec: Oil- 0 bbis Water- 7 bbls Mud- 0 bbis Gas- none
5th run: FL- 3200" PF- 4300' Rec: Oil- 0 bbis Water- 6.4 bbis Mud- 0 bbls Gas- none 10 to 15
min between runs
6th run: FL- 4000" PF- 4800' Rec: Oll- 0 bb1s Water- 4.7 bb\s Mud- 0 bbis Gas- none
7th run: FL- 4800" PF- 5600' Rec: Oil- 0 bbls Water- 1.7 bbls Mud- 0 bb[s Gas- none
8th run: FL- 5150" PF- 6000' Rec: Oil- 0 bbls Water- 6.4 bbls Mud- 0 bbis Gas- none 10 to 15
min between runs
9th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbls Water- 2.2 bbls Mud- 0 bbis Gas- none
10th run: FL- 5580" PF- 6330' Rec: Oll- 0 bb1s Water- 2.1 bbis Mud- 0 bbis Gas- none
11th run: FL-6000" PF- 6730' Rec: Oil- 0 bbis Water- 2.1 bbis Mud- 0 bbis Gas- none Wait 1 hr
before next run
12th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- show Rec mud,
Wt- 9.5ppg. Total water- 42.7 bbls
13th run: FL- 4680" PF- 5300' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- good show 10 to
15 min between runs
14th run: FL- 4210" PF- 5000' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbis Gas- good show 10 to
15 min between runs
15th run: FL- 4000" PF- 5500' Rec: Oil- 0 bble Water- 0 bbis Mud- 6.4 bbis Gas- good show 10 to
15 min between runs
16th run: FL- 5720" PF- 7000' Rec: Oil- 0 bbls Water- 0 bbis Mud- 2.1 bbis Gas- good show 10 to
15 min between runs
17th run: FL- 5200" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 2.2 bbis Gas- good show
Waited 1 hr between runs.
RD swab. Leave well flowing to the flowback tank on a 2" choke. No flow on well
Well open FTP- 0# SICP- 110# Well flowed from 2400 hrs to 0130 hrs. Flowed 29.1 bbls of oil and
good show of gas.
FTP- 0# SICP- 110# Con to flow and monitor well.
Daily Recovery: Choke- 2" Hrs- 24 hrs Oil- 29.1 bbis Water- 42.7 bbls Mud- 23.6 bb1s Gas-
(Show) mcf
Swab Report: Runs- 17 IFL- 200' EFL- 6500' Rec: Oil- O bb1s Water- 42.7 bbis Mud- 23.6 bbis
Gas- good show
Total Recovery: Hrs- 36.75 hrs. Oil- 29.1 bbls Water- 42.7 bbis Mud- 23.6 bb1s Gas- (Show) mcf

From 7:00 To 5:00 22 Yrs Category/Rmks: ;
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: BigFlat Supervisor: Mark Michel

Work Type: Completion County , St: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 10/26/2012 Activity: Swabbing iRig Narne: | Days :|12

Daily Report Summary :

Daily Report Detail: Travel
RU rig #21. MU swab equip & lubricator,
1st swab run: IFL- 200' Pull From- 1500' Rec: Oil- 0 bbis Water- 4 bbis Mud- 0 bble Gas- none
2nd swab run: FL- 800' PF- 1600' Rec: Oil- O bbis Water- 3 bbis Mud- 0 bbis Gas- none
3rd run: FL- 1100' PF- 2000' Rec: Oil- 0 bbls Water- 3 bbls Mud- 0 bb1s Gas- none
4th run: FL- 2160" PF- 3500' Rec: Oil- 0 bbis Water- 7 bbls Mud- 0 bbis Gas- none
5th run: FL- 3200" PF- 4300' Rec: Oil- 0 bbis Water- 6.4 bbis Mud- 0 bbls Gas- none 10 to 15
min between runs
6th run: FL- 4000" PF- 4800' Rec: Oll- 0 bb1s Water- 4.7 bb\s Mud- 0 bbis Gas- none
7th run: FL- 4800" PF- 5600' Rec: Oil- 0 bbls Water- 1.7 bbls Mud- 0 bb[s Gas- none
8th run: FL- 5150" PF- 6000' Rec: Oil- 0 bbls Water- 6.4 bbls Mud- 0 bbis Gas- none 10 to 15
min between runs
9th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbls Water- 2.2 bbls Mud- 0 bbis Gas- none
10th run: FL- 5580" PF- 6330' Rec: Oll- 0 bb1s Water- 2.1 bbis Mud- 0 bbis Gas- none
11th run: FL-6000" PF- 6730' Rec: Oil- 0 bbis Water- 2.1 bbis Mud- 0 bbis Gas- none Wait 1 hr
before next run
12th run: FL- 5800" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- show Rec mud,
Wt- 9.5ppg. Total water- 42.7 bbls
13th run: FL- 4680" PF- 5300' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbls Gas- good show 10 to
15 min between runs
14th run: FL- 4210" PF- 5000' Rec: Oil- 0 bbis Water- 0 bbis Mud- 4.3 bbis Gas- good show 10 to
15 min between runs
15th run: FL- 4000" PF- 5500' Rec: Oil- 0 bble Water- 0 bbis Mud- 6.4 bbis Gas- good show 10 to
15 min between runs
16th run: FL- 5720" PF- 7000' Rec: Oil- 0 bbls Water- 0 bbis Mud- 2.1 bbis Gas- good show 10 to
15 min between runs
17th run: FL- 5200" PF- 6500' Rec: Oil- 0 bbis Water- 0 bbis Mud- 2.2 bbis Gas- good show
Waited 1 hr between runs.
RD swab. Leave well flowing to the flowback tank on a 2" choke. No flow on well
Well open FTP- 0# SICP- 110# Well flowed from 2400 hrs to 0130 hrs. Flowed 29.1 bbls of oil and
good show of gas.
FTP- 0# SICP- 110# Con to flow and monitor well.
Daily Recovery: Choke- 2" Hrs- 24 hrs Oil- 29.1 bbis Water- 42.7 bbls Mud- 23.6 bb1s Gas-
(Show) mcf
Swab Report: Runs- 17 IFL- 200' EFL- 6500' Rec: Oil- O bb1s Water- 42.7 bbis Mud- 23.6 bbis
Gas- good show
Total Recovery: Hrs- 36.75 hrs. Oil- 29.1 bbls Water- 42.7 bbis Mud- 23.6 bb1s Gas- (Show) mcf

From 7:00 To 5:00 22 Yrs Category/Rmks: ;

Page 4 of 8 Poweredby Production Access 11/1/2012 10:05



RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 264
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API#: 43-019-50019 Field: Big Flat Supervison Mark Michel

Work Type: Completion County , St: GRAND, UT Phone
Production Current/Expected Gil 0 / 0 Gad 0 / 0 Water: 0 / 0

10/27/2012 ctidty: Swabbing Rig NinÏÑ DÑ 13
Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Con to flow and monitor well.
FTP- 83# SICP- 115# Con to flow and monitorwell.
FTP- 0# SICP- 115# Well flowed and surged to the tankfor 2 hrs. Fluid Rec: Oil- 29.34 Water- 0 bbls
Mud- 3.28 Gas- good show
1st swab run: IFL- 2720' PF- 4200' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show
2nd run: FL- 4000' PF- 5500' Rec: Oil/mud- 4.3 bbis Water- 0 bbis Gas- good show
3rd run: FL- 5530" PF- 7200' Rec: Oillmud- 4.3 bbis Water- 0 bble Gas- good show
4th run: FL- 6500" PF- 70003 Rec: Oillmud- 4.3 bb1s Water- 0 bbis Gas- good show waited ihr
between runs
5th run: FL- 5200' PF- 7000' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show waited 1 hr
between runs / last run
Turn wellover to flowtesters, leave well open on a 2" choke. Release rig crew.
FTP- 5# SICP- 115# Well flowed and surged to the tank for 1 hr. Fluid Rec: Oil- 25.02 Water- 0 bbis
Mud- 2.78 bbis Gas- good show
FTP- 11# SICP- 110# Well did not flow during this period, no fluid recovery.
FTP- 0# SICP- 100# Well flowed and surged to the tank for 2 hrs. Fluid Rec: Oil- 24.93 bbis Water- 0
bbls Mud- 2.77 bbls Gas- good show
FTP- 0# SICP- 80# Well did not flow during thisperiod, no fluid recovery.
FTP- 0# S1CP- 80# Con to flow and monitorwell.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date 10/28/2012 ctivity flowtest Rig Nirne Days : 4
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 80# Con to flow and monitor well.
FTP- 0# SICP- 90# Con to flow and monitor well.
FTP- 9# SICP- 85# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 27.81 Water- 0 bbis
Mud- 3.09 Gas- good show
FTP- 64# SICP- 80# Well did not flow during this period, no fluid recovery.
FTP- 34# SICP- 80# Well flowed and surged to the tankfor 2.0 hrs. Fluid Rec: Oil- 26.01 Water- 0 bb1s
Mud- 2.89 Gas- good show
FTP- 57# SICP- 75# Well did not flow during this period, no fluid recovery.
FTP- 9# SICP- 70# Well flowed and surged to the tank for 2.0 hrs. Fluid Rec: Oil-24.84 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP- 60# Well did not flow during this period, no fluid recovery.

From S:00 To 5:00 24 hrs Category/Rmks; :

Dath 10/29/2012 clivity: testing ig Name Dayi:15
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 47# SICP- 70# Con to flow and monitorwell,no fluid recovery. Prep to swab.
FTP- 0# SICP- 80# Well flowedand surged to the tank for 2.0 hrs. Fluid Rec: Oil- 20.79 Water- 0 bbls
Mud- 1.31 bbis Gas- good show
1st swab run: IFL- 3800' PF- 6000' Ree: 9.2 bbis oil Imud Water- 0 bb\s Gas- good show
2nd swab run: FL- 4800' PF- 7000' Rec: 6.9 bble oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbls Gas- good show Waited
I hr between runs.
4th swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water-0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 5000' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbis Gas- good show Waited
2 hrs between runs. RD swab, cont to flow.
Swab recovery: Oil- 28.53 bb1s Mud- 2.07 bbis Water- 0 bbis Gas- good show
FTP- 29# SICP- 80# Cont to flow and monitor well,no fluid recovery .

FTP- 9# SICP- 75# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 24.30 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP-60# Cont to flow and monitor well, no fluid recovery in the last hr.

From 5:00 To 5:00 24 hrs category/Rmk :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 264
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API#: 43-019-50019 Field: Big Flat Supervison Mark Michel

Work Type: Completion County , St: GRAND, UT Phone
Production Current/Expected Gil 0 / 0 Gad 0 / 0 Water: 0 / 0

10/27/2012 ctidty: Swabbing Rig NinÏÑ DÑ 13
Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Con to flow and monitor well.
FTP- 83# SICP- 115# Con to flow and monitorwell.
FTP- 0# SICP- 115# Well flowed and surged to the tankfor 2 hrs. Fluid Rec: Oil- 29.34 Water- 0 bbls
Mud- 3.28 Gas- good show
1st swab run: IFL- 2720' PF- 4200' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show
2nd run: FL- 4000' PF- 5500' Rec: Oil/mud- 4.3 bbis Water- 0 bbis Gas- good show
3rd run: FL- 5530" PF- 7200' Rec: Oillmud- 4.3 bbis Water- 0 bble Gas- good show
4th run: FL- 6500" PF- 70003 Rec: Oillmud- 4.3 bb1s Water- 0 bbis Gas- good show waited ihr
between runs
5th run: FL- 5200' PF- 7000' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show waited 1 hr
between runs / last run
Turn wellover to flowtesters, leave well open on a 2" choke. Release rig crew.
FTP- 5# SICP- 115# Well flowed and surged to the tank for 1 hr. Fluid Rec: Oil- 25.02 Water- 0 bbis
Mud- 2.78 bbis Gas- good show
FTP- 11# SICP- 110# Well did not flow during this period, no fluid recovery.
FTP- 0# SICP- 100# Well flowed and surged to the tank for 2 hrs. Fluid Rec: Oil- 24.93 bbis Water- 0
bbls Mud- 2.77 bbls Gas- good show
FTP- 0# SICP- 80# Well did not flow during thisperiod, no fluid recovery.
FTP- 0# S1CP- 80# Con to flow and monitorwell.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date 10/28/2012 ctivity flowtest Rig Nirne Days : 4
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 80# Con to flow and monitor well.
FTP- 0# SICP- 90# Con to flow and monitor well.
FTP- 9# SICP- 85# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 27.81 Water- 0 bbis
Mud- 3.09 Gas- good show
FTP- 64# SICP- 80# Well did not flow during this period, no fluid recovery.
FTP- 34# SICP- 80# Well flowed and surged to the tankfor 2.0 hrs. Fluid Rec: Oil- 26.01 Water- 0 bb1s
Mud- 2.89 Gas- good show
FTP- 57# SICP- 75# Well did not flow during this period, no fluid recovery.
FTP- 9# SICP- 70# Well flowed and surged to the tank for 2.0 hrs. Fluid Rec: Oil-24.84 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP- 60# Well did not flow during this period, no fluid recovery.

From S:00 To 5:00 24 hrs Category/Rmks; :

Dath 10/29/2012 clivity: testing ig Name Dayi:15
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 47# SICP- 70# Con to flow and monitorwell,no fluid recovery. Prep to swab.
FTP- 0# SICP- 80# Well flowedand surged to the tank for 2.0 hrs. Fluid Rec: Oil- 20.79 Water- 0 bbls
Mud- 1.31 bbis Gas- good show
1st swab run: IFL- 3800' PF- 6000' Ree: 9.2 bbis oil Imud Water- 0 bb\s Gas- good show
2nd swab run: FL- 4800' PF- 7000' Rec: 6.9 bble oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbls Gas- good show Waited
I hr between runs.
4th swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water-0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 5000' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbis Gas- good show Waited
2 hrs between runs. RD swab, cont to flow.
Swab recovery: Oil- 28.53 bb1s Mud- 2.07 bbis Water- 0 bbis Gas- good show
FTP- 29# SICP- 80# Cont to flow and monitor well,no fluid recovery .

FTP- 9# SICP- 75# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 24.30 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP-60# Cont to flow and monitor well, no fluid recovery in the last hr.

From 5:00 To 5:00 24 hrs category/Rmk :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 264
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API#: 43-019-50019 Field: Big Flat Supervison Mark Michel

Work Type: Completion County , St: GRAND, UT Phone
Production Current/Expected Gil 0 / 0 Gad 0 / 0 Water: 0 / 0

10/27/2012 ctidty: Swabbing Rig NinÏÑ DÑ 13
Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Con to flow and monitor well.
FTP- 83# SICP- 115# Con to flow and monitorwell.
FTP- 0# SICP- 115# Well flowed and surged to the tankfor 2 hrs. Fluid Rec: Oil- 29.34 Water- 0 bbls
Mud- 3.28 Gas- good show
1st swab run: IFL- 2720' PF- 4200' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show
2nd run: FL- 4000' PF- 5500' Rec: Oil/mud- 4.3 bbis Water- 0 bbis Gas- good show
3rd run: FL- 5530" PF- 7200' Rec: Oillmud- 4.3 bbis Water- 0 bble Gas- good show
4th run: FL- 6500" PF- 70003 Rec: Oillmud- 4.3 bb1s Water- 0 bbis Gas- good show waited ihr
between runs
5th run: FL- 5200' PF- 7000' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show waited 1 hr
between runs / last run
Turn wellover to flowtesters, leave well open on a 2" choke. Release rig crew.
FTP- 5# SICP- 115# Well flowed and surged to the tank for 1 hr. Fluid Rec: Oil- 25.02 Water- 0 bbis
Mud- 2.78 bbis Gas- good show
FTP- 11# SICP- 110# Well did not flow during this period, no fluid recovery.
FTP- 0# SICP- 100# Well flowed and surged to the tank for 2 hrs. Fluid Rec: Oil- 24.93 bbis Water- 0
bbls Mud- 2.77 bbls Gas- good show
FTP- 0# SICP- 80# Well did not flow during thisperiod, no fluid recovery.
FTP- 0# S1CP- 80# Con to flow and monitorwell.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date 10/28/2012 ctivity flowtest Rig Nirne Days : 4
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 80# Con to flow and monitor well.
FTP- 0# SICP- 90# Con to flow and monitor well.
FTP- 9# SICP- 85# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 27.81 Water- 0 bbis
Mud- 3.09 Gas- good show
FTP- 64# SICP- 80# Well did not flow during this period, no fluid recovery.
FTP- 34# SICP- 80# Well flowed and surged to the tankfor 2.0 hrs. Fluid Rec: Oil- 26.01 Water- 0 bb1s
Mud- 2.89 Gas- good show
FTP- 57# SICP- 75# Well did not flow during this period, no fluid recovery.
FTP- 9# SICP- 70# Well flowed and surged to the tank for 2.0 hrs. Fluid Rec: Oil-24.84 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP- 60# Well did not flow during this period, no fluid recovery.

From S:00 To 5:00 24 hrs Category/Rmks; :

Dath 10/29/2012 clivity: testing ig Name Dayi:15
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 47# SICP- 70# Con to flow and monitorwell,no fluid recovery. Prep to swab.
FTP- 0# SICP- 80# Well flowedand surged to the tank for 2.0 hrs. Fluid Rec: Oil- 20.79 Water- 0 bbls
Mud- 1.31 bbis Gas- good show
1st swab run: IFL- 3800' PF- 6000' Ree: 9.2 bbis oil Imud Water- 0 bb\s Gas- good show
2nd swab run: FL- 4800' PF- 7000' Rec: 6.9 bble oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbls Gas- good show Waited
I hr between runs.
4th swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water-0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 5000' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbis Gas- good show Waited
2 hrs between runs. RD swab, cont to flow.
Swab recovery: Oil- 28.53 bb1s Mud- 2.07 bbis Water- 0 bbis Gas- good show
FTP- 29# SICP- 80# Cont to flow and monitor well,no fluid recovery .

FTP- 9# SICP- 75# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 24.30 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP-60# Cont to flow and monitor well, no fluid recovery in the last hr.

From 5:00 To 5:00 24 hrs category/Rmk :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 264
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API#: 43-019-50019 Field: Big Flat Supervison Mark Michel

Work Type: Completion County , St: GRAND, UT Phone
Production Current/Expected Gil 0 / 0 Gad 0 / 0 Water: 0 / 0

10/27/2012 ctidty: Swabbing Rig NinÏÑ DÑ 13
Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Con to flow and monitor well.
FTP- 83# SICP- 115# Con to flow and monitorwell.
FTP- 0# SICP- 115# Well flowed and surged to the tankfor 2 hrs. Fluid Rec: Oil- 29.34 Water- 0 bbls
Mud- 3.28 Gas- good show
1st swab run: IFL- 2720' PF- 4200' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show
2nd run: FL- 4000' PF- 5500' Rec: Oil/mud- 4.3 bbis Water- 0 bbis Gas- good show
3rd run: FL- 5530" PF- 7200' Rec: Oillmud- 4.3 bbis Water- 0 bble Gas- good show
4th run: FL- 6500" PF- 70003 Rec: Oillmud- 4.3 bb1s Water- 0 bbis Gas- good show waited ihr
between runs
5th run: FL- 5200' PF- 7000' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show waited 1 hr
between runs / last run
Turn wellover to flowtesters, leave well open on a 2" choke. Release rig crew.
FTP- 5# SICP- 115# Well flowed and surged to the tank for 1 hr. Fluid Rec: Oil- 25.02 Water- 0 bbis
Mud- 2.78 bbis Gas- good show
FTP- 11# SICP- 110# Well did not flow during this period, no fluid recovery.
FTP- 0# SICP- 100# Well flowed and surged to the tank for 2 hrs. Fluid Rec: Oil- 24.93 bbis Water- 0
bbls Mud- 2.77 bbls Gas- good show
FTP- 0# SICP- 80# Well did not flow during thisperiod, no fluid recovery.
FTP- 0# S1CP- 80# Con to flow and monitorwell.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date 10/28/2012 ctivity flowtest Rig Nirne Days : 4
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 80# Con to flow and monitor well.
FTP- 0# SICP- 90# Con to flow and monitor well.
FTP- 9# SICP- 85# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 27.81 Water- 0 bbis
Mud- 3.09 Gas- good show
FTP- 64# SICP- 80# Well did not flow during this period, no fluid recovery.
FTP- 34# SICP- 80# Well flowed and surged to the tankfor 2.0 hrs. Fluid Rec: Oil- 26.01 Water- 0 bb1s
Mud- 2.89 Gas- good show
FTP- 57# SICP- 75# Well did not flow during this period, no fluid recovery.
FTP- 9# SICP- 70# Well flowed and surged to the tank for 2.0 hrs. Fluid Rec: Oil-24.84 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP- 60# Well did not flow during this period, no fluid recovery.

From S:00 To 5:00 24 hrs Category/Rmks; :

Dath 10/29/2012 clivity: testing ig Name Dayi:15
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 47# SICP- 70# Con to flow and monitorwell,no fluid recovery. Prep to swab.
FTP- 0# SICP- 80# Well flowedand surged to the tank for 2.0 hrs. Fluid Rec: Oil- 20.79 Water- 0 bbls
Mud- 1.31 bbis Gas- good show
1st swab run: IFL- 3800' PF- 6000' Ree: 9.2 bbis oil Imud Water- 0 bb\s Gas- good show
2nd swab run: FL- 4800' PF- 7000' Rec: 6.9 bble oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbls Gas- good show Waited
I hr between runs.
4th swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water-0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 5000' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbis Gas- good show Waited
2 hrs between runs. RD swab, cont to flow.
Swab recovery: Oil- 28.53 bb1s Mud- 2.07 bbis Water- 0 bbis Gas- good show
FTP- 29# SICP- 80# Cont to flow and monitor well,no fluid recovery .

FTP- 9# SICP- 75# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 24.30 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP-60# Cont to flow and monitor well, no fluid recovery in the last hr.

From 5:00 To 5:00 24 hrs category/Rmk :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 264
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API#: 43-019-50019 Field: Big Flat Supervison Mark Michel

Work Type: Completion County , St: GRAND, UT Phone
Production Current/Expected Gil 0 / 0 Gad 0 / 0 Water: 0 / 0

10/27/2012 ctidty: Swabbing Rig NinÏÑ DÑ 13
Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Con to flow and monitor well.
FTP- 83# SICP- 115# Con to flow and monitorwell.
FTP- 0# SICP- 115# Well flowed and surged to the tankfor 2 hrs. Fluid Rec: Oil- 29.34 Water- 0 bbls
Mud- 3.28 Gas- good show
1st swab run: IFL- 2720' PF- 4200' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show
2nd run: FL- 4000' PF- 5500' Rec: Oil/mud- 4.3 bbis Water- 0 bbis Gas- good show
3rd run: FL- 5530" PF- 7200' Rec: Oillmud- 4.3 bbis Water- 0 bble Gas- good show
4th run: FL- 6500" PF- 70003 Rec: Oillmud- 4.3 bb1s Water- 0 bbis Gas- good show waited ihr
between runs
5th run: FL- 5200' PF- 7000' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show waited 1 hr
between runs / last run
Turn wellover to flowtesters, leave well open on a 2" choke. Release rig crew.
FTP- 5# SICP- 115# Well flowed and surged to the tank for 1 hr. Fluid Rec: Oil- 25.02 Water- 0 bbis
Mud- 2.78 bbis Gas- good show
FTP- 11# SICP- 110# Well did not flow during this period, no fluid recovery.
FTP- 0# SICP- 100# Well flowed and surged to the tank for 2 hrs. Fluid Rec: Oil- 24.93 bbis Water- 0
bbls Mud- 2.77 bbls Gas- good show
FTP- 0# SICP- 80# Well did not flow during thisperiod, no fluid recovery.
FTP- 0# S1CP- 80# Con to flow and monitorwell.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date 10/28/2012 ctivity flowtest Rig Nirne Days : 4
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 80# Con to flow and monitor well.
FTP- 0# SICP- 90# Con to flow and monitor well.
FTP- 9# SICP- 85# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 27.81 Water- 0 bbis
Mud- 3.09 Gas- good show
FTP- 64# SICP- 80# Well did not flow during this period, no fluid recovery.
FTP- 34# SICP- 80# Well flowed and surged to the tankfor 2.0 hrs. Fluid Rec: Oil- 26.01 Water- 0 bb1s
Mud- 2.89 Gas- good show
FTP- 57# SICP- 75# Well did not flow during this period, no fluid recovery.
FTP- 9# SICP- 70# Well flowed and surged to the tank for 2.0 hrs. Fluid Rec: Oil-24.84 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP- 60# Well did not flow during this period, no fluid recovery.

From S:00 To 5:00 24 hrs Category/Rmks; :

Dath 10/29/2012 clivity: testing ig Name Dayi:15
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 47# SICP- 70# Con to flow and monitorwell,no fluid recovery. Prep to swab.
FTP- 0# SICP- 80# Well flowedand surged to the tank for 2.0 hrs. Fluid Rec: Oil- 20.79 Water- 0 bbls
Mud- 1.31 bbis Gas- good show
1st swab run: IFL- 3800' PF- 6000' Ree: 9.2 bbis oil Imud Water- 0 bb\s Gas- good show
2nd swab run: FL- 4800' PF- 7000' Rec: 6.9 bble oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbls Gas- good show Waited
I hr between runs.
4th swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water-0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 5000' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbis Gas- good show Waited
2 hrs between runs. RD swab, cont to flow.
Swab recovery: Oil- 28.53 bb1s Mud- 2.07 bbis Water- 0 bbis Gas- good show
FTP- 29# SICP- 80# Cont to flow and monitor well,no fluid recovery .

FTP- 9# SICP- 75# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 24.30 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP-60# Cont to flow and monitor well, no fluid recovery in the last hr.

From 5:00 To 5:00 24 hrs category/Rmk :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 264
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API#: 43-019-50019 Field: Big Flat Supervison Mark Michel

Work Type: Completion County , St: GRAND, UT Phone
Production Current/Expected Gil 0 / 0 Gad 0 / 0 Water: 0 / 0

10/27/2012 ctidty: Swabbing Rig NinÏÑ DÑ 13
Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Con to flow and monitor well.
FTP- 83# SICP- 115# Con to flow and monitorwell.
FTP- 0# SICP- 115# Well flowed and surged to the tankfor 2 hrs. Fluid Rec: Oil- 29.34 Water- 0 bbls
Mud- 3.28 Gas- good show
1st swab run: IFL- 2720' PF- 4200' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show
2nd run: FL- 4000' PF- 5500' Rec: Oil/mud- 4.3 bbis Water- 0 bbis Gas- good show
3rd run: FL- 5530" PF- 7200' Rec: Oillmud- 4.3 bbis Water- 0 bble Gas- good show
4th run: FL- 6500" PF- 70003 Rec: Oillmud- 4.3 bb1s Water- 0 bbis Gas- good show waited ihr
between runs
5th run: FL- 5200' PF- 7000' Rec: Oillmud- 4.3 bbis Water- 0 bbis Gas- good show waited 1 hr
between runs / last run
Turn wellover to flowtesters, leave well open on a 2" choke. Release rig crew.
FTP- 5# SICP- 115# Well flowed and surged to the tank for 1 hr. Fluid Rec: Oil- 25.02 Water- 0 bbis
Mud- 2.78 bbis Gas- good show
FTP- 11# SICP- 110# Well did not flow during this period, no fluid recovery.
FTP- 0# SICP- 100# Well flowed and surged to the tank for 2 hrs. Fluid Rec: Oil- 24.93 bbis Water- 0
bbls Mud- 2.77 bbls Gas- good show
FTP- 0# SICP- 80# Well did not flow during thisperiod, no fluid recovery.
FTP- 0# S1CP- 80# Con to flow and monitorwell.

From 5:00 To 5:00 24 hrs Category/Rmks :

Date 10/28/2012 ctivity flowtest Rig Nirne Days : 4
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 80# Con to flow and monitor well.
FTP- 0# SICP- 90# Con to flow and monitor well.
FTP- 9# SICP- 85# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 27.81 Water- 0 bbis
Mud- 3.09 Gas- good show
FTP- 64# SICP- 80# Well did not flow during this period, no fluid recovery.
FTP- 34# SICP- 80# Well flowed and surged to the tankfor 2.0 hrs. Fluid Rec: Oil- 26.01 Water- 0 bb1s
Mud- 2.89 Gas- good show
FTP- 57# SICP- 75# Well did not flow during this period, no fluid recovery.
FTP- 9# SICP- 70# Well flowed and surged to the tank for 2.0 hrs. Fluid Rec: Oil-24.84 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP- 60# Well did not flow during this period, no fluid recovery.

From S:00 To 5:00 24 hrs Category/Rmks; :

Dath 10/29/2012 clivity: testing ig Name Dayi:15
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 47# SICP- 70# Con to flow and monitorwell,no fluid recovery. Prep to swab.
FTP- 0# SICP- 80# Well flowedand surged to the tank for 2.0 hrs. Fluid Rec: Oil- 20.79 Water- 0 bbls
Mud- 1.31 bbis Gas- good show
1st swab run: IFL- 3800' PF- 6000' Ree: 9.2 bbis oil Imud Water- 0 bb\s Gas- good show
2nd swab run: FL- 4800' PF- 7000' Rec: 6.9 bble oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbls Gas- good show Waited
I hr between runs.
4th swab run: FL- 5500' PF- 7200' Rec: 2.3 bbis oil /mud Water-0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 5000' PF- 7200' Rec: 2.3 bbis oil /mud Water- 0 bbis Gas- good show Waited
2 hrs between runs. RD swab, cont to flow.
Swab recovery: Oil- 28.53 bb1s Mud- 2.07 bbis Water- 0 bbis Gas- good show
FTP- 29# SICP- 80# Cont to flow and monitor well,no fluid recovery .

FTP- 9# SICP- 75# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 24.30 Water- 0 bbls
Mud- 2.70 Gas- good show
FTP- 0# SICP-60# Cont to flow and monitor well, no fluid recovery in the last hr.

From 5:00 To 5:00 24 hrs category/Rmk :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.! GRAND, UT Phone:
Production Current/Expected II: 0 / 0 Gän! O/ 0 Watán 0 / 0

Date : 10/30/2012 Activity: testing lÍifNúmè: ys 16
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 60# Con to flow and monitor well, no fluid recovery.
Well not flowing, prep to swab.
1st swab run: IFL- 700' PF- 2300' Rec: 9.2 bbls oil /mud Water- 0 bbis Gas- good show
2nd swab run: FL- 1650' PF- 3700' Rec: 6.9 bbls oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 3260' PF- 5000' Rec: 14.8 bbis oil /mud Water- 0 bbis Gas- good show
4th swab run: FL- 3500' PF- 6000' Rec: 6.8 bbls oil lmud Water- 0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 3500' PF- 6000' Rec: 4.6 bbis oil /mud Water- O bbis Gas- good show Waited
1 hr between runs.
6th swab run: FL- 3750' PF- 6000' Rec: 4.5 bbls oil Imud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil /mud Water- 0 bbis Gas- good show Walted
1 hr between runs.
8th swab run: FL- 4000' PF- 6300' Rec: 4.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil Imud Water- 0 bbis Gas- good show Last run
FTP- 20# SICP- 130# Cont to flow and monitor well, no fluid recovery during this period.
FTP- 0# SICP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 26.37 Water- 0 bbis
Mud- 2.93 Gas- good show
FTP- 0# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- 0# SICP- 110# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 18.27 Water- 0 bbis
Mud- 2.03 Gas- good show
FTP- 0# SICP- 110# Cont to flow and monitor well, no fluid during this period.

From 5:00 To 5:00 24 Ers categor rg :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.! GRAND, UT Phone:
Production Current/Expected II: 0 / 0 Gän! O/ 0 Watán 0 / 0

Date : 10/30/2012 Activity: testing lÍifNúmè: ys 16
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 60# Con to flow and monitor well, no fluid recovery.
Well not flowing, prep to swab.
1st swab run: IFL- 700' PF- 2300' Rec: 9.2 bbls oil /mud Water- 0 bbis Gas- good show
2nd swab run: FL- 1650' PF- 3700' Rec: 6.9 bbls oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 3260' PF- 5000' Rec: 14.8 bbis oil /mud Water- 0 bbis Gas- good show
4th swab run: FL- 3500' PF- 6000' Rec: 6.8 bbls oil lmud Water- 0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 3500' PF- 6000' Rec: 4.6 bbis oil /mud Water- O bbis Gas- good show Waited
1 hr between runs.
6th swab run: FL- 3750' PF- 6000' Rec: 4.5 bbls oil Imud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil /mud Water- 0 bbis Gas- good show Walted
1 hr between runs.
8th swab run: FL- 4000' PF- 6300' Rec: 4.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil Imud Water- 0 bbis Gas- good show Last run
FTP- 20# SICP- 130# Cont to flow and monitor well, no fluid recovery during this period.
FTP- 0# SICP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 26.37 Water- 0 bbis
Mud- 2.93 Gas- good show
FTP- 0# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- 0# SICP- 110# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 18.27 Water- 0 bbis
Mud- 2.03 Gas- good show
FTP- 0# SICP- 110# Cont to flow and monitor well, no fluid during this period.

From 5:00 To 5:00 24 Ers categor rg :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.! GRAND, UT Phone:
Production Current/Expected II: 0 / 0 Gän! O/ 0 Watán 0 / 0

Date : 10/30/2012 Activity: testing lÍifNúmè: ys 16
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 60# Con to flow and monitor well, no fluid recovery.
Well not flowing, prep to swab.
1st swab run: IFL- 700' PF- 2300' Rec: 9.2 bbls oil /mud Water- 0 bbis Gas- good show
2nd swab run: FL- 1650' PF- 3700' Rec: 6.9 bbls oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 3260' PF- 5000' Rec: 14.8 bbis oil /mud Water- 0 bbis Gas- good show
4th swab run: FL- 3500' PF- 6000' Rec: 6.8 bbls oil lmud Water- 0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 3500' PF- 6000' Rec: 4.6 bbis oil /mud Water- O bbis Gas- good show Waited
1 hr between runs.
6th swab run: FL- 3750' PF- 6000' Rec: 4.5 bbls oil Imud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil /mud Water- 0 bbis Gas- good show Walted
1 hr between runs.
8th swab run: FL- 4000' PF- 6300' Rec: 4.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil Imud Water- 0 bbis Gas- good show Last run
FTP- 20# SICP- 130# Cont to flow and monitor well, no fluid recovery during this period.
FTP- 0# SICP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 26.37 Water- 0 bbis
Mud- 2.93 Gas- good show
FTP- 0# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- 0# SICP- 110# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 18.27 Water- 0 bbis
Mud- 2.03 Gas- good show
FTP- 0# SICP- 110# Cont to flow and monitor well, no fluid during this period.
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.! GRAND, UT Phone:
Production Current/Expected II: 0 / 0 Gän! O/ 0 Watán 0 / 0

Date : 10/30/2012 Activity: testing lÍifNúmè: ys 16
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 60# Con to flow and monitor well, no fluid recovery.
Well not flowing, prep to swab.
1st swab run: IFL- 700' PF- 2300' Rec: 9.2 bbls oil /mud Water- 0 bbis Gas- good show
2nd swab run: FL- 1650' PF- 3700' Rec: 6.9 bbls oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 3260' PF- 5000' Rec: 14.8 bbis oil /mud Water- 0 bbis Gas- good show
4th swab run: FL- 3500' PF- 6000' Rec: 6.8 bbls oil lmud Water- 0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 3500' PF- 6000' Rec: 4.6 bbis oil /mud Water- O bbis Gas- good show Waited
1 hr between runs.
6th swab run: FL- 3750' PF- 6000' Rec: 4.5 bbls oil Imud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil /mud Water- 0 bbis Gas- good show Walted
1 hr between runs.
8th swab run: FL- 4000' PF- 6300' Rec: 4.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil Imud Water- 0 bbis Gas- good show Last run
FTP- 20# SICP- 130# Cont to flow and monitor well, no fluid recovery during this period.
FTP- 0# SICP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 26.37 Water- 0 bbis
Mud- 2.93 Gas- good show
FTP- 0# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- 0# SICP- 110# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 18.27 Water- 0 bbis
Mud- 2.03 Gas- good show
FTP- 0# SICP- 110# Cont to flow and monitor well, no fluid during this period.
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.! GRAND, UT Phone:
Production Current/Expected II: 0 / 0 Gän! O/ 0 Watán 0 / 0

Date : 10/30/2012 Activity: testing lÍifNúmè: ys 16
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 60# Con to flow and monitor well, no fluid recovery.
Well not flowing, prep to swab.
1st swab run: IFL- 700' PF- 2300' Rec: 9.2 bbls oil /mud Water- 0 bbis Gas- good show
2nd swab run: FL- 1650' PF- 3700' Rec: 6.9 bbls oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 3260' PF- 5000' Rec: 14.8 bbis oil /mud Water- 0 bbis Gas- good show
4th swab run: FL- 3500' PF- 6000' Rec: 6.8 bbls oil lmud Water- 0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 3500' PF- 6000' Rec: 4.6 bbis oil /mud Water- O bbis Gas- good show Waited
1 hr between runs.
6th swab run: FL- 3750' PF- 6000' Rec: 4.5 bbls oil Imud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil /mud Water- 0 bbis Gas- good show Walted
1 hr between runs.
8th swab run: FL- 4000' PF- 6300' Rec: 4.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil Imud Water- 0 bbis Gas- good show Last run
FTP- 20# SICP- 130# Cont to flow and monitor well, no fluid recovery during this period.
FTP- 0# SICP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 26.37 Water- 0 bbis
Mud- 2.93 Gas- good show
FTP- 0# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- 0# SICP- 110# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 18.27 Water- 0 bbis
Mud- 2.03 Gas- good show
FTP- 0# SICP- 110# Cont to flow and monitor well, no fluid during this period.

From 5:00 To 5:00 24 Ers categor rg :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.! GRAND, UT Phone:
Production Current/Expected II: 0 / 0 Gän! O/ 0 Watán 0 / 0

Date : 10/30/2012 Activity: testing lÍifNúmè: ys 16
Daily Report Summary :

Daily Report Detail: FTP- 0# SICP- 60# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 60# Con to flow and monitor well, no fluid recovery.
Well not flowing, prep to swab.
1st swab run: IFL- 700' PF- 2300' Rec: 9.2 bbls oil /mud Water- 0 bbis Gas- good show
2nd swab run: FL- 1650' PF- 3700' Rec: 6.9 bbls oil /mud Water- 0 bbis Gas- good show
3rd swab run: FL- 3260' PF- 5000' Rec: 14.8 bbis oil /mud Water- 0 bbis Gas- good show
4th swab run: FL- 3500' PF- 6000' Rec: 6.8 bbls oil lmud Water- 0 bbis Gas- good show Waited I
hr between runs.
5th swab run: FL- 3500' PF- 6000' Rec: 4.6 bbis oil /mud Water- O bbis Gas- good show Waited
1 hr between runs.
6th swab run: FL- 3750' PF- 6000' Rec: 4.5 bbls oil Imud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil /mud Water- 0 bbis Gas- good show Walted
1 hr between runs.
8th swab run: FL- 4000' PF- 6300' Rec: 4.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4000' PF- 6300' Rec: 4.6 bbis oil Imud Water- 0 bbis Gas- good show Last run
FTP- 20# SICP- 130# Cont to flow and monitor well, no fluid recovery during this period.
FTP- 0# SICP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 26.37 Water- 0 bbis
Mud- 2.93 Gas- good show
FTP- 0# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- 0# SICP- 110# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 18.27 Water- 0 bbis
Mud- 2.03 Gas- good show
FTP- 0# SICP- 110# Cont to flow and monitor well, no fluid during this period.

From 5:00 To 5:00 24 Ers categor rg :
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RECEIVED: Nov. 01, 2012

Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/31/2012 Activity: testing Rig Name: Days :17

Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 110# Con to flow and monitorwell, no fluid recovery.
FTP- 0# S1CP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 21.78 Water- 0 bbis
Mud-2.42 Gas- good show
1st swab run: IFL- 2190' PF- 4000' Rec: 2.2 bbis oil /mud Water- 0 bble Gas- good show
2nd swab run: FL- 2770' PF- 5000' Rec: 6.5 bbis oil Imud Water- 0 bbis Gas- good show
3rd swab run: FL- 4000' PF- 6000' Rec: 2.2 bbis oil /mud Water- O bbis Gas- good show
4th swab run: FL- 5800' PF- 7000' Rec: 2.2 bbis oil Imud Water- 0 bbis Gas- good show
5th swab run: FL- 6330' PF- 7000' Rec: 2.2 bbis oil /mud Water- 0 bbis Gas- good show
6th swab run: FL- 5000' PF- 7000' Rec: 5.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL-4680' PF- 7000' Rec: 3.2 bbis oil /mud Water- 0 bb1s Gas- good show Waited
1 hr between runs.
8th swab run: FL- 4680' PF- 7000' Rec: 6.0 bbis oil /mud Water- 0 bb\s Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4680' PF- 7000' Rec: 3.2 bbis oil Imud Water- 0 bbls Gas- good show Wait 1
hr between runs.
10th swab run: FL- 4000' PF-6000' Rec: 1.7 bbis oil /mud Water- 0 bbls Gas- good show Last
run.
RD rig #21 and MO. Con to flow well. No production during this period. Hotoiler heating flowback tank,
vac trucktransferred 120 bble to prod tanks.
FTP- 40# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- O# SICP- 120# Well flowed and surged to the tank for 1.0 hrs. Fluid Rec: Oil- 20.07 Water- 0 bbis
Mud-2.23 Gas- good show
FTP- 95# SICP- 120# Cont to flow and monitor well, no fluid during this period.
FTP- 1# SICP- 120# Well flowed and surged to the tank for 1.0 hrs. Fluid Rec: Oil- 17.82 bbls Water-
0 bbis Mud- 1.98 bbis Gas- good show
FTP- 38# SICP- 120# Cont to flow and monitor well, no fluid during this period.
FTP- 76# SICP- 120# Well flowed and surged to the tank for .50 hrs. Fluid Rec: Oil- 15.85 bbis Water-
0 bbis Mud- 1.75 bbis Gas- good show

From 5:00 To 5;00 24 i rs Category/Rmks: :
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/31/2012 Activity: testing Rig Name: Days :17

Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 110# Con to flow and monitorwell, no fluid recovery.
FTP- 0# S1CP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 21.78 Water- 0 bbis
Mud-2.42 Gas- good show
1st swab run: IFL- 2190' PF- 4000' Rec: 2.2 bbis oil /mud Water- 0 bble Gas- good show
2nd swab run: FL- 2770' PF- 5000' Rec: 6.5 bbis oil Imud Water- 0 bbis Gas- good show
3rd swab run: FL- 4000' PF- 6000' Rec: 2.2 bbis oil /mud Water- O bbis Gas- good show
4th swab run: FL- 5800' PF- 7000' Rec: 2.2 bbis oil Imud Water- 0 bbis Gas- good show
5th swab run: FL- 6330' PF- 7000' Rec: 2.2 bbis oil /mud Water- 0 bbis Gas- good show
6th swab run: FL- 5000' PF- 7000' Rec: 5.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL-4680' PF- 7000' Rec: 3.2 bbis oil /mud Water- 0 bb1s Gas- good show Waited
1 hr between runs.
8th swab run: FL- 4680' PF- 7000' Rec: 6.0 bbis oil /mud Water- 0 bb\s Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4680' PF- 7000' Rec: 3.2 bbis oil Imud Water- 0 bbls Gas- good show Wait 1
hr between runs.
10th swab run: FL- 4000' PF-6000' Rec: 1.7 bbis oil /mud Water- 0 bbls Gas- good show Last
run.
RD rig #21 and MO. Con to flow well. No production during this period. Hotoiler heating flowback tank,
vac trucktransferred 120 bble to prod tanks.
FTP- 40# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- O# SICP- 120# Well flowed and surged to the tank for 1.0 hrs. Fluid Rec: Oil- 20.07 Water- 0 bbis
Mud-2.23 Gas- good show
FTP- 95# SICP- 120# Cont to flow and monitor well, no fluid during this period.
FTP- 1# SICP- 120# Well flowed and surged to the tank for 1.0 hrs. Fluid Rec: Oil- 17.82 bbls Water-
0 bbis Mud- 1.98 bbis Gas- good show
FTP- 38# SICP- 120# Cont to flow and monitor well, no fluid during this period.
FTP- 76# SICP- 120# Well flowed and surged to the tank for .50 hrs. Fluid Rec: Oil- 15.85 bbis Water-
0 bbis Mud- 1.75 bbis Gas- good show
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/31/2012 Activity: testing Rig Name: Days :17

Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 110# Con to flow and monitorwell, no fluid recovery.
FTP- 0# S1CP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 21.78 Water- 0 bbis
Mud-2.42 Gas- good show
1st swab run: IFL- 2190' PF- 4000' Rec: 2.2 bbis oil /mud Water- 0 bble Gas- good show
2nd swab run: FL- 2770' PF- 5000' Rec: 6.5 bbis oil Imud Water- 0 bbis Gas- good show
3rd swab run: FL- 4000' PF- 6000' Rec: 2.2 bbis oil /mud Water- O bbis Gas- good show
4th swab run: FL- 5800' PF- 7000' Rec: 2.2 bbis oil Imud Water- 0 bbis Gas- good show
5th swab run: FL- 6330' PF- 7000' Rec: 2.2 bbis oil /mud Water- 0 bbis Gas- good show
6th swab run: FL- 5000' PF- 7000' Rec: 5.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL-4680' PF- 7000' Rec: 3.2 bbis oil /mud Water- 0 bb1s Gas- good show Waited
1 hr between runs.
8th swab run: FL- 4680' PF- 7000' Rec: 6.0 bbis oil /mud Water- 0 bb\s Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4680' PF- 7000' Rec: 3.2 bbis oil Imud Water- 0 bbls Gas- good show Wait 1
hr between runs.
10th swab run: FL- 4000' PF-6000' Rec: 1.7 bbis oil /mud Water- 0 bbls Gas- good show Last
run.
RD rig #21 and MO. Con to flow well. No production during this period. Hotoiler heating flowback tank,
vac trucktransferred 120 bble to prod tanks.
FTP- 40# SICP- 115# Cont to flow and monitor well, no fluid during this period.
FTP- O# SICP- 120# Well flowed and surged to the tank for 1.0 hrs. Fluid Rec: Oil- 20.07 Water- 0 bbis
Mud-2.23 Gas- good show
FTP- 95# SICP- 120# Cont to flow and monitor well, no fluid during this period.
FTP- 1# SICP- 120# Well flowed and surged to the tank for 1.0 hrs. Fluid Rec: Oil- 17.82 bbls Water-
0 bbis Mud- 1.98 bbis Gas- good show
FTP- 38# SICP- 120# Cont to flow and monitor well, no fluid during this period.
FTP- 76# SICP- 120# Well flowed and surged to the tank for .50 hrs. Fluid Rec: Oil- 15.85 bbis Water-
0 bbis Mud- 1.75 bbis Gas- good show
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Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

SeclTwp/Rge: 26 I25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field: Big Flat Supervisor: Mark Michel

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 I O Water: 0 / 0

Date : 10/31/2012 Activity: testing Rig Name: Days :17

Daily Report Summary :

Daily Report Detail: FTP-0# SICP- 110# Cont to flow and monitor well, no fluid recovery in the last hr.
FTP- 0# SICP- 110# Con to flow and monitorwell, no fluid recovery.
FTP- 0# S1CP- 120# Well flowed and surged to the tank for 1.5 hrs. Fluid Rec: Oil- 21.78 Water- 0 bbis
Mud-2.42 Gas- good show
1st swab run: IFL- 2190' PF- 4000' Rec: 2.2 bbis oil /mud Water- 0 bble Gas- good show
2nd swab run: FL- 2770' PF- 5000' Rec: 6.5 bbis oil Imud Water- 0 bbis Gas- good show
3rd swab run: FL- 4000' PF- 6000' Rec: 2.2 bbis oil /mud Water- O bbis Gas- good show
4th swab run: FL- 5800' PF- 7000' Rec: 2.2 bbis oil Imud Water- 0 bbis Gas- good show
5th swab run: FL- 6330' PF- 7000' Rec: 2.2 bbis oil /mud Water- 0 bbis Gas- good show
6th swab run: FL- 5000' PF- 7000' Rec: 5.5 bbis oil /mud Water- 0 bbis Gas- good show Waited
1 hr between runs.
7th swab run: FL-4680' PF- 7000' Rec: 3.2 bbis oil /mud Water- 0 bb1s Gas- good show Waited
1 hr between runs.
8th swab run: FL- 4680' PF- 7000' Rec: 6.0 bbis oil /mud Water- 0 bb\s Gas- good show Waited
1 hr between runs.
9th swab run: FL- 4680' PF- 7000' Rec: 3.2 bbis oil Imud Water- 0 bbls Gas- good show Wait 1
hr between runs.
10th swab run: FL- 4000' PF-6000' Rec: 1.7 bbis oil /mud Water- 0 bbls Gas- good show Last
run.
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Sundry Number: 31442 API Well Number: 43019500190000Sundry Number: 31442 API Well Number: 43019500190000

Well Name : Cane Creek Unit 26-3
Prospect: AFE #: 120245

Sec/Twp/Rge: 26 / 25S / 19E Operator: Fidelity E&P
API #: 43-019-50019 Field; Big Flat Supervisor: Mark Michel

Work Type: Completion County , St : GRAND, UT Phone:
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RECEIVED: Nov. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/26 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Well had first production on October 26, 2012 of 26.5 BO. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 11 /1 /2012

November 01, 2012

Sundry Number: 31446 API Well Number: 43019500190000Sundry Number: 31446 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/26/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Well had first production on October 26, 2012 of 26.5 BO. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 01, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/1/2012

RECEIVED: Nov. 01,
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REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Well had first production on October 26, 2012 of 26.5 BO. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 01, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/1/2012

RECEIVED: Nov. 01,

Sundry Number: 31446 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
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4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND
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QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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Approximate date work will start:
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SIGNATURE DATE
N/A 11/1/2012

RECEIVED: Nov. 01,



CONFllENTIAL
STATE OF UTAH AMENDEDREPORT FORM 8

DEPARTMENT OF NATURALRESOURCES (highlight changes)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATlONANDSERlALNUMBER:

UTU-53624

WELL COMPLETIONOR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: LLL SLL DRY OTHER
7. UNITor CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

W HORSZ. EP- RNETRY REFS
R. OTHER Cane Creek Unit 26-3

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301950019
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1700 Lincoln St ciTY Denver STATE CO zip 80203 (303) 893-3133 Big Flat
4. LOCATIONOF WELL(FOOTAGES) 11. QTRIQTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
AT SURFACE: 2615 FSL 2141 FWL NESW 26 25S 19E 6
AT TOP PRODUCING INTERVALREPORTED BELOW: 2615 FSL 2141 FWL NESW

12. COUNTY 13. STATE
AT TOTALDEPTH: 2615 FSL 2141 FWL NESW Grand UTAH

14. DATESPUDDED: 15. DATET.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

9/5/2012 10/11/2012 10/25/2012 ABANDONED READYTOPRODUCE 2 5652' GL
18. TOTALDEPTH: MD 7 570 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD

PLUG SET:
TVD 7 570 TVD TVD

22. TYPE ELECTRICAND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELLCORED? NO YES (Submit analysis)

/ / WAS DST RUNT NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM(MD) STAGEDŒMHENTER CNEMEONFSTYPKES
VO

UœMRE
BL) CEMENT TOP ** AMOUNTPULLED

26 20 K55 94 0 102 Redi It 0

17.5 13 3/8 J55 54.5 0 1,074 iPrem g 620 223 0
Type 111 126 31 0

12.25 9 518 080 47 0 4,651 Prem M 871 339 0
5050FM210 39

8.75 7 IP116 32 0 7,567 Classid 581 127
25. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO.HOLES PERFORATION STATUS

(A) Cane Creek 7,396 7,455 T,396 7,455 .04 230 OPen 2] Squeezed

(B) 76*9 open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Flowing
O SUNDRY NOTICE FOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON BACK) RECEIVED
DECO5 20¾2

CONFllENTIAL
STATE OF UTAH AMENDEDREPORT FORM 8

DEPARTMENT OF NATURALRESOURCES (highlight changes)
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(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Flowing
O SUNDRY NOTICE FOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON BACK) RECEIVED
DECO5 20¾2

CONFllENTIAL
STATE OF UTAH AMENDEDREPORT FORM 8

DEPARTMENT OF NATURALRESOURCES (highlight changes)
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UTU-53624
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26. PRODUCING INTERVALS 27. PERFORATION RECORD
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(A) Cane Creek 7,396 7,455 T,396 7,455 .04 230 OPen 2] Squeezed

(B) 76*9 open Squeezed

(C) Open Squeezed
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28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.
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CONFllENTIAL
STATE OF UTAH AMENDEDREPORT FORM 8

DEPARTMENT OF NATURALRESOURCES (highlight changes)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATlONANDSERlALNUMBER:

UTU-53624
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DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:
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CONFllENTIAL
STATE OF UTAH AMENDEDREPORT FORM 8

DEPARTMENT OF NATURALRESOURCES (highlight changes)
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UTU-53624
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CONFllENTIAL
STATE OF UTAH AMENDEDREPORT FORM 8
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ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Flowing
O SUNDRY NOTICE FOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON BACK) RECEIVED
DECO5 20¾2



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

10/26/2012 10/26/2012 24 RATES: -+ 27 0 43 Flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOlL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

RATES:

INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL- BBL: GAS- MCF: WATER- BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. APl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTlON OIL - BBL: GAS - MCF: WATER - BBL: lNTERVALSTATUS:
RATES:

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. APl GRAVITY BTU-GAS IOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OlL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of porosity and contentsthereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushionused, timetoolopen,flowing and shut-in pressures and recoveries.

Formation o Bo m Descriptions, Contents,etc. Name (MeasumdpDepth)

Cane Creek 7,396 7,455 Shale/Anhy Chinle 615
Moenkopi 960
Paradox 4,162
Isrnay 4,296
Top Cane Creek 7,383

35. ADDITIONALREMARKS (Include plugging procedure)

36. I hereby certlfy that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) JOy Gardner TITLE Sr. Engineering Tech

SIGNATURE DATE 12/3/2012

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

**lTEM 24: Cement Top -Show how reported top(s)ofcement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Sundry Number: 36794 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISIONOF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. 1FINDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:
FOR PERMIT TO DRILLform for such proposals. CANECREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: - GRAND

2615 FSL-2441 FWL ŽÍÔ//~NÁ-
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXESTO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME6/15/2013 O CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

O SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE D1FFERENT FORMATIONO SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAlR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT WATER SHUTOFF Si TA STATUS EXTENSION APD EXTENSlDN
Report Date:

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Fidelity would like to reenter the Cane Creek 26-3 well as per the attached directional drilling program

to drill reentry #1 lateral #1 and make it a producing well. A whipstock will be set at approximately
6,500'. A 6" window will be milled to exit the casing at that depth. Directional drilling tools will then
be used to depart from the original wellbore, build a curve and land the sidetrack in the Cane Creek
formation at approximately 8,470' MD /7,427' TVD. A 6" lateral will then be drilled a direction 155

degrees azimuth. The planned TD is 13,363' MD if the well conditions are favorable, but may stop any
time before then. Fidelity's contact person for this program is Sr. D er Will Al n gr at

720-917-3025 pp OW y HB
Utah Divisionof

Oil,Gas and Mining

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/18/2013

RECEIVED: Apr. 18,
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time before then. Fidelity's contact person for this program is Sr. D er Will Al n gr at

720-917-3025 pp OW y HB
Utah Divisionof

Oil,Gas and Mining

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

May 6, 2013

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2013 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following well will be re-entered and a
directional horizontal lateral will be drilled. The work is
planned for calendar year 2013 within the Cane Creek Unit, Grand
and San Juan Counties, Utah.

API# WELLNAME LOCATION

43-019-50019 Cane Creek Unit 26-3 Sec 26 T25S R19E 2615 FSL 2141 FWL
Lateral 1 Sec 35 T25S R19E 1830 FSL 1134 FEL

This office has no objection to permitting the well at this time.

Michael L.Coulthard $¶šfiR----

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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(UT-922)

May 6, 2013

Memorandum
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FIDELITY
Exploration&ProductionCompany

April 22, 2013

Diana Mason
State of Utah
Division of Oil, Gas and Mining
P.O.Box 145801
Salt Lake City, UT 84114-5801

Re: Directional DrillinqR649-3-11
Cane Creek Unit 26-3- Section 28, 2615' FSL, 2151' FWL(Surface)

Section 35, 1830' FSL 1134' FEL (Bottom hole)
Grand County, Utah

Dear Ms. Mason,

Pursuant to the filingof a sundry for permission to drillthe above referenced well horizontally,
we are hereby submitting this letter in accordance with Oil& Gas Conservation Rule R649-3-11
pertaining to the Location and Siting of the well.

• The Cane Creek Unit26-3 well is located within the Cane Creek Unit Area.

• Fidelity Exploration is permitting this well as a directional well in order to minimize
surface disturbance. Locating the well at the surface location and directionally drilling
from this location will allow us to utilize the existing road and pipelines in the area.

• Furthermore, Fidelity Exploration and Production Company hereby certifies that we are
the sole working interest owner within 460 feet of the entire directional well bore.

Therefore, based on the above state information, Fidelity Exploration and Production Company
requests the permit be granted pursuant to R649-3-11.

Respectfully submitted,

Joy Gardner
Sr. Engineering Tech
Fidelity Exploration & Production Company

1700 Lincoln Street- Suite 2800, Denver, Colorado 80203 (303) 893-3113; Fax (303)
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Exp oPun ny
MMon.............,

Ur d County,UT ASchtumberger Company

Ground Level: 5653.0

WELLBORE TARGETDETAILS(MAP CO-ORDINATES)

Name TVD +NI-8 +El-W Northing Easting Shape
Land 26-3H 7427 0 -1461 9 638 4 100711 30 2486544 70 Point
Dogleg 268H 7547 0 -3615 0 1833 2 98577 80 2489580 40 Point HoM 69.9 @7181' MD
PBHL 26-3H 74000 -60944 2009.5 9610580 249000390 Point

WELL DETAILS:Cane Creek Unit#26-3 a.iu mitoO' @8174' MD

Ground Level: 5653.0 -

Northing Easting Latittude Longitude
102160.74 2487878 51 38° 36' 3.680 N 109° 47 35 060 W "Iand 263H" 87.1*@Sim'

Tic.In im Orlglnul Wellbrare 4500" MD- --

Interpabled Betiom of WMp 6510'MD - BulM10 1100
-3000

I

000- - - - - BuiM& Ihm P/1W @10845' MD

Build 6 /H BLIJ MDI

Land 253II ' 87.P Si?0' MD

0 250 SOD 750 1000 1250 1500 I

%rtleal Amellomat 161.79 (5110-Mm) "TD 26·3H" 13363' MD

6000 -
Thin toOriginal Weilboxe@6500' MD

tiestm/Ru 1860 uurttin)

Interpolated Bottom of Whip @6510' MD - BuiM IP/IOO'

HeM 69.P @7181' MD
.

' Cane Catek I'nit #26-.1-Irl111

BuiM6 /100' @8114' MD BuiM& Ibra P/100' @10845' MD

Cane CÀek i i #26J-WeHbnir #1 \

"Imad 26 3H" 87.1 @8470' MD = 19 26JH" @13363'MD

sooo-

0 1000 2000 3000 4000 EDDR 60tWI ¯aen

Vertical Settlull at 16179 (LOODusf[l[m)
T

h1 AzimutbetolineNorih
SECTION DETAILS Maguedc North: Hi>

MD Inc Azi TVD +NI-S +El-W Dieg TFace VSect Target Magpedc FIN

6500 0 0 79 17 24 6497 0 -43.9 -82 8 0.00 0 00 15.8
6510.0 2 37 155.20 6507 0 -44 0 -82.7 30 00 148.11 15 9 n.s.: 2t2at2ou
7181.7 69.54 152 79 7020 2 -375 3 86.8 10 00 -2.45 383.6 %!edel: IGRP0th

8174 9 69 54 152.79 7367.4 -1202 9 512.3 0.00 0 00 1302.8
8470 3 87.10 155.20 7427 0 -1461.9 638.4 6.00 7 93 1588.3 Land 2&3H

10845 1 87 10 155 20 7547 0 -3615 0 1633 2 0.00 0 00 3944.6 Dogleg 26-3H Plam: Design 82 (c.neCreekUnits26-3tSTot)
11219.3 93 85 172 66 7543.9 -3972 9 1736 3 5.00 68 97 4316 8
13363.1 93 85 172 66 7400 0 -6094 4 2009 5 0.00 0.00 6417 1 PBHL 26-3H Cseated By: Bitek Enoch Date:
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Database: EDM 5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit #26-3

Company: FidelityExploration &Production Co TVDReference: WELL @5676.0usfl (OriginalWell Elev)
Project: Grand County, UT MDReference: WELL @5876.Dusf! (Original Well Elev)
Site: Sec 26 T25S R19E North Reference: True
Well: Cane Creek Unit#26-3 Survey Calculation Method: MinimumCurvature
We11bore: STO1
Design: Design #2

Project Grand County, UT

Map System: US State Plane 1927 (Exact soluton) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)

Map Zone: Utah Central 4302
H

Site Sec 26 T25S R19E :g

Site Position: Northing: 102,159.79 usft Latitude: 38° 36' 3.680 N
From: LatlLong Easting: 2,487,828.51 usit Longitude: 109°4T 35.690 W
Position Uncertainty: 0 0 usit Slot Radius: 13-3/16 " Grid Convergence: 1.09

Weli Cane Creek Unit#26-3

Weli Position +NT-S 0 0 usft Northing: 102,160.75 usit Latitude: 38° 36' 3.680 N
+El-W 50 0 usft Easting: 2,487,878.50 usf! Longitude: 109 4T 35.060 W

Position Uncertainty 0 0 usft Wellhead Elevatlon: Ground Level: 5 653.0 usit

Wellbore STO1
U1

Magnetics Model Name Sample Date Decilnation Dip Angle Fleid Strength o
(*) (*) (nT)

IGRF2010 2/28/2013 10 77 64 61 51 343---- ----- - - ------ ---- o
o

Design Design #2

Audit Notes:

Version: Phase: PROTOTYPE Tle On Depth: 6,500.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (ustt) (usft) (*)

0.0 0.0 0.0 161.75

Plan Sections

Measured Vertical Dogleg Bulld Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (•) (*) (usft) (usit) (usit) (*Ii00usft) ('l100usft) ('l100usft) (•) Target

6,500.0 0.79 17.24 6,497.0 -43.9 -82.6 0.00 0.00 0.00 0.00

6,510.0 2.37 155.20 6,507.0 -44.0 -82.7 30.00 1576 1,379.60 148.11
7,181.7 69.54 152.79 7,020.2 -375.3 86.8 10.00 10 00 -0.36 -2.45

8,174.9 69.54 152.79 7,367.4 -1,202.9 512.3 0.00 0 00 0.00 0.00

8,470.3 87.10 155.20 7,427.0 -1,461,9 638.4 6.00 5 95 0.82 7.93 Land 26-3H
10,845.1 87.10 155.20 7,547.0 -3,615.0 1,633.2 0.00 000 0.00 0.00 Dogleg26-3H

11,219.3 93.85 172.66 7,543.9 -3,972.9 1,736.3 S.00 1.80 4.67 68.97
13,363.1 93 85 172.66 7,400.0 -6,094.4 2,009.5 0.00 0.00 0.00 0.00 PBHL26-3H
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Database: EDM5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit#26-3
Company: Fidelity Exploration & Production Co TVDReference: WELL@ 5676.0usti (OriginalWell Elev)
Project: Grand County. UT MD Refemnce: WELL @ 5676.0usfl (OriginalWell Elev)
Site: Sec 26 T25S R19E North Reference: True
Well: Cane Creek Unit#26-3 Survey Calculation Method: MinimumCurvature (pWellbore: STO1 N
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Planned Survey

Measured Veltical Vertical Dogle0 Build Tum
Depth Inclination Azimuth Depth +NI-S +El-W Section Rain Rate Rate
(usft) (•) (•) (usft) (usft) (ustt) (usft) (°i1000sft) ('l100usft) (I100usft)

100.0 0.26 99.70 100.0 0 0 0.2 0 1 0 26 0.26 0.00
200.0 0.28 122.17 200.0 -0.2 0.7 0 4 0 11 0.02 22 47 (D
300.0 0.24 152.08 300.0 -0.5 1.0 0 8 0.14 -0.04 29.91
400.0 0.11 229.12 400.0 -0.8 1.0 1 0 0.24 -0,13 77.04
500.0 0.14 195.06 500.0 -1.0 0.9 1 2 0.08 0.03 -34.06

600.0 0.11 207.49 600.0 -1.2 0.8 1 3 0.04 4.03 12.43
700.0 0.23 190.67 700.0 -1.4 0.7 1 6 0.13 0.12 -16.82

800.0 0.29 191.69 800.0 -1.9 0.6 2 0 0.06 0 06 1.02
900.0 0.32 188.55 900.0 -2.4 0.5 2.6 0.03 0 03 ~3 14

1,000.0 0.35 182.35 1,000.0 -3.0 0.5 3.0 0.05 0 03 -6.20

1,100.0 0.52 192.23 1,100.0 -3.7 0.4 3.7 0.19 0 17 9.88
1,200.0 0.66 185.13 1,200.0 -4.8 0.2 4.8 0.16 0 14 -7.10 o1,300.0 0.73 187.34 1,300.0 -6.0 0.1 5,7 0.07 0 07 2.21 P
1,400.0 0.63 189.95 1,400.0 -7.1

-0.1 6.7 0.10 -O 10 2.61
1,500.0 0.64198.511,500.0-8.2

-0.4770.10001 8.56
1,800.0 0.56 204.15 1,600.0 -9.2 -0.7 8.5 0 10 -0 08 5.64
1,700.0 0.61 203.78 1,700,0 -10.1 -1.1 92 005 005 -0.37

1,800.0 0.74 204.12 1,799.9 -11.2 -1 6 10 1 0 13 0 13 0.34
1,900.0 0.73 210.77 1,899.9 -12.3 -2.2 11 0 0.09 -0 01 6.65
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(usft) (•) (•) (usft) (usft) (ustt) (usft) (°i1000sft) ('l100usft) (I100usft)

100.0 0.26 99.70 100.0 0 0 0.2 0 1 0 26 0.26 0.00
200.0 0.28 122.17 200.0 -0.2 0.7 0 4 0 11 0.02 22 47 (D
300.0 0.24 152.08 300.0 -0.5 1.0 0 8 0.14 -0.04 29.91
400.0 0.11 229.12 400.0 -0.8 1.0 1 0 0.24 -0,13 77.04
500.0 0.14 195.06 500.0 -1.0 0.9 1 2 0.08 0.03 -34.06

600.0 0.11 207.49 600.0 -1.2 0.8 1 3 0.04 4.03 12.43
700.0 0.23 190.67 700.0 -1.4 0.7 1 6 0.13 0.12 -16.82

800.0 0.29 191.69 800.0 -1.9 0.6 2 0 0.06 0 06 1.02
900.0 0.32 188.55 900.0 -2.4 0.5 2.6 0.03 0 03 ~3 14

1,000.0 0.35 182.35 1,000.0 -3.0 0.5 3.0 0.05 0 03 -6.20

1,100.0 0.52 192.23 1,100.0 -3.7 0.4 3.7 0.19 0 17 9.88
1,200.0 0.66 185.13 1,200.0 -4.8 0.2 4.8 0.16 0 14 -7.10 o1,300.0 0.73 187.34 1,300.0 -6.0 0.1 5,7 0.07 0 07 2.21 P
1,400.0 0.63 189.95 1,400.0 -7.1

-0.1 6.7 0.10 -O 10 2.61
1,500.0 0.64198.511,500.0-8.2

-0.4770.10001 8.56
1,800.0 0.56 204.15 1,600.0 -9.2 -0.7 8.5 0 10 -0 08 5.64
1,700.0 0.61 203.78 1,700,0 -10.1 -1.1 92 005 005 -0.37

1,800.0 0.74 204.12 1,799.9 -11.2 -1 6 10 1 0 13 0 13 0.34
1,900.0 0.73 210.77 1,899.9 -12.3 -2.2 11 0 0.09 -0 01 6.65
2,000.0 0.69 208.28 1,999.9 -13.4 -2.8 11 8 0.05 -0 04 -2.49 o
2,100.0 0.85 202.70 2,099.9 -14.6 -3.4 12 8 0.18 O 16 -5.58

2,200.0 0.96 207.32 2,199.9 -16.0 -4.1 14 0 0.13 0 11 4.62
2,300.0 1.01 209.01 2,299.9 -17.6

-4.9 151 0.06 005 1.69
2,400.0 1.02 207.98 2,399.9 -19.1 -5.7 16 4 0.02 0 01 -1.03

2,500.0 1.10 204.34 2,499.9 -20.8
-6.5 17 7 0.10 0 08 -3.64

2,600.0 1.08 208.06 2,599.8 -22.5 -7.4 190 0.07 -002 3.72
2.700.0 0.95 205.07 2,699.8 -24.1

-8.2 20 3 0.14 -0 13 -2.99

2,800.0 0.73 212.53 2,799.8 -25.4
-8.9 21 3 0.25 -0 22 7.46

2.900.0 0.79 203.70 2.899.8 -26.5 -9 5 22 2 0.13 0 06 -8.83

3,0000 0.77 212.44 2,999.8 -27.7 -101 232 0.12 -0.02 6.74
3,100.0 0.61210263,099.8-28.7

-107239 0.16 -0.16 -2.18

3.200.0 0.83 216 44 3,199.8 -29.8 -11 4 24 7 0.23 0.22 6.18
3,300 0 0.93 215 42 3,299.8 -31.0 -12 3 25 6 0.10 0.10 -1.02

3,400.0 1.07 215 29 3,399.8 -32 5 -13 4 26 6 0.14 0.14 -0.13

3,500 0 1.05 224 53 3,499.7 -33 9 -14 5 27 6 0.17 -0.02 9.24
3,600.0 1.30 229 67 3,599.7 -35 3 -16 0 28 5 0.27 0.25 5.14
3,700.0 1.05 224 48 3.699.7 -36 6 -17.6 29 3 0.27 -0.25 -5.19

3,800.0 1.11 224 02 3,799.7 -38 0 -18.9 30 2 0.06 0.06 -0.46
3,900.0 1.12 221 42 3,899.7 -39 4 -20.2 31 1 0.05 0.01 -2.60

4,000.0 2.49 23700 3,999.6 -413 -22.7 322 1.44 1.37 15.58
4,100.0 2.78 235 66 4,099.5 -43 9 -26.5 33.4 0.30 0.29 -1.34

4,200.0 2.59236434.1994 465 -30.434.7 0.19 -0.19 0.77
4,300.0 2.52 23547 4,299.3 -49.0 -34.1 35.9 0.08 -0.07 -0.96

4,400.0 3.10 235 10 4,399.2 -51.8 -38.1 37.3 0.58 0.58 -0.37

4.500.0 4.56 244 15 4,498.9 -55.1 -43.9 38.6 1.58 1.46 9.05
4,600.0 5.51 248.37 4,598.6 -58.6

-51.9 39.4 1.02 0.95 4.22
4,718.0 5.01 251.33 4,716.1 -62.3 -62,1 39.8 0.48 -0.42 2.51
4,810.0 4.66 257.20 4,807.7 -64.4

-89,5 39.4 0.66 -0.38 6.38
4.903.0 3.87 275.28 4,900.5 -65 0 -76.3 37.8 1.67 -0.85 19.44
4,998.0 3.08 302.34 4,995.3 43.3 -81.7 34.6 1,89 -0.83 28.48
5,092.0 2.29 6.90 5,089.2 -60.1 -83.6 30.9 3.13 4.84 68.68
5,186.0 2.20 8.31 5,183.2 -56.5 -83.1 27.6 0.11 -0.10 1.50
5,280.0 0.79 14.72 _ 5.277 1 -54,0 -82.7 25.4 1 51 50 6.82
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Database: EDM5000.1 Single User Db Local Co-ordinate Reference: Well Cane Creek Unit#26-3
Company: Fidelity Exploration & Production Co TVDReference: WELL@ 5676.0usti (OriginalWell Elev)
Project: Grand County. UT MD Refemnce: WELL @ 5676.0usfl (OriginalWell Elev)
Site: Sec 26 T25S R19E North Reference: True
Well: Cane Creek Unit#26-3 Survey Calculation Method: MinimumCurvature (pWellbore: STO1 N
Design: Design #2

Planned Survey

Measured Veltical Vertical Dogle0 Build Tum
Depth Inclination Azimuth Depth +NI-S +El-W Section Rain Rate Rate
(usft) (•) (•) (usft) (usft) (ustt) (usft) (°i1000sft) ('l100usft) (I100usft)

100.0 0.26 99.70 100.0 0 0 0.2 0 1 0 26 0.26 0.00
200.0 0.28 122.17 200.0 -0.2 0.7 0 4 0 11 0.02 22 47 (D
300.0 0.24 152.08 300.0 -0.5 1.0 0 8 0.14 -0.04 29.91
400.0 0.11 229.12 400.0 -0.8 1.0 1 0 0.24 -0,13 77.04
500.0 0.14 195.06 500.0 -1.0 0.9 1 2 0.08 0.03 -34.06

600.0 0.11 207.49 600.0 -1.2 0.8 1 3 0.04 4.03 12.43
700.0 0.23 190.67 700.0 -1.4 0.7 1 6 0.13 0.12 -16.82

800.0 0.29 191.69 800.0 -1.9 0.6 2 0 0.06 0 06 1.02
900.0 0.32 188.55 900.0 -2.4 0.5 2.6 0.03 0 03 ~3 14

1,000.0 0.35 182.35 1,000.0 -3.0 0.5 3.0 0.05 0 03 -6.20

1,100.0 0.52 192.23 1,100.0 -3.7 0.4 3.7 0.19 0 17 9.88
1,200.0 0.66 185.13 1,200.0 -4.8 0.2 4.8 0.16 0 14 -7.10 o1,300.0 0.73 187.34 1,300.0 -6.0 0.1 5,7 0.07 0 07 2.21 P
1,400.0 0.63 189.95 1,400.0 -7.1

-0.1 6.7 0.10 -O 10 2.61
1,500.0 0.64198.511,500.0-8.2

-0.4770.10001 8.56
1,800.0 0.56 204.15 1,600.0 -9.2 -0.7 8.5 0 10 -0 08 5.64
1,700.0 0.61 203.78 1,700,0 -10.1 -1.1 92 005 005 -0.37

1,800.0 0.74 204.12 1,799.9 -11.2 -1 6 10 1 0 13 0 13 0.34
1,900.0 0.73 210.77 1,899.9 -12.3 -2.2 11 0 0.09 -0 01 6.65
2,000.0 0.69 208.28 1,999.9 -13.4 -2.8 11 8 0.05 -0 04 -2.49 o
2,100.0 0.85 202.70 2,099.9 -14.6 -3.4 12 8 0.18 O 16 -5.58

2,200.0 0.96 207.32 2,199.9 -16.0 -4.1 14 0 0.13 0 11 4.62
2,300.0 1.01 209.01 2,299.9 -17.6

-4.9 151 0.06 005 1.69
2,400.0 1.02 207.98 2,399.9 -19.1 -5.7 16 4 0.02 0 01 -1.03

2,500.0 1.10 204.34 2,499.9 -20.8
-6.5 17 7 0.10 0 08 -3.64

2,600.0 1.08 208.06 2,599.8 -22.5 -7.4 190 0.07 -002 3.72
2.700.0 0.95 205.07 2,699.8 -24.1

-8.2 20 3 0.14 -0 13 -2.99

2,800.0 0.73 212.53 2,799.8 -25.4
-8.9 21 3 0.25 -0 22 7.46

2.900.0 0.79 203.70 2.899.8 -26.5 -9 5 22 2 0.13 0 06 -8.83

3,0000 0.77 212.44 2,999.8 -27.7 -101 232 0.12 -0.02 6.74
3,100.0 0.61210263,099.8-28.7

-107239 0.16 -0.16 -2.18

3.200.0 0.83 216 44 3,199.8 -29.8 -11 4 24 7 0.23 0.22 6.18
3,300 0 0.93 215 42 3,299.8 -31.0 -12 3 25 6 0.10 0.10 -1.02

3,400.0 1.07 215 29 3,399.8 -32 5 -13 4 26 6 0.14 0.14 -0.13

3,500 0 1.05 224 53 3,499.7 -33 9 -14 5 27 6 0.17 -0.02 9.24
3,600.0 1.30 229 67 3,599.7 -35 3 -16 0 28 5 0.27 0.25 5.14
3,700.0 1.05 224 48 3.699.7 -36 6 -17.6 29 3 0.27 -0.25 -5.19

3,800.0 1.11 224 02 3,799.7 -38 0 -18.9 30 2 0.06 0.06 -0.46
3,900.0 1.12 221 42 3,899.7 -39 4 -20.2 31 1 0.05 0.01 -2.60

4,000.0 2.49 23700 3,999.6 -413 -22.7 322 1.44 1.37 15.58
4,100.0 2.78 235 66 4,099.5 -43 9 -26.5 33.4 0.30 0.29 -1.34

4,200.0 2.59236434.1994 465 -30.434.7 0.19 -0.19 0.77
4,300.0 2.52 23547 4,299.3 -49.0 -34.1 35.9 0.08 -0.07 -0.96

4,400.0 3.10 235 10 4,399.2 -51.8 -38.1 37.3 0.58 0.58 -0.37

4.500.0 4.56 244 15 4,498.9 -55.1 -43.9 38.6 1.58 1.46 9.05
4,600.0 5.51 248.37 4,598.6 -58.6

-51.9 39.4 1.02 0.95 4.22
4,718.0 5.01 251.33 4,716.1 -62.3 -62,1 39.8 0.48 -0.42 2.51
4,810.0 4.66 257.20 4,807.7 -64.4

-89,5 39.4 0.66 -0.38 6.38
4.903.0 3.87 275.28 4,900.5 -65 0 -76.3 37.8 1.67 -0.85 19.44
4,998.0 3.08 302.34 4,995.3 43.3 -81.7 34.6 1,89 -0.83 28.48
5,092.0 2.29 6.90 5,089.2 -60.1 -83.6 30.9 3.13 4.84 68.68
5,186.0 2.20 8.31 5,183.2 -56.5 -83.1 27.6 0.11 -0.10 1.50
5,280.0 0.79 14.72 _ 5.277 1 -54,0 -82.7 25.4 1 51 50 6.82
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FI LITY Pi ng
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'*°i" i""" ASchlumbergerCompany

Database: EDM 5000.1 Single User Db Local Co-ordinate Refelence: Well Cane Creek Unit#26-3

Company: Fidelity Exploration & Production Co TVD Reference: . WELL @5676.0usft (Original Well Elev)

Project: Grand County, UT MDReference: WELL@5676.0usit (OriginalWell Elev)
Site: Sec 26 T25S Ri9E North Reference: True

Well: Cane Creek Unit#26-3 Survey calculationMethod: Minimum Curvature

Weilbore; STO1

Design: Design #2

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usf0 (') (*) (usft) (usit) (usft) (usft) (*I100usft) ('l100usft) ('l1000sft)

5,374.0 0.70 13.80 5,371 1 -52.9 -82.4 24.4 0.10 -0.10 -0.98 H

5,467.0 0.70 11,57 5,464 1 -51.8 42.1 23.4 0.03 0.00 -2.40

5,562.0 0.88 11.09 5.5591 -50.5 -81.9 22.3 0.19 0.19 -0.51

5,655.0 0.18 58.73 5,652 1 -49.7 -81.6 21.6 0.83 -0.75 51.23
5,749.0 0.44 20.02 5,746.1 -49.3 -81.4 21.3 0.34 0.28 -41.18

5,843.0 0.26 10.69 5,840.1 -48.7 -81.2 20.9 0.20 -0.19 -9.93

5,936.0 0.35 339.33 5,933.1 -48.3 -81.3 20.4 0.20 0.10 -33.72

6,029.0 0,44 303.27 8,026.1 -47.8 -81.7 19.8 0.28 0.10 -38.77

6,121.0 0,62 277.39 6,118.1 -47.5 -82.4 19.3 0.32 0.20 -28.13

6,216.0 0.79 276.09 6,213.1 -47.4 -83.6 18.8 0.18 0.18 -1.37

6,311.0 0.97 27.63 6,308.1 -46.6 -83.9 180 1.54 0.19 117.41

8,405.0 0.88 19.79 6,402.1 -45.2 -83.3 16.9 0.17 -0.10 -8.34

6,500.0 0.79 17.24 6,497.0 -43.9 -82.8 15.8 0,10 -0.09 -2,88

Tie-in to Original Weilbore @6500' MD
6,510.0 2.37 155.20 6,507.0 -44.0 -82.7 15.9 30.00 15.76 1,379.60 Ui

Interpolated Bottom of Whip g6510' MD - Build 10*/100'

6,550.0 6 36 153.66 6,546.9 -46.8 -81.4 18.9 10.00 10.00 -3,85

6,600.0 11 36 153.26 6,596.3 -53.7 -77.9 26.6 10.00 10.00 -0.81

6,650.0 16.36 153.10 6,644.8 -64.4 -72.5 38.4 10.00 10,00 -0.32

6,700.0 21.36 153.01 6,692.1 -78.8 -65.2 54.4 10.00 10.00 -0.17 o
6,750.0 26.36 152.96 6,737.8 -96.8 -56.0 74.4 10.00 10.00 -0.11

6,800.0 31.36 152,92 6,781.6 -118.3 45.0 98.2 10.00 10.00 -0.08

6,850.0 36.36 152.89 6,823.1 -143.1 -32.4 125.7 10.00 10.00 -0.06

6,900.0 41.36 152.87 6,862.0 -171.0 -18.1 156.7 10.00 10.00 -0.04

6,950.0 46.36 152.85 6,898.1 -201.8 -2.3 190.9 10.00 10.00 -0.04

7,000.0 51.36 152,84 6,931.0 -235.3 14.9 228.1 10.00 10 00 -0 03
7,050.0 56.36 152.82 6,960.4 -271.2 33.4 268.0 10.00 10.00 -0 03
7,100.0 61.36 152.81 6,986.3 -309.3 52.9 310.3 10.00 1000 -002

7,150.0 66.36 152.80 7,008.3 -349.2 73,4 354.6 10.00 10.00 -0 02
7,181.7 69.54 152.79 7,020.2 -375.3 86.8 383.6 10.00 10.00 -002

Hold 69.5* g 7181' MD
7,200.0 69.54 152.79 7,026.6 -390.6 94.7 400.6 0.00 0.00 0.00
7,300.0 69.54 152.79 7,061.6 -473.9 137.5 493.1 0.00 0.00 0.00
7,400.0 69.54 152.79 7,096.5 -557.2 180.3 585.7 0.00 0.00 0.00

7,500.0 69.54 152.79 7,131.5 -640.5 223.2 678.2 0.00 0.00 0.00
7,600.0 69.54 152.79 7,166.4 -723.8 266.0 770.7 0.00 0.00 0.00
7,700.0 69.54 152.79 7,201.4 -807.2 308.9 863.3 0.00 0.00 0.00
7,800.0 69.54 152.79 7,236.4 -890.5 351 7 955.8 0.00 0.00 0.00
7,900.0 69.54 152.79 7,271.3 -973.8 394 5 1,048.4 0.00 0.00 0.00

8,000.0 69.54 152.79 7,306.3 -1,057.1 4374 1,140.9 0.00 0.00 0.00
8,100.0 69.54 152.79 7,341.2 -1,140 5 480 2 1,233.5 0.00 0.00 0.00
8,174.9 69.54 152.79 7,367.4 -1,2029 5123 1,302.8 0.00 0.00 0.00

Build 6°I100' @8174' MD
8,200.0 71.03 153,01 7,375.9 -1,223.9 523 0 1,326.1 6.00 5.94 0.87
8,250.0 74.00 153.44 7,390.9 -1,266.5 544 5 1,373.3 6.00 5.94 0.85

8,300.0 78.98 153.85 7,403.4 -1,309.9 566 0 1,421.2 6.00 5.95 0.83

8,350.0 79.95 154.26 7,413.4 -1,353.9 5874 1,469.8 6.00 5.95 0.81
8,400.0 82.92 154.65 7,420.9 -1,398.5 608 8 1,518.8 6.00 5.95 0.79
8,450.0 85.90 155.04 7,425.6 -1,443.5 629 9 1,568,2 6.00 5.95 0.78

8,470.3 67.10 155.20 7,427.0 -1,461.9 638 4 1,588.3 6.00 5,95 0.78
"Land 26-3H"87.1*@8470° MD

8,500.0 87.10 155.20 7,428.5 -1,488.9 650 9 1,617.8 0.00 0.00 0.00
8,600.0 87.10 155.20 7,433.6 -1,579.5 692.8 1,717.0 0.00 0.00 0.00
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'*°i" i""" ASchlumbergerCompany

Database: EDM 5000.1 Single User Db Local Co-ordinate Refelence: Well Cane Creek Unit#26-3

Company: Fidelity Exploration & Production Co TVD Reference: . WELL @5676.0usft (Original Well Elev)

Project: Grand County, UT MDReference: WELL@5676.0usit (OriginalWell Elev)
Site: Sec 26 T25S Ri9E North Reference: True

Well: Cane Creek Unit#26-3 Survey calculationMethod: Minimum Curvature

Weilbore; STO1

Design: Design #2

Planned Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usf0 (') (*) (usft) (usit) (usft) (usft) (*I100usft) ('l100usft) ('l1000sft)

5,374.0 0.70 13.80 5,371 1 -52.9 -82.4 24.4 0.10 -0.10 -0.98 H

5,467.0 0.70 11,57 5,464 1 -51.8 42.1 23.4 0.03 0.00 -2.40

5,562.0 0.88 11.09 5.5591 -50.5 -81.9 22.3 0.19 0.19 -0.51

5,655.0 0.18 58.73 5,652 1 -49.7 -81.6 21.6 0.83 -0.75 51.23
5,749.0 0.44 20.02 5,746.1 -49.3 -81.4 21.3 0.34 0.28 -41.18

5,843.0 0.26 10.69 5,840.1 -48.7 -81.2 20.9 0.20 -0.19 -9.93

5,936.0 0.35 339.33 5,933.1 -48.3 -81.3 20.4 0.20 0.10 -33.72

6,029.0 0,44 303.27 8,026.1 -47.8 -81.7 19.8 0.28 0.10 -38.77

6,121.0 0,62 277.39 6,118.1 -47.5 -82.4 19.3 0.32 0.20 -28.13

6,216.0 0.79 276.09 6,213.1 -47.4 -83.6 18.8 0.18 0.18 -1.37

6,311.0 0.97 27.63 6,308.1 -46.6 -83.9 180 1.54 0.19 117.41

8,405.0 0.88 19.79 6,402.1 -45.2 -83.3 16.9 0.17 -0.10 -8.34

6,500.0 0.79 17.24 6,497.0 -43.9 -82.8 15.8 0,10 -0.09 -2,88

Tie-in to Original Weilbore @6500' MD
6,510.0 2.37 155.20 6,507.0 -44.0 -82.7 15.9 30.00 15.76 1,379.60 Ui

Interpolated Bottom of Whip g6510' MD - Build 10*/100'

6,550.0 6 36 153.66 6,546.9 -46.8 -81.4 18.9 10.00 10.00 -3,85

6,600.0 11 36 153.26 6,596.3 -53.7 -77.9 26.6 10.00 10.00 -0.81

6,650.0 16.36 153.10 6,644.8 -64.4 -72.5 38.4 10.00 10,00 -0.32

6,700.0 21.36 153.01 6,692.1 -78.8 -65.2 54.4 10.00 10.00 -0.17 o
6,750.0 26.36 152.96 6,737.8 -96.8 -56.0 74.4 10.00 10.00 -0.11

6,800.0 31.36 152,92 6,781.6 -118.3 45.0 98.2 10.00 10.00 -0.08

6,850.0 36.36 152.89 6,823.1 -143.1 -32.4 125.7 10.00 10.00 -0.06

6,900.0 41.36 152.87 6,862.0 -171.0 -18.1 156.7 10.00 10.00 -0.04

6,950.0 46.36 152.85 6,898.1 -201.8 -2.3 190.9 10.00 10.00 -0.04

7,000.0 51.36 152,84 6,931.0 -235.3 14.9 228.1 10.00 10 00 -0 03
7,050.0 56.36 152.82 6,960.4 -271.2 33.4 268.0 10.00 10.00 -0 03
7,100.0 61.36 152.81 6,986.3 -309.3 52.9 310.3 10.00 1000 -002

7,150.0 66.36 152.80 7,008.3 -349.2 73,4 354.6 10.00 10.00 -0 02
7,181.7 69.54 152.79 7,020.2 -375.3 86.8 383.6 10.00 10.00 -002

Hold 69.5* g 7181' MD
7,200.0 69.54 152.79 7,026.6 -390.6 94.7 400.6 0.00 0.00 0.00
7,300.0 69.54 152.79 7,061.6 -473.9 137.5 493.1 0.00 0.00 0.00
7,400.0 69.54 152.79 7,096.5 -557.2 180.3 585.7 0.00 0.00 0.00

7,500.0 69.54 152.79 7,131.5 -640.5 223.2 678.2 0.00 0.00 0.00
7,600.0 69.54 152.79 7,166.4 -723.8 266.0 770.7 0.00 0.00 0.00
7,700.0 69.54 152.79 7,201.4 -807.2 308.9 863.3 0.00 0.00 0.00
7,800.0 69.54 152.79 7,236.4 -890.5 351 7 955.8 0.00 0.00 0.00
7,900.0 69.54 152.79 7,271.3 -973.8 394 5 1,048.4 0.00 0.00 0.00

8,000.0 69.54 152.79 7,306.3 -1,057.1 4374 1,140.9 0.00 0.00 0.00
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8,300.0 78.98 153.85 7,403.4 -1,309.9 566 0 1,421.2 6.00 5.95 0.83

8,350.0 79.95 154.26 7,413.4 -1,353.9 5874 1,469.8 6.00 5.95 0.81
8,400.0 82.92 154.65 7,420.9 -1,398.5 608 8 1,518.8 6.00 5.95 0.79
8,450.0 85.90 155.04 7,425.6 -1,443.5 629 9 1,568,2 6.00 5.95 0.78

8,470.3 67.10 155.20 7,427.0 -1,461.9 638 4 1,588.3 6.00 5,95 0.78
"Land 26-3H"87.1*@8470° MD

8,500.0 87.10 155.20 7,428.5 -1,488.9 650 9 1,617.8 0.00 0.00 0.00
8,600.0 87.10 155.20 7,433.6 -1,579.5 692.8 1,717.0 0.00 0.00 0.00
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8,405.0 0.88 19.79 6,402.1 -45.2 -83.3 16.9 0.17 -0.10 -8.34
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6,650.0 16.36 153.10 6,644.8 -64.4 -72.5 38.4 10.00 10,00 -0.32

6,700.0 21.36 153.01 6,692.1 -78.8 -65.2 54.4 10.00 10.00 -0.17 o
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6,550.0 6 36 153.66 6,546.9 -46.8 -81.4 18.9 10.00 10.00 -3,85

6,600.0 11 36 153.26 6,596.3 -53.7 -77.9 26.6 10.00 10.00 -0.81

6,650.0 16.36 153.10 6,644.8 -64.4 -72.5 38.4 10.00 10,00 -0.32

6,700.0 21.36 153.01 6,692.1 -78.8 -65.2 54.4 10.00 10.00 -0.17 o
6,750.0 26.36 152.96 6,737.8 -96.8 -56.0 74.4 10.00 10.00 -0.11

6,800.0 31.36 152,92 6,781.6 -118.3 45.0 98.2 10.00 10.00 -0.08

6,850.0 36.36 152.89 6,823.1 -143.1 -32.4 125.7 10.00 10.00 -0.06

6,900.0 41.36 152.87 6,862.0 -171.0 -18.1 156.7 10.00 10.00 -0.04

6,950.0 46.36 152.85 6,898.1 -201.8 -2.3 190.9 10.00 10.00 -0.04

7,000.0 51.36 152,84 6,931.0 -235.3 14.9 228.1 10.00 10 00 -0 03
7,050.0 56.36 152.82 6,960.4 -271.2 33.4 268.0 10.00 10.00 -0 03
7,100.0 61.36 152.81 6,986.3 -309.3 52.9 310.3 10.00 1000 -002

7,150.0 66.36 152.80 7,008.3 -349.2 73,4 354.6 10.00 10.00 -0 02
7,181.7 69.54 152.79 7,020.2 -375.3 86.8 383.6 10.00 10.00 -002

Hold 69.5* g 7181' MD
7,200.0 69.54 152.79 7,026.6 -390.6 94.7 400.6 0.00 0.00 0.00
7,300.0 69.54 152.79 7,061.6 -473.9 137.5 493.1 0.00 0.00 0.00
7,400.0 69.54 152.79 7,096.5 -557.2 180.3 585.7 0.00 0.00 0.00

7,500.0 69.54 152.79 7,131.5 -640.5 223.2 678.2 0.00 0.00 0.00
7,600.0 69.54 152.79 7,166.4 -723.8 266.0 770.7 0.00 0.00 0.00
7,700.0 69.54 152.79 7,201.4 -807.2 308.9 863.3 0.00 0.00 0.00
7,800.0 69.54 152.79 7,236.4 -890.5 351 7 955.8 0.00 0.00 0.00
7,900.0 69.54 152.79 7,271.3 -973.8 394 5 1,048.4 0.00 0.00 0.00

8,000.0 69.54 152.79 7,306.3 -1,057.1 4374 1,140.9 0.00 0.00 0.00
8,100.0 69.54 152.79 7,341.2 -1,140 5 480 2 1,233.5 0.00 0.00 0.00
8,174.9 69.54 152.79 7,367.4 -1,2029 5123 1,302.8 0.00 0.00 0.00

Build 6°I100' @8174' MD
8,200.0 71.03 153,01 7,375.9 -1,223.9 523 0 1,326.1 6.00 5.94 0.87
8,250.0 74.00 153.44 7,390.9 -1,266.5 544 5 1,373.3 6.00 5.94 0.85

8,300.0 78.98 153.85 7,403.4 -1,309.9 566 0 1,421.2 6.00 5.95 0.83

8,350.0 79.95 154.26 7,413.4 -1,353.9 5874 1,469.8 6.00 5.95 0.81
8,400.0 82.92 154.65 7,420.9 -1,398.5 608 8 1,518.8 6.00 5.95 0.79
8,450.0 85.90 155.04 7,425.6 -1,443.5 629 9 1,568,2 6.00 5.95 0.78

8,470.3 67.10 155.20 7,427.0 -1,461.9 638 4 1,588.3 6.00 5,95 0.78
"Land 26-3H"87.1*@8470° MD

8,500.0 87.10 155.20 7,428.5 -1,488.9 650 9 1,617.8 0.00 0.00 0.00
8,600.0 87.10 155.20 7,433.6 -1,579.5 692.8 1,717.0 0.00 0.00 0.00
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Database: EDM 5000.1 Single User Db Local Co-onlinateReference: Well Cane Creek Unit #26-3
Company: Fidelity Exploration & Production Co TVD Reference: WELL @ 5676.0usit (OriginalWell Elev)
Project: Grand County, UT MDReference: WELL@5676.Ousft (OriginalWell Elev)
Site: Sec 26 T25S R19E North Reference: True
Well: Cane Creek Unit#26-3 Survey Calculation Method: Minimum Curvature
Wellbore: ST01
Design: Design#2

Planned Survey o

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +FA-W Section Rate Rate Rate
(usft) (•) (•) (usR) (usa) (usft) (usft) (*I100usft) (*Ii00usft) (*Ii00usft)

8,700.0 87.10 155.20 7,438.6 -1,670.2 734.6 1,816.2 0.00 0.00 0.00 H

8,600.0 87.10 155.20 7,443.7 -1,760.8 T76.5 1,915.4 0.00 0.00 0.00
8,900.0 87-10 155.20 7,448.7 -1,851.5 818.4 2,014.7 0.00 0.00 0.00 (D

9,000.0 87.10 155.20 7,453.8 -1,942.2 860.3 2,113.9 D.00 0.00 0.00
9,100.0 87.10 155.20 7,458.8 -2,032.8 902.2 2.213.1 0.00 0.00 0.00
9,200.0 87.10 155.20 7,463.9 -2,123.5 944.1 2,312.3 0.00 0.00 0.00
9,300.0 87.10 155.20 7,468.9 -2,214,2 986.0 2,411.6 0.00 0.00 0.00
9,400.0 87.10 155.20 7,474.0 -2.304.8 1,027.9 2,510.8 0.00 0.00 0.00

9,500.0 87.10 155.20 7,479.0 -2,395.5 1,069.8 2,610.0 0.00 0.00 0.00
9,600.0 87.10 155.20 7,484.1 -2,486.1 1,111.7 2,709.2 0.00 0.00 0.00
9,700.0 87.10 165.20 7,489.1 -2,576.8 1,153.5 2,808.4 0.00 0.00 0.00
9,800.0 87.10 155.20 7,494.2 -2,667.5 1,195.4 2,907.7 0.00 0.00 0.00
9,900.0 87.10 155.20 7,499.2 -2,758,1 1.237.3 3,006.9 0.00 0.00 0.00

10,000.0 87.10 155.20 7,504.3 -2,848.8 1,279.2 3,106.1 0.00 0.00 0.00
10,100.0 87.10 155.20 7,509.4 -2,939.5 1,321.1 3,205.3 0.00 0.00 0.00
10,200.0 87.10 155.20 7,514.4 -3,030.1 1,363.0 3,304.5 0.00 0.00 0.00 o
10,300.0 87.10 155.20 7,519.5 -3,120.8 1,404.9 3,403.8 0.00 0.00 0.00
10,400.0 87,10 155.20 7,524.5 -3,211.4 1,446.8 3,503.0 0.00 0.00 0.00

10.500.0 87.10 155.20 7,529.6 -3,302.1 1,488.7 3,602.2 0.00 0.00 0.00
10,600.0 87.10 155.20 7,534.6 -3,392.8 1,530.5 3,701.4 0.00 0.00 0.00
10,700.0 87.10 155.20 7,539.7 -3,483.4 1,572.4 3,800.6 0.00 0.00 0.00 o
10,800.0 87.10 155.20 7,544.7 -3,574.1 1,614.3 3,899,9 0.00 0.00 0.00

i 10,845.1 87.10 155.20 7,547.0 -3.615.0 1,633.2 3,944.6 0.00 0.00 0.00
Build &Tum 5°IIOO'@10845' MD

10,900.0 88.09 157.77 7,549.3 -3,665.3 1,655 1 3,999.2 5.00 1.80 4.67
11,000.0 89.90 162.43 7,551.1 -3,759.3 1,689.1 4,099.1 5.00 1.81 4.66
11,100.0 91.71 167.09 7,549.7 -3,855.7 1,715.4 4.199.0 5.00 1.81 4.66
11,200.0 93.50 171.76 7,545.1 -3,953.9 1,733.7 4,297.9 5.00 1.80 4 67
11,219.3 93.85 172.66 7,543.9 -3,972.9 1,736.3 4,316.8 5.00 1.78 4 68

11,300.0 93.85 172.66 7.538.5 -4,052.8 1,746.6 4,395.9 0.00 0.00 0.00
11,400.0 93.85 172.66 7,531.7 -4,151.8 1,759.4 4,493.9 0.00 0.00 0.00
11,500.0 93.85 172.66 7,525.0 -4,250.7 1,772.1 4,591.9 0.00 0.00 0.00
11,600.0 93.85 172.66 7,518.3 -4,349.7 1,784.8 4,689.8 0.00 0.00 0.00
11,700.0 93.85 172.66 7,511.6 -4,448.6 1,797.6 4,787.8 0.00 0.00 0.00

11.800.0 93.85 172.66 7,504.9 -4,547.6 1,810.3 4.885.8 0.00 0.00 0.00
11,900.0 93.85 172.68 7,498.2 -4,646.6 1,823.1 4,983.7 0.00 0.00 0.00
12,000.0 93.85 172.66 7,491.5 -4,745.5 1,835.8 5,081.7 0.00 0.00 0.00
12,100.0 93.85 172.66 7,484.8 4,844.5 1,848.5 5,179.7 0.00 0.00 0.00
12,200.0 93.85 172.66 7,478.1 4,943.4 1,861.3 5,277.7 0.00 0.00 0.00

12,300.0 93.85 172.66 7,471.3 -5,042.4 1,874.0 5,375.6 0.00 0.00 0.00
12,400.0 93.85 172.66 7,464.6 -5,141.4 1,886.8 5,473.6 0.00 0,00 0.00
12,500.0 93.85 172.66 7,457.9 -5,240.3 1,899.5 5,571.6 0.00 0.00 0.00
12,600.0 93.85 17266 7,451.2 -5,339,3 1,912.2 5,669.5 0.00 0,00 0.00
12,700.0 93.85 172 66 7,444.5 -5.438.2 1,925.0 5,767 5 0.00 0.00 0 00

12,800.0 93.85 172 66 7,437,8 -5,537.2 1,937.7 5,865 5 0.00 0.00 0 00
12,900.0 93.85 172 66 7,431.1 -5,636.1 1,950.5 5,963 5 0.00 0.00 0 00
13,000.0 93.85 172 66 7,424.4 -5,735.1 1,963.2 6,061 4 0.00 0.00 0 00
13,100.0 93.85 17266 7,417.7 -5,834,1 1,975.9 6,1594 0.00 0.00 000
13,200,0 93.85 172 66 7,410.9 -5,933.0 1,988.7 6,257 4 0.00 0.00 0 00

13,300.0 93.85 172 66 7,404.2 -6,032.0 2,001.4 6,355 3 0.00 0.00 0 00
13,363.1 93.85 172 66 7,400.0 -6,094.4 2,009.5 6,417 1 0.00 0.00 0 00
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Database: EDM 5000.1 Single User Db Local Co-onlinateReference: Well Cane Creek Unit #26-3
Company: Fidelity Exploration & Production Co TVD Reference: WELL @ 5676.0usit (OriginalWell Elev)
Project: Grand County, UT MDReference: WELL@5676.Ousft (OriginalWell Elev)
Site: Sec 26 T25S R19E North Reference: True
Well: Cane Creek Unit#26-3 Survey Calculation Method: Minimum Curvature
Wellbore: ST01
Design: Design#2

Planned Survey o

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +FA-W Section Rate Rate Rate
(usft) (•) (•) (usR) (usa) (usft) (usft) (*I100usft) (*Ii00usft) (*Ii00usft)
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8,900.0 87-10 155.20 7,448.7 -1,851.5 818.4 2,014.7 0.00 0.00 0.00 (D
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9,800.0 87.10 155.20 7,494.2 -2,667.5 1,195.4 2,907.7 0.00 0.00 0.00
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10,400.0 87,10 155.20 7,524.5 -3,211.4 1,446.8 3,503.0 0.00 0.00 0.00
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8,700.0 87.10 155.20 7,438.6 -1,670.2 734.6 1,816.2 0.00 0.00 0.00 H

8,600.0 87.10 155.20 7,443.7 -1,760.8 T76.5 1,915.4 0.00 0.00 0.00
8,900.0 87-10 155.20 7,448.7 -1,851.5 818.4 2,014.7 0.00 0.00 0.00 (D

9,000.0 87.10 155.20 7,453.8 -1,942.2 860.3 2,113.9 D.00 0.00 0.00
9,100.0 87.10 155.20 7,458.8 -2,032.8 902.2 2.213.1 0.00 0.00 0.00
9,200.0 87.10 155.20 7,463.9 -2,123.5 944.1 2,312.3 0.00 0.00 0.00
9,300.0 87.10 155.20 7,468.9 -2,214,2 986.0 2,411.6 0.00 0.00 0.00
9,400.0 87.10 155.20 7,474.0 -2.304.8 1,027.9 2,510.8 0.00 0.00 0.00

9,500.0 87.10 155.20 7,479.0 -2,395.5 1,069.8 2,610.0 0.00 0.00 0.00
9,600.0 87.10 155.20 7,484.1 -2,486.1 1,111.7 2,709.2 0.00 0.00 0.00
9,700.0 87.10 165.20 7,489.1 -2,576.8 1,153.5 2,808.4 0.00 0.00 0.00
9,800.0 87.10 155.20 7,494.2 -2,667.5 1,195.4 2,907.7 0.00 0.00 0.00
9,900.0 87.10 155.20 7,499.2 -2,758,1 1.237.3 3,006.9 0.00 0.00 0.00

10,000.0 87.10 155.20 7,504.3 -2,848.8 1,279.2 3,106.1 0.00 0.00 0.00
10,100.0 87.10 155.20 7,509.4 -2,939.5 1,321.1 3,205.3 0.00 0.00 0.00
10,200.0 87.10 155.20 7,514.4 -3,030.1 1,363.0 3,304.5 0.00 0.00 0.00 o
10,300.0 87.10 155.20 7,519.5 -3,120.8 1,404.9 3,403.8 0.00 0.00 0.00
10,400.0 87,10 155.20 7,524.5 -3,211.4 1,446.8 3,503.0 0.00 0.00 0.00

10.500.0 87.10 155.20 7,529.6 -3,302.1 1,488.7 3,602.2 0.00 0.00 0.00
10,600.0 87.10 155.20 7,534.6 -3,392.8 1,530.5 3,701.4 0.00 0.00 0.00
10,700.0 87.10 155.20 7,539.7 -3,483.4 1,572.4 3,800.6 0.00 0.00 0.00 o
10,800.0 87.10 155.20 7,544.7 -3,574.1 1,614.3 3,899,9 0.00 0.00 0.00

i 10,845.1 87.10 155.20 7,547.0 -3.615.0 1,633.2 3,944.6 0.00 0.00 0.00
Build &Tum 5°IIOO'@10845' MD

10,900.0 88.09 157.77 7,549.3 -3,665.3 1,655 1 3,999.2 5.00 1.80 4.67
11,000.0 89.90 162.43 7,551.1 -3,759.3 1,689.1 4,099.1 5.00 1.81 4.66
11,100.0 91.71 167.09 7,549.7 -3,855.7 1,715.4 4.199.0 5.00 1.81 4.66
11,200.0 93.50 171.76 7,545.1 -3,953.9 1,733.7 4,297.9 5.00 1.80 4 67
11,219.3 93.85 172.66 7,543.9 -3,972.9 1,736.3 4,316.8 5.00 1.78 4 68

11,300.0 93.85 172.66 7.538.5 -4,052.8 1,746.6 4,395.9 0.00 0.00 0.00
11,400.0 93.85 172.66 7,531.7 -4,151.8 1,759.4 4,493.9 0.00 0.00 0.00
11,500.0 93.85 172.66 7,525.0 -4,250.7 1,772.1 4,591.9 0.00 0.00 0.00
11,600.0 93.85 172.66 7,518.3 -4,349.7 1,784.8 4,689.8 0.00 0.00 0.00
11,700.0 93.85 172.66 7,511.6 -4,448.6 1,797.6 4,787.8 0.00 0.00 0.00

11.800.0 93.85 172.66 7,504.9 -4,547.6 1,810.3 4.885.8 0.00 0.00 0.00
11,900.0 93.85 172.68 7,498.2 -4,646.6 1,823.1 4,983.7 0.00 0.00 0.00
12,000.0 93.85 172.66 7,491.5 -4,745.5 1,835.8 5,081.7 0.00 0.00 0.00
12,100.0 93.85 172.66 7,484.8 4,844.5 1,848.5 5,179.7 0.00 0.00 0.00
12,200.0 93.85 172.66 7,478.1 4,943.4 1,861.3 5,277.7 0.00 0.00 0.00

12,300.0 93.85 172.66 7,471.3 -5,042.4 1,874.0 5,375.6 0.00 0.00 0.00
12,400.0 93.85 172.66 7,464.6 -5,141.4 1,886.8 5,473.6 0.00 0,00 0.00
12,500.0 93.85 172.66 7,457.9 -5,240.3 1,899.5 5,571.6 0.00 0.00 0.00
12,600.0 93.85 17266 7,451.2 -5,339,3 1,912.2 5,669.5 0.00 0,00 0.00
12,700.0 93.85 172 66 7,444.5 -5.438.2 1,925.0 5,767 5 0.00 0.00 0 00

12,800.0 93.85 172 66 7,437,8 -5,537.2 1,937.7 5,865 5 0.00 0.00 0 00
12,900.0 93.85 172 66 7,431.1 -5,636.1 1,950.5 5,963 5 0.00 0.00 0 00
13,000.0 93.85 172 66 7,424.4 -5,735.1 1,963.2 6,061 4 0.00 0.00 0 00
13,100.0 93.85 17266 7,417.7 -5,834,1 1,975.9 6,1594 0.00 0.00 000
13,200,0 93.85 172 66 7,410.9 -5,933.0 1,988.7 6,257 4 0.00 0.00 0 00

13,300.0 93.85 172 66 7,404.2 -6,032.0 2,001.4 6,355 3 0.00 0.00 0 00
13,363.1 93.85 172 66 7,400.0 -6,094.4 2,009.5 6,417 1 0.00 0.00 0 00
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Database: EDM 5000.1 Single User Db Local Co-onlinateReference: Well Cane Creek Unit #26-3
Company: Fidelity Exploration & Production Co TVD Reference: WELL @ 5676.0usit (OriginalWell Elev)
Project: Grand County, UT MDReference: WELL@5676.Ousft (OriginalWell Elev)
Site: Sec 26 T25S R19E North Reference: True
Well: Cane Creek Unit#26-3 Survey Calculation Method: Minimum Curvature
Wellbore: ST01
Design: Design#2

Planned Survey o

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +FA-W Section Rate Rate Rate
(usft) (•) (•) (usR) (usa) (usft) (usft) (*I100usft) (*Ii00usft) (*Ii00usft)

8,700.0 87.10 155.20 7,438.6 -1,670.2 734.6 1,816.2 0.00 0.00 0.00 H

8,600.0 87.10 155.20 7,443.7 -1,760.8 T76.5 1,915.4 0.00 0.00 0.00
8,900.0 87-10 155.20 7,448.7 -1,851.5 818.4 2,014.7 0.00 0.00 0.00 (D

9,000.0 87.10 155.20 7,453.8 -1,942.2 860.3 2,113.9 D.00 0.00 0.00
9,100.0 87.10 155.20 7,458.8 -2,032.8 902.2 2.213.1 0.00 0.00 0.00
9,200.0 87.10 155.20 7,463.9 -2,123.5 944.1 2,312.3 0.00 0.00 0.00
9,300.0 87.10 155.20 7,468.9 -2,214,2 986.0 2,411.6 0.00 0.00 0.00
9,400.0 87.10 155.20 7,474.0 -2.304.8 1,027.9 2,510.8 0.00 0.00 0.00

9,500.0 87.10 155.20 7,479.0 -2,395.5 1,069.8 2,610.0 0.00 0.00 0.00
9,600.0 87.10 155.20 7,484.1 -2,486.1 1,111.7 2,709.2 0.00 0.00 0.00
9,700.0 87.10 165.20 7,489.1 -2,576.8 1,153.5 2,808.4 0.00 0.00 0.00
9,800.0 87.10 155.20 7,494.2 -2,667.5 1,195.4 2,907.7 0.00 0.00 0.00
9,900.0 87.10 155.20 7,499.2 -2,758,1 1.237.3 3,006.9 0.00 0.00 0.00

10,000.0 87.10 155.20 7,504.3 -2,848.8 1,279.2 3,106.1 0.00 0.00 0.00
10,100.0 87.10 155.20 7,509.4 -2,939.5 1,321.1 3,205.3 0.00 0.00 0.00
10,200.0 87.10 155.20 7,514.4 -3,030.1 1,363.0 3,304.5 0.00 0.00 0.00 o
10,300.0 87.10 155.20 7,519.5 -3,120.8 1,404.9 3,403.8 0.00 0.00 0.00
10,400.0 87,10 155.20 7,524.5 -3,211.4 1,446.8 3,503.0 0.00 0.00 0.00

10.500.0 87.10 155.20 7,529.6 -3,302.1 1,488.7 3,602.2 0.00 0.00 0.00
10,600.0 87.10 155.20 7,534.6 -3,392.8 1,530.5 3,701.4 0.00 0.00 0.00
10,700.0 87.10 155.20 7,539.7 -3,483.4 1,572.4 3,800.6 0.00 0.00 0.00 o
10,800.0 87.10 155.20 7,544.7 -3,574.1 1,614.3 3,899,9 0.00 0.00 0.00

i 10,845.1 87.10 155.20 7,547.0 -3.615.0 1,633.2 3,944.6 0.00 0.00 0.00
Build &Tum 5°IIOO'@10845' MD

10,900.0 88.09 157.77 7,549.3 -3,665.3 1,655 1 3,999.2 5.00 1.80 4.67
11,000.0 89.90 162.43 7,551.1 -3,759.3 1,689.1 4,099.1 5.00 1.81 4.66
11,100.0 91.71 167.09 7,549.7 -3,855.7 1,715.4 4.199.0 5.00 1.81 4.66
11,200.0 93.50 171.76 7,545.1 -3,953.9 1,733.7 4,297.9 5.00 1.80 4 67
11,219.3 93.85 172.66 7,543.9 -3,972.9 1,736.3 4,316.8 5.00 1.78 4 68

11,300.0 93.85 172.66 7.538.5 -4,052.8 1,746.6 4,395.9 0.00 0.00 0.00
11,400.0 93.85 172.66 7,531.7 -4,151.8 1,759.4 4,493.9 0.00 0.00 0.00
11,500.0 93.85 172.66 7,525.0 -4,250.7 1,772.1 4,591.9 0.00 0.00 0.00
11,600.0 93.85 172.66 7,518.3 -4,349.7 1,784.8 4,689.8 0.00 0.00 0.00
11,700.0 93.85 172.66 7,511.6 -4,448.6 1,797.6 4,787.8 0.00 0.00 0.00

11.800.0 93.85 172.66 7,504.9 -4,547.6 1,810.3 4.885.8 0.00 0.00 0.00
11,900.0 93.85 172.68 7,498.2 -4,646.6 1,823.1 4,983.7 0.00 0.00 0.00
12,000.0 93.85 172.66 7,491.5 -4,745.5 1,835.8 5,081.7 0.00 0.00 0.00
12,100.0 93.85 172.66 7,484.8 4,844.5 1,848.5 5,179.7 0.00 0.00 0.00
12,200.0 93.85 172.66 7,478.1 4,943.4 1,861.3 5,277.7 0.00 0.00 0.00

12,300.0 93.85 172.66 7,471.3 -5,042.4 1,874.0 5,375.6 0.00 0.00 0.00
12,400.0 93.85 172.66 7,464.6 -5,141.4 1,886.8 5,473.6 0.00 0,00 0.00
12,500.0 93.85 172.66 7,457.9 -5,240.3 1,899.5 5,571.6 0.00 0.00 0.00
12,600.0 93.85 17266 7,451.2 -5,339,3 1,912.2 5,669.5 0.00 0,00 0.00
12,700.0 93.85 172 66 7,444.5 -5.438.2 1,925.0 5,767 5 0.00 0.00 0 00

12,800.0 93.85 172 66 7,437,8 -5,537.2 1,937.7 5,865 5 0.00 0.00 0 00
12,900.0 93.85 172 66 7,431.1 -5,636.1 1,950.5 5,963 5 0.00 0.00 0 00
13,000.0 93.85 172 66 7,424.4 -5,735.1 1,963.2 6,061 4 0.00 0.00 0 00
13,100.0 93.85 17266 7,417.7 -5,834,1 1,975.9 6,1594 0.00 0.00 000
13,200,0 93.85 172 66 7,410.9 -5,933.0 1,988.7 6,257 4 0.00 0.00 0 00

13,300.0 93.85 172 66 7,404.2 -6,032.0 2,001.4 6,355 3 0.00 0.00 0 00
13,363.1 93.85 172 66 7,400.0 -6,094.4 2,009.5 6,417 1 0.00 0.00 0 00
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Database: EDM 5000.1 Single User Db Local Co-onlinateReference: Well Cane Creek Unit #26-3
Company: Fidelity Exploration & Production Co TVD Reference: WELL @ 5676.0usit (OriginalWell Elev)
Project: Grand County, UT MDReference: WELL@5676.Ousft (OriginalWell Elev)
Site: Sec 26 T25S R19E North Reference: True
Well: Cane Creek Unit#26-3 Survey Calculation Method: Minimum Curvature
Wellbore: ST01
Design: Design#2

Planned Survey o

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +FA-W Section Rate Rate Rate
(usft) (•) (•) (usR) (usa) (usft) (usft) (*I100usft) (*Ii00usft) (*Ii00usft)

8,700.0 87.10 155.20 7,438.6 -1,670.2 734.6 1,816.2 0.00 0.00 0.00 H

8,600.0 87.10 155.20 7,443.7 -1,760.8 T76.5 1,915.4 0.00 0.00 0.00
8,900.0 87-10 155.20 7,448.7 -1,851.5 818.4 2,014.7 0.00 0.00 0.00 (D

9,000.0 87.10 155.20 7,453.8 -1,942.2 860.3 2,113.9 D.00 0.00 0.00
9,100.0 87.10 155.20 7,458.8 -2,032.8 902.2 2.213.1 0.00 0.00 0.00
9,200.0 87.10 155.20 7,463.9 -2,123.5 944.1 2,312.3 0.00 0.00 0.00
9,300.0 87.10 155.20 7,468.9 -2,214,2 986.0 2,411.6 0.00 0.00 0.00
9,400.0 87.10 155.20 7,474.0 -2.304.8 1,027.9 2,510.8 0.00 0.00 0.00

9,500.0 87.10 155.20 7,479.0 -2,395.5 1,069.8 2,610.0 0.00 0.00 0.00
9,600.0 87.10 155.20 7,484.1 -2,486.1 1,111.7 2,709.2 0.00 0.00 0.00
9,700.0 87.10 165.20 7,489.1 -2,576.8 1,153.5 2,808.4 0.00 0.00 0.00
9,800.0 87.10 155.20 7,494.2 -2,667.5 1,195.4 2,907.7 0.00 0.00 0.00
9,900.0 87.10 155.20 7,499.2 -2,758,1 1.237.3 3,006.9 0.00 0.00 0.00

10,000.0 87.10 155.20 7,504.3 -2,848.8 1,279.2 3,106.1 0.00 0.00 0.00
10,100.0 87.10 155.20 7,509.4 -2,939.5 1,321.1 3,205.3 0.00 0.00 0.00
10,200.0 87.10 155.20 7,514.4 -3,030.1 1,363.0 3,304.5 0.00 0.00 0.00 o
10,300.0 87.10 155.20 7,519.5 -3,120.8 1,404.9 3,403.8 0.00 0.00 0.00
10,400.0 87,10 155.20 7,524.5 -3,211.4 1,446.8 3,503.0 0.00 0.00 0.00

10.500.0 87.10 155.20 7,529.6 -3,302.1 1,488.7 3,602.2 0.00 0.00 0.00
10,600.0 87.10 155.20 7,534.6 -3,392.8 1,530.5 3,701.4 0.00 0.00 0.00
10,700.0 87.10 155.20 7,539.7 -3,483.4 1,572.4 3,800.6 0.00 0.00 0.00 o
10,800.0 87.10 155.20 7,544.7 -3,574.1 1,614.3 3,899,9 0.00 0.00 0.00

i 10,845.1 87.10 155.20 7,547.0 -3.615.0 1,633.2 3,944.6 0.00 0.00 0.00
Build &Tum 5°IIOO'@10845' MD

10,900.0 88.09 157.77 7,549.3 -3,665.3 1,655 1 3,999.2 5.00 1.80 4.67
11,000.0 89.90 162.43 7,551.1 -3,759.3 1,689.1 4,099.1 5.00 1.81 4.66
11,100.0 91.71 167.09 7,549.7 -3,855.7 1,715.4 4.199.0 5.00 1.81 4.66
11,200.0 93.50 171.76 7,545.1 -3,953.9 1,733.7 4,297.9 5.00 1.80 4 67
11,219.3 93.85 172.66 7,543.9 -3,972.9 1,736.3 4,316.8 5.00 1.78 4 68

11,300.0 93.85 172.66 7.538.5 -4,052.8 1,746.6 4,395.9 0.00 0.00 0.00
11,400.0 93.85 172.66 7,531.7 -4,151.8 1,759.4 4,493.9 0.00 0.00 0.00
11,500.0 93.85 172.66 7,525.0 -4,250.7 1,772.1 4,591.9 0.00 0.00 0.00
11,600.0 93.85 172.66 7,518.3 -4,349.7 1,784.8 4,689.8 0.00 0.00 0.00
11,700.0 93.85 172.66 7,511.6 -4,448.6 1,797.6 4,787.8 0.00 0.00 0.00

11.800.0 93.85 172.66 7,504.9 -4,547.6 1,810.3 4.885.8 0.00 0.00 0.00
11,900.0 93.85 172.68 7,498.2 -4,646.6 1,823.1 4,983.7 0.00 0.00 0.00
12,000.0 93.85 172.66 7,491.5 -4,745.5 1,835.8 5,081.7 0.00 0.00 0.00
12,100.0 93.85 172.66 7,484.8 4,844.5 1,848.5 5,179.7 0.00 0.00 0.00
12,200.0 93.85 172.66 7,478.1 4,943.4 1,861.3 5,277.7 0.00 0.00 0.00

12,300.0 93.85 172.66 7,471.3 -5,042.4 1,874.0 5,375.6 0.00 0.00 0.00
12,400.0 93.85 172.66 7,464.6 -5,141.4 1,886.8 5,473.6 0.00 0,00 0.00
12,500.0 93.85 172.66 7,457.9 -5,240.3 1,899.5 5,571.6 0.00 0.00 0.00
12,600.0 93.85 17266 7,451.2 -5,339,3 1,912.2 5,669.5 0.00 0,00 0.00
12,700.0 93.85 172 66 7,444.5 -5.438.2 1,925.0 5,767 5 0.00 0.00 0 00

12,800.0 93.85 172 66 7,437,8 -5,537.2 1,937.7 5,865 5 0.00 0.00 0 00
12,900.0 93.85 172 66 7,431.1 -5,636.1 1,950.5 5,963 5 0.00 0.00 0 00
13,000.0 93.85 172 66 7,424.4 -5,735.1 1,963.2 6,061 4 0.00 0.00 0 00
13,100.0 93.85 17266 7,417.7 -5,834,1 1,975.9 6,1594 0.00 0.00 000
13,200,0 93.85 172 66 7,410.9 -5,933.0 1,988.7 6,257 4 0.00 0.00 0 00

13,300.0 93.85 172 66 7,404.2 -6,032.0 2,001.4 6,355 3 0.00 0.00 0 00
13,363.1 93.85 172 66 7,400.0 -6,094.4 2,009.5 6,417 1 0.00 0.00 0 00
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Database: EDM 5000.1 Single User Db Local Co-onlinateReference: Well Cane Creek Unit #26-3
Company: Fidelity Exploration & Production Co TVD Reference: WELL @ 5676.0usit (OriginalWell Elev)
Project: Grand County, UT MDReference: WELL@5676.Ousft (OriginalWell Elev)
Site: Sec 26 T25S R19E North Reference: True
Well: Cane Creek Unit#26-3 Survey Calculation Method: Minimum Curvature
Wellbore: ST01
Design: Design#2

Planned Survey o

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +FA-W Section Rate Rate Rate
(usft) (•) (•) (usR) (usa) (usft) (usft) (*I100usft) (*Ii00usft) (*Ii00usft)

8,700.0 87.10 155.20 7,438.6 -1,670.2 734.6 1,816.2 0.00 0.00 0.00 H

8,600.0 87.10 155.20 7,443.7 -1,760.8 T76.5 1,915.4 0.00 0.00 0.00
8,900.0 87-10 155.20 7,448.7 -1,851.5 818.4 2,014.7 0.00 0.00 0.00 (D

9,000.0 87.10 155.20 7,453.8 -1,942.2 860.3 2,113.9 D.00 0.00 0.00
9,100.0 87.10 155.20 7,458.8 -2,032.8 902.2 2.213.1 0.00 0.00 0.00
9,200.0 87.10 155.20 7,463.9 -2,123.5 944.1 2,312.3 0.00 0.00 0.00
9,300.0 87.10 155.20 7,468.9 -2,214,2 986.0 2,411.6 0.00 0.00 0.00
9,400.0 87.10 155.20 7,474.0 -2.304.8 1,027.9 2,510.8 0.00 0.00 0.00

9,500.0 87.10 155.20 7,479.0 -2,395.5 1,069.8 2,610.0 0.00 0.00 0.00
9,600.0 87.10 155.20 7,484.1 -2,486.1 1,111.7 2,709.2 0.00 0.00 0.00
9,700.0 87.10 165.20 7,489.1 -2,576.8 1,153.5 2,808.4 0.00 0.00 0.00
9,800.0 87.10 155.20 7,494.2 -2,667.5 1,195.4 2,907.7 0.00 0.00 0.00
9,900.0 87.10 155.20 7,499.2 -2,758,1 1.237.3 3,006.9 0.00 0.00 0.00

10,000.0 87.10 155.20 7,504.3 -2,848.8 1,279.2 3,106.1 0.00 0.00 0.00
10,100.0 87.10 155.20 7,509.4 -2,939.5 1,321.1 3,205.3 0.00 0.00 0.00
10,200.0 87.10 155.20 7,514.4 -3,030.1 1,363.0 3,304.5 0.00 0.00 0.00 o
10,300.0 87.10 155.20 7,519.5 -3,120.8 1,404.9 3,403.8 0.00 0.00 0.00
10,400.0 87,10 155.20 7,524.5 -3,211.4 1,446.8 3,503.0 0.00 0.00 0.00

10.500.0 87.10 155.20 7,529.6 -3,302.1 1,488.7 3,602.2 0.00 0.00 0.00
10,600.0 87.10 155.20 7,534.6 -3,392.8 1,530.5 3,701.4 0.00 0.00 0.00
10,700.0 87.10 155.20 7,539.7 -3,483.4 1,572.4 3,800.6 0.00 0.00 0.00 o
10,800.0 87.10 155.20 7,544.7 -3,574.1 1,614.3 3,899,9 0.00 0.00 0.00

i 10,845.1 87.10 155.20 7,547.0 -3.615.0 1,633.2 3,944.6 0.00 0.00 0.00
Build &Tum 5°IIOO'@10845' MD

10,900.0 88.09 157.77 7,549.3 -3,665.3 1,655 1 3,999.2 5.00 1.80 4.67
11,000.0 89.90 162.43 7,551.1 -3,759.3 1,689.1 4,099.1 5.00 1.81 4.66
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11,200.0 93.50 171.76 7,545.1 -3,953.9 1,733.7 4,297.9 5.00 1.80 4 67
11,219.3 93.85 172.66 7,543.9 -3,972.9 1,736.3 4,316.8 5.00 1.78 4 68

11,300.0 93.85 172.66 7.538.5 -4,052.8 1,746.6 4,395.9 0.00 0.00 0.00
11,400.0 93.85 172.66 7,531.7 -4,151.8 1,759.4 4,493.9 0.00 0.00 0.00
11,500.0 93.85 172.66 7,525.0 -4,250.7 1,772.1 4,591.9 0.00 0.00 0.00
11,600.0 93.85 172.66 7,518.3 -4,349.7 1,784.8 4,689.8 0.00 0.00 0.00
11,700.0 93.85 172.66 7,511.6 -4,448.6 1,797.6 4,787.8 0.00 0.00 0.00

11.800.0 93.85 172.66 7,504.9 -4,547.6 1,810.3 4.885.8 0.00 0.00 0.00
11,900.0 93.85 172.68 7,498.2 -4,646.6 1,823.1 4,983.7 0.00 0.00 0.00
12,000.0 93.85 172.66 7,491.5 -4,745.5 1,835.8 5,081.7 0.00 0.00 0.00
12,100.0 93.85 172.66 7,484.8 4,844.5 1,848.5 5,179.7 0.00 0.00 0.00
12,200.0 93.85 172.66 7,478.1 4,943.4 1,861.3 5,277.7 0.00 0.00 0.00

12,300.0 93.85 172.66 7,471.3 -5,042.4 1,874.0 5,375.6 0.00 0.00 0.00
12,400.0 93.85 172.66 7,464.6 -5,141.4 1,886.8 5,473.6 0.00 0,00 0.00
12,500.0 93.85 172.66 7,457.9 -5,240.3 1,899.5 5,571.6 0.00 0.00 0.00
12,600.0 93.85 17266 7,451.2 -5,339,3 1,912.2 5,669.5 0.00 0,00 0.00
12,700.0 93.85 172 66 7,444.5 -5.438.2 1,925.0 5,767 5 0.00 0.00 0 00

12,800.0 93.85 172 66 7,437,8 -5,537.2 1,937.7 5,865 5 0.00 0.00 0 00
12,900.0 93.85 172 66 7,431.1 -5,636.1 1,950.5 5,963 5 0.00 0.00 0 00
13,000.0 93.85 172 66 7,424.4 -5,735.1 1,963.2 6,061 4 0.00 0.00 0 00
13,100.0 93.85 17266 7,417.7 -5,834,1 1,975.9 6,1594 0.00 0.00 000
13,200,0 93.85 172 66 7,410.9 -5,933.0 1,988.7 6,257 4 0.00 0.00 0 00

13,300.0 93.85 172 66 7,404.2 -6,032.0 2,001.4 6,355 3 0.00 0.00 0 00
13,363.1 93.85 172 66 7,400.0 -6,094.4 2,009.5 6,417 1 0.00 0.00 0 00
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Database: EDM 5000.1 Single User Db Local Co-ordinate Refemnce: WellCane Creek Unit #26-3
Company: Fidelity Exploration & Production Co. TVD Reference: WELL @5676.0usit (Original WellElev)
Project: Grand County, UT MDReference: WELL@5676.0usit (OriginalWellElev)
Site: Sec 26 T25S Ri9E Noith Reference: True
Weil: Cane Creek Unit #26-3 Sutvey Calculation Method: MinimumCurvature
Welibore: STO1
Design: Design #2

Design Targets

Target Name
- hitimiss target DipAngle Dip Dir. TVD +Ni-S +El-W Northing Easting
- Shape (*) (*) (usft) (usft) (usft) (usft) (usft) Latitude Longitude

PBHL 26-3H 0 00 0.00 7,400.0 -6,094 4 2,009.5 96,105.80 2,490,003.90 38*35' 3.444 N 109°4T 9.758 W
- plan hits target center
- Point (D

Land 26-3H 0.00 0.00 7,4210 -1,461 9 638.4 100,711.30 2,488,544.70 38" 35' 49.231 N 109° 4T 21020 W H
- plan hits target center
- Point

Dogleg 26-3H 0 00 0.00 7,5410 -3,615 0 1,633.2 98,57T60 2,489,580.40 38° 35' 27950 N 109°4T 14.494 W
- plan hits target center
- Point

Pian Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usR) (usft) (ustt) Comment Ul

6,500.0 6,497.0 -43.9 -82.8 Tie-in toOriginalWellbore@6500' MD
6,510.0 6,50TO -44.0

-82.7 Interpolated Bottomof Whip @6510' MD - Build 10°l100'
7,181.7 7,020.2 -375.3 86.8 Hold69.5° @7181' MD
8,174.9 7,3674 -1,202.9 512.3 Build 6°I100' @8174' MD
8,470.3 7,4210 -1,461.9 638.4 "Land 26-3H"871° @8470' MD

10,845.1 7,5410 -3,615.0 1,633.2 Build & Turn 5°l100' @ 10845' MD
13,363.1 7,400.0 -3,972.9 1,736.3 "TD 26-3H"( 13363' MD
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IK½UKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/18/2013 API NO. ASSIGNED: 43-019-50019

WELL NAME: CANE CREEK UNIT 26-3

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESW 26 250S 190E

.Tech Review Initials Date
SURFACE: 2615 FSL 2151 FWL
BOTTOM: 1830 FSL 1134 FEL eg. Engineering

COUNTY: GRAND
Geology

LATITUDE: 38.60093 LONGITUDE: -109.79373

UTM SURF EASTINGS:605039 NORTHINGS: 4273183 Surface

FIELD NAME: BIG FLAT ( 170 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-53624 PROPOSED FORMATION: CNCR
SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

V Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: CANE CREEK

No. CO-1395 )
$A . Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

p/ Water Permit R649-3-3. Exception
(No.MUNICIPAL )

Drilling Unit
RDCC Review (Y/N)

Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

p Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:
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API Number: 4301950019
Well Name: CANE CREEK UNIT26-3

21 Township T25.08 Range Ri9.0E Section 26

m Meridian: SLBM
Operator: FIDELITYE&PCOMPANY

Map Prepared:
Map Produced by Diana Mason
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, State of Utah
DEPARTMENT OF NATURAL RESOURCES

zase MICHAEL R. STYLER

GARY R.HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

May 8, 2013

Fidelity E&P Company
1700 Lincoln St, Ste 2800
Denver, CO 80203

Subject: Cane Creek Unit 26-3 Well, Surface Location 2615' FSL, 2151' FWL, NE SW, Sec. 26,
T. 25 South, R. 19 East, Bottom Location 1830' FSL, 1134' FEL, Sec. 35, T. 25 South,
R. 19 East, Grand County, Utah

Ladies and Gentlemen:

Pursuant to Utah Code Ann.§40-6-1 et seq., and Utah Administrative Code R649-3-1 et
seq., the Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill
the listed well. This permit is issued in accordance with the requirements of R649-3-2. The
expected producing formation or pool is the Cane Creek Formation(s), completion into any other
zones will require filing a Sundry Notice (Form 9). Completion and commingling of more than
one pool will require approval in accordance with R649-3-22.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the expiration date.
The API identification number assigned to this well is 43-019-50019.

Sincerely,

John Rogers
Associate Director

JR/js
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab Office

UTAH

DNR
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov
OIL, GAS &
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Operator: Fidelity E&P Company
Well Name & Number Cane Creek Unit 26-3

API Number: 43-019-50019
Lease: UTU-53624

Surface Location: NE SW Sec. 26 T. 25 South R. 19 East
Bottom Location: NE SE Sec. ½ T. 25 South R. 19 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to
drill,

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions
during drilling of this well:
• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-538-5284

(please let a voicemail message if not available)
OR
Submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oileas.ogm.utah.gov

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 after office hours

3. Reporting Requirements
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General
Rules will be promptly filed with the Division of Oil, Gas and Mining, including but not limited:
• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5* day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

4. State approval of this well does not supersede the required federal approval, which must be obtained
prior to drilling.

5. In accordance with Utah Admin. R.649-3-21, the operator shall submit a complete angular deviation
and directional survey report to the Division within 30 days following completion of the well.

6. This proposed well is located in an area for which drilling units (well spacing patterns) have not
been established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to
avoid the possibility of waste or injury to correlative rights, the operator is requested, once the well
has been drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the
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RECEIVED: Sep. 17, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

9 /17 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 9 /17 /2013

September 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
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CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

9/17/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 17, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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SIGNATURE DATE
N/A 9/17/2013

RECEIVED: Sep. 17,
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/10/2013
Report #: 1, DFS: 334.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
API/UWI Excaliber ID WellArea Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/9/2013 06:00 8/10/2013 06:00 334.25 0.0 0.0
Operations at Report Time
rigging up
Operations Summary
move man camps
Operations Next Report Period

Weather Wellbore
Original Hole

Daily Contacts
Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 24.00 24.00 1 Rigging up & move man camps from 36-1 to 26-3RE, set up same
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ¡D (in) Wt/Len (Ib/ft) Grade (in) lD Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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tank, rig down crane and release same

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbÍ)Mud Lost (Surf) (bbl) LCM ECD . Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/13/2013
Report #: 4, DFS: 337.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APL/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/12/2013 06:00 8/13/2013 06:00 337.25 0.0 0.0
Operations at Report Time
nipple up bops
Operations Summary
nipple up bops
Operations Next Report Period

Weather Wellbore

Daily Contacts
Job Contact Position Office

Delbert Sullivan Company Man I WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 14 Nipple up BOPs, HCR valve leaking oilwhen function tested, nipple down
HCR valve, welder fabbing up surface equip. lines, changing valves in mud
pits,
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Casing & Liners
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10/2/2012 1ntermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/14/2013
Report #: 5, DFS: 338.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)
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Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/13/2013 06:00 8/14/2013 06:00 338.25 0.0 0.0
Operations at Report Time
Testing bops
Operations Summary
nipple up bops, test bops,
Operations Next Report Period

Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 15.00 15.00 14 Finish nipple up BOPs, changing HCR valve & rig up Halb. MPD equip.
21:00 9.00 24.00 15 Testing BOPs, all rams & valves to 250 low & 10,000 high, annular to 250

low & 5000 high, pump lines to 250 low &4000 high.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Upi opwe i Report #: 6, DFS: 339.25
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API/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
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Operations at Report Time

Rig up top drive
Operations Summary
testing bops,Rigging up lines, hoses &valves, welder hooking up flow line, realine killline valves, install tee, test 250 low & 10,000 high, test lines back to mud
pumps, set cat walk &v-door, dress top drive with lower tiwvalve &cross over sub, installed panic line fron choke manifold.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Testing BOPs, top rams, inside choke valves, HCR valve to 250 low &

10,000 high.

09:00 1.00 4.00 i Rig up vibrator hose from stand pipe to water tank
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tee, & install valves, hook up kill lines, welder hooking up flow line to orbit
valve, hook up 2" manifold to rotatinghead for halb. MPD,

21:00 6.00 21.00 15 Test kill line valves to 250 low & 10,000 high, test lines back to mud pumps
to 250 low &4000 high., set cat walk &v-door, hook up same, chage o-ring
on check valve &retest

03:00 3.00 24.00 14 rig up top drive tiw,safety valve & saver sub/ cross over, & clamp in place
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Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/15/2013
Upi opwe i Report #: 6, DFS: 339.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/14/2013 06:00 8/15/2013 06:00 339.25 0.0 0.0
Operations at Report Time

Rig up top drive
Operations Summary
testing bops,Rigging up lines, hoses &valves, welder hooking up flow line, realine killline valves, install tee, test 250 low & 10,000 high, test lines back to mud
pumps, set cat walk &v-door, dress top drive with lower tiwvalve &cross over sub, installed panic line fron choke manifold.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Testing BOPs, top rams, inside choke valves, HCR valve to 250 low &

10,000 high.

09:00 1.00 4.00 i Rig up vibrator hose from stand pipe to water tank
10:00 11.00 15.00 14 Remove block on kill line, move check valve &outside valve, replace block,

tee, & install valves, hook up kill lines, welder hooking up flow line to orbit
valve, hook up 2" manifold to rotatinghead for halb. MPD,

21:00 6.00 21.00 15 Test kill line valves to 250 low & 10,000 high, test lines back to mud pumps
to 250 low &4000 high., set cat walk &v-door, hook up same, chage o-ring
on check valve &retest

03:00 3.00 24.00 14 rig up top drive tiw,safety valve & saver sub/ cross over, & clamp in place

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
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Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Operator Surface Legal Location
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0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/14/2013 06:00 8/15/2013 06:00 339.25 0.0 0.0
Operations at Report Time

Rig up top drive
Operations Summary
testing bops,Rigging up lines, hoses &valves, welder hooking up flow line, realine killline valves, install tee, test 250 low & 10,000 high, test lines back to mud
pumps, set cat walk &v-door, dress top drive with lower tiwvalve &cross over sub, installed panic line fron choke manifold.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Testing BOPs, top rams, inside choke valves, HCR valve to 250 low &

10,000 high.

09:00 1.00 4.00 i Rig up vibrator hose from stand pipe to water tank
10:00 11.00 15.00 14 Remove block on kill line, move check valve &outside valve, replace block,

tee, & install valves, hook up kill lines, welder hooking up flow line to orbit
valve, hook up 2" manifold to rotatinghead for halb. MPD,

21:00 6.00 21.00 15 Test kill line valves to 250 low & 10,000 high, test lines back to mud pumps
to 250 low &4000 high., set cat walk &v-door, hook up same, chage o-ring
on check valve &retest

03:00 3.00 24.00 14 rig up top drive tiw,safety valve & saver sub/ cross over, & clamp in place

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
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Operations at Report Time

Rig up top drive
Operations Summary
testing bops,Rigging up lines, hoses &valves, welder hooking up flow line, realine killline valves, install tee, test 250 low & 10,000 high, test lines back to mud
pumps, set cat walk &v-door, dress top drive with lower tiwvalve &cross over sub, installed panic line fron choke manifold.
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Weather Wellbore
Sunny and Clear
Daily Contacts
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Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Testing BOPs, top rams, inside choke valves, HCR valve to 250 low &

10,000 high.

09:00 1.00 4.00 i Rig up vibrator hose from stand pipe to water tank
10:00 11.00 15.00 14 Remove block on kill line, move check valve &outside valve, replace block,

tee, & install valves, hook up kill lines, welder hooking up flow line to orbit
valve, hook up 2" manifold to rotatinghead for halb. MPD,

21:00 6.00 21.00 15 Test kill line valves to 250 low & 10,000 high, test lines back to mud pumps
to 250 low &4000 high., set cat walk &v-door, hook up same, chage o-ring
on check valve &retest

03:00 3.00 24.00 14 rig up top drive tiw,safety valve & saver sub/ cross over, & clamp in place

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/15/2013
Upi opwe i Report #: 6, DFS: 339.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/14/2013 06:00 8/15/2013 06:00 339.25 0.0 0.0
Operations at Report Time

Rig up top drive
Operations Summary
testing bops,Rigging up lines, hoses &valves, welder hooking up flow line, realine killline valves, install tee, test 250 low & 10,000 high, test lines back to mud
pumps, set cat walk &v-door, dress top drive with lower tiwvalve &cross over sub, installed panic line fron choke manifold.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Testing BOPs, top rams, inside choke valves, HCR valve to 250 low &

10,000 high.

09:00 1.00 4.00 i Rig up vibrator hose from stand pipe to water tank
10:00 11.00 15.00 14 Remove block on kill line, move check valve &outside valve, replace block,

tee, & install valves, hook up kill lines, welder hooking up flow line to orbit
valve, hook up 2" manifold to rotatinghead for halb. MPD,

21:00 6.00 21.00 15 Test kill line valves to 250 low & 10,000 high, test lines back to mud pumps
to 250 low &4000 high., set cat walk &v-door, hook up same, chage o-ring
on check valve &retest

03:00 3.00 24.00 14 rig up top drive tiw,safety valve & saver sub/ cross over, & clamp in place

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/16/2013
Report #: 7, DFS: 340.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APflUWi Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/15/2013 06:00 8/16/2013 06:00 340.25 0.0 0.0
Operations at Report Time
Rigging Up
Operations Summary
Test BOPE. Rigging up, Fill pits partially with water, ran pumps &centrifugals. Tightened hammer unions and changed out leaking butterfly valves. Load pipe
racks with drill pipe. Strap DP.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Test BOPE and components to 250 I 10K psi.
09:00 9.00 12.00 1 RIU. Install Wash Pipe on Top Drive. Install Pollution Pan on BOP. Adjust

Kelly Hose. Connect Halliburton 2" High Pressure Bleeder Line.
18:00 0.50 12.50 1 Third Party Training on operation of Vacuum Unit.

18:30 5.50 18.00 1 Install Mud Bucket hose to triptank. RIUAir lines to Orbit Valve. Place on
floor Mud Bucket, Sub Rack, and Tool Board. Changed nails in pop-offs.

00:00 6.00 24.00 1 Filled pits partially with water. Test run pumps, mixing pumps, Desander &
Desilter, Trip Pumps, and centrifugals. Repair various leaks. Changing out
butter1Iy valves on pits. Load pipe racks with 123 Jointsof 4" Dri]I Pipe.
Strapped Drill Pipe.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb]) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/16/2013
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Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APflUWi Excaliber ID Well Area Basin Field Name Well Contiguration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
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Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/15/2013 06:00 8/16/2013 06:00 340.25 0.0 0.0
Operations at Report Time
Rigging Up
Operations Summary
Test BOPE. Rigging up, Fill pits partially with water, ran pumps &centrifugals. Tightened hammer unions and changed out leaking butterfly valves. Load pipe
racks with drill pipe. Strap DP.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Test BOPE and components to 250 I 10K psi.
09:00 9.00 12.00 1 RIU. Install Wash Pipe on Top Drive. Install Pollution Pan on BOP. Adjust

Kelly Hose. Connect Halliburton 2" High Pressure Bleeder Line.
18:00 0.50 12.50 1 Third Party Training on operation of Vacuum Unit.

18:30 5.50 18.00 1 Install Mud Bucket hose to triptank. RIUAir lines to Orbit Valve. Place on
floor Mud Bucket, Sub Rack, and Tool Board. Changed nails in pop-offs.

00:00 6.00 24.00 1 Filled pits partially with water. Test run pumps, mixing pumps, Desander &
Desilter, Trip Pumps, and centrifugals. Repair various leaks. Changing out
butter1Iy valves on pits. Load pipe racks with 123 Jointsof 4" Dri]I Pipe.
Strapped Drill Pipe.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb]) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/16/2013
Report #: 7, DFS: 340.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APflUWi Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/15/2013 06:00 8/16/2013 06:00 340.25 0.0 0.0
Operations at Report Time
Rigging Up
Operations Summary
Test BOPE. Rigging up, Fill pits partially with water, ran pumps &centrifugals. Tightened hammer unions and changed out leaking butterfly valves. Load pipe
racks with drill pipe. Strap DP.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Test BOPE and components to 250 I 10K psi.
09:00 9.00 12.00 1 RIU. Install Wash Pipe on Top Drive. Install Pollution Pan on BOP. Adjust

Kelly Hose. Connect Halliburton 2" High Pressure Bleeder Line.
18:00 0.50 12.50 1 Third Party Training on operation of Vacuum Unit.

18:30 5.50 18.00 1 Install Mud Bucket hose to triptank. RIUAir lines to Orbit Valve. Place on
floor Mud Bucket, Sub Rack, and Tool Board. Changed nails in pop-offs.

00:00 6.00 24.00 1 Filled pits partially with water. Test run pumps, mixing pumps, Desander &
Desilter, Trip Pumps, and centrifugals. Repair various leaks. Changing out
butter1Iy valves on pits. Load pipe racks with 123 Jointsof 4" Dri]I Pipe.
Strapped Drill Pipe.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb]) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Operations Summary
Test BOPE. Rigging up, Fill pits partially with water, ran pumps &centrifugals. Tightened hammer unions and changed out leaking butterfly valves. Load pipe
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Trips
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Cum Dur
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06:00 3.00 3.00 15 Test BOPE and components to 250 I 10K psi.
09:00 9.00 12.00 1 RIU. Install Wash Pipe on Top Drive. Install Pollution Pan on BOP. Adjust

Kelly Hose. Connect Halliburton 2" High Pressure Bleeder Line.
18:00 0.50 12.50 1 Third Party Training on operation of Vacuum Unit.

18:30 5.50 18.00 1 Install Mud Bucket hose to triptank. RIUAir lines to Orbit Valve. Place on
floor Mud Bucket, Sub Rack, and Tool Board. Changed nails in pop-offs.

00:00 6.00 24.00 1 Filled pits partially with water. Test run pumps, mixing pumps, Desander &
Desilter, Trip Pumps, and centrifugals. Repair various leaks. Changing out
butter1Iy valves on pits. Load pipe racks with 123 Jointsof 4" Dri]I Pipe.
Strapped Drill Pipe.
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Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/15/2013 06:00 8/16/2013 06:00 340.25 0.0 0.0
Operations at Report Time
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Cum Dur
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09:00 9.00 12.00 1 RIU. Install Wash Pipe on Top Drive. Install Pollution Pan on BOP. Adjust
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18:00 0.50 12.50 1 Third Party Training on operation of Vacuum Unit.

18:30 5.50 18.00 1 Install Mud Bucket hose to triptank. RIUAir lines to Orbit Valve. Place on
floor Mud Bucket, Sub Rack, and Tool Board. Changed nails in pop-offs.

00:00 6.00 24.00 1 Filled pits partially with water. Test run pumps, mixing pumps, Desander &
Desilter, Trip Pumps, and centrifugals. Repair various leaks. Changing out
butter1Iy valves on pits. Load pipe racks with 123 Jointsof 4" Dri]I Pipe.
Strapped Drill Pipe.
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb]) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/16/2013
Report #: 7, DFS: 340.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APflUWi Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
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Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
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Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/15/2013 06:00 8/16/2013 06:00 340.25 0.0 0.0
Operations at Report Time
Rigging Up
Operations Summary
Test BOPE. Rigging up, Fill pits partially with water, ran pumps &centrifugals. Tightened hammer unions and changed out leaking butterfly valves. Load pipe
racks with drill pipe. Strap DP.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 15 Test BOPE and components to 250 I 10K psi.
09:00 9.00 12.00 1 RIU. Install Wash Pipe on Top Drive. Install Pollution Pan on BOP. Adjust

Kelly Hose. Connect Halliburton 2" High Pressure Bleeder Line.
18:00 0.50 12.50 1 Third Party Training on operation of Vacuum Unit.

18:30 5.50 18.00 1 Install Mud Bucket hose to triptank. RIUAir lines to Orbit Valve. Place on
floor Mud Bucket, Sub Rack, and Tool Board. Changed nails in pop-offs.

00:00 6.00 24.00 1 Filled pits partially with water. Test run pumps, mixing pumps, Desander &
Desilter, Trip Pumps, and centrifugals. Repair various leaks. Changing out
butter1Iy valves on pits. Load pipe racks with 123 Jointsof 4" Dri]I Pipe.
Strapped Drill Pipe.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb]) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/17/2013
Report #: 8, DFS: 341.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/16/2013 06:00 8/17/2013 06:00 341.25 0.0 0.0
Operations at Report Time
RIH Picking Up 4"XT-39 DrillPipe
Operations Summary
Changed valves in mud pits. Modified Flow Line with welder. Replaced Pop-Offs on mud pumps. RIH picking up 117 jts of 4" XT-39 Drill Pipe.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 1 Replaced 3 Discharge Valves on Mud Tank. Installed blank on equalizer

line to Pill Pit. RIU Super Choke Station in Drillers Doghouse.

12:00 6.00 12.00 1 Trouble shoot Orbit Valve. Replaced Pop-Offs on both Mud Pumps. Assist
welder in modification to Flow Line. Hammer up union on Flow Line.

18:00 7.50 19.50 1 R/U Hoses to Pollution Pan. Replace 2" Valves on Pop- Off Lines &3"
valve in Trip Tank. Test run mud pumps and Trip Tank Pumps. Assist
welder, repair hole in transfer line between Shaker &Active Pit. M/U 10"
Flange between shaker & active system.

01:30 4.50 24.00 6 Picking up 4"XT-39 DrillPipe and standing back in derrick. Total of 117
jointspicked up (39 Stands).

Mud Check:<depth>ftKB,<dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Dr11ITime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 1nterrnediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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line to Pill Pit. RIU Super Choke Station in Drillers Doghouse.

12:00 6.00 12.00 1 Trouble shoot Orbit Valve. Replaced Pop-Offs on both Mud Pumps. Assist
welder in modification to Flow Line. Hammer up union on Flow Line.

18:00 7.50 19.50 1 R/U Hoses to Pollution Pan. Replace 2" Valves on Pop- Off Lines &3"
valve in Trip Tank. Test run mud pumps and Trip Tank Pumps. Assist
welder, repair hole in transfer line between Shaker &Active Pit. M/U 10"
Flange between shaker & active system.

01:30 4.50 24.00 6 Picking up 4"XT-39 DrillPipe and standing back in derrick. Total of 117
jointspicked up (39 Stands).
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API/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/16/2013 06:00 8/17/2013 06:00 341.25 0.0 0.0
Operations at Report Time
RIH Picking Up 4"XT-39 DrillPipe
Operations Summary
Changed valves in mud pits. Modified Flow Line with welder. Replaced Pop-Offs on mud pumps. RIH picking up 117 jts of 4" XT-39 Drill Pipe.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 1 Replaced 3 Discharge Valves on Mud Tank. Installed blank on equalizer

line to Pill Pit. RIU Super Choke Station in Drillers Doghouse.

12:00 6.00 12.00 1 Trouble shoot Orbit Valve. Replaced Pop-Offs on both Mud Pumps. Assist
welder in modification to Flow Line. Hammer up union on Flow Line.

18:00 7.50 19.50 1 R/U Hoses to Pollution Pan. Replace 2" Valves on Pop- Off Lines &3"
valve in Trip Tank. Test run mud pumps and Trip Tank Pumps. Assist
welder, repair hole in transfer line between Shaker &Active Pit. M/U 10"
Flange between shaker & active system.

01:30 4.50 24.00 6 Picking up 4"XT-39 DrillPipe and standing back in derrick. Total of 117
jointspicked up (39 Stands).

Mud Check:<depth>ftKB,<dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Dr11ITime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 1nterrnediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FII EIXY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/18/2013
Report #: 9, DFS: 342.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Repon Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/17/2013 06:00 8/18/2013 06:00 342.25 0.0 0.0
Operations at Report Time
RlH picking up 4"XT-39 Drill Pipe
Operations Summary
Pick up 4" DP. Repair Pragma Catwalk. Picked up a totalof 7,020 ft of 4" XT-39 DrillPipe and stood back in derrick. MlUCasing Scraper Assembly and RIH
picking up 45 jointsof 4" HWDP & 76 jointsof 4" DrillPipe.
Operations Next Report Peiiod

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 Picked up 3 jointsof 4"XT-39 Drill Pipe and Pragma Catwalk

malfunctioned.

07:00 8.50 9.50 8 Repaired Pragma Catwalk.
15:30 2.50 12.00 6 Picked up 4" XT-39 Drill Pipe and stood back in derrick.
18:00 0.50 12.50 9 Serviced Top Drive and inspect Catwalk.
18:30 3.50 16.00 6 Picked up 7,020 ft of 4" XT-39 Drill Pipe and stood back in derrick.

22:00 3.00 19.00 6 Load racks with 45 jointsof 4" HWDP & 93 jointsof 4" XT-39 DrillPipe.
Moved Casing Scraper, Bit Sub and XO to Rig Floor. Strapped HWDP &
DP.

01:00 5.00 24.00 6 M/U Bit, Casing Scraper, Bit Sub, XO. RIH picking up 45 jointsof 4"XT-39
HWDP and 76 jointsof 4" XT-39 Drill Pipe. Depth is 3,768'.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Íb/gal)Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Report #: 9, DFS: 342.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Repon Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/17/2013 06:00 8/18/2013 06:00 342.25 0.0 0.0
Operations at Report Time
RlH picking up 4"XT-39 Drill Pipe
Operations Summary
Pick up 4" DP. Repair Pragma Catwalk. Picked up a totalof 7,020 ft of 4" XT-39 DrillPipe and stood back in derrick. MlUCasing Scraper Assembly and RIH
picking up 45 jointsof 4" HWDP & 76 jointsof 4" DrillPipe.
Operations Next Report Peiiod

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 Picked up 3 jointsof 4"XT-39 Drill Pipe and Pragma Catwalk

malfunctioned.

07:00 8.50 9.50 8 Repaired Pragma Catwalk.
15:30 2.50 12.00 6 Picked up 4" XT-39 Drill Pipe and stood back in derrick.
18:00 0.50 12.50 9 Serviced Top Drive and inspect Catwalk.
18:30 3.50 16.00 6 Picked up 7,020 ft of 4" XT-39 Drill Pipe and stood back in derrick.

22:00 3.00 19.00 6 Load racks with 45 jointsof 4" HWDP & 93 jointsof 4" XT-39 DrillPipe.
Moved Casing Scraper, Bit Sub and XO to Rig Floor. Strapped HWDP &
DP.

01:00 5.00 24.00 6 M/U Bit, Casing Scraper, Bit Sub, XO. RIH picking up 45 jointsof 4"XT-39
HWDP and 76 jointsof 4" XT-39 Drill Pipe. Depth is 3,768'.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Íb/gal)Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FII EIXY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/18/2013
Report #: 9, DFS: 342.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Repon Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/17/2013 06:00 8/18/2013 06:00 342.25 0.0 0.0
Operations at Report Time
RlH picking up 4"XT-39 Drill Pipe
Operations Summary
Pick up 4" DP. Repair Pragma Catwalk. Picked up a totalof 7,020 ft of 4" XT-39 DrillPipe and stood back in derrick. MlUCasing Scraper Assembly and RIH
picking up 45 jointsof 4" HWDP & 76 jointsof 4" DrillPipe.
Operations Next Report Peiiod

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 Picked up 3 jointsof 4"XT-39 Drill Pipe and Pragma Catwalk

malfunctioned.

07:00 8.50 9.50 8 Repaired Pragma Catwalk.
15:30 2.50 12.00 6 Picked up 4" XT-39 Drill Pipe and stood back in derrick.
18:00 0.50 12.50 9 Serviced Top Drive and inspect Catwalk.
18:30 3.50 16.00 6 Picked up 7,020 ft of 4" XT-39 Drill Pipe and stood back in derrick.

22:00 3.00 19.00 6 Load racks with 45 jointsof 4" HWDP & 93 jointsof 4" XT-39 DrillPipe.
Moved Casing Scraper, Bit Sub and XO to Rig Floor. Strapped HWDP &
DP.

01:00 5.00 24.00 6 M/U Bit, Casing Scraper, Bit Sub, XO. RIH picking up 45 jointsof 4"XT-39
HWDP and 76 jointsof 4" XT-39 Drill Pipe. Depth is 3,768'.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Íb/gal)Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FII EIXY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/18/2013
Report #: 9, DFS: 342.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Repon Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/17/2013 06:00 8/18/2013 06:00 342.25 0.0 0.0
Operations at Report Time
RlH picking up 4"XT-39 Drill Pipe
Operations Summary
Pick up 4" DP. Repair Pragma Catwalk. Picked up a totalof 7,020 ft of 4" XT-39 DrillPipe and stood back in derrick. MlUCasing Scraper Assembly and RIH
picking up 45 jointsof 4" HWDP & 76 jointsof 4" DrillPipe.
Operations Next Report Peiiod

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 Picked up 3 jointsof 4"XT-39 Drill Pipe and Pragma Catwalk

malfunctioned.

07:00 8.50 9.50 8 Repaired Pragma Catwalk.
15:30 2.50 12.00 6 Picked up 4" XT-39 Drill Pipe and stood back in derrick.
18:00 0.50 12.50 9 Serviced Top Drive and inspect Catwalk.
18:30 3.50 16.00 6 Picked up 7,020 ft of 4" XT-39 Drill Pipe and stood back in derrick.

22:00 3.00 19.00 6 Load racks with 45 jointsof 4" HWDP & 93 jointsof 4" XT-39 DrillPipe.
Moved Casing Scraper, Bit Sub and XO to Rig Floor. Strapped HWDP &
DP.

01:00 5.00 24.00 6 M/U Bit, Casing Scraper, Bit Sub, XO. RIH picking up 45 jointsof 4"XT-39
HWDP and 76 jointsof 4" XT-39 Drill Pipe. Depth is 3,768'.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Íb/gal)Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FII EIXY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/18/2013
Report #: 9, DFS: 342.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress:
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

0.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Repon Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/17/2013 06:00 8/18/2013 06:00 342.25 0.0 0.0
Operations at Report Time
RlH picking up 4"XT-39 Drill Pipe
Operations Summary
Pick up 4" DP. Repair Pragma Catwalk. Picked up a totalof 7,020 ft of 4" XT-39 DrillPipe and stood back in derrick. MlUCasing Scraper Assembly and RIH
picking up 45 jointsof 4" HWDP & 76 jointsof 4" DrillPipe.
Operations Next Report Peiiod

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 Picked up 3 jointsof 4"XT-39 Drill Pipe and Pragma Catwalk

malfunctioned.

07:00 8.50 9.50 8 Repaired Pragma Catwalk.
15:30 2.50 12.00 6 Picked up 4" XT-39 Drill Pipe and stood back in derrick.
18:00 0.50 12.50 9 Serviced Top Drive and inspect Catwalk.
18:30 3.50 16.00 6 Picked up 7,020 ft of 4" XT-39 Drill Pipe and stood back in derrick.

22:00 3.00 19.00 6 Load racks with 45 jointsof 4" HWDP & 93 jointsof 4" XT-39 DrillPipe.
Moved Casing Scraper, Bit Sub and XO to Rig Floor. Strapped HWDP &
DP.

01:00 5.00 24.00 6 M/U Bit, Casing Scraper, Bit Sub, XO. RIH picking up 45 jointsof 4"XT-39
HWDP and 76 jointsof 4" XT-39 Drill Pipe. Depth is 3,768'.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Íb/gal)Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/19/2013
Report #: 10, DFS: 343.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 107.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed E1evation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/18/2013 06:00 8/19/2013 06:00 343.25 6,367.0 6,474.0 107.00
Operations at Report Time
MlUWhipstock Assembly.
Operations Summary
RIH picking up 4"XT-39 Drill Pipe, Tagged cement at 6,367'. Changed over to 14.4 ppg OBM. Drill cement from 6,367' to 6,474'. Circulate bottoms up. Pump dry
job, POH L/D Scraper Assembly. M/UWhipstock Assembly.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man I WSL (970) 986-4401
Sam Loredo Company Man IWSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 9 Serviced Rig and Equipment.
06:30 1.00 1.50 6 RIH from 3,768' to 4,328' picking up 4" XT-39 Drill Pipe.
07:30 1.50 3.00 6 Load racks and strap 66 jointsof 4" XT-39 Drill Pipe.
09:00 2.50 5.50 6 RlH from 4,328' to 6,367' picking up 4"XT-39 Drill Pipe. Tagged cement at

6,367'.

11:30 1.50 7.00 6 Installed Rotating Head Element.
13:00 4.50 11.50 5 Held safety meeting with Nabors Crew. Changed well over to 14.4 ppg

OBM.
17:30 6.50 18.00 2 Drilled out cement from 6,367' to 6,474'. WOB 10-15K, SPP 1500 - 1950 6,367.0 6,474.0

psi, Rotary 50 - 80 RPM.

00:00 1.00 19.00 5 Circulated Bottoms Up. Pumped DryJob. 6,474.0 6,474.0
01:00 4.00 23.00 6 Trip out of hole 10 stands, pulled Rotating Head Rubber. Installed Trip 6,474.0 6,474.0

Nipple, POH, L/D Casing Scraper BHA.
05:00 0.50 23.50 9 Serviced Rig & Equipment. 6,474.0 6,474.0
05:30 0.50 24.00 6 MlUSmith Services Whipstock Assembly. 6,474.0 6,474.0

Mud Check: 6,394.0ftKB, 8/18/2013 18:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/18/2013 6,394.0 14.10 53 20.0 13.000 9.000 13.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

125,893.00 28.0 77.8/22.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 6,474.0ftKB, 8/18/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

8/18/2013 6,474.0 14.30 53 20.0 14.000 9.000 13.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

145,151.00 29.0 77.8/22.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,367.0 6,474.0 107.00 8/18/2013 17:30 8/19/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/19/2013
Report #: 10, DFS: 343.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 107.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed E1evation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/18/2013 06:00 8/19/2013 06:00 343.25 6,367.0 6,474.0 107.00
Operations at Report Time
MlUWhipstock Assembly.
Operations Summary
RIH picking up 4"XT-39 Drill Pipe, Tagged cement at 6,367'. Changed over to 14.4 ppg OBM. Drill cement from 6,367' to 6,474'. Circulate bottoms up. Pump dry
job, POH L/D Scraper Assembly. M/UWhipstock Assembly.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man I WSL (970) 986-4401
Sam Loredo Company Man IWSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 9 Serviced Rig and Equipment.
06:30 1.00 1.50 6 RIH from 3,768' to 4,328' picking up 4" XT-39 Drill Pipe.
07:30 1.50 3.00 6 Load racks and strap 66 jointsof 4" XT-39 Drill Pipe.
09:00 2.50 5.50 6 RlH from 4,328' to 6,367' picking up 4"XT-39 Drill Pipe. Tagged cement at

6,367'.

11:30 1.50 7.00 6 Installed Rotating Head Element.
13:00 4.50 11.50 5 Held safety meeting with Nabors Crew. Changed well over to 14.4 ppg

OBM.
17:30 6.50 18.00 2 Drilled out cement from 6,367' to 6,474'. WOB 10-15K, SPP 1500 - 1950 6,367.0 6,474.0

psi, Rotary 50 - 80 RPM.

00:00 1.00 19.00 5 Circulated Bottoms Up. Pumped DryJob. 6,474.0 6,474.0
01:00 4.00 23.00 6 Trip out of hole 10 stands, pulled Rotating Head Rubber. Installed Trip 6,474.0 6,474.0

Nipple, POH, L/D Casing Scraper BHA.
05:00 0.50 23.50 9 Serviced Rig & Equipment. 6,474.0 6,474.0
05:30 0.50 24.00 6 MlUSmith Services Whipstock Assembly. 6,474.0 6,474.0

Mud Check: 6,394.0ftKB, 8/18/2013 18:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/18/2013 6,394.0 14.10 53 20.0 13.000 9.000 13.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

125,893.00 28.0 77.8/22.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 6,474.0ftKB, 8/18/2013 23:00
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145,151.00 29.0 77.8/22.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,367.0 6,474.0 107.00 8/18/2013 17:30 8/19/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/19/2013
Report #: 10, DFS: 343.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 107.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed E1evation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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RIH picking up 4"XT-39 Drill Pipe, Tagged cement at 6,367'. Changed over to 14.4 ppg OBM. Drill cement from 6,367' to 6,474'. Circulate bottoms up. Pump dry
job, POH L/D Scraper Assembly. M/UWhipstock Assembly.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man I WSL (970) 986-4401
Sam Loredo Company Man IWSL (970) 986-4401
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0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,367.0 6,474.0 107.00 8/18/2013 17:30 8/19/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDÙITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/19/2013
Epl T :n 6Pr:Mtir CcTpr y Report #: 10, DFS: 343.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 107.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
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10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/20/2013
Report #: 11, DFS: 344.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 10.00
APllUWI Excaliber ID Well Area Basin FieÍd Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/19/2013 06:00 8/20/2013 06:00 344.25 6,444.0 6,454.0 10.00
Operations at Report Time
Milling window in 7" Casing.
Operations Summary
Trip in hole with whipstock to 6,448'. Held PJSM with Gyro-Data. RIU Gyro tools.Oriented Whipstock to 154 AZM. POH with wireline. R/D Gyro Equipment. Set
whipstock with bottom at 6,464', top of slide at 6,444', Bottom of slide at 6,454'. Sheared off. Milled window in 7" casing from 6,444' to 6,454'.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 9 Serviced Rig and Equipment. Adjusted Brakes. 6,474.0 6,474.0
07:00 3.50 4.50 6 Held PJSM with Smith Services, Rig Crew and Pathfinder. M/USmith TMP 6,474.0 6,474.0

Whipstock Assembly.

10:30 1.00 5.50 6 RIH at 2 minutes per stand to 1,450'. 6,474.0 6,474.0
11:30 2.50 8.00 6 Installed Rotating Head Rubber. 6,474.0 6,474.0
14:00 4.00 12.00 6 RIHwith Whipstock Assembly from 1,450' to 6,448' at 2 minutes per stand. 6,444.0 6,444.0

18:00 2.50 14.50 11 Held PJSM with Gyrodata, Rig Crew and Pathfinder. Rigged up sheave at 6,444.0 6,444.0
crown. R/U lines and equipment.

20:30 4.50 19.00 11 Ran Gyro on wireline to UBHOsub. Oriented Whipstock face to 154 Azm. 6,444.0 6,444.0
POH with wireline and rigged down equipment.

01:00 1.00 20.00 6 Positioned bottom of Whipstock at 6,464', Top of Ramp at 6,444', bottom of 6,444.0 6,444.0
ramp at 6,454'. Set Whipstock in stages to 3900 psi. Sheared off of
Whipstock.

02:00 4.00 24.00 2 Milled window in 7" Casing from 6,444' to 6,454'. WOB 1-3K, RPM 50-75, 6,444.0 6,454.0
SPP 3,040 psi, 245 GPM.
Torque 1500 - 5000, Avg 2600. Mud Wt 14.3 PPG.

Mud Check: 6,474.0ftKB, 8/19/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/19/2013 6,474.0 14.40 53 20.0 14.000 9.000 13.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

153,612.00 29.5 78.7/21.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
4.0

Mud Check: 6,446.0ftKB, 8/19/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/19/2013 6,446.0 14.40 55 20.0 14.000 9.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb]) Solids (%) CaCI (ppm) OilWater Ratio

140,334.00 29.5 78.7/21.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
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43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/19/2013 06:00 8/20/2013 06:00 344.25 6,444.0 6,454.0 10.00
Operations at Report Time
Milling window in 7" Casing.
Operations Summary
Trip in hole with whipstock to 6,448'. Held PJSM with Gyro-Data. RIU Gyro tools.Oriented Whipstock to 154 AZM. POH with wireline. R/D Gyro Equipment. Set
whipstock with bottom at 6,464', top of slide at 6,444', Bottom of slide at 6,454'. Sheared off. Milled window in 7" casing from 6,444' to 6,454'.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 9 Serviced Rig and Equipment. Adjusted Brakes. 6,474.0 6,474.0
07:00 3.50 4.50 6 Held PJSM with Smith Services, Rig Crew and Pathfinder. M/USmith TMP 6,474.0 6,474.0

Whipstock Assembly.

10:30 1.00 5.50 6 RIH at 2 minutes per stand to 1,450'. 6,474.0 6,474.0
11:30 2.50 8.00 6 Installed Rotating Head Rubber. 6,474.0 6,474.0
14:00 4.00 12.00 6 RIHwith Whipstock Assembly from 1,450' to 6,448' at 2 minutes per stand. 6,444.0 6,444.0

18:00 2.50 14.50 11 Held PJSM with Gyrodata, Rig Crew and Pathfinder. Rigged up sheave at 6,444.0 6,444.0
crown. R/U lines and equipment.

20:30 4.50 19.00 11 Ran Gyro on wireline to UBHOsub. Oriented Whipstock face to 154 Azm. 6,444.0 6,444.0
POH with wireline and rigged down equipment.

01:00 1.00 20.00 6 Positioned bottom of Whipstock at 6,464', Top of Ramp at 6,444', bottom of 6,444.0 6,444.0
ramp at 6,454'. Set Whipstock in stages to 3900 psi. Sheared off of
Whipstock.

02:00 4.00 24.00 2 Milled window in 7" Casing from 6,444' to 6,454'. WOB 1-3K, RPM 50-75, 6,444.0 6,454.0
SPP 3,040 psi, 245 GPM.
Torque 1500 - 5000, Avg 2600. Mud Wt 14.3 PPG.

Mud Check: 6,474.0ftKB, 8/19/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/19/2013 6,474.0 14.40 53 20.0 14.000 9.000 13.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

153,612.00 29.5 78.7/21.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
4.0

Mud Check: 6,446.0ftKB, 8/19/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/19/2013 6,446.0 14.40 55 20.0 14.000 9.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb]) Solids (%) CaCI (ppm) OilWater Ratio

140,334.00 29.5 78.7/21.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/20/2013
Report #: 11, DFS: 344.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 10.00
APllUWI Excaliber ID Well Area Basin FieÍd Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
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Operations at Report Time
Milling window in 7" Casing.
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Trip in hole with whipstock to 6,448'. Held PJSM with Gyro-Data. RIU Gyro tools.Oriented Whipstock to 154 AZM. POH with wireline. R/D Gyro Equipment. Set
whipstock with bottom at 6,464', top of slide at 6,444', Bottom of slide at 6,454'. Sheared off. Milled window in 7" casing from 6,444' to 6,454'.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 9 Serviced Rig and Equipment. Adjusted Brakes. 6,474.0 6,474.0
07:00 3.50 4.50 6 Held PJSM with Smith Services, Rig Crew and Pathfinder. M/USmith TMP 6,474.0 6,474.0

Whipstock Assembly.

10:30 1.00 5.50 6 RIH at 2 minutes per stand to 1,450'. 6,474.0 6,474.0

11:30 2.50 8.00 6 Installed Rotating Head Rubber. 6,474.0 6,474.0

14:00 4.00 12.00 6 RIHwith Whipstock Assembly from 1,450' to 6,448' at 2 minutes per stand. 6,444.0 6,444.0
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POH with wireline and rigged down equipment.

01:00 1.00 20.00 6 Positioned bottom of Whipstock at 6,464', Top of Ramp at 6,444', bottom of 6,444.0 6,444.0
ramp at 6,454'. Set Whipstock in stages to 3900 psi. Sheared off of
Whipstock.

02:00 4.00 24.00 2 Milled window in 7" Casing from 6,444' to 6,454'. WOB 1-3K, RPM 50-75, 6,444.0 6,454.0
SPP 3,040 psi, 245 GPM.
Torque 1500 - 5000, Avg 2600. Mud Wt 14.3 PPG.

Mud Check: 6,474.0ftKB, 8/19/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...
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153,612.00 29.5 78.7/21.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
4.0

Mud Check: 6,446.0ftKB, 8/19/2013 23:00
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8/19/2013 6,446.0 14.40 55 20.0 14.000 9.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb]) Solids (%) CaCI (ppm) OilWater Ratio
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled (ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) IDNom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

Page 1/2 Report Printed:



RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/20/2013
Report #: 11, DFS: 344.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 10.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/20/2013
Report #: 11, DFS: 344.25
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber ID Wel1Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOffDepth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/20/2013 06:00 8/21/2013 06:00 345.25 6,454.0 6,454.0 0.00
Operations at Report Time

Making up Side Entry Sub for Gyro
Operations Summary
Mill window FI 6,444' to 6,454', drill 15' formation to 6,569', Circulate hole clean, F.I.T. to 18.0 ppg EMW. Circulate & POOH L/D Whipstock Running Tools. MlU
Directional BHA,Shallow test MWD, Trip In Hole. RIU Gyrodata Sheaves and lines. Build Side Entry Sub stand.
Operations Next Report Period
Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 2 Drilled Formation from 6,454' to 6,469'. WOB 1-3K, RPM 50-75, SPP 3,040 6,454.0 6,469.0
psi, 245 GPM.
Torque 1500 - 5000, Avg 2600. Mud Wt 14.3 PPG.

09:00 1.00 4.00 5 Performed F.I.T. to 18.0 PPG EMWwith 1244 psi. OMW 14.3 PPG. Good 6,469.0 6,469.0
Test.

10:00 1.50 5.50 5 Circulated hole clean. Pumped dry job. 6,469.0 6,469.0
11:30 1.00 6.50 9 Serviced Rig, Top Drive, Power Catwalk and Washpipe. 6,469.0 6,469.0
12:30 2.00 8.50 6 Trip out of hole from 6,469' to 1,431'. Monitored displacement from Trip 6,469.0 6,469.0

Tank. Hole took correct amount ofdisplacement fluid.
14:30 0.50 9.00 6 Pulled Rotating Head and installed Trip Nipple. 6,469.0 6,469.0
15:00 2.00 11.00 6 Trip out of hole from 1,431' to Surface. L/D Whipstock Running Tools. 6,469.0 6,469.0
17:00 0.50 11.50 6 Moved Directional BHAto pipe racks. 6,469.0 6,469.0
17:30 0.50 12.00 6 Installed Wear Bushing. 6,469.0 6,469.0

18:00 4.00 16.00 6 MlUDirectional BHA.Orient BHA.Shallow test MWD. MlU Bit, Filter Sub, 6,469.0 6,469.0
and Gyrodata Muleshoe.

22:00 0.50 16.50 6 Removed Rotating Head Bushing from stand of 4" Drill Pipe. 6,469.0 6,469.0
22:30 1.50 18.00 6 MlUGyrodata Side Entry Sub on jointof 4" Drill Pipe and laid down on 6,469.0 6,469.0

Catwalk.
00:00 3.00 21.00 6 Trip in hole to 5,980'. Filled drill pipe every 20 stands. 6,469.0 6,469.0
03:00 1.00 22.00 6 Remove tripnipple. Remove old rotating head rubber from stand. Install 6,469.0 6,469.0

new rotating head rubber and bowl gasket.
04:00 0.50 22.50 6 Trip in hole fl 5980' to 6350'. 6,469.0 6,469.0
04:30 1.50 24.00 20 Pre Job Safety meeting with Gyro Data and Rig Crew. Hang Wireline 6,469.0 6,469.0

Sheave. Build Side Entry stand.
Mud Check: 6,469.0ftKB, 8/20/2013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (!bf/1...Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/20/2013 6,469.0 14.40 56 24.0 22.000 14.000 17.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

80,204.000 30.0 78.6/21.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

11.0
Mud Check: 6,469.0ftKB, 8/20/2013 23:00
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MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb]) Solids (%) CaCI (ppm) OilWater Ratio

93,629.000 30.0 78.6/21.4
Mud Lost (Hole) (bb]) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber ID Wel1Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 2 Drilled Formation from 6,454' to 6,469'. WOB 1-3K, RPM 50-75, SPP 3,040 6,454.0 6,469.0
psi, 245 GPM.
Torque 1500 - 5000, Avg 2600. Mud Wt 14.3 PPG.

09:00 1.00 4.00 5 Performed F.I.T. to 18.0 PPG EMWwith 1244 psi. OMW 14.3 PPG. Good 6,469.0 6,469.0
Test.

10:00 1.50 5.50 5 Circulated hole clean. Pumped dry job. 6,469.0 6,469.0

11:30 1.00 6.50 9 Serviced Rig, Top Drive, Power Catwalk and Washpipe. 6,469.0 6,469.0

12:30 2.00 8.50 6 Trip out of hole from 6,469' to 1,431'. Monitored displacement from Trip 6,469.0 6,469.0
Tank. Hole took correct amount ofdisplacement fluid.

14:30 0.50 9.00 6 Pulled Rotating Head and installed Trip Nipple. 6,469.0 6,469.0

15:00 2.00 11.00 6 Trip out of hole from 1,431' to Surface. L/D Whipstock Running Tools. 6,469.0 6,469.0

17:00 0.50 11.50 6 Moved Directional BHAto pipe racks. 6,469.0 6,469.0

17:30 0.50 12.00 6 Installed Wear Bushing. 6,469.0 6,469.0

18:00 4.00 16.00 6 MlUDirectional BHA.Orient BHA.Shallow test MWD. MlU Bit, Filter Sub, 6,469.0 6,469.0
and Gyrodata Muleshoe.

22:00 0.50 16.50 6 Removed Rotating Head Bushing from stand of 4" Drill Pipe. 6,469.0 6,469.0
22:30 1.50 18.00 6 MlUGyrodata Side Entry Sub on jointof 4" Drill Pipe and laid down on 6,469.0 6,469.0

Catwalk.
00:00 3.00 21.00 6 Trip in hole to 5,980'. Filled drill pipe every 20 stands. 6,469.0 6,469.0
03:00 1.00 22.00 6 Remove tripnipple. Remove old rotating head rubber from stand. Install 6,469.0 6,469.0

new rotating head rubber and bowl gasket.
04:00 0.50 22.50 6 Trip in hole fl 5980' to 6350'. 6,469.0 6,469.0
04:30 1.50 24.00 20 Pre Job Safety meeting with Gyro Data and Rig Crew. Hang Wireline 6,469.0 6,469.0

Sheave. Build Side Entry stand.
Mud Check: 6,469.0ftKB, 8/20/2013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (!bf/1...Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/20/2013 6,469.0 14.40 56 24.0 22.000 14.000 17.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

80,204.000 30.0 78.6/21.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

11.0
Mud Check: 6,469.0ftKB, 8/20/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/20/2013 6,469.0 14.40 56 24.0 22.000 13.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb]) Solids (%) CaCI (ppm) OilWater Ratio

93,629.000 30.0 78.6/21.4
Mud Lost (Hole) (bb]) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber ID Wel1Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOffDepth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/20/2013 06:00 8/21/2013 06:00 345.25 6,454.0 6,454.0 0.00
Operations at Report Time

Making up Side Entry Sub for Gyro
Operations Summary
Mill window FI 6,444' to 6,454', drill 15' formation to 6,569', Circulate hole clean, F.I.T. to 18.0 ppg EMW. Circulate & POOH L/D Whipstock Running Tools. MlU
Directional BHA,Shallow test MWD, Trip In Hole. RIU Gyrodata Sheaves and lines. Build Side Entry Sub stand.
Operations Next Report Period
Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 2 Drilled Formation from 6,454' to 6,469'. WOB 1-3K, RPM 50-75, SPP 3,040 6,454.0 6,469.0
psi, 245 GPM.
Torque 1500 - 5000, Avg 2600. Mud Wt 14.3 PPG.

09:00 1.00 4.00 5 Performed F.I.T. to 18.0 PPG EMWwith 1244 psi. OMW 14.3 PPG. Good 6,469.0 6,469.0
Test.
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11:30 1.00 6.50 9 Serviced Rig, Top Drive, Power Catwalk and Washpipe. 6,469.0 6,469.0

12:30 2.00 8.50 6 Trip out of hole from 6,469' to 1,431'. Monitored displacement from Trip 6,469.0 6,469.0
Tank. Hole took correct amount ofdisplacement fluid.

14:30 0.50 9.00 6 Pulled Rotating Head and installed Trip Nipple. 6,469.0 6,469.0

15:00 2.00 11.00 6 Trip out of hole from 1,431' to Surface. L/D Whipstock Running Tools. 6,469.0 6,469.0
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22:30 1.50 18.00 6 MlUGyrodata Side Entry Sub on jointof 4" Drill Pipe and laid down on 6,469.0 6,469.0
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00:00 3.00 21.00 6 Trip in hole to 5,980'. Filled drill pipe every 20 stands. 6,469.0 6,469.0
03:00 1.00 22.00 6 Remove tripnipple. Remove old rotating head rubber from stand. Install 6,469.0 6,469.0

new rotating head rubber and bowl gasket.
04:00 0.50 22.50 6 Trip in hole fl 5980' to 6350'. 6,469.0 6,469.0
04:30 1.50 24.00 20 Pre Job Safety meeting with Gyro Data and Rig Crew. Hang Wireline 6,469.0 6,469.0

Sheave. Build Side Entry stand.
Mud Check: 6,469.0ftKB, 8/20/2013 13:00
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excallber ID Well Area Basin Fleid Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excallber ID Well Area Basin Fleid Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excallber ID Well Area Basin Fleid Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excallber ID Well Area Basin Fleid Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excallber ID Well Area Basin Fleid Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/21/2013
Report #: 12, DFS: 345.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excallber ID Well Area Basin Fleid Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,444.0 6,454.0 10.00 8/20/2013 02:00 8/20/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:



RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIÑOITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
APllUWI Excallber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/21/2013 06:00 8/22/2013 06:00 346.25 6,469.0 6,505.0 36.00
Operations at Report Time
Drill6" Curve Section
Operations Summary
MlUSide Entry Sub stand. Hung sheave. RIH w/ gyro on wireline. Tool malfunction. POH with Gyro and rehead line. RIH with gyro on wireline. Drilled from
6,469' to 6,505'. Pull gyro toolup to side entry sub. Set back side entry sub stand. L/D 1 Jt. of 4" DP. M/U stand.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man IWSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 6 MlU Side Entry Sub, Picked up 4 Joints of XT-39 Drill Pipe. Stood back 6,469.0 6,469.0

stand with side entry sub. Broke circulation to clear pipe. MlU stand with
side entry sub.

09:00 1.00 4.00 11 Hung Gyrodata sheave for running Gyro on wireline. 6,469.0 6,469.0
10:00 2.00 6.00 11 RIHwith Gyro on wireline and land in Muleshoe Sub. Pumped to check for 6,469.0 6,469.0

leaks on pack-off. Troubleshoot connection signal.
12:00 - 3.50 9.50 11 Pulled Gyro tools up to side entry sub. Broke stand and L/D Gyro Tools. 6,469.0 6,469.0

Rehead line and test toolson Catwalk.
15:30 2.50 12.00 11 Picked up Gyro Tools. Made up DrillPipe Connection. RIHwith Gyro on 6,469.0 6,469.0

wireline and seated in muleshoe sub. Pumped to test packoff.
18:00 0.50 12.50 20 Orient Mud Motor with Gyro. 6,469.0 6,469.0
18:30 0.50 13.00 9 Serviced Rig and Equipment. 6,469.0 6,469.0
19:00 1.00 14.00 8 Changed out o-ring on standpipe connection. 6,469.0 6,469.0
20:00 4.00 18.00 2 Drilled 6" Curve Section From 6,469' to 6,487'. WOB 3-12k, Rotary 0 rpm, 6,469.0 6,487.0

Q= 210 gpm. P= 2900 psi. MW in/out: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.
BOP Drill Men in position: 50 sec.

00:00 1.00 19.00 20 Slipped wireline through rope socket 3' to change wear point. 6,487.0 6,487.0
01:00 1.00 20.00 2 Drilled 6" Curve Section From 6,487' to 6,496'. WOB 3-12k, Rotary 0 rpm, 6,487.0 6,496.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in I 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.

02:00 1.00 21.00 20 Troubleshoot gyrodata floor display malfunction. 6,496.0 6,496.0
03:00 1.00 22.00 2 Drilled 6" Curve Section From 6,496' to 6,505'. WOB 3-12k, Rotary 0 rpm, 6,496.0 6,505.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, Oft flare. Cgas: 0 units.

04:00 1.00 23.00 20 POH with Gyro Tool to Side Entry Sub. 6,505.0 6,505.0
05:00 1.00 24.00 6 Moved top sheave from derrick to Crown. Stood back side entry sub stand. 6,505.0 6,505.0

L/D 1 Jt. of drill pipe. M/U stand # 53.

Mud Check: 6,469.0ftKB, 8/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/21/2013 6,469.0 14.70 63 22.0 22.000 13.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

92,069.000 199,263.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 15.18 95.0
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Sundry Number: 42616 API Well Number: 43019500190000

FIÑOITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
APllUWI Excallber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/21/2013 06:00 8/22/2013 06:00 346.25 6,469.0 6,505.0 36.00
Operations at Report Time
Drill6" Curve Section
Operations Summary
MlUSide Entry Sub stand. Hung sheave. RIH w/ gyro on wireline. Tool malfunction. POH with Gyro and rehead line. RIH with gyro on wireline. Drilled from
6,469' to 6,505'. Pull gyro toolup to side entry sub. Set back side entry sub stand. L/D 1 Jt. of 4" DP. M/U stand.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man IWSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 6 MlU Side Entry Sub, Picked up 4 Joints of XT-39 Drill Pipe. Stood back 6,469.0 6,469.0

stand with side entry sub. Broke circulation to clear pipe. MlU stand with
side entry sub.

09:00 1.00 4.00 11 Hung Gyrodata sheave for running Gyro on wireline. 6,469.0 6,469.0
10:00 2.00 6.00 11 RIHwith Gyro on wireline and land in Muleshoe Sub. Pumped to check for 6,469.0 6,469.0

leaks on pack-off. Troubleshoot connection signal.
12:00 - 3.50 9.50 11 Pulled Gyro tools up to side entry sub. Broke stand and L/D Gyro Tools. 6,469.0 6,469.0

Rehead line and test toolson Catwalk.
15:30 2.50 12.00 11 Picked up Gyro Tools. Made up DrillPipe Connection. RIHwith Gyro on 6,469.0 6,469.0

wireline and seated in muleshoe sub. Pumped to test packoff.
18:00 0.50 12.50 20 Orient Mud Motor with Gyro. 6,469.0 6,469.0
18:30 0.50 13.00 9 Serviced Rig and Equipment. 6,469.0 6,469.0
19:00 1.00 14.00 8 Changed out o-ring on standpipe connection. 6,469.0 6,469.0
20:00 4.00 18.00 2 Drilled 6" Curve Section From 6,469' to 6,487'. WOB 3-12k, Rotary 0 rpm, 6,469.0 6,487.0

Q= 210 gpm. P= 2900 psi. MW in/out: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.
BOP Drill Men in position: 50 sec.

00:00 1.00 19.00 20 Slipped wireline through rope socket 3' to change wear point. 6,487.0 6,487.0
01:00 1.00 20.00 2 Drilled 6" Curve Section From 6,487' to 6,496'. WOB 3-12k, Rotary 0 rpm, 6,487.0 6,496.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in I 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.

02:00 1.00 21.00 20 Troubleshoot gyrodata floor display malfunction. 6,496.0 6,496.0
03:00 1.00 22.00 2 Drilled 6" Curve Section From 6,496' to 6,505'. WOB 3-12k, Rotary 0 rpm, 6,496.0 6,505.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, Oft flare. Cgas: 0 units.

04:00 1.00 23.00 20 POH with Gyro Tool to Side Entry Sub. 6,505.0 6,505.0
05:00 1.00 24.00 6 Moved top sheave from derrick to Crown. Stood back side entry sub stand. 6,505.0 6,505.0

L/D 1 Jt. of drill pipe. M/U stand # 53.

Mud Check: 6,469.0ftKB, 8/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/21/2013 6,469.0 14.70 63 22.0 22.000 13.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

92,069.000 199,263.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 15.18 95.0
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Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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Operations at Report Time
Drill6" Curve Section
Operations Summary
MlUSide Entry Sub stand. Hung sheave. RIH w/ gyro on wireline. Tool malfunction. POH with Gyro and rehead line. RIH with gyro on wireline. Drilled from
6,469' to 6,505'. Pull gyro toolup to side entry sub. Set back side entry sub stand. L/D 1 Jt. of 4" DP. M/U stand.
Operations Next Report Period
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Weather Wellbore
Cloudy Original Hole
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Sam Loredo Company Man IWSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 6 MlU Side Entry Sub, Picked up 4 Joints of XT-39 Drill Pipe. Stood back 6,469.0 6,469.0

stand with side entry sub. Broke circulation to clear pipe. MlU stand with
side entry sub.

09:00 1.00 4.00 11 Hung Gyrodata sheave for running Gyro on wireline. 6,469.0 6,469.0
10:00 2.00 6.00 11 RIHwith Gyro on wireline and land in Muleshoe Sub. Pumped to check for 6,469.0 6,469.0

leaks on pack-off. Troubleshoot connection signal.
12:00 - 3.50 9.50 11 Pulled Gyro tools up to side entry sub. Broke stand and L/D Gyro Tools. 6,469.0 6,469.0

Rehead line and test toolson Catwalk.
15:30 2.50 12.00 11 Picked up Gyro Tools. Made up DrillPipe Connection. RIHwith Gyro on 6,469.0 6,469.0

wireline and seated in muleshoe sub. Pumped to test packoff.
18:00 0.50 12.50 20 Orient Mud Motor with Gyro. 6,469.0 6,469.0
18:30 0.50 13.00 9 Serviced Rig and Equipment. 6,469.0 6,469.0
19:00 1.00 14.00 8 Changed out o-ring on standpipe connection. 6,469.0 6,469.0
20:00 4.00 18.00 2 Drilled 6" Curve Section From 6,469' to 6,487'. WOB 3-12k, Rotary 0 rpm, 6,469.0 6,487.0

Q= 210 gpm. P= 2900 psi. MW in/out: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.
BOP Drill Men in position: 50 sec.

00:00 1.00 19.00 20 Slipped wireline through rope socket 3' to change wear point. 6,487.0 6,487.0
01:00 1.00 20.00 2 Drilled 6" Curve Section From 6,487' to 6,496'. WOB 3-12k, Rotary 0 rpm, 6,487.0 6,496.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in I 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.

02:00 1.00 21.00 20 Troubleshoot gyrodata floor display malfunction. 6,496.0 6,496.0
03:00 1.00 22.00 2 Drilled 6" Curve Section From 6,496' to 6,505'. WOB 3-12k, Rotary 0 rpm, 6,496.0 6,505.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, Oft flare. Cgas: 0 units.

04:00 1.00 23.00 20 POH with Gyro Tool to Side Entry Sub. 6,505.0 6,505.0
05:00 1.00 24.00 6 Moved top sheave from derrick to Crown. Stood back side entry sub stand. 6,505.0 6,505.0

L/D 1 Jt. of drill pipe. M/U stand # 53.

Mud Check: 6,469.0ftKB, 8/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/21/2013 6,469.0 14.70 63 22.0 22.000 13.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

92,069.000 199,263.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 15.18 95.0

Page 1/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIÑOITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
APllUWI Excallber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/21/2013 06:00 8/22/2013 06:00 346.25 6,469.0 6,505.0 36.00
Operations at Report Time
Drill6" Curve Section
Operations Summary
MlUSide Entry Sub stand. Hung sheave. RIH w/ gyro on wireline. Tool malfunction. POH with Gyro and rehead line. RIH with gyro on wireline. Drilled from
6,469' to 6,505'. Pull gyro toolup to side entry sub. Set back side entry sub stand. L/D 1 Jt. of 4" DP. M/U stand.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man IWSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 6 MlU Side Entry Sub, Picked up 4 Joints of XT-39 Drill Pipe. Stood back 6,469.0 6,469.0

stand with side entry sub. Broke circulation to clear pipe. MlU stand with
side entry sub.

09:00 1.00 4.00 11 Hung Gyrodata sheave for running Gyro on wireline. 6,469.0 6,469.0
10:00 2.00 6.00 11 RIHwith Gyro on wireline and land in Muleshoe Sub. Pumped to check for 6,469.0 6,469.0

leaks on pack-off. Troubleshoot connection signal.
12:00 - 3.50 9.50 11 Pulled Gyro tools up to side entry sub. Broke stand and L/D Gyro Tools. 6,469.0 6,469.0

Rehead line and test toolson Catwalk.
15:30 2.50 12.00 11 Picked up Gyro Tools. Made up DrillPipe Connection. RIHwith Gyro on 6,469.0 6,469.0

wireline and seated in muleshoe sub. Pumped to test packoff.
18:00 0.50 12.50 20 Orient Mud Motor with Gyro. 6,469.0 6,469.0
18:30 0.50 13.00 9 Serviced Rig and Equipment. 6,469.0 6,469.0
19:00 1.00 14.00 8 Changed out o-ring on standpipe connection. 6,469.0 6,469.0
20:00 4.00 18.00 2 Drilled 6" Curve Section From 6,469' to 6,487'. WOB 3-12k, Rotary 0 rpm, 6,469.0 6,487.0

Q= 210 gpm. P= 2900 psi. MW in/out: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.
BOP Drill Men in position: 50 sec.

00:00 1.00 19.00 20 Slipped wireline through rope socket 3' to change wear point. 6,487.0 6,487.0
01:00 1.00 20.00 2 Drilled 6" Curve Section From 6,487' to 6,496'. WOB 3-12k, Rotary 0 rpm, 6,487.0 6,496.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in I 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.
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03:00 1.00 22.00 2 Drilled 6" Curve Section From 6,496' to 6,505'. WOB 3-12k, Rotary 0 rpm, 6,496.0 6,505.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, Oft flare. Cgas: 0 units.

04:00 1.00 23.00 20 POH with Gyro Tool to Side Entry Sub. 6,505.0 6,505.0
05:00 1.00 24.00 6 Moved top sheave from derrick to Crown. Stood back side entry sub stand. 6,505.0 6,505.0

L/D 1 Jt. of drill pipe. M/U stand # 53.

Mud Check: 6,469.0ftKB, 8/21/2013 14:00
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06:00 3.00 3.00 6 MlU Side Entry Sub, Picked up 4 Joints of XT-39 Drill Pipe. Stood back 6,469.0 6,469.0

stand with side entry sub. Broke circulation to clear pipe. MlU stand with
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09:00 1.00 4.00 11 Hung Gyrodata sheave for running Gyro on wireline. 6,469.0 6,469.0
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19:00 1.00 14.00 8 Changed out o-ring on standpipe connection. 6,469.0 6,469.0

20:00 4.00 18.00 2 Drilled 6" Curve Section From 6,469' to 6,487'. WOB 3-12k, Rotary 0 rpm, 6,469.0 6,487.0
Q= 210 gpm. P= 2900 psi. MW in/out: 14.5 in / 14.5 ppg out. Bgas: 13
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00:00 1.00 19.00 20 Slipped wireline through rope socket 3' to change wear point. 6,487.0 6,487.0
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Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in I 14.5 ppg out. Bgas: 13
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03:00 1.00 22.00 2 Drilled 6" Curve Section From 6,496' to 6,505'. WOB 3-12k, Rotary 0 rpm, 6,496.0 6,505.0
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stand with side entry sub. Broke circulation to clear pipe. MlU stand with
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09:00 1.00 4.00 11 Hung Gyrodata sheave for running Gyro on wireline. 6,469.0 6,469.0

10:00 2.00 6.00 11 RIHwith Gyro on wireline and land in Muleshoe Sub. Pumped to check for 6,469.0 6,469.0
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15:30 2.50 12.00 11 Picked up Gyro Tools. Made up DrillPipe Connection. RIHwith Gyro on 6,469.0 6,469.0
wireline and seated in muleshoe sub. Pumped to test packoff.

18:00 0.50 12.50 20 Orient Mud Motor with Gyro. 6,469.0 6,469.0

18:30 0.50 13.00 9 Serviced Rig and Equipment. 6,469.0 6,469.0

19:00 1.00 14.00 8 Changed out o-ring on standpipe connection. 6,469.0 6,469.0

20:00 4.00 18.00 2 Drilled 6" Curve Section From 6,469' to 6,487'. WOB 3-12k, Rotary 0 rpm, 6,469.0 6,487.0
Q= 210 gpm. P= 2900 psi. MW in/out: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.
BOP Drill Men in position: 50 sec.

00:00 1.00 19.00 20 Slipped wireline through rope socket 3' to change wear point. 6,487.0 6,487.0

01:00 1.00 20.00 2 Drilled 6" Curve Section From 6,487' to 6,496'. WOB 3-12k, Rotary 0 rpm, 6,487.0 6,496.0
Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in I 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.

02:00 1.00 21.00 20 Troubleshoot gyrodata floor display malfunction. 6,496.0 6,496.0
03:00 1.00 22.00 2 Drilled 6" Curve Section From 6,496' to 6,505'. WOB 3-12k, Rotary 0 rpm, 6,496.0 6,505.0

Q= 210 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, Oft flare. Cgas: 0 units.

04:00 1.00 23.00 20 POH with Gyro Tool to Side Entry Sub. 6,505.0 6,505.0
05:00 1.00 24.00 6 Moved top sheave from derrick to Crown. Stood back side entry sub stand. 6,505.0 6,505.0

L/D 1 Jt. of drill pipe. M/U stand # 53.

Mud Check: 6,469.0ftKB, 8/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/21/2013 6,469.0 14.70 63 22.0 22.000 13.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

92,069.000 199,263.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 15.18 95.0
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
API/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 6,497.0ftKB, 8/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/21/2013 6,497.0 14.50 62 22.0 23.000 13.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

99,520.000 143,001.00 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 13.0 15.64 91.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
API/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 6,497.0ftKB, 8/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

99,520.000 143,001.00 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 13.0 15.64 91.0
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Casing & Liners

Set Depth OD Nom Max
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10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
API/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
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99,520.000 143,001.00 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
API/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
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Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
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99,520.000 143,001.00 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 13.0 15.64 91.0
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6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
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10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
API/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
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99,520.000 143,001.00 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 13.0 15.64 91.0
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Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/22/2013
Report #: 13, DFS: 346.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 36.00
API/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 6,497.0ftKB, 8/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/21/2013 6,497.0 14.50 62 22.0 23.000 13.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

99,520.000 143,001.00 30.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 13.0 15.64 91.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/23/2013
Report #: 14, DFS: 347.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 293.00
APflUWI Excaliber ID Well Area Basin Field Name Well Conilguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand LJT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/22/2013 06:00 8/23/2013 06:00 347.25 6,505.0 6,798.0 293.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drill 6" Curve Section from 6,505' to 6,605'. MlU Side Entry Sub Stand. RID Wireline. L/D 3 Joints of 4" Drill Pipe and Side Entry Sub. Drilled 6" Curve section
from 6,605' to 6,798'. Mud Losses past 24 hrs: 18 bbl.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 6" Curve Section Rotating From 6,505' to 6,554'. WOB 12k, Rotary 6,505.0 6,554.0

40 rpm, Q= 245 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas:
13 units, Oft flare. Cgas: 0 units.

08:30 3.00 5.50 2 Drilled 6" Curve Section Sliding From 6,554' to 6,605'. WOB 8k, Rotary 0 6,554.0 6,605.0
rpm, Q= 245 gpm. P= 2900 psi. MWinlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.

11:30 2.50 8.00 20 Pulled 1 stand, Picked up Side Entry Sub Stand. R/D Gyrodata wireline 6,605.0 6,605.0
equipment. L/D side entry sub and 3 Jointsof 4" Drill Pipe.

14:00 6.00 14.00 2 Drilled6" Curve Section Sliding From 6,605' to 6,700'. WOB 8-12k, Rotary 6,605.0 6,700.0
0-40 rpm, Q= 245 gpm. P= 3400 psi. MW inlout: 14.5 in / 14.5 ppg out.
Bgas: 20 units, Oft flare. Cgas: 0 units. Begin flowing throughMPD, full
open at 6703 ft.

20:00 2.00 16.00 22 Rotating Head Leaking. Stand Back 1 stand. Pulled Rotating Head Rubber 6,700.0 6,700.0
and Gasket. Filed down burrs in bowl. Installed new gasket and Rotating
Head Rubber.

22:00 2.00 18.00 2 Drilled 6" Curve Section From 6,605' to 6,700'. WOB 8-12k, Rotary 0-40 6,700.0 6,714.0
rpm, Q= 245 gpm. P= 3400 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 6,700' to 6,798'. WOB 8-12k, Rotary 0-40 6,714.0 6,798.0
rpm, Q= 210 gpm. P= 2500 psi. MW inlout: 14.6 in I 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 45 sec.

Mud Check: 6,608.0ftKB, 8/22/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (]bf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/22/2013 6,608.0 14.60 56 23.0 20.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mLImL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Ca[cium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

105,493.00 148,458.00 30.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
18.0 15.70

Mud Check: 6,738.0ftKB, 8/22/2013 23:59
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Get (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/22/2013 6,738.0 14.60 58 23.0 20.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

70,338.000 174,812.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 8.0 16.48 103.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Dnll Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/23/2013
Report #: 14, DFS: 347.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 293.00
APflUWI Excaliber ID Well Area Basin Field Name Well Conilguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand LJT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/22/2013 06:00 8/23/2013 06:00 347.25 6,505.0 6,798.0 293.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drill 6" Curve Section from 6,505' to 6,605'. MlU Side Entry Sub Stand. RID Wireline. L/D 3 Joints of 4" Drill Pipe and Side Entry Sub. Drilled 6" Curve section
from 6,605' to 6,798'. Mud Losses past 24 hrs: 18 bbl.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 6" Curve Section Rotating From 6,505' to 6,554'. WOB 12k, Rotary 6,505.0 6,554.0

40 rpm, Q= 245 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas:
13 units, Oft flare. Cgas: 0 units.

08:30 3.00 5.50 2 Drilled 6" Curve Section Sliding From 6,554' to 6,605'. WOB 8k, Rotary 0 6,554.0 6,605.0
rpm, Q= 245 gpm. P= 2900 psi. MWinlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.

11:30 2.50 8.00 20 Pulled 1 stand, Picked up Side Entry Sub Stand. R/D Gyrodata wireline 6,605.0 6,605.0
equipment. L/D side entry sub and 3 Jointsof 4" Drill Pipe.

14:00 6.00 14.00 2 Drilled6" Curve Section Sliding From 6,605' to 6,700'. WOB 8-12k, Rotary 6,605.0 6,700.0
0-40 rpm, Q= 245 gpm. P= 3400 psi. MW inlout: 14.5 in / 14.5 ppg out.
Bgas: 20 units, Oft flare. Cgas: 0 units. Begin flowing throughMPD, full
open at 6703 ft.

20:00 2.00 16.00 22 Rotating Head Leaking. Stand Back 1 stand. Pulled Rotating Head Rubber 6,700.0 6,700.0
and Gasket. Filed down burrs in bowl. Installed new gasket and Rotating
Head Rubber.

22:00 2.00 18.00 2 Drilled 6" Curve Section From 6,605' to 6,700'. WOB 8-12k, Rotary 0-40 6,700.0 6,714.0
rpm, Q= 245 gpm. P= 3400 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 6,700' to 6,798'. WOB 8-12k, Rotary 0-40 6,714.0 6,798.0
rpm, Q= 210 gpm. P= 2500 psi. MW inlout: 14.6 in I 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 45 sec.

Mud Check: 6,608.0ftKB, 8/22/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (]bf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/22/2013 6,608.0 14.60 56 23.0 20.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mLImL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Ca[cium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

105,493.00 148,458.00 30.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
18.0 15.70

Mud Check: 6,738.0ftKB, 8/22/2013 23:59
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Get (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/22/2013 6,738.0 14.60 58 23.0 20.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

70,338.000 174,812.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 8.0 16.48 103.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Dnll Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00

Page 1/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/23/2013
Report #: 14, DFS: 347.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 293.00
APflUWI Excaliber ID Well Area Basin Field Name Well Conilguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand LJT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drill 6" Curve Section from 6,505' to 6,605'. MlU Side Entry Sub Stand. RID Wireline. L/D 3 Joints of 4" Drill Pipe and Side Entry Sub. Drilled 6" Curve section
from 6,605' to 6,798'. Mud Losses past 24 hrs: 18 bbl.
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Weather Wellbore
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Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man I WSL (970) 986-4401

Time Log
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06:00 2.50 2.50 2 Drilled 6" Curve Section Rotating From 6,505' to 6,554'. WOB 12k, Rotary 6,505.0 6,554.0

40 rpm, Q= 245 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas:
13 units, Oft flare. Cgas: 0 units.

08:30 3.00 5.50 2 Drilled 6" Curve Section Sliding From 6,554' to 6,605'. WOB 8k, Rotary 0 6,554.0 6,605.0
rpm, Q= 245 gpm. P= 2900 psi. MWinlout: 14.5 in / 14.5 ppg out. Bgas: 13
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equipment. L/D side entry sub and 3 Jointsof 4" Drill Pipe.
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0-40 rpm, Q= 245 gpm. P= 3400 psi. MW inlout: 14.5 in / 14.5 ppg out.
Bgas: 20 units, Oft flare. Cgas: 0 units. Begin flowing throughMPD, full
open at 6703 ft.

20:00 2.00 16.00 22 Rotating Head Leaking. Stand Back 1 stand. Pulled Rotating Head Rubber 6,700.0 6,700.0
and Gasket. Filed down burrs in bowl. Installed new gasket and Rotating
Head Rubber.
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06:00 2.50 2.50 2 Drilled 6" Curve Section Rotating From 6,505' to 6,554'. WOB 12k, Rotary 6,505.0 6,554.0

40 rpm, Q= 245 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas:
13 units, Oft flare. Cgas: 0 units.

08:30 3.00 5.50 2 Drilled 6" Curve Section Sliding From 6,554' to 6,605'. WOB 8k, Rotary 0 6,554.0 6,605.0
rpm, Q= 245 gpm. P= 2900 psi. MWinlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.
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Bgas: 20 units, Oft flare. Cgas: 0 units. Begin flowing throughMPD, full
open at 6703 ft.

20:00 2.00 16.00 22 Rotating Head Leaking. Stand Back 1 stand. Pulled Rotating Head Rubber 6,700.0 6,700.0
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Head Rubber.
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Drill 6" Curve Section from 6,505' to 6,605'. MlU Side Entry Sub Stand. RID Wireline. L/D 3 Joints of 4" Drill Pipe and Side Entry Sub. Drilled 6" Curve section
from 6,605' to 6,798'. Mud Losses past 24 hrs: 18 bbl.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 6" Curve Section Rotating From 6,505' to 6,554'. WOB 12k, Rotary 6,505.0 6,554.0

40 rpm, Q= 245 gpm. P= 2900 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas:
13 units, Oft flare. Cgas: 0 units.

08:30 3.00 5.50 2 Drilled 6" Curve Section Sliding From 6,554' to 6,605'. WOB 8k, Rotary 0 6,554.0 6,605.0
rpm, Q= 245 gpm. P= 2900 psi. MWinlout: 14.5 in / 14.5 ppg out. Bgas: 13
units, 0 ft flare. Cgas: 0 units.

11:30 2.50 8.00 20 Pulled 1 stand, Picked up Side Entry Sub Stand. R/D Gyrodata wireline 6,605.0 6,605.0
equipment. L/D side entry sub and 3 Jointsof 4" Drill Pipe.

14:00 6.00 14.00 2 Drilled6" Curve Section Sliding From 6,605' to 6,700'. WOB 8-12k, Rotary 6,605.0 6,700.0
0-40 rpm, Q= 245 gpm. P= 3400 psi. MW inlout: 14.5 in / 14.5 ppg out.
Bgas: 20 units, Oft flare. Cgas: 0 units. Begin flowing throughMPD, full
open at 6703 ft.

20:00 2.00 16.00 22 Rotating Head Leaking. Stand Back 1 stand. Pulled Rotating Head Rubber 6,700.0 6,700.0
and Gasket. Filed down burrs in bowl. Installed new gasket and Rotating
Head Rubber.

22:00 2.00 18.00 2 Drilled 6" Curve Section From 6,605' to 6,700'. WOB 8-12k, Rotary 0-40 6,700.0 6,714.0
rpm, Q= 245 gpm. P= 3400 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 6,700' to 6,798'. WOB 8-12k, Rotary 0-40 6,714.0 6,798.0
rpm, Q= 210 gpm. P= 2500 psi. MW inlout: 14.6 in I 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 45 sec.

Mud Check: 6,608.0ftKB, 8/22/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (]bf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/22/2013 6,608.0 14.60 56 23.0 20.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mLImL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Ca[cium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

105,493.00 148,458.00 30.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
18.0 15.70

Mud Check: 6,738.0ftKB, 8/22/2013 23:59
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Get (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/22/2013 6,738.0 14.60 58 23.0 20.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

70,338.000 174,812.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 8.0 16.48 103.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Dnll Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/23/2013

c-- Report #: 14, DFS: 347.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 293.00
APl/UWi Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/24/2013
Report #: 15, DFS: 348.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 349.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/23/2013 06:00 8/24/2013 06:00 348.25 6,798.0 7,147.0 349.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 6,798' to 7,147'. Mud Losses past 24 hrs: 19 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore

Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401
Paul Roberts Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Stad Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 6,798' to 6,901'. WOB 8-12k, Rotary 0-40 6,798.0 6,901.0
rpm, Q= 210 gpm. P= 2800 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 69 sec.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 6,901' to 7,038'. WOB 8-12k, Rotary 0-40 6,901.0 7,038.0
rpm, Q= 240 gpm. P= 3000 psi. MW inlout: 14.6 in I 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,038' to 7,079'. WOB 8-12k, Rotary 0-40 7,038.0 7,079.0
rpm, Q= 210 gpm. P= 2900 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 40 sec.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 7,079' to 7,147'. WOB 8-12k, Rotary 0-40 7,079.0 7,147.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

Mud Check: 6,955.0ftKB, 8/23/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 6,955.0 14.40 52 19.0 20.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

115,779.00 210,255.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
11.0 15.73

Mud Check: 7,088.0ftKB, 8/23/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 7,088.0 14.40 51 19.0 20.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

118,803.00 203,847.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
6.0 12.0 16.19 101.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/23/2013 06:00 8/24/2013 06:00 348.25 6,798.0 7,147.0 349.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 6,798' to 7,147'. Mud Losses past 24 hrs: 19 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore

Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401
Paul Roberts Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Stad Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 6,798' to 6,901'. WOB 8-12k, Rotary 0-40 6,798.0 6,901.0
rpm, Q= 210 gpm. P= 2800 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 69 sec.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 6,901' to 7,038'. WOB 8-12k, Rotary 0-40 6,901.0 7,038.0
rpm, Q= 240 gpm. P= 3000 psi. MW inlout: 14.6 in I 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,038' to 7,079'. WOB 8-12k, Rotary 0-40 7,038.0 7,079.0
rpm, Q= 210 gpm. P= 2900 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 40 sec.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 7,079' to 7,147'. WOB 8-12k, Rotary 0-40 7,079.0 7,147.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

Mud Check: 6,955.0ftKB, 8/23/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 6,955.0 14.40 52 19.0 20.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

115,779.00 210,255.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
11.0 15.73

Mud Check: 7,088.0ftKB, 8/23/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 7,088.0 14.40 51 19.0 20.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

118,803.00 203,847.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
6.0 12.0 16.19 101.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/24/2013
Report #: 15, DFS: 348.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 349.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/23/2013 06:00 8/24/2013 06:00 348.25 6,798.0 7,147.0 349.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 6,798' to 7,147'. Mud Losses past 24 hrs: 19 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore

Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401
Paul Roberts Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Stad Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 6,798' to 6,901'. WOB 8-12k, Rotary 0-40 6,798.0 6,901.0
rpm, Q= 210 gpm. P= 2800 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 69 sec.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 6,901' to 7,038'. WOB 8-12k, Rotary 0-40 6,901.0 7,038.0
rpm, Q= 240 gpm. P= 3000 psi. MW inlout: 14.6 in I 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,038' to 7,079'. WOB 8-12k, Rotary 0-40 7,038.0 7,079.0
rpm, Q= 210 gpm. P= 2900 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 40 sec.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 7,079' to 7,147'. WOB 8-12k, Rotary 0-40 7,079.0 7,147.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

Mud Check: 6,955.0ftKB, 8/23/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 6,955.0 14.40 52 19.0 20.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

115,779.00 210,255.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
11.0 15.73

Mud Check: 7,088.0ftKB, 8/23/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 7,088.0 14.40 51 19.0 20.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

118,803.00 203,847.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
6.0 12.0 16.19 101.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/24/2013
Report #: 15, DFS: 348.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 349.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/23/2013 06:00 8/24/2013 06:00 348.25 6,798.0 7,147.0 349.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 6,798' to 7,147'. Mud Losses past 24 hrs: 19 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore

Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401
Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Stad Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Curve Section From 6,798' to 6,901'. WOB 8-12k, Rotary 0-40 6,798.0 6,901.0

rpm, Q= 210 gpm. P= 2800 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 69 sec.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 6,901' to 7,038'. WOB 8-12k, Rotary 0-40 6,901.0 7,038.0
rpm, Q= 240 gpm. P= 3000 psi. MW inlout: 14.6 in I 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,038' to 7,079'. WOB 8-12k, Rotary 0-40 7,038.0 7,079.0
rpm, Q= 210 gpm. P= 2900 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 40 sec.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 7,079' to 7,147'. WOB 8-12k, Rotary 0-40 7,079.0 7,147.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

Mud Check: 6,955.0ftKB, 8/23/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 6,955.0 14.40 52 19.0 20.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

115,779.00 210,255.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
11.0 15.73

Mud Check: 7,088.0ftKB, 8/23/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 7,088.0 14.40 51 19.0 20.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

118,803.00 203,847.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
6.0 12.0 16.19 101.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/24/2013
Report #: 15, DFS: 348.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 349.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/23/2013 06:00 8/24/2013 06:00 348.25 6,798.0 7,147.0 349.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 6,798' to 7,147'. Mud Losses past 24 hrs: 19 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore

Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401
Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Stad Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Curve Section From 6,798' to 6,901'. WOB 8-12k, Rotary 0-40 6,798.0 6,901.0

rpm, Q= 210 gpm. P= 2800 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 69 sec.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 6,901' to 7,038'. WOB 8-12k, Rotary 0-40 6,901.0 7,038.0
rpm, Q= 240 gpm. P= 3000 psi. MW inlout: 14.6 in I 14.6 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,038' to 7,079'. WOB 8-12k, Rotary 0-40 7,038.0 7,079.0
rpm, Q= 210 gpm. P= 2900 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 20
units, 0 ft flare. Cgas: 0 units. BOP Drill Men in position 40 sec.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 7,079' to 7,147'. WOB 8-12k, Rotary 0-40 7,079.0 7,147.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

Mud Check: 6,955.0ftKB, 8/23/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 6,955.0 14.40 52 19.0 20.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

115,779.00 210,255.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
11.0 15.73

Mud Check: 7,088.0ftKB, 8/23/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/23/2013 7,088.0 14.40 51 19.0 20.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

118,803.00 203,847.00 28.0
0 0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
6.0 12.0 16.19 101.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/25/2013
Report #: 16, DFS: 349.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 438.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Parado× Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/24/2013 06:00 8/25/2013 06:00 349.25 7,147.0 7,585.0 438.00
Operations at Report Time

Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,147" to 7,585'. Mud Losses past 24 hrs: 28 bbls (22 bbis to SCE) 6 bbis to formation.
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,147' to 7,263'. WOB 8-12k, Rotary 0-40 7,147.0 7,263.0
rpm, Q= 240 gpm. P= 3300 psi. MW in/out: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft flare. Cgas: 87 units.
BOP Drill, men in position 36 seconds.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 7,263' to 7,366'. WOB 8-12k, Rotary 0-40 7,263.0 7,366.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft f1are. Cgas: 87 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,366' to 7,476'. WOB 8-10k, Rotary 0-50 7,366.0 7,476.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

00:00 6.00 24.00 2 Drilled6" Cunte Section From 7,476' to 7,585'. WOB 8-10k, Rotary 0-50 7,476.0 7,585.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, O ft flare. Cgas: 80 units.
BOP Drill, Men in position 40 seconds.

Mud Check: 7,300.0ftKB, 8/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/24/2013 7,300.0 14.40 52 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

86,359.000 127,442.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
10.0 15.30

Mud Check: 7,522.0ftKB, 8/24/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat .. HTHP FC (1...

8/24/2013 7,522.0 14.60 51 21.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

61,835.000 329,361.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
0.0 7.0 16.38 108.0 Actual Mud Check @02:00 MST on 8/25/13

Daily Drilling Performance
Depth 1n (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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M40
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Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)
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Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,147' to 7,263'. WOB 8-12k, Rotary 0-40 7,147.0 7,263.0
rpm, Q= 240 gpm. P= 3300 psi. MW in/out: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft flare. Cgas: 87 units.
BOP Drill, men in position 36 seconds.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 7,263' to 7,366'. WOB 8-12k, Rotary 0-40 7,263.0 7,366.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft f1are. Cgas: 87 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,366' to 7,476'. WOB 8-10k, Rotary 0-50 7,366.0 7,476.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

00:00 6.00 24.00 2 Drilled6" Cunte Section From 7,476' to 7,585'. WOB 8-10k, Rotary 0-50 7,476.0 7,585.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, O ft flare. Cgas: 80 units.
BOP Drill, Men in position 40 seconds.

Mud Check: 7,300.0ftKB, 8/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/24/2013 7,300.0 14.40 52 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

86,359.000 127,442.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
10.0 15.30

Mud Check: 7,522.0ftKB, 8/24/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat .. HTHP FC (1...

8/24/2013 7,522.0 14.60 51 21.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

61,835.000 329,361.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
0.0 7.0 16.38 108.0 Actual Mud Check @02:00 MST on 8/25/13

Daily Drilling Performance
Depth 1n (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/25/2013
Report #: 16, DFS: 349.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 438.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Parado× Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/24/2013 06:00 8/25/2013 06:00 349.25 7,147.0 7,585.0 438.00
Operations at Report Time

Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,147" to 7,585'. Mud Losses past 24 hrs: 28 bbls (22 bbis to SCE) 6 bbis to formation.
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,147' to 7,263'. WOB 8-12k, Rotary 0-40 7,147.0 7,263.0
rpm, Q= 240 gpm. P= 3300 psi. MW in/out: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft flare. Cgas: 87 units.
BOP Drill, men in position 36 seconds.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 7,263' to 7,366'. WOB 8-12k, Rotary 0-40 7,263.0 7,366.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft f1are. Cgas: 87 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,366' to 7,476'. WOB 8-10k, Rotary 0-50 7,366.0 7,476.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

00:00 6.00 24.00 2 Drilled6" Cunte Section From 7,476' to 7,585'. WOB 8-10k, Rotary 0-50 7,476.0 7,585.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, O ft flare. Cgas: 80 units.
BOP Drill, Men in position 40 seconds.

Mud Check: 7,300.0ftKB, 8/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/24/2013 7,300.0 14.40 52 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

86,359.000 127,442.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
10.0 15.30

Mud Check: 7,522.0ftKB, 8/24/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat .. HTHP FC (1...

8/24/2013 7,522.0 14.60 51 21.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

61,835.000 329,361.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
0.0 7.0 16.38 108.0 Actual Mud Check @02:00 MST on 8/25/13

Daily Drilling Performance
Depth 1n (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/25/2013
Report #: 16, DFS: 349.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 438.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Parado× Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/24/2013 06:00 8/25/2013 06:00 349.25 7,147.0 7,585.0 438.00
Operations at Report Time

Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,147" to 7,585'. Mud Losses past 24 hrs: 28 bbls (22 bbis to SCE) 6 bbis to formation.
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,147' to 7,263'. WOB 8-12k, Rotary 0-40 7,147.0 7,263.0
rpm, Q= 240 gpm. P= 3300 psi. MW in/out: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft flare. Cgas: 87 units.
BOP Drill, men in position 36 seconds.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 7,263' to 7,366'. WOB 8-12k, Rotary 0-40 7,263.0 7,366.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft f1are. Cgas: 87 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,366' to 7,476'. WOB 8-10k, Rotary 0-50 7,366.0 7,476.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

00:00 6.00 24.00 2 Drilled6" Cunte Section From 7,476' to 7,585'. WOB 8-10k, Rotary 0-50 7,476.0 7,585.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, O ft flare. Cgas: 80 units.
BOP Drill, Men in position 40 seconds.

Mud Check: 7,300.0ftKB, 8/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/24/2013 7,300.0 14.40 52 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

86,359.000 127,442.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
10.0 15.30

Mud Check: 7,522.0ftKB, 8/24/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat .. HTHP FC (1...

8/24/2013 7,522.0 14.60 51 21.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

61,835.000 329,361.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
0.0 7.0 16.38 108.0 Actual Mud Check @02:00 MST on 8/25/13

Daily Drilling Performance
Depth 1n (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/25/2013
Report #: 16, DFS: 349.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 438.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Parado× Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/24/2013 06:00 8/25/2013 06:00 349.25 7,147.0 7,585.0 438.00
Operations at Report Time

Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,147" to 7,585'. Mud Losses past 24 hrs: 28 bbls (22 bbis to SCE) 6 bbis to formation.
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,147' to 7,263'. WOB 8-12k, Rotary 0-40 7,147.0 7,263.0
rpm, Q= 240 gpm. P= 3300 psi. MW in/out: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft flare. Cgas: 87 units.
BOP Drill, men in position 36 seconds.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 7,263' to 7,366'. WOB 8-12k, Rotary 0-40 7,263.0 7,366.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft f1are. Cgas: 87 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,366' to 7,476'. WOB 8-10k, Rotary 0-50 7,366.0 7,476.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

00:00 6.00 24.00 2 Drilled6" Cunte Section From 7,476' to 7,585'. WOB 8-10k, Rotary 0-50 7,476.0 7,585.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, O ft flare. Cgas: 80 units.
BOP Drill, Men in position 40 seconds.

Mud Check: 7,300.0ftKB, 8/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/24/2013 7,300.0 14.40 52 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

86,359.000 127,442.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
10.0 15.30

Mud Check: 7,522.0ftKB, 8/24/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat .. HTHP FC (1...

8/24/2013 7,522.0 14.60 51 21.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

61,835.000 329,361.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
0.0 7.0 16.38 108.0 Actual Mud Check @02:00 MST on 8/25/13

Daily Drilling Performance
Depth 1n (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/25/2013
Report #: 16, DFS: 349.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 438.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Parado× Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/24/2013 06:00 8/25/2013 06:00 349.25 7,147.0 7,585.0 438.00
Operations at Report Time

Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,147" to 7,585'. Mud Losses past 24 hrs: 28 bbls (22 bbis to SCE) 6 bbis to formation.
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,147' to 7,263'. WOB 8-12k, Rotary 0-40 7,147.0 7,263.0
rpm, Q= 240 gpm. P= 3300 psi. MW in/out: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft flare. Cgas: 87 units.
BOP Drill, men in position 36 seconds.

12:00 6.00 12.00 2 Drilled 6" Curve Section From 7,263' to 7,366'. WOB 8-12k, Rotary 0-40 7,263.0 7,366.0
rpm, Q= 240 gpm. P= 3300 psi. MW inlout: 14.4 in I 14.4 ppg out. Bgas: 24
units, O ft f1are. Cgas: 87 units.

18:00 6.00 18.00 2 Drilled 6" Curve Section From 7,366' to 7,476'. WOB 8-10k, Rotary 0-50 7,366.0 7,476.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 24
units, 0 ft flare. Cgas: 87 units.

00:00 6.00 24.00 2 Drilled6" Cunte Section From 7,476' to 7,585'. WOB 8-10k, Rotary 0-50 7,476.0 7,585.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, O ft flare. Cgas: 80 units.
BOP Drill, Men in position 40 seconds.

Mud Check: 7,300.0ftKB, 8/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/24/2013 7,300.0 14.40 52 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

86,359.000 127,442.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
10.0 15.30

Mud Check: 7,522.0ftKB, 8/24/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat .. HTHP FC (1...

8/24/2013 7,522.0 14.60 51 21.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

61,835.000 329,361.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
0.0 7.0 16.38 108.0 Actual Mud Check @02:00 MST on 8/25/13

Daily Drilling Performance
Depth 1n (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/26/2013
"3 Report #: 17, DFS: 350.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 541.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOffDepth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/25/2013 06:00 8/26/2013 06:00 350.25 7,585.0 8,126.0 541.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,585" to 8,126'. Mud Losses past 24 hrs: 20 bbls (20 bbls to SCE) 0 bbis to formation.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Robeds Company Man IWSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,585' to 7,847'. WOB 8-10k, Rotary 0-50 7,585.0 7,847.0

rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, 0 ft flare. Cgas: 80 units.
BOP Drill,Men in position 47 seconds.

12:00 1.50 7.50 2 Drilled 6" Curve Section From 7,847' to 7,896'. WOB 8-10k, Rotary 0-50 7,847.0 7,896.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

13:30 1.50 9.00 5 Circulated bottoms up for geology samples. 7,896.0 7,896.0

15:00 1.00 10.00 2 Drilled 6" Curve Section From 7,896' to 7,918'. WOB 8-10k, Rotary 0-50 7,896.0 7,918.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

16:00 1.50 11.50 5 Circulated and worked pipe while discussing forward plan on landing curve. 7,918.0 7,918.0

17:30 2.50 14.00 2 Drilled 6" Curve Section From 7,918' to 7,972'. WOB 8-10k, Rotary 0-50 7,918.0 7,972.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

20:00 1.00 15.00 5 Circulated and worked pipe while discussing forward plan on landing curve. 7,972.0 7,972.0

21:00 3.00 18.00 2 Drilled 6" Curve Section From 7,972' to 8,019'. WOB 8-10k, Rotary 0-50 7,972.0 8,019.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 8,019' to 8,126'. WOB 8-10k, Rotary 0-50 8,019.0 8,126.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.
BOP Drill, Men in position 36 seconds.

Mud Check: 7,896.0ftKB, 8'25/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/25/2013 7,896.0 14.40 51 19.0 17.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

47,274.000 302,464.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.0 15.62

Mud Check: 8,053.0ftKB, 8/25/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/25/2013 8,053.0 14.50 50 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

76,467.000 314,759.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
2.0 5.0 16.45 114.0 Actual Mud Check @02:00 MST on 26th

Page 1/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/26/2013
"3 Report #: 17, DFS: 350.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 541.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOffDepth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/25/2013 06:00 8/26/2013 06:00 350.25 7,585.0 8,126.0 541.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,585" to 8,126'. Mud Losses past 24 hrs: 20 bbls (20 bbls to SCE) 0 bbis to formation.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Robeds Company Man IWSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,585' to 7,847'. WOB 8-10k, Rotary 0-50 7,585.0 7,847.0

rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, 0 ft flare. Cgas: 80 units.
BOP Drill,Men in position 47 seconds.

12:00 1.50 7.50 2 Drilled 6" Curve Section From 7,847' to 7,896'. WOB 8-10k, Rotary 0-50 7,847.0 7,896.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

13:30 1.50 9.00 5 Circulated bottoms up for geology samples. 7,896.0 7,896.0

15:00 1.00 10.00 2 Drilled 6" Curve Section From 7,896' to 7,918'. WOB 8-10k, Rotary 0-50 7,896.0 7,918.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

16:00 1.50 11.50 5 Circulated and worked pipe while discussing forward plan on landing curve. 7,918.0 7,918.0

17:30 2.50 14.00 2 Drilled 6" Curve Section From 7,918' to 7,972'. WOB 8-10k, Rotary 0-50 7,918.0 7,972.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

20:00 1.00 15.00 5 Circulated and worked pipe while discussing forward plan on landing curve. 7,972.0 7,972.0

21:00 3.00 18.00 2 Drilled 6" Curve Section From 7,972' to 8,019'. WOB 8-10k, Rotary 0-50 7,972.0 8,019.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 8,019' to 8,126'. WOB 8-10k, Rotary 0-50 8,019.0 8,126.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.
BOP Drill, Men in position 36 seconds.

Mud Check: 7,896.0ftKB, 8'25/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/25/2013 7,896.0 14.40 51 19.0 17.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

47,274.000 302,464.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.0 15.62

Mud Check: 8,053.0ftKB, 8/25/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/25/2013 8,053.0 14.50 50 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

76,467.000 314,759.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
2.0 5.0 16.45 114.0 Actual Mud Check @02:00 MST on 26th

Page 1/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/26/2013
"3 Report #: 17, DFS: 350.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 541.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOffDepth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/25/2013 06:00 8/26/2013 06:00 350.25 7,585.0 8,126.0 541.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,585" to 8,126'. Mud Losses past 24 hrs: 20 bbls (20 bbls to SCE) 0 bbis to formation.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Robeds Company Man IWSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Curve Section From 7,585' to 7,847'. WOB 8-10k, Rotary 0-50 7,585.0 7,847.0

rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas: 22
units, 0 ft flare. Cgas: 80 units.
BOP Drill,Men in position 47 seconds.

12:00 1.50 7.50 2 Drilled 6" Curve Section From 7,847' to 7,896'. WOB 8-10k, Rotary 0-50 7,847.0 7,896.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

13:30 1.50 9.00 5 Circulated bottoms up for geology samples. 7,896.0 7,896.0

15:00 1.00 10.00 2 Drilled 6" Curve Section From 7,896' to 7,918'. WOB 8-10k, Rotary 0-50 7,896.0 7,918.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.4 in / 14.4 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

16:00 1.50 11.50 5 Circulated and worked pipe while discussing forward plan on landing curve. 7,918.0 7,918.0

17:30 2.50 14.00 2 Drilled 6" Curve Section From 7,918' to 7,972'. WOB 8-10k, Rotary 0-50 7,918.0 7,972.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

20:00 1.00 15.00 5 Circulated and worked pipe while discussing forward plan on landing curve. 7,972.0 7,972.0

21:00 3.00 18.00 2 Drilled 6" Curve Section From 7,972' to 8,019'. WOB 8-10k, Rotary 0-50 7,972.0 8,019.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.

00:00 6.00 24.00 2 Drilled 6" Curve Section From 8,019' to 8,126'. WOB 8-10k, Rotary 0-50 8,019.0 8,126.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.
BOP Drill, Men in position 36 seconds.

Mud Check: 7,896.0ftKB, 8'25/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/25/2013 7,896.0 14.40 51 19.0 17.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

47,274.000 302,464.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.0 15.62

Mud Check: 8,053.0ftKB, 8/25/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

8/25/2013 8,053.0 14.50 50 20.0 16.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

76,467.000 314,759.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
2.0 5.0 16.45 114.0 Actual Mud Check @02:00 MST on 26th
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/26/2013
"3 Report #: 17, DFS: 350.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 541.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

12.93 2.54 147.7 19.6 0.00 100.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOffDepth (TVD) (ftKB)

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/25/2013 06:00 8/26/2013 06:00 350.25 7,585.0 8,126.0 541.00
Operations at Report Time
Drill 6" Curve Section
Operations Summary
Drilled 6" Curve section from 7,585" to 8,126'. Mud Losses past 24 hrs: 20 bbls (20 bbls to SCE) 0 bbis to formation.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Robeds Company Man IWSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/26/2013
Report #: 17, DFS: 350.25

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 541.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 12.93 138.7 12.93 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

I
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDEÙTY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/27/2013
Report #: 18, DFS: 8.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 136.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Ddfling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/26/2013 06:00 8/27/2013 06:00 8.52 8,126.0 8,262.0 136.00
Operations at Report Time
Trip in hole with Lateral BHA.
Operations Summary
Drilled 6" Cunte section from 8,126" to 8,262'. TD for Curve Section. Circulated 2 x bottoms up spotted 30 bbl LCM Pill. Trip out of hole. Work BHA. Mud Losses
past 24 hrs: 16 bbls (14 bbls to SCE) 2 bbis to formation.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Positon Office
Sam Loredo ' Company Man / WSL (970) 986-4401

Paul Roberts Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Curve Section From 8,126' to 8,190'. WOB 8-10k, Rotary 0-50 8,126.0 8,190.0

rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, Oft flare. Cgas: 60-140 units.
BOP Drill, Men in position 36 seconds.

12:00 5.00 11.00 2 Drilled 6" Curve Section From 8,109' to 8,262'. WOB 8-10k, Rotary 0-50 8,190.0 8,262.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.
BOP Drill, Men in position 36 seconds.

17:00 3.00 14.00 5 Circulated 2 x Bottoms up. Spotted 30 BBL LCMPill on bottom. 8,262.0 8,262.0
20:00 2.00 16.00 6 Pulled 5 stands and flow check - no flow. Pulled 5 stands and pumped diy 8,262.0 8,262.0

job. POH to 6,400', flow check - No flow. Held Trip Drill,Men in position 90
sec. No problems pulling BHA into window at 6,454'. Monitored
displacement fluidwith triptank.

22:00 1.50 17.50 6 Trip out from 6,400' to 3,700'. Monitored displacement fluid on triptank. 8,262.0 8,262.0
23:30 1.50 19.00 6 Pulled and stripped Rotating Head Bushing off Drill Pipe. M/UNew 8,262.0 8,262.0

Rotating Head Bushing on stand. Installed Trip Nipple.

01:00 2.50 21.50 6 Trip out from 3700' to 130'. Monitored displacement f1uidon trip tank. Hole 8,262.0 8,262.0
takingproper fill.

03:30 1.50 23.00 22 Work BHA. Breakout Muleshoe, drain motor and breakout bit. Pull MWD 8,262.0 8,262.0
tooland lay down. Breakout and lay down Mud Motor. Function Blind
Rams.

05:00 1.00 24.00 22 Work BHA. Pickup and makeup Motor, PZig, Bit, Thruster, and bypass sub. 8,262.0 8,262.0

Mud Check: 8,218.0ftKB, 8/26/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gef (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/26/2013 8,218.0 14.50 52 20.0 17.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

61,721.000 337,012.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
9.0 15.55

Mud Check: 8,262.0ftKB, 8/26/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/26/2013 8,262.0 14.60 52 20.0 16.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

61,835.000 329,361.00 29.0
0

Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
7.0 2.0 Actual sample @ 02:00 MST (08/27)
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rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, Oft flare. Cgas: 60-140 units.
BOP Drill, Men in position 36 seconds.

12:00 5.00 11.00 2 Drilled 6" Curve Section From 8,109' to 8,262'. WOB 8-10k, Rotary 0-50 8,190.0 8,262.0
rpm, Q= 245 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, 0 ft flare. Cgas: 60-140 units.
BOP Drill, Men in position 36 seconds.

17:00 3.00 14.00 5 Circulated 2 x Bottoms up. Spotted 30 BBL LCMPill on bottom. 8,262.0 8,262.0
20:00 2.00 16.00 6 Pulled 5 stands and flow check - no flow. Pulled 5 stands and pumped diy 8,262.0 8,262.0

job. POH to 6,400', flow check - No flow. Held Trip Drill,Men in position 90
sec. No problems pulling BHA into window at 6,454'. Monitored
displacement fluidwith triptank.

22:00 1.50 17.50 6 Trip out from 6,400' to 3,700'. Monitored displacement fluid on triptank. 8,262.0 8,262.0
23:30 1.50 19.00 6 Pulled and stripped Rotating Head Bushing off Drill Pipe. M/UNew 8,262.0 8,262.0

Rotating Head Bushing on stand. Installed Trip Nipple.

01:00 2.50 21.50 6 Trip out from 3700' to 130'. Monitored displacement f1uidon trip tank. Hole 8,262.0 8,262.0
takingproper fill.

03:30 1.50 23.00 22 Work BHA. Breakout Muleshoe, drain motor and breakout bit. Pull MWD 8,262.0 8,262.0
tooland lay down. Breakout and lay down Mud Motor. Function Blind
Rams.

05:00 1.00 24.00 22 Work BHA. Pickup and makeup Motor, PZig, Bit, Thruster, and bypass sub. 8,262.0 8,262.0

Mud Check: 8,218.0ftKB, 8/26/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gef (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/26/2013 8,218.0 14.50 52 20.0 17.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

61,721.000 337,012.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
9.0 15.55

Mud Check: 8,262.0ftKB, 8/26/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/26/2013 8,262.0 14.60 52 20.0 16.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

61,835.000 329,361.00 29.0
0

Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
7.0 2.0 Actual sample @ 02:00 MST (08/27)

Page 1/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDEÙTY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/27/2013
Report #: 18, DFS: 8.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 136.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Ddfling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/26/2013 06:00 8/27/2013 06:00 8.52 8,126.0 8,262.0 136.00
Operations at Report Time
Trip in hole with Lateral BHA.
Operations Summary
Drilled 6" Cunte section from 8,126" to 8,262'. TD for Curve Section. Circulated 2 x bottoms up spotted 30 bbl LCM Pill. Trip out of hole. Work BHA. Mud Losses
past 24 hrs: 16 bbls (14 bbls to SCE) 2 bbis to formation.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Positon Office
Sam Loredo ' Company Man / WSL (970) 986-4401

Paul Roberts Company Man I WSL (970) 986-4401
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/27/2013
nas con Report #: 18, DFS: 8.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 136.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,469.0 8,262.0 1,793.00 8/21/2013 18:00 8/26/2013 16:45 108.91 16.5 19.72 89.19 81.89 18.11
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Suiface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2013
Expk a n 5 Padur Ccr: Report #: 19, DFS: 9.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Wel1Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/27/2013 06:00 8/28/2013 06:00 9.52 8,262.0 8,262.0 0.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
M/U BHA, Trip in hole to 6,475'. Serviced Rig & Equipment. Washed down from 6,475' to 7,800'. Pulled Trip Nipple and installed Rotating Head Bushing. Logged
down from 7,800' to 8262' at 80 - 100 FPH. Flow throughMPD.
Mud Losses past 24 hrs: 13 bbls (2 bbls to SCE) 11 bbls to formation.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 6 L/D NMDCand Subs. 8,262.0 8,262.0
06:30 4.00 4.50 6 M/Uand Orient 6" Lateral BHA. Shallow Test MWD. 8,262.0 8,262.0
10:30 3.50 8.00 6 Trip in hole with Lateral BHA to 6,475'. Filled pipe at 3,000' and 6,475'. 8,262.0 8,262.0
14:00 0.50 8.50 9 Serviced Rig and Equipment. Greased Swiel Packing. Held Trip Drill, 8,262.0 8,262.0

Functioned Annular Preventer and FOSV.
14:30 3.50 12.00 3 Washed down from 6,475' to 7,800'. Fine solids on shakers. 8,262.0 8,262.0
18:00 1.00 13.00 5 Circulated at 7,800'. Pumped out triptanks. 8,262.0 8,262.0
19:00 1.00 14.00 6 Pulled Trip Nipple, Installed Rotating Head Bushing. 8,262.0 8,262.0
20:00 7.50 21.50 20 Relogged from 7,800' to 8,171' with Pathfinder LWDat 80 - 100 FPH. 8,262.0 8,262.0
03:30 1.00 22.50 6 Made connection and noticed leak on connection when pressured up. 8,262.0 8,262.0

Stood back stand, pulled 1 stand of HWDP. RIHwith stand of4" DP. L/D 3
joints of drillpipe. Picked up 3 joints of drill pipe. Stood back stand, RlH
with stand of HWDP. M/Ustand of DP. Pressured up and checked
connection.

04:30 1.50 24.00 20 Relogged from 8,171' to 8,262' with Pathfinder LWD at 80 - 100 FPH. 8,262.0 8,262.0

Mud Check: 8,262.0ftKB, 8/27/2013 14:00
Date Depth (ftKB) Density (Ibigal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/27/2013 8,262.0 14.70 56 19.0 16.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) Oli Water Ratio

44,142.000 354,476.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
4.0 15.69

Mud Check: 8,262.0ftKB, 8/27/2013 23:59
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/27/2013 8,262.0 14.70 53 20.0 16.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

55,081.000 352,777.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 0.0 16.60 101.0 Actual Mud Check @02:00 (08/28/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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APl/UWI Excaliber ID Well Area Basin Field Name Wel1Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/27/2013 06:00 8/28/2013 06:00 9.52 8,262.0 8,262.0 0.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
M/U BHA, Trip in hole to 6,475'. Serviced Rig & Equipment. Washed down from 6,475' to 7,800'. Pulled Trip Nipple and installed Rotating Head Bushing. Logged
down from 7,800' to 8262' at 80 - 100 FPH. Flow throughMPD.
Mud Losses past 24 hrs: 13 bbls (2 bbls to SCE) 11 bbls to formation.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 6 L/D NMDCand Subs. 8,262.0 8,262.0

06:30 4.00 4.50 6 M/Uand Orient 6" Lateral BHA. Shallow Test MWD. 8,262.0 8,262.0
10:30 3.50 8.00 6 Trip in hole with Lateral BHA to 6,475'. Filled pipe at 3,000' and 6,475'. 8,262.0 8,262.0
14:00 0.50 8.50 9 Serviced Rig and Equipment. Greased Swiel Packing. Held Trip Drill, 8,262.0 8,262.0

Functioned Annular Preventer and FOSV.
14:30 3.50 12.00 3 Washed down from 6,475' to 7,800'. Fine solids on shakers. 8,262.0 8,262.0
18:00 1.00 13.00 5 Circulated at 7,800'. Pumped out triptanks. 8,262.0 8,262.0
19:00 1.00 14.00 6 Pulled Trip Nipple, Installed Rotating Head Bushing. 8,262.0 8,262.0
20:00 7.50 21.50 20 Relogged from 7,800' to 8,171' with Pathfinder LWDat 80 - 100 FPH. 8,262.0 8,262.0
03:30 1.00 22.50 6 Made connection and noticed leak on connection when pressured up. 8,262.0 8,262.0

Stood back stand, pulled 1 stand of HWDP. RIHwith stand of4" DP. L/D 3
joints of drillpipe. Picked up 3 joints of drill pipe. Stood back stand, RlH
with stand of HWDP. M/Ustand of DP. Pressured up and checked
connection.

04:30 1.50 24.00 20 Relogged from 8,171' to 8,262' with Pathfinder LWD at 80 - 100 FPH. 8,262.0 8,262.0

Mud Check: 8,262.0ftKB, 8/27/2013 14:00
Date Depth (ftKB) Density (Ibigal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/27/2013 8,262.0 14.70 56 19.0 16.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) Oli Water Ratio

44,142.000 354,476.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
4.0 15.69

Mud Check: 8,262.0ftKB, 8/27/2013 23:59
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/27/2013 8,262.0 14.70 53 20.0 16.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

55,081.000 352,777.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 0.0 16.60 101.0 Actual Mud Check @02:00 (08/28/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 42616 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2013
Expk a n 5 Padur Ccr: Report #: 19, DFS: 9.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Wel1Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/27/2013 06:00 8/28/2013 06:00 9.52 8,262.0 8,262.0 0.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
M/U BHA, Trip in hole to 6,475'. Serviced Rig & Equipment. Washed down from 6,475' to 7,800'. Pulled Trip Nipple and installed Rotating Head Bushing. Logged
down from 7,800' to 8262' at 80 - 100 FPH. Flow throughMPD.
Mud Losses past 24 hrs: 13 bbls (2 bbls to SCE) 11 bbls to formation.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 6 L/D NMDCand Subs. 8,262.0 8,262.0

06:30 4.00 4.50 6 M/Uand Orient 6" Lateral BHA. Shallow Test MWD. 8,262.0 8,262.0
10:30 3.50 8.00 6 Trip in hole with Lateral BHA to 6,475'. Filled pipe at 3,000' and 6,475'. 8,262.0 8,262.0
14:00 0.50 8.50 9 Serviced Rig and Equipment. Greased Swiel Packing. Held Trip Drill, 8,262.0 8,262.0

Functioned Annular Preventer and FOSV.
14:30 3.50 12.00 3 Washed down from 6,475' to 7,800'. Fine solids on shakers. 8,262.0 8,262.0
18:00 1.00 13.00 5 Circulated at 7,800'. Pumped out triptanks. 8,262.0 8,262.0
19:00 1.00 14.00 6 Pulled Trip Nipple, Installed Rotating Head Bushing. 8,262.0 8,262.0
20:00 7.50 21.50 20 Relogged from 7,800' to 8,171' with Pathfinder LWDat 80 - 100 FPH. 8,262.0 8,262.0
03:30 1.00 22.50 6 Made connection and noticed leak on connection when pressured up. 8,262.0 8,262.0

Stood back stand, pulled 1 stand of HWDP. RIHwith stand of4" DP. L/D 3
joints of drillpipe. Picked up 3 joints of drill pipe. Stood back stand, RlH
with stand of HWDP. M/Ustand of DP. Pressured up and checked
connection.

04:30 1.50 24.00 20 Relogged from 8,171' to 8,262' with Pathfinder LWD at 80 - 100 FPH. 8,262.0 8,262.0

Mud Check: 8,262.0ftKB, 8/27/2013 14:00
Date Depth (ftKB) Density (Ibigal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/27/2013 8,262.0 14.70 56 19.0 16.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) Oli Water Ratio

44,142.000 354,476.00 28.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
4.0 15.69

Mud Check: 8,262.0ftKB, 8/27/2013 23:59
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/27/2013 8,262.0 14.70 53 20.0 16.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

55,081.000 352,777.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 0.0 16.60 101.0 Actual Mud Check @02:00 (08/28/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2013
Report #: 19, DFS: 9.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2013
Report #: 19, DFS: 9.52
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2013
Report #: 19, DFS: 9.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
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10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/28/2013
Report #: 19, DFS: 9.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2013
Exple : Ps u ::' Report #: 20, DFS: 10.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 290.00
APL/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT ' 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Wel Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2013 06:00 8/29/2013 06:00 10.52 8,262.0 8,552.0 290.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drill 6" Lateral Section from 8,262' to8438'. Flow through MP, Chokes Full Open. Drilledfracture at ~ 8437', Detected influx, switch to holding pressure with
MPD, 400 psi. Shut Well in, circulate out influx, Driller's Method. Shut well in. Raise mud weight and increase active volume. Circulate using Drillermethod with
14.7 ppg mud, 30 bbi 30 ppb LCM ahead. Drilled 6" Lateral Section from 8,438' to 8,552'. On MPD holding 550 psi on backside.
Mud Losses past 24 hrs: 21 bbis (12 bbls to SCE) 9 bbls to formation.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofnce

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.50 6.50 2 Drilled 6" Lateral Section From 8,262' to 8,315'. WOB 8-10k, Rotary 0-50 8,262.0 8,315.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.7 in / 14.7 ppg out. Bgas: 65
units, O ft flare. Cgas: 60-140 units. Flow through MPD, chokes full oopen.
BOP Drill, Men in position 36 seconds.

12:30 4.00 10.50 2 Drilled 6" Lateral Section From 8,315' to 8,438'. WOB 8-10k, Rotary 0-50 8,315.0 8,438.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, O ft flare. Cgas: 60-140 units. Flow through MPD chokes full open.

16:30 1.00 11.50 22 Influxdetected, 7 bbl, switch to holding pressure with MPD. Stop pumps, 8,438.0 8,438.0
shut well in with Annular preventer. ISICP 1350 psi. Monitor well. FSICP =

1500 psi. Pit Gain 21 bbl.
17:30 2.50 14.00 22 Ciruculate out influx at 30 SPM using driller method. Max Gas 3010 units. 8,438.0 8,438.0

Max Flare 20 ft.
20:00 1.50 15.50 22 Shut well in. ISICP = 825 psi. Transfer volume to active system, raise mud 8,438.0 8,438.0

weight to 14.6 ppg. FSICP 1225 psi.
21:30 2.00 17.50 22 Circulate out influ× using Driller's Method, mud weight 14.6 ppg. Pump 30 8,438.0 8,438.0

bbl of 30 ppb LCM at beginning of circulation. Rate 40 spm. Max Gas 2280
Units - No Flare. Shut well in with 400 psi on casing. Line up MPD.

23:30 6.50 24.00 2 Drilled 6" Lateral Section From 8,438' to 8,552'. WOB 8-18k, Rotary 0-35 8,438.0 8,552.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas:
1700 units, 5-10 ft flare. Cgas: 2700 units. Flow through MPD, held 550
psi on casing.

Mud Check: 8,426.0ftKB, 8/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/28/2013 8,426.0 14.50 52 20.0 17.000 12.000 15.000 2.0 2
MBT (1b/bb|) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbf) Solids (%) CaCI (ppm) Oil Water Ratio

20,393.000 355,930.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
21.0 15.74

Mud Check: 8,503.0ftKB, 8/28/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/28/2013 8,503.0 14.55 53 19.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Ca]cium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

17,179.000 357,172.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
160.0 3.0 17.80 103.0 Actual Check @ 02:00 (08/29/2013)
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Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2013
Exple : Ps u ::' Report #: 20, DFS: 10.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 290.00
APL/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT ' 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Wel Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2013 06:00 8/29/2013 06:00 10.52 8,262.0 8,552.0 290.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drill 6" Lateral Section from 8,262' to8438'. Flow through MP, Chokes Full Open. Drilledfracture at ~ 8437', Detected influx, switch to holding pressure with
MPD, 400 psi. Shut Well in, circulate out influx, Driller's Method. Shut well in. Raise mud weight and increase active volume. Circulate using Drillermethod with
14.7 ppg mud, 30 bbi 30 ppb LCM ahead. Drilled 6" Lateral Section from 8,438' to 8,552'. On MPD holding 550 psi on backside.
Mud Losses past 24 hrs: 21 bbis (12 bbls to SCE) 9 bbls to formation.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofnce

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.50 6.50 2 Drilled 6" Lateral Section From 8,262' to 8,315'. WOB 8-10k, Rotary 0-50 8,262.0 8,315.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.7 in / 14.7 ppg out. Bgas: 65
units, O ft flare. Cgas: 60-140 units. Flow through MPD, chokes full oopen.
BOP Drill, Men in position 36 seconds.

12:30 4.00 10.50 2 Drilled 6" Lateral Section From 8,315' to 8,438'. WOB 8-10k, Rotary 0-50 8,315.0 8,438.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, O ft flare. Cgas: 60-140 units. Flow through MPD chokes full open.

16:30 1.00 11.50 22 Influxdetected, 7 bbl, switch to holding pressure with MPD. Stop pumps, 8,438.0 8,438.0
shut well in with Annular preventer. ISICP 1350 psi. Monitor well. FSICP =

1500 psi. Pit Gain 21 bbl.
17:30 2.50 14.00 22 Ciruculate out influx at 30 SPM using driller method. Max Gas 3010 units. 8,438.0 8,438.0

Max Flare 20 ft.
20:00 1.50 15.50 22 Shut well in. ISICP = 825 psi. Transfer volume to active system, raise mud 8,438.0 8,438.0

weight to 14.6 ppg. FSICP 1225 psi.
21:30 2.00 17.50 22 Circulate out influ× using Driller's Method, mud weight 14.6 ppg. Pump 30 8,438.0 8,438.0

bbl of 30 ppb LCM at beginning of circulation. Rate 40 spm. Max Gas 2280
Units - No Flare. Shut well in with 400 psi on casing. Line up MPD.

23:30 6.50 24.00 2 Drilled 6" Lateral Section From 8,438' to 8,552'. WOB 8-18k, Rotary 0-35 8,438.0 8,552.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas:
1700 units, 5-10 ft flare. Cgas: 2700 units. Flow through MPD, held 550
psi on casing.

Mud Check: 8,426.0ftKB, 8/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/28/2013 8,426.0 14.50 52 20.0 17.000 12.000 15.000 2.0 2
MBT (1b/bb|) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbf) Solids (%) CaCI (ppm) Oil Water Ratio

20,393.000 355,930.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
21.0 15.74

Mud Check: 8,503.0ftKB, 8/28/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/28/2013 8,503.0 14.55 53 19.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Ca]cium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

17,179.000 357,172.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
160.0 3.0 17.80 103.0 Actual Check @ 02:00 (08/29/2013)
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Rig Company Man\Wel Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

8/28/2013 06:00 8/29/2013 06:00 10.52 8,262.0 8,552.0 290.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drill 6" Lateral Section from 8,262' to8438'. Flow through MP, Chokes Full Open. Drilledfracture at ~ 8437', Detected influx, switch to holding pressure with
MPD, 400 psi. Shut Well in, circulate out influx, Driller's Method. Shut well in. Raise mud weight and increase active volume. Circulate using Drillermethod with
14.7 ppg mud, 30 bbi 30 ppb LCM ahead. Drilled 6" Lateral Section from 8,438' to 8,552'. On MPD holding 550 psi on backside.
Mud Losses past 24 hrs: 21 bbis (12 bbls to SCE) 9 bbls to formation.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofnce

Sam Loredo Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (br) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.50 6.50 2 Drilled 6" Lateral Section From 8,262' to 8,315'. WOB 8-10k, Rotary 0-50 8,262.0 8,315.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.7 in / 14.7 ppg out. Bgas: 65
units, O ft flare. Cgas: 60-140 units. Flow through MPD, chokes full oopen.
BOP Drill, Men in position 36 seconds.

12:30 4.00 10.50 2 Drilled 6" Lateral Section From 8,315' to 8,438'. WOB 8-10k, Rotary 0-50 8,315.0 8,438.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.5 in / 14.5 ppg out. Bgas: 65
units, O ft flare. Cgas: 60-140 units. Flow through MPD chokes full open.

16:30 1.00 11.50 22 Influxdetected, 7 bbl, switch to holding pressure with MPD. Stop pumps, 8,438.0 8,438.0
shut well in with Annular preventer. ISICP 1350 psi. Monitor well. FSICP =

1500 psi. Pit Gain 21 bbl.
17:30 2.50 14.00 22 Ciruculate out influx at 30 SPM using driller method. Max Gas 3010 units. 8,438.0 8,438.0

Max Flare 20 ft.
20:00 1.50 15.50 22 Shut well in. ISICP = 825 psi. Transfer volume to active system, raise mud 8,438.0 8,438.0

weight to 14.6 ppg. FSICP 1225 psi.
21:30 2.00 17.50 22 Circulate out influ× using Driller's Method, mud weight 14.6 ppg. Pump 30 8,438.0 8,438.0

bbl of 30 ppb LCM at beginning of circulation. Rate 40 spm. Max Gas 2280
Units - No Flare. Shut well in with 400 psi on casing. Line up MPD.

23:30 6.50 24.00 2 Drilled 6" Lateral Section From 8,438' to 8,552'. WOB 8-18k, Rotary 0-35 8,438.0 8,552.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 14.6 in / 14.6 ppg out. Bgas:
1700 units, 5-10 ft flare. Cgas: 2700 units. Flow through MPD, held 550
psi on casing.

Mud Check: 8,426.0ftKB, 8/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/28/2013 8,426.0 14.50 52 20.0 17.000 12.000 15.000 2.0 2
MBT (1b/bb|) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbf) Solids (%) CaCI (ppm) Oil Water Ratio

20,393.000 355,930.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
21.0 15.74

Mud Check: 8,503.0ftKB, 8/28/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/28/2013 8,503.0 14.55 53 19.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Ca]cium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

17,179.000 357,172.00 29.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
160.0 3.0 17.80 103.0 Actual Check @ 02:00 (08/29/2013)
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/29/2013
Report #: 20, DFS: 10.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 290.00
API/UWI Excaliber ID Well Area Basin Field Name Well Contguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDE ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2013
ok o Report #: 21, DFS: 11.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 599.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
Drilling Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2013 06:00 8/30/2013 06:00 11.52 8,552.0 9,151.0 599.00
Operations at Report Time

Operations Summary
Drill 6" lateral section from 8,553' to 8,655'. Flow throughMPD 400-625 psi, trap 1050 psi on connection. Shut Well in, with annular, circulate while raising mud
weight. Stop pumps raise mud weight in active to 15.4 ppg. Circulate heavy mud around, Drill6" lateral from 8,655' to 9,151'.
Mud Losses past 24 hrs: 105 bbis (36 bbls to SCE) 69 bbis to formation. (max gas 4121 units) (back ground gas 500/2100units, conn. gas 1000/2200 units)
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401
Sam Loredo Company Man IWSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drill from 8553' to 8653' 8,553.0 8,653.0
08:30 0.50 3.00 5 Cir. out gas 8,653.0 8,653.0
09:00 0.50 3.50 2 Drill from 8653' to 8665' 8,653.0 8,665.0
09:30 3.50 7.00 5 Build mud vol. &wt up to 15.4ppg.Well shutin with Annular Preventer, BOP 8,665.0 8,665.0

Function used as tourdrill, men in place 35 sec.
13:00 2.00 9.00 5 Cir. 15.4ppg around, while holding back press on well with MPD. Mud 8,665.0 8,665.0

weight settled at 15.2 ppg.
15:00 3.00 12.00 2 Drill from 8665' to 8746', Raise mud wt. to 15.5ppg(RPM 35, WOB 8/15) 8,665.0 8,746.0

(SPM 60, PP 3600). Holding back pressure with MPD. Drilling 40-70 psi,
trap on connections.
SPR: 20/1308/377, 30/1633/280, 40/2069/191@t 8729' - MW 15.3 ppg.
SPR reported with MPD pressure.

18:00 6.00 18.00 2 Drill from 8665' to 8746', Mud Wt 15.5ppg(RPM 35, WOB 8/15) (SPM 60, 8,746.0 8,977.0
PP 3600). Holding back pressure with MPD. Drilling 40-70 psi, trap on
connections.
SPR: 30/1680/311, 40/2080/330@ 8925', 15.5 ppg. SPR reported with
MPD pressure.
BOP Drill Men to Stations: 55 sec.

00:00 6.00 24.00 2 Drill from 8,746' to 9,151', MW: 15.5 ppg.(RPM 35, WOB 8/15) (SPM 60, 8,977.0 9,151.0
PP 3600)

Mud Check: 8,736.0ftKB, 8/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/29/2013 8,736.0 15.50 52 21.0 20.000 14.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbi) Solids (%) CaCI (ppm) OilWater Ratio

53,794.000 361,522.00 32.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
9.0 18.0 15.65

Mud Check: 9,083.0ftKB, 8/29/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/29/2013 9,083.0 15.50 55 23.0 23.000 16.000 19.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

12,365.000 407,166.00 32.0
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
60.0 18.0 17.88 115.0 Actual Check @02:00 (08/30/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
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Sundry Number: 42616 API Well Number: 43019500190000

FIDE ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2013
ok o Report #: 21, DFS: 11.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 599.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
Drilling Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/29/2013 06:00 8/30/2013 06:00 11.52 8,552.0 9,151.0 599.00
Operations at Report Time

Operations Summary
Drill 6" lateral section from 8,553' to 8,655'. Flow throughMPD 400-625 psi, trap 1050 psi on connection. Shut Well in, with annular, circulate while raising mud
weight. Stop pumps raise mud weight in active to 15.4 ppg. Circulate heavy mud around, Drill6" lateral from 8,655' to 9,151'.
Mud Losses past 24 hrs: 105 bbis (36 bbls to SCE) 69 bbis to formation. (max gas 4121 units) (back ground gas 500/2100units, conn. gas 1000/2200 units)
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401
Sam Loredo Company Man IWSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drill from 8553' to 8653' 8,553.0 8,653.0
08:30 0.50 3.00 5 Cir. out gas 8,653.0 8,653.0
09:00 0.50 3.50 2 Drill from 8653' to 8665' 8,653.0 8,665.0
09:30 3.50 7.00 5 Build mud vol. &wt up to 15.4ppg.Well shutin with Annular Preventer, BOP 8,665.0 8,665.0

Function used as tourdrill, men in place 35 sec.
13:00 2.00 9.00 5 Cir. 15.4ppg around, while holding back press on well with MPD. Mud 8,665.0 8,665.0

weight settled at 15.2 ppg.
15:00 3.00 12.00 2 Drill from 8665' to 8746', Raise mud wt. to 15.5ppg(RPM 35, WOB 8/15) 8,665.0 8,746.0

(SPM 60, PP 3600). Holding back pressure with MPD. Drilling 40-70 psi,
trap on connections.
SPR: 20/1308/377, 30/1633/280, 40/2069/191@t 8729' - MW 15.3 ppg.
SPR reported with MPD pressure.

18:00 6.00 18.00 2 Drill from 8665' to 8746', Mud Wt 15.5ppg(RPM 35, WOB 8/15) (SPM 60, 8,746.0 8,977.0
PP 3600). Holding back pressure with MPD. Drilling 40-70 psi, trap on
connections.
SPR: 30/1680/311, 40/2080/330@ 8925', 15.5 ppg. SPR reported with
MPD pressure.
BOP Drill Men to Stations: 55 sec.

00:00 6.00 24.00 2 Drill from 8,746' to 9,151', MW: 15.5 ppg.(RPM 35, WOB 8/15) (SPM 60, 8,977.0 9,151.0
PP 3600)

Mud Check: 8,736.0ftKB, 8/29/2013 14:00
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8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04

Page 1/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDE ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2013
ok o Report #: 21, DFS: 11.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 599.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
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Mud Losses past 24 hrs: 105 bbis (36 bbls to SCE) 69 bbis to formation. (max gas 4121 units) (back ground gas 500/2100units, conn. gas 1000/2200 units)
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weight settled at 15.2 ppg.
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8/29/2013 8,736.0 15.50 52 21.0 20.000 14.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbi) Solids (%) CaCI (ppm) OilWater Ratio

53,794.000 361,522.00 32.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
9.0 18.0 15.65

Mud Check: 9,083.0ftKB, 8/29/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/29/2013 9,083.0 15.50 55 23.0 23.000 16.000 19.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

12,365.000 407,166.00 32.0
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
60.0 18.0 17.88 115.0 Actual Check @02:00 (08/30/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04

Page 1/2 Report Printed:



RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIOÒITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/30/2013
Report #: 21, DFS: 11.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 599.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/31/2013
Report #: 22, DFS: 12.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 179.00
APflUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/30/2013 06:00 8/31/2013 06:00 12.52 9,151.0 9,330.0 179.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from9,151' to 9,330'. Flow through MPD 120-625 psi, trap 800-1025 psi.
Mud Losses past 24 hrs: 246 bbis (39bbls to SCE) 207 bbis to formation. (ma× gas 4121 units) (back ground gas 500/2100units, conn. gas 1000/2200 units)
Operations Next Report Period
Drilling
Weather We11bore

Sunny and Clear
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 9,151' to 924T. WOB 8-10k, Rotary 0-50 9,151.0 9,247.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 15.5 in / 15.5 ppg out. Bgas:
400-1800 units, 0 ft flare. Cgas: 2300-2800 units.Flow throughMPD WHP
= 40165 psi. Trap 17.85 EBHP.
BOP Drill, Men in position 54 seconds.

12:00 7.00 13.00 2 Drilled6" Lateral Section From 9,247' to 9263'. WOB 8-10k, Rotary 0-50 9,247.0 9,280.0
rpm, Q= 210 gpm. P= 3300 psi. MW inlout: 15.3 in I 15.3 ppg out. Bgas:
1200-2400 units, Oft flare. Cgas: 2700-3400 units.
Flow throughMPD WHP = 45-280 psi. Trap 880 psi, 17.75 EBHP.

19:00 1.00 14.00 5 Off Bottom reset MWD tooland Stall Motor. 9,280.0 9,280.0

20:00 4.00 18.00 2 Drilled 6"Lateral Section From 9,280' to 9,298'. WOB 3-10k, Rotary 0-50 9,280.0 9,298.0
rpm, Q= 195-210 gpm. P= 3000-3300 psi. MW inlout: 15.3 in / 15.3 ppg
out. Bgas: 1200-2400 units, Oft flare. Cgas: 1000-2400 units.
Flow throughMPD WHP = 45-280 psi. Trap 880 psi, 17.75 EBHP.
(SPR = 30-1680/ 418, 40-2070/ 335 @9313' w/15.3ppg. mud)BOP Drill:
Men to stations 69 sec.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 9,280' to 9,330'. WOB 3-10k, Rotary 0-50 9,298.0 9,330.0
rpm, Q= 195-210 gpm. P= 3000-3300 psi. MW in/out: 15.3 in / 15.3 ppg
out. Bgas: 1200-2400 units, 0 ft flare. Cgas: 1000-2400 units.
Flow through MPD WHP = 45-380 psi. Trap 880 psi, 17.75 EBHP.

Mud Check: 9,257.0ftKB, 8/30/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2013 9,257.0 15.40 52 22.0 20.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

55,406.000 335,275.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
129.0 17.00

Mud Check: 9,313.0ftKB, 8/30/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2013 9,313.0 15.20 50 21.0 18.000 13.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

32,900.000 364,899.00 32,0
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
114.0 3.0 17.79 112.0 Actual Check @02:00 (08/31/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
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out. Bgas: 1200-2400 units, Oft flare. Cgas: 1000-2400 units.
Flow throughMPD WHP = 45-280 psi. Trap 880 psi, 17.75 EBHP.
(SPR = 30-1680/ 418, 40-2070/ 335 @9313' w/15.3ppg. mud)BOP Drill:
Men to stations 69 sec.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 9,280' to 9,330'. WOB 3-10k, Rotary 0-50 9,298.0 9,330.0
rpm, Q= 195-210 gpm. P= 3000-3300 psi. MW in/out: 15.3 in / 15.3 ppg
out. Bgas: 1200-2400 units, 0 ft flare. Cgas: 1000-2400 units.
Flow through MPD WHP = 45-380 psi. Trap 880 psi, 17.75 EBHP.

Mud Check: 9,257.0ftKB, 8/30/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2013 9,257.0 15.40 52 22.0 20.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

55,406.000 335,275.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
129.0 17.00

Mud Check: 9,313.0ftKB, 8/30/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

8/30/2013 9,313.0 15.20 50 21.0 18.000 13.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

32,900.000 364,899.00 32,0
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
114.0 3.0 17.79 112.0 Actual Check @02:00 (08/31/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04

Page 1/2 Report Printed:

Sundry Number: 42616 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/31/2013
Report #: 22, DFS: 12.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 179.00
APflUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Dnlling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/30/2013 06:00 8/31/2013 06:00 12.52 9,151.0 9,330.0 179.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from9,151' to 9,330'. Flow through MPD 120-625 psi, trap 800-1025 psi.
Mud Losses past 24 hrs: 246 bbis (39bbls to SCE) 207 bbis to formation. (ma× gas 4121 units) (back ground gas 500/2100units, conn. gas 1000/2200 units)
Operations Next Report Period
Drilling
Weather We11bore

Sunny and Clear
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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Men to stations 69 sec.
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RECEIVED: Sep. 17, 2013

Sundry Number: 42616 API Well Number: 43019500190000Sundry Number: 42616 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 8/31/2013
Report #: 22, DFS: 12.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 179.00
AP1/UWI Excaliber ID WellArea Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

10 /1 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 10 /1 /2013

October 02, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
October 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 10/1/2013

RECEIVED: Oct. 01,

Sundry Number: 43067 API Well Number: 43019500190000
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FID ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/1/2013
Report #: 23, DFS: 13.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 111.00
API/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Silding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

8/31/2013 06:00 9/1/2013 06:00 13.52 9,330.0 9,441.0 111.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 9,330' to 9,337'. Flow through MPD 120-625 psi, trap 875 psi. Short trip3 stands, wash and ream to bottom. Rotate 10 ft, to 9347 ft.
Slide from 9347' to 9,441 ft. Pump Gilsonite/Mica sweep to aid sliding, no help. Pump Contone sweep, slide ROP increase noted.

Mud Losses past 24 hrs: 9 bbls (2bbls to SCE) 90 bbls to formation. (max gas 4518 units) (back ground gas 1500units, conn. gas 1660/2300 units, trip gas 4509
units)
Operations Next Report Penod
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 6" Lateral Section From 9,330' to 9,337'. WOB 3-10k, Rotary 0-50 9,330.0 9,337.0

rpm, Q= 195-210 gpm. P= 3000-3300 psi. MW inlout: 15.3 in / 15.3 ppg
out. Bgas: 1200-2400 units, Oft flare. Cgas: 1000-2400 units. Flow
through MPD WHP = 45-380 psi. Trap 880 psi, 17.75 EBHP. Sliding tough,
restart several times.

08:30 0.50 3.00 5 Circulate with rotation prior to stripping out of hole 3 stands. 9,337.0 9,337.0
09:00 1.00 4.00 6 Short trip3 stands to 9020 ft. Strip out of the hole holding 850 psi with 9,337.0 9,337.0

MPD.

10:00 2.00 6.00 3 Wash and ream back to bottom. Max rotary 20 rpm, tool limit.Circulate out 9,337.0 9,337.0
gas as needed prior to making connection. Max Gas 4450 units, Flare 15-
25 ft. Flow through MPD.

12:00 0.50 6.50 2 Rotary drillfrom 9337' to 9347'. WOB 7-12k, Diff: 250-400 psi, RPM: 35. 9,337.0 9,347.0
Drill ahead to find a better spot to slide. Flow throughMPD. Dropped out of
target zone at ~ 9343'.

12:30 5.50 12.00 2 Drilled 6" Lateral Section From 9,437' to 9,377'. WOB 3-15k, Rotary 0-50 9,347.0 9,377.0
rpm, Q= 175-195 gpm. P= 2950-3300 psi. MW inlout: 15.3 in I 15.3 ppg
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18:00 12.00 24.00 2 Drilled 6" Lateral section from 9,77' to 9,441' sliding, WOB 10/25, 196gpm, 9,377.0 9,441.0
PP - 3200, mud wt. 15.3ppg inlout, Bgas 1500/2000 units. Flare: 5-25 ft.
Flowing thru MPD, 150/450, trap press 800psi., 17.79ECD,(pumped
gilsonitelmica sweep(40/20ppb) @ 22:00hrs.no change in penetration rate)
(pump 15bbl. Contone sweep @00:35hrs)( pump 15bbl. Contone sweep
@04:00hrs.) Contone sweep helping with losses, & penetration rates while
sliding

Mud Check: 9,375.0ftKB, 8/31/2013 14:00
Date Depth (ftKB) Density ([b/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/31/2013 9,375.0 15.30 50 21.0 20.000 15.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

41,893.000 368,489.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
19.0 16.43
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Operator Surface Legal Location
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M40
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Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 9,330' to 9,337'. Flow through MPD 120-625 psi, trap 875 psi. Short trip3 stands, wash and ream to bottom. Rotate 10 ft, to 9347 ft.
Slide from 9347' to 9,441 ft. Pump Gilsonite/Mica sweep to aid sliding, no help. Pump Contone sweep, slide ROP increase noted.

Mud Losses past 24 hrs: 9 bbls (2bbls to SCE) 90 bbls to formation. (max gas 4518 units) (back ground gas 1500units, conn. gas 1660/2300 units, trip gas 4509
units)
Operations Next Report Penod
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
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MPD.
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Drill ahead to find a better spot to slide. Flow throughMPD. Dropped out of
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gilsonitelmica sweep(40/20ppb) @ 22:00hrs.no change in penetration rate)
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@04:00hrs.) Contone sweep helping with losses, & penetration rates while
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8/31/2013 06:00 9/1/2013 06:00 13.52 9,330.0 9,441.0 111.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 9,330' to 9,337'. Flow through MPD 120-625 psi, trap 875 psi. Short trip3 stands, wash and ream to bottom. Rotate 10 ft, to 9347 ft.
Slide from 9347' to 9,441 ft. Pump Gilsonite/Mica sweep to aid sliding, no help. Pump Contone sweep, slide ROP increase noted.

Mud Losses past 24 hrs: 9 bbls (2bbls to SCE) 90 bbls to formation. (max gas 4518 units) (back ground gas 1500units, conn. gas 1660/2300 units, trip gas 4509
units)
Operations Next Report Penod
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 6" Lateral Section From 9,330' to 9,337'. WOB 3-10k, Rotary 0-50 9,330.0 9,337.0

rpm, Q= 195-210 gpm. P= 3000-3300 psi. MW inlout: 15.3 in / 15.3 ppg
out. Bgas: 1200-2400 units, Oft flare. Cgas: 1000-2400 units. Flow
through MPD WHP = 45-380 psi. Trap 880 psi, 17.75 EBHP. Sliding tough,
restart several times.

08:30 0.50 3.00 5 Circulate with rotation prior to stripping out of hole 3 stands. 9,337.0 9,337.0

09:00 1.00 4.00 6 Short trip3 stands to 9020 ft. Strip out of the hole holding 850 psi with 9,337.0 9,337.0
MPD.

10:00 2.00 6.00 3 Wash and ream back to bottom. Max rotary 20 rpm, tool limit.Circulate out 9,337.0 9,337.0
gas as needed prior to making connection. Max Gas 4450 units, Flare 15-
25 ft. Flow through MPD.

12:00 0.50 6.50 2 Rotary drillfrom 9337' to 9347'. WOB 7-12k, Diff: 250-400 psi, RPM: 35. 9,337.0 9,347.0
Drill ahead to find a better spot to slide. Flow throughMPD. Dropped out of
target zone at ~ 9343'.

12:30 5.50 12.00 2 Drilled 6" Lateral Section From 9,437' to 9,377'. WOB 3-15k, Rotary 0-50 9,347.0 9,377.0
rpm, Q= 175-195 gpm. P= 2950-3300 psi. MW inlout: 15.3 in I 15.3 ppg
out. Bgas: 1200-2400 units, O ft flare. Cgas: 1000-2400 units. Flow
through MPD WHP = 120-450 psi. Trap 880 psi, 17.75 EBHP.

18:00 12.00 24.00 2 Drilled 6" Lateral section from 9,77' to 9,441' sliding, WOB 10/25, 196gpm, 9,377.0 9,441.0
PP - 3200, mud wt. 15.3ppg inlout, Bgas 1500/2000 units. Flare: 5-25 ft.
Flowing thru MPD, 150/450, trap press 800psi., 17.79ECD,(pumped
gilsonitelmica sweep(40/20ppb) @ 22:00hrs.no change in penetration rate)
(pump 15bbl. Contone sweep @00:35hrs)( pump 15bbl. Contone sweep
@04:00hrs.) Contone sweep helping with losses, & penetration rates while
sliding

Mud Check: 9,375.0ftKB, 8/31/2013 14:00
Date Depth (ftKB) Density ([b/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/31/2013 9,375.0 15.30 50 21.0 20.000 15.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

41,893.000 368,489.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
19.0 16.43
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/1/2013
Report #: 23, DFS: 13.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 111.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 9,418.0ftKB, 8/31/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/31/2013 9,418.0 15.30 55 22.0 21.000 14.000 16.000 2.0 2
MBT(1b/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

45,963.000 338,314.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
71.0 2.0 17.85 112.0 Actual Check @ 02:00 (09/01/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/1/2013
Report #: 23, DFS: 13.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 111.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 9,418.0ftKB, 8/31/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/31/2013 9,418.0 15.30 55 22.0 21.000 14.000 16.000 2.0 2
MBT(1b/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

45,963.000 338,314.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
71.0 2.0 17.85 112.0 Actual Check @ 02:00 (09/01/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/1/2013
Report #: 23, DFS: 13.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 111.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 9,418.0ftKB, 8/31/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/31/2013 9,418.0 15.30 55 22.0 21.000 14.000 16.000 2.0 2
MBT(1b/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

45,963.000 338,314.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
71.0 2.0 17.85 112.0 Actual Check @ 02:00 (09/01/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/1/2013
Report #: 23, DFS: 13.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 111.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 9,418.0ftKB, 8/31/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/31/2013 9,418.0 15.30 55 22.0 21.000 14.000 16.000 2.0 2
MBT(1b/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

45,963.000 338,314.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
71.0 2.0 17.85 112.0 Actual Check @ 02:00 (09/01/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/1/2013
Report #: 23, DFS: 13.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 111.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 9,418.0ftKB, 8/31/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/31/2013 9,418.0 15.30 55 22.0 21.000 14.000 16.000 2.0 2
MBT(1b/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

45,963.000 338,314.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
71.0 2.0 17.85 112.0 Actual Check @ 02:00 (09/01/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/1/2013
Report #: 23, DFS: 13.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 111.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Mud Check: 9,418.0ftKB, 8/31/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

8/31/2013 9,418.0 15.30 55 22.0 21.000 14.000 16.000 2.0 2
MBT(1b/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

45,963.000 338,314.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
71.0 2.0 17.85 112.0 Actual Check @ 02:00 (09/01/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FID uTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/2/2013
053 Report #: 24, DFS: 14.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 462.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/1/2013 06:00 9/2/2013 06:00 14.52 9,441.0 9,903.0 462.00
Operations at Report Time
Drilling ahead
Operations Summary
Drill 6" Lateral Section from 9,441' to 9,763'. wait on orders, drillfrom 9,763' to 9,901' Flow throughMPD 45-550 psi, trap 875 psi.

Mud Losses past 24 hrs: 60 bbis (8bbis to SCE) 52 bbls to formation. (max gas 4319 units) (back ground gas 375units, conn. gas 1600 units, tripgas 0 units)
(SPR 20=1423/471, 30=1768/380, 40=2208/300 @ 9600ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 2 Drilled 6" Lateral section from 9,441' to 9,495' sliding, WOB 10/25, 170gpm, 9,441.0 9,495.0

PP - 2600, mud wt. 15.3ppg inlout, Bgas 1500/2000 units. Flare: 5-15 ft.
Flowing thru MPD, 150/450, trap press 800psi., 17.79 ECD. Pump 1 x15
bbl Contone Sweep at 12 ppb, slide aid.

09:00 3.00 6.00 2 Drilled 6" Lateral section from 9,495' to 9,599' sliding, WOB 10/25, 180-195 9,495.0 9,599.0
gpm, PP -2600-3050, mud wt. 15.3ppg inlout, Bgas 600/2700 units. Flare:
5-15 ft. Flowing thru MPD, 45/375, trap press 800psi., 17.79 ECD. Pump 1
x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to slow
losses, vary WOB and Diff Pressure to manage inclination.

12:00 8.50 14.50 2 Drilled 6" Lateral section from 9,495' to 9,763' sliding, WOB 10/25, 180-195 9,599.0 9,763.0
gpm, PP -2600-3050, mud wt. 15.3ppg inlout, Bgas 600/2700 units. Flare:
5-15 ft. Flowing thru MPD, 45/375, trap press 800psi., 17.79 ECD. Pump 1
x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to slow
losses, vary WOB and Diff Pressure to manage inclination.

20:30 1.00 15.50 5 Cir. &wait on orders 9,763.0 9,763.0
21:30 8.50 24.00 2 Drilled 6" lateral section from 9763' to 9901', sliding, WOB 10/25, 170/188 9,763.0 9,901.0

gpm, PP -2600/3050, mud wt. 15.3ppg inlout, Bgas 471/2500 units, flare
5/15ft. tlowingthru MPD 45/400psi. trap press 900psi, 17.97ECD, pump
1x15bbl contone sweep @ 12ppb slide aid, slide to bring down angle, while
rotating angle building.(mixing 12sks per hr. contone)

Mud Check: 9,673.0ftKB, 9/1/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/1/2013 9,673.0 15.30 56 24.0 24.000 20.000 24.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Ch ondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

55,133.000 339,742.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
19.0 16.76

Mud Check: 9,806.0ftKB, 9/1/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/1/2013 9,806.0 15.40 65 27.0 26.000 20.000 27.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

16,875.000 413,462.00 34.0
0

Mud Lost (Hole) (bbl) Mud Lost(Surf) (bbl) LCM ECD -Manual Entr... T Flowline (F) Comment
33.0 8.0 18.10 112.0 Actual Mud Check @02:00 (09/02/2013)
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053 Report #: 24, DFS: 14.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 462.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/1/2013 06:00 9/2/2013 06:00 14.52 9,441.0 9,903.0 462.00
Operations at Report Time
Drilling ahead
Operations Summary
Drill 6" Lateral Section from 9,441' to 9,763'. wait on orders, drillfrom 9,763' to 9,901' Flow throughMPD 45-550 psi, trap 875 psi.

Mud Losses past 24 hrs: 60 bbis (8bbis to SCE) 52 bbls to formation. (max gas 4319 units) (back ground gas 375units, conn. gas 1600 units, tripgas 0 units)
(SPR 20=1423/471, 30=1768/380, 40=2208/300 @ 9600ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 2 Drilled 6" Lateral section from 9,441' to 9,495' sliding, WOB 10/25, 170gpm, 9,441.0 9,495.0

PP - 2600, mud wt. 15.3ppg inlout, Bgas 1500/2000 units. Flare: 5-15 ft.
Flowing thru MPD, 150/450, trap press 800psi., 17.79 ECD. Pump 1 x15
bbl Contone Sweep at 12 ppb, slide aid.

09:00 3.00 6.00 2 Drilled 6" Lateral section from 9,495' to 9,599' sliding, WOB 10/25, 180-195 9,495.0 9,599.0
gpm, PP -2600-3050, mud wt. 15.3ppg inlout, Bgas 600/2700 units. Flare:
5-15 ft. Flowing thru MPD, 45/375, trap press 800psi., 17.79 ECD. Pump 1
x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to slow
losses, vary WOB and Diff Pressure to manage inclination.
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gpm, PP -2600-3050, mud wt. 15.3ppg inlout, Bgas 600/2700 units. Flare:
5-15 ft. Flowing thru MPD, 45/375, trap press 800psi., 17.79 ECD. Pump 1
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21:30 8.50 24.00 2 Drilled 6" lateral section from 9763' to 9901', sliding, WOB 10/25, 170/188 9,763.0 9,901.0

gpm, PP -2600/3050, mud wt. 15.3ppg inlout, Bgas 471/2500 units, flare
5/15ft. tlowingthru MPD 45/400psi. trap press 900psi, 17.97ECD, pump
1x15bbl contone sweep @ 12ppb slide aid, slide to bring down angle, while
rotating angle building.(mixing 12sks per hr. contone)

Mud Check: 9,673.0ftKB, 9/1/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.
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55,133.000 339,742.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
19.0 16.76
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/1/2013 9,806.0 15.40 65 27.0 26.000 20.000 27.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

16,875.000 413,462.00 34.0
0

Mud Lost (Hole) (bbl) Mud Lost(Surf) (bbl) LCM ECD -Manual Entr... T Flowline (F) Comment
33.0 8.0 18.10 112.0 Actual Mud Check @02:00 (09/02/2013)

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FID uTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/2/2013
053 Report #: 24, DFS: 14.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 462.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/1/2013 06:00 9/2/2013 06:00 14.52 9,441.0 9,903.0 462.00
Operations at Report Time
Drilling ahead
Operations Summary
Drill 6" Lateral Section from 9,441' to 9,763'. wait on orders, drillfrom 9,763' to 9,901' Flow throughMPD 45-550 psi, trap 875 psi.

Mud Losses past 24 hrs: 60 bbis (8bbis to SCE) 52 bbls to formation. (max gas 4319 units) (back ground gas 375units, conn. gas 1600 units, tripgas 0 units)
(SPR 20=1423/471, 30=1768/380, 40=2208/300 @ 9600ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 2 Drilled 6" Lateral section from 9,441' to 9,495' sliding, WOB 10/25, 170gpm, 9,441.0 9,495.0

PP - 2600, mud wt. 15.3ppg inlout, Bgas 1500/2000 units. Flare: 5-15 ft.
Flowing thru MPD, 150/450, trap press 800psi., 17.79 ECD. Pump 1 x15
bbl Contone Sweep at 12 ppb, slide aid.

09:00 3.00 6.00 2 Drilled 6" Lateral section from 9,495' to 9,599' sliding, WOB 10/25, 180-195 9,495.0 9,599.0
gpm, PP -2600-3050, mud wt. 15.3ppg inlout, Bgas 600/2700 units. Flare:
5-15 ft. Flowing thru MPD, 45/375, trap press 800psi., 17.79 ECD. Pump 1
x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to slow
losses, vary WOB and Diff Pressure to manage inclination.

12:00 8.50 14.50 2 Drilled 6" Lateral section from 9,495' to 9,763' sliding, WOB 10/25, 180-195 9,599.0 9,763.0
gpm, PP -2600-3050, mud wt. 15.3ppg inlout, Bgas 600/2700 units. Flare:
5-15 ft. Flowing thru MPD, 45/375, trap press 800psi., 17.79 ECD. Pump 1
x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to slow
losses, vary WOB and Diff Pressure to manage inclination.

20:30 1.00 15.50 5 Cir. &wait on orders 9,763.0 9,763.0

21:30 8.50 24.00 2 Drilled 6" lateral section from 9763' to 9901', sliding, WOB 10/25, 170/188 9,763.0 9,901.0
gpm, PP -2600/3050, mud wt. 15.3ppg inlout, Bgas 471/2500 units, flare
5/15ft. tlowingthru MPD 45/400psi. trap press 900psi, 17.97ECD, pump
1x15bbl contone sweep @ 12ppb slide aid, slide to bring down angle, while
rotating angle building.(mixing 12sks per hr. contone)

Mud Check: 9,673.0ftKB, 9/1/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/1/2013 9,673.0 15.30 56 24.0 24.000 20.000 24.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Ch ondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

55,133.000 339,742.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
19.0 16.76

Mud Check: 9,806.0ftKB, 9/1/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/1/2013 9,806.0 15.40 65 27.0 26.000 20.000 27.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

16,875.000 413,462.00 34.0
0

Mud Lost (Hole) (bbl) Mud Lost(Surf) (bbl) LCM ECD -Manual Entr... T Flowline (F) Comment
33.0 8.0 18.10 112.0 Actual Mud Check @02:00 (09/02/2013)

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/2/2013
"" Report #: 24, DFS: 14.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 462.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) )D (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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"" Report #: 24, DFS: 14.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 462.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) )D (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/2/2013
"" Report #: 24, DFS: 14.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 462.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) )D (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
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10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2013
Report #: 25, DFS: 15.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 351.00
API/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/2/2013 06:00 9/3/2013 06:00 15.52 9,903.0 10,254.0 351.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 9,901' to 10,256'. Flow throughMPD 45-550 psi, trap 885 psi. Slide as needed to follow formation.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbis to formation. (max gas 4515 units) (back ground gas 2500units, conn. gas 2700 units, tripgas 0 units)
(SPR 30=1870/250, 40=2320/148, @ 10,159ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" lateral section from 9,901' to 10,016', sliding, WOB 10/25, 9,901.0 10,016.0
170/188 gpm, PP -2600/3050, mud wt. 15.3ppg inlout, Bgas 471/2500
units, flare 5/15ft. flowing thru MPD 45/400psi. trap press 900psi,
17.97ECD, Pump 2x10bbi contone sweep @ 12ppb slide aid, slide to bring
down angle, while rotating angle building.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 10,016' to 10,146' sliding, WOB 10/25, 180- 10,016.0 10,146.0
195 gpm, PP -2600-3050, mud wt. 15.3ppg in/out, Bgas 1100/3300 units.
Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press 870psi., 17.9 ECD.
Pump 1 x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to
slow losses,

18:00 6.00 18.00 2 Drilled 6" Lateral section from 10,146' to10,187'sliding, WOB 10/25, 175- 10,146.0 10,187.0
180 gpm, PP - 2600-3050, mud wt. 15.3ppg inlout, Bgas 370 units. Flare: 5
-15 ft. Flowing thru MPD, 45/375, trap press 800psi., 17.9 ECD. Pump 1
x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to slow
losses.

00:00 6.00 24.00 2 Drilled6" Lateral section from 10,187' to10,256'rotate &sliding, WOB 10,187.0 10,256.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas
1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
880psi., 17.9 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb, slide aid.
Varying flowrate to slow losses.

Mud Check: 10,070.0ftKB, 3/2/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2013 10,070.0 15.30 64 28.0 25.000 21.000 27.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OliWater Ratio

42,543.000 353,388.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline(°F) Comment
12.0 17.25

Mud Check: 10,206.0ftKB, 9/2/2013 23:59
Date Oepth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2013 10,206.0 15.30 64 28.0 19.000 16.000 22.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

9,891.000 421,155.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
62.0 5.0 17.98 112.0 Actual Mud Check @ 02:00 (09/03/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2013
Report #: 25, DFS: 15.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 351.00
API/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/2/2013 06:00 9/3/2013 06:00 15.52 9,903.0 10,254.0 351.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 9,901' to 10,256'. Flow throughMPD 45-550 psi, trap 885 psi. Slide as needed to follow formation.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbis to formation. (max gas 4515 units) (back ground gas 2500units, conn. gas 2700 units, tripgas 0 units)
(SPR 30=1870/250, 40=2320/148, @ 10,159ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" lateral section from 9,901' to 10,016', sliding, WOB 10/25, 9,901.0 10,016.0
170/188 gpm, PP -2600/3050, mud wt. 15.3ppg inlout, Bgas 471/2500
units, flare 5/15ft. flowing thru MPD 45/400psi. trap press 900psi,
17.97ECD, Pump 2x10bbi contone sweep @ 12ppb slide aid, slide to bring
down angle, while rotating angle building.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 10,016' to 10,146' sliding, WOB 10/25, 180- 10,016.0 10,146.0
195 gpm, PP -2600-3050, mud wt. 15.3ppg in/out, Bgas 1100/3300 units.
Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press 870psi., 17.9 ECD.
Pump 1 x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to
slow losses,

18:00 6.00 18.00 2 Drilled 6" Lateral section from 10,146' to10,187'sliding, WOB 10/25, 175- 10,146.0 10,187.0
180 gpm, PP - 2600-3050, mud wt. 15.3ppg inlout, Bgas 370 units. Flare: 5
-15 ft. Flowing thru MPD, 45/375, trap press 800psi., 17.9 ECD. Pump 1
x10 bbl Contone Sweep at 12 ppb, slide aid. Varying flowrate to slow
losses.

00:00 6.00 24.00 2 Drilled6" Lateral section from 10,187' to10,256'rotate &sliding, WOB 10,187.0 10,256.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas
1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
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(SPR 30=1870/250, 40=2320/148, @ 10,159ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
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1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
880psi., 17.9 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb, slide aid.
Varying flowrate to slow losses.

Mud Check: 10,070.0ftKB, 3/2/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2013 10,070.0 15.30 64 28.0 25.000 21.000 27.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OliWater Ratio

42,543.000 353,388.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline(°F) Comment
12.0 17.25

Mud Check: 10,206.0ftKB, 9/2/2013 23:59
Date Oepth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/2/2013 10,206.0 15.30 64 28.0 19.000 16.000 22.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

9,891.000 421,155.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
62.0 5.0 17.98 112.0 Actual Mud Check @ 02:00 (09/03/2013)

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/3/2013
Report #: 25, DFS: 15.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 351.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand LJT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No CoSt Report for: 9/4/2013
Report #: 26, DFS: 16.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 338.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Repon Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/3/2013 06:00 9/4/2013 06:00 16.52 10,349.0 10,687.0 338.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 10,256' to 10,68T. Flow through MPD 45-550 psi, trap 885 psi. Slide as needed to follow formation.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 4756 units) (back ground gas 370units, conn. gas 1600/2700 units, tripgas 0
units) (SPR 30=1870/250, 40=2320/148, @10,159ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,256' to10,367'rotate &sliding, WOB 10,256.0 10,367.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas
1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
880psi., 17.9-18.1 ECD. Pump 2 x10 bbl Contone Sweep at 12 ppb(slide
aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 10,367' to10,537'rotate & sliding, WOB 10,367.0 10,537.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas
1300/3300 units.max gas 4756, conn gas 1600/2700 units, Flare: 5-15 ft.
Flowing thru MPD, 45/375, trap press 880psi., 17.9-18.1 ECD. Pump 2 x10
bbl Contone Sweep at 12 ppb(slide aid)+ 20 ppb Vanguard Fine Varying
flowrate to slow losses.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 10,537' to10,665' rotate &sliding, WOB 10,537.0 10,665.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press 880psi., 17.9-
18.1 ECD. Pump 1 x10 bbi Contone Sweep at 12 ppb(slide aid)+ 20 ppb
Vanguard Fine Varying flowrate to slow losses.SPR #2 30=2000/310, 40=
2450/172 with 15.3ppg, @10,634' BOP drill47sec.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 10,665' to10,687'rotate &sliding, WOB 10,665.0 10,687.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

Mud Check: 10,381.0ftKB, 9/3/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2013 10,381.0 15.30 62 26.0 21.000 18.000 24.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

45,225.000 364,596.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
25.0 9.0 18.10 120.0

Mud Check: 10,672.0ftKB, 9/3/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2013 10,672.0 15.40 68 28.0 26.000 20.000 27.000 2.0 2
MBT (Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3,175.000 419,838.00 34.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
52.0 10.0 18.25 112.0 Actual Mud Check @ 02:00 (09/04/2013)
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No CoSt Report for: 9/4/2013
Report #: 26, DFS: 16.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 338.00
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DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
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Repon Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/3/2013 06:00 9/4/2013 06:00 16.52 10,349.0 10,687.0 338.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 10,256' to 10,68T. Flow through MPD 45-550 psi, trap 885 psi. Slide as needed to follow formation.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 4756 units) (back ground gas 370units, conn. gas 1600/2700 units, tripgas 0
units) (SPR 30=1870/250, 40=2320/148, @10,159ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,256' to10,367'rotate &sliding, WOB 10,256.0 10,367.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas
1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
880psi., 17.9-18.1 ECD. Pump 2 x10 bbl Contone Sweep at 12 ppb(slide
aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 10,367' to10,537'rotate & sliding, WOB 10,367.0 10,537.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas
1300/3300 units.max gas 4756, conn gas 1600/2700 units, Flare: 5-15 ft.
Flowing thru MPD, 45/375, trap press 880psi., 17.9-18.1 ECD. Pump 2 x10
bbl Contone Sweep at 12 ppb(slide aid)+ 20 ppb Vanguard Fine Varying
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18:00 6.00 18.00 2 Drilled 6" Lateral section from 10,537' to10,665' rotate &sliding, WOB 10,537.0 10,665.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press 880psi., 17.9-
18.1 ECD. Pump 1 x10 bbi Contone Sweep at 12 ppb(slide aid)+ 20 ppb
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2450/172 with 15.3ppg, @10,634' BOP drill47sec.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 10,665' to10,687'rotate &sliding, WOB 10,665.0 10,687.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
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1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
880psi., 17.9-18.1 ECD. Pump 2 x10 bbl Contone Sweep at 12 ppb(slide
aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 10,367' to10,537'rotate & sliding, WOB 10,367.0 10,537.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas
1300/3300 units.max gas 4756, conn gas 1600/2700 units, Flare: 5-15 ft.
Flowing thru MPD, 45/375, trap press 880psi., 17.9-18.1 ECD. Pump 2 x10
bbl Contone Sweep at 12 ppb(slide aid)+ 20 ppb Vanguard Fine Varying
flowrate to slow losses.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 10,537' to10,665' rotate &sliding, WOB 10,537.0 10,665.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press 880psi., 17.9-
18.1 ECD. Pump 1 x10 bbi Contone Sweep at 12 ppb(slide aid)+ 20 ppb
Vanguard Fine Varying flowrate to slow losses.SPR #2 30=2000/310, 40=
2450/172 with 15.3ppg, @10,634' BOP drill47sec.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 10,665' to10,687'rotate &sliding, WOB 10,665.0 10,687.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

Mud Check: 10,381.0ftKB, 9/3/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2013 10,381.0 15.30 62 26.0 21.000 18.000 24.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

45,225.000 364,596.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
25.0 9.0 18.10 120.0

Mud Check: 10,672.0ftKB, 9/3/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2013 10,672.0 15.40 68 28.0 26.000 20.000 27.000 2.0 2
MBT (Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3,175.000 419,838.00 34.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
52.0 10.0 18.25 112.0 Actual Mud Check @ 02:00 (09/04/2013)
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No CoSt Report for: 9/4/2013
Report #: 26, DFS: 16.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 338.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Repon Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/3/2013 06:00 9/4/2013 06:00 16.52 10,349.0 10,687.0 338.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 10,256' to 10,68T. Flow through MPD 45-550 psi, trap 885 psi. Slide as needed to follow formation.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 4756 units) (back ground gas 370units, conn. gas 1600/2700 units, tripgas 0
units) (SPR 30=1870/250, 40=2320/148, @10,159ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,256' to10,367'rotate &sliding, WOB 10,256.0 10,367.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas
1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
880psi., 17.9-18.1 ECD. Pump 2 x10 bbl Contone Sweep at 12 ppb(slide
aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 10,367' to10,537'rotate & sliding, WOB 10,367.0 10,537.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas
1300/3300 units.max gas 4756, conn gas 1600/2700 units, Flare: 5-15 ft.
Flowing thru MPD, 45/375, trap press 880psi., 17.9-18.1 ECD. Pump 2 x10
bbl Contone Sweep at 12 ppb(slide aid)+ 20 ppb Vanguard Fine Varying
flowrate to slow losses.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 10,537' to10,665' rotate &sliding, WOB 10,537.0 10,665.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press 880psi., 17.9-
18.1 ECD. Pump 1 x10 bbi Contone Sweep at 12 ppb(slide aid)+ 20 ppb
Vanguard Fine Varying flowrate to slow losses.SPR #2 30=2000/310, 40=
2450/172 with 15.3ppg, @10,634' BOP drill47sec.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 10,665' to10,687'rotate &sliding, WOB 10,665.0 10,687.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

Mud Check: 10,381.0ftKB, 9/3/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2013 10,381.0 15.30 62 26.0 21.000 18.000 24.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

45,225.000 364,596.00 33.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
25.0 9.0 18.10 120.0

Mud Check: 10,672.0ftKB, 9/3/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibfl1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/3/2013 10,672.0 15.40 68 28.0 26.000 20.000 27.000 2.0 2
MBT (Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3,175.000 419,838.00 34.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
52.0 10.0 18.25 112.0 Actual Mud Check @ 02:00 (09/04/2013)
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No CoSt Report for: 9/4/2013
Report #: 26, DFS: 16.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 338.00
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Daily Operations
Repon Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/3/2013 06:00 9/4/2013 06:00 16.52 10,349.0 10,687.0 338.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 10,256' to 10,68T. Flow through MPD 45-550 psi, trap 885 psi. Slide as needed to follow formation.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 4756 units) (back ground gas 370units, conn. gas 1600/2700 units, tripgas 0
units) (SPR 30=1870/250, 40=2320/148, @10,159ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,256' to10,367'rotate &sliding, WOB 10,256.0 10,367.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas
1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
880psi., 17.9-18.1 ECD. Pump 2 x10 bbl Contone Sweep at 12 ppb(slide
aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 10,367' to10,537'rotate & sliding, WOB 10,367.0 10,537.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas
1300/3300 units.max gas 4756, conn gas 1600/2700 units, Flare: 5-15 ft.
Flowing thru MPD, 45/375, trap press 880psi., 17.9-18.1 ECD. Pump 2 x10
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10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press 880psi., 17.9-
18.1 ECD. Pump 1 x10 bbi Contone Sweep at 12 ppb(slide aid)+ 20 ppb
Vanguard Fine Varying flowrate to slow losses.SPR #2 30=2000/310, 40=
2450/172 with 15.3ppg, @10,634' BOP drill47sec.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 10,665' to10,687'rotate &sliding, WOB 10,665.0 10,687.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

Mud Check: 10,381.0ftKB, 9/3/2013 14:00
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0
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25.0 9.0 18.10 120.0
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3,175.000 419,838.00 34.0
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
52.0 10.0 18.25 112.0 Actual Mud Check @ 02:00 (09/04/2013)
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No CoSt Report for: 9/4/2013
Report #: 26, DFS: 16.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 338.00
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Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 10,256' to 10,68T. Flow through MPD 45-550 psi, trap 885 psi. Slide as needed to follow formation.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 4756 units) (back ground gas 370units, conn. gas 1600/2700 units, tripgas 0
units) (SPR 30=1870/250, 40=2320/148, @10,159ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
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Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,256' to10,367'rotate &sliding, WOB 10,256.0 10,367.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas
1300/3300 units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press
880psi., 17.9-18.1 ECD. Pump 2 x10 bbl Contone Sweep at 12 ppb(slide
aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 10,367' to10,537'rotate & sliding, WOB 10,367.0 10,537.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas
1300/3300 units.max gas 4756, conn gas 1600/2700 units, Flare: 5-15 ft.
Flowing thru MPD, 45/375, trap press 880psi., 17.9-18.1 ECD. Pump 2 x10
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18:00 6.00 18.00 2 Drilled 6" Lateral section from 10,537' to10,665' rotate &sliding, WOB 10,537.0 10,665.0
10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. Flare: 5-15 ft. Flowing thru MPD, 45/375, trap press 880psi., 17.9-
18.1 ECD. Pump 1 x10 bbi Contone Sweep at 12 ppb(slide aid)+ 20 ppb
Vanguard Fine Varying flowrate to slow losses.SPR #2 30=2000/310, 40=
2450/172 with 15.3ppg, @10,634' BOP drill47sec.
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10/25, 175-180 gpm, PP -2600-3150, mud wt. 15.3ppg inlout, Bgas 370
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.
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25.0 9.0 18.10 120.0
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/4/2013
Report #: 26, DFS: 16.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 338.00
APllUWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft .. Dri11ed (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/4/2013
Report #: 26, DFS: 16.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 338.00
APllUWI Excaliber 1D Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft .. Dri11ed (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,262.0 10,847.0 2,585.00 8/28/2013 06:00 9/4/2013 19:15 133.57 19.4 58.83 74.74 55.96 44.04
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2013
Report #: 27, DFS: 17.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 160.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2013 06:00 9/5/2013 06:00 17.52 10,687.0 10,847.0 160.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 10,687' to 10,847'. Flow through MPD 45-550 psi, trap 885 psi. Slide as needed to follow formation. P-ZIG went out, cir. spot LCM
pill in open hole, Strip out of hole to 10,491', rotating rubber blew, changed rubber, strip out of hole to 7800'.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 2332 units) (back ground gas 500units, conn. gas 370/2084 units, tripgas 0
units) (SPR 20=1570/321, 30=1950/207, 40= 2401/106, @ 10,775ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,687' to10,731'rotate &sliding, WOB 10,687.0 10,731.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas 373
units. conn. gas 300/500 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled6" Lateral section from 10,731' to10,823.'rotate &sliding, WOB 10,731.0 10,823.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg inlout, Bgas 373
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

18:00 1.50 13.50 2 Drilled 6" Lateral section from 10,823' to10,847.'rotate &sliding, WOB 10,823.0 10,847.0
10/25, 175-180 gpm, PP -2600-3150, mud wl. 15.3ppg inlout, Bgas 373
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.(MWD
toolgone out)

19:30 3.00 16.50 5 Cir. &cond. mud to POOH, spot LCM pill in open hole 10,847.0 10,847.0
22:30 1.00 17.50 6 Strip out of hole to10,491',rotating rubber gave out, closed annular. 10,847.0 10,847.0
23:30 2.00 19.50 22 Monitor well head press with annular closed, no build in press, change out 10,847.0 10,847.0

rotating rubber, equalize press between annular &new rotating rubber,
open annular, start pump, monitorgain/loss,

01:30 4.50 24.00 6 Strip out of hole holding back press on well with MPD, (BOP DRILL2MINS) 10,847.0 10,847.0

Mud Check: in,778.0ftKB, 3/4/201315:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (1bfl1... Gel (10s) (lbf... Gel (10m) (ib... Gel (30m) (Ib... Flitrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/4/2013 10,778.0 15.30 74 30.0 15.000 14.000 20.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

375,274.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
115.0
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pill in open hole, Strip out of hole to 10,491', rotating rubber blew, changed rubber, strip out of hole to 7800'.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 2332 units) (back ground gas 500units, conn. gas 370/2084 units, tripgas 0
units) (SPR 20=1570/321, 30=1950/207, 40= 2401/106, @ 10,775ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,687' to10,731'rotate &sliding, WOB 10,687.0 10,731.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas 373
units. conn. gas 300/500 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled6" Lateral section from 10,731' to10,823.'rotate &sliding, WOB 10,731.0 10,823.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg inlout, Bgas 373
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

18:00 1.50 13.50 2 Drilled 6" Lateral section from 10,823' to10,847.'rotate &sliding, WOB 10,823.0 10,847.0
10/25, 175-180 gpm, PP -2600-3150, mud wl. 15.3ppg inlout, Bgas 373
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.(MWD
toolgone out)

19:30 3.00 16.50 5 Cir. &cond. mud to POOH, spot LCM pill in open hole 10,847.0 10,847.0
22:30 1.00 17.50 6 Strip out of hole to10,491',rotating rubber gave out, closed annular. 10,847.0 10,847.0
23:30 2.00 19.50 22 Monitor well head press with annular closed, no build in press, change out 10,847.0 10,847.0

rotating rubber, equalize press between annular &new rotating rubber,
open annular, start pump, monitorgain/loss,

01:30 4.50 24.00 6 Strip out of hole holding back press on well with MPD, (BOP DRILL2MINS) 10,847.0 10,847.0

Mud Check: in,778.0ftKB, 3/4/201315:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (1bfl1... Gel (10s) (lbf... Gel (10m) (ib... Gel (30m) (Ib... Flitrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/4/2013 10,778.0 15.30 74 30.0 15.000 14.000 20.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

375,274.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
115.0

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2013
Report #: 27, DFS: 17.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 160.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2013 06:00 9/5/2013 06:00 17.52 10,687.0 10,847.0 160.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 10,687' to 10,847'. Flow through MPD 45-550 psi, trap 885 psi. Slide as needed to follow formation. P-ZIG went out, cir. spot LCM
pill in open hole, Strip out of hole to 10,491', rotating rubber blew, changed rubber, strip out of hole to 7800'.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 2332 units) (back ground gas 500units, conn. gas 370/2084 units, tripgas 0
units) (SPR 20=1570/321, 30=1950/207, 40= 2401/106, @ 10,775ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,687' to10,731'rotate &sliding, WOB 10,687.0 10,731.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas 373
units. conn. gas 300/500 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled6" Lateral section from 10,731' to10,823.'rotate &sliding, WOB 10,731.0 10,823.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg inlout, Bgas 373
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

18:00 1.50 13.50 2 Drilled 6" Lateral section from 10,823' to10,847.'rotate &sliding, WOB 10,823.0 10,847.0
10/25, 175-180 gpm, PP -2600-3150, mud wl. 15.3ppg inlout, Bgas 373
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.(MWD
toolgone out)

19:30 3.00 16.50 5 Cir. &cond. mud to POOH, spot LCM pill in open hole 10,847.0 10,847.0

22:30 1.00 17.50 6 Strip out of hole to10,491',rotating rubber gave out, closed annular. 10,847.0 10,847.0

23:30 2.00 19.50 22 Monitor well head press with annular closed, no build in press, change out 10,847.0 10,847.0
rotating rubber, equalize press between annular &new rotating rubber,
open annular, start pump, monitorgain/loss,

01:30 4.50 24.00 6 Strip out of hole holding back press on well with MPD, (BOP DRILL2MINS) 10,847.0 10,847.0

Mud Check: in,778.0ftKB, 3/4/201315:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (1bfl1... Gel (10s) (lbf... Gel (10m) (ib... Gel (30m) (Ib... Flitrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/4/2013 10,778.0 15.30 74 30.0 15.000 14.000 20.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

375,274.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
115.0

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/5/2013
Report #: 27, DFS: 17.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 160.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/4/2013 06:00 9/5/2013 06:00 17.52 10,687.0 10,847.0 160.00
Operations at Report Time

Operations Summary
Drill 6" Lateral Section from 10,687' to 10,847'. Flow through MPD 45-550 psi, trap 885 psi. Slide as needed to follow formation. P-ZIG went out, cir. spot LCM
pill in open hole, Strip out of hole to 10,491', rotating rubber blew, changed rubber, strip out of hole to 7800'.

Mud Losses past 24 hrs: 61 bbis (4bbis to SCE) 57 bbls to formation. (max gas 2332 units) (back ground gas 500units, conn. gas 370/2084 units, tripgas 0
units) (SPR 20=1570/321, 30=1950/207, 40= 2401/106, @ 10,775ft. with 15.3ppg, Drilling torque 3000ft/lbs off bottom, 4500ft/lbs. on bottom
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 10,687' to10,731'rotate &sliding, WOB 10,687.0 10,731.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg in/out, Bgas 373
units. conn. gas 300/500 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

12:00 6.00 12.00 2 Drilled6" Lateral section from 10,731' to10,823.'rotate &sliding, WOB 10,731.0 10,823.0
10/25, 175-180 gpm, PP - 2600-3150, mud wt. 15.3ppg inlout, Bgas 373
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.

18:00 1.50 13.50 2 Drilled 6" Lateral section from 10,823' to10,847.'rotate &sliding, WOB 10,823.0 10,847.0
10/25, 175-180 gpm, PP -2600-3150, mud wl. 15.3ppg inlout, Bgas 373
units. conn. gas 1600/2700 units, no flare, Flowing thru MPD, 45/375, trap
press 880psi., 17.9-18.1 ECD. Pump 1 x10 bbl Contone Sweep at 12 ppb
(slide aid)+ 20 ppb Vanguard Fine Varying flowrate to slow losses.(MWD
toolgone out)

19:30 3.00 16.50 5 Cir. &cond. mud to POOH, spot LCM pill in open hole 10,847.0 10,847.0

22:30 1.00 17.50 6 Strip out of hole to10,491',rotating rubber gave out, closed annular. 10,847.0 10,847.0

23:30 2.00 19.50 22 Monitor well head press with annular closed, no build in press, change out 10,847.0 10,847.0
rotating rubber, equalize press between annular &new rotating rubber,
open annular, start pump, monitorgain/loss,

01:30 4.50 24.00 6 Strip out of hole holding back press on well with MPD, (BOP DRILL2MINS) 10,847.0 10,847.0

Mud Check: in,778.0ftKB, 3/4/201315:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (1bfl1... Gel (10s) (lbf... Gel (10m) (ib... Gel (30m) (Ib... Flitrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/4/2013 10,778.0 15.30 74 30.0 15.000 14.000 20.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) OilWater Ratio

375,274.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
115.0

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2013
Report #: 28, DFS: 18.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Rí9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2013 06:00 9/6/2013 06:00 18.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Transfer 15.3 mud to farm, transfer 18.3 mud to active system, displace hole with KWM, pump LCM pills, hole taking mud, open by-pass, mix vol & LCM pill,
pump LCM &spot in open hole, drop ball &close by-pass, build mud vol. &transferto active system

mud loss to hole last 24hrs. 269bbls.back ground gas 27 units,
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 22 transfer 15.3ppg mud from active system to tank farm, & transfer 18.3ppg 10,847.0 10,847.0
mud from tank farm to active system, build 18.3ppg mud vol.

13:00 4.50 11.50 5 Displacing 15.3ppg out of hole with 18.3ppg KWM, formation takingmud, 10,847.0 10,847.0
18.3ppg going in & 15.3+ out, shut down build LCMpill,

17:30 1.50 13.00 22 Build LCM pill&wt up to 18.3ppg 10,847.0 10,847.0
19:00 1.00 14.00 5 Pump 60bbl. LCMpill, pump rate 1 1/2bpm, returns 10/15gpm 10,847.0 10,847.0
20:00 1.00 15.00 5 Drop ball &open by-pass valve on well commander toolwith 3000psi. 10,847.0 10,847.0
21:00 5.00 20.00 22 Build 120bbls. of 18.3ppg vol. in active system & buils 60bbl LCMpillwt. up 10,847.0 10,847.0

to 18.3ppg @70PPB. (trouble with mixing system)
02:00 2.00 22.00 5 Pump &spot 60bbis. of LCM in open hole 10,847.0 10,847.0
04:00 1.00 23.00 5 Drop ball let fall for 30mins. pump ball the rest way down &close by-pass 10,847.0 10,847.0

valve on well commander tool,&build slug, took3200psi to close bypass

05:00 1.00 24.00 5 Transfer mud to active, wt. up to 18.3ppg., to have enough mud to POOH 10,847.0 10,847.0

Mud Check: 7,788.0ftKB, 9/5/2013 1E:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/5/2013 7,788.0 18.30 75 40.0 26.000 14.000 20.000 2.0 2
MBT(1b/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

443,382.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
101.0 0.0

Mud Check: 10,847.0ftKB, 9/5/2013 23:00
Date Depth (ftKB) Density (Ib/gal) \ns (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2013 10,847.0 18.30 76 48.0 27.000 16.000 23.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

431,478.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment
168.0 0.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2013
Report #: 28, DFS: 18.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Rí9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2013 06:00 9/6/2013 06:00 18.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Transfer 15.3 mud to farm, transfer 18.3 mud to active system, displace hole with KWM, pump LCM pills, hole taking mud, open by-pass, mix vol & LCM pill,
pump LCM &spot in open hole, drop ball &close by-pass, build mud vol. &transferto active system

mud loss to hole last 24hrs. 269bbls.back ground gas 27 units,
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 22 transfer 15.3ppg mud from active system to tank farm, & transfer 18.3ppg 10,847.0 10,847.0
mud from tank farm to active system, build 18.3ppg mud vol.

13:00 4.50 11.50 5 Displacing 15.3ppg out of hole with 18.3ppg KWM, formation takingmud, 10,847.0 10,847.0
18.3ppg going in & 15.3+ out, shut down build LCMpill,

17:30 1.50 13.00 22 Build LCM pill&wt up to 18.3ppg 10,847.0 10,847.0
19:00 1.00 14.00 5 Pump 60bbl. LCMpill, pump rate 1 1/2bpm, returns 10/15gpm 10,847.0 10,847.0
20:00 1.00 15.00 5 Drop ball &open by-pass valve on well commander toolwith 3000psi. 10,847.0 10,847.0
21:00 5.00 20.00 22 Build 120bbls. of 18.3ppg vol. in active system & buils 60bbl LCMpillwt. up 10,847.0 10,847.0

to 18.3ppg @70PPB. (trouble with mixing system)
02:00 2.00 22.00 5 Pump &spot 60bbis. of LCM in open hole 10,847.0 10,847.0
04:00 1.00 23.00 5 Drop ball let fall for 30mins. pump ball the rest way down &close by-pass 10,847.0 10,847.0

valve on well commander tool,&build slug, took3200psi to close bypass

05:00 1.00 24.00 5 Transfer mud to active, wt. up to 18.3ppg., to have enough mud to POOH 10,847.0 10,847.0

Mud Check: 7,788.0ftKB, 9/5/2013 1E:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/5/2013 7,788.0 18.30 75 40.0 26.000 14.000 20.000 2.0 2
MBT(1b/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

443,382.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
101.0 0.0

Mud Check: 10,847.0ftKB, 9/5/2013 23:00
Date Depth (ftKB) Density (Ib/gal) \ns (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/5/2013 10,847.0 18.30 76 48.0 27.000 16.000 23.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

431,478.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment
168.0 0.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/6/2013
Report #: 28, DFS: 18.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Rí9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/5/2013 06:00 9/6/2013 06:00 18.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Transfer 15.3 mud to farm, transfer 18.3 mud to active system, displace hole with KWM, pump LCM pills, hole taking mud, open by-pass, mix vol & LCM pill,
pump LCM &spot in open hole, drop ball &close by-pass, build mud vol. &transferto active system

mud loss to hole last 24hrs. 269bbls.back ground gas 27 units,
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 22 transfer 15.3ppg mud from active system to tank farm, & transfer 18.3ppg 10,847.0 10,847.0
mud from tank farm to active system, build 18.3ppg mud vol.

13:00 4.50 11.50 5 Displacing 15.3ppg out of hole with 18.3ppg KWM, formation takingmud, 10,847.0 10,847.0
18.3ppg going in & 15.3+ out, shut down build LCMpill,

17:30 1.50 13.00 22 Build LCM pill&wt up to 18.3ppg 10,847.0 10,847.0
19:00 1.00 14.00 5 Pump 60bbl. LCMpill, pump rate 1 1/2bpm, returns 10/15gpm 10,847.0 10,847.0
20:00 1.00 15.00 5 Drop ball &open by-pass valve on well commander toolwith 3000psi. 10,847.0 10,847.0
21:00 5.00 20.00 22 Build 120bbls. of 18.3ppg vol. in active system & buils 60bbl LCMpillwt. up 10,847.0 10,847.0

to 18.3ppg @70PPB. (trouble with mixing system)
02:00 2.00 22.00 5 Pump &spot 60bbis. of LCM in open hole 10,847.0 10,847.0
04:00 1.00 23.00 5 Drop ball let fall for 30mins. pump ball the rest way down &close by-pass 10,847.0 10,847.0

valve on well commander tool,&build slug, took3200psi to close bypass

05:00 1.00 24.00 5 Transfer mud to active, wt. up to 18.3ppg., to have enough mud to POOH 10,847.0 10,847.0

Mud Check: 7,788.0ftKB, 9/5/2013 1E:00
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pump LCM &spot in open hole, drop ball &close by-pass, build mud vol. &transferto active system

mud loss to hole last 24hrs. 269bbls.back ground gas 27 units,
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Delbert Sullivan Company Man / WSL (970) 986-4401
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18.3ppg going in & 15.3+ out, shut down build LCMpill,
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04:00 1.00 23.00 5 Drop ball let fall for 30mins. pump ball the rest way down &close by-pass 10,847.0 10,847.0

valve on well commander tool,&build slug, took3200psi to close bypass
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2013
Report #: 29, DFS: 19.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Dnliing Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2013 06:00 9/7/2013 06:00 19.52 10,847.0 10,847.0 0.00
Operations at Report Time
TlH
Operations Summary
Trip out of hole, change BHA, test LWDIMWD,

15bbls. mud loss to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 6 Strip out og hole from 7800' to 6484' holding 100psi back press on well 10,847.0 10,847.0

bore with MPD

09:00 1.00 4.00 5 Check flow, well static. pump slug 10,847.0 10,847.0
10:00 11.50 15.50 6 POOH slowly not swab in well, hole taking proper fill 10,847.0 10,847.0
21:30 3.00 18.50 6 Lay down dir. tools, break out bit 10,847.0 10,847.0
00:30 1.00 19.50 22 Clean OBM from rig floor & install tripnipple 10,847.0 10,847.0
01:30 4.50 24.00 6 Pick up new dir. BHA, &surface test, (BROKE BOLT ON MWD TOOL, 10,847.0 10,847.0

HAD TO PULL MWD TOOL, AND RESET TOOL IN MWD COLLAR) pick
up well commander tools.

Mud Check: 10,847.0ftKB, 9/6/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/6/2013 10,847.0 18.30 85 40.0 15.000 10.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb]) Solids (%) CaCI (ppm) OilWater Ratio

431,490.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
8.0

Mud Check: 10,847.0ftKB, 9/6/2013 23:00
Date Depth (ftKB) Density (ib/gal) Vis (s/ql) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2013 10,847.0 18.30 106 40.0 15.000 9.000 13.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

418,190.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
7.0 0.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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8.0

Mud Check: 10,847.0ftKB, 9/6/2013 23:00
Date Depth (ftKB) Density (ib/gal) Vis (s/ql) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2013 10,847.0 18.30 106 40.0 15.000 9.000 13.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

418,190.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
7.0 0.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/7/2013
Report #: 29, DFS: 19.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Dnliing Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/6/2013 06:00 9/7/2013 06:00 19.52 10,847.0 10,847.0 0.00
Operations at Report Time
TlH
Operations Summary
Trip out of hole, change BHA, test LWDIMWD,

15bbls. mud loss to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 6 Strip out og hole from 7800' to 6484' holding 100psi back press on well 10,847.0 10,847.0

bore with MPD

09:00 1.00 4.00 5 Check flow, well static. pump slug 10,847.0 10,847.0

10:00 11.50 15.50 6 POOH slowly not swab in well, hole taking proper fill 10,847.0 10,847.0

21:30 3.00 18.50 6 Lay down dir. tools, break out bit 10,847.0 10,847.0

00:30 1.00 19.50 22 Clean OBM from rig floor & install tripnipple 10,847.0 10,847.0

01:30 4.50 24.00 6 Pick up new dir. BHA, &surface test, (BROKE BOLT ON MWD TOOL, 10,847.0 10,847.0
HAD TO PULL MWD TOOL, AND RESET TOOL IN MWD COLLAR) pick
up well commander tools.

Mud Check: 10,847.0ftKB, 9/6/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/6/2013 10,847.0 18.30 85 40.0 15.000 10.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb]) Solids (%) CaCI (ppm) OilWater Ratio

431,490.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
8.0

Mud Check: 10,847.0ftKB, 9/6/2013 23:00
Date Depth (ftKB) Density (ib/gal) Vis (s/ql) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/6/2013 10,847.0 18.30 106 40.0 15.000 9.000 13.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

418,190.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
7.0 0.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/8/2013
Expk Report #: 30, DFS: 20.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/7/2013 06:00 9/8/2013 06:00 20.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Rotating head, TlH to 3000', displace mud, TlH 5000', cut drill line, service top drive, change rotating rubber, TlH 7000', Displace 18.3ppg out of hole with
15.3ppg

56bbls. mud loss in last 24hrs. 46bbls to formation & 10bbis. to SCE, back ground gas 27 units, tripgas @ 5000' 47 units
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 22 Remove tripnipple, &install rotating head 10,847.0 10,847.0

07:00 4.50 5.50 6 TlH to 2992', fillpipe @ 1500' 10,847.0 10,847.0

11:30 1.00 6.50 5 Displace 18.3ppg OBM with 15.3ppg OBM from 2992' to surface, Cir. thru 10,847.0 10,847.0
MPD during displacment

12:30 2.50 9.00 6 TlH slowly from 2992' to 4985', holding back press with MPD 10,847.0 10,847.0

15:00 1.50 10.50 5 Displace 18.3ppg OBM from 3000' to 5000' with 15.3ppg OBM, holding 10,847.0 10,847.0
back press with MPD, shut down holding 730psi. on back side with MPD

16:30 3.00 13.50 21 Slip &cut 80' of drill line 10,847.0 10,847.0
19:30 2.00 15.50 7 Service rig & top drive, change oil filters on Top drive. 10,847.0 10,847.0
21:30 1.00 16.50 22 Change out rotating head rubber. (close ann. bleed press from under 10,847.0 10,847.0

rotating head, change rotating head, equalize press between ann & rotating
head)

22:30 4.50 21.00 6 TlH from 5000' to 7000' slowly, holding 675psi on back side with MPD 10,847.0 10,847.0

03:00 3.00 24.00 5 Cir. &displace 18.3 KWM with 15.3ppg. & 7000', holding 950psi. on MPD 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 3/7/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/7/2013 10,847.0 15.30 58 30.0 16.000 12.000 17.000 2.0 2
MBT(Ib/bbÍ) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

270,571.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 10.0

Mud Check: 10,847.0ftKB, 9/7/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2013 10,847.0 15.30 58 25.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

281,276.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
14.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide ilme (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/8/2013
Expk Report #: 30, DFS: 20.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/7/2013 06:00 9/8/2013 06:00 20.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Rotating head, TlH to 3000', displace mud, TlH 5000', cut drill line, service top drive, change rotating rubber, TlH 7000', Displace 18.3ppg out of hole with
15.3ppg

56bbls. mud loss in last 24hrs. 46bbls to formation & 10bbis. to SCE, back ground gas 27 units, tripgas @ 5000' 47 units
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 22 Remove tripnipple, &install rotating head 10,847.0 10,847.0

07:00 4.50 5.50 6 TlH to 2992', fillpipe @ 1500' 10,847.0 10,847.0

11:30 1.00 6.50 5 Displace 18.3ppg OBM with 15.3ppg OBM from 2992' to surface, Cir. thru 10,847.0 10,847.0
MPD during displacment

12:30 2.50 9.00 6 TlH slowly from 2992' to 4985', holding back press with MPD 10,847.0 10,847.0

15:00 1.50 10.50 5 Displace 18.3ppg OBM from 3000' to 5000' with 15.3ppg OBM, holding 10,847.0 10,847.0
back press with MPD, shut down holding 730psi. on back side with MPD

16:30 3.00 13.50 21 Slip &cut 80' of drill line 10,847.0 10,847.0
19:30 2.00 15.50 7 Service rig & top drive, change oil filters on Top drive. 10,847.0 10,847.0
21:30 1.00 16.50 22 Change out rotating head rubber. (close ann. bleed press from under 10,847.0 10,847.0

rotating head, change rotating head, equalize press between ann & rotating
head)

22:30 4.50 21.00 6 TlH from 5000' to 7000' slowly, holding 675psi on back side with MPD 10,847.0 10,847.0

03:00 3.00 24.00 5 Cir. &displace 18.3 KWM with 15.3ppg. & 7000', holding 950psi. on MPD 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 3/7/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/7/2013 10,847.0 15.30 58 30.0 16.000 12.000 17.000 2.0 2
MBT(Ib/bbÍ) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

270,571.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 10.0

Mud Check: 10,847.0ftKB, 9/7/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2013 10,847.0 15.30 58 25.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

281,276.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
14.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide ilme (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/8/2013
Expk Report #: 30, DFS: 20.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/7/2013 06:00 9/8/2013 06:00 20.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Rotating head, TlH to 3000', displace mud, TlH 5000', cut drill line, service top drive, change rotating rubber, TlH 7000', Displace 18.3ppg out of hole with
15.3ppg

56bbls. mud loss in last 24hrs. 46bbls to formation & 10bbis. to SCE, back ground gas 27 units, tripgas @ 5000' 47 units
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 22 Remove tripnipple, &install rotating head 10,847.0 10,847.0

07:00 4.50 5.50 6 TlH to 2992', fillpipe @ 1500' 10,847.0 10,847.0

11:30 1.00 6.50 5 Displace 18.3ppg OBM with 15.3ppg OBM from 2992' to surface, Cir. thru 10,847.0 10,847.0
MPD during displacment

12:30 2.50 9.00 6 TlH slowly from 2992' to 4985', holding back press with MPD 10,847.0 10,847.0

15:00 1.50 10.50 5 Displace 18.3ppg OBM from 3000' to 5000' with 15.3ppg OBM, holding 10,847.0 10,847.0
back press with MPD, shut down holding 730psi. on back side with MPD

16:30 3.00 13.50 21 Slip &cut 80' of drill line 10,847.0 10,847.0
19:30 2.00 15.50 7 Service rig & top drive, change oil filters on Top drive. 10,847.0 10,847.0
21:30 1.00 16.50 22 Change out rotating head rubber. (close ann. bleed press from under 10,847.0 10,847.0

rotating head, change rotating head, equalize press between ann & rotating
head)

22:30 4.50 21.00 6 TlH from 5000' to 7000' slowly, holding 675psi on back side with MPD 10,847.0 10,847.0

03:00 3.00 24.00 5 Cir. &displace 18.3 KWM with 15.3ppg. & 7000', holding 950psi. on MPD 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 3/7/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/7/2013 10,847.0 15.30 58 30.0 16.000 12.000 17.000 2.0 2
MBT(Ib/bbÍ) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

270,571.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 10.0

Mud Check: 10,847.0ftKB, 9/7/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2013 10,847.0 15.30 58 25.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

281,276.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
14.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide ilme (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/8/2013
Expk Report #: 30, DFS: 20.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/7/2013 06:00 9/8/2013 06:00 20.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Rotating head, TlH to 3000', displace mud, TlH 5000', cut drill line, service top drive, change rotating rubber, TlH 7000', Displace 18.3ppg out of hole with
15.3ppg

56bbls. mud loss in last 24hrs. 46bbls to formation & 10bbis. to SCE, back ground gas 27 units, tripgas @ 5000' 47 units
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 22 Remove tripnipple, &install rotating head 10,847.0 10,847.0

07:00 4.50 5.50 6 TlH to 2992', fillpipe @ 1500' 10,847.0 10,847.0

11:30 1.00 6.50 5 Displace 18.3ppg OBM with 15.3ppg OBM from 2992' to surface, Cir. thru 10,847.0 10,847.0
MPD during displacment

12:30 2.50 9.00 6 TlH slowly from 2992' to 4985', holding back press with MPD 10,847.0 10,847.0

15:00 1.50 10.50 5 Displace 18.3ppg OBM from 3000' to 5000' with 15.3ppg OBM, holding 10,847.0 10,847.0
back press with MPD, shut down holding 730psi. on back side with MPD

16:30 3.00 13.50 21 Slip &cut 80' of drill line 10,847.0 10,847.0
19:30 2.00 15.50 7 Service rig & top drive, change oil filters on Top drive. 10,847.0 10,847.0
21:30 1.00 16.50 22 Change out rotating head rubber. (close ann. bleed press from under 10,847.0 10,847.0

rotating head, change rotating head, equalize press between ann & rotating
head)

22:30 4.50 21.00 6 TlH from 5000' to 7000' slowly, holding 675psi on back side with MPD 10,847.0 10,847.0

03:00 3.00 24.00 5 Cir. &displace 18.3 KWM with 15.3ppg. & 7000', holding 950psi. on MPD 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 3/7/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/7/2013 10,847.0 15.30 58 30.0 16.000 12.000 17.000 2.0 2
MBT(Ib/bbÍ) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

270,571.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 10.0

Mud Check: 10,847.0ftKB, 9/7/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2013 10,847.0 15.30 58 25.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

281,276.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
14.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide ilme (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/8/2013
Expk Report #: 30, DFS: 20.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/7/2013 06:00 9/8/2013 06:00 20.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Rotating head, TlH to 3000', displace mud, TlH 5000', cut drill line, service top drive, change rotating rubber, TlH 7000', Displace 18.3ppg out of hole with
15.3ppg

56bbls. mud loss in last 24hrs. 46bbls to formation & 10bbis. to SCE, back ground gas 27 units, tripgas @ 5000' 47 units
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 22 Remove tripnipple, &install rotating head 10,847.0 10,847.0

07:00 4.50 5.50 6 TlH to 2992', fillpipe @ 1500' 10,847.0 10,847.0

11:30 1.00 6.50 5 Displace 18.3ppg OBM with 15.3ppg OBM from 2992' to surface, Cir. thru 10,847.0 10,847.0
MPD during displacment

12:30 2.50 9.00 6 TlH slowly from 2992' to 4985', holding back press with MPD 10,847.0 10,847.0

15:00 1.50 10.50 5 Displace 18.3ppg OBM from 3000' to 5000' with 15.3ppg OBM, holding 10,847.0 10,847.0
back press with MPD, shut down holding 730psi. on back side with MPD

16:30 3.00 13.50 21 Slip &cut 80' of drill line 10,847.0 10,847.0
19:30 2.00 15.50 7 Service rig & top drive, change oil filters on Top drive. 10,847.0 10,847.0
21:30 1.00 16.50 22 Change out rotating head rubber. (close ann. bleed press from under 10,847.0 10,847.0

rotating head, change rotating head, equalize press between ann & rotating
head)

22:30 4.50 21.00 6 TlH from 5000' to 7000' slowly, holding 675psi on back side with MPD 10,847.0 10,847.0

03:00 3.00 24.00 5 Cir. &displace 18.3 KWM with 15.3ppg. & 7000', holding 950psi. on MPD 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 3/7/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/7/2013 10,847.0 15.30 58 30.0 16.000 12.000 17.000 2.0 2
MBT(Ib/bbÍ) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

270,571.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 10.0

Mud Check: 10,847.0ftKB, 9/7/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2013 10,847.0 15.30 58 25.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

281,276.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
14.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide ilme (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/8/2013
Expk Report #: 30, DFS: 20.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/7/2013 06:00 9/8/2013 06:00 20.52 10,847.0 10,847.0 0.00
Operations at Report Time

Operations Summary
Rotating head, TlH to 3000', displace mud, TlH 5000', cut drill line, service top drive, change rotating rubber, TlH 7000', Displace 18.3ppg out of hole with
15.3ppg

56bbls. mud loss in last 24hrs. 46bbls to formation & 10bbis. to SCE, back ground gas 27 units, tripgas @ 5000' 47 units
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 22 Remove tripnipple, &install rotating head 10,847.0 10,847.0

07:00 4.50 5.50 6 TlH to 2992', fillpipe @ 1500' 10,847.0 10,847.0

11:30 1.00 6.50 5 Displace 18.3ppg OBM with 15.3ppg OBM from 2992' to surface, Cir. thru 10,847.0 10,847.0
MPD during displacment

12:30 2.50 9.00 6 TlH slowly from 2992' to 4985', holding back press with MPD 10,847.0 10,847.0

15:00 1.50 10.50 5 Displace 18.3ppg OBM from 3000' to 5000' with 15.3ppg OBM, holding 10,847.0 10,847.0
back press with MPD, shut down holding 730psi. on back side with MPD

16:30 3.00 13.50 21 Slip &cut 80' of drill line 10,847.0 10,847.0
19:30 2.00 15.50 7 Service rig & top drive, change oil filters on Top drive. 10,847.0 10,847.0
21:30 1.00 16.50 22 Change out rotating head rubber. (close ann. bleed press from under 10,847.0 10,847.0

rotating head, change rotating head, equalize press between ann & rotating
head)

22:30 4.50 21.00 6 TlH from 5000' to 7000' slowly, holding 675psi on back side with MPD 10,847.0 10,847.0

03:00 3.00 24.00 5 Cir. &displace 18.3 KWM with 15.3ppg. & 7000', holding 950psi. on MPD 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 3/7/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/7/2013 10,847.0 15.30 58 30.0 16.000 12.000 17.000 2.0 2
MBT(Ib/bbÍ) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

270,571.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
32.0 10.0

Mud Check: 10,847.0ftKB, 9/7/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/7/2013 10,847.0 15.30 58 25.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

281,276.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
14.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide ilme (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FI UTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/9/2013
Report #: 31, DFS: 21.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/8/2013 06:00 9/9/2013 06:00 21.52 10,847.0 10,847.0 0.00
Operations at Report Time
Cir.
Operations Summary
Trouble shoot MWD tool - tools failed, transfer mud &weight up to 18.3 ppg, displace 15.3 ppg mud from 7000' to surface with 18.3 ppg,monitor well, cir.,
monitor well

128 bbis. mud loss to formation in last 24 hrs.(back ground 10 units, tripgas 26 units @7000')
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot iPZIGIMWD tool, PZIG failed/not working. 10,847.0 10,847.0
07:00 11.00 12.00 22 Transfer mud from tank farm to pre-mix &active system, weight up to 18.3 10,847.0 10,847.0

ppg. (transfer18.3 KWM from pre-mix back to tank farm, Zeco hand put
18.3 mud in tank with 15.3 ppg mud, checked weight of mud weight cut
back to 17.1 ppg

18:00 3.50 15.50 22 Transfer from tank farm to pre-mix &checked weight, 18.3 ppg, transfered 10,847.0 10,847.0
back to tank farm to correct tank.

21:30 4.00 19.50 5 Displace 15.3 ppg mud from 7000' with 18.3 ppg to surface. 10,847.0 10,847.0

01:30 1.00 20.50 22 Shut down pump with 18.3 ppg returns, check flow gained 6 bbls in 10 min, 10,847.0 10,847.0
closed choke, press built up to 217 psi bleed off press, closed choke, press
built up to 211 psi.

02:30 2.50 23.00 5 Cir. bottoms up @1 BPM pump rate 42 gpm, returns 35 gpm - no gas. 10,847.0 10,847.0

05:00 1.00 24.00 22 Shut down pump, monitor well, gained 6 bbis. In 15 mins, closed choke 10,847.0 10,847.0
press up to 190 psi in 10 min, bleed press down to 20 psi, closed choke
press back up to 189 psi in 4 mins.

Mud Check: 10,847.0ftKB, 9/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/8/2013 10,847.0 18.30 75 47.0 21.000 15.000 19.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

320,460.00 43.0 86.8/13.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 10,847.0ftKB, 9/8/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat.. HTHP FC (1...

9/8/2013 10,847.0 18.30 77 42.0 20.000 15.000 20.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

341,107.00 44.0 86.8/13.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 43067 API Well Number: 43019500190000

FI UTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/9/2013
Report #: 31, DFS: 21.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/8/2013 06:00 9/9/2013 06:00 21.52 10,847.0 10,847.0 0.00
Operations at Report Time
Cir.
Operations Summary
Trouble shoot MWD tool - tools failed, transfer mud &weight up to 18.3 ppg, displace 15.3 ppg mud from 7000' to surface with 18.3 ppg,monitor well, cir.,
monitor well

128 bbis. mud loss to formation in last 24 hrs.(back ground 10 units, tripgas 26 units @7000')
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Trouble shoot iPZIGIMWD tool, PZIG failed/not working. 10,847.0 10,847.0
07:00 11.00 12.00 22 Transfer mud from tank farm to pre-mix &active system, weight up to 18.3 10,847.0 10,847.0

ppg. (transfer18.3 KWM from pre-mix back to tank farm, Zeco hand put
18.3 mud in tank with 15.3 ppg mud, checked weight of mud weight cut
back to 17.1 ppg

18:00 3.50 15.50 22 Transfer from tank farm to pre-mix &checked weight, 18.3 ppg, transfered 10,847.0 10,847.0
back to tank farm to correct tank.

21:30 4.00 19.50 5 Displace 15.3 ppg mud from 7000' with 18.3 ppg to surface. 10,847.0 10,847.0

01:30 1.00 20.50 22 Shut down pump with 18.3 ppg returns, check flow gained 6 bbls in 10 min, 10,847.0 10,847.0
closed choke, press built up to 217 psi bleed off press, closed choke, press
built up to 211 psi.

02:30 2.50 23.00 5 Cir. bottoms up @1 BPM pump rate 42 gpm, returns 35 gpm - no gas. 10,847.0 10,847.0

05:00 1.00 24.00 22 Shut down pump, monitor well, gained 6 bbis. In 15 mins, closed choke 10,847.0 10,847.0
press up to 190 psi in 10 min, bleed press down to 20 psi, closed choke
press back up to 189 psi in 4 mins.

Mud Check: 10,847.0ftKB, 9/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/8/2013 10,847.0 18.30 75 47.0 21.000 15.000 19.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

320,460.00 43.0 86.8/13.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 10,847.0ftKB, 9/8/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat.. HTHP FC (1...

9/8/2013 10,847.0 18.30 77 42.0 20.000 15.000 20.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

341,107.00 44.0 86.8/13.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FI UTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/9/2013
Report #: 31, DFS: 21.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber 1D Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/8/2013 06:00 9/9/2013 06:00 21.52 10,847.0 10,847.0 0.00
Operations at Report Time
Cir.
Operations Summary
Trouble shoot MWD tool - tools failed, transfer mud &weight up to 18.3 ppg, displace 15.3 ppg mud from 7000' to surface with 18.3 ppg,monitor well, cir.,
monitor well

128 bbis. mud loss to formation in last 24 hrs.(back ground 10 units, tripgas 26 units @7000')
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Mud Check: 10,847.0ftKB, 9/8/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat.. HTHP FC (1...

9/8/2013 10,847.0 18.30 77 42.0 20.000 15.000 20.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

341,107.00 44.0 86.8/13.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDOLÏTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2013
Expka nãPrduw cro Report #: 32, DFS: 22.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2013 06:00 9/10/2013 06:00 22.52 10,847.0 10,847.0 0.00
Operations at Report Time
TOOH
Operations Summary
Cir. wt up pits back to 18.3ppg, cir., monitor well, POOH

No mud loss in last 24hrs. back ground gas 10-26 units
Operations Next Report Period
Trips
Weather Wellbore

Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Circulate @1bpm, pump rate 42 gpm in 37 gpm out, mud started coming 10,847.0 10,847.0
back 17.5 ppg

07:00 2.50 3.50 22 Raise mud wt. in pits from 17.9 ppg back to 18.3 ppg, monitor well , well 10,847.0 10,847.0
had a sight flow, close choke, well pressured up to 190 psi.

09:30 3.00 6.50 5 Circulate bottoms up from 7000' with 18.3 ppg 90 units of gas on btm up 10,847.0 10,847.0
and pump slug.

12:30 1.50 8.00 22 Monitorwell, wait on slug to fall & well to stop ballooning, flow check. 10,847.0 10,847.0
14:00 16.00 24.00 6 POOH from 6995' 10 to 15 minutes per stand. 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/9/2013 10,847.0 18.30 85 47.0 21.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

342,890.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/9/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.
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342,890.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) iD Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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had a sight flow, close choke, well pressured up to 190 psi.

09:30 3.00 6.50 5 Circulate bottoms up from 7000' with 18.3 ppg 90 units of gas on btm up 10,847.0 10,847.0
and pump slug.

12:30 1.50 8.00 22 Monitorwell, wait on slug to fall & well to stop ballooning, flow check. 10,847.0 10,847.0
14:00 16.00 24.00 6 POOH from 6995' 10 to 15 minutes per stand. 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/9/2013 10,847.0 18.30 85 47.0 21.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

342,890.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/9/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/9/2013 10,847.0 18.30 85 47.0 21.000 12.000 17.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

342,890.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) iD Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDOLÏTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/10/2013
Expka nãPrduw cro Report #: 32, DFS: 22.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/9/2013 06:00 9/10/2013 06:00 22.52 10,847.0 10,847.0 0.00
Operations at Report Time
TOOH
Operations Summary
Cir. wt up pits back to 18.3ppg, cir., monitor well, POOH

No mud loss in last 24hrs. back ground gas 10-26 units
Operations Next Report Period
Trips
Weather Wellbore

Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Circulate @1bpm, pump rate 42 gpm in 37 gpm out, mud started coming 10,847.0 10,847.0
back 17.5 ppg

07:00 2.50 3.50 22 Raise mud wt. in pits from 17.9 ppg back to 18.3 ppg, monitor well , well 10,847.0 10,847.0
had a sight flow, close choke, well pressured up to 190 psi.

09:30 3.00 6.50 5 Circulate bottoms up from 7000' with 18.3 ppg 90 units of gas on btm up 10,847.0 10,847.0
and pump slug.

12:30 1.50 8.00 22 Monitorwell, wait on slug to fall & well to stop ballooning, flow check. 10,847.0 10,847.0
14:00 16.00 24.00 6 POOH from 6995' 10 to 15 minutes per stand. 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/9/2013 10,847.0 18.30 85 47.0 21.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

342,890.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/9/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/9/2013 10,847.0 18.30 85 47.0 21.000 12.000 17.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

342,890.00 44.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Ma×

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) iD Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2013
Report #: 33, DFS: 23.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2013 06:00 9/11/2013 06:00 23.52 10,847.0 10,847.0 0.00
Operations at Report Time
TlH
Operations Summary
POOH, L/D dir. tools, P/U dir. tools, TlH, service rig, TlH, change out rotating rubber, Displace 18.3ppg OBM out with 15.3ppg OBM,

No mud loss in last 24hrs. tripgas 226units from 8550'
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Finish POOH 10,847.0 10,847.0
07:00 1.00 2.00 6 Pull rotating rubber, install tripnipple, L/D 2 collars, 2 LWD subs, break bit, 10,847.0 10,847.0

lay down P-ZIG

08:00 3.00 5.00 6 Pick up new dir. tools, P-ZIG, bit, 2 collars, remove tripnipple, install 10,847.0 10,847.0
rotating rubber

11:00 6.00 11.00 6 TlH to 4890' @5mins per std. fillingpipe every 20 stds. 10,847.0 10,847.0
17:00 0.50 11.50 7 Service top drive &tightenswivel packing 10,847.0 10,847.0
17:30 3.00 14.50 6 TlH to 6521' 10,847.0 10,847.0
20:30 1.50 16.00 22 Change rotating rubber 10,847.0 10,847.0
22:00 2.50 18.50 5 Displace 18.3ppg. OBM out for hole from 6521' to surface with 15.3ppg. 10,847.0 10,847.0

(test MWD toolsOK) start pumping @ 1bpm, getting full returns, increase
rate @ ibpm up 4bpm with full returns

00:30 3.00 21.50 6 T]H to 8550' holding 1050# of back press on well with MPD, Tight spot @ 10,847.0 10,847.0
8550'

03:30 2.00 23.50 5 Screw into stand. Cir. @8550', cir. the rest of 18.3ppg OBM out of hole, 10,847.0 10,847.0
formation tight,fillpipe, start cir. @ 1bpm, good returns, increace to 2bpm,,
increase pump to 3bpm.

05:30 0.50 24.00 3 Wash &ream from 8550' to8641' 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2013 10,847.0 15.30 62 25.0 16.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

312,213.00 32.0 85.3/14.7
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/10/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/10/2013 10,847.0 15.50 67 25.0 20.000 12.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

337,237.00 33.0 85.3/14.7
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2013
Report #: 33, DFS: 23.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2013 06:00 9/11/2013 06:00 23.52 10,847.0 10,847.0 0.00
Operations at Report Time
TlH
Operations Summary
POOH, L/D dir. tools, P/U dir. tools, TlH, service rig, TlH, change out rotating rubber, Displace 18.3ppg OBM out with 15.3ppg OBM,

No mud loss in last 24hrs. tripgas 226units from 8550'
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Finish POOH 10,847.0 10,847.0
07:00 1.00 2.00 6 Pull rotating rubber, install tripnipple, L/D 2 collars, 2 LWD subs, break bit, 10,847.0 10,847.0

lay down P-ZIG

08:00 3.00 5.00 6 Pick up new dir. tools, P-ZIG, bit, 2 collars, remove tripnipple, install 10,847.0 10,847.0
rotating rubber

11:00 6.00 11.00 6 TlH to 4890' @5mins per std. fillingpipe every 20 stds. 10,847.0 10,847.0
17:00 0.50 11.50 7 Service top drive &tightenswivel packing 10,847.0 10,847.0
17:30 3.00 14.50 6 TlH to 6521' 10,847.0 10,847.0
20:30 1.50 16.00 22 Change rotating rubber 10,847.0 10,847.0
22:00 2.50 18.50 5 Displace 18.3ppg. OBM out for hole from 6521' to surface with 15.3ppg. 10,847.0 10,847.0

(test MWD toolsOK) start pumping @ 1bpm, getting full returns, increase
rate @ ibpm up 4bpm with full returns

00:30 3.00 21.50 6 T]H to 8550' holding 1050# of back press on well with MPD, Tight spot @ 10,847.0 10,847.0
8550'

03:30 2.00 23.50 5 Screw into stand. Cir. @8550', cir. the rest of 18.3ppg OBM out of hole, 10,847.0 10,847.0
formation tight,fillpipe, start cir. @ 1bpm, good returns, increace to 2bpm,,
increase pump to 3bpm.

05:30 0.50 24.00 3 Wash &ream from 8550' to8641' 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2013 10,847.0 15.30 62 25.0 16.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

312,213.00 32.0 85.3/14.7
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/10/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/10/2013 10,847.0 15.50 67 25.0 20.000 12.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

337,237.00 33.0 85.3/14.7
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2013
Report #: 33, DFS: 23.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2013 06:00 9/11/2013 06:00 23.52 10,847.0 10,847.0 0.00
Operations at Report Time
TlH
Operations Summary
POOH, L/D dir. tools, P/U dir. tools, TlH, service rig, TlH, change out rotating rubber, Displace 18.3ppg OBM out with 15.3ppg OBM,

No mud loss in last 24hrs. tripgas 226units from 8550'
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Finish POOH 10,847.0 10,847.0
07:00 1.00 2.00 6 Pull rotating rubber, install tripnipple, L/D 2 collars, 2 LWD subs, break bit, 10,847.0 10,847.0

lay down P-ZIG

08:00 3.00 5.00 6 Pick up new dir. tools, P-ZIG, bit, 2 collars, remove tripnipple, install 10,847.0 10,847.0
rotating rubber

11:00 6.00 11.00 6 TlH to 4890' @5mins per std. fillingpipe every 20 stds. 10,847.0 10,847.0
17:00 0.50 11.50 7 Service top drive &tightenswivel packing 10,847.0 10,847.0
17:30 3.00 14.50 6 TlH to 6521' 10,847.0 10,847.0
20:30 1.50 16.00 22 Change rotating rubber 10,847.0 10,847.0
22:00 2.50 18.50 5 Displace 18.3ppg. OBM out for hole from 6521' to surface with 15.3ppg. 10,847.0 10,847.0

(test MWD toolsOK) start pumping @ 1bpm, getting full returns, increase
rate @ ibpm up 4bpm with full returns

00:30 3.00 21.50 6 T]H to 8550' holding 1050# of back press on well with MPD, Tight spot @ 10,847.0 10,847.0
8550'

03:30 2.00 23.50 5 Screw into stand. Cir. @8550', cir. the rest of 18.3ppg OBM out of hole, 10,847.0 10,847.0
formation tight,fillpipe, start cir. @ 1bpm, good returns, increace to 2bpm,,
increase pump to 3bpm.

05:30 0.50 24.00 3 Wash &ream from 8550' to8641' 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2013 10,847.0 15.30 62 25.0 16.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

312,213.00 32.0 85.3/14.7
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/10/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/10/2013 10,847.0 15.50 67 25.0 20.000 12.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

337,237.00 33.0 85.3/14.7
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2013
Report #: 33, DFS: 23.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2013 06:00 9/11/2013 06:00 23.52 10,847.0 10,847.0 0.00
Operations at Report Time
TlH
Operations Summary
POOH, L/D dir. tools, P/U dir. tools, TlH, service rig, TlH, change out rotating rubber, Displace 18.3ppg OBM out with 15.3ppg OBM,

No mud loss in last 24hrs. tripgas 226units from 8550'
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Finish POOH 10,847.0 10,847.0
07:00 1.00 2.00 6 Pull rotating rubber, install tripnipple, L/D 2 collars, 2 LWD subs, break bit, 10,847.0 10,847.0

lay down P-ZIG

08:00 3.00 5.00 6 Pick up new dir. tools, P-ZIG, bit, 2 collars, remove tripnipple, install 10,847.0 10,847.0
rotating rubber

11:00 6.00 11.00 6 TlH to 4890' @5mins per std. fillingpipe every 20 stds. 10,847.0 10,847.0
17:00 0.50 11.50 7 Service top drive &tightenswivel packing 10,847.0 10,847.0
17:30 3.00 14.50 6 TlH to 6521' 10,847.0 10,847.0
20:30 1.50 16.00 22 Change rotating rubber 10,847.0 10,847.0
22:00 2.50 18.50 5 Displace 18.3ppg. OBM out for hole from 6521' to surface with 15.3ppg. 10,847.0 10,847.0

(test MWD toolsOK) start pumping @ 1bpm, getting full returns, increase
rate @ ibpm up 4bpm with full returns

00:30 3.00 21.50 6 T]H to 8550' holding 1050# of back press on well with MPD, Tight spot @ 10,847.0 10,847.0
8550'

03:30 2.00 23.50 5 Screw into stand. Cir. @8550', cir. the rest of 18.3ppg OBM out of hole, 10,847.0 10,847.0
formation tight,fillpipe, start cir. @ 1bpm, good returns, increace to 2bpm,,
increase pump to 3bpm.

05:30 0.50 24.00 3 Wash &ream from 8550' to8641' 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2013 10,847.0 15.30 62 25.0 16.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

312,213.00 32.0 85.3/14.7
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/10/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/10/2013 10,847.0 15.50 67 25.0 20.000 12.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

337,237.00 33.0 85.3/14.7
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2013
Report #: 33, DFS: 23.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2013 06:00 9/11/2013 06:00 23.52 10,847.0 10,847.0 0.00
Operations at Report Time
TlH
Operations Summary
POOH, L/D dir. tools, P/U dir. tools, TlH, service rig, TlH, change out rotating rubber, Displace 18.3ppg OBM out with 15.3ppg OBM,

No mud loss in last 24hrs. tripgas 226units from 8550'
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 Finish POOH 10,847.0 10,847.0

07:00 1.00 2.00 6 Pull rotating rubber, install tripnipple, L/D 2 collars, 2 LWD subs, break bit, 10,847.0 10,847.0
lay down P-ZIG

08:00 3.00 5.00 6 Pick up new dir. tools, P-ZIG, bit, 2 collars, remove tripnipple, install 10,847.0 10,847.0
rotating rubber

11:00 6.00 11.00 6 TlH to 4890' @5mins per std. fillingpipe every 20 stds. 10,847.0 10,847.0
17:00 0.50 11.50 7 Service top drive &tightenswivel packing 10,847.0 10,847.0
17:30 3.00 14.50 6 TlH to 6521' 10,847.0 10,847.0
20:30 1.50 16.00 22 Change rotating rubber 10,847.0 10,847.0
22:00 2.50 18.50 5 Displace 18.3ppg. OBM out for hole from 6521' to surface with 15.3ppg. 10,847.0 10,847.0

(test MWD toolsOK) start pumping @ 1bpm, getting full returns, increase
rate @ ibpm up 4bpm with full returns

00:30 3.00 21.50 6 T]H to 8550' holding 1050# of back press on well with MPD, Tight spot @ 10,847.0 10,847.0
8550'

03:30 2.00 23.50 5 Screw into stand. Cir. @8550', cir. the rest of 18.3ppg OBM out of hole, 10,847.0 10,847.0
formation tight,fillpipe, start cir. @ 1bpm, good returns, increace to 2bpm,,
increase pump to 3bpm.

05:30 0.50 24.00 3 Wash &ream from 8550' to8641' 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2013 10,847.0 15.30 62 25.0 16.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

312,213.00 32.0 85.3/14.7
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/10/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/10/2013 10,847.0 15.50 67 25.0 20.000 12.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

337,237.00 33.0 85.3/14.7
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/11/2013
Report #: 33, DFS: 23.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/10/2013 06:00 9/11/2013 06:00 23.52 10,847.0 10,847.0 0.00
Operations at Report Time
TlH
Operations Summary
POOH, L/D dir. tools, P/U dir. tools, TlH, service rig, TlH, change out rotating rubber, Displace 18.3ppg OBM out with 15.3ppg OBM,

No mud loss in last 24hrs. tripgas 226units from 8550'
Operations Next Report Period

Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 Finish POOH 10,847.0 10,847.0

07:00 1.00 2.00 6 Pull rotating rubber, install tripnipple, L/D 2 collars, 2 LWD subs, break bit, 10,847.0 10,847.0
lay down P-ZIG

08:00 3.00 5.00 6 Pick up new dir. tools, P-ZIG, bit, 2 collars, remove tripnipple, install 10,847.0 10,847.0
rotating rubber

11:00 6.00 11.00 6 TlH to 4890' @5mins per std. fillingpipe every 20 stds. 10,847.0 10,847.0
17:00 0.50 11.50 7 Service top drive &tightenswivel packing 10,847.0 10,847.0
17:30 3.00 14.50 6 TlH to 6521' 10,847.0 10,847.0
20:30 1.50 16.00 22 Change rotating rubber 10,847.0 10,847.0
22:00 2.50 18.50 5 Displace 18.3ppg. OBM out for hole from 6521' to surface with 15.3ppg. 10,847.0 10,847.0

(test MWD toolsOK) start pumping @ 1bpm, getting full returns, increase
rate @ ibpm up 4bpm with full returns

00:30 3.00 21.50 6 T]H to 8550' holding 1050# of back press on well with MPD, Tight spot @ 10,847.0 10,847.0
8550'

03:30 2.00 23.50 5 Screw into stand. Cir. @8550', cir. the rest of 18.3ppg OBM out of hole, 10,847.0 10,847.0
formation tight,fillpipe, start cir. @ 1bpm, good returns, increace to 2bpm,,
increase pump to 3bpm.

05:30 0.50 24.00 3 Wash &ream from 8550' to8641' 10,847.0 10,847.0

Mud Check: 10,847.0ftKB, 9/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/10/2013 10,847.0 15.30 62 25.0 16.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

312,213.00 32.0 85.3/14.7
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Mud Check: 10,847.0ftKB, 9/10/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/10/2013 10,847.0 15.50 67 25.0 20.000 12.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

337,237.00 33.0 85.3/14.7
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/12/2013
"i Report #: 34, DFS: 24.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 283.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/11/2013 06:00 9/12/2013 06:00 24.52 10,847.0 11,130.0 283.00
Operations at Report Time

Drilling
Operations Summary
Wash & ream, TlH, wash & ream from 9,490' to 10,847', drillfrom 10,847' to 10,918' change rotating head rubber, drillfrom 10,918' to 11,130'

Mud losses in last 24 hrs. 32 bbls. to formation, 9 bbis to SCE, back ground gas 90 units, conn. gas 200/478 units, tripgas 769 units @10,847', last sample
100% Dolomite @11,080'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 3 Wash & ream tight spot @8,550' 10,847.0 10,847.0
06:30 2.00 2.50 6 TlH from 8,640' to 9,490' tight spot @9,490' 10,847.0 10,847.0
08:30 4.50 7.00 3 Wash & ream frm 9,490' to 10,847' 10,847.0 10,847.0
13:00 5.00 12.00 2 Rotate &slide from 10,847' to 10,918' 10,847.0 10,918.0
18:00 1.50 13.50 22 Rotating head rubber failed, closed annular with 950psi. on back side & 10,918.0 10,918.0

change out rotating head rubber, equalize press, &open annular
19:30 10.50 24.00 2 Rotate &slide from 10,918' to 11,130' 10,918.0 11,130.0

Mud Check: 10,909.0ftKB, 9/11/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/11/2013 10,909.0 15.30 57 25.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

355,256.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
20.0 6.0 104.0

Mud Check: 11,043.0ftKB, 9/11/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/11/2013 11,043.0 15.40 56 24.0 17.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

275,463.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
12.0 3.0 104.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) )DNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/12/2013
"i Report #: 34, DFS: 24.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 283.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/11/2013 06:00 9/12/2013 06:00 24.52 10,847.0 11,130.0 283.00
Operations at Report Time

Drilling
Operations Summary
Wash & ream, TlH, wash & ream from 9,490' to 10,847', drillfrom 10,847' to 10,918' change rotating head rubber, drillfrom 10,918' to 11,130'

Mud losses in last 24 hrs. 32 bbls. to formation, 9 bbis to SCE, back ground gas 90 units, conn. gas 200/478 units, tripgas 769 units @10,847', last sample
100% Dolomite @11,080'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 3 Wash & ream tight spot @8,550' 10,847.0 10,847.0
06:30 2.00 2.50 6 TlH from 8,640' to 9,490' tight spot @9,490' 10,847.0 10,847.0
08:30 4.50 7.00 3 Wash & ream frm 9,490' to 10,847' 10,847.0 10,847.0
13:00 5.00 12.00 2 Rotate &slide from 10,847' to 10,918' 10,847.0 10,918.0
18:00 1.50 13.50 22 Rotating head rubber failed, closed annular with 950psi. on back side & 10,918.0 10,918.0

change out rotating head rubber, equalize press, &open annular
19:30 10.50 24.00 2 Rotate &slide from 10,918' to 11,130' 10,918.0 11,130.0

Mud Check: 10,909.0ftKB, 9/11/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/11/2013 10,909.0 15.30 57 25.0 17.000 10.000 14.000 2.0 2
MBT (Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

355,256.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
20.0 6.0 104.0

Mud Check: 11,043.0ftKB, 9/11/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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275,463.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
12.0 3.0 104.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) )DNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 283.00
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Operator Surface Legal Location
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Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)
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9/11/2013 11,043.0 15.40 56 24.0 17.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

275,463.00 33.0 86.6/13.4
0

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
12.0 3.0 104.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) )DNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2013
Report #: 35, DFS: 25.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 638.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2013 06:00 9/13/2013 06:00 25.52 11,130.0 11,768.0 638.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilled 6" Lateral Section from 11,130' to 11,768'. Total mud losses 37 BBLS, 25 BBLS to Formation, 12 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,130' to11,275'rotate & sliding, WOB 11,130.0 11,275.0

10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1050psi.,18.18 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 11,275' to11,389'rotate & sliding, WOB 11,275.0 11,389.0
10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1030psi., 18.18 ECD.

BOP Drill men in position 60 seconds.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 11,389' to11,547'rotate & sliding, WOB 8/20, 11,389.0 11,547.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 275 units. conn.
gas 400 units, no flare, Flowing thru MPD, 130/175, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 11,547' to11,768'rotate &sliding, WOB 8/20, 11,547.0 11,768.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg in/out, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 1 ,322.0ftKB, 9/12/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/12/2013 11,322.0 15.30 55 27.0 18.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

249,682.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.0 9.0 106.0

Mud Check: 11,652.0ftKB, 9/12/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2013 11,652.0 15.30 55 25.0 16.000 12.000 15.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

270,495.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2013
Report #: 35, DFS: 25.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 638.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2013 06:00 9/13/2013 06:00 25.52 11,130.0 11,768.0 638.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilled 6" Lateral Section from 11,130' to 11,768'. Total mud losses 37 BBLS, 25 BBLS to Formation, 12 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,130' to11,275'rotate & sliding, WOB 11,130.0 11,275.0

10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1050psi.,18.18 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 11,275' to11,389'rotate & sliding, WOB 11,275.0 11,389.0
10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1030psi., 18.18 ECD.

BOP Drill men in position 60 seconds.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 11,389' to11,547'rotate & sliding, WOB 8/20, 11,389.0 11,547.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 275 units. conn.
gas 400 units, no flare, Flowing thru MPD, 130/175, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 11,547' to11,768'rotate &sliding, WOB 8/20, 11,547.0 11,768.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg in/out, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 1 ,322.0ftKB, 9/12/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/12/2013 11,322.0 15.30 55 27.0 18.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

249,682.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.0 9.0 106.0

Mud Check: 11,652.0ftKB, 9/12/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2013 11,652.0 15.30 55 25.0 16.000 12.000 15.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

270,495.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2013
Report #: 35, DFS: 25.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 638.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2013 06:00 9/13/2013 06:00 25.52 11,130.0 11,768.0 638.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilled 6" Lateral Section from 11,130' to 11,768'. Total mud losses 37 BBLS, 25 BBLS to Formation, 12 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,130' to11,275'rotate & sliding, WOB 11,130.0 11,275.0

10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1050psi.,18.18 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 11,275' to11,389'rotate & sliding, WOB 11,275.0 11,389.0
10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1030psi., 18.18 ECD.

BOP Drill men in position 60 seconds.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 11,389' to11,547'rotate & sliding, WOB 8/20, 11,389.0 11,547.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 275 units. conn.
gas 400 units, no flare, Flowing thru MPD, 130/175, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 11,547' to11,768'rotate &sliding, WOB 8/20, 11,547.0 11,768.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg in/out, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 1 ,322.0ftKB, 9/12/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/12/2013 11,322.0 15.30 55 27.0 18.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

249,682.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.0 9.0 106.0

Mud Check: 11,652.0ftKB, 9/12/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2013 11,652.0 15.30 55 25.0 16.000 12.000 15.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

270,495.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2013
Report #: 35, DFS: 25.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 638.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
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Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2013 06:00 9/13/2013 06:00 25.52 11,130.0 11,768.0 638.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilled 6" Lateral Section from 11,130' to 11,768'. Total mud losses 37 BBLS, 25 BBLS to Formation, 12 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,130' to11,275'rotate & sliding, WOB 11,130.0 11,275.0

10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1050psi.,18.18 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 11,275' to11,389'rotate & sliding, WOB 11,275.0 11,389.0
10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1030psi., 18.18 ECD.

BOP Drill men in position 60 seconds.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 11,389' to11,547'rotate & sliding, WOB 8/20, 11,389.0 11,547.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 275 units. conn.
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00:00 6.00 24.00 2 Drilled 6" Lateral section from 11,547' to11,768'rotate &sliding, WOB 8/20, 11,547.0 11,768.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg in/out, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 1 ,322.0ftKB, 9/12/2013 16:00
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249,682.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.0 9.0 106.0
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Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2013 06:00 9/13/2013 06:00 25.52 11,130.0 11,768.0 638.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilled 6" Lateral Section from 11,130' to 11,768'. Total mud losses 37 BBLS, 25 BBLS to Formation, 12 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,130' to11,275'rotate & sliding, WOB 11,130.0 11,275.0

10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1050psi.,18.18 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 11,275' to11,389'rotate & sliding, WOB 11,275.0 11,389.0
10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1030psi., 18.18 ECD.

BOP Drill men in position 60 seconds.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 11,389' to11,547'rotate & sliding, WOB 8/20, 11,389.0 11,547.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 275 units. conn.
gas 400 units, no flare, Flowing thru MPD, 130/175, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 11,547' to11,768'rotate &sliding, WOB 8/20, 11,547.0 11,768.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg in/out, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 1 ,322.0ftKB, 9/12/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/12/2013 11,322.0 15.30 55 27.0 18.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

249,682.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.0 9.0 106.0

Mud Check: 11,652.0ftKB, 9/12/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2013 11,652.0 15.30 55 25.0 16.000 12.000 15.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

270,495.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/13/2013
Report #: 35, DFS: 25.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 638.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/12/2013 06:00 9/13/2013 06:00 25.52 11,130.0 11,768.0 638.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilled 6" Lateral Section from 11,130' to 11,768'. Total mud losses 37 BBLS, 25 BBLS to Formation, 12 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,130' to11,275'rotate & sliding, WOB 11,130.0 11,275.0

10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1050psi.,18.18 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 11,275' to11,389'rotate & sliding, WOB 11,275.0 11,389.0
10/25, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 70-100
units. conn. gas 100/200 units, no flare, Flowing thru MPD, 45/375, trap
press 1030psi., 18.18 ECD.

BOP Drill men in position 60 seconds.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 11,389' to11,547'rotate & sliding, WOB 8/20, 11,389.0 11,547.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 275 units. conn.
gas 400 units, no flare, Flowing thru MPD, 130/175, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 11,547' to11,768'rotate &sliding, WOB 8/20, 11,547.0 11,768.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg in/out, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 1 ,322.0ftKB, 9/12/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/12/2013 11,322.0 15.30 55 27.0 18.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

249,682.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.0 9.0 106.0

Mud Check: 11,652.0ftKB, 9/12/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/12/2013 11,652.0 15.30 55 25.0 16.000 12.000 15.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1(ppm) OilWater Ratio

270,495.00 34.0 86.4/13.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/14/2013
Report #: 36, DFS: 26.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 504.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/13/2013 06:00 9/14/2013 06:00 26.52 11,768.0 12,272.0 504.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilling 6" lateral from 11,768' to12,272'.Total Mud Losses last 24 hrs 6 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,768' to12,010'rotate & sliding, WOB 8/20, 11,768.0 12,010.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 12,010' to 12,151' rotate &sliding, WOB 12,010.0 12,151.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 12,151' to 12,237' rotate &sliding, WOB 12,151.0 12,237.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 12,237' to 12,272' rotate &sliding, WOB 12,237.0 12,272.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 11,126.0ftKB, 9/13/2013 15:00
Date Depth (ftKB) Density (ibigal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,126.0 15.30 56 28.0 19.000 14.000 18.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

225,428.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Mud Check: 12,251.0ftKB, 9/13/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,251.0 15.30 55 26.0 14.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

234,968.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 43067 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/14/2013
Report #: 36, DFS: 26.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 504.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/13/2013 06:00 9/14/2013 06:00 26.52 11,768.0 12,272.0 504.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilling 6" lateral from 11,768' to12,272'.Total Mud Losses last 24 hrs 6 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,768' to12,010'rotate & sliding, WOB 8/20, 11,768.0 12,010.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 12,010' to 12,151' rotate &sliding, WOB 12,010.0 12,151.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 12,151' to 12,237' rotate &sliding, WOB 12,151.0 12,237.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 12,237' to 12,272' rotate &sliding, WOB 12,237.0 12,272.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 11,126.0ftKB, 9/13/2013 15:00
Date Depth (ftKB) Density (ibigal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,126.0 15.30 56 28.0 19.000 14.000 18.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

225,428.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Mud Check: 12,251.0ftKB, 9/13/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,251.0 15.30 55 26.0 14.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

234,968.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 43067 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/14/2013
Report #: 36, DFS: 26.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 504.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/13/2013 06:00 9/14/2013 06:00 26.52 11,768.0 12,272.0 504.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilling 6" lateral from 11,768' to12,272'.Total Mud Losses last 24 hrs 6 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,768' to12,010'rotate & sliding, WOB 8/20, 11,768.0 12,010.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 12,010' to 12,151' rotate &sliding, WOB 12,010.0 12,151.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 12,151' to 12,237' rotate &sliding, WOB 12,151.0 12,237.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 12,237' to 12,272' rotate &sliding, WOB 12,237.0 12,272.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 11,126.0ftKB, 9/13/2013 15:00
Date Depth (ftKB) Density (ibigal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,126.0 15.30 56 28.0 19.000 14.000 18.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

225,428.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Mud Check: 12,251.0ftKB, 9/13/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,251.0 15.30 55 26.0 14.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

234,968.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/14/2013
Report #: 36, DFS: 26.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 504.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/13/2013 06:00 9/14/2013 06:00 26.52 11,768.0 12,272.0 504.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilling 6" lateral from 11,768' to12,272'.Total Mud Losses last 24 hrs 6 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,768' to12,010'rotate & sliding, WOB 8/20, 11,768.0 12,010.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 12,010' to 12,151' rotate &sliding, WOB 12,010.0 12,151.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 12,151' to 12,237' rotate &sliding, WOB 12,151.0 12,237.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 12,237' to 12,272' rotate &sliding, WOB 12,237.0 12,272.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 11,126.0ftKB, 9/13/2013 15:00
Date Depth (ftKB) Density (ibigal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,126.0 15.30 56 28.0 19.000 14.000 18.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

225,428.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Mud Check: 12,251.0ftKB, 9/13/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,251.0 15.30 55 26.0 14.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

234,968.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/14/2013
Report #: 36, DFS: 26.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 504.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/13/2013 06:00 9/14/2013 06:00 26.52 11,768.0 12,272.0 504.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilling 6" lateral from 11,768' to12,272'.Total Mud Losses last 24 hrs 6 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,768' to12,010'rotate & sliding, WOB 8/20, 11,768.0 12,010.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 12,010' to 12,151' rotate &sliding, WOB 12,010.0 12,151.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 12,151' to 12,237' rotate &sliding, WOB 12,151.0 12,237.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 12,237' to 12,272' rotate &sliding, WOB 12,237.0 12,272.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 11,126.0ftKB, 9/13/2013 15:00
Date Depth (ftKB) Density (ibigal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,126.0 15.30 56 28.0 19.000 14.000 18.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

225,428.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Mud Check: 12,251.0ftKB, 9/13/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,251.0 15.30 55 26.0 14.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

234,968.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/14/2013
Report #: 36, DFS: 26.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 504.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/13/2013 06:00 9/14/2013 06:00 26.52 11,768.0 12,272.0 504.00
Operations at Report Time
Drill 6" Lateral Section
Operations Summary
Drilling 6" lateral from 11,768' to12,272'.Total Mud Losses last 24 hrs 6 BBLS to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral section from 11,768' to12,010'rotate & sliding, WOB 8/20, 11,768.0 12,010.0
175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thruMPD, 70/120, trap press
1030psi.,18.11 ECD.

12:00 6.00 12.00 2 Drilled 6" Lateral section from 12,010' to 12,151' rotate &sliding, WOB 12,010.0 12,151.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

18:00 6.00 18.00 2 Drilled 6" Lateral section from 12,151' to 12,237' rotate &sliding, WOB 12,151.0 12,237.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

00:00 6.00 24.00 2 Drilled 6" Lateral section from 12,237' to 12,272' rotate &sliding, WOB 12,237.0 12,272.0
8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

Mud Check: 11,126.0ftKB, 9/13/2013 15:00
Date Depth (ftKB) Density (ibigal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,126.0 15.30 56 28.0 19.000 14.000 18.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

225,428.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Mud Check: 12,251.0ftKB, 9/13/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/13/2013 12,251.0 15.30 55 26.0 14.000 11.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

234,968.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
108.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min(in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/15/2013
WI Report #: 37, DFS: 27.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 164.00
API/UWI Excaliber ID WellArea Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fide1ityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent SIlding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick OffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/14/2013 06:00 9/15/2013 06:00 27.52 12,272.0 12,436.0 164.00
Operations at Report Time
Circulating gas out of hole.
Operations Summary
Drilling 6" lateral from 12,272' to12,436'TD. Circulated 2 x Bottoms Up. Spotted 100 bbls of LCM Pill across open hole, Halliburton MPD unable to flow through
theirequip due to gas and moving fluid into pits. Shut well in. Circulate gas out of well using Drillers Method. Total Mud Losses last 24 hrs 29 BBLS, 25 BBLS to
Formation, 4 BBLS to SCE.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral section from 12,272' to 12,305' rotate &sliding, WOB 12,272.0 12,305.0

8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

11:30 1.00 6.50 8 Downtime SCR / Electrical 12,305.0 12,305.0
12:30 5.50 12.00 2 Drilled 6" Lateral section from 12,305' to 12,360' rotate & sliding, WOB 12,305.0 12,360.0

8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

18:00 5.50 17.50 2 Drilled 6" Lateral section from 12,360' to 12,436', TD for Lateral. rotate & 12,360.0 12,436.0
sliding, WOB 8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas
500 units. conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap
press 1030psi.,18.11 ECD.

23:30 0.50 18.00 10 Circulate and survey at 12,436'. 12,436.0 12,436.0
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/15/2013
WI Report #: 37, DFS: 27.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 164.00
API/UWI Excaliber ID WellArea Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fide1ityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent SIlding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick OffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/14/2013 06:00 9/15/2013 06:00 27.52 12,272.0 12,436.0 164.00
Operations at Report Time
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Drilling 6" lateral from 12,272' to12,436'TD. Circulated 2 x Bottoms Up. Spotted 100 bbls of LCM Pill across open hole, Halliburton MPD unable to flow through
theirequip due to gas and moving fluid into pits. Shut well in. Circulate gas out of well using Drillers Method. Total Mud Losses last 24 hrs 29 BBLS, 25 BBLS to
Formation, 4 BBLS to SCE.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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02:00 1.00 21.00 5 Pumped LCM Pill, pump losing suction. Halliburton MPD unable to control 12,436.0 12,436.0
well due to gas, moving mud in pits. Shut well in.
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04:00 2.00 24.00 22 Circulating using Drillers Method 20 SPM. 12,436.0 12,436.0
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9/14/2013 12,436.0 15.30 56 26.0 18.000 12.000 16.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

234,068.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/15/2013
WI Report #: 37, DFS: 27.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 164.00
API/UWI Excaliber ID WellArea Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fide1ityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent SIlding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) Kick OffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/14/2013 06:00 9/15/2013 06:00 27.52 12,272.0 12,436.0 164.00
Operations at Report Time
Circulating gas out of hole.
Operations Summary
Drilling 6" lateral from 12,272' to12,436'TD. Circulated 2 x Bottoms Up. Spotted 100 bbls of LCM Pill across open hole, Halliburton MPD unable to flow through
theirequip due to gas and moving fluid into pits. Shut well in. Circulate gas out of well using Drillers Method. Total Mud Losses last 24 hrs 29 BBLS, 25 BBLS to
Formation, 4 BBLS to SCE.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral section from 12,272' to 12,305' rotate &sliding, WOB 12,272.0 12,305.0

8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

BOP Drill men in position 60 seconds.

11:30 1.00 6.50 8 Downtime SCR / Electrical 12,305.0 12,305.0
12:30 5.50 12.00 2 Drilled 6" Lateral section from 12,305' to 12,360' rotate & sliding, WOB 12,305.0 12,360.0

8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas 500 units.
conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.11 ECD.

18:00 5.50 17.50 2 Drilled 6" Lateral section from 12,360' to 12,436', TD for Lateral. rotate & 12,360.0 12,436.0
sliding, WOB 8/20, 175-180 gpm, PP - 3350, mud wt. 15.3 ppg inlout, Bgas
500 units. conn. gas 400/835 units, no flare, Flowing thru MPD, 200, trap
press 1030psi.,18.11 ECD.

23:30 0.50 18.00 10 Circulate and survey at 12,436'. 12,436.0 12,436.0

00:00 2.00 20.00 5 Circulate 2 x bottoms up. 12,436.0 12,436.0

02:00 1.00 21.00 5 Pumped LCM Pill, pump losing suction. Halliburton MPD unable to control 12,436.0 12,436.0
well due to gas, moving mud in pits. Shut well in.

03:00 1.00 22.00 5 Well closed in with 935 SIDP, 2335 psi SICP. Transferred 200 bbls from 12,436.0 12,436.0
active system to Premix Tank.

04:00 2.00 24.00 22 Circulating using Drillers Method 20 SPM. 12,436.0 12,436.0
Mud Check: 11,319.0ftKB, 9/14/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Ge] (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/14/2013 12,319.0 15.30 56 26.0 18.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

225,220.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 12,436.0ftKB, 9/14/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/14/2013 12,436.0 15.30 56 26.0 18.000 12.000 16.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

234,068.00 34.0 84.8/15.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2013
EupkTi:n 6Pr:du: ir Cess Report #: 38, DFS: 28.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 30.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/15/2013 06:00 9/16/2013 06:00 28.52 12,436.0 12,466.0 30.00
Operations at Report Time
Trip out of hole.
Operations Summary
Circulated gas out of hole using Drillers Method. Weight up OBM to 15.6 PPG. Drilled 6" Lateral from 12,436' to 12,466'. Circulated 2 x bottoms up. Spotted LCM
Pill across open hole. Trip out of hole from 12,466'.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.50 3.50 22 Circulated out gas using Drillers Method, Final DP pressure 2500 psi, Final 12,436.0 12,436.0

casing pressure 700 psi.
09:30 3.00 6.50 5 Circulated throughHalliburton MPD. Weight up to 15.6 PPG. 12,436.0 12,436.0
12:30 0.50 7.00 5 Changed out Rotating Head Element. 12,436.0 12,436.0

13:00 5.00 12.00 2 Drilled 6" Lateral section sliding from 12,436' to 12,448',sliding, WOB 8/20, 12,436.0 12,448.0
175-180 gpm, PP - 3350, mud wt. 15.6 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.78 ECD.

18:00 6.50 18.50 2 Drilled 6" Lateral section sliding from 12,448' to 12,466', TD for Lateral. 12,448.0 12,466.0
rotate &sliding, WOB 8/20, 175-180 gpm, PP - 3350, mud wt. 15.6 ppg
inlout, Bgas 500 units. conn. gas 400/835 units, no flare, Flowing thru
MPD, 200, trap press 1030psi.,18.78 ECD.

00:30 2.50 21.00 5 Circulated 2 x bottoms up. 12,466.0 12,466.0

03:00 2.00 23.00 5 Spotted 195 BBLS of LCM across open hole from 12,466' to 7,600'. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip out of hole from 12,466', Halliburton MPD holding pressure 1180 psi on 12,466.0 12,466.0
backside.

Mud Check: 12,441.0ftKB, 9/15/2013 15:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,441.0 15.60 58 27.0 17.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

332,337.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
106.0

Mud Check: 12,466.0ftKB, 9/15/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,466.0 15.60 55 27.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

331,616.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
40.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2013
EupkTi:n 6Pr:du: ir Cess Report #: 38, DFS: 28.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 30.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/15/2013 06:00 9/16/2013 06:00 28.52 12,436.0 12,466.0 30.00
Operations at Report Time
Trip out of hole.
Operations Summary
Circulated gas out of hole using Drillers Method. Weight up OBM to 15.6 PPG. Drilled 6" Lateral from 12,436' to 12,466'. Circulated 2 x bottoms up. Spotted LCM
Pill across open hole. Trip out of hole from 12,466'.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.50 3.50 22 Circulated out gas using Drillers Method, Final DP pressure 2500 psi, Final 12,436.0 12,436.0

casing pressure 700 psi.
09:30 3.00 6.50 5 Circulated throughHalliburton MPD. Weight up to 15.6 PPG. 12,436.0 12,436.0
12:30 0.50 7.00 5 Changed out Rotating Head Element. 12,436.0 12,436.0

13:00 5.00 12.00 2 Drilled 6" Lateral section sliding from 12,436' to 12,448',sliding, WOB 8/20, 12,436.0 12,448.0
175-180 gpm, PP - 3350, mud wt. 15.6 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.78 ECD.

18:00 6.50 18.50 2 Drilled 6" Lateral section sliding from 12,448' to 12,466', TD for Lateral. 12,448.0 12,466.0
rotate &sliding, WOB 8/20, 175-180 gpm, PP - 3350, mud wt. 15.6 ppg
inlout, Bgas 500 units. conn. gas 400/835 units, no flare, Flowing thru
MPD, 200, trap press 1030psi.,18.78 ECD.

00:30 2.50 21.00 5 Circulated 2 x bottoms up. 12,466.0 12,466.0

03:00 2.00 23.00 5 Spotted 195 BBLS of LCM across open hole from 12,466' to 7,600'. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip out of hole from 12,466', Halliburton MPD holding pressure 1180 psi on 12,466.0 12,466.0
backside.

Mud Check: 12,441.0ftKB, 9/15/2013 15:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,441.0 15.60 58 27.0 17.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

332,337.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
106.0

Mud Check: 12,466.0ftKB, 9/15/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,466.0 15.60 55 27.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

331,616.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
40.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2013
EupkTi:n 6Pr:du: ir Cess Report #: 38, DFS: 28.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 30.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/15/2013 06:00 9/16/2013 06:00 28.52 12,436.0 12,466.0 30.00
Operations at Report Time
Trip out of hole.
Operations Summary
Circulated gas out of hole using Drillers Method. Weight up OBM to 15.6 PPG. Drilled 6" Lateral from 12,436' to 12,466'. Circulated 2 x bottoms up. Spotted LCM
Pill across open hole. Trip out of hole from 12,466'.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.50 3.50 22 Circulated out gas using Drillers Method, Final DP pressure 2500 psi, Final 12,436.0 12,436.0

casing pressure 700 psi.
09:30 3.00 6.50 5 Circulated throughHalliburton MPD. Weight up to 15.6 PPG. 12,436.0 12,436.0
12:30 0.50 7.00 5 Changed out Rotating Head Element. 12,436.0 12,436.0

13:00 5.00 12.00 2 Drilled 6" Lateral section sliding from 12,436' to 12,448',sliding, WOB 8/20, 12,436.0 12,448.0
175-180 gpm, PP - 3350, mud wt. 15.6 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.78 ECD.

18:00 6.50 18.50 2 Drilled 6" Lateral section sliding from 12,448' to 12,466', TD for Lateral. 12,448.0 12,466.0
rotate &sliding, WOB 8/20, 175-180 gpm, PP - 3350, mud wt. 15.6 ppg
inlout, Bgas 500 units. conn. gas 400/835 units, no flare, Flowing thru
MPD, 200, trap press 1030psi.,18.78 ECD.

00:30 2.50 21.00 5 Circulated 2 x bottoms up. 12,466.0 12,466.0

03:00 2.00 23.00 5 Spotted 195 BBLS of LCM across open hole from 12,466' to 7,600'. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip out of hole from 12,466', Halliburton MPD holding pressure 1180 psi on 12,466.0 12,466.0
backside.

Mud Check: 12,441.0ftKB, 9/15/2013 15:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,441.0 15.60 58 27.0 17.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

332,337.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
106.0

Mud Check: 12,466.0ftKB, 9/15/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,466.0 15.60 55 27.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

331,616.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
40.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2013
EupkTi:n 6Pr:du: ir Cess Report #: 38, DFS: 28.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 30.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/15/2013 06:00 9/16/2013 06:00 28.52 12,436.0 12,466.0 30.00
Operations at Report Time
Trip out of hole.
Operations Summary
Circulated gas out of hole using Drillers Method. Weight up OBM to 15.6 PPG. Drilled 6" Lateral from 12,436' to 12,466'. Circulated 2 x bottoms up. Spotted LCM
Pill across open hole. Trip out of hole from 12,466'.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.50 3.50 22 Circulated out gas using Drillers Method, Final DP pressure 2500 psi, Final 12,436.0 12,436.0

casing pressure 700 psi.
09:30 3.00 6.50 5 Circulated throughHalliburton MPD. Weight up to 15.6 PPG. 12,436.0 12,436.0
12:30 0.50 7.00 5 Changed out Rotating Head Element. 12,436.0 12,436.0

13:00 5.00 12.00 2 Drilled 6" Lateral section sliding from 12,436' to 12,448',sliding, WOB 8/20, 12,436.0 12,448.0
175-180 gpm, PP - 3350, mud wt. 15.6 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.78 ECD.

18:00 6.50 18.50 2 Drilled 6" Lateral section sliding from 12,448' to 12,466', TD for Lateral. 12,448.0 12,466.0
rotate &sliding, WOB 8/20, 175-180 gpm, PP - 3350, mud wt. 15.6 ppg
inlout, Bgas 500 units. conn. gas 400/835 units, no flare, Flowing thru
MPD, 200, trap press 1030psi.,18.78 ECD.

00:30 2.50 21.00 5 Circulated 2 x bottoms up. 12,466.0 12,466.0

03:00 2.00 23.00 5 Spotted 195 BBLS of LCM across open hole from 12,466' to 7,600'. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip out of hole from 12,466', Halliburton MPD holding pressure 1180 psi on 12,466.0 12,466.0
backside.

Mud Check: 12,441.0ftKB, 9/15/2013 15:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,441.0 15.60 58 27.0 17.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

332,337.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
106.0

Mud Check: 12,466.0ftKB, 9/15/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,466.0 15.60 55 27.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

331,616.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
40.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2013
EupkTi:n 6Pr:du: ir Cess Report #: 38, DFS: 28.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 30.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/15/2013 06:00 9/16/2013 06:00 28.52 12,436.0 12,466.0 30.00
Operations at Report Time
Trip out of hole.
Operations Summary
Circulated gas out of hole using Drillers Method. Weight up OBM to 15.6 PPG. Drilled 6" Lateral from 12,436' to 12,466'. Circulated 2 x bottoms up. Spotted LCM
Pill across open hole. Trip out of hole from 12,466'.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.50 3.50 22 Circulated out gas using Drillers Method, Final DP pressure 2500 psi, Final 12,436.0 12,436.0

casing pressure 700 psi.
09:30 3.00 6.50 5 Circulated throughHalliburton MPD. Weight up to 15.6 PPG. 12,436.0 12,436.0
12:30 0.50 7.00 5 Changed out Rotating Head Element. 12,436.0 12,436.0

13:00 5.00 12.00 2 Drilled 6" Lateral section sliding from 12,436' to 12,448',sliding, WOB 8/20, 12,436.0 12,448.0
175-180 gpm, PP - 3350, mud wt. 15.6 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.78 ECD.

18:00 6.50 18.50 2 Drilled 6" Lateral section sliding from 12,448' to 12,466', TD for Lateral. 12,448.0 12,466.0
rotate &sliding, WOB 8/20, 175-180 gpm, PP - 3350, mud wt. 15.6 ppg
inlout, Bgas 500 units. conn. gas 400/835 units, no flare, Flowing thru
MPD, 200, trap press 1030psi.,18.78 ECD.

00:30 2.50 21.00 5 Circulated 2 x bottoms up. 12,466.0 12,466.0

03:00 2.00 23.00 5 Spotted 195 BBLS of LCM across open hole from 12,466' to 7,600'. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip out of hole from 12,466', Halliburton MPD holding pressure 1180 psi on 12,466.0 12,466.0
backside.

Mud Check: 12,441.0ftKB, 9/15/2013 15:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,441.0 15.60 58 27.0 17.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

332,337.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
106.0

Mud Check: 12,466.0ftKB, 9/15/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,466.0 15.60 55 27.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

331,616.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
40.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/16/2013
EupkTi:n 6Pr:du: ir Cess Report #: 38, DFS: 28.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 30.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/15/2013 06:00 9/16/2013 06:00 28.52 12,436.0 12,466.0 30.00
Operations at Report Time
Trip out of hole.
Operations Summary
Circulated gas out of hole using Drillers Method. Weight up OBM to 15.6 PPG. Drilled 6" Lateral from 12,436' to 12,466'. Circulated 2 x bottoms up. Spotted LCM
Pill across open hole. Trip out of hole from 12,466'.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.50 3.50 22 Circulated out gas using Drillers Method, Final DP pressure 2500 psi, Final 12,436.0 12,436.0

casing pressure 700 psi.
09:30 3.00 6.50 5 Circulated throughHalliburton MPD. Weight up to 15.6 PPG. 12,436.0 12,436.0
12:30 0.50 7.00 5 Changed out Rotating Head Element. 12,436.0 12,436.0

13:00 5.00 12.00 2 Drilled 6" Lateral section sliding from 12,436' to 12,448',sliding, WOB 8/20, 12,436.0 12,448.0
175-180 gpm, PP - 3350, mud wt. 15.6 ppg inlout, Bgas 500 units. conn.
gas 400/835 units, no flare, Flowing thru MPD, 200, trap press
1030psi.,18.78 ECD.

18:00 6.50 18.50 2 Drilled 6" Lateral section sliding from 12,448' to 12,466', TD for Lateral. 12,448.0 12,466.0
rotate &sliding, WOB 8/20, 175-180 gpm, PP - 3350, mud wt. 15.6 ppg
inlout, Bgas 500 units. conn. gas 400/835 units, no flare, Flowing thru
MPD, 200, trap press 1030psi.,18.78 ECD.

00:30 2.50 21.00 5 Circulated 2 x bottoms up. 12,466.0 12,466.0

03:00 2.00 23.00 5 Spotted 195 BBLS of LCM across open hole from 12,466' to 7,600'. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip out of hole from 12,466', Halliburton MPD holding pressure 1180 psi on 12,466.0 12,466.0
backside.

Mud Check: 12,441.0ftKB, 9/15/2013 15:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,441.0 15.60 58 27.0 17.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

332,337.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
106.0

Mud Check: 12,466.0ftKB, 9/15/2013 23:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/15/2013 12,466.0 15.60 55 27.0 16.000 12.000 16.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

331,616.00 35.0 89.2/10.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
40.0 6.0 106.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,847.0 12,466.0 1,619.00 9/11/2013 13:15 9/16/2013 00:30 78.23 20.7 27.56 50.67 64.77 35.23
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min (in)

9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FID ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2013
Report #: 39, DFS: 29.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Wel1 Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2013 06:00 9/17/2013 06:00 29.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip out of hole
Operations Summary
Trip out of hole to 7,700' with Halliburton MPD holding 1,180 psi on backside. Ship 15.6 OBM out of pits to tank farm. Shipped 18.3 ppg OBM to Active Systen)
and Premix Tank. Weighted up OBM to 18.3 ppg. Changed well over to 18.3 OBM. Mix LCM Pill& Dry Job. Pump LCMPilldisplace from active and Dry Job.
Trip out of hole slow.
Mud Loss last 24 hrs 86 bbis. 6 bbls to SCE, 80 bbis to formation.
Operations Next Report Period
Wire Line Logs
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 6 Trip out of hole to 7,700', Halliburton MPD held 1,180 psi on backside. 12,466.0 12,466.0
13:00 5.00 12.00 5 Transferred 15.6 PPG OBM to Tank Farm. Shipped 18.3 PPG OBM to 12,466.0 12,466.0

Active system and Premix Tank. Weighting up OBM to 18.3 PPG.
18:00 2.50 14.50 5 Weighting up OBM to 18.3 ppg. 12,466.0 12,466.0
20:30 3.50 18.00 5 Changed well over to 18.3 ppg OBM, returns going to Premix Tank. 12,466.0 12,466.0
00:00 1.00 19.00 5 Monitoringwell. Ship 150 bbls of 18.3 ppg to active system. Mix LCM Pill & 12,466.0 12,466.0

Dryjob.
01:00 3.00 22.00 5 Pumped 60 bbl LCMPill, 53 bbls 18.3 OBM and 30 bbis Dry Job at 1 BPM. 12,466.0 12,466.0

04:00 2.00 24.00 6 Trip out of hole from 7,700' slow at 10 minutes per stand. 12,466.0 12,466.0

Mud Check: 12,466.0ftKB, 9/16/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2013 12,466.0 18.30 80 47.0 20.000 12.000 17.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

323,194.00 43.5 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
40.0

Mud Check: 12,466.0ftKB, 9/16/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/16/2013 12,466.0 18.30 76 47.0 20.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

276,172.00 41.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
72.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FID ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/17/2013
Report #: 39, DFS: 29.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Wel1 Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

320.71 32.66 19.1 35.7 10.3 33.09 66.91
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/16/2013 06:00 9/17/2013 06:00 29.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip out of hole
Operations Summary
Trip out of hole to 7,700' with Halliburton MPD holding 1,180 psi on backside. Ship 15.6 OBM out of pits to tank farm. Shipped 18.3 ppg OBM to Active Systen)
and Premix Tank. Weighted up OBM to 18.3 ppg. Changed well over to 18.3 OBM. Mix LCM Pill& Dry Job. Pump LCMPilldisplace from active and Dry Job.
Trip out of hole slow.
Mud Loss last 24 hrs 86 bbis. 6 bbls to SCE, 80 bbis to formation.
Operations Next Report Period
Wire Line Logs
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 6 Trip out of hole to 7,700', Halliburton MPD held 1,180 psi on backside. 12,466.0 12,466.0
13:00 5.00 12.00 5 Transferred 15.6 PPG OBM to Tank Farm. Shipped 18.3 PPG OBM to 12,466.0 12,466.0

Active system and Premix Tank. Weighting up OBM to 18.3 PPG.
18:00 2.50 14.50 5 Weighting up OBM to 18.3 ppg. 12,466.0 12,466.0
20:30 3.50 18.00 5 Changed well over to 18.3 ppg OBM, returns going to Premix Tank. 12,466.0 12,466.0
00:00 1.00 19.00 5 Monitoringwell. Ship 150 bbls of 18.3 ppg to active system. Mix LCM Pill & 12,466.0 12,466.0

Dryjob.
01:00 3.00 22.00 5 Pumped 60 bbl LCMPill, 53 bbls 18.3 OBM and 30 bbis Dry Job at 1 BPM. 12,466.0 12,466.0

04:00 2.00 24.00 6 Trip out of hole from 7,700' slow at 10 minutes per stand. 12,466.0 12,466.0

Mud Check: 12,466.0ftKB, 9/16/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2013 12,466.0 18.30 80 47.0 20.000 12.000 17.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

323,194.00 43.5 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
40.0

Mud Check: 12,466.0ftKB, 9/16/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/16/2013 12,466.0 18.30 76 47.0 20.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

276,172.00 41.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
72.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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20:30 3.50 18.00 5 Changed well over to 18.3 ppg OBM, returns going to Premix Tank. 12,466.0 12,466.0
00:00 1.00 19.00 5 Monitoringwell. Ship 150 bbls of 18.3 ppg to active system. Mix LCM Pill & 12,466.0 12,466.0

Dryjob.
01:00 3.00 22.00 5 Pumped 60 bbl LCMPill, 53 bbls 18.3 OBM and 30 bbis Dry Job at 1 BPM. 12,466.0 12,466.0

04:00 2.00 24.00 6 Trip out of hole from 7,700' slow at 10 minutes per stand. 12,466.0 12,466.0

Mud Check: 12,466.0ftKB, 9/16/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/16/2013 12,466.0 18.30 80 47.0 20.000 12.000 17.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

323,194.00 43.5 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
40.0

Mud Check: 12,466.0ftKB, 9/16/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/16/2013 12,466.0 18.30 76 47.0 20.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

276,172.00 41.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
72.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/18/2013
Report #: 40, DFS: 30.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APIIUWI Excaliber 1D We11Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/17/2013 06:00 9/18/2013 06:00 30.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip in hole
Operations Summary
Trip out of hole, L/D Directional BHA. M/U Thru-Bit Logging BHA. Trip in hole to 2,980'.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 7.00 7.00 6 Trip out of hole from 6,973' to 4,114'. Monitoring well on triptank. 12,466.0 12,466.0
13:00 0.50 7.50 9 Serviced Rig and Equipment. 12,466.0 12,466.0
13:30 4.50 12.00 6 Trip out of hole from 4,114' to 1,600'. Monitoring well on trip tank. 12,466.0 12,466.0
18:00 2.50 14.50 6 Trip out of hole from 1,600' to surface. 12,466.0 12,466.0
20:30 0.50 15.00 6 Removed Rotating Head Element. 12,466.0 12,466.0
21:00 2.50 17.50 6 L/D Directional BHA. 12,466.0 12,466.0
23:30 0.50 18.00 9 Changed out Saver Sub. Serviced Top Drive. 12,466.0 12,466.0
00:00 1.50 19.50 6 MlUThru-Bit Logging BHA. 12,466.0 12,466.0
01:30 0.50 20.00 6 Installed Trip Nipple. 12,466.0 12,466.0
02:00 4.00 24.00 6 Trip in hole to 2,980' with Thru-Bit BHA. Monitoring returns in triptank. 12,466.0 12,466.0

Mud Check: 11,466.0ftKB, 9/17/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/17/2013 12,466.0 18.30 76 47.0 20.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

304,210.00 43.0 86/14
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
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0

Mud Lost (Hole) (bbí) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
72.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/18/2013
Report #: 40, DFS: 30.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APIIUWI Excaliber 1D We11Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/17/2013 06:00 9/18/2013 06:00 30.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip in hole
Operations Summary
Trip out of hole, L/D Directional BHA. M/U Thru-Bit Logging BHA. Trip in hole to 2,980'.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 7.00 7.00 6 Trip out of hole from 6,973' to 4,114'. Monitoring well on triptank. 12,466.0 12,466.0

13:00 0.50 7.50 9 Serviced Rig and Equipment. 12,466.0 12,466.0

13:30 4.50 12.00 6 Trip out of hole from 4,114' to 1,600'. Monitoring well on trip tank. 12,466.0 12,466.0

18:00 2.50 14.50 6 Trip out of hole from 1,600' to surface. 12,466.0 12,466.0
20:30 0.50 15.00 6 Removed Rotating Head Element. 12,466.0 12,466.0
21:00 2.50 17.50 6 L/D Directional BHA. 12,466.0 12,466.0
23:30 0.50 18.00 9 Changed out Saver Sub. Serviced Top Drive. 12,466.0 12,466.0
00:00 1.50 19.50 6 MlUThru-Bit Logging BHA. 12,466.0 12,466.0
01:30 0.50 20.00 6 Installed Trip Nipple. 12,466.0 12,466.0
02:00 4.00 24.00 6 Trip in hole to 2,980' with Thru-Bit BHA. Monitoring returns in triptank. 12,466.0 12,466.0

Mud Check: 11,466.0ftKB, 9/17/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/17/2013 12,466.0 18.30 76 47.0 20.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

304,210.00 43.0 86/14
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 12,466.0ftKB, 9/17/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/17/2013 12,466.0 18.30 76 47.0 20.000 12.000 17.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

304,692.00 43.0 86/14
0

Mud Lost (Hole) (bbí) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
72.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/18/2013
Report #: 40, DFS: 30.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APIIUWI Excaliber 1D We11Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/17/2013 06:00 9/18/2013 06:00 30.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip in hole
Operations Summary
Trip out of hole, L/D Directional BHA. M/U Thru-Bit Logging BHA. Trip in hole to 2,980'.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 7.00 7.00 6 Trip out of hole from 6,973' to 4,114'. Monitoring well on triptank. 12,466.0 12,466.0

13:00 0.50 7.50 9 Serviced Rig and Equipment. 12,466.0 12,466.0

13:30 4.50 12.00 6 Trip out of hole from 4,114' to 1,600'. Monitoring well on trip tank. 12,466.0 12,466.0

18:00 2.50 14.50 6 Trip out of hole from 1,600' to surface. 12,466.0 12,466.0
20:30 0.50 15.00 6 Removed Rotating Head Element. 12,466.0 12,466.0
21:00 2.50 17.50 6 L/D Directional BHA. 12,466.0 12,466.0
23:30 0.50 18.00 9 Changed out Saver Sub. Serviced Top Drive. 12,466.0 12,466.0
00:00 1.50 19.50 6 MlUThru-Bit Logging BHA. 12,466.0 12,466.0
01:30 0.50 20.00 6 Installed Trip Nipple. 12,466.0 12,466.0
02:00 4.00 24.00 6 Trip in hole to 2,980' with Thru-Bit BHA. Monitoring returns in triptank. 12,466.0 12,466.0

Mud Check: 11,466.0ftKB, 9/17/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/17/2013 12,466.0 18.30 76 47.0 20.000 12.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

304,210.00 43.0 86/14
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Mud Check: 12,466.0ftKB, 9/17/2013 14:00
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MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

304,692.00 43.0 86/14
0

Mud Lost (Hole) (bbí) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
72.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/19/2013
Report #: 41, DFS: 31.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00

.

Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/18/2013 06:00 9/19/2013 06:00 31.52 12,466.0 12,466.0 0.00
Operations at Report Time
Circulating Bottoms Up.
Operations Summary
Trip in hole with Thru-Bit BHA to 8,599'. Displaced 18.3 ppg OBM out with 16.5 ppg OBM. Reamed out tightspot from 8,620' to 8,648'. Trip in to 12,466',
Halliburton MPD holding 850 psi on backside. Circulated bottoms up.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 Trip in hole from 2,980' to 3,420' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0
triptank. Drift DP with 2.5" Drift.

06:30 0.50 1.00 6 Removed Trip Nipple and installed Rotating Head Element. 12,466.0 12,466.0
07:00 7.00 8.00 6 Trip in hole from 3,420' to 8,599' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0

triptank. Drift DP with 2.5" Drift, 4" HWDP used 2-3/8" Drift.

Held Trip Dr11l,installed and shut FOSV. 3 Minutes to secure and position
men.

14:00 2.50 10.50 5 Shipped 18.3 ppg OBM out of Active System to Tank Farm. Shipped 16.1 12,466.0 12,466.0
ppg OBM into Active Syatem.

16:30 1.50 12.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 ppg OBM at 1 BPM. 12,466.0 12,466.0
Flowing throughHalliburton MPD.

18:00 5.00 17.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 & 16.8 ppg OBM at 1 12,466.0 12,466.0
BPM. Staged pump rate up to 3.3 BPM. Flowing throughHalliburton MPD.
Circulated and conditioned OBM.

23:00 0.50 17.50 3 Worked tightspot from 8,620' to 8,648'. Halliburton MPD holding 250 psi on 12,466.0 12,466.0
backside.

23:30 4.50 22.00 6 Trip in hole at 3 minutes per stand from 8,648' to 12,396', washed down to 12,466.0 12,466.0
12,466'. Drift DP with 2.5" Drift.Halliburton MPD holding 860 psi on
backside.

BOP Drill men in position 83 seconds.
04:00 2.00 24.00 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.

Mud Check: 1 ,466.0ftKB, 9/18/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge! (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 12,466.0 16.10 64 28.0 18.000 11.000 14.000 2.0 2
MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

50,751.000 193,000.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
19.32

Mud Check: <depth>ftKB, 9/18/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... F11trate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 16.55 67 29.0 23.000 16.000 19.000 2.0 2
MBT(1b/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

65,514.000 259,000.00 36.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/19/2013
Report #: 41, DFS: 31.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00

.

Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/18/2013 06:00 9/19/2013 06:00 31.52 12,466.0 12,466.0 0.00
Operations at Report Time
Circulating Bottoms Up.
Operations Summary
Trip in hole with Thru-Bit BHA to 8,599'. Displaced 18.3 ppg OBM out with 16.5 ppg OBM. Reamed out tightspot from 8,620' to 8,648'. Trip in to 12,466',
Halliburton MPD holding 850 psi on backside. Circulated bottoms up.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 Trip in hole from 2,980' to 3,420' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0
triptank. Drift DP with 2.5" Drift.

06:30 0.50 1.00 6 Removed Trip Nipple and installed Rotating Head Element. 12,466.0 12,466.0
07:00 7.00 8.00 6 Trip in hole from 3,420' to 8,599' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0

triptank. Drift DP with 2.5" Drift, 4" HWDP used 2-3/8" Drift.

Held Trip Dr11l,installed and shut FOSV. 3 Minutes to secure and position
men.

14:00 2.50 10.50 5 Shipped 18.3 ppg OBM out of Active System to Tank Farm. Shipped 16.1 12,466.0 12,466.0
ppg OBM into Active Syatem.

16:30 1.50 12.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 ppg OBM at 1 BPM. 12,466.0 12,466.0
Flowing throughHalliburton MPD.

18:00 5.00 17.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 & 16.8 ppg OBM at 1 12,466.0 12,466.0
BPM. Staged pump rate up to 3.3 BPM. Flowing throughHalliburton MPD.
Circulated and conditioned OBM.

23:00 0.50 17.50 3 Worked tightspot from 8,620' to 8,648'. Halliburton MPD holding 250 psi on 12,466.0 12,466.0
backside.

23:30 4.50 22.00 6 Trip in hole at 3 minutes per stand from 8,648' to 12,396', washed down to 12,466.0 12,466.0
12,466'. Drift DP with 2.5" Drift.Halliburton MPD holding 860 psi on
backside.

BOP Drill men in position 83 seconds.
04:00 2.00 24.00 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.

Mud Check: 1 ,466.0ftKB, 9/18/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge! (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 12,466.0 16.10 64 28.0 18.000 11.000 14.000 2.0 2
MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

50,751.000 193,000.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
19.32

Mud Check: <depth>ftKB, 9/18/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... F11trate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 16.55 67 29.0 23.000 16.000 19.000 2.0 2
MBT(1b/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

65,514.000 259,000.00 36.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/19/2013
Report #: 41, DFS: 31.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00

.

Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/18/2013 06:00 9/19/2013 06:00 31.52 12,466.0 12,466.0 0.00
Operations at Report Time
Circulating Bottoms Up.
Operations Summary
Trip in hole with Thru-Bit BHA to 8,599'. Displaced 18.3 ppg OBM out with 16.5 ppg OBM. Reamed out tightspot from 8,620' to 8,648'. Trip in to 12,466',
Halliburton MPD holding 850 psi on backside. Circulated bottoms up.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 Trip in hole from 2,980' to 3,420' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0
triptank. Drift DP with 2.5" Drift.

06:30 0.50 1.00 6 Removed Trip Nipple and installed Rotating Head Element. 12,466.0 12,466.0
07:00 7.00 8.00 6 Trip in hole from 3,420' to 8,599' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0

triptank. Drift DP with 2.5" Drift, 4" HWDP used 2-3/8" Drift.

Held Trip Dr11l,installed and shut FOSV. 3 Minutes to secure and position
men.

14:00 2.50 10.50 5 Shipped 18.3 ppg OBM out of Active System to Tank Farm. Shipped 16.1 12,466.0 12,466.0
ppg OBM into Active Syatem.

16:30 1.50 12.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 ppg OBM at 1 BPM. 12,466.0 12,466.0
Flowing throughHalliburton MPD.

18:00 5.00 17.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 & 16.8 ppg OBM at 1 12,466.0 12,466.0
BPM. Staged pump rate up to 3.3 BPM. Flowing throughHalliburton MPD.
Circulated and conditioned OBM.

23:00 0.50 17.50 3 Worked tightspot from 8,620' to 8,648'. Halliburton MPD holding 250 psi on 12,466.0 12,466.0
backside.

23:30 4.50 22.00 6 Trip in hole at 3 minutes per stand from 8,648' to 12,396', washed down to 12,466.0 12,466.0
12,466'. Drift DP with 2.5" Drift.Halliburton MPD holding 860 psi on
backside.

BOP Drill men in position 83 seconds.
04:00 2.00 24.00 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.

Mud Check: 1 ,466.0ftKB, 9/18/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge! (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 12,466.0 16.10 64 28.0 18.000 11.000 14.000 2.0 2
MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

50,751.000 193,000.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
19.32

Mud Check: <depth>ftKB, 9/18/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... F11trate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 16.55 67 29.0 23.000 16.000 19.000 2.0 2
MBT(1b/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

65,514.000 259,000.00 36.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/19/2013
Report #: 41, DFS: 31.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00

.

Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/18/2013 06:00 9/19/2013 06:00 31.52 12,466.0 12,466.0 0.00
Operations at Report Time
Circulating Bottoms Up.
Operations Summary
Trip in hole with Thru-Bit BHA to 8,599'. Displaced 18.3 ppg OBM out with 16.5 ppg OBM. Reamed out tightspot from 8,620' to 8,648'. Trip in to 12,466',
Halliburton MPD holding 850 psi on backside. Circulated bottoms up.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 Trip in hole from 2,980' to 3,420' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0
triptank. Drift DP with 2.5" Drift.

06:30 0.50 1.00 6 Removed Trip Nipple and installed Rotating Head Element. 12,466.0 12,466.0
07:00 7.00 8.00 6 Trip in hole from 3,420' to 8,599' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0

triptank. Drift DP with 2.5" Drift, 4" HWDP used 2-3/8" Drift.

Held Trip Dr11l,installed and shut FOSV. 3 Minutes to secure and position
men.

14:00 2.50 10.50 5 Shipped 18.3 ppg OBM out of Active System to Tank Farm. Shipped 16.1 12,466.0 12,466.0
ppg OBM into Active Syatem.

16:30 1.50 12.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 ppg OBM at 1 BPM. 12,466.0 12,466.0
Flowing throughHalliburton MPD.

18:00 5.00 17.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 & 16.8 ppg OBM at 1 12,466.0 12,466.0
BPM. Staged pump rate up to 3.3 BPM. Flowing throughHalliburton MPD.
Circulated and conditioned OBM.

23:00 0.50 17.50 3 Worked tightspot from 8,620' to 8,648'. Halliburton MPD holding 250 psi on 12,466.0 12,466.0
backside.

23:30 4.50 22.00 6 Trip in hole at 3 minutes per stand from 8,648' to 12,396', washed down to 12,466.0 12,466.0
12,466'. Drift DP with 2.5" Drift.Halliburton MPD holding 860 psi on
backside.

BOP Drill men in position 83 seconds.
04:00 2.00 24.00 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.

Mud Check: 1 ,466.0ftKB, 9/18/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge! (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 12,466.0 16.10 64 28.0 18.000 11.000 14.000 2.0 2
MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

50,751.000 193,000.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
19.32

Mud Check: <depth>ftKB, 9/18/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... F11trate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 16.55 67 29.0 23.000 16.000 19.000 2.0 2
MBT(1b/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

65,514.000 259,000.00 36.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/19/2013
Report #: 41, DFS: 31.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00

.

Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/18/2013 06:00 9/19/2013 06:00 31.52 12,466.0 12,466.0 0.00
Operations at Report Time
Circulating Bottoms Up.
Operations Summary
Trip in hole with Thru-Bit BHA to 8,599'. Displaced 18.3 ppg OBM out with 16.5 ppg OBM. Reamed out tightspot from 8,620' to 8,648'. Trip in to 12,466',
Halliburton MPD holding 850 psi on backside. Circulated bottoms up.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 Trip in hole from 2,980' to 3,420' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0
triptank. Drift DP with 2.5" Drift.

06:30 0.50 1.00 6 Removed Trip Nipple and installed Rotating Head Element. 12,466.0 12,466.0
07:00 7.00 8.00 6 Trip in hole from 3,420' to 8,599' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0

triptank. Drift DP with 2.5" Drift, 4" HWDP used 2-3/8" Drift.

Held Trip Dr11l,installed and shut FOSV. 3 Minutes to secure and position
men.

14:00 2.50 10.50 5 Shipped 18.3 ppg OBM out of Active System to Tank Farm. Shipped 16.1 12,466.0 12,466.0
ppg OBM into Active Syatem.

16:30 1.50 12.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 ppg OBM at 1 BPM. 12,466.0 12,466.0
Flowing throughHalliburton MPD.

18:00 5.00 17.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 & 16.8 ppg OBM at 1 12,466.0 12,466.0
BPM. Staged pump rate up to 3.3 BPM. Flowing throughHalliburton MPD.
Circulated and conditioned OBM.

23:00 0.50 17.50 3 Worked tightspot from 8,620' to 8,648'. Halliburton MPD holding 250 psi on 12,466.0 12,466.0
backside.

23:30 4.50 22.00 6 Trip in hole at 3 minutes per stand from 8,648' to 12,396', washed down to 12,466.0 12,466.0
12,466'. Drift DP with 2.5" Drift.Halliburton MPD holding 860 psi on
backside.

BOP Drill men in position 83 seconds.
04:00 2.00 24.00 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.

Mud Check: 1 ,466.0ftKB, 9/18/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge! (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 12,466.0 16.10 64 28.0 18.000 11.000 14.000 2.0 2
MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

50,751.000 193,000.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
19.32

Mud Check: <depth>ftKB, 9/18/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... F11trate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 16.55 67 29.0 23.000 16.000 19.000 2.0 2
MBT(1b/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

65,514.000 259,000.00 36.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/19/2013
Report #: 41, DFS: 31.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00

.

Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/18/2013 06:00 9/19/2013 06:00 31.52 12,466.0 12,466.0 0.00
Operations at Report Time
Circulating Bottoms Up.
Operations Summary
Trip in hole with Thru-Bit BHA to 8,599'. Displaced 18.3 ppg OBM out with 16.5 ppg OBM. Reamed out tightspot from 8,620' to 8,648'. Trip in to 12,466',
Halliburton MPD holding 850 psi on backside. Circulated bottoms up.
Operations Next Report Period
Wire Line Logs
Weather Weilbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 Trip in hole from 2,980' to 3,420' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0
triptank. Drift DP with 2.5" Drift.

06:30 0.50 1.00 6 Removed Trip Nipple and installed Rotating Head Element. 12,466.0 12,466.0
07:00 7.00 8.00 6 Trip in hole from 3,420' to 8,599' with Thru-Bit BHA. Monitoring returns in 12,466.0 12,466.0

triptank. Drift DP with 2.5" Drift, 4" HWDP used 2-3/8" Drift.

Held Trip Dr11l,installed and shut FOSV. 3 Minutes to secure and position
men.

14:00 2.50 10.50 5 Shipped 18.3 ppg OBM out of Active System to Tank Farm. Shipped 16.1 12,466.0 12,466.0
ppg OBM into Active Syatem.

16:30 1.50 12.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 ppg OBM at 1 BPM. 12,466.0 12,466.0
Flowing throughHalliburton MPD.

18:00 5.00 17.00 5 Displacing out 18.3 ppg OBM out of hole with 16.1 & 16.8 ppg OBM at 1 12,466.0 12,466.0
BPM. Staged pump rate up to 3.3 BPM. Flowing throughHalliburton MPD.
Circulated and conditioned OBM.

23:00 0.50 17.50 3 Worked tightspot from 8,620' to 8,648'. Halliburton MPD holding 250 psi on 12,466.0 12,466.0
backside.

23:30 4.50 22.00 6 Trip in hole at 3 minutes per stand from 8,648' to 12,396', washed down to 12,466.0 12,466.0
12,466'. Drift DP with 2.5" Drift.Halliburton MPD holding 860 psi on
backside.

BOP Drill men in position 83 seconds.
04:00 2.00 24.00 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.

Mud Check: 1 ,466.0ftKB, 9/18/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge! (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 12,466.0 16.10 64 28.0 18.000 11.000 14.000 2.0 2
MBT(lb/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

50,751.000 193,000.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
19.32

Mud Check: <depth>ftKB, 9/18/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... F11trate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/18/2013 16.55 67 29.0 23.000 16.000 19.000 2.0 2
MBT(1b/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

65,514.000 259,000.00 36.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/20/2013
Report #: 42, DFS: 32.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/19/2013 06:00 9/20/2013 06:00 32.52 12,466.0 12,466.0 0.00
Operations at Report Time

Reaming 8,620' to 8,650'
Operations Summary
RIUThru Bit Logging Equipment. Run and latch in logging tools. Log Lateral back to 7" Casing. Retrieve Logging Tools. Trip in hole, wash and ream f/8605' to
8695', hole tight8,620' to 8,650'.
Total mud loss last 24 hrs = 177 bbis
28 bbls to SCE
149 bbis to formation
Operations Next Report Period
Trips
Weather Wellbore
Sunny and C1ear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.
08:30 2.00 4.50 11 Held PJSM with Thru-Bit Loggers. RIU sheaves, wire line and logging tools. 12,466.0 12,466.0

10:30 2.00 6.50 11 Pumped down logging toolsto latch, initialized and verified logging tools 12,466.0 12,466.0
working. Unlatched from logging tools and pull out with wire line. RID
sheaves and wire line.

12:30 5.50 12.00 11 POH at 5 minutes per stand logging lateral with Triple Combo Tools from 12,466.0 12,466.0
12,400' to 9,100'. Halliburton MPD holding 1080 psi on backside.

18:00 4.50 16.50 11 POH at 5 minutes per stand logging lateral with Triple Combo Tools from 12,466.0 12,466.0
9,100' to 6,368'. Halliburton MPD holding 1080 psi on backside.

22:30 2.50 19.00 11 RIUwire line and sheaves. Pumped down and latched on logging tools. 12,466.0 12,466.0
POH with logging tools.L/D logging tools, and equipment.

01:00 0.50 19.50 9 Serviced Rig and Equipment. 12,466.0 12,466.0
01:30 3.50 23.00 6 Trip in hole from 6,368' to 8,605', Halliburton MPD holding 830 psi on 12,466.0 12,466.0

backside

05:00 1.00 24.00 3 Wash and Ream 8605' to 8695, hole tight, fl8620' to 8650. Holding back 12,466.0 12,466.0
pressure with Halliburton MPD.

Mud Check: 1:f,466.0ftKB, 9/19/2013 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/19/2013 12,466.0 16.40 70 28.0 20.000 14.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

77,639.000 244,712.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
94.0

Mud Check: <depth>ftKB, 9/19/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.
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0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline(°F) Comment
14.0

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/20/2013
Report #: 42, DFS: 32.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/19/2013 06:00 9/20/2013 06:00 32.52 12,466.0 12,466.0 0.00
Operations at Report Time

Reaming 8,620' to 8,650'
Operations Summary
RIUThru Bit Logging Equipment. Run and latch in logging tools. Log Lateral back to 7" Casing. Retrieve Logging Tools. Trip in hole, wash and ream f/8605' to
8695', hole tight8,620' to 8,650'.
Total mud loss last 24 hrs = 177 bbis
28 bbls to SCE
149 bbis to formation
Operations Next Report Period
Trips
Weather Wellbore
Sunny and C1ear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.
08:30 2.00 4.50 11 Held PJSM with Thru-Bit Loggers. RIU sheaves, wire line and logging tools. 12,466.0 12,466.0

10:30 2.00 6.50 11 Pumped down logging toolsto latch, initialized and verified logging tools 12,466.0 12,466.0
working. Unlatched from logging tools and pull out with wire line. RID
sheaves and wire line.

12:30 5.50 12.00 11 POH at 5 minutes per stand logging lateral with Triple Combo Tools from 12,466.0 12,466.0
12,400' to 9,100'. Halliburton MPD holding 1080 psi on backside.

18:00 4.50 16.50 11 POH at 5 minutes per stand logging lateral with Triple Combo Tools from 12,466.0 12,466.0
9,100' to 6,368'. Halliburton MPD holding 1080 psi on backside.

22:30 2.50 19.00 11 RIUwire line and sheaves. Pumped down and latched on logging tools. 12,466.0 12,466.0
POH with logging tools.L/D logging tools, and equipment.

01:00 0.50 19.50 9 Serviced Rig and Equipment. 12,466.0 12,466.0
01:30 3.50 23.00 6 Trip in hole from 6,368' to 8,605', Halliburton MPD holding 830 psi on 12,466.0 12,466.0

backside

05:00 1.00 24.00 3 Wash and Ream 8605' to 8695, hole tight, fl8620' to 8650. Holding back 12,466.0 12,466.0
pressure with Halliburton MPD.
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Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/19/2013 06:00 9/20/2013 06:00 32.52 12,466.0 12,466.0 0.00
Operations at Report Time

Reaming 8,620' to 8,650'
Operations Summary
RIUThru Bit Logging Equipment. Run and latch in logging tools. Log Lateral back to 7" Casing. Retrieve Logging Tools. Trip in hole, wash and ream f/8605' to
8695', hole tight8,620' to 8,650'.
Total mud loss last 24 hrs = 177 bbis
28 bbls to SCE
149 bbis to formation
Operations Next Report Period
Trips
Weather Wellbore
Sunny and C1ear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 5 Circulated bottoms up at 12,466'. Halliburton MPD holding 80 - 130 psi on 12,466.0 12,466.0

backside.
08:30 2.00 4.50 11 Held PJSM with Thru-Bit Loggers. RIU sheaves, wire line and logging tools. 12,466.0 12,466.0

10:30 2.00 6.50 11 Pumped down logging toolsto latch, initialized and verified logging tools 12,466.0 12,466.0
working. Unlatched from logging tools and pull out with wire line. RID
sheaves and wire line.

12:30 5.50 12.00 11 POH at 5 minutes per stand logging lateral with Triple Combo Tools from 12,466.0 12,466.0
12,400' to 9,100'. Halliburton MPD holding 1080 psi on backside.

18:00 4.50 16.50 11 POH at 5 minutes per stand logging lateral with Triple Combo Tools from 12,466.0 12,466.0
9,100' to 6,368'. Halliburton MPD holding 1080 psi on backside.

22:30 2.50 19.00 11 RIUwire line and sheaves. Pumped down and latched on logging tools. 12,466.0 12,466.0
POH with logging tools.L/D logging tools, and equipment.

01:00 0.50 19.50 9 Serviced Rig and Equipment. 12,466.0 12,466.0
01:30 3.50 23.00 6 Trip in hole from 6,368' to 8,605', Halliburton MPD holding 830 psi on 12,466.0 12,466.0

backside

05:00 1.00 24.00 3 Wash and Ream 8605' to 8695, hole tight, fl8620' to 8650. Holding back 12,466.0 12,466.0
pressure with Halliburton MPD.

Mud Check: 1:f,466.0ftKB, 9/19/2013 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

9/19/2013 12,466.0 16.40 70 28.0 20.000 14.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

77,639.000 244,712.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
94.0

Mud Check: <depth>ftKB, 9/19/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

9/19/2013 16.60 64 32.0 26.000 19.000 23.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

60,948.000 236,108.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline(°F) Comment
14.0

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/21/2013
Expk : CU:n Report #: 43, DFS: 33.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber ID We11Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/20/2013 06:00 9/21/2013 06:00 33.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip out with Logging BHA.
Operations Summary
Wash and ream f/8605' to 8695', hole tight8,620' to 8,650'. Strip in hole to 8790'. Circulate bottoms up. Strip out to 7700'. Displace 16.5 ppg mud with 18.3 ppg
mud. Pumped 30 bbl Dry Job. Trip out of hole to 6,842'. Serviced Rig and equipment. Trip out of hole from 6,842' to 4,500'.
Total mud loss last 24 hrs = 35 bbls
0 bbis to SCE
35 bbis to formation
Operations Next Report Period
Run Casing &Cement
Weather Weilbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 3 Reamed multiple times from 8,620' to 8,650' until string would slide through 12,466.0 12,466.0
with minimum down weight. R1Hto 8,880'.

06:30 1.50 2.00 5 Circulated bottoms up, Halliburton MPD holding 300 psi on backside. 12,466.0 12,466.0
08:00 2.00 4.00 6 Strip out of hole from 8,880' to 7,700'. Halliburton held 930 psi on backside. 12,466.0 12,466.0

10:00 2.00 6.00 5 Shipped 16.4 ppg OBM out of Active System to Tank Farm. Shipped 18.3 12,466.0 12,466.0
ppg OBM to Active System.

12:00 5.50 11.50 5 Displaced 16.3 ppg OBM with 18.3 ppg OBM. Pump i BPM. Hold pressure 12,466.0 12,466.0
with MPD, 850 psi to fullopen on chokes 30 psi. Take returns throughGas
Buster. Catch light mud in Premix tank, divert to active when mud weight
reached 18.0 ppg.

17:30 1.50 13.00 5 Circulated and pumped 30 bbis of 20.3 ppg Dry Job. 12,466.0 12,466.0
19:00 2.50 15.50 5 Flowcheck well. 12,466.0 12,466.0
21:30 2.50 18.00 6 Trip out of hole from 7,700' to 6,842'. Monitor fluid displacement on trip 12,466.0 12,466.0

tank.
00:00 0.50 18.50 9 Serviced Rig and equipment. Service Top Drive, grease Blocks, Draw 12,466.0 12,466.0

Works Couplers.
00:30 5.50 24.00 6 Trip out of hole from 6,842' to 5,038' at 15 minutes per stand. Trip out from 12,466.0 12,466.0

5,038' to 4,500' at 10 minutes per stand. Monitor fluid displacement on trip
tank.

Mud Check: 11,466.0ftKB, 3/20/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (1bf...Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/20/2013 12,466.0 18.40 81 45.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

78,919.000 244,742.00 43.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
21.0 19.17

Mud Check: <depth>ftKB, 9/2012013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gei (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/20/2013 18.25 90 46.0 18.000 14.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

68,512.000 303,610.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
88.0 19.17
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Time Log
Cum Dur
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10:00 2.00 6.00 5 Shipped 16.4 ppg OBM out of Active System to Tank Farm. Shipped 18.3 12,466.0 12,466.0
ppg OBM to Active System.

12:00 5.50 11.50 5 Displaced 16.3 ppg OBM with 18.3 ppg OBM. Pump i BPM. Hold pressure 12,466.0 12,466.0
with MPD, 850 psi to fullopen on chokes 30 psi. Take returns throughGas
Buster. Catch light mud in Premix tank, divert to active when mud weight
reached 18.0 ppg.

17:30 1.50 13.00 5 Circulated and pumped 30 bbis of 20.3 ppg Dry Job. 12,466.0 12,466.0
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Works Couplers.
00:30 5.50 24.00 6 Trip out of hole from 6,842' to 5,038' at 15 minutes per stand. Trip out from 12,466.0 12,466.0

5,038' to 4,500' at 10 minutes per stand. Monitor fluid displacement on trip
tank.
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00:00 0.50 18.50 9 Serviced Rig and equipment. Service Top Drive, grease Blocks, Draw 12,466.0 12,466.0

Works Couplers.
00:30 5.50 24.00 6 Trip out of hole from 6,842' to 5,038' at 15 minutes per stand. Trip out from 12,466.0 12,466.0

5,038' to 4,500' at 10 minutes per stand. Monitor fluid displacement on trip
tank.

Mud Check: 11,466.0ftKB, 3/20/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (1bf...Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/20/2013 12,466.0 18.40 81 45.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

78,919.000 244,742.00 43.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
21.0 19.17

Mud Check: <depth>ftKB, 9/2012013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gei (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/20/2013 18.25 90 46.0 18.000 14.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

68,512.000 303,610.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
88.0 19.17

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/21/2013
Expk : CU:n Report #: 43, DFS: 33.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber ID We11Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/20/2013 06:00 9/21/2013 06:00 33.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip out with Logging BHA.
Operations Summary
Wash and ream f/8605' to 8695', hole tight8,620' to 8,650'. Strip in hole to 8790'. Circulate bottoms up. Strip out to 7700'. Displace 16.5 ppg mud with 18.3 ppg
mud. Pumped 30 bbl Dry Job. Trip out of hole to 6,842'. Serviced Rig and equipment. Trip out of hole from 6,842' to 4,500'.
Total mud loss last 24 hrs = 35 bbls
0 bbis to SCE
35 bbis to formation
Operations Next Report Period
Run Casing &Cement
Weather Weilbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 3 Reamed multiple times from 8,620' to 8,650' until string would slide through 12,466.0 12,466.0
with minimum down weight. R1Hto 8,880'.

06:30 1.50 2.00 5 Circulated bottoms up, Halliburton MPD holding 300 psi on backside. 12,466.0 12,466.0
08:00 2.00 4.00 6 Strip out of hole from 8,880' to 7,700'. Halliburton held 930 psi on backside. 12,466.0 12,466.0

10:00 2.00 6.00 5 Shipped 16.4 ppg OBM out of Active System to Tank Farm. Shipped 18.3 12,466.0 12,466.0
ppg OBM to Active System.

12:00 5.50 11.50 5 Displaced 16.3 ppg OBM with 18.3 ppg OBM. Pump i BPM. Hold pressure 12,466.0 12,466.0
with MPD, 850 psi to fullopen on chokes 30 psi. Take returns throughGas
Buster. Catch light mud in Premix tank, divert to active when mud weight
reached 18.0 ppg.

17:30 1.50 13.00 5 Circulated and pumped 30 bbis of 20.3 ppg Dry Job. 12,466.0 12,466.0
19:00 2.50 15.50 5 Flowcheck well. 12,466.0 12,466.0
21:30 2.50 18.00 6 Trip out of hole from 7,700' to 6,842'. Monitor fluid displacement on trip 12,466.0 12,466.0

tank.
00:00 0.50 18.50 9 Serviced Rig and equipment. Service Top Drive, grease Blocks, Draw 12,466.0 12,466.0

Works Couplers.
00:30 5.50 24.00 6 Trip out of hole from 6,842' to 5,038' at 15 minutes per stand. Trip out from 12,466.0 12,466.0

5,038' to 4,500' at 10 minutes per stand. Monitor fluid displacement on trip
tank.

Mud Check: 11,466.0ftKB, 3/20/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (1bf...Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/20/2013 12,466.0 18.40 81 45.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

78,919.000 244,742.00 43.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
21.0 19.17

Mud Check: <depth>ftKB, 9/2012013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gei (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/20/2013 18.25 90 46.0 18.000 14.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

68,512.000 303,610.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
88.0 19.17
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/21/2013
Expk : CU:n Report #: 43, DFS: 33.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber ID We11Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/20/2013 06:00 9/21/2013 06:00 33.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip out with Logging BHA.
Operations Summary
Wash and ream f/8605' to 8695', hole tight8,620' to 8,650'. Strip in hole to 8790'. Circulate bottoms up. Strip out to 7700'. Displace 16.5 ppg mud with 18.3 ppg
mud. Pumped 30 bbl Dry Job. Trip out of hole to 6,842'. Serviced Rig and equipment. Trip out of hole from 6,842' to 4,500'.
Total mud loss last 24 hrs = 35 bbls
0 bbis to SCE
35 bbis to formation
Operations Next Report Period
Run Casing &Cement
Weather Weilbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 3 Reamed multiple times from 8,620' to 8,650' until string would slide through 12,466.0 12,466.0
with minimum down weight. R1Hto 8,880'.

06:30 1.50 2.00 5 Circulated bottoms up, Halliburton MPD holding 300 psi on backside. 12,466.0 12,466.0
08:00 2.00 4.00 6 Strip out of hole from 8,880' to 7,700'. Halliburton held 930 psi on backside. 12,466.0 12,466.0

10:00 2.00 6.00 5 Shipped 16.4 ppg OBM out of Active System to Tank Farm. Shipped 18.3 12,466.0 12,466.0
ppg OBM to Active System.

12:00 5.50 11.50 5 Displaced 16.3 ppg OBM with 18.3 ppg OBM. Pump i BPM. Hold pressure 12,466.0 12,466.0
with MPD, 850 psi to fullopen on chokes 30 psi. Take returns throughGas
Buster. Catch light mud in Premix tank, divert to active when mud weight
reached 18.0 ppg.

17:30 1.50 13.00 5 Circulated and pumped 30 bbis of 20.3 ppg Dry Job. 12,466.0 12,466.0
19:00 2.50 15.50 5 Flowcheck well. 12,466.0 12,466.0
21:30 2.50 18.00 6 Trip out of hole from 7,700' to 6,842'. Monitor fluid displacement on trip 12,466.0 12,466.0

tank.
00:00 0.50 18.50 9 Serviced Rig and equipment. Service Top Drive, grease Blocks, Draw 12,466.0 12,466.0

Works Couplers.
00:30 5.50 24.00 6 Trip out of hole from 6,842' to 5,038' at 15 minutes per stand. Trip out from 12,466.0 12,466.0

5,038' to 4,500' at 10 minutes per stand. Monitor fluid displacement on trip
tank.

Mud Check: 11,466.0ftKB, 3/20/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (1bf...Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/20/2013 12,466.0 18.40 81 45.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

78,919.000 244,742.00 43.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
21.0 19.17

Mud Check: <depth>ftKB, 9/2012013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gei (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/20/2013 18.25 90 46.0 18.000 14.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

68,512.000 303,610.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
88.0 19.17
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2013
33 Report #: 44, DFS: 34.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2013 06:00 9/22/2013 06:00 34.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Trip out L/D Logging BHA. RIU Casing tongs and equipment. Run 4.5" Liner to 6,324'. Shipped 18.3 ppg OBM to Tank Farm, shipped 16.5 ppg OBM to Active
System. Circulated out 18.3 ppg OBM with 16.5 ppg OBM. MlUCasing Hanger, CBU. Trip in hole with 4.5" Liner on 4" HWDP.
Total mud loss last 24 hrs = 51 bbis
0 bbls to SCE
51 bbis to formation
Operations Next Report Period

Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Trip out from 4500 to O ft. Increase trip speed from 10 min/stand to 3 12,466.0 12,466.0

min/stand based on hole fill. Monitor fluid displacement on triptank.
10:00 0.50 4.50 6 Work BHA. Breakout and Lay down Bit, Bit sub, Float Sub, Crossover. 12,466.0 12,466.0

Function Blind Rams.,

10:30 1.00 5.50 1 Install Trip Nipple. Clear and Clean floor for casing job. 12,466.0 12,466.0
11:30 1.50 7.00 12 Pre Job Safety Meeting with B&LRig Crew. Rig up casing equipment and 12,466.0 12,466.0

move float equipment to the rig floor.
13:00 5.00 12.00 12 Run 4 1/2" Liner to 4035 ft. Makeup Reaming shoe, 2 x Float Collars, 2 12,466.0 12,466.0

Joints and Landing Collar. Pump throughstring to check floats, good..
Collar Clamp on first 20 jnts. Fill everÿ 30 joints. Monitor returns on trip
tank.

18:00 0.50 12.50 7 Rig Service. Check and lubricate rig at crew change. Review JSA's with 12,466.0 12,466.0
new crew.

18:30 3.00 15.50 12 Run 4 1/2" Liner from 4035' to 6324 ft. Fillevery 30 joints.Monitor returns 12,466.0 12,466.0
on triptank.

21:30 1.00 16.50 1 Shipped 18.3 ppg OBM to Tank Farm. Shipped 16.5 ppg OBM to Active 12,466.0 12,466.0
System. Rig up for displacement.

22:30 4.00 20.50 5 Close Annular Preventer. Displace 18.3 KWM out of the hole from 6,324'. 12,466.0 12,466.0
Hold back pressure with MPD as needed. Final WHP = 458 psi. Displaced
hole to 16.5 ppg OBM. Circulated bottoms up with 16.5 ppg OBM.

02:30 0.50 21.00 12 MlUSmith Casing Hanger Assembly, opened annular and ran Hanger 12,466.0 12,466.0
below annular. Installed Rotating Head Element.

03:00 2.00 23.00 5 Circulate bottoms up. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip in hole from 6,324' to 6,77T with 4.5" Liner on 4" XT-39 HWDP. 12,466.0 12,466.0
Halliburton MPD holding 840 psi on backside.

Mud Check: 12,466.0ftKB, 3/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/21/2013 12,466.0 16.60 58 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

82,912.000 284,250.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
33.0
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2013
33 Report #: 44, DFS: 34.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2013 06:00 9/22/2013 06:00 34.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Trip out L/D Logging BHA. RIU Casing tongs and equipment. Run 4.5" Liner to 6,324'. Shipped 18.3 ppg OBM to Tank Farm, shipped 16.5 ppg OBM to Active
System. Circulated out 18.3 ppg OBM with 16.5 ppg OBM. MlUCasing Hanger, CBU. Trip in hole with 4.5" Liner on 4" HWDP.
Total mud loss last 24 hrs = 51 bbis
0 bbls to SCE
51 bbis to formation
Operations Next Report Period

Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Trip out from 4500 to O ft. Increase trip speed from 10 min/stand to 3 12,466.0 12,466.0

min/stand based on hole fill. Monitor fluid displacement on triptank.
10:00 0.50 4.50 6 Work BHA. Breakout and Lay down Bit, Bit sub, Float Sub, Crossover. 12,466.0 12,466.0

Function Blind Rams.,

10:30 1.00 5.50 1 Install Trip Nipple. Clear and Clean floor for casing job. 12,466.0 12,466.0
11:30 1.50 7.00 12 Pre Job Safety Meeting with B&LRig Crew. Rig up casing equipment and 12,466.0 12,466.0

move float equipment to the rig floor.
13:00 5.00 12.00 12 Run 4 1/2" Liner to 4035 ft. Makeup Reaming shoe, 2 x Float Collars, 2 12,466.0 12,466.0

Joints and Landing Collar. Pump throughstring to check floats, good..
Collar Clamp on first 20 jnts. Fill everÿ 30 joints. Monitor returns on trip
tank.

18:00 0.50 12.50 7 Rig Service. Check and lubricate rig at crew change. Review JSA's with 12,466.0 12,466.0
new crew.

18:30 3.00 15.50 12 Run 4 1/2" Liner from 4035' to 6324 ft. Fillevery 30 joints.Monitor returns 12,466.0 12,466.0
on triptank.

21:30 1.00 16.50 1 Shipped 18.3 ppg OBM to Tank Farm. Shipped 16.5 ppg OBM to Active 12,466.0 12,466.0
System. Rig up for displacement.

22:30 4.00 20.50 5 Close Annular Preventer. Displace 18.3 KWM out of the hole from 6,324'. 12,466.0 12,466.0
Hold back pressure with MPD as needed. Final WHP = 458 psi. Displaced
hole to 16.5 ppg OBM. Circulated bottoms up with 16.5 ppg OBM.

02:30 0.50 21.00 12 MlUSmith Casing Hanger Assembly, opened annular and ran Hanger 12,466.0 12,466.0
below annular. Installed Rotating Head Element.

03:00 2.00 23.00 5 Circulate bottoms up. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip in hole from 6,324' to 6,77T with 4.5" Liner on 4" XT-39 HWDP. 12,466.0 12,466.0
Halliburton MPD holding 840 psi on backside.

Mud Check: 12,466.0ftKB, 3/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/21/2013 12,466.0 16.60 58 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

82,912.000 284,250.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
33.0
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2013
33 Report #: 44, DFS: 34.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2013 06:00 9/22/2013 06:00 34.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Trip out L/D Logging BHA. RIU Casing tongs and equipment. Run 4.5" Liner to 6,324'. Shipped 18.3 ppg OBM to Tank Farm, shipped 16.5 ppg OBM to Active
System. Circulated out 18.3 ppg OBM with 16.5 ppg OBM. MlUCasing Hanger, CBU. Trip in hole with 4.5" Liner on 4" HWDP.
Total mud loss last 24 hrs = 51 bbis
0 bbls to SCE
51 bbis to formation
Operations Next Report Period

Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Trip out from 4500 to O ft. Increase trip speed from 10 min/stand to 3 12,466.0 12,466.0

min/stand based on hole fill. Monitor fluid displacement on triptank.
10:00 0.50 4.50 6 Work BHA. Breakout and Lay down Bit, Bit sub, Float Sub, Crossover. 12,466.0 12,466.0

Function Blind Rams.,

10:30 1.00 5.50 1 Install Trip Nipple. Clear and Clean floor for casing job. 12,466.0 12,466.0
11:30 1.50 7.00 12 Pre Job Safety Meeting with B&LRig Crew. Rig up casing equipment and 12,466.0 12,466.0

move float equipment to the rig floor.
13:00 5.00 12.00 12 Run 4 1/2" Liner to 4035 ft. Makeup Reaming shoe, 2 x Float Collars, 2 12,466.0 12,466.0

Joints and Landing Collar. Pump throughstring to check floats, good..
Collar Clamp on first 20 jnts. Fill everÿ 30 joints. Monitor returns on trip
tank.

18:00 0.50 12.50 7 Rig Service. Check and lubricate rig at crew change. Review JSA's with 12,466.0 12,466.0
new crew.

18:30 3.00 15.50 12 Run 4 1/2" Liner from 4035' to 6324 ft. Fillevery 30 joints.Monitor returns 12,466.0 12,466.0
on triptank.

21:30 1.00 16.50 1 Shipped 18.3 ppg OBM to Tank Farm. Shipped 16.5 ppg OBM to Active 12,466.0 12,466.0
System. Rig up for displacement.

22:30 4.00 20.50 5 Close Annular Preventer. Displace 18.3 KWM out of the hole from 6,324'. 12,466.0 12,466.0
Hold back pressure with MPD as needed. Final WHP = 458 psi. Displaced
hole to 16.5 ppg OBM. Circulated bottoms up with 16.5 ppg OBM.

02:30 0.50 21.00 12 MlUSmith Casing Hanger Assembly, opened annular and ran Hanger 12,466.0 12,466.0
below annular. Installed Rotating Head Element.

03:00 2.00 23.00 5 Circulate bottoms up. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip in hole from 6,324' to 6,77T with 4.5" Liner on 4" XT-39 HWDP. 12,466.0 12,466.0
Halliburton MPD holding 840 psi on backside.

Mud Check: 12,466.0ftKB, 3/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/21/2013 12,466.0 16.60 58 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

82,912.000 284,250.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
33.0

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2013
33 Report #: 44, DFS: 34.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2013 06:00 9/22/2013 06:00 34.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Trip out L/D Logging BHA. RIU Casing tongs and equipment. Run 4.5" Liner to 6,324'. Shipped 18.3 ppg OBM to Tank Farm, shipped 16.5 ppg OBM to Active
System. Circulated out 18.3 ppg OBM with 16.5 ppg OBM. MlUCasing Hanger, CBU. Trip in hole with 4.5" Liner on 4" HWDP.
Total mud loss last 24 hrs = 51 bbis
0 bbls to SCE
51 bbis to formation
Operations Next Report Period

Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Trip out from 4500 to O ft. Increase trip speed from 10 min/stand to 3 12,466.0 12,466.0

min/stand based on hole fill. Monitor fluid displacement on triptank.
10:00 0.50 4.50 6 Work BHA. Breakout and Lay down Bit, Bit sub, Float Sub, Crossover. 12,466.0 12,466.0

Function Blind Rams.,

10:30 1.00 5.50 1 Install Trip Nipple. Clear and Clean floor for casing job. 12,466.0 12,466.0
11:30 1.50 7.00 12 Pre Job Safety Meeting with B&LRig Crew. Rig up casing equipment and 12,466.0 12,466.0

move float equipment to the rig floor.
13:00 5.00 12.00 12 Run 4 1/2" Liner to 4035 ft. Makeup Reaming shoe, 2 x Float Collars, 2 12,466.0 12,466.0

Joints and Landing Collar. Pump throughstring to check floats, good..
Collar Clamp on first 20 jnts. Fill everÿ 30 joints. Monitor returns on trip
tank.

18:00 0.50 12.50 7 Rig Service. Check and lubricate rig at crew change. Review JSA's with 12,466.0 12,466.0
new crew.

18:30 3.00 15.50 12 Run 4 1/2" Liner from 4035' to 6324 ft. Fillevery 30 joints.Monitor returns 12,466.0 12,466.0
on triptank.

21:30 1.00 16.50 1 Shipped 18.3 ppg OBM to Tank Farm. Shipped 16.5 ppg OBM to Active 12,466.0 12,466.0
System. Rig up for displacement.

22:30 4.00 20.50 5 Close Annular Preventer. Displace 18.3 KWM out of the hole from 6,324'. 12,466.0 12,466.0
Hold back pressure with MPD as needed. Final WHP = 458 psi. Displaced
hole to 16.5 ppg OBM. Circulated bottoms up with 16.5 ppg OBM.

02:30 0.50 21.00 12 MlUSmith Casing Hanger Assembly, opened annular and ran Hanger 12,466.0 12,466.0
below annular. Installed Rotating Head Element.

03:00 2.00 23.00 5 Circulate bottoms up. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip in hole from 6,324' to 6,77T with 4.5" Liner on 4" XT-39 HWDP. 12,466.0 12,466.0
Halliburton MPD holding 840 psi on backside.

Mud Check: 12,466.0ftKB, 3/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/21/2013 12,466.0 16.60 58 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

82,912.000 284,250.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
33.0

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2013
33 Report #: 44, DFS: 34.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2013 06:00 9/22/2013 06:00 34.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Trip out L/D Logging BHA. RIU Casing tongs and equipment. Run 4.5" Liner to 6,324'. Shipped 18.3 ppg OBM to Tank Farm, shipped 16.5 ppg OBM to Active
System. Circulated out 18.3 ppg OBM with 16.5 ppg OBM. MlUCasing Hanger, CBU. Trip in hole with 4.5" Liner on 4" HWDP.
Total mud loss last 24 hrs = 51 bbis
0 bbls to SCE
51 bbis to formation
Operations Next Report Period

Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Trip out from 4500 to O ft. Increase trip speed from 10 min/stand to 3 12,466.0 12,466.0

min/stand based on hole fill. Monitor fluid displacement on triptank.
10:00 0.50 4.50 6 Work BHA. Breakout and Lay down Bit, Bit sub, Float Sub, Crossover. 12,466.0 12,466.0

Function Blind Rams.,

10:30 1.00 5.50 1 Install Trip Nipple. Clear and Clean floor for casing job. 12,466.0 12,466.0
11:30 1.50 7.00 12 Pre Job Safety Meeting with B&LRig Crew. Rig up casing equipment and 12,466.0 12,466.0

move float equipment to the rig floor.
13:00 5.00 12.00 12 Run 4 1/2" Liner to 4035 ft. Makeup Reaming shoe, 2 x Float Collars, 2 12,466.0 12,466.0

Joints and Landing Collar. Pump throughstring to check floats, good..
Collar Clamp on first 20 jnts. Fill everÿ 30 joints. Monitor returns on trip
tank.

18:00 0.50 12.50 7 Rig Service. Check and lubricate rig at crew change. Review JSA's with 12,466.0 12,466.0
new crew.

18:30 3.00 15.50 12 Run 4 1/2" Liner from 4035' to 6324 ft. Fillevery 30 joints.Monitor returns 12,466.0 12,466.0
on triptank.

21:30 1.00 16.50 1 Shipped 18.3 ppg OBM to Tank Farm. Shipped 16.5 ppg OBM to Active 12,466.0 12,466.0
System. Rig up for displacement.

22:30 4.00 20.50 5 Close Annular Preventer. Displace 18.3 KWM out of the hole from 6,324'. 12,466.0 12,466.0
Hold back pressure with MPD as needed. Final WHP = 458 psi. Displaced
hole to 16.5 ppg OBM. Circulated bottoms up with 16.5 ppg OBM.

02:30 0.50 21.00 12 MlUSmith Casing Hanger Assembly, opened annular and ran Hanger 12,466.0 12,466.0
below annular. Installed Rotating Head Element.

03:00 2.00 23.00 5 Circulate bottoms up. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip in hole from 6,324' to 6,77T with 4.5" Liner on 4" XT-39 HWDP. 12,466.0 12,466.0
Halliburton MPD holding 840 psi on backside.

Mud Check: 12,466.0ftKB, 3/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/21/2013 12,466.0 16.60 58 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

82,912.000 284,250.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
33.0

Page 1/2 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/22/2013
33 Report #: 44, DFS: 34.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/21/2013 06:00 9/22/2013 06:00 34.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Trip out L/D Logging BHA. RIU Casing tongs and equipment. Run 4.5" Liner to 6,324'. Shipped 18.3 ppg OBM to Tank Farm, shipped 16.5 ppg OBM to Active
System. Circulated out 18.3 ppg OBM with 16.5 ppg OBM. MlUCasing Hanger, CBU. Trip in hole with 4.5" Liner on 4" HWDP.
Total mud loss last 24 hrs = 51 bbis
0 bbls to SCE
51 bbis to formation
Operations Next Report Period

Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401

Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Trip out from 4500 to O ft. Increase trip speed from 10 min/stand to 3 12,466.0 12,466.0

min/stand based on hole fill. Monitor fluid displacement on triptank.
10:00 0.50 4.50 6 Work BHA. Breakout and Lay down Bit, Bit sub, Float Sub, Crossover. 12,466.0 12,466.0

Function Blind Rams.,

10:30 1.00 5.50 1 Install Trip Nipple. Clear and Clean floor for casing job. 12,466.0 12,466.0
11:30 1.50 7.00 12 Pre Job Safety Meeting with B&LRig Crew. Rig up casing equipment and 12,466.0 12,466.0

move float equipment to the rig floor.
13:00 5.00 12.00 12 Run 4 1/2" Liner to 4035 ft. Makeup Reaming shoe, 2 x Float Collars, 2 12,466.0 12,466.0

Joints and Landing Collar. Pump throughstring to check floats, good..
Collar Clamp on first 20 jnts. Fill everÿ 30 joints. Monitor returns on trip
tank.

18:00 0.50 12.50 7 Rig Service. Check and lubricate rig at crew change. Review JSA's with 12,466.0 12,466.0
new crew.

18:30 3.00 15.50 12 Run 4 1/2" Liner from 4035' to 6324 ft. Fillevery 30 joints.Monitor returns 12,466.0 12,466.0
on triptank.

21:30 1.00 16.50 1 Shipped 18.3 ppg OBM to Tank Farm. Shipped 16.5 ppg OBM to Active 12,466.0 12,466.0
System. Rig up for displacement.

22:30 4.00 20.50 5 Close Annular Preventer. Displace 18.3 KWM out of the hole from 6,324'. 12,466.0 12,466.0
Hold back pressure with MPD as needed. Final WHP = 458 psi. Displaced
hole to 16.5 ppg OBM. Circulated bottoms up with 16.5 ppg OBM.

02:30 0.50 21.00 12 MlUSmith Casing Hanger Assembly, opened annular and ran Hanger 12,466.0 12,466.0
below annular. Installed Rotating Head Element.

03:00 2.00 23.00 5 Circulate bottoms up. 12,466.0 12,466.0

05:00 1.00 24.00 6 Trip in hole from 6,324' to 6,77T with 4.5" Liner on 4" XT-39 HWDP. 12,466.0 12,466.0
Halliburton MPD holding 840 psi on backside.

Mud Check: 12,466.0ftKB, 3/21/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

9/21/2013 12,466.0 16.60 58 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

82,912.000 284,250.00 35.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
33.0

Page 1/2 Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDEI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/23/2013
Report #: 45, DFS: 35.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/22/2013 06:00 9/23/2013 06:00 35.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Strip in hole with 4.5" Liner, wash and ream as needed. Circulate bottoms up. Circulate ball down to set hanger. Pre Job Safety meeting with HES and Rig Crew.
Cement 4.5" Liner. Set Packer. Pressure Test Packer. Reverse out 2 x drillpipe volumes.
Operations Next Report Period
Wait on Cement
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.00 8.00 12 Strip in hole from 6,777" to 12,466" with 4.5" Liner on 4"XT-39 HWDP. 12,466.0 12,466.0
Wash and ream tightspots at 7700',8550', 8620', 8650', 8690', 9757', and
11,747' Halliburton MPD holding 720-840 psi on backside.

14:00 1.50 9.50 12 Pickup and makeup 5' and 10' pups. Pickup and Makeup Cement head. 12,466.0 12,466.0
15:30 3.50 13.00 5 Circulate prior to cement job. Work flowrate up to 2 bpm. Circulate out gas. 12,466.0 12,466.0

Max Gas: 1000 units.

19:00 3.00 16.00 5 Drop hanger setting ball. Attempt to circulate down to landing collar, ball did 12,466.0 12,466.0
not land. Drop additional ball, continue circulating. Ball Landed Set hanger.

22:00 1.00 17.00 12 Pre Job Safety meeting with HES and Rig Crew. Discuss Job Hazards and 12,466.0 12,466.0
Fluid Transfer requirements.

23:00 5.00 22.00 12 Cement 4 1/2" Liner with 20 bbl Diesel Spacer, 30 bbl Tuned Spacer, 20 12,466.0 12,466.0
bbl of Lead Slurry at 19.0 ppg, 90 bbi of Tail Slurry at 19.0 ppg. Displace
with 152 bbl. (88.5 bbl of 16.5 ppg OBM, 10 bbl of 18.7 ppg Tuned Spacer,
53.5 bbl of 16.5 ppg OBM. Hold back pressure with MPD as needed 30-
165 psi. Bump Plug to 2300 psi. Hold pressure for 15 min. Bleedoff 4 bbl
back to truck,floats held. Pump job at 1.5 to 2.5 bpm.

04:00 1.00 23.00 12 Set packer at 6115 ft. Test packer to 1500 psi, failed. 12,466.0 12,466.0
05:00 1.00 24.00 5 Reverse circulate 2 x drillpipe volumes. 12,466.0 12,466.0

Mud Check: 11,466.0ftKB, 3/22/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/22/2013 12,466.0 16.60 64 31.0 17.000 13.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

93,029.000 206,233.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
70.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 43067 API Well Number: 43019500190000

FIDEI ITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/23/2013
Report #: 45, DFS: 35.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

9/22/2013 06:00 9/23/2013 06:00 35.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Strip in hole with 4.5" Liner, wash and ream as needed. Circulate bottoms up. Circulate ball down to set hanger. Pre Job Safety meeting with HES and Rig Crew.
Cement 4.5" Liner. Set Packer. Pressure Test Packer. Reverse out 2 x drillpipe volumes.
Operations Next Report Period
Wait on Cement
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.00 8.00 12 Strip in hole from 6,777" to 12,466" with 4.5" Liner on 4"XT-39 HWDP. 12,466.0 12,466.0
Wash and ream tightspots at 7700',8550', 8620', 8650', 8690', 9757', and
11,747' Halliburton MPD holding 720-840 psi on backside.

14:00 1.50 9.50 12 Pickup and makeup 5' and 10' pups. Pickup and Makeup Cement head. 12,466.0 12,466.0
15:30 3.50 13.00 5 Circulate prior to cement job. Work flowrate up to 2 bpm. Circulate out gas. 12,466.0 12,466.0

Max Gas: 1000 units.

19:00 3.00 16.00 5 Drop hanger setting ball. Attempt to circulate down to landing collar, ball did 12,466.0 12,466.0
not land. Drop additional ball, continue circulating. Ball Landed Set hanger.

22:00 1.00 17.00 12 Pre Job Safety meeting with HES and Rig Crew. Discuss Job Hazards and 12,466.0 12,466.0
Fluid Transfer requirements.

23:00 5.00 22.00 12 Cement 4 1/2" Liner with 20 bbl Diesel Spacer, 30 bbl Tuned Spacer, 20 12,466.0 12,466.0
bbl of Lead Slurry at 19.0 ppg, 90 bbi of Tail Slurry at 19.0 ppg. Displace
with 152 bbl. (88.5 bbl of 16.5 ppg OBM, 10 bbl of 18.7 ppg Tuned Spacer,
53.5 bbl of 16.5 ppg OBM. Hold back pressure with MPD as needed 30-
165 psi. Bump Plug to 2300 psi. Hold pressure for 15 min. Bleedoff 4 bbl
back to truck,floats held. Pump job at 1.5 to 2.5 bpm.

04:00 1.00 23.00 12 Set packer at 6115 ft. Test packer to 1500 psi, failed. 12,466.0 12,466.0
05:00 1.00 24.00 5 Reverse circulate 2 x drillpipe volumes. 12,466.0 12,466.0

Mud Check: 11,466.0ftKB, 3/22/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/22/2013 12,466.0 16.60 64 31.0 17.000 13.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

93,029.000 206,233.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
70.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Fluid Transfer requirements.

23:00 5.00 22.00 12 Cement 4 1/2" Liner with 20 bbl Diesel Spacer, 30 bbl Tuned Spacer, 20 12,466.0 12,466.0
bbl of Lead Slurry at 19.0 ppg, 90 bbi of Tail Slurry at 19.0 ppg. Displace
with 152 bbl. (88.5 bbl of 16.5 ppg OBM, 10 bbl of 18.7 ppg Tuned Spacer,
53.5 bbl of 16.5 ppg OBM. Hold back pressure with MPD as needed 30-
165 psi. Bump Plug to 2300 psi. Hold pressure for 15 min. Bleedoff 4 bbl
back to truck,floats held. Pump job at 1.5 to 2.5 bpm.

04:00 1.00 23.00 12 Set packer at 6115 ft. Test packer to 1500 psi, failed. 12,466.0 12,466.0

05:00 1.00 24.00 5 Reverse circulate 2 x drillpipe volumes. 12,466.0 12,466.0

Mud Check: 11,466.0ftKB, 3/22/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/22/2013 12,466.0 16.60 64 31.0 17.000 13.000 17.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

93,029.000 206,233.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
70.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/24/2013
Report #: 46, DFS: 36.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Nurnber Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/23/2013 06:00 9/24/2013 06:00 36.52 12,466.0 12,466.0 0.00
Operations at Report Time
POH Laying down 4" Drill Pipe
Operations Summary
Reverse Circulate bottoms up until clean. Pressured up backside to 878 psi. W.O.C. monitored casing pressure. Test casing to 1500 psi for 30 min. - Good Test.
RID pup joints,cement head and lines. Removed equip from rig floor. POH laying down 4"XT-39 Drill Pipe.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Stait Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Reverse circulate hole clean. No cement noted at surface. 12,466.0 12,466.0

07:00 11.00 12.00 13 Closed in with Upper Pipe Rams, Pressured up backside to 878 psi. 12,466.0 12,466.0
W.O.C. monitored casing pressure.

18:00 6.00 18.00 13 W.O.C. monitored casing pressure. Final Casing Pressure = 559 psi. 12,466.0 12,466.0

00:00 1.00 19.00 5 R/U and test casing to 1500 psi for 30 min. Good Test. Bled off pressure. 12,466.0 12,466.0
Opened Upper Pipe Rams.

01:00 2.00 21.00 12 RID Pup Joints, Cementing Head and lines. Removed equipment from rig 12,466.0 12,466.0
floor.

03:00 1.50 22.50 5 Mixed Dry job. Filled Trip Tank. Unable to pump dry job, pipe was plugged. 12,466.0 12,466.0

04:30 1.50 24.00 6 Trip out from 6,100' laying down 4" XT-39 Drill Pipe. Monitor displacement 12,466.0 12,466.0
on triptank.

Mud Check: 11,466.0ftKB, 9/23/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/23/2013 12,466.0 16.70 87 30.0 18.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

60,046.000 252,867.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
7.0

Mud Check: <depth>ftKB, 9/23/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/23/2013 16.60 86 30.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

58,633.000 244,074.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
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M40
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398.94 42.58 15.3 28.3 8.3 33.51 66.49
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Daily Operations
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9/23/2013 06:00 9/24/2013 06:00 36.52 12,466.0 12,466.0 0.00
Operations at Report Time
POH Laying down 4" Drill Pipe
Operations Summary
Reverse Circulate bottoms up until clean. Pressured up backside to 878 psi. W.O.C. monitored casing pressure. Test casing to 1500 psi for 30 min. - Good Test.
RID pup joints,cement head and lines. Removed equip from rig floor. POH laying down 4"XT-39 Drill Pipe.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Stait Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Reverse circulate hole clean. No cement noted at surface. 12,466.0 12,466.0

07:00 11.00 12.00 13 Closed in with Upper Pipe Rams, Pressured up backside to 878 psi. 12,466.0 12,466.0
W.O.C. monitored casing pressure.

18:00 6.00 18.00 13 W.O.C. monitored casing pressure. Final Casing Pressure = 559 psi. 12,466.0 12,466.0

00:00 1.00 19.00 5 R/U and test casing to 1500 psi for 30 min. Good Test. Bled off pressure. 12,466.0 12,466.0
Opened Upper Pipe Rams.

01:00 2.00 21.00 12 RID Pup Joints, Cementing Head and lines. Removed equipment from rig 12,466.0 12,466.0
floor.

03:00 1.50 22.50 5 Mixed Dry job. Filled Trip Tank. Unable to pump dry job, pipe was plugged. 12,466.0 12,466.0

04:30 1.50 24.00 6 Trip out from 6,100' laying down 4" XT-39 Drill Pipe. Monitor displacement 12,466.0 12,466.0
on triptank.

Mud Check: 11,466.0ftKB, 9/23/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/23/2013 12,466.0 16.70 87 30.0 18.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

60,046.000 252,867.00 37.0
0
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10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
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9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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Time Log
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floor.

03:00 1.50 22.50 5 Mixed Dry job. Filled Trip Tank. Unable to pump dry job, pipe was plugged. 12,466.0 12,466.0
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9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826

Page 1/1 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/24/2013
Report #: 46, DFS: 36.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Nurnber Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/201321:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/23/2013 06:00 9/24/2013 06:00 36.52 12,466.0 12,466.0 0.00
Operations at Report Time
POH Laying down 4" Drill Pipe
Operations Summary
Reverse Circulate bottoms up until clean. Pressured up backside to 878 psi. W.O.C. monitored casing pressure. Test casing to 1500 psi for 30 min. - Good Test.
RID pup joints,cement head and lines. Removed equip from rig floor. POH laying down 4"XT-39 Drill Pipe.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Stait Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Reverse circulate hole clean. No cement noted at surface. 12,466.0 12,466.0

07:00 11.00 12.00 13 Closed in with Upper Pipe Rams, Pressured up backside to 878 psi. 12,466.0 12,466.0
W.O.C. monitored casing pressure.

18:00 6.00 18.00 13 W.O.C. monitored casing pressure. Final Casing Pressure = 559 psi. 12,466.0 12,466.0

00:00 1.00 19.00 5 R/U and test casing to 1500 psi for 30 min. Good Test. Bled off pressure. 12,466.0 12,466.0
Opened Upper Pipe Rams.

01:00 2.00 21.00 12 RID Pup Joints, Cementing Head and lines. Removed equipment from rig 12,466.0 12,466.0
floor.

03:00 1.50 22.50 5 Mixed Dry job. Filled Trip Tank. Unable to pump dry job, pipe was plugged. 12,466.0 12,466.0

04:30 1.50 24.00 6 Trip out from 6,100' laying down 4" XT-39 Drill Pipe. Monitor displacement 12,466.0 12,466.0
on triptank.

Mud Check: 11,466.0ftKB, 9/23/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/23/2013 12,466.0 16.70 87 30.0 18.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

60,046.000 252,867.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
7.0

Mud Check: <depth>ftKB, 9/23/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/23/2013 16.60 86 30.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

58,633.000 244,074.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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POH Laying down 4" Drill Pipe
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Reverse Circulate bottoms up until clean. Pressured up backside to 878 psi. W.O.C. monitored casing pressure. Test casing to 1500 psi for 30 min. - Good Test.
RID pup joints,cement head and lines. Removed equip from rig floor. POH laying down 4"XT-39 Drill Pipe.
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Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Stait Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 5 Reverse circulate hole clean. No cement noted at surface. 12,466.0 12,466.0

07:00 11.00 12.00 13 Closed in with Upper Pipe Rams, Pressured up backside to 878 psi. 12,466.0 12,466.0
W.O.C. monitored casing pressure.
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00:00 1.00 19.00 5 R/U and test casing to 1500 psi for 30 min. Good Test. Bled off pressure. 12,466.0 12,466.0
Opened Upper Pipe Rams.

01:00 2.00 21.00 12 RID Pup Joints, Cementing Head and lines. Removed equipment from rig 12,466.0 12,466.0
floor.

03:00 1.50 22.50 5 Mixed Dry job. Filled Trip Tank. Unable to pump dry job, pipe was plugged. 12,466.0 12,466.0

04:30 1.50 24.00 6 Trip out from 6,100' laying down 4" XT-39 Drill Pipe. Monitor displacement 12,466.0 12,466.0
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2013
Report #: 47, DFS: 37.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Dr1]IingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick OffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2013 06:00 9/25/2013 06:00 37.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip in hole
Operations Summary
POH laying down 4" XT-39 Drill Pipe and 7 Jts of 4" HWDP. Shipped 14.0 ppg OBM out of active system to tank farm. Shipped 16.5 & 18.3 ppg to active system
to be cut back to 16.5 ppg. Flushed Halliburton MPD Lines and equipment. M/U Scraper / Mill Assembly. Trip in hole to 4,000'. Pull tripnipple, installed Rotating
Head Element. Filled pipe and circulated. Trip in hole to 5,700', washed down to 5,850'.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.00 9.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. Held Trip Drill, men in 12,466.0 12,466.0

position 56 seconds.
15:00 1.50 10.50 8 Repair AirTugger. 12,466.0 12,466.0
16:30 1.50 12.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. 12,466.0 12,466.0
18:00 1.00 13.00 6 Trip out laying down 6 joints of 4" HWDP that was plugged. L/D Liner 12,466.0 12,466.0

Running Tools.

19:00 3.00 16.00 5 Shipped 14.0 ppg OBM from active system to tank farm Shipped 16.7 & 12,466.0 12,466.0
18.3 ppg OBM to active system. Zeco stripping mud back to 14.0 ppg.
Flushed Halliburton MPD lines and equipment with diesel &air.

22:00 1.00 17.00 6 M/USmith Casing Scraper / Polished Bore millAssembly. 12,466.0 12,466.0
23:00 4.00 21.00 6 Trip in hole with BHA to 4,000'. Pulled Trip Nipple, Installed Rotating Head 12,466.0 12,466.0

Element. Trip speed slow, screw into each stand to prevent mud flow over
top of drillstring.

03:00 1.00 22.00 5 Filled pipe and circulated at 4,000'. 12,466.0 12,466.0
04:00 2.00 24.00 6 Trip in hole with BHA to 5,700'. Wash down from 5,700' to 5,850'. 12,466.0 12,466.0
Mud Check: 11,466.0ftKB, 9/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/24/2013 12,466.0 16.60 85 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

54,560.000 274,231.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
94.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2013
Report #: 47, DFS: 37.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
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43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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Operations at Report Time
Trip in hole
Operations Summary
POH laying down 4" XT-39 Drill Pipe and 7 Jts of 4" HWDP. Shipped 14.0 ppg OBM out of active system to tank farm. Shipped 16.5 & 18.3 ppg to active system
to be cut back to 16.5 ppg. Flushed Halliburton MPD Lines and equipment. M/U Scraper / Mill Assembly. Trip in hole to 4,000'. Pull tripnipple, installed Rotating
Head Element. Filled pipe and circulated. Trip in hole to 5,700', washed down to 5,850'.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.00 9.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. Held Trip Drill, men in 12,466.0 12,466.0

position 56 seconds.
15:00 1.50 10.50 8 Repair AirTugger. 12,466.0 12,466.0
16:30 1.50 12.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. 12,466.0 12,466.0
18:00 1.00 13.00 6 Trip out laying down 6 joints of 4" HWDP that was plugged. L/D Liner 12,466.0 12,466.0

Running Tools.

19:00 3.00 16.00 5 Shipped 14.0 ppg OBM from active system to tank farm Shipped 16.7 & 12,466.0 12,466.0
18.3 ppg OBM to active system. Zeco stripping mud back to 14.0 ppg.
Flushed Halliburton MPD lines and equipment with diesel &air.

22:00 1.00 17.00 6 M/USmith Casing Scraper / Polished Bore millAssembly. 12,466.0 12,466.0
23:00 4.00 21.00 6 Trip in hole with BHA to 4,000'. Pulled Trip Nipple, Installed Rotating Head 12,466.0 12,466.0

Element. Trip speed slow, screw into each stand to prevent mud flow over
top of drillstring.
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Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.00 9.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. Held Trip Drill, men in 12,466.0 12,466.0

position 56 seconds.
15:00 1.50 10.50 8 Repair AirTugger. 12,466.0 12,466.0
16:30 1.50 12.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. 12,466.0 12,466.0
18:00 1.00 13.00 6 Trip out laying down 6 joints of 4" HWDP that was plugged. L/D Liner 12,466.0 12,466.0

Running Tools.

19:00 3.00 16.00 5 Shipped 14.0 ppg OBM from active system to tank farm Shipped 16.7 & 12,466.0 12,466.0
18.3 ppg OBM to active system. Zeco stripping mud back to 14.0 ppg.
Flushed Halliburton MPD lines and equipment with diesel &air.

22:00 1.00 17.00 6 M/USmith Casing Scraper / Polished Bore millAssembly. 12,466.0 12,466.0
23:00 4.00 21.00 6 Trip in hole with BHA to 4,000'. Pulled Trip Nipple, Installed Rotating Head 12,466.0 12,466.0

Element. Trip speed slow, screw into each stand to prevent mud flow over
top of drillstring.

03:00 1.00 22.00 5 Filled pipe and circulated at 4,000'. 12,466.0 12,466.0
04:00 2.00 24.00 6 Trip in hole with BHA to 5,700'. Wash down from 5,700' to 5,850'. 12,466.0 12,466.0
Mud Check: 11,466.0ftKB, 9/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/24/2013 12,466.0 16.60 85 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

54,560.000 274,231.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
94.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826

Page ill Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2013
Report #: 47, DFS: 37.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Dr1]IingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick OffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2013 06:00 9/25/2013 06:00 37.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip in hole
Operations Summary
POH laying down 4" XT-39 Drill Pipe and 7 Jts of 4" HWDP. Shipped 14.0 ppg OBM out of active system to tank farm. Shipped 16.5 & 18.3 ppg to active system
to be cut back to 16.5 ppg. Flushed Halliburton MPD Lines and equipment. M/U Scraper / Mill Assembly. Trip in hole to 4,000'. Pull tripnipple, installed Rotating
Head Element. Filled pipe and circulated. Trip in hole to 5,700', washed down to 5,850'.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.00 9.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. Held Trip Drill, men in 12,466.0 12,466.0

position 56 seconds.
15:00 1.50 10.50 8 Repair AirTugger. 12,466.0 12,466.0
16:30 1.50 12.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. 12,466.0 12,466.0
18:00 1.00 13.00 6 Trip out laying down 6 joints of 4" HWDP that was plugged. L/D Liner 12,466.0 12,466.0

Running Tools.

19:00 3.00 16.00 5 Shipped 14.0 ppg OBM from active system to tank farm Shipped 16.7 & 12,466.0 12,466.0
18.3 ppg OBM to active system. Zeco stripping mud back to 14.0 ppg.
Flushed Halliburton MPD lines and equipment with diesel &air.

22:00 1.00 17.00 6 M/USmith Casing Scraper / Polished Bore millAssembly. 12,466.0 12,466.0
23:00 4.00 21.00 6 Trip in hole with BHA to 4,000'. Pulled Trip Nipple, Installed Rotating Head 12,466.0 12,466.0

Element. Trip speed slow, screw into each stand to prevent mud flow over
top of drillstring.

03:00 1.00 22.00 5 Filled pipe and circulated at 4,000'. 12,466.0 12,466.0
04:00 2.00 24.00 6 Trip in hole with BHA to 5,700'. Wash down from 5,700' to 5,850'. 12,466.0 12,466.0
Mud Check: 11,466.0ftKB, 9/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/24/2013 12,466.0 16.60 85 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

54,560.000 274,231.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
94.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826

Page ill Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2013
Report #: 47, DFS: 37.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Dr1]IingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick OffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2013 06:00 9/25/2013 06:00 37.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip in hole
Operations Summary
POH laying down 4" XT-39 Drill Pipe and 7 Jts of 4" HWDP. Shipped 14.0 ppg OBM out of active system to tank farm. Shipped 16.5 & 18.3 ppg to active system
to be cut back to 16.5 ppg. Flushed Halliburton MPD Lines and equipment. M/U Scraper / Mill Assembly. Trip in hole to 4,000'. Pull tripnipple, installed Rotating
Head Element. Filled pipe and circulated. Trip in hole to 5,700', washed down to 5,850'.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.00 9.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. Held Trip Drill, men in 12,466.0 12,466.0

position 56 seconds.
15:00 1.50 10.50 8 Repair AirTugger. 12,466.0 12,466.0
16:30 1.50 12.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. 12,466.0 12,466.0
18:00 1.00 13.00 6 Trip out laying down 6 joints of 4" HWDP that was plugged. L/D Liner 12,466.0 12,466.0

Running Tools.

19:00 3.00 16.00 5 Shipped 14.0 ppg OBM from active system to tank farm Shipped 16.7 & 12,466.0 12,466.0
18.3 ppg OBM to active system. Zeco stripping mud back to 14.0 ppg.
Flushed Halliburton MPD lines and equipment with diesel &air.

22:00 1.00 17.00 6 M/USmith Casing Scraper / Polished Bore millAssembly. 12,466.0 12,466.0
23:00 4.00 21.00 6 Trip in hole with BHA to 4,000'. Pulled Trip Nipple, Installed Rotating Head 12,466.0 12,466.0

Element. Trip speed slow, screw into each stand to prevent mud flow over
top of drillstring.

03:00 1.00 22.00 5 Filled pipe and circulated at 4,000'. 12,466.0 12,466.0
04:00 2.00 24.00 6 Trip in hole with BHA to 5,700'. Wash down from 5,700' to 5,850'. 12,466.0 12,466.0
Mud Check: 11,466.0ftKB, 9/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/24/2013 12,466.0 16.60 85 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

54,560.000 274,231.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
94.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826

Page ill Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/25/2013
Report #: 47, DFS: 37.52

WeII Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S Ri9E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
Dr1]IingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) Kick OffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/24/2013 06:00 9/25/2013 06:00 37.52 12,466.0 12,466.0 0.00
Operations at Report Time
Trip in hole
Operations Summary
POH laying down 4" XT-39 Drill Pipe and 7 Jts of 4" HWDP. Shipped 14.0 ppg OBM out of active system to tank farm. Shipped 16.5 & 18.3 ppg to active system
to be cut back to 16.5 ppg. Flushed Halliburton MPD Lines and equipment. M/U Scraper / Mill Assembly. Trip in hole to 4,000'. Pull tripnipple, installed Rotating
Head Element. Filled pipe and circulated. Trip in hole to 5,700', washed down to 5,850'.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.00 9.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. Held Trip Drill, men in 12,466.0 12,466.0

position 56 seconds.
15:00 1.50 10.50 8 Repair AirTugger. 12,466.0 12,466.0
16:30 1.50 12.00 6 Trip out of hole laying down 4" XT-39 Drill Pipe. 12,466.0 12,466.0
18:00 1.00 13.00 6 Trip out laying down 6 joints of 4" HWDP that was plugged. L/D Liner 12,466.0 12,466.0

Running Tools.

19:00 3.00 16.00 5 Shipped 14.0 ppg OBM from active system to tank farm Shipped 16.7 & 12,466.0 12,466.0
18.3 ppg OBM to active system. Zeco stripping mud back to 14.0 ppg.
Flushed Halliburton MPD lines and equipment with diesel &air.

22:00 1.00 17.00 6 M/USmith Casing Scraper / Polished Bore millAssembly. 12,466.0 12,466.0
23:00 4.00 21.00 6 Trip in hole with BHA to 4,000'. Pulled Trip Nipple, Installed Rotating Head 12,466.0 12,466.0

Element. Trip speed slow, screw into each stand to prevent mud flow over
top of drillstring.

03:00 1.00 22.00 5 Filled pipe and circulated at 4,000'. 12,466.0 12,466.0
04:00 2.00 24.00 6 Trip in hole with BHA to 5,700'. Wash down from 5,700' to 5,850'. 12,466.0 12,466.0
Mud Check: 11,466.0ftKB, 9/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

9/24/2013 12,466.0 16.60 85 29.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

54,560.000 274,231.00 37.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
94.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826

Page ill Report Printed:



RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/26/2013
Report #: 48, DFS: 38.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Coniiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand lJT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DdllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/25/2013 06:00 9/26/2013 06:00 38.52 12,466.0 12,466.0 0.00
Operations at Report Time
POH laying down 4" Drill Pipe.
Operations Summary
Trip in hole. Polish Bore Recepticle on Liner Packer with mill. Circulate bottoms up. POH L/D Scraper / MillBHA. M/U Liner Packer and trip in hole. Stab into
bore recepticle, set and test packer to 1500 psi for 15 minutes. Release from packer. Change well over to 10.6 ppg CaCl2. POH laying down 4" XT-39 Drill Pipe.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 3 Wash down scraping casing from 5,850' to 6,115'. Ran mill in and out of 12,466.0 12,466.0
Bore Recepticle on Liner Packer. BOP Drill, men in position 46 seconds.

08:00 1.50 3.50 5 Circulate bottoms up. Flow check - No flow. Pump Dry Job. 12,466.0 12,466.0
09:30 3.50 7.00 6 Trip out of hole from 6,115' to 1,114'. Removed Rotating Head & Installed 12,466.0 12,466.0

Trip Nipple.
13:00 1.00 8.00 6 Trip out of hole L/D Scraper / Mill BHA. 12,466.0 12,466.0
14:00 0.50 8.50 9 Serviced Rig and Equipment. 12,466.0 12,466.0
14:30 3.50 12.00 6 MlULiner Packer Assembly. Trip in hole to 657'. Removed Trip Nipple and 12,466.0 12,466.0

Installed Rotating Head. Trip in hole to 922'.

18:00 5.00 17.00 6 Trip in hole from 922' to 6,115'. BOP Drill,men in position 58 seconds. 12,466.0 12,466.0
23:00 1.00 18.00 6 Stabbed into Seal Bore Recpticle, set packer. Test backside to 1500 psi for 12,466.0 12,466.0

15 minutes - Good Test. Bled off pressure.
00:00 2.00 20.00 5 Displaced OBMout of well with 40 bbls diesel spacer and 262 bbis of 10.2 12,466.0 12,466.0

ppg Calcium Chloride.
02:00 4.00 24.00 6 Check for flow - No Flow. POH Laying down 4" XT-39 Drill Pipe from 6,115' 12,466.0 12,466.0

to 2,985'.

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline ("F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826

Page 1/1 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/26/2013
Report #: 48, DFS: 38.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Coniiguration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand lJT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DdllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/25/2013 06:00 9/26/2013 06:00 38.52 12,466.0 12,466.0 0.00
Operations at Report Time
POH laying down 4" Drill Pipe.
Operations Summary
Trip in hole. Polish Bore Recepticle on Liner Packer with mill. Circulate bottoms up. POH L/D Scraper / MillBHA. M/U Liner Packer and trip in hole. Stab into
bore recepticle, set and test packer to 1500 psi for 15 minutes. Release from packer. Change well over to 10.6 ppg CaCl2. POH laying down 4" XT-39 Drill Pipe.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 3 Wash down scraping casing from 5,850' to 6,115'. Ran mill in and out of 12,466.0 12,466.0
Bore Recepticle on Liner Packer. BOP Drill, men in position 46 seconds.

08:00 1.50 3.50 5 Circulate bottoms up. Flow check - No flow. Pump Dry Job. 12,466.0 12,466.0
09:30 3.50 7.00 6 Trip out of hole from 6,115' to 1,114'. Removed Rotating Head & Installed 12,466.0 12,466.0

Trip Nipple.
13:00 1.00 8.00 6 Trip out of hole L/D Scraper / Mill BHA. 12,466.0 12,466.0
14:00 0.50 8.50 9 Serviced Rig and Equipment. 12,466.0 12,466.0
14:30 3.50 12.00 6 MlULiner Packer Assembly. Trip in hole to 657'. Removed Trip Nipple and 12,466.0 12,466.0

Installed Rotating Head. Trip in hole to 922'.

18:00 5.00 17.00 6 Trip in hole from 922' to 6,115'. BOP Drill,men in position 58 seconds. 12,466.0 12,466.0
23:00 1.00 18.00 6 Stabbed into Seal Bore Recpticle, set packer. Test backside to 1500 psi for 12,466.0 12,466.0

15 minutes - Good Test. Bled off pressure.
00:00 2.00 20.00 5 Displaced OBMout of well with 40 bbls diesel spacer and 262 bbis of 10.2 12,466.0 12,466.0

ppg Calcium Chloride.
02:00 4.00 24.00 6 Check for flow - No Flow. POH Laying down 4" XT-39 Drill Pipe from 6,115' 12,466.0 12,466.0

to 2,985'.

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline ("F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D (in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/27/2013
Report #: 49, DFS: 39.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Wel1Area Basin Field Name Weil Cont1guration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Da¡lyDepth Progress (ft)

9/26/2013 06:00 9/27/2013 06:00 39.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Trip out laying down 4" XT-39 drillpipe. Lay down Packer running tools. Makeup Bit and Float sub, run in hole with drilipipe. Trip out laying down drillpipe. Pull
wear bushing. pump thursurface lines, rig down beaver slide & cat walk, Nipple down BOP equipment.
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore

Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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21:00 1.00 16.00 1 Rig down V-door &Cat walk, move away to allow access to sub. 12,466.0 12,466.0
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Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826

Page 1/1 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/27/2013
Report #: 49, DFS: 39.52

Well Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APllUWI Excaliber ID Wel1Area Basin Field Name Weil Cont1guration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location

Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Da¡lyDepth Progress (ft)

9/26/2013 06:00 9/27/2013 06:00 39.52 12,466.0 12,466.0 0.00
Operations at Report Time

Operations Summary
Trip out laying down 4" XT-39 drillpipe. Lay down Packer running tools. Makeup Bit and Float sub, run in hole with drilipipe. Trip out laying down drillpipe. Pull
wear bushing. pump thursurface lines, rig down beaver slide & cat walk, Nipple down BOP equipment.
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore

Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 6 Trip out laying down drillpipe. 12,466.0 12,466.0

10:30 0.50 5.00 6 Lay down Packer running tools. 12,466.0 12,466.0

11:00 2.50 7.50 6 Makeup Bit and Bit Sub, trip in hole with 34 stands of drilipipe. 12,466.0 12,466.0

13:30 3.50 11.00 6 Trip out laying down 4" XT drilipipe from 3150 ft. 12,466.0 12,466.0

17:00 2.00 13.00 6 Makeup Wear Bushing Tool. Pull wear bushing, lay down 1 stand of 12,466.0 12,466.0
drillpipe.

19:00 1.00 14.00 22 Pump thru surface lines 12,466.0 12,466.0

20:00 1.00 15.00 1 Pump out cellar, clean rig floor & lay down mouse hole 12,466.0 12,466.0

21:00 1.00 16.00 1 Rig down V-door &Cat walk, move away to allow access to sub. 12,466.0 12,466.0

22:00 8.00 24.00 14 Remove tarps from sub, rig down catch pan, remove kill line, nipple down 12,466.0 12,466.0
BOPs. (45mins. repairing man lift) close all rams & run in ram locks.
Complete stripping mud and transferto tank farm.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124

9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681

10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094

9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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RECEIVED: Oct. 01, 2013

Sundry Number: 43067 API Well Number: 43019500190000Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2013
Report #: 50, DFS: 40.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/27/2013 06:00 9/28/2013 06:00 40.52 12,466.0 12,466.0 0.00
Operations at Report Time

Prep to lay derrick over.
Operations Summary
Complete Nipple down of BOPE. Nipple up 7 1/16" Flange and 2 9/16" valve to secure wellhead. Clean pits and rig down backyard for trucks. Shutin CCU 26-2,
install BPSV. Move camps from CCU 26 Pad to CCU 7-1. Rig down rig floor and scope derrick down.

*** Release Rig to CCU 7-1, 06:00, 9-28-2013. ***

Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Complete nipple down of BOPE. Unstack BOP and set out. Clean Mud 12,466.0 12,466.0
Pits. Rig down backyard. prep for move. Rig down and move camps to 7-1
location.

12:00 1.00 7.00 14 Secure wellhead. Nipple up 7 1/16" flange and 2 9/16" valve. Continue pit 12,466.0 12,466.0
cleaning and rig down.

13:00 5.00 12.00 1 Continue rig down for move. Camp move complete, 7.5 hrs to move. Tri- 12,466.0 12,466.0
State trucksshutdown for day, 14 loads to new location.( 3 Haul Trucks, 1
Bed Truck, 2 x Ext Lifts, 4th Haul Truck at 14:30 hrs) Camps back online
at 18:00 hrs.

SIMOPS: Shutin CCU 26-2. Install BPSV.

18:00 6.00 18.00 1 Morning Tour Crew working. Prep drillfloor to scope derrick down, 12,466.0 12,466.0

Mud Inventory Tank Farm CCU-26: 1300 bbl of 14.0 ppg.
00:00 6.00 24.00 1 Scope down derrick. Rig down backyard for move. 12,466.0 12,466.0

Release Rig to CCU 7-1 at 06:00, 9-28-2013.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2013
Report #: 50, DFS: 40.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/27/2013 06:00 9/28/2013 06:00 40.52 12,466.0 12,466.0 0.00
Operations at Report Time

Prep to lay derrick over.
Operations Summary
Complete Nipple down of BOPE. Nipple up 7 1/16" Flange and 2 9/16" valve to secure wellhead. Clean pits and rig down backyard for trucks. Shutin CCU 26-2,
install BPSV. Move camps from CCU 26 Pad to CCU 7-1. Rig down rig floor and scope derrick down.

*** Release Rig to CCU 7-1, 06:00, 9-28-2013. ***

Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Complete nipple down of BOPE. Unstack BOP and set out. Clean Mud 12,466.0 12,466.0
Pits. Rig down backyard. prep for move. Rig down and move camps to 7-1
location.

12:00 1.00 7.00 14 Secure wellhead. Nipple up 7 1/16" flange and 2 9/16" valve. Continue pit 12,466.0 12,466.0
cleaning and rig down.

13:00 5.00 12.00 1 Continue rig down for move. Camp move complete, 7.5 hrs to move. Tri- 12,466.0 12,466.0
State trucksshutdown for day, 14 loads to new location.( 3 Haul Trucks, 1
Bed Truck, 2 x Ext Lifts, 4th Haul Truck at 14:30 hrs) Camps back online
at 18:00 hrs.

SIMOPS: Shutin CCU 26-2. Install BPSV.

18:00 6.00 18.00 1 Morning Tour Crew working. Prep drillfloor to scope derrick down, 12,466.0 12,466.0

Mud Inventory Tank Farm CCU-26: 1300 bbl of 14.0 ppg.
00:00 6.00 24.00 1 Scope down derrick. Rig down backyard for move. 12,466.0 12,466.0

Release Rig to CCU 7-1 at 06:00, 9-28-2013.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826

Page 1/1 Report Printed:

Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2013
Report #: 50, DFS: 40.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/27/2013 06:00 9/28/2013 06:00 40.52 12,466.0 12,466.0 0.00
Operations at Report Time

Prep to lay derrick over.
Operations Summary
Complete Nipple down of BOPE. Nipple up 7 1/16" Flange and 2 9/16" valve to secure wellhead. Clean pits and rig down backyard for trucks. Shutin CCU 26-2,
install BPSV. Move camps from CCU 26 Pad to CCU 7-1. Rig down rig floor and scope derrick down.

*** Release Rig to CCU 7-1, 06:00, 9-28-2013. ***

Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Complete nipple down of BOPE. Unstack BOP and set out. Clean Mud 12,466.0 12,466.0
Pits. Rig down backyard. prep for move. Rig down and move camps to 7-1
location.

12:00 1.00 7.00 14 Secure wellhead. Nipple up 7 1/16" flange and 2 9/16" valve. Continue pit 12,466.0 12,466.0
cleaning and rig down.

13:00 5.00 12.00 1 Continue rig down for move. Camp move complete, 7.5 hrs to move. Tri- 12,466.0 12,466.0
State trucksshutdown for day, 14 loads to new location.( 3 Haul Trucks, 1
Bed Truck, 2 x Ext Lifts, 4th Haul Truck at 14:30 hrs) Camps back online
at 18:00 hrs.

SIMOPS: Shutin CCU 26-2. Install BPSV.

18:00 6.00 18.00 1 Morning Tour Crew working. Prep drillfloor to scope derrick down, 12,466.0 12,466.0

Mud Inventory Tank Farm CCU-26: 1300 bbl of 14.0 ppg.
00:00 6.00 24.00 1 Scope down derrick. Rig down backyard for move. 12,466.0 12,466.0

Release Rig to CCU 7-1 at 06:00, 9-28-2013.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2013
Report #: 50, DFS: 40.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/27/2013 06:00 9/28/2013 06:00 40.52 12,466.0 12,466.0 0.00
Operations at Report Time

Prep to lay derrick over.
Operations Summary
Complete Nipple down of BOPE. Nipple up 7 1/16" Flange and 2 9/16" valve to secure wellhead. Clean pits and rig down backyard for trucks. Shutin CCU 26-2,
install BPSV. Move camps from CCU 26 Pad to CCU 7-1. Rig down rig floor and scope derrick down.

*** Release Rig to CCU 7-1, 06:00, 9-28-2013. ***

Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Complete nipple down of BOPE. Unstack BOP and set out. Clean Mud 12,466.0 12,466.0
Pits. Rig down backyard. prep for move. Rig down and move camps to 7-1
location.

12:00 1.00 7.00 14 Secure wellhead. Nipple up 7 1/16" flange and 2 9/16" valve. Continue pit 12,466.0 12,466.0
cleaning and rig down.

13:00 5.00 12.00 1 Continue rig down for move. Camp move complete, 7.5 hrs to move. Tri- 12,466.0 12,466.0
State trucksshutdown for day, 14 loads to new location.( 3 Haul Trucks, 1
Bed Truck, 2 x Ext Lifts, 4th Haul Truck at 14:30 hrs) Camps back online
at 18:00 hrs.

SIMOPS: Shutin CCU 26-2. Install BPSV.

18:00 6.00 18.00 1 Morning Tour Crew working. Prep drillfloor to scope derrick down, 12,466.0 12,466.0

Mud Inventory Tank Farm CCU-26: 1300 bbl of 14.0 ppg.
00:00 6.00 24.00 1 Scope down derrick. Rig down backyard for move. 12,466.0 12,466.0

Release Rig to CCU 7-1 at 06:00, 9-28-2013.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) IDNom Min (in)
9/10/2012 Conductor 102.0 22.0 20 19.124 94.00 K-55 20 19.124
9/24/2012 Surface 1,074.0 0.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/2/2012 Intermediate 1 4,651.0 0.0 9 5/8 8.681 47.00 L-80 9 5/8 8.681
10/14/2012 Production 7,567.0 0.0 7 6.094 32.00 P-110 7 6.094
9/22/2013 Production 12,463.7 6,096.2 4 1/2 3.920 13.50 P-110 5 15/16 3.826
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Sundry Number: 43067 API Well Number: 43019500190000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 9/28/2013
Report #: 50, DFS: 40.52

We11Name: Cane Creek Unit 26-3 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-50019 74*31097 Paradox Paradox Basin Big Flat Vertical
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,652.00 23.00 9/10/2012 00:00 10/17/2012 06:00
Operator Surface Legal Location
Fidelity E&P NESW SEC 26, T25S R19E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 8/13/2013 21:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

398.94 42.58 15.3 28.3 8.3 33.51 66.49
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,363.0 8/20/2013 6,454.0 6,451.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/27/2013 06:00 9/28/2013 06:00 40.52 12,466.0 12,466.0 0.00
Operations at Report Time

Prep to lay derrick over.
Operations Summary
Complete Nipple down of BOPE. Nipple up 7 1/16" Flange and 2 9/16" valve to secure wellhead. Clean pits and rig down backyard for trucks. Shutin CCU 26-2,
install BPSV. Move camps from CCU 26 Pad to CCU 7-1. Rig down rig floor and scope derrick down.

*** Release Rig to CCU 7-1, 06:00, 9-28-2013. ***

Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 14 Complete nipple down of BOPE. Unstack BOP and set out. Clean Mud 12,466.0 12,466.0

Pits. Rig down backyard. prep for move. Rig down and move camps to 7-1
location.

12:00 1.00 7.00 14 Secure wellhead. Nipple up 7 1/16" flange and 2 9/16" valve. Continue pit 12,466.0 12,466.0
cleaning and rig down.

13:00 5.00 12.00 1 Continue rig down for move. Camp move complete, 7.5 hrs to move. Tri- 12,466.0 12,466.0
State trucksshutdown for day, 14 loads to new location.( 3 Haul Trucks, 1
Bed Truck, 2 x Ext Lifts, 4th Haul Truck at 14:30 hrs) Camps back online
at 18:00 hrs.

SIMOPS: Shutin CCU 26-2. Install BPSV.

18:00 6.00 18.00 1 Morning Tour Crew working. Prep drillfloor to scope derrick down, 12,466.0 12,466.0

Mud Inventory Tank Farm CCU-26: 1300 bbl of 14.0 ppg.
00:00 6.00 24.00 1 Scope down derrick. Rig down backyard for move. 12,466.0 12,466.0

Release Rig to CCU 7-1 at 06:00, 9-28-2013.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
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WELL DATA SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 26-3H

I
OPERATOR: FIDELITY EXPLORATION & PRODUCTION CO.

ADDRESS: 1700 Lincoln, Suite 2800, Denver, CO. 80203

WELL NAME: CANE CREEK UNIT # 26-3H

I API #: 43-019-50019-0100

SURFACE LOCATION: 2615' FSL & 2151' FWL,
NE/SW SEC 26, T25S, Rl9E

FIELD: Big Flat ( Cane Creek Unit)

COUNTY, STATE Grand, Utah

i BASIN: Paradox

WELL TYPE: Horizontal Pennsylvanian Cane Creek

BASIS OF PROSPECT: Production from Cane Creek in near by wells

ELEVATION: GL: 5652', KB: 5675' (Measured, Graded)

WINDOW MILLED DATE: August 19, 2013

i
TD DATE: Septebmber 16, 2013

HORIZONTAL TARGET: Cane Creek

i KICK-OFF POINT, WINDOW IN T': 6,444' to 6,454'

TOTAL DEPTH: 12,466' MD

I
i

i
i
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WELL DATA SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 26-3H

TVD AT TD: 7,582.24'

I BOTTOM HOLE LOCATION: Rectangular Coordinates: 5191.27' S & 1903.22' E

2576.27' FNL & 1218.99' FEL SEC 35, T25S, R19E

FINAL VERTICAL SECTION: 5526.17'

i -

FINAL CLOSURE AZIMUTH:
159.87°

l PROPOSED AZIMUTH: 161.75°

TOTAL DRILLING DAYS 29

STATUS OF WELL: Waiting Completion

CONTRACTOR: Nabors Rig M40

TOOLPUSHER: Steve Robinson, Shannon McDaniel,

Brendon Evens, Kurt Cleaveland

FIELD SUPERVISORS: Delbert Sulivan, Paul Roberts, Sam Larado, Tucker Yancey

MUD COMPANY: NOV Bariod

MUD TYPE: Oil Base Mud to TD

WELLSITE GEOLOGISTS: Hal Schmidt, Sam Spencer, Kathy Blum

PROSPECT GEOLOGIST: Robert Flook, Dave Koval, Dave List, Fidelity.

ROCK SAMPLING: 30' Lagged Samples to Cane Creek

30' Lagged Samples in Cane Creek

Two sets of dry sample cuts were collected.

DIRECTIONAL DRILLERS: Pathfmder
Doug Tanner, Jake Johnson, Ron Stinemetze, Stan Saylar

i
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FINAL CLOSURE AZIMUTH:
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TOTAL DRILLING DAYS 29
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CONTRACTOR: Nabors Rig M40

TOOLPUSHER: Steve Robinson, Shannon McDaniel,

Brendon Evens, Kurt Cleaveland

FIELD SUPERVISORS: Delbert Sulivan, Paul Roberts, Sam Larado, Tucker Yancey

MUD COMPANY: NOV Bariod

MUD TYPE: Oil Base Mud to TD
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PROSPECT GEOLOGIST: Robert Flook, Dave Koval, Dave List, Fidelity.

ROCK SAMPLING: 30' Lagged Samples to Cane Creek

30' Lagged Samples in Cane Creek

Two sets of dry sample cuts were collected.

DIRECTIONAL DRILLERS: Pathfmder
Doug Tanner, Jake Johnson, Ron Stinemetze, Stan Saylar
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WELL DATA SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #26-3H

I MWD: Pathfinder
Stewart Robertson, Paul Foreman

CASING: 20" Conductor @102': 13 3/8" @ 1,087'

9 5/8" @4,653': Window in 7" @ 6,444' - 6,454'

4 1/2" Liner at 12,454'

HOLE SIZE: 17 1/2" base 20" conductor 102' to 1074'

12 1/4" 1,074' to 4,674'

8 1/2" 4,674' to TD Vertical hole

6" Window in 7" @6,454' to 12,466' TD

CORES and DST's: None

WIRELINE/OPEN HOLE LOGS: Thru-BitLogs: in Lateral 6,454' to 12,466' TD

KEY OFFSET WELLS FEPC Kane Springs Federal 25-19-34-1

NW/NE Sec 34, T25S, R 19E

FEPC Cane Creek Federal 27-1

- NW/SE Sec 27, T25S, R19E

I
i
I
i
i
I
i

I
WELL DATA SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #26-3H

I MWD: Pathfinder
Stewart Robertson, Paul Foreman

CASING: 20" Conductor @102': 13 3/8" @ 1,087'

9 5/8" @4,653': Window in 7" @ 6,444' - 6,454'

4 1/2" Liner at 12,454'

HOLE SIZE: 17 1/2" base 20" conductor 102' to 1074'

12 1/4" 1,074' to 4,674'

8 1/2" 4,674' to TD Vertical hole

6" Window in 7" @6,454' to 12,466' TD

CORES and DST's: None

WIRELINE/OPEN HOLE LOGS: Thru-BitLogs: in Lateral 6,454' to 12,466' TD

KEY OFFSET WELLS FEPC Kane Springs Federal 25-19-34-1

NW/NE Sec 34, T25S, R 19E

FEPC Cane Creek Federal 27-1

- NW/SE Sec 27, T25S, R19E

I
i
I
i
i
I
i

I
WELL DATA SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #26-3H

I MWD: Pathfinder
Stewart Robertson, Paul Foreman

CASING: 20" Conductor @102': 13 3/8" @ 1,087'

9 5/8" @4,653': Window in 7" @ 6,444' - 6,454'

4 1/2" Liner at 12,454'

HOLE SIZE: 17 1/2" base 20" conductor 102' to 1074'

12 1/4" 1,074' to 4,674'

8 1/2" 4,674' to TD Vertical hole

6" Window in 7" @6,454' to 12,466' TD

CORES and DST's: None

WIRELINE/OPEN HOLE LOGS: Thru-BitLogs: in Lateral 6,454' to 12,466' TD

KEY OFFSET WELLS FEPC Kane Springs Federal 25-19-34-1

NW/NE Sec 34, T25S, R 19E

FEPC Cane Creek Federal 27-1

- NW/SE Sec 27, T25S, R19E

I
i
I
i
i
I
i

I
WELL DATA SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #26-3H

I MWD: Pathfinder
Stewart Robertson, Paul Foreman

CASING: 20" Conductor @102': 13 3/8" @ 1,087'

9 5/8" @4,653': Window in 7" @ 6,444' - 6,454'

4 1/2" Liner at 12,454'

HOLE SIZE: 17 1/2" base 20" conductor 102' to 1074'

12 1/4" 1,074' to 4,674'

8 1/2" 4,674' to TD Vertical hole

6" Window in 7" @6,454' to 12,466' TD

CORES and DST's: None

WIRELINE/OPEN HOLE LOGS: Thru-BitLogs: in Lateral 6,454' to 12,466' TD

KEY OFFSET WELLS FEPC Kane Springs Federal 25-19-34-1

NW/NE Sec 34, T25S, R 19E

FEPC Cane Creek Federal 27-1

- NW/SE Sec 27, T25S, R19E

I
i
I
i
i
I
i

I
WELL DATA SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #26-3H

I MWD: Pathfinder
Stewart Robertson, Paul Foreman

CASING: 20" Conductor @102': 13 3/8" @ 1,087'

9 5/8" @4,653': Window in 7" @ 6,444' - 6,454'

4 1/2" Liner at 12,454'

HOLE SIZE: 17 1/2" base 20" conductor 102' to 1074'

12 1/4" 1,074' to 4,674'

8 1/2" 4,674' to TD Vertical hole

6" Window in 7" @6,454' to 12,466' TD

CORES and DST's: None

WIRELINE/OPEN HOLE LOGS: Thru-BitLogs: in Lateral 6,454' to 12,466' TD

KEY OFFSET WELLS FEPC Kane Springs Federal 25-19-34-1

NW/NE Sec 34, T25S, R 19E

FEPC Cane Creek Federal 27-1

- NW/SE Sec 27, T25S, R19E

I
i
I
i
i
I
i

I
WELL DATA SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #26-3H

I MWD: Pathfinder
Stewart Robertson, Paul Foreman

CASING: 20" Conductor @102': 13 3/8" @ 1,087'

9 5/8" @4,653': Window in 7" @ 6,444' - 6,454'

4 1/2" Liner at 12,454'

HOLE SIZE: 17 1/2" base 20" conductor 102' to 1074'

12 1/4" 1,074' to 4,674'

8 1/2" 4,674' to TD Vertical hole

6" Window in 7" @6,454' to 12,466' TD

CORES and DST's: None

WIRELINE/OPEN HOLE LOGS: Thru-BitLogs: in Lateral 6,454' to 12,466' TD

KEY OFFSET WELLS FEPC Kane Springs Federal 25-19-34-1

NW/NE Sec 34, T25S, R 19E

FEPC Cane Creek Federal 27-1

- NW/SE Sec 27, T25S, R19E

I
i
I
i
i
I
i



I
i

FIDELITY EXPLORATION AND PRODUCTION
DISTRIBUTION

CANE CREEK UNIT# 26-3H

I
Geological Final Mud Digitalmud Well

DISTRIBUTION Report Log prints log Cuttings

i Fidelity Exploration and Production Co.
Drilling Manager
Bruce Houtchens 3 3 3 0

1700 Lincoln St. Suite 2800,

i Denver CO 80203

i Fidelity E&P Co.
Bob Flook

1700 Lincoln 1 1 1 0
DenSuerC28

203

I
Dave Koval

i Fidelity Exploration and Production
1700 Lincoln St. 1 1 1 1

Suite 2800
Denver, CO 80203

i
i State of Utah

Division Oil Gas and Mining
P.O. Box 145801 1 0 1 1
1594 W. Temple

i Suite 1210
Salt Lake City, UT 84114-5801

Bureau of Land Management
Moab Field Office

1 0 0 0
t.DUo
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GEOLOGICALREPORT

INTRODUCTION

i The Fidelity Exploration & Production Co. Cane Creek Unit #26-3H, located in NE SW, Section 26, T25S,
R19E was re-entered on August 13, 2013 and a window was milled in the existing 7 inch casing in order

i to drill a new southeast trending horizontal lateral in the productive Pennsylvanian, Cane Creek Shale.
The 6 inch diameter lateral was drilled to a total depth of 12,466' md, 7583' tvd, bottoming in Clastic
#22, below the Cane Creek Shale on September 16, 2013.

The #26-3H-ReEntry horizontal lateral was directionally drilled off a whipstock at 6474' into the Paradox
Formation, Salt #15, at a build rate of approximately 10 feet per 100 feet at an azimuth of 153 degrees.
The top of the Cane Creek Shale was encountered at 7884'md,7251'tvd where the hole had an
inclination of 75.53 degrees. Drilling of the lateral continued , with the well path following the
southerly dipping Cane Creek Shale to 12,286' md where underlying Salt #22 and Clastic #22 were
penetrated and total depth was called.

A 24 hour, two man geologist well site service began on August 14, 2013 upon rigging up to mill a
window in the 7 inch casing of the previously drilled 26-3 vertical pilot hole . An MSI chromatograph was

i used to record total gas along with the various gas components of C-1through C-4. The total gas
readings were displayed on the rig electronic data recorder screen " Pason" for viewing by operating
personnel at the rig. The total gas and the various gas components recorded were plotted at lagged

i depth to compile a permanent mudiog record of drilling parameters, lithology drilled along with hydro
carbon shows.

I HORIZONTAL LATERAL 26-3H-ReEntry

Drilling the Curve

The lithology encountered upon exiting the casing window at 6474' consisted of salt. Anhydrite and
black shale of Clastic #15 was drilled from 6506' to 6516'. At 6516'to 6572' the only lithology seen in
samples was salt from Salt #16. Gamma ray data indicates Clastic #16 is present from 6546' to 6572'.
Salt #17 was picked at 6572' to 6708' where Clastic 17 was encountered. Massive salt with potash was
present from 6715' to top Clastic #18-19 at 7022'. Anhydrite, dolomite and black shale was logged in

i Clastic #18-19 along with a minor gas increase to 177 units at 7040'. Hole inclination at this point was 74
deg. and mud weight was 14.4 ppg. Salt #20 was topped at 7088'. The salt was white in color, and
generally was somewhat translucent to opaque. Clastic #20 consisting of black shale, anhydrite and

i dolomite was encountered at 7413'. A 179 unit gas increase was recorded at 7436' from organic black
shale. The top of Salt #21 was picked at 7459'. Massive salt was drilled to 7884' where the Cane Creek
Shale was encountered.

Cane Creek Shale

The Cane Creek Shale was topped at 7884'md, 7251'tvd in the horizontal lateral. At 7886' to 8136' gas

i increases associated with black shales in the A & B zones varied from 102 to 438 units with mud weight
of 14.4 ppg and ECD 16.4. The A shale was identified at 7970' and the B shale at 8046' based on high
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black shale of Clastic #15 was drilled from 6506' to 6516'. At 6516'to 6572' the only lithology seen in
samples was salt from Salt #16. Gamma ray data indicates Clastic #16 is present from 6546' to 6572'.
Salt #17 was picked at 6572' to 6708' where Clastic 17 was encountered. Massive salt with potash was
present from 6715' to top Clastic #18-19 at 7022'. Anhydrite, dolomite and black shale was logged in

i Clastic #18-19 along with a minor gas increase to 177 units at 7040'. Hole inclination at this point was 74
deg. and mud weight was 14.4 ppg. Salt #20 was topped at 7088'. The salt was white in color, and
generally was somewhat translucent to opaque. Clastic #20 consisting of black shale, anhydrite and

i dolomite was encountered at 7413'. A 179 unit gas increase was recorded at 7436' from organic black
shale. The top of Salt #21 was picked at 7459'. Massive salt was drilled to 7884' where the Cane Creek
Shale was encountered.

Cane Creek Shale

The Cane Creek Shale was topped at 7884'md, 7251'tvd in the horizontal lateral. At 7886' to 8136' gas

i increases associated with black shales in the A & B zones varied from 102 to 438 units with mud weight
of 14.4 ppg and ECD 16.4. The A shale was identified at 7970' and the B shale at 8046' based on high
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gamma ray readings and an increase in black organic shale. The target B dolomite which immediately

I underlies the B shale was encountered at 8080'. Hole inclination was slowly increased from 75 degrees
at the top of the Cane Creek to 87 degrees at 8262' where the well path was essentially parallel to the
formation dip. At this depth the curve BHAwas tripped out of the hole and replaced with a lateral BHA
containing a near bit gamma/inclination IPZIG tool.

Drilling continued in the B zone target dolomite following formation dip at an azimuth of 151degrees.
At 8435' the mud motor stalled indicating fractures and a 25 bbl mud increase was noted. The well was
shut in and well head pressure increased to 1770 psi. Gas increases of 3744 and 3357 units and a 15
foot flare were recorded as circulation resumed. Mud weight was 14.5 to 14.7 with ECD 16.36.
Background gas slowly decreased from 2500 units to 1000 units at 8560'.

Mud weight was increased to 15.4 ppg due to a 20 bbl mud increase at 8650' from fractured dolomite.
Gas increased to 4036 units giving a 15 foot flare as the "kick" was circulated out. Background gas

i remained high at 2500 to 3500 units with connection gas at 8735' reaching 4100 units with a 10 foot
flare, until at 8900' the gas had slowly decreased to less than 1000 units. Mud weight at this point was
15.55 with ECD OF 18.00.

While drilling from 9070' to 9137' 111 bbls of mud was lost to the formation which prompted LCM
sweeps to be employed to maintain circulation. Gas increased to 3346 and 3787 units at 9117' to 9292'
from fractured B zone dolomite. In this interval the dip rate of the formation started to flatten and as a
result the bit drilled downward into and through the C zone anhydrite at 9350', penetrating into the
underlying C zone black shale and dolomite. By sliding and rotating upward relative to formation dip,
the Czone anhydrite and then the B zone target dolomite was again penetrated at 9800'. Throughout

i the intervals from 9100' to 9450' and 9600' to 9810' numerous mud motor stalls and pressure spikes
were recorded by the directional drillers, indicating fracturing caused by changes in formation dip. As a
result of the fracturing, gas increases over 4000 units, mud losses to the formation and 10 to 15 foot

i flares were experienced while drilling. Mud weights generally averaged 15.3 ppg and ECD'Swere 17.8
to 17.9. The lithology drilled consisted of black, sooty shale, gray to light gray, calcareous dolomite and
white to light gray anhydrite

Drillingforward in the target B zone dolomite, the formation dip increased from essentially zero to 8
degrees down. Slides were effective in keeping the bit in the B zone from 9800' to 10160'. At 10,180' the

i deviation of the well path could not keep up with the downward rate of formation dip and the basal A
zone anhydrite was penetrated. At 9997' the IPZIGtool indicated fracturing and gas increased to over
3500 units. Continued high gas readings to over 4500 units along with flares in excess of 20 feet were
recorded to 10400' along with mud motor stalls and pressure spikes. From 10071' to 10684' the hole
was taking mud and LCM sweeps were used to maintain circulation. Mud weight was 15.3 ppg and ECD
was 18.2.

I The hole angle and the formation dip became nearly equal from 10400' to 10760', with the lithology
being drilled and gamma ray information indicating the A"warm" shale and then basal A anhydrite were
being drilled. At 10760' the B zone was again penetrated and the well path continued in the target zone

i to 11350' where the bit drilled through the top of the B "hot"shale into the dolomite that marks the top
of the B zone. Gas increased from 10788' to 10847' peaking at 2332 units while drilling the organic rich
black shale of the upper B zone. Mud weight was 15.3 ppg and ECDvaried from 18.2 to 18.5.

At 11297' to 11304'a gas increase to 837 units, enhanced by a connection being made, was recorded
while drilling the B "hot" shale. A mud motor stall and a pressure spike were noted by the directional
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driller at 11273' and 11278' which may indicate fractures. While drilling from 10916' to 11322' 25 bbls

i of mud was lost to the formation which was controlled by periodic LCMsweeps. Mud weight was 15.3

ppg and ECD 18.1.

I Drilling continued with the well path following the downward dipping formation, staying in the dolomite
near the top of the B zone immediately above the Bshale and below the basal A anhydrite. From 11600'
to 12065' the background gas was generally elevated above 500 units with scattered gas peaks of 1200
to 1880 units. Mud weight was 15.3 ppg with ECD average of 18.2.

At approximately 12150' the formation dip abruptly changed from dipping downward at 9 degrees to
dipping upward at an estimated 8 to 17 degrees . By sliding up starting at 12125', the hole angle was

i brought up from 81to 88 degrees to try to prevent drilling out of zone. The BHAcould not be turned
upward fast enough to stay in zone and the bit drilled through the B zone, the Czone and out the base
of the Cane Creek Shale and into Salt #22. Up slides were employed while drilling forward in Salt #22 to

i try to drill back into the Cane Creek formation. After drilling from salt into anhydrite, indicating that
Clastic # 22 had been penetrated, total depth was called at 12,466'

While drilling forward at 12100' in the Cane Creek, background gas was elevated above 500 units with
gas increasing to 1300 and 1800 units. Numerous mud motor stalls and pressure spikes were recorded
from 12220' to 12280'while drilling the C zone. These are attributed to fracturing related to the abrupt
change in formation dip. While drilling Salt #22 from 12286' to total depth, gas continued to build and
increase while drilling forward with over 3000 to 4000 units along with 10 to 15' flares being recorded.
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MDRILLING SUMMARY
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEKUNIT #26-3H

I DEPTH

| 06:00 24 HR Mud
DAY DATE2013 HRS FOOTAGE BIT# Losses 24HRACTIVITY FORMATION

I Fix leaks in mud irculating system, hoses, butterfly
valves, hammer unions, weld hard lines. Pick up 4" XT- Paradox Salt

1 16-Aug 6367 0 0 39 drill pipe Section

i Pick up 4" XT-39 drill pipe, repair power catwalk, PU DP Paradox Salt

2 17-Aug 6367 0 0 and rack back stands. Section

PU 4" Drill pipe, and rack back. Make up tri-cone bit and

I casing scraper, TlH picking up HWDP and remainder4"
XT-39 drill pipe to 6,318'. Fill slug pit w/ diesel, fill pits
w/ OBM, Displace CaCl2water in hole w/ OBM. TlH tag
cement @6,367' drill cement and scrape casing to

I 6,474'. Pump slug. TOOH. LDbit and casing scraper tools
and cross overs. Paradox Salt

3 18-Aug 6367 107 1 0 Section

i PU whipstock with 6" mill assembly, TlH orient
whipstock, set whipstock, shear pin. mill windowf/ Paradox Salt

4 19-Aug 6474 -24 Mill 1 4 6,444' to 6,450'. Section

i Mill window f/ 6,450' to 6,454'. Drill formation f/ 6,455'
to 6,469', Drill15' formation, circulate,work window w/

I mills. Pump LCM pill. FITto 18.0 MWE Held. Circ hole
clean. Pump slug, TOOH, LDmill assembly. PU Paradox Salt

5 20-Aug 6450 19 0 directional tools. Surface test MWD tools. TlH Section

i TIH, circulate, Hang Gyro-Data wireline sheve in derrick.
Run wireline/gyro downhole. Orient BHA. Lost
communication w/ tool. Pull tool out, trouble shoot,
Repair tool/rope socket. Run tool down hole. Orient

i BHA. Stand pipe hammer union gasket blew, repair. Drill Paradox Salt

6 21-Aug 6469 36 2 9 slide f/ 6,469' to 6,505' Section
Paradox Salt

i 7 22-Aug 6505 292 2 18 Drill slide build curve f/ 6,505' to 6,797' Section

Paradox Salt

8 23-Aug 6797 349 2 19 Drill slide build curve f/ 6,797' to 7,146' Section

i Paradox Salt

9 24-Aug 7146 438 2 6 Drill/ slide, build curve, f/ 7,146' to 7,584' Section

Drill / slide build curve f/ 7,584' to 7,896' Circulate

i samples. Drill f/7,896' to 7,918' Wait on orders from
drilling dept. Drill f/ 7,918' to 7,974' Wait on Fidelity

Paradox Salt
Geophysisist for directional plan. Drill f/ 7,974' to 8,126'

Section Cane

10 25-Aug 7584 542 2 20
building angle

Creek

Drill f/ 8,126' to 8,262' landing point. Circulate BU.

11 26-Aug 8126 136 2 16 TOOH for IPZIG Lateral BHA LD/PU directional tools Cane Creek

TlH w/ Lateral BHA. Log IPZIGtool over Cane Creek

12 27-Aug 8262 0 3 11 interval. Look for hole in Drill Pipe. Cane Creek

i
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i
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Paradox Salt
Geophysisist for directional plan. Drill f/ 7,974' to 8,126'

Section Cane

10 25-Aug 7584 542 2 20
building angle

Creek

Drill f/ 8,126' to 8,262' landing point. Circulate BU.

11 26-Aug 8126 136 2 16 TOOH for IPZIG Lateral BHA LD/PU directional tools Cane Creek

TlH w/ Lateral BHA. Log IPZIGtool over Cane Creek

12 27-Aug 8262 0 3 11 interval. Look for hole in Drill Pipe. Cane Creek
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DAILY DRILLING SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEKUNIT #26-3H

I
i DEPTH

06:00 24 HR Mud
DAY DATE 2013 HRS FOOTAGE BIT# Losses 24 HR ACTIVITY FORMATION

Log Ipzig over Cane Creek. Drill f/ 8,262' to 8,438' Took

i Kick, shut in 1780 psi on casing, circulate out gas/kick.

13 28-Aug 8262 270 3 9 Drill f/ 8,438' to 8,532' Cane Creek

Drill f/ 8,532' to 8,650' Took 25 bbl gain, Circulate out

i gas. Drill f/ 8,650' to 8,665', Gain 15 bbl, Shut in raise
mud wt from 14.7 to 15.4 ppg. Circulate out 14.7 mud.

14 29-Aug 8532 619 3 160 Drill f/ 8,665' to 9,151' . Cane Creek

15 30-Aug 9151 179 3 260 Drill and slide f/ 9,151' to 9,330' Cane Creek

Drill f/ 9,330' to 9,336'. 3 stand wiper trip, wash back to
16 31-Aug 9330 111 3 127 bottom. Drill/ slide f/ 9,336' to 9,441' Cane Creek

17 1-Sep 9441 459 3 76 Drill f/ 9,441' to 9,900' Cane Creek

Drill f/ 9,900' to 10,041' Circulate out gas for 30

i minutes. Drill f/ 10,041' to 10,071' Circulate out gas for
18 2-Sep 9900 356 3 53 30 minutes. Drill f/ 10,071' to 10,256 Cane Creek

19 3-Sep 10256 430 3 87 Drill f/ 10,256' to 10,686' Cane Creek

Drill f/ 10,686' to 10,847' IPZIG batterys failed. Strip out
20 4-Sep 10686 161 3 62 of hole to 7790' Transfer 18.3 mud to premix tank. Cane Creek

i taking mud, Drop ball to "well Commander" open
21 5-Sep 10847 0 3 160 circulating sub. mix and pump 18.3 ppg LCM pills. Drop Cane Creek

i Get 18.1 ppg mud back to surface. Strip out 15 stands
to 6,464'. Flow check, pump slug, TOOH, LD BHA#2, PU

22 6-Sep 10847 0 3|4 168 BHA# 3, scribe Motor/MWD. Shallow test. TIH Cane Creek

TlH w/ BHA#3, Displace 18.3 ppg mud w/15.3 ppg
mud @2990', Displace 18.3 ppg mud w/15.3 ppg mud

@4990', Displace 18.3 ppg mud w/ 15.3 ppg mud @

I 23 7-Sep 10847 0 4 7 7004'. Cane Creek

Circulate, cycle pumps 4 times. IPZIG tool is not
communicating. Mix 18.3 ppg mud in pre mix. Displace

i 15.3 ppg mud in hole w/18.3 ppg mud. Circulate 18.3
killmud in and out. Flow check. Casing pressure came
up to 219 psi. Flow check gained 6 bbl. Circulate 18.3 kill

24 8-Sep 10847 0 4 14 mud in and out. Cane Creek

Circulate 18.3 killmud. Flow check, parabolic decline
flow 18 gpm to 3 gpm in 1 hr. flowed 20 bbl., circulate,

25 9-Sep 10847 0 4 128 flow check, pump slug. TOOH Cane Creek

i

I
DAILY DRILLING SUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEKUNIT #26-3H

I
i DEPTH

06:00 24 HR Mud
DAY DATE 2013 HRS FOOTAGE BIT# Losses 24 HR ACTIVITY FORMATION
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i taking mud, Drop ball to "well Commander" open
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i Get 18.1 ppg mud back to surface. Strip out 15 stands
to 6,464'. Flow check, pump slug, TOOH, LD BHA#2, PU

22 6-Sep 10847 0 3|4 168 BHA# 3, scribe Motor/MWD. Shallow test. TIH Cane Creek

TlH w/ BHA#3, Displace 18.3 ppg mud w/15.3 ppg
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@4990', Displace 18.3 ppg mud w/ 15.3 ppg mud @
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communicating. Mix 18.3 ppg mud in pre mix. Displace
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killmud in and out. Flow check. Casing pressure came
up to 219 psi. Flow check gained 6 bbl. Circulate 18.3 kill
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Drill f/ 9,900' to 10,041' Circulate out gas for 30
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18 2-Sep 9900 356 3 53 30 minutes. Drill f/ 10,071' to 10,256 Cane Creek

19 3-Sep 10256 430 3 87 Drill f/ 10,256' to 10,686' Cane Creek

Drill f/ 10,686' to 10,847' IPZIG batterys failed. Strip out
20 4-Sep 10686 161 3 62 of hole to 7790' Transfer 18.3 mud to premix tank. Cane Creek

i taking mud, Drop ball to "well Commander" open
21 5-Sep 10847 0 3 160 circulating sub. mix and pump 18.3 ppg LCM pills. Drop Cane Creek

i Get 18.1 ppg mud back to surface. Strip out 15 stands
to 6,464'. Flow check, pump slug, TOOH, LD BHA#2, PU

22 6-Sep 10847 0 3|4 168 BHA# 3, scribe Motor/MWD. Shallow test. TIH Cane Creek

TlH w/ BHA#3, Displace 18.3 ppg mud w/15.3 ppg
mud @2990', Displace 18.3 ppg mud w/15.3 ppg mud

@4990', Displace 18.3 ppg mud w/ 15.3 ppg mud @

I 23 7-Sep 10847 0 4 7 7004'. Cane Creek

Circulate, cycle pumps 4 times. IPZIG tool is not
communicating. Mix 18.3 ppg mud in pre mix. Displace

i 15.3 ppg mud in hole w/18.3 ppg mud. Circulate 18.3
killmud in and out. Flow check. Casing pressure came
up to 219 psi. Flow check gained 6 bbl. Circulate 18.3 kill

24 8-Sep 10847 0 4 14 mud in and out. Cane Creek
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15 30-Aug 9151 179 3 260 Drill and slide f/ 9,151' to 9,330' Cane Creek

Drill f/ 9,330' to 9,336'. 3 stand wiper trip, wash back to
16 31-Aug 9330 111 3 127 bottom. Drill/ slide f/ 9,336' to 9,441' Cane Creek

17 1-Sep 9441 459 3 76 Drill f/ 9,441' to 9,900' Cane Creek

Drill f/ 9,900' to 10,041' Circulate out gas for 30

i minutes. Drill f/ 10,041' to 10,071' Circulate out gas for
18 2-Sep 9900 356 3 53 30 minutes. Drill f/ 10,071' to 10,256 Cane Creek

19 3-Sep 10256 430 3 87 Drill f/ 10,256' to 10,686' Cane Creek

Drill f/ 10,686' to 10,847' IPZIG batterys failed. Strip out
20 4-Sep 10686 161 3 62 of hole to 7790' Transfer 18.3 mud to premix tank. Cane Creek

i taking mud, Drop ball to "well Commander" open
21 5-Sep 10847 0 3 160 circulating sub. mix and pump 18.3 ppg LCM pills. Drop Cane Creek

i Get 18.1 ppg mud back to surface. Strip out 15 stands
to 6,464'. Flow check, pump slug, TOOH, LD BHA#2, PU

22 6-Sep 10847 0 3|4 168 BHA# 3, scribe Motor/MWD. Shallow test. TIH Cane Creek

TlH w/ BHA#3, Displace 18.3 ppg mud w/15.3 ppg
mud @2990', Displace 18.3 ppg mud w/15.3 ppg mud

@4990', Displace 18.3 ppg mud w/ 15.3 ppg mud @

I 23 7-Sep 10847 0 4 7 7004'. Cane Creek

Circulate, cycle pumps 4 times. IPZIG tool is not
communicating. Mix 18.3 ppg mud in pre mix. Displace

i 15.3 ppg mud in hole w/18.3 ppg mud. Circulate 18.3
killmud in and out. Flow check. Casing pressure came
up to 219 psi. Flow check gained 6 bbl. Circulate 18.3 kill

24 8-Sep 10847 0 4 14 mud in and out. Cane Creek

Circulate 18.3 killmud. Flow check, parabolic decline
flow 18 gpm to 3 gpm in 1 hr. flowed 20 bbl., circulate,

25 9-Sep 10847 0 4 128 flow check, pump slug. TOOH Cane Creek
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DAILY DRILLINGSUMMARY

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 26-3H

I
DEPTH
06·00 24 HR Mud

i DAY DATE2013 HRS FOOTAGE BIT# Losses 24HRACTIVITY FORMATION

TOOH, change out upper and lower IPZIGtools,Surface
test, TIH, Fill pipe every 20 stands. Circulate displace

i 18.3 killmud w/15.3ppg mud at 6500' TIH hit tight spot
26 10-Sep 10847 0 4 0 at 8,550' wash and ream Cane Creek

Wash and ream tight spot 8,550' - 8,600', TlH to 9,4,95'

I wash and ream to bottom, 10,847' Drilling f/ 10,847' to
27 11-Sep 10847 285 4 20 11,132' Cane Creek

28 12-Sep 11132 638 4 25 Drilling f/ 11,132' to 11,770' Cane Creek

i 29 13-Sep 11770 502 4 0 Drilling f/ 11,770' to 12,272' Cane Creek

Drill f/ 12,272' to 12,305' Rig power out. 25 minutes.
Get rig back on line, Circulate, Drilling ahead f/ 12,305' Cane Creek

i to 12,436' . Circulate, work pipe. Shut in well. 2400# Salt #22

30 14-Sep 12272 164 4 29 well head pressure. 30' flare, circulate out gas Clastic#22

Circulate out gas, well control, Change out rotating
31 15-Sep 12436 30 4 0 head. Drill f/ 12,436' to 12,466' TD Well, Circulate. Clastic #22

i
Circulate, Spot LCM pill. Strip out of hole to 7,702'
displace 15.3 ppg mud w/ 18.3 ppg kill mud. Pump slug.

32 16-Sep 12466 0 4 86 TOOH Clastic# 22

33 17-Sep 12466 0 4 72 TOOH slow, LDdirectional tools, PU Thru-Bit tools, TlH Clastic#22

TIH w/ Thru-Bit BHA to 8,600' Displace 18.3 Killmud

34 18-Sep 12466 0 73 with 16.1 mud. TlH to 12,466' TD. Circulate Clastic #22

i Circulate, R/U Thru Bit wireline. Pump down Thru-Bit

loggingtools. Deploy logging tool string. Retrieve wire

i line, TOOHw/ loggingf/ 12,466' to 6,258'. R/U Wireline,
Retrieve Thru-Bit tools, LDThru bit tools, Strip in hole to

35 19-Sep 12466 0 177 wash and ream tight spot f/ 8,620' to 8,650'. Clastic#22

i Wash and ream tight spot 8,620' to 8,650'. Strip out to
7,700' Displace 16.4 mud w/18.3ppg KillMud, pump 60

36 20-Sep 12466 0 35 #/bbl LCMpill, pump slug, Flow check. TOOH Clastic#22

TOOH, LDThru-Bit tools, Clean floor, PJSM w/ casers, RU
casers, Make up 4 1/2" reamer shoe,float. Run 4 1/2"

37 21-Sep 12466 0 51 Liner. P-110 BTC. Make up hanger, Install rotating head. Clastic#22

TlH w/ 4 1/2" liner on 4" drill pipe to 12,466' TD.
Circulate BU. Set hanger. Liner 12,458', Pump Cement,

38 22-Sep 12466 0 144 set packer. WOC.Bump plug. Clastic #22

39 23-Sep 12466 0 Geologists released Clastic# 22
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35 19-Sep 12466 0 177 wash and ream tight spot f/ 8,620' to 8,650'. Clastic#22

i Wash and ream tight spot 8,620' to 8,650'. Strip out to
7,700' Displace 16.4 mud w/18.3ppg KillMud, pump 60
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TOOH, LDThru-Bit tools, Clean floor, PJSM w/ casers, RU
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TlH w/ 4 1/2" liner on 4" drill pipe to 12,466' TD.
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I wash and ream to bottom, 10,847' Drilling f/ 10,847' to
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28 12-Sep 11132 638 4 25 Drilling f/ 11,132' to 11,770' Cane Creek

i 29 13-Sep 11770 502 4 0 Drilling f/ 11,770' to 12,272' Cane Creek

Drill f/ 12,272' to 12,305' Rig power out. 25 minutes.
Get rig back on line, Circulate, Drilling ahead f/ 12,305' Cane Creek

i to 12,436' . Circulate, work pipe. Shut in well. 2400# Salt #22

30 14-Sep 12272 164 4 29 well head pressure. 30' flare, circulate out gas Clastic#22

Circulate out gas, well control, Change out rotating
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TIH w/ Thru-Bit BHA to 8,600' Displace 18.3 Killmud

34 18-Sep 12466 0 73 with 16.1 mud. TlH to 12,466' TD. Circulate Clastic #22

i Circulate, R/U Thru Bit wireline. Pump down Thru-Bit

loggingtools. Deploy logging tool string. Retrieve wire

i line, TOOHw/ loggingf/ 12,466' to 6,258'. R/U Wireline,
Retrieve Thru-Bit tools, LDThru bit tools, Strip in hole to

35 19-Sep 12466 0 177 wash and ream tight spot f/ 8,620' to 8,650'. Clastic#22

i Wash and ream tight spot 8,620' to 8,650'. Strip out to
7,700' Displace 16.4 mud w/18.3ppg KillMud, pump 60

36 20-Sep 12466 0 35 #/bbl LCMpill, pump slug, Flow check. TOOH Clastic#22

TOOH, LDThru-Bit tools, Clean floor, PJSM w/ casers, RU
casers, Make up 4 1/2" reamer shoe,float. Run 4 1/2"

37 21-Sep 12466 0 51 Liner. P-110 BTC. Make up hanger, Install rotating head. Clastic#22

TlH w/ 4 1/2" liner on 4" drill pipe to 12,466' TD.
Circulate BU. Set hanger. Liner 12,458', Pump Cement,

38 22-Sep 12466 0 144 set packer. WOC.Bump plug. Clastic #22

39 23-Sep 12466 0 Geologists released Clastic# 22
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BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK # 26-3H

FIDELITY EXPLORATION MILL WINDOW
OPERATOR: & PRODUCTION CO. CONTRACTOR: Nabors Rig M40 DATE 6,474' August 19, 2013

Loadmaster 142' 550K
WELL NAME: CANE CREEK UNIT #26-3H RIG MAKE: 1500 HP

LOCATION: Sec 26, T25S, RI9E PUMPS: 2 H&H 1600 12" TD DEPTH/ DATE: 12,466' TD September 16, 2013
NE/SW SEC 26, T25S, Rl9E

GROUND
LEVEL: 5,652' (meas. Graded)
KELLY

BUSH ING: 5,675' (meas. Graded)

1 6" HTC STX1 3X20 5222129 6,367' 6,474' 107' 6.5 16.5 1.5

MilI#1 6" STC Bi-Mill ? 69732H 6,444' 6,469' 25' 5 5.0 Window

2 6" PDC Logic PLT-613-S6 6x18 508315 6,469' 8,262' 1,793' 136 13.2 Curve

3 6" SEC FX-64 6x18 11888144 8,262' 10,847' 2,585' 183 14.1 Lateral

4 6" PDC Logic PLT613 6x20 SO8535 10,847' 12,466' 1,619' 65 24.9
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I
FORMATION TOPS

I FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 26-3H

Well Name: Fidelity Cane Cre ·k Unit # 26-3

i
Location: Sec 26, T2! S, R 19E Vertical Pilot Hole

Elevation: KB: 5,676' drilled by Frontier rig 10

FORMATION Subsea E
Prognosis Prognosis Subsea Sample top E Log tops

/ ZONE Logs

Kayenta Surface Surface

Wingate 246' 5,430' 155' 5,661'
Chinle 561' 5,115' 540' 5,136'
Moenkopi 1,005' 4,671' 915' 4,761'

Cutler 1,414' 4,262' 1352' 1,320' 4,356'

Honaker Trail 2,97r 2,705' 2,890' 2,980' 2,696'

i Paradox Formation 4,075' 1,601' 4,080' 4,140' 1,536'

Salt 1 4,296' 1,380' 4,293' 4,346 1,330'

Intermediate Casing Pt 5,437' 239' 4,585' 4,592' 1,084'

I Clastic 2 4,688' 988' 4,758' 4,745' 931'

Salt 3 4,742' 934' 4,812' 4,825' 851'

Clastic 3 4,882' 794' 4,966' 4,971' 705'

i Salt 4 4,935' 741' 5,014' 5,004' 672'

Clastic 4 5,041' 635' 5,113' 5,117' 559'

Salt 5 5,099' 577' 5,176' 5,181' 495'

I Clastic 5 5,349' 327' 5,426' 5,430' 246'

Salt 6 5,372' 304' 5,456' 5,455' 221'

Clastic 7 5,531' 145' 5,608' 5,612' 64'

i Salt 8 5,579' 97' 5,661' 5,660' 16'

Clastic 8 5,703' -27' 5,783' 5,786' -110'

Salt 9 5,744' -68' 5,819' 5,824' -148'

I Clastic 9 5,886' -210' 5,963' 5,969' -293'

Salt 10 5,920' -244' 5,998' 6,004' -328'

Clastic 10 5,972' -296' 6,050' 6,055' -379'

Salt 12 6,091' -415' 6,158' 6,165' -489'

Clastic 12 6,171' -495' 6,230' 6,232' -556'

Salt 13 6,259' -583' 6,259' 6,260' -584'

Clastic 14 6,299' -623' 6,376' 6,380' -704'

i Clastic 18/19 6,974' -1,298' 6,964' 6,970' -1,294'

Salt 20 7,085' -1,409' 7,013' 7,019' -1,343'

Clastic 20 7,142' -1,466' 7,138' 7,146' -1,470'

i Salt 21 7,151' -1,475' 7,149' 7,156' -1,480'

Top Cane Creek 7,193' -1,517' 7,371' 7,378' -1,702'

Cane Creek Shale B 7,215' -1,539' 7,401' 7,399' -1,723'

I Horizontal Tartget 7,229' -1,553' 7,410' 7,418' -1,742'

Base Cane Creek Sh. 7,269' -1,593' 7,457' 7,464' -1,788'

Salt 23 7,300' -1,624' 7,517'

TD 7,450' -1,774' 7,536' 7,544' -1,868'

I
i
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I FIDELITY EXPLORATION AND PRODUCTION
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I
SALT TOPS

I FIDELITYEXPLORATION AND PRODUCTION
CANE CREEK UNIT 26-3H

I FIDELITY E&P CANE CREEK 26-3H SALT TOPS
KB: 5,675'
CCU 26-3 PILOT HOLE SALT TOPS CCU 26-3H CURVE SALT TOPS

MD SUB SEA MD TVD SUB SEA

CLASTIC # 15 6,506' -831' 6,506' 6,503' -828'

SALT # 16 6,515' -840' 6,516' 6,513' -838'

CLASTIC # 16 6,544' -869' 6,546' 6,543' -868'

SALT # 17 6,568' -893' 6,572' 6,568' -893'

CLASTIC # 17 6,703' -1,028' 6,708' 6,702' -1,027'

SALT # 18 6,712' -1,037' 6,715' 6,709' -1,034'

i CLASTIC # 18/19 6,974' -1,299' 7,022' 6,969' -1,294'

SALT # 20 7,022' -1,347' 7,088' 7,012' -1,337'

CLASTIC # 20 7,150' -1,475 7,413' 7,144' -1,469'

i SALT # 21 7,160' -1,485' 7,459' 7,155' -1,480'

CANE CREEK TOP 7,382' -1,707' 7,884' 7,251' -1,576'

TARGET DOLOMITE 7,424' -1,749' 8,194' 7,313' -1,638'

BASE CANE CREEK 7,468' -1,973' 12,293' 7,583' -1,908'

DRILLED 4409' OF CANE CREEK IN THE LATERAL
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FIDELITYEXPLORATION AND PRODUCTION
INVERT MUDREPORTS

CANECREEK UNIT# 26-3H

DATE Flow Line ELECTRIC 24 HOURDEPTH WT FV PV YP GELS APIFILT OIL/WATER CORRECTEDSOLIDS NaCl%wt MgCl2%wt2013 Temp STABILITY CaCl2%wt MUD

LOSSES

19-Aug 6474 na 14.40 53 20 14 9/13 2 78.7/21.3 450 25.61 5.78 21.11 _ 8.80 4

20-Aug 6469 90 14.40 56 24 22 14/17 2 14/17 580 24.81 6.97 19.58 13.06 0

21-Aug 6469 95 14.70 63 22 22 13/15 2 78.9/21.1 612 26.28 7.42 20.20 4.13 9

22-Aug 6608 100 14.60 56 23 20 12/15 2 80/20 680 26.25 8.54 20.14 8.26 18

23-Aug 6955 100 14.40 52 19 20 11/14 2 79.2/20.8 814 25.33 9.33 19.92 3.15 19

24-Aug 7300
,

108 14.40 52 20 16 11/14 2 80.3/19.7 901 24.27 6.89 2.81 11.64 6

25-Aug 7896 110 14.40 51 19 17 11/14 2 80.6/19.4 880 25.44 3.69 26.94 3.30 20

26-Aug 8218 112 14.50 52 20 17 12/15 2 81.9/18.1 812 25.85 4.76 27.5 1.49 16

27-Aug 8262 88 14.70 56 19 16 11/14 2 81.9/18.1 924 26.18 3.43 28.01 0.50 11

28-Aug 8,426 101 14.50 52 20 17 12/15 2 81.7/18.3 950 26.91 1.58 29.62 2.02 9

29-Aug 8736 110 15.50 53 21 20 14/18 2 83.8/16.2 991 30.20 4.12 28.87 1.16 160

30-Aug 9257 115 15.40 52 22 20 13/16 2 83.6/16.4 1008 30.85 4.25 28.63 2.93 260
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RECEIVED: Nov. 21, 2013

API Well Number: 43019500190000

TD 12,466', TUD 7503'
STATEOFUTAH BEL 2526' FNL 1229AMgREPORT FORMS

DEPARTMENT OF NATURAL RESOURCES DE 11E Gec 3 5 -2 5 0 - 1 ghlightchanges)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

UTU-53624

WELL COMPLETlON OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK. 8. WELLNAMEand NUMBER:

EE HO Z EP-
RY

EFS
R OTHER Cane Creek Unit26-3

2. NAME OF OPERATOR: 9. API NUMBER:
Fidelity Exploration & Production Company 4301950019

3. AODRESS OF OPERATOR: PHONE NUMBER: 10 FlELDANDPOOL. OR WILDCAT
1700 Lincoln St CITY Denver siaTe CO zie802D3 (303)893-3133 Big Flat

4. LOCATION OF WELL (FOOTAGES) 11. OTRIQTR,SECTION, TOWNSHIP, RANGE,
MERIDIANAT SURFACE 2615 FSL 2141 FWL

NESW 26 25S 19E 6
AT TOP PRODUCINGINTERVALREPORTED BELOW Sec 26 1669 FSL 2377 FWLNESW
AT TOTALDEFTH: Sec 25 2544 FNL1241 FWL SENE "GooSUNTY 13. STATE

UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL);

9/5/2012 10/31/2013 11/1/2013 ABANDONED READYTO PRODUCE O 5662 GL
18. TOTALDEPTH: MD 7,570 B. PLUGBACKT-D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21 DEPTH BRIDGE MD

PLUG SET:
Tvo 12,466 Tvo TvD

22. TYPE ELECTRICANO OTHER MECHANICALLOGS RUN(Submit copy of each) 23

WAS WELL CORED7 NO YES (submilanalysis)
WAS DST RUN? NO YES (Submil report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAND LINER RECORD (Report an strlogs set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEWSACKES
VO E BL) CEMENT TOP ** AMOUNT PULLED

26 20 K55 94 0 102 Redi Ib 0
17.5 13 3/8 J55 54.5 0 1,074 Premig 746 254 0
12.25 95/8 L80 47 0 4,651 Premin 1,om 378 0
8.75 7 P116 32 0 7,567 Class @ 581 127 0
4.5 6 P116 15.1 6,098 12,466 Class H 117 6098

25. TUBINGRECORD

DEPTH SET {MD) PACKERSET (MD) SŒE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL (TOPABot - MD) SIZE NO. HOLES PERFORATIONSTATUS
(A) Cane Creek 7,884 12,466 8,420 12,250 .04 20,292 open squeezed
(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID. FRACTURE,TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELLHYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTiONALSURVEY

FlowingO SUNDRYNOTPCEFOR PLUGGINGAND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON

TD 12,466', TUD 7503'
STATEOFUTAH BEL 2526' FNL 1229AMgREPORT FORMS

DEPARTMENT OF NATURAL RESOURCES DE 11E Gec 3 5 -2 5 0 - 1 ghlightchanges)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

UTU-53624

WELL COMPLETlON OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK. 8. WELLNAMEand NUMBER:

EE HO Z EP-
RY

EFS
R OTHER Cane Creek Unit26-3

2. NAME OF OPERATOR: 9. API NUMBER:
Fidelity Exploration & Production Company 4301950019

3. AODRESS OF OPERATOR: PHONE NUMBER: 10 FlELDANDPOOL. OR WILDCAT
1700 Lincoln St CITY Denver siaTe CO zie802D3 (303)893-3133 Big Flat

4. LOCATION OF WELL (FOOTAGES) 11. OTRIQTR,SECTION, TOWNSHIP, RANGE,
MERIDIANAT SURFACE 2615 FSL 2141 FWL

NESW 26 25S 19E 6
AT TOP PRODUCINGINTERVALREPORTED BELOW Sec 26 1669 FSL 2377 FWLNESW
AT TOTALDEFTH: Sec 25 2544 FNL1241 FWL SENE "GooSUNTY 13. STATE

UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL);

9/5/2012 10/31/2013 11/1/2013 ABANDONED READYTO PRODUCE O 5662 GL
18. TOTALDEPTH: MD 7,570 B. PLUGBACKT-D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21 DEPTH BRIDGE MD

PLUG SET:
Tvo 12,466 Tvo TvD

22. TYPE ELECTRICANO OTHER MECHANICALLOGS RUN(Submit copy of each) 23

WAS WELL CORED7 NO YES (submilanalysis)
WAS DST RUN? NO YES (Submil report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAND LINER RECORD (Report an strlogs set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEWSACKES
VO E BL) CEMENT TOP ** AMOUNT PULLED

26 20 K55 94 0 102 Redi Ib 0
17.5 13 3/8 J55 54.5 0 1,074 Premig 746 254 0
12.25 95/8 L80 47 0 4,651 Premin 1,om 378 0
8.75 7 P116 32 0 7,567 Class @ 581 127 0
4.5 6 P116 15.1 6,098 12,466 Class H 117 6098

25. TUBINGRECORD

DEPTH SET {MD) PACKERSET (MD) SŒE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL (TOPABot - MD) SIZE NO. HOLES PERFORATIONSTATUS
(A) Cane Creek 7,884 12,466 8,420 12,250 .04 20,292 open squeezed
(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID. FRACTURE,TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELLHYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTiONALSURVEY

FlowingO SUNDRYNOTPCEFOR PLUGGINGAND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON

TD 12,466', TUD 7503'
STATEOFUTAH BEL 2526' FNL 1229AMgREPORT FORMS

DEPARTMENT OF NATURAL RESOURCES DE 11E Gec 3 5 -2 5 0 - 1 ghlightchanges)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

UTU-53624

WELL COMPLETlON OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK. 8. WELLNAMEand NUMBER:

EE HO Z EP-
RY

EFS
R OTHER Cane Creek Unit26-3

2. NAME OF OPERATOR: 9. API NUMBER:
Fidelity Exploration & Production Company 4301950019

3. AODRESS OF OPERATOR: PHONE NUMBER: 10 FlELDANDPOOL. OR WILDCAT
1700 Lincoln St CITY Denver siaTe CO zie802D3 (303)893-3133 Big Flat

4. LOCATION OF WELL (FOOTAGES) 11. OTRIQTR,SECTION, TOWNSHIP, RANGE,
MERIDIANAT SURFACE 2615 FSL 2141 FWL

NESW 26 25S 19E 6
AT TOP PRODUCINGINTERVALREPORTED BELOW Sec 26 1669 FSL 2377 FWLNESW
AT TOTALDEFTH: Sec 25 2544 FNL1241 FWL SENE "GooSUNTY 13. STATE

UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL);

9/5/2012 10/31/2013 11/1/2013 ABANDONED READYTO PRODUCE O 5662 GL
18. TOTALDEPTH: MD 7,570 B. PLUGBACKT-D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21 DEPTH BRIDGE MD

PLUG SET:
Tvo 12,466 Tvo TvD

22. TYPE ELECTRICANO OTHER MECHANICALLOGS RUN(Submit copy of each) 23

WAS WELL CORED7 NO YES (submilanalysis)
WAS DST RUN? NO YES (Submil report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAND LINER RECORD (Report an strlogs set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEWSACKES
VO E BL) CEMENT TOP ** AMOUNT PULLED

26 20 K55 94 0 102 Redi Ib 0
17.5 13 3/8 J55 54.5 0 1,074 Premig 746 254 0
12.25 95/8 L80 47 0 4,651 Premin 1,om 378 0
8.75 7 P116 32 0 7,567 Class @ 581 127 0
4.5 6 P116 15.1 6,098 12,466 Class H 117 6098

25. TUBINGRECORD

DEPTH SET {MD) PACKERSET (MD) SŒE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL (TOPABot - MD) SIZE NO. HOLES PERFORATIONSTATUS
(A) Cane Creek 7,884 12,466 8,420 12,250 .04 20,292 open squeezed
(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID. FRACTURE,TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELLHYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTiONALSURVEY

FlowingO SUNDRYNOTPCEFOR PLUGGINGAND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON

TD 12,466', TUD 7503'
STATEOFUTAH BEL 2526' FNL 1229AMgREPORT FORMS

DEPARTMENT OF NATURAL RESOURCES DE 11E Gec 3 5 -2 5 0 - 1 ghlightchanges)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

UTU-53624

WELL COMPLETlON OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK. 8. WELLNAMEand NUMBER:

EE HO Z EP-
RY

EFS
R OTHER Cane Creek Unit26-3

2. NAME OF OPERATOR: 9. API NUMBER:
Fidelity Exploration & Production Company 4301950019

3. AODRESS OF OPERATOR: PHONE NUMBER: 10 FlELDANDPOOL. OR WILDCAT
1700 Lincoln St CITY Denver siaTe CO zie802D3 (303)893-3133 Big Flat

4. LOCATION OF WELL (FOOTAGES) 11. OTRIQTR,SECTION, TOWNSHIP, RANGE,
MERIDIANAT SURFACE 2615 FSL 2141 FWL

NESW 26 25S 19E 6
AT TOP PRODUCINGINTERVALREPORTED BELOW Sec 26 1669 FSL 2377 FWLNESW
AT TOTALDEFTH: Sec 25 2544 FNL1241 FWL SENE "GooSUNTY 13. STATE

UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL);

9/5/2012 10/31/2013 11/1/2013 ABANDONED READYTO PRODUCE O 5662 GL
18. TOTALDEPTH: MD 7,570 B. PLUGBACKT-D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21 DEPTH BRIDGE MD

PLUG SET:
Tvo 12,466 Tvo TvD

22. TYPE ELECTRICANO OTHER MECHANICALLOGS RUN(Submit copy of each) 23

WAS WELL CORED7 NO YES (submilanalysis)
WAS DST RUN? NO YES (Submil report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAND LINER RECORD (Report an strlogs set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEWSACKES
VO E BL) CEMENT TOP ** AMOUNT PULLED

26 20 K55 94 0 102 Redi Ib 0
17.5 13 3/8 J55 54.5 0 1,074 Premig 746 254 0
12.25 95/8 L80 47 0 4,651 Premin 1,om 378 0
8.75 7 P116 32 0 7,567 Class @ 581 127 0
4.5 6 P116 15.1 6,098 12,466 Class H 117 6098

25. TUBINGRECORD

DEPTH SET {MD) PACKERSET (MD) SŒE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL (TOPABot - MD) SIZE NO. HOLES PERFORATIONSTATUS
(A) Cane Creek 7,884 12,466 8,420 12,250 .04 20,292 open squeezed
(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID. FRACTURE,TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELLHYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTiONALSURVEY

FlowingO SUNDRYNOTPCEFOR PLUGGINGAND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON

TD 12,466', TUD 7503'
STATEOFUTAH BEL 2526' FNL 1229AMgREPORT FORMS

DEPARTMENT OF NATURAL RESOURCES DE 11E Gec 3 5 -2 5 0 - 1 ghlightchanges)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

UTU-53624

WELL COMPLETlON OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK. 8. WELLNAMEand NUMBER:

EE HO Z EP-
RY

EFS
R OTHER Cane Creek Unit26-3

2. NAME OF OPERATOR: 9. API NUMBER:
Fidelity Exploration & Production Company 4301950019

3. AODRESS OF OPERATOR: PHONE NUMBER: 10 FlELDANDPOOL. OR WILDCAT
1700 Lincoln St CITY Denver siaTe CO zie802D3 (303)893-3133 Big Flat

4. LOCATION OF WELL (FOOTAGES) 11. OTRIQTR,SECTION, TOWNSHIP, RANGE,
MERIDIANAT SURFACE 2615 FSL 2141 FWL

NESW 26 25S 19E 6
AT TOP PRODUCINGINTERVALREPORTED BELOW Sec 26 1669 FSL 2377 FWLNESW
AT TOTALDEFTH: Sec 25 2544 FNL1241 FWL SENE "GooSUNTY 13. STATE

UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL);

9/5/2012 10/31/2013 11/1/2013 ABANDONED READYTO PRODUCE O 5662 GL
18. TOTALDEPTH: MD 7,570 B. PLUGBACKT-D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21 DEPTH BRIDGE MD

PLUG SET:
Tvo 12,466 Tvo TvD

22. TYPE ELECTRICANO OTHER MECHANICALLOGS RUN(Submit copy of each) 23

WAS WELL CORED7 NO YES (submilanalysis)
WAS DST RUN? NO YES (Submil report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAND LINER RECORD (Report an strlogs set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEWSACKES
VO E BL) CEMENT TOP ** AMOUNT PULLED

26 20 K55 94 0 102 Redi Ib 0
17.5 13 3/8 J55 54.5 0 1,074 Premig 746 254 0
12.25 95/8 L80 47 0 4,651 Premin 1,om 378 0
8.75 7 P116 32 0 7,567 Class @ 581 127 0
4.5 6 P116 15.1 6,098 12,466 Class H 117 6098

25. TUBINGRECORD

DEPTH SET {MD) PACKERSET (MD) SŒE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL (TOPABot - MD) SIZE NO. HOLES PERFORATIONSTATUS
(A) Cane Creek 7,884 12,466 8,420 12,250 .04 20,292 open squeezed
(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID. FRACTURE,TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELLHYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTiONALSURVEY

FlowingO SUNDRYNOTPCEFOR PLUGGINGAND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON

TD 12,466', TUD 7503'
STATEOFUTAH BEL 2526' FNL 1229AMgREPORT FORMS

DEPARTMENT OF NATURAL RESOURCES DE 11E Gec 3 5 -2 5 0 - 1 ghlightchanges)
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

UTU-53624

WELL COMPLETlON OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK. 8. WELLNAMEand NUMBER:

EE HO Z EP-
RY

EFS
R OTHER Cane Creek Unit26-3

2. NAME OF OPERATOR: 9. API NUMBER:
Fidelity Exploration & Production Company 4301950019

3. AODRESS OF OPERATOR: PHONE NUMBER: 10 FlELDANDPOOL. OR WILDCAT
1700 Lincoln St CITY Denver siaTe CO zie802D3 (303)893-3133 Big Flat

4. LOCATION OF WELL (FOOTAGES) 11. OTRIQTR,SECTION, TOWNSHIP, RANGE,
MERIDIANAT SURFACE 2615 FSL 2141 FWL

NESW 26 25S 19E 6
AT TOP PRODUCINGINTERVALREPORTED BELOW Sec 26 1669 FSL 2377 FWLNESW
AT TOTALDEFTH: Sec 25 2544 FNL1241 FWL SENE "GooSUNTY 13. STATE

UTAH
14. DATE SPUDDED: 15. DATET.D. REACHED 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL);

9/5/2012 10/31/2013 11/1/2013 ABANDONED READYTO PRODUCE O 5662 GL
18. TOTALDEPTH: MD 7,570 B. PLUGBACKT-D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21 DEPTH BRIDGE MD

PLUG SET:
Tvo 12,466 Tvo TvD

22. TYPE ELECTRICANO OTHER MECHANICALLOGS RUN(Submit copy of each) 23

WAS WELL CORED7 NO YES (submilanalysis)
WAS DST RUN? NO YES (Submil report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAND LINER RECORD (Report an strlogs set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD) STAGE CEMENTER CNEMEWSACKES
VO E BL) CEMENT TOP ** AMOUNT PULLED

26 20 K55 94 0 102 Redi Ib 0
17.5 13 3/8 J55 54.5 0 1,074 Premig 746 254 0
12.25 95/8 L80 47 0 4,651 Premin 1,om 378 0
8.75 7 P116 32 0 7,567 Class @ 581 127 0
4.5 6 P116 15.1 6,098 12,466 Class H 117 6098

25. TUBINGRECORD

DEPTH SET {MD) PACKERSET (MD) SŒE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL (TOPABot - MD) SIZE NO. HOLES PERFORATIONSTATUS
(A) Cane Creek 7,884 12,466 8,420 12,250 .04 20,292 open squeezed
(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID. FRACTURE,TREATMENT, CEMENT SQUEEZE, ETC.

WAS WELLHYDRAULICALLY FRACTURED? YES NO IF YES --DATE FRACTURED:

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

29. ENCLOSEDATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTiONALSURVEY

FlowingO SUNDRYNOTPCEFOR PLUGGINGAND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON



RECEIVED: Nov. 21, 2013

API Well Number: 43019500190000

31. INITIALPRODUCTION INTERVAL A (As shown in item #28)

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION DIL- BBL: GAS- MCF: WATER- BBL; PROD. METHOD:
11/1/2013 11/1/2013 24 RATES: -' 276 222 0 Flowing

CHOKESIZE: TBG. PRESS CSG. FRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS
7/64 4,113 1,173 RATES

INTERVAL B {AS Shown in item #26)
DATEFIRST PRODUCEO: TEST DATE: HOURSTESTEO: TEST PRODUCTlON OIL- BBL: GAS - MCF: WATER- BBL PROD. METHOD

RATES: ->

CHOKESIZE: TBG.PRESS CSG.PRESS. APIGRAVITY BTU-GAS GAS/OILRATIO 24HRPRODUCTION OIL-BBL: GAS-MCF: WATER-BBL: INTERVALSTATUS
RATES: -k

INTERVAL C (As shown in item #28)

DATE FlRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER- BBL: PROD. METHOD:
RATES: ->

CHOKESIZE: TBG.PRESS. CSO.PRESS. APIGRAViTY BTU-GAS GAS/DJLRATIO 24HRPRODUCTION OIL-BBL: GAS-MCF: WATER-BBL: INTERVALSTATUS
RATES: ->

INTERVAL 0 (As shoWn in item #26)
DATEFIRST PRODUCED TEST DATE: HOURSTESTED TEST PROOUCTION OfL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS CSG. PRESS. APd GRAVITY ErTU-GAS GAS/OILRATIO 24 HR PRODUCTION OIL- BBL GAS- MGF: WATER - BBL: INTERVAL STATUS:
RATES: ->

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF poROUS z0NES (Include Aqulters): 34. FORMATION (Log) MARKERS;

Silow allimportantzones of porosity and contents therect Cored intervals and alldrill-stemtests, includingdepth intervaJ tested,
cushtonused, time Laol open, flowing and shut-in pressures artd recovenes.

Formation Descriptions, Contents, etc Name (MeasuredpDepth)

Cane Creek 7,396 7,455 Shale/Anhy Chinle 615
Moenkopi 960
Paradox 4.162
Ismay 4,296

Top Cane Creek 7,383

35. ADDITIONALREMARKS (Include plugging procedure}

Cement top of 4 1/2 liner is estimated. See attached plugging procedure for vertical hole.

38. I hereby certify tilat the foregoing and attached information is complete and correct as determined from all available ocords.

NAME(PLEASEPRINT) Joy Gardner TITLE Sr. Engineering Tech

SIGNATURE DATE 11/21/2013

This report must be submitted within 30 days of
a completing or plugginga new well e reentering a previously plugged and abandoned well
e ddlling horizontal laterals from an existing well bore e significantly deepening an existing we2l bore below the previous bottom-hole depth
a recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top-Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil.Gas and Wlining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION DIL- BBL: GAS- MCF: WATER- BBL; PROD. METHOD:
11/1/2013 11/1/2013 24 RATES: -' 276 222 0 Flowing

CHOKESIZE: TBG. PRESS CSG. FRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS
7/64 4,113 1,173 RATES

INTERVAL B {AS Shown in item #26)
DATEFIRST PRODUCEO: TEST DATE: HOURSTESTEO: TEST PRODUCTlON OIL- BBL: GAS - MCF: WATER- BBL PROD. METHOD

RATES: ->

CHOKESIZE: TBG.PRESS CSG.PRESS. APIGRAVITY BTU-GAS GAS/OILRATIO 24HRPRODUCTION OIL-BBL: GAS-MCF: WATER-BBL: INTERVALSTATUS
RATES: -k

INTERVAL C (As shown in item #28)

DATE FlRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER- BBL: PROD. METHOD:
RATES: ->

CHOKESIZE: TBG.PRESS. CSO.PRESS. APIGRAViTY BTU-GAS GAS/DJLRATIO 24HRPRODUCTION OIL-BBL: GAS-MCF: WATER-BBL: INTERVALSTATUS
RATES: ->

INTERVAL 0 (As shoWn in item #26)
DATEFIRST PRODUCED TEST DATE: HOURSTESTED TEST PROOUCTION OfL - BBL: GAS - MCF: WATER- BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS CSG. PRESS. APd GRAVITY ErTU-GAS GAS/OILRATIO 24 HR PRODUCTION OIL- BBL GAS- MGF: WATER - BBL: INTERVAL STATUS:
RATES: ->

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF poROUS z0NES (Include Aqulters): 34. FORMATION (Log) MARKERS;

Silow allimportantzones of porosity and contents therect Cored intervals and alldrill-stemtests, includingdepth intervaJ tested,
cushtonused, time Laol open, flowing and shut-in pressures artd recovenes.

Formation Descriptions, Contents, etc Name (MeasuredpDepth)

Cane Creek 7,396 7,455 Shale/Anhy Chinle 615
Moenkopi 960
Paradox 4.162
Ismay 4,296

Top Cane Creek 7,383

35. ADDITIONALREMARKS (Include plugging procedure}

Cement top of 4 1/2 liner is estimated. See attached plugging procedure for vertical hole.

38. I hereby certify tilat the foregoing and attached information is complete and correct as determined from all available ocords.

NAME(PLEASEPRINT) Joy Gardner TITLE Sr. Engineering Tech

SIGNATURE DATE 11/21/2013

This report must be submitted within 30 days of
a completing or plugginga new well e reentering a previously plugged and abandoned well
e ddlling horizontal laterals from an existing well bore e significantly deepening an existing we2l bore below the previous bottom-hole depth
a recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top-Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil.Gas and Wlining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Cement top of 4 1/2 liner is estimated. See attached plugging procedure for vertical hole.
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** ITEM 24: Cement Top-Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).
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Salt Lake City, Utah 84114-5801
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Cement top of 4 1/2 liner is estimated. See attached plugging procedure for vertical hole.
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SIGNATURE DATE 11/21/2013
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Salt Lake City, Utah 84114-5801
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Cement top of 4 1/2 liner is estimated. See attached plugging procedure for vertical hole.
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Salt Lake City, Utah 84114-5801
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35. ADDITIONALREMARKS (Include plugging procedure}

Cement top of 4 1/2 liner is estimated. See attached plugging procedure for vertical hole.

38. I hereby certify tilat the foregoing and attached information is complete and correct as determined from all available ocords.
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a completing or plugginga new well e reentering a previously plugged and abandoned well
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* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top-Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil.Gas and Wlining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



RECEIVED: Nov. 21, 2013

API Well Number: 43019500190000

Plugging procedure for Cane Creek IJnit 26-3

RU - pulled production equipment and TCP guns.
Ran 7" bit & scraper.
Set CICR at 7370'. Establish injection.
RU BHI Mixed 15.8 ppg Class G with additives.
Squeeze below CICR4.5 bbls
Set balanced plugs: 6830-7370, 6290-6830'with 38.9 bbis.
SWIFN (WOC)
Solid tag cement plug at
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FIDELITYEXPLORATION & PRODUCTION Survey Report Survey Horiz. Reference:WELLHEAD
CANE CREEK UNIT #26-3 RD1 Ref Coordinates: LAT:38.36.3.6792 N LON:109.47.35.0592 W
GRAND COUNTY, UT GRID Reference:NAD27 utah central Lambert
Rig:NABORS M40 Ref GRID Coor: X: 2487878.5931 Y: 102160.6643
PathFinder Office Supervisor: DAN HARWELL North Aligned To:TRUE NORTH
PathFinder Field Engineers: PAUL FORENIAN Total Magnetic Correction:10.72°EAST TO TRUE

STEWART ROBERTSON Vertical Section Plane: 161.75
Survey Vert. Reference: 23.00' Rotary Table To Ground

Survey Calculations by RX5 V6.05 using Minimum Curvature Altitude:5652.00' Ground To MSL

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

THE FOLLOWING ARE GYRODATA GYRO SURVEYS.
0.00 0.00 0.00 0.00 0.00 -0.00 0.00 N 0.00 W 0.00@ 322.26 0.00

100.00 0.26 99.70 100.00 100.00 0.10 0.04 S 0.22 E 0.22@ 99.00 0.26
200.00 0.28 122.17 200.00 100.00 0.40 0.20 S 0.65 E 0.68@ 107.33 0.11

300.00 0.24 152.08 300.00 100.00 0.79 0.52 S 0.96 E 1.09@ 118.46 0.14
400.00 0.11 229.12 400.00 100.00 1.04 0.77 S 0.98 E 1.25@ 127.97 0.24
500.00 0.14 195.06 500.00 100.00 1.17 0.95 S 0,88 E 1.29@ 137.18 0.08
600.00 0.11 207.49 600.00 100.00 1.34 1.15 S 0.80 E 1.40@ 145.13 0.04

700.00 0.23 190.67 700.00 100.00 1.59 1.43 S 0.72 E 1.60@ 153.31 0.13
800.00 0.29 191.69 800.00 100.00 1.98 1.88 S 0.63 E 1.98@ 161.40 0.06
900.00 0.32 188.55 900.00 100.00 2.45 2.40 S 0.54 E 2.46@ 167.35 0.03

1000.00 o.as 182.35 999.99 100.00 2.98 2.98 S 0.48 E 3.02@ 170.77 0.05

1100,00 0.52 192.23 1099.99 100.00 3.66 3.73 S 0.38 E 3.75@ 174.24 0.19
1200.00 0.66 185.13 1199.99 100.00 4.58 4.75 S 0.23 E 4.75@ 177.24 0.16
1300.00 0.73 187.34 1299.98 100.00 5.68 5.95 S 0.10 E 5.96@ 179.08 0.08
1400.00 0.63 189.95 1399.97 100.00 6.74 7.13 S 0.08 W 7.13@ 180.65 0.10

1500.00 0.64 198.51 1499,97 100.00 7.68 8.20 S 0.35 W 8.21@ 182.46 0.10
1600.00 0.56 204.15 1599.96 100.00 8.48 9.17 S 0.73 W 9.20@ 184.55 0.10
1700.00 0.61 203.78 1699.95 100.00 9.24 10.11 S 1.14 W 10.17@ 186.46 0.05
1800,00 0.74 204.12 1799.95 100.00 10.11 11.18 S 1.62 W 11.30@ 188.26 0.13

1900.00 0.73 210.77 1899.94 100.00 11.01 12.32 S 2.21 W 12.52@ 190.18 0.09
2000.00 0.69 208.28 1999.93 100.00 11.84 13.40 S 2.82 W 13.69@ 191.90 0.05
2100.00 0.85 202.70 2099.92 100.00 12.81 14.61 S 3.40 W 15.00@ 193.08 0.18
2200.00 0.96 207.32 2199.91 100.00 13.96 16.04 S 4.07 W 16.55@ 194.22 0.13

2300.00 1.01 209.01 2299.90 100.00 15.15 17.56 S 4.88 W 18.22@ 195.53 0.06
2400.00 1.02 207.98 2399.88 100.00 16,36 19.11 S 5.72 W 19.95@ 196.67
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PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 02/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft} (ft) (ft) (deg) (dg/100ft)

2500.00 1.10 204.34 2499.86 100.00 17.68 20.77 S 6.54 W 21.78@ 197.47 0.10
2600.00 1.08 208.06 2599.84 100.00 19.04 22.48 S 7.38 W 23.66@ 198.16 0.07
2700.00 0.95 205.07 2699.83 100.00 20.29 24.06 S 8.17 W 25.41@ 198.75 0.14
2800.00 0.73 212.53 2799.82 100.00 21.30 25.35 S 8.86 W 26.86@ 199.27 0.24

2900.00 0.79 203.70 2899.81 100.00 22.21 26.52 S 9.48 W 28.16@ 199.68 0.13
3000.00 0.77 212,44 2999.80 100.00 23.15 27.72 S 10.12 W 29.51@ 200.06 0.12
3100.00 0.61 210.26 3099.79 100.00 23.93 28.74 S 10.75 W 30.69@ 200.51 0.16
3200.00 0.83 216.44 3199.78 100.00 24.70 29.79 S 11.45 W 31.91@ 201.02 0.23

3300,00 0.93 215.42 3299.77 100.00 25.60 31.03 8 12.35 W 33.40@ 201.70 0.10
3400.00 1.07 215.29 3399.76 100.00 26.64 32.45 S 13.36 W 35.10@ 202.37 0.14
3500.00 1.05 224.53 3499.74 100.00 27.61 33.87 S 14.54 W 36.86@ 203.23 0.17
3600.00 1.30 229.67 3599.72 100.00 28.46 35,26 S 16.05 W 38.74@ 204.47 0.27

3700.00 1.05 224.48 3699.70 100.00 29.30 36.64 S 17.55 W 40.63@ 205.60 0.27
3800.00 1.11 224.02 3799.68 100.00 30.17 37.99 S 18,87 W 42.42@ 206.41 0.06
3900.00 1.12 221.42 3899.66 100.00 31.12 39.42 S 20.19 W 44,29@ 207.12 0.05
4000.00 2.49 237.00 3999.61 100.00 32,17 41.34 S 22.66 W 47.14@ 208.73 1.44

4100.00 2.78 235.66 4099.50 100.00 33.39 43.89 S 26.48 W 51.26@ 211.10 0.30
4200.00 2.59 236.43 4199.39 100.00 34.66 46.51 S 30.37 W 55.54@ 213.14 0.19
4300.00 2.52 235.47 4299.30 100.00 35.87 49.00 S 34,06 W 59.68@ 214.80 0.08
4400.00 3.10 235.10 4399.17 100.00 37.26 51.80 S 38.09 W 64.29@ 216.33 0.58

4500.00 4.56 244.15 4498.95 100.00 38.56 55.08 S 43.88 W 70.42@ 218.55 1.58
4600.00 5.51 248.37 4598.56 100.00 39.37 58.58 S 51.93 W 78.28@ 221.55 1.02

THE FOLLOWING SURVEYSARE PATHFINDER MWD SURVEYS.
4718.00 5.01 251.33 4716.07 118.00 39.74 62.32 S 62.07 W 87.96@ 224.89 0.48

4810.00 4.66 257.20 4807.74 92.00 39.42 64.43 S 69.52 W 94.79@ 227.18 0.66
4903.00 3.87 275.28 4900.48 93.00 37.81 64.98 S 76.33 W 100.25@ 229.59 1.67
4998.00 3.08 302.34 4995.32 95.00 34.56 63.32 S 81.68 W 103.35@ 232.22 1.89
5092.00 2.29 6.90 5089.23 94.00 30.90 60.10 S 83.59 W 102.96@ 234.28
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PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY,UT Page 02/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (dog) (dg/100ft)

2500.00 1.10 204.34 2499.86 100.00 17.68 20.77 8 6.54 W 21.78@ 197.47 0.10
2600.00 1.08 208.06 2599.84 100.00 19.04 22.48 S 7.38 W 23.66@ 198.16 0.07
2700.00 0.95 205.07 2699.83 100.00 20.29 24.06 S 8.17 W 25.41@ 198.75 0.14
2800,00 0.73 212.53 2799.82 100.00 21.30 25.35 S 8.86 W 26.86@ 199.27 0.24

2900.00 0.79 203.70 2899.81 100.00 22.21 26.52 S 9.48 W 28.16@ 199.68 0.13
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3100.00 0.61 210.26 3099.79 100.00 23.93 28.74 S 10.75 W 30.69@ 200.51 0.16
3200.00 0.83 216.44 3199.78 100.00 24.70 29.79 S 11.45 W 31.91@ 201.02 0.23

3300.00 0.93 215.42 3299.77 100.00 25.60 31.03 8 12.35 W 33.40@ 201.70 0.10
3400.00 1.07 215.29 3399.76 100.00 26.64 32.45 S 13.36 W 35.10@ 202.37 0.14
3500.00 1.05 224.53 3499.74 100.00 27.61 33.87 S 14.54 W 36.86@ 203.23 0.17
3600.00 1.30 229.67 3599.72 100.00 28.46 35.26 S 16.05 W 38.74@ 204.47 0.27

3700,00 1.05 224.48 3699.70 100.00 29.30 36.64 S 17.55 W 40.63@ 205.60 0.27
3800.00 1.11 224.02 3799.68 100.00 30.17 37.99 S 18.87 W 42,42@ 206.41 0.06
3900.00 1.12 221.42 3899.66 100.00 31.12 39.42 S 20.19 W 44.29@ 207.12 0.05
4000,00 2.49 237.00 3999.61 100.00 32.17 41.34 S 22.66 W 47.14@ 208.73 1.44

4100.00 2.78 235.66 4099.50 100.00 33.39 43.89 S 26.48 W 51.26@ 211.10 0.30
4200.00 2.59 236.43 4199.39 100.00 34.66 46.51 S 30.37 W 55.54@ 213.14 0.19
4300.00 2.52 235.47 4299.30 100.00 35.87 49.00 S 34.06 W 59.68@ 214.80 0.08
4400.00 3.10 235.10 4399.17 100.00 37.26 51.80 S 38.09 W 64.29@ 216.33 0.58

4500.00 4.56 244.15 4498.95 100.00 38.56 55.08 S 43.88 W 70.42@ 218.55 1.58
4600.00 5.51 248.37 4598.56 100.00 39.37 58.58 S 51.93 W 78.28@ 221.55 1.02

THE FOLLOWING SURVEYS ARE PATHFINDER MWD SURVEYS.
4718.00 5.01 251.33 4716.07 118.00 39.74 62.32 S 62.07 W 87.96@ 224.89 0.48

4810.00 4.66 257.20 4807.74 92.00 39.42 64.43 S 69.52 W 94.79@ 227.18 0.66
4903.00 3.87 275.28 4900.48 93.00 37.81 64.98 8 76.33 W 100.25@ 229.59 1.67
4998.00 3.08 302.34 4995.32 95.00 34,56 63.32 S 81.68 W 103.35@ 232.22 1.89
5092.00 2.29 6.90 5089.23 94.00 30.90 60.10 S 83.59 W 102.96@ 234.28
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PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 03/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5186,00 2.20 8.31 5183.16 94.00 27.59 56.45 8 83.10 W 100.47@ 235.81 0.11
5280.00 0.79 14.72 5277.12 94,00 25.43 54.04 S 82.68 W 98.77@ 236.83 1.51
5374.00 0.70 13.80 5371.12 94.00 24.40 52.86 S 82.38 W 97.88@ 237.31 0.10
5467.00 0.70 11.57 5464.11 93.00 23.43 51.75 S 82.13 W 97.07@ 237.78 0.03

5562.00 0.88 11.09 5559.10 95.00 22.29 50.47 S 81.87 W 96.17@ 238.35 0.19
5655.00 0.18 58.73 5652.10 93.00 21.63 49.69 S 81.61 W 95.55@ 238.66 0.83
5749.00 0.44 20.02 5746.09 94.00 21.32 49.27 S 81.36 W 95.12@ 238.80 0.34
5843.00 0.26 10.69 5840.09 94.00 20.85 48.72 S 81.20 W 94.69@ 239.03 0.20

5936.00 0.35 339.33 5933.09 93.00 20.38 48.25 S 81.26 W 94.50@ 239.30 0.20
6029.00 0.44 303.27 6026.09 93.00 19.81 47.79 S 81.66 W 94.61@ 239.66 0.28
6121.00 0.62 277.39 6118.09 92.00 19.32 47.53 S 82.44 W 95.16@ 240.04 0.32
6216.00 0.79 276.09 6213.08 95.00 18.83 47.40 S 83.61 W 96.11@ 240,45 0.18

6311.00 0,97 27.63 6308.07 95.00 18.00 46.61 5 83.88 W 95.97@ 240.94 1.54" TIE INTO PATHFINDER MWD SURVEYAT 6405"MD.
6405,00 0.88 19.79 6402.06 94.00 16.88 45.23 S 83.27 W 94.76@ 241.49 0.17

INTERPOLATED SURVEY TO TOP OF WHIPSTOCK AT 6444'MD.
6444.00 0.84 18.81 6441.06 39.00 16.41 44.68 S 83.08 W 94.33@ 241.73 0.11
6550,00 4.57 169.51 6546.96 106.00 19.98 48.10 S 82.06 W 95.11@ 239.62 5.02
6582.00 6.42 172.32 6578.81 32.00 23.00 51.12 5 81.59 W 96.28@ 237.93 5.84
6613.00 8.53 172.76 6609.54 31.00 26.96 55.12 S 81.06 W 98.03@ 235.78 6.81
6645.00 11.08 172.68 6641.07 32.00 32.31 60.53 S 80.37 W 100.61@ 233.02 7.97

6677.00 13.81 172.38 6672.32 32.00 39.09 67.36 S 79.47 W 104.18@ 229.71 8.53
6708.00 16.36 172.00 6702.25 31.00 47.02 75.36 S 78.38 W 108.73@ 226.13 8.23
6740.00 18.99 172.66 6732.74 32.00 56.57 84.98 S 77.08 W 114.74@ 222.21 8.24
6772.00 21.90 173.81 6762.72 32.00 67.52 96.08 S 75.77 W 122.37@ 218.26 9.18

6803.00 24.71 174.36 6791.18 31.00 79.50 108.28 S 74.51 W 131.44@ 214.53 9.09
6835.00 27.79 174.24 6819.88 32.00 93.31 122.36 S 73.11 W 142.54@ 210.86 9.63
6866.00 30.86 174.39 6846.91 31.00 108.13 137.47 S 71.60 W 155.00@ 207.51 9.91
6897.00 33.94 173.24 6B73.08 31.00 124.37 153.98 S 69.81 W 169.07@ 204.39

PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 03/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5186,00 2.20 8.31 5183.16 94.00 27.59 56.45 8 83.10 W 100.47@ 235.81 0.11
5280.00 0.79 14.72 5277.12 94,00 25.43 54.04 S 82.68 W 98.77@ 236.83 1.51
5374.00 0.70 13.80 5371.12 94.00 24.40 52.86 S 82.38 W 97.88@ 237.31 0.10
5467.00 0.70 11.57 5464.11 93.00 23.43 51.75 S 82.13 W 97.07@ 237.78 0.03

5562.00 0.88 11.09 5559.10 95.00 22.29 50.47 S 81.87 W 96.17@ 238.35 0.19
5655.00 0.18 58.73 5652.10 93.00 21.63 49.69 S 81.61 W 95.55@ 238.66 0.83
5749.00 0.44 20.02 5746.09 94.00 21.32 49.27 S 81.36 W 95.12@ 238.80 0.34
5843.00 0.26 10.69 5840.09 94.00 20.85 48.72 S 81.20 W 94.69@ 239.03 0.20

5936.00 0.35 339.33 5933.09 93.00 20.38 48.25 S 81.26 W 94.50@ 239.30 0.20
6029.00 0.44 303.27 6026.09 93.00 19.81 47.79 S 81.66 W 94.61@ 239.66 0.28
6121.00 0.62 277.39 6118.09 92.00 19.32 47.53 S 82.44 W 95.16@ 240.04 0.32
6216.00 0.79 276.09 6213.08 95.00 18.83 47.40 S 83.61 W 96.11@ 240,45 0.18

6311.00 0,97 27.63 6308.07 95.00 18.00 46.61 5 83.88 W 95.97@ 240.94 1.54" TIE INTO PATHFINDER MWD SURVEYAT 6405"MD.
6405,00 0.88 19.79 6402.06 94.00 16.88 45.23 S 83.27 W 94.76@ 241.49 0.17

INTERPOLATED SURVEY TO TOP OF WHIPSTOCK AT 6444'MD.
6444.00 0.84 18.81 6441.06 39.00 16.41 44.68 S 83.08 W 94.33@ 241.73 0.11
6550,00 4.57 169.51 6546.96 106.00 19.98 48.10 S 82.06 W 95.11@ 239.62 5.02
6582.00 6.42 172.32 6578.81 32.00 23.00 51.12 5 81.59 W 96.28@ 237.93 5.84
6613.00 8.53 172.76 6609.54 31.00 26.96 55.12 S 81.06 W 98.03@ 235.78 6.81
6645.00 11.08 172.68 6641.07 32.00 32.31 60.53 S 80.37 W 100.61@ 233.02 7.97

6677.00 13.81 172.38 6672.32 32.00 39.09 67.36 S 79.47 W 104.18@ 229.71 8.53
6708.00 16.36 172.00 6702.25 31.00 47.02 75.36 S 78.38 W 108.73@ 226.13 8.23
6740.00 18.99 172.66 6732.74 32.00 56.57 84.98 S 77.08 W 114.74@ 222.21 8.24
6772.00 21.90 173.81 6762.72 32.00 67.52 96.08 S 75.77 W 122.37@ 218.26 9.18

6803.00 24.71 174.36 6791.18 31.00 79.50 108.28 S 74.51 W 131.44@ 214.53 9.09
6835.00 27.79 174.24 6819.88 32.00 93.31 122.36 S 73.11 W 142.54@ 210.86 9.63
6866.00 30.86 174.39 6846.91 31.00 108.13 137.47 S 71.60 W 155.00@ 207.51 9.91
6897.00 33.94 173.24 6B73.08 31.00 124.37 153.98 S 69.81 W 169.07@ 204.39

PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 03/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5186,00 2.20 8.31 5183.16 94.00 27.59 56.45 8 83.10 W 100.47@ 235.81 0.11
5280.00 0.79 14.72 5277.12 94,00 25.43 54.04 S 82.68 W 98.77@ 236.83 1.51
5374.00 0.70 13.80 5371.12 94.00 24.40 52.86 S 82.38 W 97.88@ 237.31 0.10
5467.00 0.70 11.57 5464.11 93.00 23.43 51.75 S 82.13 W 97.07@ 237.78 0.03

5562.00 0.88 11.09 5559.10 95.00 22.29 50.47 S 81.87 W 96.17@ 238.35 0.19
5655.00 0.18 58.73 5652.10 93.00 21.63 49.69 S 81.61 W 95.55@ 238.66 0.83
5749.00 0.44 20.02 5746.09 94.00 21.32 49.27 S 81.36 W 95.12@ 238.80 0.34
5843.00 0.26 10.69 5840.09 94.00 20.85 48.72 S 81.20 W 94.69@ 239.03 0.20

5936.00 0.35 339.33 5933.09 93.00 20.38 48.25 S 81.26 W 94.50@ 239.30 0.20
6029.00 0.44 303.27 6026.09 93.00 19.81 47.79 S 81.66 W 94.61@ 239.66 0.28
6121.00 0.62 277.39 6118.09 92.00 19.32 47.53 S 82.44 W 95.16@ 240.04 0.32
6216.00 0.79 276.09 6213.08 95.00 18.83 47.40 S 83.61 W 96.11@ 240,45 0.18

6311.00 0,97 27.63 6308.07 95.00 18.00 46.61 5 83.88 W 95.97@ 240.94 1.54" TIE INTO PATHFINDER MWD SURVEYAT 6405"MD.
6405,00 0.88 19.79 6402.06 94.00 16.88 45.23 S 83.27 W 94.76@ 241.49 0.17

INTERPOLATED SURVEY TO TOP OF WHIPSTOCK AT 6444'MD.
6444.00 0.84 18.81 6441.06 39.00 16.41 44.68 S 83.08 W 94.33@ 241.73 0.11
6550,00 4.57 169.51 6546.96 106.00 19.98 48.10 S 82.06 W 95.11@ 239.62 5.02
6582.00 6.42 172.32 6578.81 32.00 23.00 51.12 5 81.59 W 96.28@ 237.93 5.84
6613.00 8.53 172.76 6609.54 31.00 26.96 55.12 S 81.06 W 98.03@ 235.78 6.81
6645.00 11.08 172.68 6641.07 32.00 32.31 60.53 S 80.37 W 100.61@ 233.02 7.97

6677.00 13.81 172.38 6672.32 32.00 39.09 67.36 S 79.47 W 104.18@ 229.71 8.53
6708.00 16.36 172.00 6702.25 31.00 47.02 75.36 S 78.38 W 108.73@ 226.13 8.23
6740.00 18.99 172.66 6732.74 32.00 56.57 84.98 S 77.08 W 114.74@ 222.21 8.24
6772.00 21.90 173.81 6762.72 32.00 67.52 96.08 S 75.77 W 122.37@ 218.26 9.18

6803.00 24.71 174.36 6791.18 31.00 79.50 108.28 S 74.51 W 131.44@ 214.53 9.09
6835.00 27.79 174.24 6819.88 32.00 93.31 122.36 S 73.11 W 142.54@ 210.86 9.63
6866.00 30.86 174.39 6846.91 31.00 108.13 137.47 S 71.60 W 155.00@ 207.51 9.91
6897.00 33.94 173.24 6B73.08 31.00 124.37 153.98 S 69.81 W 169.07@ 204.39

PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 03Ï06
RIG:NABORS M40

Measured IncI Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5186.00 2.20 8.31 5183.16 94.00 27.59 56.45 S 83.10 W 100.47@ 235.81 0.11
5280.00 0.79 14.72 5277.12 94.00 25.43 54.04 8 82.68 W 98.77@ 236.83 1.51
5374.00 0.70 13.80 5371.12 94.00 24.40 52.86 S 82.38 W 97.88@ 237.31 0.10
5467.00 0.70 11.57 5464.11 93.00 23.43 51.75 S 82.13 W 97.07@ 237.78 0.03

5562.00 0.88 11.09 5559.10 95.00 22.29 50.47 S 81.87 W 96.17@ 238.35 0.19
5655.00 0.18 58.73 5652.10 93.00 21.63 49.69 S 81.61 W 95.55@ 238.66 0.83
5749.00 0.44 20.02 5746.09 94.00 21.32 49.27 S 81.36 W 95.12@ 238.80 0.34
5843.00 0.26 10.69 5840.09 94.00 20.85 48.72 S 81.20 W 94.69@ 239.03 0.20

5936.00 0.35 339.33 5933.09 93.00 20.38 48.25 S 81.26 W 94.50@ 239.30 0.20
6029.00 0.44 303,27 6026.09 93.00 19.81 47.79 S 81.66 W 94.61@ 239.66 0.28
6121.00 0.62 277.39 6118.09 92.00 19.32 47.53 8 82.44 W 95.16@ 240.04 0.32
6216.00 0.79 276.09 6213.08 95.00 18.83 47.40 S 83.61 W 96.11@ 240.45 0.18

6311.00 0.97 27.63 6308.07 95.00 18.00 46.61 5 83.88 W 95.97@ 240.94 1.54
** T[E INTO PATHFINDER MWD SURVEY AT 6405'MD.

6405,00 0.88 19.79 6402.06 94.00 16.88 45.23 S 83.27 W 94.76@ 241.49 0.17
INTERPOLATED SURVEY TO TOP OF WHIPSTOCK AT6444'MD.

6444.00 0.84 18.81 6441.06 39.00 16.41 44.68 S 83.08 W 94.33@ 241.73 0.11
6550.00 4.57 169.51 6546.96 106.00 19.98 48.10 S 82.06 W 95.11@ 239.62 5.02
6582.00 6.42 172.32 6578.81 32.00 23.00 51.12 S 81.59 W 96.28@ 237.93 5.84
8613.00 8.53 172.76 6609.54 31.00 26.96 55.12 S 81.06 W 98.03@ 235.78 6.81
6645.00 11.08 172.68 6641.07 32.00 32,31 60.53 S 80.37 W 100.61@ 233.02 7.97

6677.00 13.81 172.38 6672.32 32.00 39.09 67.36 8 79.47 W 104.18@ 229.71 8.53
6708.00 16.36 172.00 6702.25 31.00 47.02 75.36 S 78.38 W 108.73@ 226.13 8.23
6740.00 18.99 172.66 6732.74 32.00 56.57 84.98 S 77.08 W 114.74@ 222.21 8.24
6772.00 21.90 173.81 6762.72 32.00 67,52 96.08 S 75.77 W 122.37@ 218.26 9.18

6803.00 24.71 174.36 6791.18 31.00 79.50 108.28 S 74.51 W 131.44@ 214.53 9.09
6835.00 27.79 174.24 6819.88 32.00 93.31 122.36 S 73.11 W 142.54@ 210.86 9.63
6866.00 30.86 174.39 6846.91 31.00 108.13 137.47 S 71.80 W 155.00@ 207.51 9.91
6897.00 33.94 173.24 6873.08 31.00 124.37 153.98 S 69.81 W 169.07@ 204.39

PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 03Ï06
RIG:NABORS M40

Measured IncI Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5186.00 2.20 8.31 5183.16 94.00 27.59 56.45 S 83.10 W 100.47@ 235.81 0.11
5280.00 0.79 14.72 5277.12 94.00 25.43 54.04 8 82.68 W 98.77@ 236.83 1.51
5374.00 0.70 13.80 5371.12 94.00 24.40 52.86 S 82.38 W 97.88@ 237.31 0.10
5467.00 0.70 11.57 5464.11 93.00 23.43 51.75 S 82.13 W 97.07@ 237.78 0.03

5562.00 0.88 11.09 5559.10 95.00 22.29 50.47 S 81.87 W 96.17@ 238.35 0.19
5655.00 0.18 58.73 5652.10 93.00 21.63 49.69 S 81.61 W 95.55@ 238.66 0.83
5749.00 0.44 20.02 5746.09 94.00 21.32 49.27 S 81.36 W 95.12@ 238.80 0.34
5843.00 0.26 10.69 5840.09 94.00 20.85 48.72 S 81.20 W 94.69@ 239.03 0.20

5936.00 0.35 339.33 5933.09 93.00 20.38 48.25 S 81.26 W 94.50@ 239.30 0.20
6029.00 0.44 303,27 6026.09 93.00 19.81 47.79 S 81.66 W 94.61@ 239.66 0.28
6121.00 0.62 277.39 6118.09 92.00 19.32 47.53 8 82.44 W 95.16@ 240.04 0.32
6216.00 0.79 276.09 6213.08 95.00 18.83 47.40 S 83.61 W 96.11@ 240.45 0.18

6311.00 0.97 27.63 6308.07 95.00 18.00 46.61 5 83.88 W 95.97@ 240.94 1.54
** T[E INTO PATHFINDER MWD SURVEY AT 6405'MD.

6405,00 0.88 19.79 6402.06 94.00 16.88 45.23 S 83.27 W 94.76@ 241.49 0.17
INTERPOLATED SURVEY TO TOP OF WHIPSTOCK AT6444'MD.

6444.00 0.84 18.81 6441.06 39.00 16.41 44.68 S 83.08 W 94.33@ 241.73 0.11
6550.00 4.57 169.51 6546.96 106.00 19.98 48.10 S 82.06 W 95.11@ 239.62 5.02
6582.00 6.42 172.32 6578.81 32.00 23.00 51.12 S 81.59 W 96.28@ 237.93 5.84
8613.00 8.53 172.76 6609.54 31.00 26.96 55.12 S 81.06 W 98.03@ 235.78 6.81
6645.00 11.08 172.68 6641.07 32.00 32,31 60.53 S 80.37 W 100.61@ 233.02 7.97

6677.00 13.81 172.38 6672.32 32.00 39.09 67.36 8 79.47 W 104.18@ 229.71 8.53
6708.00 16.36 172.00 6702.25 31.00 47.02 75.36 S 78.38 W 108.73@ 226.13 8.23
6740.00 18.99 172.66 6732.74 32.00 56.57 84.98 S 77.08 W 114.74@ 222.21 8.24
6772.00 21.90 173.81 6762.72 32.00 67,52 96.08 S 75.77 W 122.37@ 218.26 9.18

6803.00 24.71 174.36 6791.18 31.00 79.50 108.28 S 74.51 W 131.44@ 214.53 9.09
6835.00 27.79 174.24 6819.88 32.00 93.31 122.36 S 73.11 W 142.54@ 210.86 9.63
6866.00 30.86 174.39 6846.91 31.00 108.13 137.47 S 71.80 W 155.00@ 207.51 9.91
6897.00 33.94 173.24 6873.08 31.00 124.37 153.98 S 69.81 W 169.07@ 204.39

PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 03Ï06
RIG:NABORS M40

Measured IncI Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5186.00 2.20 8.31 5183.16 94.00 27.59 56.45 S 83.10 W 100.47@ 235.81 0.11
5280.00 0.79 14.72 5277.12 94.00 25.43 54.04 8 82.68 W 98.77@ 236.83 1.51
5374.00 0.70 13.80 5371.12 94.00 24.40 52.86 S 82.38 W 97.88@ 237.31 0.10
5467.00 0.70 11.57 5464.11 93.00 23.43 51.75 S 82.13 W 97.07@ 237.78 0.03

5562.00 0.88 11.09 5559.10 95.00 22.29 50.47 S 81.87 W 96.17@ 238.35 0.19
5655.00 0.18 58.73 5652.10 93.00 21.63 49.69 S 81.61 W 95.55@ 238.66 0.83
5749.00 0.44 20.02 5746.09 94.00 21.32 49.27 S 81.36 W 95.12@ 238.80 0.34
5843.00 0.26 10.69 5840.09 94.00 20.85 48.72 S 81.20 W 94.69@ 239.03 0.20

5936.00 0.35 339.33 5933.09 93.00 20.38 48.25 S 81.26 W 94.50@ 239.30 0.20
6029.00 0.44 303,27 6026.09 93.00 19.81 47.79 S 81.66 W 94.61@ 239.66 0.28
6121.00 0.62 277.39 6118.09 92.00 19.32 47.53 8 82.44 W 95.16@ 240.04 0.32
6216.00 0.79 276.09 6213.08 95.00 18.83 47.40 S 83.61 W 96.11@ 240.45 0.18

6311.00 0.97 27.63 6308.07 95.00 18.00 46.61 5 83.88 W 95.97@ 240.94 1.54
** T[E INTO PATHFINDER MWD SURVEY AT 6405'MD.

6405,00 0.88 19.79 6402.06 94.00 16.88 45.23 S 83.27 W 94.76@ 241.49 0.17
INTERPOLATED SURVEY TO TOP OF WHIPSTOCK AT6444'MD.

6444.00 0.84 18.81 6441.06 39.00 16.41 44.68 S 83.08 W 94.33@ 241.73 0.11
6550.00 4.57 169.51 6546.96 106.00 19.98 48.10 S 82.06 W 95.11@ 239.62 5.02
6582.00 6.42 172.32 6578.81 32.00 23.00 51.12 S 81.59 W 96.28@ 237.93 5.84
8613.00 8.53 172.76 6609.54 31.00 26.96 55.12 S 81.06 W 98.03@ 235.78 6.81
6645.00 11.08 172.68 6641.07 32.00 32,31 60.53 S 80.37 W 100.61@ 233.02 7.97

6677.00 13.81 172.38 6672.32 32.00 39.09 67.36 8 79.47 W 104.18@ 229.71 8.53
6708.00 16.36 172.00 6702.25 31.00 47.02 75.36 S 78.38 W 108.73@ 226.13 8.23
6740.00 18.99 172.66 6732.74 32.00 56.57 84.98 S 77.08 W 114.74@ 222.21 8.24
6772.00 21.90 173.81 6762.72 32.00 67,52 96.08 S 75.77 W 122.37@ 218.26 9.18

6803.00 24.71 174.36 6791.18 31.00 79.50 108.28 S 74.51 W 131.44@ 214.53 9.09
6835.00 27.79 174.24 6819.88 32.00 93.31 122.36 S 73.11 W 142.54@ 210.86 9.63
6866.00 30.86 174.39 6846.91 31.00 108.13 137.47 S 71.80 W 155.00@ 207.51 9.91
6897.00 33.94 173.24 6873.08 31.00 124.37 153.98 S 69.81 W 169.07@ 204.39
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PathFinder Energy Services, Inc.

FlDELITYEXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT#26-3 RD1
GRAND COUNTY, UT Page 04/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

6929.00 37.11 172.16 6899.12 32.00 142.63 172.42 8 67.44 W 185.14@ 201.36 10.10
6961.00 40.36 170.79 6924.08 32.00 162.36 192.22 S 64.46 W 202.74@ 198.54 10.50
6992.00 43.35 169.73 6947.16 31.00 182.81 212.60 S 60.96 W 221.17@ 196.00 9.91
7024.00 46.08 169.63 6969.90 32.00 205.11 234.75 S 56.93 W 241.55@ 193.63 8,53

7056.00 48.80 169.27 6991.54 32.00 228.47 257.92 S 52.61 W 263.23@ 191.53 8.54
7087.00 51.44 169.30 7011.42 31.00 252.05 281.29 S 48.19 W 285.39@ 189.72 8.52
7119.00 54.43 168.58 7030.70 32.00 277.38 306.34 8 43.29 W 309.39@ 188.04 9.51
7151.00 57.24 168.37 7048.67 32.00 303.67 332.29 S 38.00 W 334.45@ 186.52 8.80

7182.00 59.97 167.22 7064.82 31,00 329.98 358.14 S 32.40 W 359.61@ 185.17 9.36
7214.00 62.78 166.98 7080.15 32.00 357.95 385.52 S 26.13 W 386.41@ 183.88 8.81
7245.00 65.95 166.38 7093.56 31.00 385.79 412.71 S 19.69 W 413.18@ 182.73 10.37
7277.00 68.85 165.78 7105.85 32.00 415.24 441.39 S 12.58 W 441.57@ 181.63 9.23

7309.00 71.67 165.03 7116.66 32.00 445.30 470.53 S 4.99 W 470.56@ 180.61 9.08
7340.00 74.04 163.62 7125.80 31.00 474.89 499.05 S 3.02 E 499.06@ 179.65 8.79
7372.00 75.01 162.61 7134.34 32.00 505.72 528.56 S 11.97 E 528.69@ 178.70 4.29
7403.00 75.89 161.57 7142.13 31.00 535.72 557.11 S 21.20 E 557.51@ 177.82 4.31

7435.00 76,24 159.83 7149.83 32.00 566.78 586.42 S 31.47 E 587.26@ 176.93 5.39
7487.00 76.33 158.80 7157.42 32.00 597.84 615.50 S 42.45 E 616.96@ 176.05 3.14
7498.00 76.68 157.70 7164.65 31.00 627.92 643.50 S 53.62 E 645.73@ 175.24 3.63
7530.00 76.77 156.17 7172,00 32.00 658.96 672.15 S 65.82 E 675.37@ 174.41 4.66

7593.00 76.68 153.50 7186.47 63.00 719.82 727.65 S 91.89 E 733.42@ 172.80 4.13
7688.00 78.00 153.08 7207.29 95.00 811.50 810.44 S 133.55 E 821.37@ 170.64 1.45
7783 00 77,29 153.06 7227.62 95.00 903.24 893.18 S 175.58 E 910.27@ 168.88 0.75
7878.00 75.53 152.84 7249.94 95.00 994.49 975.41 S 217.57 E 999.39@ 167.43 1.87

T941.00 75.62 152,74 7265.63 63.00 1054.76 1029.68 S 245.47 E 1058.53@ 166.59 0.21
7972.00 75.89 151.70 7273.26 31.00 1084.39 1056.26 S 259.47 E 1087.66@ 166.20 3.37
8004.00 77.82 151.55 7280.54 32.00 1115.06 1083.68 S 274.28 E 1117.85@ 165.80 6.05
8036.00 78,88 151.32 7287.00 32.00 1145.90 1111,20 S 289.27 E 1148.24@ 165.41

PathFinder Energy Services, Inc.

FlDELITYEXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT#26-3 RD1
GRAND COUNTY, UT Page 04/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

6929.00 37.11 172.16 6899.12 32.00 142.63 172.42 8 67.44 W 185.14@ 201.36 10.10
6961.00 40.36 170.79 6924.08 32.00 162.36 192.22 S 64.46 W 202.74@ 198.54 10.50
6992.00 43.35 169.73 6947.16 31.00 182.81 212.60 S 60.96 W 221.17@ 196.00 9.91
7024.00 46.08 169.63 6969.90 32.00 205.11 234.75 S 56.93 W 241.55@ 193.63 8,53

7056.00 48.80 169.27 6991.54 32.00 228.47 257.92 S 52.61 W 263.23@ 191.53 8.54
7087.00 51.44 169.30 7011.42 31.00 252.05 281.29 S 48.19 W 285.39@ 189.72 8.52
7119.00 54.43 168.58 7030.70 32.00 277.38 306.34 8 43.29 W 309.39@ 188.04 9.51
7151.00 57.24 168.37 7048.67 32.00 303.67 332.29 S 38.00 W 334.45@ 186.52 8.80

7182.00 59.97 167.22 7064.82 31,00 329.98 358.14 S 32.40 W 359.61@ 185.17 9.36
7214.00 62.78 166.98 7080.15 32.00 357.95 385.52 S 26.13 W 386.41@ 183.88 8.81
7245.00 65.95 166.38 7093.56 31.00 385.79 412.71 S 19.69 W 413.18@ 182.73 10.37
7277.00 68.85 165.78 7105.85 32.00 415.24 441.39 S 12.58 W 441.57@ 181.63 9.23

7309.00 71.67 165.03 7116.66 32.00 445.30 470.53 S 4.99 W 470.56@ 180.61 9.08
7340.00 74.04 163.62 7125.80 31.00 474.89 499.05 S 3.02 E 499.06@ 179.65 8.79
7372.00 75.01 162.61 7134.34 32.00 505.72 528.56 S 11.97 E 528.69@ 178.70 4.29
7403.00 75.89 161.57 7142.13 31.00 535.72 557.11 S 21.20 E 557.51@ 177.82 4.31

7435.00 76,24 159.83 7149.83 32.00 566.78 586.42 S 31.47 E 587.26@ 176.93 5.39
7487.00 76.33 158.80 7157.42 32.00 597.84 615.50 S 42.45 E 616.96@ 176.05 3.14
7498.00 76.68 157.70 7164.65 31.00 627.92 643.50 S 53.62 E 645.73@ 175.24 3.63
7530.00 76.77 156.17 7172,00 32.00 658.96 672.15 S 65.82 E 675.37@ 174.41 4.66

7593.00 76.68 153.50 7186.47 63.00 719.82 727.65 S 91.89 E 733.42@ 172.80 4.13
7688.00 78.00 153.08 7207.29 95.00 811.50 810.44 S 133.55 E 821.37@ 170.64 1.45
7783 00 77,29 153.06 7227.62 95.00 903.24 893.18 S 175.58 E 910.27@ 168.88 0.75
7878.00 75.53 152.84 7249.94 95.00 994.49 975.41 S 217.57 E 999.39@ 167.43 1.87

T941.00 75.62 152,74 7265.63 63.00 1054.76 1029.68 S 245.47 E 1058.53@ 166.59 0.21
7972.00 75.89 151.70 7273.26 31.00 1084.39 1056.26 S 259.47 E 1087.66@ 166.20 3.37
8004.00 77.82 151.55 7280.54 32.00 1115.06 1083.68 S 274.28 E 1117.85@ 165.80 6.05
8036.00 78,88 151.32 7287.00 32.00 1145.90 1111,20 S 289.27 E 1148.24@ 165.41

PathFinder Energy Services, Inc.

FlDELITYEXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT#26-3 RD1
GRAND COUNTY, UT Page 04/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

6929.00 37.11 172.16 6899.12 32.00 142.63 172.42 8 67.44 W 185.14@ 201.36 10.10
6961.00 40.36 170.79 6924.08 32.00 162.36 192.22 S 64.46 W 202.74@ 198.54 10.50
6992.00 43.35 169.73 6947.16 31.00 182.81 212.60 S 60.96 W 221.17@ 196.00 9.91
7024.00 46.08 169.63 6969.90 32.00 205.11 234.75 S 56.93 W 241.55@ 193.63 8,53

7056.00 48.80 169.27 6991.54 32.00 228.47 257.92 S 52.61 W 263.23@ 191.53 8.54
7087.00 51.44 169.30 7011.42 31.00 252.05 281.29 S 48.19 W 285.39@ 189.72 8.52
7119.00 54.43 168.58 7030.70 32.00 277.38 306.34 8 43.29 W 309.39@ 188.04 9.51
7151.00 57.24 168.37 7048.67 32.00 303.67 332.29 S 38.00 W 334.45@ 186.52 8.80

7182.00 59.97 167.22 7064.82 31,00 329.98 358.14 S 32.40 W 359.61@ 185.17 9.36
7214.00 62.78 166.98 7080.15 32.00 357.95 385.52 S 26.13 W 386.41@ 183.88 8.81
7245.00 65.95 166.38 7093.56 31.00 385.79 412.71 S 19.69 W 413.18@ 182.73 10.37
7277.00 68.85 165.78 7105.85 32.00 415.24 441.39 S 12.58 W 441.57@ 181.63 9.23

7309.00 71.67 165.03 7116.66 32.00 445.30 470.53 S 4.99 W 470.56@ 180.61 9.08
7340.00 74.04 163.62 7125.80 31.00 474.89 499.05 S 3.02 E 499.06@ 179.65 8.79
7372.00 75.01 162.61 7134.34 32.00 505.72 528.56 S 11.97 E 528.69@ 178.70 4.29
7403.00 75.89 161.57 7142.13 31.00 535.72 557.11 S 21.20 E 557.51@ 177.82 4.31

7435.00 76,24 159.83 7149.83 32.00 566.78 586.42 S 31.47 E 587.26@ 176.93 5.39
7487.00 76.33 158.80 7157.42 32.00 597.84 615.50 S 42.45 E 616.96@ 176.05 3.14
7498.00 76.68 157.70 7164.65 31.00 627.92 643.50 S 53.62 E 645.73@ 175.24 3.63
7530.00 76.77 156.17 7172,00 32.00 658.96 672.15 S 65.82 E 675.37@ 174.41 4.66

7593.00 76.68 153.50 7186.47 63.00 719.82 727.65 S 91.89 E 733.42@ 172.80 4.13
7688.00 78.00 153.08 7207.29 95.00 811.50 810.44 S 133.55 E 821.37@ 170.64 1.45
7783 00 77,29 153.06 7227.62 95.00 903.24 893.18 S 175.58 E 910.27@ 168.88 0.75
7878.00 75.53 152.84 7249.94 95.00 994.49 975.41 S 217.57 E 999.39@ 167.43 1.87

T941.00 75.62 152,74 7265.63 63.00 1054.76 1029.68 S 245.47 E 1058.53@ 166.59 0.21
7972.00 75.89 151.70 7273.26 31.00 1084.39 1056.26 S 259.47 E 1087.66@ 166.20 3.37
8004.00 77.82 151.55 7280.54 32.00 1115.06 1083.68 S 274.28 E 1117.85@ 165.80 6.05
8036.00 78,88 151.32 7287.00 32.00 1145.90 1111,20 S 289.27 E 1148.24@ 165.41

PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTJON
Survey Report

CANE CREEK UNIT#26-3 RD1
GRAND COUNTY, UT Page 04/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft} (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

6929.00 37.11 172.16 6899.12 32.00 142.63 172.42 S 67.44 W 185.14@ 201.36 10.10
6961.00 40.36 1TO.79 6924.08 32.00 162.36 192.22 S 64.46 W 202.74@ 198.54 10.50
6992.00 43.35 169.73 6947.16 31.00 182.81 212.60 S 60.96 W 221.17@ 196.00 9.91
7024.00 46.08 169.63 6969.90 32.00 205.11 234.75 S 56.93 W 241.55@ 193.63 8.53

7056.00 48.80 169.27 6991.54 32.00 228.47 257.92 S 52.61 W 263.23@ 191.53 8.54
7087.00 51.44 169.30 7011.42 31.00 252.05 281.29 S 48-19 W 285.39@ 189.72 8.52
7119.00 54.43 168.58 7030.70 32.00 277.38 306.34 S 43.29 W 309.39@ 188.04 9.51
7151.00 57.24 168.37 7048.67 32.00 303.67 332.29 S 38.00 W 334.45@ 186.52 8.80

7182.00 59.97 167.22 7064.82 31.00 329.98 358.14 S 32.40 W 359.61@ 185.17 9.36
7214.00 62.78 166.98 7080.15 32.00 357.95 385.52 S 26.13 W 386.41@ 183.88 8.81
7245.00 65.95 166.38 7093.56 31.00 385.79 412.71 S 19.69 W 413.18@ 182.73 10.37
7277.00 68.85 165.78 7105.85 32.00 415.24 441.39 S 12.58 W 441.57@ 181.63 9.23

7309.00 71.67 165.03 7116.66 32.00 445.30 470.53 S 4.99 W 470.56@ 180.61 9.08
7340.00 74.04 163.62 7125.80 31.00 474.89 499.05 S 3.02 E 499.06@ 179.65 8.79
7372.00 75.01 162.61 7134.34 32.00 505,72 528.56 S 11.97 E 528.69@ 178.70 4.29
7403.00 75.89 161.57 7142.13 31.00 535.72 557.11 S 21.20 E 557.51@ 177.82 4.31

7435.00 76.24 159.83 7149.83 32.00 566.78 586.42 S 31.47 E 587,26@ 176.93 5.39
7467.00 76.33 158.80 7157.42 32.00 597.84 615.50 S 42.45 E 616.96@ 176.05 3.14
7498.00 76.68 157.70 7164.65 31.00 627.92 643.50 S 53.62 E 645.73@ 175.24 3.63
7530.00 T6.77 156.17 7172.00 32.00 658.96 672.15 S 65.82 E 675.37@ 174.41 4.66

7593.00 76.68 153.50 7186.47 63.00 719.82 727.65 S 91.89 E 733.42@ 172.80 4.13
7688.00 78.00 153.08 7207.29 95.00 811.50 810.44 S 133.55 E 821.37@ 170.64 1.45
7783.00 77.29 153.06 7227.62 95.00 903.24 893.18 S 175.58 E 910.27@ 168.88 0.75
7878,00 75.53 152.84 7249.94 95.00 994.49 975.41 S 217.57 E 999.39@ 167.43 1.87

7941.00 75.62 152.74 7265.63 63.00 1054.76 1029.68 S 245.47 E 1058.53@ 166.59 0.21
7972.00 75.89 151.70 7273.26 31.00 1084.39 1056.26 S 259.47 E 1087.66@ 166.20 3.37
8004.00 77.82 151.55 7280.54 32.00 1115.06 1083.68 S 274.28 E 1117.85@ 165.80 6.05
8036.00 78.88 151.32 7287.00 32.00 1145.90 1111.20 S 289.27 E 1148.24@ 165.41

PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTJON
Survey Report

CANE CREEK UNIT#26-3 RD1
GRAND COUNTY, UT Page 04/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft} (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

6929.00 37.11 172.16 6899.12 32.00 142.63 172.42 S 67.44 W 185.14@ 201.36 10.10
6961.00 40.36 1TO.79 6924.08 32.00 162.36 192.22 S 64.46 W 202.74@ 198.54 10.50
6992.00 43.35 169.73 6947.16 31.00 182.81 212.60 S 60.96 W 221.17@ 196.00 9.91
7024.00 46.08 169.63 6969.90 32.00 205.11 234.75 S 56.93 W 241.55@ 193.63 8.53

7056.00 48.80 169.27 6991.54 32.00 228.47 257.92 S 52.61 W 263.23@ 191.53 8.54
7087.00 51.44 169.30 7011.42 31.00 252.05 281.29 S 48-19 W 285.39@ 189.72 8.52
7119.00 54.43 168.58 7030.70 32.00 277.38 306.34 S 43.29 W 309.39@ 188.04 9.51
7151.00 57.24 168.37 7048.67 32.00 303.67 332.29 S 38.00 W 334.45@ 186.52 8.80

7182.00 59.97 167.22 7064.82 31.00 329.98 358.14 S 32.40 W 359.61@ 185.17 9.36
7214.00 62.78 166.98 7080.15 32.00 357.95 385.52 S 26.13 W 386.41@ 183.88 8.81
7245.00 65.95 166.38 7093.56 31.00 385.79 412.71 S 19.69 W 413.18@ 182.73 10.37
7277.00 68.85 165.78 7105.85 32.00 415.24 441.39 S 12.58 W 441.57@ 181.63 9.23

7309.00 71.67 165.03 7116.66 32.00 445.30 470.53 S 4.99 W 470.56@ 180.61 9.08
7340.00 74.04 163.62 7125.80 31.00 474.89 499.05 S 3.02 E 499.06@ 179.65 8.79
7372.00 75.01 162.61 7134.34 32.00 505,72 528.56 S 11.97 E 528.69@ 178.70 4.29
7403.00 75.89 161.57 7142.13 31.00 535.72 557.11 S 21.20 E 557.51@ 177.82 4.31

7435.00 76.24 159.83 7149.83 32.00 566.78 586.42 S 31.47 E 587,26@ 176.93 5.39
7467.00 76.33 158.80 7157.42 32.00 597.84 615.50 S 42.45 E 616.96@ 176.05 3.14
7498.00 76.68 157.70 7164.65 31.00 627.92 643.50 S 53.62 E 645.73@ 175.24 3.63
7530.00 T6.77 156.17 7172.00 32.00 658.96 672.15 S 65.82 E 675.37@ 174.41 4.66

7593.00 76.68 153.50 7186.47 63.00 719.82 727.65 S 91.89 E 733.42@ 172.80 4.13
7688.00 78.00 153.08 7207.29 95.00 811.50 810.44 S 133.55 E 821.37@ 170.64 1.45
7783.00 77.29 153.06 7227.62 95.00 903.24 893.18 S 175.58 E 910.27@ 168.88 0.75
7878,00 75.53 152.84 7249.94 95.00 994.49 975.41 S 217.57 E 999.39@ 167.43 1.87

7941.00 75.62 152.74 7265.63 63.00 1054.76 1029.68 S 245.47 E 1058.53@ 166.59 0.21
7972.00 75.89 151.70 7273.26 31.00 1084.39 1056.26 S 259.47 E 1087.66@ 166.20 3.37
8004.00 77.82 151.55 7280.54 32.00 1115.06 1083.68 S 274.28 E 1117.85@ 165.80 6.05
8036.00 78.88 151.32 7287.00 32.00 1145.90 1111.20 S 289.27 E 1148.24@ 165.41

PathFinder Energy Services, Inc.

FIDELITY EXPLORATION & PRODUCTJON
Survey Report

CANE CREEK UNIT#26-3 RD1
GRAND COUNTY, UT Page 04/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft} (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

6929.00 37.11 172.16 6899.12 32.00 142.63 172.42 S 67.44 W 185.14@ 201.36 10.10
6961.00 40.36 1TO.79 6924.08 32.00 162.36 192.22 S 64.46 W 202.74@ 198.54 10.50
6992.00 43.35 169.73 6947.16 31.00 182.81 212.60 S 60.96 W 221.17@ 196.00 9.91
7024.00 46.08 169.63 6969.90 32.00 205.11 234.75 S 56.93 W 241.55@ 193.63 8.53

7056.00 48.80 169.27 6991.54 32.00 228.47 257.92 S 52.61 W 263.23@ 191.53 8.54
7087.00 51.44 169.30 7011.42 31.00 252.05 281.29 S 48-19 W 285.39@ 189.72 8.52
7119.00 54.43 168.58 7030.70 32.00 277.38 306.34 S 43.29 W 309.39@ 188.04 9.51
7151.00 57.24 168.37 7048.67 32.00 303.67 332.29 S 38.00 W 334.45@ 186.52 8.80

7182.00 59.97 167.22 7064.82 31.00 329.98 358.14 S 32.40 W 359.61@ 185.17 9.36
7214.00 62.78 166.98 7080.15 32.00 357.95 385.52 S 26.13 W 386.41@ 183.88 8.81
7245.00 65.95 166.38 7093.56 31.00 385.79 412.71 S 19.69 W 413.18@ 182.73 10.37
7277.00 68.85 165.78 7105.85 32.00 415.24 441.39 S 12.58 W 441.57@ 181.63 9.23

7309.00 71.67 165.03 7116.66 32.00 445.30 470.53 S 4.99 W 470.56@ 180.61 9.08
7340.00 74.04 163.62 7125.80 31.00 474.89 499.05 S 3.02 E 499.06@ 179.65 8.79
7372.00 75.01 162.61 7134.34 32.00 505,72 528.56 S 11.97 E 528.69@ 178.70 4.29
7403.00 75.89 161.57 7142.13 31.00 535.72 557.11 S 21.20 E 557.51@ 177.82 4.31

7435.00 76.24 159.83 7149.83 32.00 566.78 586.42 S 31.47 E 587,26@ 176.93 5.39
7467.00 76.33 158.80 7157.42 32.00 597.84 615.50 S 42.45 E 616.96@ 176.05 3.14
7498.00 76.68 157.70 7164.65 31.00 627.92 643.50 S 53.62 E 645.73@ 175.24 3.63
7530.00 T6.77 156.17 7172.00 32.00 658.96 672.15 S 65.82 E 675.37@ 174.41 4.66

7593.00 76.68 153.50 7186.47 63.00 719.82 727.65 S 91.89 E 733.42@ 172.80 4.13
7688.00 78.00 153.08 7207.29 95.00 811.50 810.44 S 133.55 E 821.37@ 170.64 1.45
7783.00 77.29 153.06 7227.62 95.00 903.24 893.18 S 175.58 E 910.27@ 168.88 0.75
7878,00 75.53 152.84 7249.94 95.00 994.49 975.41 S 217.57 E 999.39@ 167.43 1.87

7941.00 75.62 152.74 7265.63 63.00 1054.76 1029.68 S 245.47 E 1058.53@ 166.59 0.21
7972.00 75.89 151.70 7273.26 31.00 1084.39 1056.26 S 259.47 E 1087.66@ 166.20 3.37
8004.00 77.82 151.55 7280.54 32.00 1115.06 1083.68 S 274.28 E 1117.85@ 165.80 6.05
8036.00 78.88 151.32 7287.00 32.00 1145.90 1111.20 S 289.27 E 1148.24@ 165.41
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PathFinder Energy Services, Inc.

FlDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 05/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) {ft) (ft) (deg) (dg/100ft)

8067.00 79.23 151.98 7292.89 31.00 1175.86 1137.99 S 303.72 E 1177.82@ 165.06 2.38
8099.00 79.40 151.24 7298.82 32.00 1206.81 1165.65 S 318.67 E 1208.43@ 164.71 2.33
8130.00 80.81 151.64 7304.15 31.00 1236.86 1192.47 S 333.27 E 1238.17@ 164.39 4.72
8162.00 81.34 151.79 7309.11 32.00 1267.99 1220.31 S 348.25 E 1269.03@ 164.07 1.72

8194.00 82.31 152.38 7313.66 32.00 1299.21 1248.30 S 363.08 E 1300.03@ 163.T8 3.54
8298.00 87.23 152.00 7323.14 104.00 1401.31 1339.88 S 411.39 E 1401.61@ 162.93 4.74
8393.00 87.05 150.84 7327.88 95.00 1494.65 1423.19 5 456.77 E 1494.70@ 162.21 1.23
8487.00 86.17 151.42 7333.44 94.00 1588.88 1505.37 S 502.08 E 1588.89@ 161.56 1.12

8583.00 83.80 151.22 7341.83 96.00 1880.92 1589.26 S 547.97 E 1681.08@ 160.98 2.48
8678.00 82.92 150.68 7352.81 95.00 1773.61 1671.75 S 593.79 E 1774.07@ 160.45 1.08
8773.00 81.87 150.77 7365.39 95.00 1866.04 1753.89 S 639.84 E 1866.95@ 159.96 1.11
8867.00 83.62 150.55 7377.26 94.00 1957.54 1835.17 S 685.53 E 1959.03@ 159.52 1.88

8962.00 83.89 151.23 7387.59 95.00 2050.29 1917.68 S 731.47 E 2052.45@ 159.12 0.77
9057.00 83.80 151.66 7397.78 95.00 2143.21 2000.64 S 776.62 E 2146.09@ 158.78 0.46
9152.00 84.24 153.14 7407.67 95.00 2236.44 2004.37 S 820.39 E 2240.01@ 158.52 1.62
9247.00 84.59 154.17 7416.92 95,00 2330.05 2169.10 S 862.35 E 2334.23@ 158.32 1.14

9342.00 87.23 154.72 7423.70 95.00 2424.03 2254.58 8 903.22 E 2428.77@ 158.17 2.84
9437.00 92.51 154.82 7423,91 95.00 2518.29 2340.48 S 943.70 E 2523.57@ 158.04 5.56
9532.00 94.88 158.10 7417.79 95.00 2612.67 2427.38 S 981.56 E 2618.32@ 157.98 4.25
9627.00 93.65 157.02 7410.72 95.00 2707.15 2514.94 S 1017.72 E 2713.05@ 157.97 1.72

9722.00 93.21 158.79 7405.04 95.00 2801.76 2602.80 S 1053.39 E 2807.88@ 157.97 1.92
9816.00 93.83 159.31 7399.27 94.00 2895.48 2690.42 S 1086.93 E 2901.69@ 158.00 0.86
9911.00 91.45 159.33 7394.89 95.00 2990.28 2779.20 S 1120.44 E 2996.55@ 158.04 2.51

10006.00 90.31 159.93 7393.43 95.00 3085.21 2868.25 S 1153.51 E 3091.51@ 158.09 1.36

10102.00 88.72 180.20 7394.25 96.00 3181.16 2958.49 S 1186.24 E 3187.44@ 158.15 1.68
10196.00 84.77 160.48 7399.58 94.00 3274.96 3046.85 S 1217.80 E 3281.21@ 158.21 4.21
10291.00 82.22 160.55 7410.34 95.00 3369.32 3135.82 S 1249.29 E 3375.51@ 158.28 2.69
10386.00 80.81 160.22 7424.36 95.00 3463.25 3224.33 S 1280.83 E 3469.41@ 158.34

PathFinder Energy Services, Inc.

FlDELITY EXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRAND COUNTY, UT Page 05/06
RIG:NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir
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8067.00 79.23 151.98 7292.89 31.00 1175.86 1137.99 S 303.72 E 1177.82@ 165.06 2.38
8099.00 79.40 151.24 7298.82 32.00 1206.81 1165.65 S 318.67 E 1208.43@ 164.71 2.33
8130.00 80.81 151.64 7304.15 31.00 1236.86 1192.47 S 333.27 E 1238.17@ 164.39 4.72
8162.00 81.34 151.79 7309.11 32.00 1267.99 1220.31 S 348.25 E 1269.03@ 164.07 1.72

8194.00 82.31 152.38 7313.66 32.00 1299.21 1248.30 S 363.08 E 1300.03@ 163.T8 3.54
8298.00 87.23 152.00 7323.14 104.00 1401.31 1339.88 S 411.39 E 1401.61@ 162.93 4.74
8393.00 87.05 150.84 7327.88 95.00 1494.65 1423.19 5 456.77 E 1494.70@ 162.21 1.23
8487.00 86.17 151.42 7333.44 94.00 1588.88 1505.37 S 502.08 E 1588.89@ 161.56 1.12

8583.00 83.80 151.22 7341.83 96.00 1880.92 1589.26 S 547.97 E 1681.08@ 160.98 2.48
8678.00 82.92 150.68 7352.81 95.00 1773.61 1671.75 S 593.79 E 1774.07@ 160.45 1.08
8773.00 81.87 150.77 7365.39 95.00 1866.04 1753.89 S 639.84 E 1866.95@ 159.96 1.11
8867.00 83.62 150.55 7377.26 94.00 1957.54 1835.17 S 685.53 E 1959.03@ 159.52 1.88

8962.00 83.89 151.23 7387.59 95.00 2050.29 1917.68 S 731.47 E 2052.45@ 159.12 0.77
9057.00 83.80 151.66 7397.78 95.00 2143.21 2000.64 S 776.62 E 2146.09@ 158.78 0.46
9152.00 84.24 153.14 7407.67 95.00 2236.44 2004.37 S 820.39 E 2240.01@ 158.52 1.62
9247.00 84.59 154.17 7416.92 95,00 2330.05 2169.10 S 862.35 E 2334.23@ 158.32 1.14

9342.00 87.23 154.72 7423.70 95.00 2424.03 2254.58 8 903.22 E 2428.77@ 158.17 2.84
9437.00 92.51 154.82 7423,91 95.00 2518.29 2340.48 S 943.70 E 2523.57@ 158.04 5.56
9532.00 94.88 158.10 7417.79 95.00 2612.67 2427.38 S 981.56 E 2618.32@ 157.98 4.25
9627.00 93.65 157.02 7410.72 95.00 2707.15 2514.94 S 1017.72 E 2713.05@ 157.97 1.72

9722.00 93.21 158.79 7405.04 95.00 2801.76 2602.80 S 1053.39 E 2807.88@ 157.97 1.92
9816.00 93.83 159.31 7399.27 94.00 2895.48 2690.42 S 1086.93 E 2901.69@ 158.00 0.86
9911.00 91.45 159.33 7394.89 95.00 2990.28 2779.20 S 1120.44 E 2996.55@ 158.04 2.51

10006.00 90.31 159.93 7393.43 95.00 3085.21 2868.25 S 1153.51 E 3091.51@ 158.09 1.36

10102.00 88.72 180.20 7394.25 96.00 3181.16 2958.49 S 1186.24 E 3187.44@ 158.15 1.68
10196.00 84.77 160.48 7399.58 94.00 3274.96 3046.85 S 1217.80 E 3281.21@ 158.21 4.21
10291.00 82.22 160.55 7410.34 95.00 3369.32 3135.82 S 1249.29 E 3375.51@ 158.28 2.69
10386.00 80.81 160.22 7424.36 95.00 3463.25 3224.33 S 1280.83 E 3469.41@ 158.34
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PathFinder Energy Services, Inc.

FIDELITYEXPLORATION& PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRANDCOUNTY,UT Page06]OB
RIG:NABORSM40

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

10481,00 81.25 161.04 7439.17 95.00 3557.07 3312.85 S 1311.95 E 3563.17@ 158.40 0.97
10576.00 82.57 160.12 7452.54 95.00 3651.10 3401.55 S 1343.22 E 3657.16@ 158.45 1.69
10671.00 88.11 164.40 7460.26 95.00 3745.72 3491.68 S 1372.04 E 3751.58@ 158.55 7.36
10765.00 86.61 165.62 7464.59 94.00 3839.47 3582.38 S 1396.33 E 3844.89@ 158.71 2.06

10860.00 87.14 166.62 7469,77 95.00 3934.05 3674.47 S 1419.08 E 3938.98@ 158.88 1.19
10955.00 90.75 165.72 7471.52 95.00 4028.73 3766.69 S 1441.78 E 4033.20@ 159.05 3.92
11050.00 95.06 167.23 7466.70 95.00 4123.26 3858.91 S 1463.97 E 4127.27@ 159.22 4.81
11145.00 93.83 167.19 7459.34 95.00 4217.55 3951.27 S 1484.94 E 4221.09@ 159.40 1.30

11240.00 91.98 166.79 7454.53 95.00 4312.02 4043.71 S 1506.29 E 4315.15@ 159.57 1.99
11334.00 86.97 167.07 7455.39 94.00 4405.61 4135.24 S 1527.54 E 4408.36@ 159.T3 5.34
11429.00 85.38 166.10 7461.73 95.00 4500.05 4227.44 S 1549.53 E 4502.48@ 159.87 1.96
11524.00 80.11 159.77 7473.73 95.00 4594.19 4317.46 S 1577.14 E 4596.50@ 159.93 8.63

11618.00 81.25 158.40 7488.95 94.00 4686.84 4404.10 S 1610.25 E 4689.24@ 159.92 1.88
11713.00 82.39 160.44 7502.47 95.00 4780.79 4492.13 S 1643.30 E 4783.27@ 159.91 2.44
11808.00 80.02 157.92 751T.00 95.00 4874.57 4579.87 S 1676.66 E 4877.13@ 159.89 3.62
11903.00 BD.55 151.61 7533.05 95.00 4967.46 4664.52 S 1716.56 E 4970.35@ 159.80 6.57

11998.00 80.72 158.95 7548.52 95.00 5060.53 4749.61 S 1755.73 E 5063.73@ 159.71 7.62
12093.00 80.99 162.27 7563.63 95.00 5154.29 4838.07 S 1786.86 E 5157.50@ 159.73 3.46
12188.00 83.98 161.76 7576.05 95.00 5248.46 4927,64 5 1815.94 E 5251.60@ 159.77 3.19
12283.00 87.67 161.26 7582.97 95.00 5343.19 5017.48 S 1845.98 E 5346.28@ 159.80 3.92

12378.00 91.45 16L99 7583.70 95.00 5438.17 5107.62 S 1875.92 E 5441.22@ 159.83 4.05
12405.00 90.40 161.92 7583.26 27.00 5465.17 5133.28 S 1884.29 E 5468.19@ 159.84 3.90

STRAIGHT LINE PROJECTION TO BIT DEPTH AT 12466'MD.
12466,00 90.40 161.92 7582.83 61.00 5526.16 5191.27 S 1903.22 E 5529.15@ 159.87 0.00

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder Energy Services, Inc.and may reflect minor changes due
to rounding differences between survey programs. Only survey stations taken by qualified PathFinder personnel are
subject to
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10481,00 81.25 161.04 7439.17 95.00 3557.07 3312.85 S 1311.95 E 3563.17@ 158.40 0.97
10576.00 82.57 160.12 7452.54 95.00 3651.10 3401.55 S 1343.22 E 3657.16@ 158.45 1.69
10671.00 88.11 164.40 7460.26 95.00 3745.72 3491.68 S 1372.04 E 3751.58@ 158.55 7.36
10765.00 86.61 165.62 7464.59 94.00 3839.47 3582.38 S 1396.33 E 3844.89@ 158.71 2.06

10860.00 87.14 166.62 7469,77 95.00 3934.05 3674.47 S 1419.08 E 3938.98@ 158.88 1.19
10955.00 90.75 165.72 7471.52 95.00 4028.73 3766.69 S 1441.78 E 4033.20@ 159.05 3.92
11050.00 95.06 167.23 7466.70 95.00 4123.26 3858.91 S 1463.97 E 4127.27@ 159.22 4.81
11145.00 93.83 167.19 7459.34 95.00 4217.55 3951.27 S 1484.94 E 4221.09@ 159.40 1.30

11240.00 91.98 166.79 7454.53 95.00 4312.02 4043.71 S 1506.29 E 4315.15@ 159.57 1.99
11334.00 86.97 167.07 7455.39 94.00 4405.61 4135.24 S 1527.54 E 4408.36@ 159.T3 5.34
11429.00 85.38 166.10 7461.73 95.00 4500.05 4227.44 S 1549.53 E 4502.48@ 159.87 1.96
11524.00 80.11 159.77 7473.73 95.00 4594.19 4317.46 S 1577.14 E 4596.50@ 159.93 8.63

11618.00 81.25 158.40 7488.95 94.00 4686.84 4404.10 S 1610.25 E 4689.24@ 159.92 1.88
11713.00 82.39 160.44 7502.47 95.00 4780.79 4492.13 S 1643.30 E 4783.27@ 159.91 2.44
11808.00 80.02 157.92 751T.00 95.00 4874.57 4579.87 S 1676.66 E 4877.13@ 159.89 3.62
11903.00 BD.55 151.61 7533.05 95.00 4967.46 4664.52 S 1716.56 E 4970.35@ 159.80 6.57

11998.00 80.72 158.95 7548.52 95.00 5060.53 4749.61 S 1755.73 E 5063.73@ 159.71 7.62
12093.00 80.99 162.27 7563.63 95.00 5154.29 4838.07 S 1786.86 E 5157.50@ 159.73 3.46
12188.00 83.98 161.76 7576.05 95.00 5248.46 4927,64 5 1815.94 E 5251.60@ 159.77 3.19
12283.00 87.67 161.26 7582.97 95.00 5343.19 5017.48 S 1845.98 E 5346.28@ 159.80 3.92

12378.00 91.45 16L99 7583.70 95.00 5438.17 5107.62 S 1875.92 E 5441.22@ 159.83 4.05
12405.00 90.40 161.92 7583.26 27.00 5465.17 5133.28 S 1884.29 E 5468.19@ 159.84 3.90

STRAIGHT LINE PROJECTION TO BIT DEPTH AT 12466'MD.
12466,00 90.40 161.92 7582.83 61.00 5526.16 5191.27 S 1903.22 E 5529.15@ 159.87 0.00

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder Energy Services, Inc.and may reflect minor changes due
to rounding differences between survey programs. Only survey stations taken by qualified PathFinder personnel are
subject to

PathFinder Energy Services, Inc.

FIDELITYEXPLORATION& PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRANDCOUNTY,UT Page06]OB
RIG:NABORSM40

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

10481,00 81.25 161.04 7439.17 95.00 3557.07 3312.85 S 1311.95 E 3563.17@ 158.40 0.97
10576.00 82.57 160.12 7452.54 95.00 3651.10 3401.55 S 1343.22 E 3657.16@ 158.45 1.69
10671.00 88.11 164.40 7460.26 95.00 3745.72 3491.68 S 1372.04 E 3751.58@ 158.55 7.36
10765.00 86.61 165.62 7464.59 94.00 3839.47 3582.38 S 1396.33 E 3844.89@ 158.71 2.06

10860.00 87.14 166.62 7469,77 95.00 3934.05 3674.47 S 1419.08 E 3938.98@ 158.88 1.19
10955.00 90.75 165.72 7471.52 95.00 4028.73 3766.69 S 1441.78 E 4033.20@ 159.05 3.92
11050.00 95.06 167.23 7466.70 95.00 4123.26 3858.91 S 1463.97 E 4127.27@ 159.22 4.81
11145.00 93.83 167.19 7459.34 95.00 4217.55 3951.27 S 1484.94 E 4221.09@ 159.40 1.30

11240.00 91.98 166.79 7454.53 95.00 4312.02 4043.71 S 1506.29 E 4315.15@ 159.57 1.99
11334.00 86.97 167.07 7455.39 94.00 4405.61 4135.24 S 1527.54 E 4408.36@ 159.T3 5.34
11429.00 85.38 166.10 7461.73 95.00 4500.05 4227.44 S 1549.53 E 4502.48@ 159.87 1.96
11524.00 80.11 159.77 7473.73 95.00 4594.19 4317.46 S 1577.14 E 4596.50@ 159.93 8.63

11618.00 81.25 158.40 7488.95 94.00 4686.84 4404.10 S 1610.25 E 4689.24@ 159.92 1.88
11713.00 82.39 160.44 7502.47 95.00 4780.79 4492.13 S 1643.30 E 4783.27@ 159.91 2.44
11808.00 80.02 157.92 751T.00 95.00 4874.57 4579.87 S 1676.66 E 4877.13@ 159.89 3.62
11903.00 BD.55 151.61 7533.05 95.00 4967.46 4664.52 S 1716.56 E 4970.35@ 159.80 6.57

11998.00 80.72 158.95 7548.52 95.00 5060.53 4749.61 S 1755.73 E 5063.73@ 159.71 7.62
12093.00 80.99 162.27 7563.63 95.00 5154.29 4838.07 S 1786.86 E 5157.50@ 159.73 3.46
12188.00 83.98 161.76 7576.05 95.00 5248.46 4927,64 5 1815.94 E 5251.60@ 159.77 3.19
12283.00 87.67 161.26 7582.97 95.00 5343.19 5017.48 S 1845.98 E 5346.28@ 159.80 3.92

12378.00 91.45 16L99 7583.70 95.00 5438.17 5107.62 S 1875.92 E 5441.22@ 159.83 4.05
12405.00 90.40 161.92 7583.26 27.00 5465.17 5133.28 S 1884.29 E 5468.19@ 159.84 3.90

STRAIGHT LINE PROJECTION TO BIT DEPTH AT 12466'MD.
12466,00 90.40 161.92 7582.83 61.00 5526.16 5191.27 S 1903.22 E 5529.15@ 159.87 0.00

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder Energy Services, Inc.and may reflect minor changes due
to rounding differences between survey programs. Only survey stations taken by qualified PathFinder personnel are
subject to

PathFinder Energy Services, Inc.

FIDELITYEXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRANDCOUNTY,UT Page06/08
RIG:NABORS M40

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

10481.00 81.25 161.04 7439.17 95.00 3557.07 3312.85 8 1311.95 E 3563.17@ 158.40 0.97
10576.00 82.57 160.12 7452.54 95.00 3651.10 3401.55 S 1343.22 E 3657.16@ 15B.45 1.69
10671.00 88.11 164.40 7460.26 95.00 3745.72 3491.68 S 1372.04 E 3751.58@ 158.55 7.36
10765.00 86.61 165.62 7464.59 94.00 3839.47 3582.38 S 1396.33 E 3844.89@ 158.71 2.06

10860.00 87.14 166.62 7469.77 95.00 3934.05 3674.47 S 1419.08 E 3938.98@ 158.88 1.19
10955.00 90.75 165.72 7471.52 95.00 4028.73 3766.69 S 1441,78 E 4033.20@ 159.05 3.92
11050.00 95,06 167.23 7466.70 95.00 4123.26 3858.91 S 1463.97 E 4127.27@ 159.22 4.81
11145.00 93.83 167.19 7459.34 95.00 4217.55 3951.27 S 1484.94 E 4221.09@ 159.40 1.30

11240.00 91.98 166,79 7454.53 95.00 4312.02 4043.71 S 1506.29 E 4315.15@ 159.57 1.99
11334.00 86.9T 167.07 7455.39 94.00 4405.61 4135.24 S 1527.54 E 4408.36@ 159.73 5.34
11429.00 85.38 166.10 7461.73 95.00 4500.05 4227.44 S 1549.53 E 4502.48@ 159.87 1.96
11524.00 80.11 159.77 7473.73 95.00 4594.19 4317.46 S 1577.14 E 4596.50@ 159.93 8.63

11618.00 81.25 158.40 7488.95 94.00 4686.84 4404.10 S 1610.25 E 4689.24@ 159.92 1.88
11713.00 82.39 160.44 7502.47 95.00 4780.79 4492.13 S 1643.30 E 4783.27@ 159.91 2.44
11808.00 80.02 157.92 7517.00 95.00 4874.57 4579.87 8 1676.66 E 4877.13@ 159.89 3.62
11903.00 80.55 151.61 7533.05 95.00 4967.46 4664.52 S 1716.56 E 4970.35@ 159.80 6.57

11998.00 80.72 158.95 7548.52 95.00 5060.53 4749.61 S 1755.73 E 5063.73@ 159.71 7.62
12093.00 80.99 162.27 7563.63 95.00 5154.29 4838.07 S 1786.86 E 5157.50@ 159.73 3.46
12188.00 83.98 161.76 7576.05 95.00 5248.46 4927.64 S 1815.94 E 5251.60@ 159.77 3.19
12283.00 87.67 161.26 7582.97 95.00 5343.19 5017.48 S 1845.98 E 5346.28@ 159.80 3.92

12378.00 91.45 161.99 7583.70 95.00 5438.17 510T.62 S 1875.92 E 5441.22@ 159.83 4.05
12405.00 9D.40 161.92 7583.26 27.00 5465.17 5133.28 S 1884.29 E 5468.19@ 159.84 3.90

STRAIGHT LINE PROJECTION TO BIT DEPTH AT 12466'MD.
12466,00 90.40 161.92 7582.83 61.00 5526.16 5191.27 S 1903.22 E 5529.15@ 159.87 0.00

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder Energy Services, Inc.and may reflect minor changes due
to rounding differences between survey programs. Only survey stations taken by qualified PathFinder personnel are
subject to

PathFinder Energy Services, Inc.

FIDELITYEXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRANDCOUNTY,UT Page06/08
RIG:NABORS M40

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

10481.00 81.25 161.04 7439.17 95.00 3557.07 3312.85 8 1311.95 E 3563.17@ 158.40 0.97
10576.00 82.57 160.12 7452.54 95.00 3651.10 3401.55 S 1343.22 E 3657.16@ 15B.45 1.69
10671.00 88.11 164.40 7460.26 95.00 3745.72 3491.68 S 1372.04 E 3751.58@ 158.55 7.36
10765.00 86.61 165.62 7464.59 94.00 3839.47 3582.38 S 1396.33 E 3844.89@ 158.71 2.06

10860.00 87.14 166.62 7469.77 95.00 3934.05 3674.47 S 1419.08 E 3938.98@ 158.88 1.19
10955.00 90.75 165.72 7471.52 95.00 4028.73 3766.69 S 1441,78 E 4033.20@ 159.05 3.92
11050.00 95,06 167.23 7466.70 95.00 4123.26 3858.91 S 1463.97 E 4127.27@ 159.22 4.81
11145.00 93.83 167.19 7459.34 95.00 4217.55 3951.27 S 1484.94 E 4221.09@ 159.40 1.30

11240.00 91.98 166,79 7454.53 95.00 4312.02 4043.71 S 1506.29 E 4315.15@ 159.57 1.99
11334.00 86.9T 167.07 7455.39 94.00 4405.61 4135.24 S 1527.54 E 4408.36@ 159.73 5.34
11429.00 85.38 166.10 7461.73 95.00 4500.05 4227.44 S 1549.53 E 4502.48@ 159.87 1.96
11524.00 80.11 159.77 7473.73 95.00 4594.19 4317.46 S 1577.14 E 4596.50@ 159.93 8.63

11618.00 81.25 158.40 7488.95 94.00 4686.84 4404.10 S 1610.25 E 4689.24@ 159.92 1.88
11713.00 82.39 160.44 7502.47 95.00 4780.79 4492.13 S 1643.30 E 4783.27@ 159.91 2.44
11808.00 80.02 157.92 7517.00 95.00 4874.57 4579.87 8 1676.66 E 4877.13@ 159.89 3.62
11903.00 80.55 151.61 7533.05 95.00 4967.46 4664.52 S 1716.56 E 4970.35@ 159.80 6.57

11998.00 80.72 158.95 7548.52 95.00 5060.53 4749.61 S 1755.73 E 5063.73@ 159.71 7.62
12093.00 80.99 162.27 7563.63 95.00 5154.29 4838.07 S 1786.86 E 5157.50@ 159.73 3.46
12188.00 83.98 161.76 7576.05 95.00 5248.46 4927.64 S 1815.94 E 5251.60@ 159.77 3.19
12283.00 87.67 161.26 7582.97 95.00 5343.19 5017.48 S 1845.98 E 5346.28@ 159.80 3.92

12378.00 91.45 161.99 7583.70 95.00 5438.17 510T.62 S 1875.92 E 5441.22@ 159.83 4.05
12405.00 9D.40 161.92 7583.26 27.00 5465.17 5133.28 S 1884.29 E 5468.19@ 159.84 3.90

STRAIGHT LINE PROJECTION TO BIT DEPTH AT 12466'MD.
12466,00 90.40 161.92 7582.83 61.00 5526.16 5191.27 S 1903.22 E 5529.15@ 159.87 0.00

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder Energy Services, Inc.and may reflect minor changes due
to rounding differences between survey programs. Only survey stations taken by qualified PathFinder personnel are
subject to

PathFinder Energy Services, Inc.

FIDELITYEXPLORATION & PRODUCTION
Survey Report

CANE CREEK UNIT #26-3 RD1
GRANDCOUNTY,UT Page06/08
RIG:NABORS M40

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

10481.00 81.25 161.04 7439.17 95.00 3557.07 3312.85 8 1311.95 E 3563.17@ 158.40 0.97
10576.00 82.57 160.12 7452.54 95.00 3651.10 3401.55 S 1343.22 E 3657.16@ 15B.45 1.69
10671.00 88.11 164.40 7460.26 95.00 3745.72 3491.68 S 1372.04 E 3751.58@ 158.55 7.36
10765.00 86.61 165.62 7464.59 94.00 3839.47 3582.38 S 1396.33 E 3844.89@ 158.71 2.06

10860.00 87.14 166.62 7469.77 95.00 3934.05 3674.47 S 1419.08 E 3938.98@ 158.88 1.19
10955.00 90.75 165.72 7471.52 95.00 4028.73 3766.69 S 1441,78 E 4033.20@ 159.05 3.92
11050.00 95,06 167.23 7466.70 95.00 4123.26 3858.91 S 1463.97 E 4127.27@ 159.22 4.81
11145.00 93.83 167.19 7459.34 95.00 4217.55 3951.27 S 1484.94 E 4221.09@ 159.40 1.30

11240.00 91.98 166,79 7454.53 95.00 4312.02 4043.71 S 1506.29 E 4315.15@ 159.57 1.99
11334.00 86.9T 167.07 7455.39 94.00 4405.61 4135.24 S 1527.54 E 4408.36@ 159.73 5.34
11429.00 85.38 166.10 7461.73 95.00 4500.05 4227.44 S 1549.53 E 4502.48@ 159.87 1.96
11524.00 80.11 159.77 7473.73 95.00 4594.19 4317.46 S 1577.14 E 4596.50@ 159.93 8.63

11618.00 81.25 158.40 7488.95 94.00 4686.84 4404.10 S 1610.25 E 4689.24@ 159.92 1.88
11713.00 82.39 160.44 7502.47 95.00 4780.79 4492.13 S 1643.30 E 4783.27@ 159.91 2.44
11808.00 80.02 157.92 7517.00 95.00 4874.57 4579.87 8 1676.66 E 4877.13@ 159.89 3.62
11903.00 80.55 151.61 7533.05 95.00 4967.46 4664.52 S 1716.56 E 4970.35@ 159.80 6.57

11998.00 80.72 158.95 7548.52 95.00 5060.53 4749.61 S 1755.73 E 5063.73@ 159.71 7.62
12093.00 80.99 162.27 7563.63 95.00 5154.29 4838.07 S 1786.86 E 5157.50@ 159.73 3.46
12188.00 83.98 161.76 7576.05 95.00 5248.46 4927.64 S 1815.94 E 5251.60@ 159.77 3.19
12283.00 87.67 161.26 7582.97 95.00 5343.19 5017.48 S 1845.98 E 5346.28@ 159.80 3.92

12378.00 91.45 161.99 7583.70 95.00 5438.17 510T.62 S 1875.92 E 5441.22@ 159.83 4.05
12405.00 9D.40 161.92 7583.26 27.00 5465.17 5133.28 S 1884.29 E 5468.19@ 159.84 3.90

STRAIGHT LINE PROJECTION TO BIT DEPTH AT 12466'MD.
12466,00 90.40 161.92 7582.83 61.00 5526.16 5191.27 S 1903.22 E 5529.15@ 159.87 0.00

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder Energy Services, Inc.and may reflect minor changes due
to rounding differences between survey programs. Only survey stations taken by qualified PathFinder personnel are
subject to



RECEIVED: Jul. 18, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /25 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of our intent to install an artificial lift
system on the Cane Creek Unit 26-3. Fidelity would like to install a

progressive cavity pump. The PCP artificial lift system has a low visual
impact of under 8 ft. The drive head surface unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual impact of all

artificial lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 7 /18 /2014

July 31, 2014

Sundry Number: 53616 API Well Number: 43019500190000Sundry Number: 53616 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/25/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 26-3. Fidelity would like to install a utah Division of

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
July 31, 2014

specifications. Fidelity has committed to limiting the visual impact of all
artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/18/2014

RECEIVED: Jul. 18,

Sundry Number: 53616 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/25/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 26-3. Fidelity would like to install a utah Division of

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
July 31, 2014

specifications. Fidelity has committed to limiting the visual impact of all
artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/18/2014

RECEIVED: Jul. 18,

Sundry Number: 53616 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/25/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 26-3. Fidelity would like to install a utah Division of

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
July 31, 2014

specifications. Fidelity has committed to limiting the visual impact of all
artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/18/2014

RECEIVED: Jul. 18,

Sundry Number: 53616 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/25/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 26-3. Fidelity would like to install a utah Division of

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
July 31, 2014

specifications. Fidelity has committed to limiting the visual impact of all
artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/18/2014

RECEIVED: Jul. 18,

Sundry Number: 53616 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/25/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 26-3. Fidelity would like to install a utah Division of

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
July 31, 2014

specifications. Fidelity has committed to limiting the visual impact of all
artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/18/2014

RECEIVED: Jul. 18,

Sundry Number: 53616 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/25/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 26-3. Fidelity would like to install a utah Division of

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
July 31, 2014

specifications. Fidelity has committed to limiting the visual impact of all
artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/18/2014

RECEIVED: Jul. 18,



RECEIVED: Oct. 10, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

12/10 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Install Artificial Lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of change in artificial lift system selection
on the Cane Creek Unit 26-3. Fidelity would like to temporarily install a
long stroke pumping unit system. Fidelity is in the process of evaluating
an appropriate and efficient method of artificial lift for the most prolific
Paradox wells. The long stroke pumping unit provides a wide range of
lifting capabilities that is suitable for high volume production wells.

This unit will allow Fidelity to test the feasibility of the equipment while
optimizing high production rates. The long stroke unit is 40 ft in height,

fully enclosed with no visual moving parts. Once the CCU 26-3 has
been drawn down sufficiently, this equipment will be replaced with a

permanent artificial lift solution.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 10/10/2014

October 23, 2014

Sundry Number: 56578 API Well Number: 43019500190000Sundry Number: 56578 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/10/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: InstallArtificialLift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
on the Cane Creek Unit 26-3. Fidelity would like to temporarily install a utah Division of

long stroke pumping unit system. Fidelity is in the process of evaluating oil, Gas and Mining

an appropriate and efficient method of artificial lift for the most prolific
Paradox wells. The long stroke pumping unit provides a wide range of

Date: t or 2 2011
lifting capabilities that is suitable for high volume production wells. sy: \ J

This unit will allow Fidelity to test the feasibility of the equipment while
optimizing high production rates. The long stroke unit is 40 ft in height,

fully enclosed with no visual moving parts. Once the CCU 26-3 has
been drawn down sufficiently, this equipment will be replaced with a

permanent artificial lift solution.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/10/2014

RECEIVED: Oct. 10,

Sundry Number: 56578 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/10/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: InstallArtificialLift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
on the Cane Creek Unit 26-3. Fidelity would like to temporarily install a utah Division of

long stroke pumping unit system. Fidelity is in the process of evaluating oil, Gas and Mining

an appropriate and efficient method of artificial lift for the most prolific
Paradox wells. The long stroke pumping unit provides a wide range of

Date: t or 2 2011
lifting capabilities that is suitable for high volume production wells. sy: \ J

This unit will allow Fidelity to test the feasibility of the equipment while
optimizing high production rates. The long stroke unit is 40 ft in height,

fully enclosed with no visual moving parts. Once the CCU 26-3 has
been drawn down sufficiently, this equipment will be replaced with a

permanent artificial lift solution.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/10/2014

RECEIVED: Oct. 10,

Sundry Number: 56578 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/10/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: InstallArtificialLift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
on the Cane Creek Unit 26-3. Fidelity would like to temporarily install a utah Division of

long stroke pumping unit system. Fidelity is in the process of evaluating oil, Gas and Mining

an appropriate and efficient method of artificial lift for the most prolific
Paradox wells. The long stroke pumping unit provides a wide range of

Date: t or 2 2011
lifting capabilities that is suitable for high volume production wells. sy: \ J

This unit will allow Fidelity to test the feasibility of the equipment while
optimizing high production rates. The long stroke unit is 40 ft in height,

fully enclosed with no visual moving parts. Once the CCU 26-3 has
been drawn down sufficiently, this equipment will be replaced with a

permanent artificial lift solution.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/10/2014

RECEIVED: Oct. 10,

Sundry Number: 56578 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/10/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: InstallArtificialLift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
on the Cane Creek Unit 26-3. Fidelity would like to temporarily install a utah Division of

long stroke pumping unit system. Fidelity is in the process of evaluating oil, Gas and Mining

an appropriate and efficient method of artificial lift for the most prolific
Paradox wells. The long stroke pumping unit provides a wide range of

Date: t or 2 2011
lifting capabilities that is suitable for high volume production wells. sy: \ J

This unit will allow Fidelity to test the feasibility of the equipment while
optimizing high production rates. The long stroke unit is 40 ft in height,

fully enclosed with no visual moving parts. Once the CCU 26-3 has
been drawn down sufficiently, this equipment will be replaced with a

permanent artificial lift solution.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/10/2014

RECEIVED: Oct. 10,

Sundry Number: 56578 API Well Number: 43019500190000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/10/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: InstallArtificialLift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
on the Cane Creek Unit 26-3. Fidelity would like to temporarily install a utah Division of

long stroke pumping unit system. Fidelity is in the process of evaluating oil, Gas and Mining

an appropriate and efficient method of artificial lift for the most prolific
Paradox wells. The long stroke pumping unit provides a wide range of

Date: t or 2 2011
lifting capabilities that is suitable for high volume production wells. sy: \ J

This unit will allow Fidelity to test the feasibility of the equipment while
optimizing high production rates. The long stroke unit is 40 ft in height,

fully enclosed with no visual moving parts. Once the CCU 26-3 has
been drawn down sufficiently, this equipment will be replaced with a

permanent artificial lift solution.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/10/2014

RECEIVED: Oct. 10,



RECEIVED: Oct. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53624 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 26-3 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2615 FSL 2141 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Produced water generated from this well is disposed of either at the
Fidelity-operated Kane Springs 16-1 injection well or the commercial

Danish Flats facility in Grand County, Utah.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 10/27/2014

October 29, 2014

Sundry Number: 57057 API Well Number: 43019500190000Sundry Number: 57057 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57057 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57057 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57057 API Well Number: 43019500190000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53624

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 26-3

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500190000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2615 FSL 2141 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 26 Township: 25.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 3/112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030 
1801 Califorina Street, Suite 2500 PO Box 1650 
Denver, CO 80202 Casper, WY 82602 

CA Number(s): Unites): Cane Creek 
Threemile 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8742016-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: 
3. Reports current for ProductionlDisposition & Sundries: 4/1912016 
4. OPS/SIITA welles) reviewed for full cost bonding: 4119/2016 
5. UIC5 on all disposal/injection/storage welles) approved on: 4/13/2016 
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant 

Dead House Lateral Pipeline 
Dubinky Booster Station 
Long Canyon Facility 

7. Inspections ofPA statelfee well sites complete on (only upon operators request): 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 
I. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

UTB0000685 
N/A 
RLB0016443 

4/2112016 " 
4/2112016 
4/2112016 
4/2112016 
4/2112016 
4/2112016 

411212016 

4/12/2016 
4/12/2016 

4/12/2016 

N/A 

1. The NEW operator ofthe Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: NI A 
COMMENTS: 

4/21/2016 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

\llJ5lJ!lJam~ . __ .____ . Sectioll_J"""Lti RNG AP'-N~mner Jntity . Miner(~L~r!§l~~jType I Status_ Unit 
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State 'WD A CANE CREEK -. ----.. . .-.,--... I - --- --.- ------.---- -.. ----.-.---... ----- - .... --.--- -. -----

CANE CREEK UNIT 2-2-25-18 2 i250S 180E 4301950044 State State OW .APD CANE CREEK 

g:~:g:ff~~~H~~: :~:' j~!!!1~~!~1[g:~~t-~:;:~E:~!lg~ 1~:~I~~nm~ 
Cane Creek 10-1-25-19102508 190E 14301950054 Federal Federal'OWAPD 
Cane Creek Unit 30-1-25-19 30 12505190EA301950055- -Federal Federal-bw APDCANECREEK-
Cane Creek Unii19-i-26-20

u 

19
U

- -, 260S200E 4301950056 Federal Federal jOW~PD 'CANE CREEK 

g:~~:~~~:!~~~~u .~4 __ ul~~~~ ~!:r::=~~. ·~=~~!t:r~I,g~-:!~~- ~~g~~~~--
Cane Creek Unit 16-3-25-18----=:'---16 _ _ 1250S . 180E '4~Q1950059 Feder~ State O~~+gANE CREEK-
gane Creek Unit 1~-1-25-19 19 ,250S 'I 190E ·1'4301950060.. Federal_Federalllo~_ ~ .A_ PD ~~ANE CREEK 
CaneCreekUnit32-2-25-1932 '1250S.190EA301950061. State State .OW lAPD CANECREEK 
Cane Creek Unit 17-1-25-19 . '-17 .250S ,190E !4301950062 _U Federal Federal OW -APD CANE CREEK 
Cane Creek Unit 16-4-25-18 16 !250S 180E 4301950063 Federal State OW APD __ ,CANE CREEK 
Cane Creek Unit 2-4-25-18 ,2 250S 180E 4301950064 Federal State OW APD CANE CREEK 

----:--:-:--:--:::c----c-: --:--=--- - L --- .. I .. -:-+-=-=-==-
Cane Creek Unit 5-1-25-18 '5 1250S J80E 14301950065. Federal Ff:!derallOW !APD C;ANE CREEK 
8-2-26-20 8260S '200E 4301950068 Federal Federal OW 'APD .CANE CREEK 
Cane Creek Unit 19-3-26-20 19 +260S 200E 4301950069 Federal Federal ,OW 1APD tANE CREEK 

g:~: g~::~ ~~:! ~~~~~~~~~~ !~~.- r~~~~I~~~~:;~~~~~_ .. n_~:~:~::~:~:~:: 19~-;~:~=g~~~ g~~~~ 
~:~:@~~~ ~~:!~f-t~~~~: -- -- .. -:~~ --'1~~~ I~~ggj:~;:i~::-~:~~~:~:~;::~~~Z_§~~~l~~g~ 
Cane Creek Unit 9-1-25-18 9 ~50S180E ,430195QQ74 Federal Fed~rCiI'OW API:) CAN!:: gREEK 

g:~:§[~~~i!~]~:l !_'~ '_,.tml, iigi f:=~'---~~i~~:i g~f~1 g~~~ ~U~: 
~:~~~=~t-:: 1~t=~:~! Illgi !!i!!g~~- '~~i!=: Ig~ I~~~' 'I~~:!~C~~_, 
Cane Creek Unit 7-2-26-20 ____ __ 7_ 2.60S h2.QQE 143019. 50051 +.1_9706 Fe. deral Xederal i0'N._ O. PS .. ,CANE CREEK 
THREEMILE 16-1716 l290S k220E 430375000317984 State State lOW OPS ]THREEMILE 
Three Mile Unit 12-2-29-21 12 1290S .210E430375006919646 Federal Federal OW :OPS THREEMILE 
KANE SPRINGS FED 27-1 ,27 250Stl190E 14301931310 14505 Federal Federal lOW p.. 'CAN-E CREEK .• 
KANE SPRINGS FED 19-1A 19 1260S 200E 4301931324' 14505 Federal Federal lOW P CANE CREEK 
KANE SPRINGS FED 10-1 10 :250S '180E 4301931331 14509 Federal Federal OWP-- CANE CREEK 

KANESPRINGSFED25-19-3~.-1 134._ . i250SII!~bE 43019313.34~14505 Fede.ral Federal:OW Ip-~ ICANECREEK ... 
CANE CREEK 2-1 2 ~S 190E 4301931396 14505 State State lOW P CANE CREEK 
CANE CREEK UNIT 12-1 - ~ 12 ~S 190E '4301950009 14505 Federal Federal~ OW I P~ANE CREEtS, 

~~. i. ~~i~ ~~:~~h~~~-=-l~!. [.~.·~~.r.l .. :~ .. I:~~ii~~§[;t~:.;:.~~:~:_.g~ :1{ .. =1g.',~.~fi-. ~.!t 
g~~g g~~~~li~r;~-3 I;~ 1~~g~f1~~~ 1:~g~~~~~J~_f~~~l~:~~~~1:~:~_:~~f fg~ .~. l2A~~g~~~~-
g:~eE 9~::kE~n~~~~128-2 . i1~ . 1~;~~11~ ... ~.-._.~··.·I,:;g~~~~~~-0.8 +. ~~:~§;:}:~.:. :~:~:~:1 !¢~-1~... .. j~AN. E CREEI5 
Cane Creel<..!!nit ~6-1 ._.l6_~Q§ :190~_j_43019_509~0, 14505 State _ State:Q""'-P __ ~C::At-J.~gR~EIS._ 
Can~ C!~~k Uni! 36-2H36 250S 190E 4301950033 14505 State State OW ~CANE CREEK 

g:~: g~::~ ~~:! ;:~;~ n ---~~~~---n~g~=~~;~g;: ,~~;~~~~~:ral~~~:rang~-~~_-=~W{~~g~~~~ 
CANE_CREEK UNIT 2-1-25-18 ~2 __ . . .250S

1

180E:.'.4. 30. 1950036 _19343 Federal.State JOW. I~ .. --t.ANE CREEK. 
<2ane Creek Unit 32-1-25-19_ _ ~_ 1250S 190E f430195003719396 State State iod__ __ . 
Cane Creek Unit 28-3 .. __ ~28 !250S '1. 90E !4301_95004.5 19767 Fed. eral Fed_e!iJl OW I~_,C.ANE CREE.K 
Cane Creek 32-1-25-20~ 250S I?OOE 14301950049 19588 State State lOW +p.. _ 
HATCH POINT 1 14 :290S !210E:4303731658.11356 Federal Federal OW P ~ _ 
THRE:!::MILE 43-~ ___ !8 __ ._,.!290S.220E_430373~857 17276 Federalfederal 9~_ 1. __ 
LONG CANYON 1 9 260S :200E 4301915925 674 Federal Federal ,OW IS 
CANE CREEK 1-1 --~1---~i260S-t19oE 43c)1931446 14505 Federal FederaIOW--r-s- CANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

~NI::CREEK 24-1 ___ ~~4 ~§.~ '.!~OE 430.1931447. 1. 4.5. 05IFedera.llfede,"-allQwJ5 
CANE CREEK 8-1 8 2605 200E 4301931449 16464 Federal Federal OW '5 
~fr~ek Unit 18~2-=----=--~18 2605 "f200E I 430 19s002Yj 14505 Federal Federal OW 15--
Cane Creek Unit 17-2 __ .17_ . _1260§1200E _4301~50032f4505 FederaLFederaliovv-----,§ 
c:;ane CrE;!ek 36-1-25-18_ ---f36 _ ,250S .180E 43019§00381194-40~e i§tCitE! ___ OV'{~ 

'CANE CREEK 
- ---- --~--

! g~~~3~~~~-
-lCANE¢~EE~ __ -

CHEVRON FED 1 ~_ _ 2905-.-130E _4303730005 975 I Feder~1 : federal Q""-_~_. 

~~l.[i~9~;~7 .. _____c~~--- +I~ I~j~~t~~-;~gg~ I ~~~~~ ~:~:~~:i ~:~:~::,g~-l~m rT-_H-R-EE:MI~~--= 
CANE CrfEEK UNIT 16-2~25-f8 116 --'2505! 180E 4301950046 19512 ·State-~5tate-toWTAICANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE



" '",' " 

WESCO OPERATING, INC. 
a I L & .G AS·.. a ... PE R'iA T I a N S 

April 8, 2016 

John Rogers 

Utah Division of Oil, Gas and Mining 

1594 West North Temple, Suite 1210 Box 145801 

Salt Lake City, Utah 84114 

RE: Change of Operator 

A) Wells 

B) APD'S 

C) Dubinky Booster Station 

D) Blue Hills Gas Plant 

E) Dead Horse Lateral Pipeline 
F) Authority to Inject 

Sundry Notices 

Dear John Rodgers, 

RECE.\\lED 
~PR} -i 'l.G\b 

oN. Of Oll. G~$" .\",~G 

Please find enclosed the following documents from Fidelity Exploration & Production Company 
to Wesco Operating, Inc for your further handing. If you have any further questions please 
contact us.-

s~\\ 
casSYHa~ ~ 
307-577-5337 

1208. Durbin • P.D. Box 1650 • Casper. WY82602 • 307/4724618 • 307/265-1791 FAX 

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this fann for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPEOFWELL 
OIL WELL III GAS WELL D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

See Attached Exhibit 
6. IF INDIAN, ALLOTIEE OR TRIBE NAME: 

See Attached Exhibit 
7. UNIT or CA AGREEMENT NAME: 

See Attached Exhibit 
8. 'hELL NAME and NUMBER: 

See Attached Exhibit 
9. API NUMBER: 

10. FIELD AND POOL, OR VIIILDCAT: 

1801 California St., STE 2501 CITY Denver STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 See Attached Exhibit 
4. LOCATION OF 'hELL 

FOOTAGES AT SURFACE: See attached exhibit for all wells and details COUNTY: Grand 

QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE 'hELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT -OFF 
Date of work completion: 

D D D COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March 1,2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
wells listed on the attached exhibit and Wesco Operating, Inc, has been designated as successor Operator. 

Wesco Operating, Inc. 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 

R;Up~ 
Signature 

'"''I''''''''''''''' Darwin SUba~ 
SIGNATURE ~( 

(This space for State use only) B\..t'(\ ~ 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

Chief Financial Officer 

APPROVED 
APR 2 \ 20\6 

(512000) (See Instructions on Reverse Side) 

DIV. OIL GAS & MINING _ 

ay:~ oh 9 o..\'Pe d 9 ~ 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING



14506 

14505 

14509 

14506 

14505 

14505 

14505 
18923 

14506 

14505 

14505 
14506 

18681 
14505 

18980 
19057 

14505 
19527 

19342 

19528 
19396 
19767 

19588 
11356 
17276 

19706 

17984 

19646 
19343 

19512 
674 

14505 

16464 
19440 

975 
17837 

17920 

Permitted Well Name 

4301931310 KANE SPRINGS FED 27-1 

4301931324 KANE SPRINGS FED 19-1A 

4301931331 KANE SPRINGS FED 10-1 
4301931334 KANE SPRINGS FED 25-19-34-1 

4301931341 KANE SPRINGS 16-1-25-18 

4301931396 CANE CREEK 2-1 
4301931446 CANE CREEK 1-1 

4301950009 CANE CREEK UNIT 12-1 

4301950010 CANE CREEK UNIT 7-1 

4301950011 CANE CREEK UNIT# 26-2 

4301950012 CANE CREEK UNIT #18-1 
4301950014 CANE CREEK U #13-1 

4301950019 CANE CREEK UNIT 26-3 

4301950020 CANE CREEK UNIT 28-2 
4301950027 Cane Creek Unit 18-2 

4301950028 Cane Creek Unit 17-1 

4301950030 Cane Creek Unit 36-1 

4301950032 Cane Creek Unit 17-2 

4301950033 Cane Creek Unit 36-2H 
4301950034 Cane Creek Unit 24-2H 

4301950035 Cane Creek Unit 36-3H 
4301950037 Cane Creek Unit 32-1-25-19 
4301950045 Cane Creek Unit 28-3 
4301950049 Cane Creek 32-1-25-20 

4303731658 HATCH POINT 1 

4303731857 THREEMILE 43-18H 
4301950051 Cane Creek Unit 7-2-26-20 

4303750003 THREEMILE 16-17 
4303750069 Three Mile Unit 12-2-29-21 

4301950036 CANE CREEK UNIT 2-1-25-18 
4301950046 CANE CREEK UNIT 16-2-25-18 

4301915925 LONG CANYON 1 
4301931447 CANE CREEK 24-1 

4301931449 CANE CREEK 8-1 
4301950038 Cane Creek 36-1-25-18 

4303730005 CHEVRON FED 1 
4303750001 Threemile 12-7 

4303750002 LA SAL 29-28 
4301950044 CANE CREEK UNIT 2-2-25-18 

4301950048 Cane Creek Unit 25-1-25-19 

4301950052 Cane Creek Unit 6-1-25-19 
4301950053 Cane Creek Unit 29-1-25-19 

4301950054 Cane Creek 10-1-25-19 

4301950055 Cane Creek Unit 30-1-25-19 

4301950056 Cane Creek Unit 19-2-26-20 

Fidelity Exploration & Production Company Paradox Well & APD List 

AKA Well Name Township RiDB Sectlon(s) ~ ~ MiDIri! Surface Well Type Well Status 

KANE SPRINGS FED 27-1-25-19 

KANE SPRINGS FED 19-1A-ST-26-20 

KANE SPRINGS FED 10-1-25-18 

KANE SPRING5 FED 25-19-34-1 

Disposal Well 
CANE CREEK UNIT 2-1-26-19 
CANE CREEK UNIT 1-1-26-19 

CANE CREEK UNIT 12-1-26-19 

CANE CREEK UNIT 7-1-26-20 
CANE CREEK UNIT 26-2-25-19 

CANE CREEK UNIT 18-1-26-20 

CANE CREEK UNIT 13-1-26-19 

CANE CREEK UNIT 26-3-25-19 

CANE CREEK UNIT 28-2-25-19 

CANE CREEK UNIT 18-2-26-20 
CANE CREEK UNIT 17-1-26-20 

CANE CREEK UNIT 36-1-25-19 

CANE CREEK UNIT 17-2-26-20 

CANE CREEK UNIT 36-2H-25-19 
CANE CREEK UNIT 24-2-26-19 

CANE CREEK UNIT 36-3H-25-19 
CANE CREEK UNIT 32-1-25-19 
CANE CREEK UNIT 28-3-25-19 

CANE CREEK 32-1-25-20 
HATCH POINT FEDERAL 1 
THREEMILE UNIT 43-18H-29-22 

CANE CREEK UNIT 7-2-26-20 
THREEMILE UNIT 16-17-29-22 

THREE MILE UNIT 12-2-29-21 

CANE CREEK UNIT 2-1-25-18 
CANE CREEK UNIT 16-2-25-18 

LONG CANYON 1 
CANE CREEK UNIT 24-1-26-19 

CANE CREEK UNIT 8-1-26-20 
CANE CREEK 36-1-25-18 

CHEVRON FEDERAL 1H 
THREEMILE UNIT 12-7-29-21 

LA SAL UNIT 29-28-29-23 
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Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD



Entitv# API # Permitte!! W~II Ni!m~ AKAW~IINi!m~ Townshie Range ~~iQn(~1 County ~ Mineral Surface W~IITYI!!l Well~i!II!~ 
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD v 
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD v' 

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD V 
4301950061 Cane Creek Unit 32-2-25-19 2505 190E 32 GRAND UT State State OW APD Y 
43019S0062 Cane Creek Unit 17-1-2S-19 2505 190E 17 GRAND UT Federal Federal OW APD v 
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD 0/ 
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD t/ 
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V 

4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD v' 
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD v 
4301950071 Cane Creek Unit 12-2-26-19 2605 190E 12 GRAND UT Federal Federal OW APD v 
4301950072 Cane Creek Unit 26-4-25-19 2505 190E 26 GRAND UT Federal Federal OW APD ., 

4301950073 Cane Creek Unit 21-1-25-18 2505 180E 21 GRAND UT Federal Federal OW APD v 
43019S0074 Cane Creek Unit 9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD .I 
4301950075 Cane Creek Unit 7-1-25-19 2505 190E 7 GRAND UT Federal Federal OW APD y 

4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APDy 

4301950077 Cane Creek Unit 7-1-25-18 2505 180E 7 GRAND UT Federal Federal OW APD t/ 
4301950078 Cane Creek Unit 13-1-25-18 2S0S 180E 13 GRAND UT Federal Federal OW APD v 
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD ,I' 

4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD v 
4301950036 CANE CREEK UNIT 2-1-25-18H2 255 18E 2 GRAND UT Federal State OW APD ,/ 

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: See attached welilist 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Fidelity Exploration & Production Company 

Date original permit was issued: 

Company that permit was issued to: Fidelity Exploration & Production Company 

Check 
Desired Action: one 

>;'>"" 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? 
Ilf ~-;;'-h~S the ~~rface agree~~~t been upd~ted?--'-----------------------'-----------------''--

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 

No 

.f 

.f 

.f 

.f 

.f 
,f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Name (ple~obert W. Kirkwood 

Signature~ ~ 
Title President 

Date 'Y6//C' 
I 

Re~esenting~ompanynam~ _W_e_s_ro_o_p_e_rn_ti_~_,_ln_c_.~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill



Fidelity Exploration & Production Company Paradox APD List 

Date Issued Permitted Well Name 

3/4/2014 4301950044 CANE CREEK UNIT 2-2-25-18 

2/19/2015 4301950048 Cane Creek Unit 25-1-25-19 

6/26/2014 4301950052 Cane Creek Unit 6-1-25-19 

6/26/2014 4301950053 Cane Creek Unit 29-1-25-19 

6/26/2014 4301950054 Cane Creek 10-1-25-19 

6/26/20144301950055 Cane Creek Unit 30-1-25-19 

6/26/2014 4301950056 Cane Creek Unit 19-2-26-20 

6/26/2014 4301950057 Cane Creek Unit 14-1-25-19 

7/21/20144301950058 Cane Creek Unit 2-3-25-18 

8/6/2014 4301950059 Cane Creek Unit 16-3-25-18 

8/6/20144301950060 Cane Creek Unit 19-1-25-19 

9/22/2014 4301950061 Cane Creek Unit 32-2-25-19 

7/30/2014 4301950062 Cane Creek Unit 17-1-25-19 

8/12/2014 4301950063 Cane Creek Unit 16-4-25-18 

9/24/2014 4301950064 Cane Creek Unit 2-4-25-18 

9/2/2014 4301950065 Cane Creek Unit 5-1-25-18 

11/25/2014 4301950068 8-2-26-20 

12/19/2014 4301950069 Cane Creek Unit 19-3-26-20 

1/14/2015 4301950070 Cane Creek Unit 21-1-25-19 

1/13/2015 4301950071 Cane Creek Unit 12-2-26-19 

1/13/2015 4301950072 Cane Creek Unit 26-4-25-19 

1/14/2015 4301950073 Cane Creek Unit 21-1-25-18 

1/20/2015 4301950074 Cane Creek Unit 9-1-25-18 

1/14/2015 4301950075 Cane Creek Unit 7-1-25-19 

1/20/2015 4301950076 Cane Creek Unit 5-2-25-18 

1/14/2015 4301950077 Cane Creek Unit 7-1-25-18 

1/14/2015 4301950078 Cane Creek Unit 13-1-25-18 

7/8/2014 4303750070 Three Mile Unti 12-3-29-21 

10/2/2014 4303750071 Three Mile Unit 16-2-29-22 

12/16/2014 4301950036 Cane Creek Unit 2-1-25-18 H2 
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Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VVELL 
OIL WELL 0 GAS WELL 0 OTHER Blue Hills Gas Plant 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

UTU-90108 
6. IF INOlAN, ALLOTIEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VVELL NAME and NUMBER: 

Blue Hills Gas Plant 
9. API NUMBER: 

10. FIELD AND POOL, ORVIIILDCAT: 

1801 California St., STE 250( CITY Denver STATE CO ZIP 80202 
I PHONE NUMBER: 

I (303) 893-3133 
4. LOCATION OF VVELL 

FOOTAGES AT SURFACE: COUNTY: Grand 

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III 0 ACIDIZE 0 DEEPEN 0 REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR VVELL 

ApprOximate date work will start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

3/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE VVELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only) 

0 CHANGE VVELL STATUS 0 PRODUCTION (STARTIRESUME) 0 WATER SHUT -OFF 
Date of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF VVELL SITE 0 OTHER: 

0 CONVERT VVELL TYPE 0 RECOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show ali pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue 
Hills Gas Plant located in T23S-R19E, Sections 20,29, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc. 
P.O Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 
Robert W. Kirkwood, President 

.... ,"'''''''''''' Darwin Subart ~ 

SIGNATURE z]att1r 4. 
(This space for State use onty) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE Chief Financial Officer 

DATE 

APPROVED 
APR 2 1 2016 

(512000) (See Instructions on Reverse Side) 

~
IV~ OIL GAS & MINING, 

BY:_ ."'0 ho 0 ~(J d g {"\r"\ '- -... -=-~ ... ~ 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

00 not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horlzontallaterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VllELL 
OIL WELL D GAS WELL D OTHER Compressor Booster Station 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

1801 California St., STE 2501 CITY Denver 

4. LOCATION OF VllELL 

FOOTAGES AT SURFACE: 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VllELL NAME and NUMBER: 

Dubinky Booster Station 
9. API NUMBER: 

10. FIELD AND POOL, OR WlLOCAT: 

COUNTY: Grand 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR VllELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE VllELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE VllELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF VllELL SITE D OTHER: 

D CONVERT VllELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM 
Zone 12, NAD83, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc_ 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Signature 

NAME (PLEASE PRINT) Darwin Subart 

SIGNATURE ~tlt11' ~ 
(this space for State use only) 

(512000) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

(See Instructions on Reverse Side) 

Chief Financial Officer 

APPROVED 
APR 2 1 2016 

~OJL GAS & MINING _ 

BY:~t Q.b o-QJ\{\.o d I V\cx 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A



Well Name and Number 
Kane Springs 16-1 

Location of Well 

Footage: 960' FSL 1960' FWL 

QQ, Section, Township, Ran~e: SESW 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 

16 25 18 

County: Grand 

State: UTAH 

API Number 

4301931341 
Field or Unit Name 
Cane Creek 

Lease Designation and Number 

ML-44333 

I EFFECTIVE DATE OF TRANSFER: _3_/1_/2_0_1_6 __ _ 

CURRENT OPERATOR 

Company: Fidelity Exploration & Production Company Name: Darwin Subart 

Address: 1801 California Street, Suite 2500 Signature: 

city Denver state CO zip 80202 Title: Chief Financial Officer 

Phone: (303) 893-3133 Date: 

Comments: 

NEW OPERA TOR 

Company: Wesco Operating, Inc. Name: Robert W. Kirk~ 

Address: P.O. Box 1650 Signature: ,~~-" -' 
city Casper state WY zip 82602 Title: President 

Phone: (307) 265-5178 Date: t4# 
Comments: 

Approval Date: ----4-~1--I---03~/!~'j-

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:
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